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European foreword 

This document (CEN/TS 17340:2020) has been prepared by Technical Committee CEN/TC 264 
“Stationary source emissions”, the secretariat of which is held by DIN. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to announce this Technical Specification: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of 
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United 
Kingdom. 
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1 Scope 

This document specifies a manual method for the determination of the concentration of fluorinated 
compounds expressed in HF. Two cases are presented: 

— first case: the measurand is the concentration of gaseous and bound to particulates fluorides; 

— second case: the measurand is the concentration of gaseous fluorides. 

Three analytical techniques are proposed: ionometry, spectrophotometry and ion-exchange 
chromatography. 

This document specifies the performance characteristics to be determined and the performance criteria 
to be fulfilled when it is used as the Standard Reference Method (SRM) for periodic monitoring and for 
calibration or control of Automated Measuring Systems (AMS) permanently installed on a stack, for 
regulatory or other purposes. 

This document applies to fluoride concentrations which may vary between 0,1 mg HF/m3 and 10 mg 
HF/m3, at standard conditions of pressure and temperature (see NOTE). The limit of quantification of the 
method is estimated at 0,1 mg/m3 for a sampled volume of 0,1 m3. 

Interference may occur for some matrices. Known elements that may lead to interference are mentioned 
in Annex C. 
NOTE The Emission Limit Values (ELV) for HF are expressed in mg/m3, for dry gases at the standard conditions 
(Tstd = 273 K and Pstd = 101,3 kPa). 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.. 

EN 13284-1, Stationary source emissions - Determination of low range mass concentration of dust - Part 1: 
Manual gravimetric method 

EN 15259, Air quality - Measurement of stationary source emissions - Requirements for measurement 
sections and sites and for the measurement objective, plan and report 

EN ISO 10304-1, Water quality - Determination of dissolved anions by liquid chromatography of ions - Part 
1: Determination of bromide, chloride, fluoride, nitrate, nitrite, phosphate and sulfate (ISO 10304-1) 

ISO/IEC Guide 98-3, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in 
measurement (GUM:1995) 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at http://www.iso.org/obp 

— IEC Electropedia: available at http://www.electropedia.org/ 

3.1 
absorber 
device in which the compound to be trapped is absorbed into the absorption solution 

Full document details: PD CEN/TS 17340:2020
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3.2 
absorption efficiency 
ε 
ratio in % of quantity of the collected analyte q1 (for two absorbers) or q1 + q2 (for three absorbers) 
divided by the quantity of the analyte collected in the series of absorbers 

— ε = (q1 / (q1 + q2)) × 100 % for 2 absorbers; 

— or ε = ((q1 + q2)/ (q1 + q2 + q3)) × 100 %, in the case of 3 absorbers. 

3.3 
alternative method 
AM 
measurement method which complies with the criteria given by this document with respect to the 
reference method 

Note 1 to entry: An alternative method can consist of a simplification of the reference method. 

[SOURCE: EN 14793:2017] 

3.4 
analytical repeatability in the laboratory 
closeness of the agreement between the results of successive measurements of the same measurand 
carried out under the same conditions of measurement 

Note 1 to entry: Repeatability conditions include: 

— the same measurement procedure; 

— the same laboratory; 

— the same measuring instrument, used under the same conditions; 

— the same location; 

— repetition over a short period of time. 

Note 2 to entry:  Repeatability may be expressed quantitatively in terms of the dispersion characteristics of the 
results. In this document, repeatability is expressed as a repeatability standard deviation with a level of confidence 
of 95 %. 
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3.5 
automated measuring system 
AMS 
entirety of all measuring instruments and additional devices for obtaining a result of measurement 

Note 1 to entry: Apart from the actual measuring device (the analyser), an AMS includes facilities for taking 
samples (e.g. probe, sample gas lines, flow meters and regulator, delivery pump) and for sample conditioning (e.g. 
dust filter, pre-separator for interferents, cooler, converter). This definition also includes testing and adjusting 
devices that are required for functional checks and, if applicable, for commissioning. 

Note 2 to entry: The term “automated measuring system” (AMS) is typically used in Europe. The term 
“continuous emission monitoring system” (CEMS) is also typically used in the UK and USA. 

[SOURCE: EN 15267-4:2017] 

3.6 
calibration 
set of operations that establish, under specified conditions, the relationship between values of quantities 
indicated by a measuring method or measuring system, and the corresponding values given by the 
applicable reference 

Note 1 to entry: In case of automated measuring systems (AMS) permanently installed on a stack the applicable 
reference is the standard reference method (SRM) used to establish the calibration function of the AMS. 

Note 2 to entry: In case of manual methods the applicable reference can be reference materials used as calibration 
standards to establish the relationship between the output signal of the analytical device and the reference values. 

Note 3 to entry: Calibration should not be confused with adjustment of a measuring system. 

3.7 
emission limit value 
ELV 
emission limit value according to regulations on the basis of 30 min, 1 hour or 1 day 

3.8 
field blank procedure 
procedure used to ensure that no significant contamination has occurred during all the steps of the 
measurement 

Note 1 to entry: This includes for instance the equipment preparation in laboratory, its transport and installation 
in the field as well as the subsequent analytical work in the laboratory. 

[SOURCE: EN 13284-1:2017] 

3.9 
field blank value 
value determined by a specific procedure used to ensure that no significant contamination has occurred 
during all the measurement steps and to verify that the operator can reach a level of quantification 
suitable for the measurement 

Full document details: PD CEN/TS 17340:2020
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3.10 
fluorinated compounds 
— particulate: particle-bound fluorides present on the filter and analysed according to one of the 

methods described in Annex C 

— gaseous: fluorinated compounds not retained by the filter and trapped in the absorbers 

— Total: sum of gaseous and bound to particulates fluorides 

3.11 
limit of detection 
LD 
concentration value of the measurand below which there is at least 95 % level of confidence that the 
measured value corresponds to a sample free of that measurand 

3.12 
limit of quantification 
LQ 
lowest amount of an analyte that is quantifiable with a given confidence level 

Note 1 to entry:  For a manual method the limit of quantification is usually calculated as ten times the standard 
deviation of field blank measurements. If the blank is not negligible then the LQ is added to ten times the standard 
deviation. This corresponds to a confidence level of 95 %. 

3.13 
measurand 
particular quantity subject to measurement 

Note 1 to entry:  The measurand is a quantifiable property of the stack gas under test, for example mass 
concentration of a measured component, temperature, velocity, mass flow, oxygen content and water vapour 
content. 

[SOURCE: EN 15259:2007] 

3.14 
measurement line 
line in the measurement plane along which the measurement points are located, bounded by the inner 
duct wall 

[SOURCE: EN 15259:2007] 

3.15 
measurement plane 
plane normal to the centreline of the duct at the sampling position 

Note 1 to entry: Measurement plane is also known as sampling plane. 

[SOURCE: EN 15259:2007] 

3.16 
measurement point 
specific position on a measurement plane at which a sample is extracted 

Full document details: PD CEN/TS 17340:2020
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3.17 
measurement port 
opening in the waste gas duct along the measurement line, through which access to the waste gas is 
gained 

Note 1 to entry: Measurement port is also known as sampling port or access port. 

[SOURCE: EN 15259:2007] 

3.18 
measurement series 
several successive measurements carried out on the same measurement plane and at the same process 
operating conditions 

[SOURCE: EN 13284-1] 

3.19 
measurement site 
place on the waste gas duct in the area of the measurement plane(s) consisting of structures and technical 
equipment, for example working platforms, measurement ports, energy supply 

Note 1 to entry: Measurement site is also known as sampling site. 

[SOURCE: EN 15259:2007] 

3.20 
measuring system 
set of one or more measuring instruments and often other devices, including any reagent and supply, 
assembled and adapted to give information used to generate measured quantity values within specified 
intervals for quantities of specified kinds 

[SOURCE: JCGM 200:2012] 

3.21 
performance characteristic 
one of the quantities (described by values, tolerances, range) assigned to equipment in order to define its 
performance 

3.22 
reference method 
RM 
measurement method taken as a reference by convention, which gives the accepted reference value of 
the measurand 

Note 1 to entry: A reference method is fully described. 

Note 2 to entry: A reference method can be a manual or an automated method. 

Note 3 to entry: Alternative methods can be used if equivalence to the reference method has been demonstrated. 

[SOURCE: EN 15259:2007] 
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3.23 
repeatability of the measurement method in the field 
closeness of the agreement between the results of simultaneous measurements of the same measurand 
carried out with two sets of equipment meeting the performance criteria set out in the document under 
the same conditions of measurement 

Note 1 to entry: These conditions include: 

— the same measurement procedure; 

— two sets of equipment, the performance of which fulfils the requirements of the reference method, 
used under the same conditions 

— the same location; 

— implemented by the same laboratory; 

— typically calculated on short periods of time in order to avoid the effect of changes of influence 
parameters (e.g. 30 min). 

Note 2 to entry: Repeatability may be expressed quantitatively in terms of the dispersion characteristics of the 
results. 

3.24 
reproducibility of the measurement method in the field 
closeness of the agreement between the results of simultaneous measurements of the same measurand, 
carried out with several sets of equipment under the same conditions of measurement 

Note 1 to entry: These conditions are called “field reproducibility conditions” and include: 

— the same measurement procedure; 

— several sets of equipment, the performance of which fulfils the requirements of the reference method, 
used under the same conditions; 

— the same location; 

— measurements carried out by several laboratories. 

Note 2 to entry: Reproducibility may be expressed quantitatively in terms of the dispersion characteristics of the 
results. 

3.25 
standard reference method 
SRM 
reference method prescribed by European or national legislation 
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3.26 
uncertainty 
parameter associated with the result of a measurement, that characterises the dispersion of the values 
that could reasonably be attributed to the measurand 

[SOURCE: ISO/IEC Guide 98-3] 

3.27 
standard uncertainty 
u 
uncertainty of the result of a measurement expressed as a standard deviation 

3.28 
combined uncertainty 
uc 
standard uncertainty attached to the measurement result calculated by combination of several standard 
uncertainties according to the principles laid down in ISO/IEC Guide 98-3 (GUM) 

3.29 
expanded uncertainty 
U 
quantity defining a level of confidence about the result of a measurement that may be expected to 
encompass a specific fraction of the distribution of values that could reasonably be attributed to a 
measurand 

U k u= ×  

Note 1 to entry: In this document, the expanded uncertainty is calculated with a coverage factor of k = 2, and with 
a level of confidence of 95 %. 

Note 2 to entry:  The expression overall uncertainty is sometimes used to express the expanded uncertainty. 

4 Symbols and abbreviations 

4.1 Symbols 

Cm mass concentration of hydrofluoric acid in the gas sample, in milligrams per cubic metre (of 
gas) 

lCr repeatability confidence interval, in milligrams per cubic metre 

lCR reproducibility confidence interval, in milligrams per cubic metre 

LQ limit of quantification, in milligrams per litre of F 

ms weight of the sample solution (absorption solution used for sampling + rinsing solution), in 
grams 
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Pm pressure at the gas volume meter, in kilopascals 

Pstd standard pressure (101,3 kPa) 

Psat 

(Tm) 
saturation vapour pressure of water at gas volume meter temperature, in kilopascals 

qs mass concentration of fluoride in sample absorption solution, in milligrams per litre (of 
solution) 

qcb mass concentration of fluoride in chemical blank solution, in milligrams per litre (of solution) 

r repeatability, in milligrams per cubic metre or percentage 

R reproducibility, in milligrams per cubic metre or percentage 

Rs volume of titration solution used for titration of sample absorption solution, in millilitres 

Scb volume of titration solution used for titration of chemical blank solution, in millilitres 

Sr repeatability standard deviation, in milligrams per cubic metre or percentage 

SR reproducibility standard deviation, in milligrams per cubic metre or percentage 

Ss volume of titration solution used for the titration of the aliquot of the pre-treated sample 
solution, in millilitres 

t1 retention time of the first peak, in seconds 

t2 retention time of the second peak, in seconds 

Tj temperature at the gas meter, in Kelvin 

Tm mean temperature at the gas volume meter, in Kelvin 

Tstd standard temperature (273 K) 

V1 reading at the gas volume meter at the beginning of the sampling period, in cubic metres 

V2 reading of gas volume meter, at the end of the sampling period, in cubic metres 

Vm 

(std) 
dry gas volume measured, corrected to standard conditions, in cubic metres 

Vs volume of the sample solution (absorption solution used for sampling + rinsing solution), in 
litres 

w1 peak width on the time axis, of the first peak, in seconds 

w2 peak width on the time axis, of the second peak, in seconds 

ε absorption efficiency, in percentage 

σ conductivity, in micro-siemens per metre 
4
20ρ  density of a liquid at 20 °C compared to that of water at 4 °C, in kilograms per litre volume 

content, in percentage 
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4.2 Abbreviations 

PE polyethylene 

PTFE polytetrafluoroethylene 

PVC polyvinylchloride 

5 Measuring principle 

5.1 General 

The specific components and requirements of the measurement system are described in the remainder 
of this document. When this method is used as an SRM, minimum performance characteristics with 
associated performance criteria, specified for the measurement system in Table 1 concerning sampling 
and in Table 2 concerning analysis (in 8.2.2 and 8.2.4) have to be achieved. The expanded uncertainty of 
the method shall meet the specifications given in 8.1. 

5.2 Measuring principle 

This document describes a method for determining the concentration of fluorides. 

Two cases are presented: 

— first case: the measurand is the concentration of gaseous and bound to particulates fluorides; 

— second case: the measurand is the concentration of gaseous fluorides. 

In the first case, the sample is taken in accordance with the EN 15259. The sample is collected 
isokinetically, the particulate fraction being collected on a plane filter maintained at least at 20 °C above 
the dew point. 

The gaseous fraction is trapped by absorption into an absorption solution and the particulate fraction is 
collected on a filter. The sampling devices are illustrated in Annex A. 

WARNING Due to the high reactivity of HF, with certain materials and particles collected on the filter 
(desorption occurs only from 400 °C), the determination of HF and fluorinated gaseous compounds only 
may lead to underestimate the concentration present in the stack. Special precautions are therefore taken 
during sampling (materials, temperature, line rinsing) which, however, do not completely eliminate the 
phenomenon. As a result, the distribution between the gaseous fraction and particulate fraction of 
fluorinated compounds as it appears from the results given by the measurement method may not match 
what is in the duct; this distribution is conventional in nature when the dust accumulation is significant 
and/or with highly reactive dust (aluminium manufacturing industry, for example). 

This document proposes the following three analytical techniques: 

— ionometry (method recommended for a concentration ≥ 0,4 mg/l); 

the fluoride ion concentration of a solution is calculated by applying the law of Nernst, based on 
potentials measured by a specific fluoride ion electrode placed successively in the sample solution, 
with a first known addition of fluoride in the same solution and then with a second known addition 
of fluoride. 
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— spectrophotometry (method recommended for a concentration ≥ 0,3 mg/l); 

in acetone medium, the fluoride ion forms a coloured complex in the presence of the lanthanum-
alizarin complexone reagent. The fluoride ion content is determined by spectrophotometric 
measurement at 620 nm by comparison with synthetic fluoride solutions of known content. 

— ion chromatography (method recommended for a concentration ≥ 0,1 mg/l). 

Ion chromatography: this method is based on the separation of anions by ion exchange and 
conductivity detection after post-column reaction (ion exchange) for highly conductive eluents. The 
process of separating anions between the eluting mobile phase and the stationary phase comprising 
ion exchange groups is based on the difference in affinity of the exchanger for the solute. 

The analytical equipment and instruments for each of these methods are described in Annex C. 

When the laboratory wishes to determine the contents of gaseous chlorides and gaseous fluorides jointly, 
the laboratory can use water as an absorption solution or a series of two or three absorbers must be used: 
the first containing demineralized water, the second (and the third, if necessary) containing one of the 
absorption solution proposed for HF. Gaseous fluorine is then determined by analysing separately the 
fluorine contained in each absorber. The number of absorbers must be selected to fulfil the absorption 
efficiency required by this Technical Specification and EN 1911. 

6 Sampling equipment 

6.1 General 

A known volume of flue gas is extracted representatively from a duct or a chimney during a certain period 
of time at a controlled flow rate. A filter removes the dust in the sampled volume, thereafter the gas 
stream is passed through a series of absorbers containing an absorption solution. 

The materials used may be PTFE, borosilicate glass or quartz or any other material for which it has been 
proven that it does not absorb or react with the components present in the sample gas at the temperature 
in question. 

The measurement may be performed according to the following two cases presented in 6.2 and 6.3: 

If the amount of fluorides in particles in the sample is considered to be less than 10 % (based on previous 
data) of the total fluorides (particles + gas), then the filter may be omitted, provided the uncertainty of 
measurement remains below the maximum required level. In this case, choose the procedure described 
for the second case 

6.2 Sampling line with side stream (first case) 

The main sampling line shall comply with that described in EN 13284-1. To this main line is added a 
secondary line through which an aliquot of the sample gases circulates. Gaseous fluorides are trapped in 
a series of two absorbers containing an absorption solution. The connection between the main line and 
the secondary line is maintained at a temperature so as to prevent condensation. The line linking the 
connection to the first absorber shall be maintained at above the acid dew point or shall be rinsed 
thoroughly using the absorption solution. The rinsing product is added to the sample solution from the 
first absorber. 

The flow rate in the secondary line, shall be selected so as to maintain the required absorption efficiency. 
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6.3 Sampling line without side stream (second case) 

Sampling without secondary line (sampling without side stream) may be used if the operator has a 
sampling system used only for determining gaseous fluorides or the combination of gaseous chlorides 
and fluorides. 

6.4 Sampling probe 

In order to reach the measurement points of the measurement plane, probes of different lengths and 
inner diameters may be used. The design and configuration of the probe used shall ensure the residence 
time of the sample gas within the probe is minimized in order to reduce the response time of the 
measuring system. 

When droplets are present in the flue gases, they may contain fluorinated compounds dissolved in it. In 
that case, the probe is equipped with a nozzle and an isokinetic sampling shall be performed according 
to EN 13284-1. 
NOTE The probe can be marked before sampling in order to demonstrate that the measurement points in the 
measurement plane have been reached. 

6.5 Filter housing 

The filter housing may be located either: 

— in the duct or chimney, mounted directly behind the entry nozzle (in-stack filtration); or 

— outside the duct or chimney, mounted directly behind the suction tube (out-stack filtration). 

If condensation is liable to occur in the sampling probe or in the filter housing, then a heated out-stack 
filter housing shall be used. For out-stack filtration, the filter housing shall be heated at a controlled 
temperature of 20 °C above the acid dew point. It shall be connected to the probe without any cold path 
between the two. 

Filter housings of different designs may be used, but the residence time of the sample gas shall be 
minimized. 

The filter housing shall have the possibility to be jointed with the probe thereby avoiding leaks. 
NOTE  A stop valve after the filter housing can be useful to prevent back flush of absorption solution into the 
probe or into the filter when sampling in flue gases under unfavourable conditions (e.g. high depression in the duct). 

In special cases where the sample gas temperature is greater than 200 °C, the heating jacket around the 
sampling probe, filter housing and connector line may be switched off. However, the temperature in the 
sampled gas just after the filter housing should not fall below the required temperature. 

6.6 Particle filter 

The filter shall have an efficiency of more than 99,5 % on a test aerosol with a mean particle diameter of 
0,3 μm, at the maximum flow rate anticipated, (or 99,9 % on a test aerosol of 0,6 μm mean diameter). 

With the alkaline extraction method, it appears that the extraction of fluorides is much more efficient in 
PTFE filters than in glass fibre filters and to a lesser extent in quartz filters. Glass fibre filters shall be 
avoided, because glass fibre filters can react with hydrogen fluorides. 

Do not use a filter holder that reacts with fluorides. 

6.7 Temperature controller 

A temperature controller is required for the filter housing. It shall be capable of controlling temperature 
with an uncertainty of 2,5 K or better. 
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6.8 Absorbers 

The line joining the main line connection and the first absorber shall be as short as possible and shall be 
made of PTFE, borosilicate glass, quartz, PVC or PE. 

The two absorbers shall be arranged in series. They are made of PTFE or polymethylmethacrylate, PE or 
any other compatible plastic material. Borosilicate glass may also be used on condition that after the test, 
the content of the absorber is transferred to a plastic container. 

Downstream of these absorbers, an extra empty absorber may be used as a protection for the 
downstream equipment. 

The absorption efficiency shall be higher than 95 % or the concentration measured in the last absorber 
shall be lower than the limit of quantification. This efficiency shall be checked at least every day of 
monitoring. Except when the absorption efficiency shall be checked, the solutions from the absorbers 
may be combined and analysed together. 

In order to test absorption efficiency: 

— Place a suitable volume of absorption solution into each of the absorbers, where the first absorber is 
denoted 1, the second absorber 2 and eventually the third absorber denoted 3. Assemble the 
sampling system to obtain a sampling train as illustrated in Figure A.1. 

— Carry out sampling in normal conditions. At the end of the sampling period, switch off the sampling 
pump, record the time and volume on the gas meter. 

— Remove the absorbers from the sampling train. Rinse each absorber with the absorption solution 
(7.3) thoroughly and particularly the fritted glass dividers to recover the absorption solution trapped 
in it and add the rinsing solutions to the appropriate absorber sample bottle. Fill the content and 
rinsing solutions of all absorbers except the last one in bottle 1. Rinse all unheated parts of the 
sampling system between the filter and absorber 1 and add the rinsing solution to bottle 1. Transfer 
the solution from the last absorber into a separate bottle. If a trap is used behind the absorbers to 
collect any solution carry-over its contents shall be combined with the last absorber (bottle 2). 

— Fill the content of each bottle separately into two graduated flasks. Adjust to volumes V1 and V2 
expressed in litres. 

— Determine separately the concentration of fluorine in bottle 1 and 2 (c1 and c2 in mg/l) according to 
the methods in Annex C. 

— Calculate the absorption efficiency ε of absorber 1 as follows: 

Absorption efficiency in %: 

— ε = (qs1 / (qs1 + qs2)) × 100 % for 2 absorbers; 

— or ε = ((qs1 + qs2)/ (qs1 + qs2 + qs3)) × 100 %, in the case of 3 absorbers. 

NOTE Cooling of the absorbers can be useful to avoid excessive evaporation from the first absorber. 

6.9 Sample gas pump 

Leak-free pump capable of drawing sample gas at a set flow-rate is required. 

A sampling flow rate between 0,06 m3/h to about 0,2 m3/h allows to reach a good absorption with a low 
pressure of –10 kPa to –30 kPa. Higher flow-rate can be used with impingers provided the absorption 
criterion is fulfilled. 
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NOTE 1 A small surge tank can be used between the pump and the rotameter to eliminate the pulsation effect of 
the diaphragm pump on the rotameter. 

NOTE 2 A rotameter (optional) facilitates the adjustment of the nominal sampling flow-rate. 

NOTE 3 A regulating valve (optional) is useful for adjusting the sample gas flow-rate. 

6.10 Gas volume meter 

Any dry or wet gas volume meter may be used providing the volume is measured with a relative expanded 
uncertainty not exceeding 5,0 % of the measured volume (at actual conditions). 

The gas volume meter shall be equipped with a temperature measuring device with a relative expanded 
uncertainty not exceeding 2,0 % and shall be associated to an absolute pressure measurement with a 
relative expanded uncertainty not exceeding 2,0 %. The absolute pressure can be determined from the 
relative pressure and the ambient pressure. 

When using a dry gas volume meter, a condenser and/or a gas drying system shall be used which can lead 
to a residual water vapour content of less than 10 g/m3 (equivalent to a dew point of 10,5 °C or a volume 
content of 1,25 %). 
NOTE For example a glass cartridge or an absorber packed with silica gel (1 mm to 3 mm particle size), which 
has been previously dried at least at 110 °C for at least 2 h. 

When using a wet gas volume meter, a correction shall be applied for water vapour, to obtain a dry gas 
sampled volume. 

7 Field operation 

7.1 Measurement planning 

Emission measurements at a plant shall be carried out such that the results are representative for the 
emissions from this plant and comparable with results obtained for other comparable plants. Therefore, 
measurements shall be planned in accordance with EN 15259. 

Before carrying out any measurements, the purpose of the sampling and the sampling procedures shall 
be discussed with the plant personnel concerned. The nature of the plant process, e.g. steady-state or 
cyclic, can affect the sampling programme. If the process can be performed in a steady-state, it is 
important that this is maintained during sampling. 

Dates, starting times, duration of survey and sampling periods as well as plant operating conditions 
during these periods shall be agreed with the plant management. 

If no suitable location exists in the plant, and/or that measurements have been carried out during non-
steady-state conditions of the plant, which leads to an increase of the uncertainty of the measurements, 
it shall be stated in the measurement report. 

7.2 Sampling strategy 

7.2.1 General 

Sampling requires a suitable measurement section and measurement plane. 

The measurement plane shall be easily reached from convenient measurement ports and a safe working 
platform (see EN 15259). 
7.2.2 Measurement section and measurement plane 

The measurement section and measurement plane shall meet the requirements of EN 15259. 
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7.2.3 Minimum number and location of measurement points 

First case: the measurements shall be performed as grid measurements. In that case, EN 15259 specifies 
the minimum number of measurement points to be used and the location in the measurement plane for 
circular and rectangular ducts. 

Second case: It is necessary to ensure that the gas concentrations measured are representative of the 
average conditions inside the waste gas duct. Measurements may be performed at one representative 
measurement point or at any measurement point, if the corresponding requirements on the distribution 
of HF or any other relevant component specified in 8.3 of EN 15259 are fulfilled. When droplets are 
present, they may contain fluorinated compounds dissolved in it. In that case, the probe shall be equipped 
with a nozzle and an isokinetic sampling shall be performed according to EN 13284-1. 
7.2.4 Sampling time and volume sampled 

The sampling time shall be such that it covers one or more complete operating cycle(s) of the plant if this 
operation consists of various phases. 

For plants operating on a non-cyclical basis, the measurement is carried out under stable operating 
conditions of the plant. 

The minimum volume sampled is determined based on the flow rate to fulfil the absorbers efficiency 
criterion and the limit of quantification of the method, such that this limit is less than 10 % of the accepted 
limit value. 
7.2.5 Measurement ports and working platform 

Measurement ports shall be provided for access to the measurement points selected in accordance with 
EN 15259. 

Examples of suitable measurement ports are given in EN 15259. 

For safety and practical reasons, the working platform shall comply with the requirements of EN 15259. 

7.3 Preparation of the glassware and the absorption solution 

Prepare all the glassware, filters and absorption solutions required for the sampling equipment. Wash 
the absorbers so as to have an acceptable field blank. 

For the measurement of low contents, particular attention is paid to cleaning the equipment between two 
measurements, especially when absorbers with sintered frits are used because it is difficult to fully collect 
the absorption liquid used for rinsing these devices. 

According to the method of analysis which has been selected, prepare the appropriate absorption 
solution: 

— Demineralized water for ionometry, spectrophotometry and ion chromatography; 

— 0,1 N NaOH solution for ionometry, spectrophotometry and ion chromatography; 

— A solution for ion chromatography (e.g. Na2CO3/NaHCO3). The solution depends on the column used. 

For example, the Na2CO3/NaHCO3 solution (1,8 mmol/l Na2CO3 and 1,7 mmol/l NaHCO3) for ion 
chromatography can, for example, be prepared as follows: Prepare 1 l of stock solution by solving 19,08 g 
Na2CO3 and 14,28 g NaHCO3 in distilled water. Add 50 ml of this stock solution to a 5 l graduated flask 
and fill up to the mark with distilled water. 

Fill the absorbers with the absorption solution. 

The quantity is the one defined during the qualification of the absorber used. 
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7.4 Assembling the equipment 

Assemble the whole sampling train (an example is given in Annex A). Special care shall be taken during 
the rinsing of absorbers with fritted gas dividers, as it is difficult to completely recover the absorption 
liquid used for rinsing these devices. Consequently, rinsing needs to be thorough. 

The dead volume in the sampling probe, filter housing and tubing up to the first absorber should be 
minimized. 

The two absorbers shall be filled with the appropriate amount of the absorption solution (6.3) to 
guarantee a sufficient gas/liquid contact. An empty absorber may be added behind the second one as a 
protection for the downstream suction equipment. 

7.5 Field blank 

To check the sampling procedure, a field blank shall be prepared at least before each measurement series 
and at least once a day, according to the complete procedure specified in subclauses 7.3 to 7.4, without 
the suction step, or introduction of the probe into the duct. If the equipment in contact with the measured 
material is cleaned and reused in the field, a field blank shall also be prepared after the measurement 
series. If several measurements are performed for the same industrial process or on multiple lines of the 
same industrial process, a single field blank shall be prepared at the beginning and another at the end of 
the series. 

The field blank value expressed in milligrams per cubic metre (mg/m3) is calculated based on the volume 
of sample gas taken during the measurement. The field blank value shall be less than 10 % of the emission 
limit value (ELV) or be below the limit of quantification. If the calculated measurement value is less than 
the field blank value, the result of the measurement shall be reported as less than or equal to the field 
blank. 

The field blank value shall not be subtracted from the result of the measured value. 

7.6 Heating of the sampling line 

Maintain the temperature of the sampling probe and particle filter housing up to include a temperature 
of 20 °C above the acid dew point for outstack filters. 

7.7 Leak test 

Before starting the measurement, check that there is no significant leakage in the sampling system by use 
of the following procedure or any other relevant procedure: 

— assemble the complete sampling system, including charging the filter housing and absorbers; 

— close the nozzle inlet; 

— switch on the pump; 

— after reaching minimum pressure read or measure the flow rate with an appropriate measuring 
device; 

— the leak flow rate shall not exceed 2,0 % of the expected sample gas flow rate used during 
measurement. 

Perform the leak test at the operating temperature unless this conflicts with safety requirements. 

In addition, the integrity of the sampling system can be tested during sampling by continuously 
measuring the concentration of a suitable stack gas component (e.g. O2) directly in the stack and 
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downstream the sampling system. Any systematic difference between those concentrations indicates a 
leak in the sampling system. 

7.8 Performing sampling 

7.8.1 Introduction of the sampling probe in the duct 

After the leak test, insert the sampling probe through the measurement port and place the probe at the 
measurement points in the measurement plane. 

Seal the resultant space around the sampling probe and the access hole with an appropriate material such 
that ambient air is not induced into the duct (nor does any flue gas escape from the duct). In cases where 
large pressure differences exist between the ambient air and sample gas, care shall be taken that the 
absorption solution does not leave the absorber. 

Control the jacket and filter housing temperatures. 
7.8.2 Sampling 

On the main (and secondary) suction line(s), read the indication on the gas meter(s) V1 and the gas 
temperature at the outlet of the meter(s) before the start of the sampling. 

Start the secondary sampling approximately at the required flow rate. 

Start the main sampling and adjust this main flow rate so that the sum of the flow rates meets the required 
conditions. Adjust the secondary flow rate to the standard value. 

On the main (and secondary) suction line(s), read the indication on the gas meter(s) and the gas 
temperature at the outlet of the meter(s) at least 5 min after the start of the sampling and at the end of 
the sampling period. In addition, determine the absolute pressure at the meter(s). Record the reading of 
the temperature device Ti and the absolute pressure pm at the gas volume meter. 

NOTE 1 For a sampling system as shown in Figure A.1, with gas volume meter placed downstream pump, 
absolute pressure on the gas volume meter is close to atmospheric pressure. 

Adjust the flow rates or the time every time the measurement point is changed when a grid sampling is 
needed. 

At the end of the sampling period, switch off the sampling pump of the main sampling and then the 
secondary sampling. Care shall be taken that the absorption solution does not leave the absorber. Remove 
the probe from the duct. 

Record the time and the reading on the gas volume meter V2. 

NOTE 2  If the used gas volume meter records volumetric differences, the difference Vm = (V2–V1) can be used 
directly at the end of sampling instead of V1 and V2. 

7.8.3 Rinsing of the sampling system and preparation of the samples 

Remove the absorbers from the sampling line, and then transfer the two sample solutions into a bottle of 
suitable capacity or into two separate bottles if the absorption efficiency shall be verified. The bottles 
shall be made of a plastic material as specified in 6.1. 

Rinse all parts of the absorbers thoroughly and particularly the sintered glass dividers with the 
absorption solution (see 7.3). Add the rinsing solution to the corresponding sample solution. 

The volume of the absorption solution including the rinsing solution is determined with a relative 
uncertainty of less than ± 1 %. 

All the non-heated parts of the sampling line, from the filter holder (not included) to the second absorber, 
shall be rinsed. 
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