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PUBLISHED DOCUMENT

National foreword
This Published Document is the UK implementation of
CEN/TS 18041:2024.

The UK participation in its preparation was entrusted to Technical
Committee CPI/113, Hydrometry.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication is not to be regarded as a British Standard.

© The British Standards Institution 2024
Published by BSI Standards Limited 2024

ISBN 978 0 539 23974 4
ICS 17.120.20; 93.140

Compliance with a Published Document cannot confer immunity
from legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2024.
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SPECIFICATION TECHNIQUE
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1CS 17.120.20; 93.140

English Version

Hydrometry - Sedimentation - Measurements required for
effective sediment management and control at river
structures

Hydrometrie - Sedimentation - Erforderliche
Messungen fiir effektives Sedimentmanagement und
effektive Sedimentkontrollen an Flussstrukturen

This Technical Specification (CEN/TS) was approved by CEN on 1 April 2024 for provisional application.

The period of validity of this CEN/TS is limited initially to three years. After two years the members of CEN will be requested to
submit their comments, particularly on the question whether the CEN/TS can be converted into a European Standard.

CEN members are required to announce the existence of this CEN/TS in the same way as for an EN and to make the CEN/TS
available promptly at national level in an appropriate form. It is permissible to keep conflicting national standards in force (in
parallel to the CEN/TS) until the final decision about the possible conversion of the CEN/TS into an EN is reached.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.
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CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2024 CEN  All rights of exploitation in any form and by any means reserved Ref. No. CEN/TS 18041:2024 E
worldwide for CEN national Members.
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European foreword

This document (CEN/TS 18041:2024) has been prepared by Technical Committee CEN/TC 318
“Hydrometry”, the secretariat of which is held by BSI.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to announce this Technical Specification: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.
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Introduction

The need for this document stems from the lack of concise guidance that is available on sediment
management in watercourses. Previously, bespoke procedures for undertaking sediment management
activities at discrete locations have been developed to address a specific local problem. These
procedures usually required a data gathering exercise that delayed the implementation of the
management plan. These procedures and the data that supported them, only addressed the issues at the
individual local sites. There is, however, no generic or standardized approach to the routine collection
of data and information that can be undertaken in advance of an application to manage sedimentation.
This document will therefore help the user to build up a database of required measurements and other
related information to support the sediment management plan.

It is envisaged that the users of this document will include government agencies that have legislative
powers to manage the natural environment, individuals or organisations that wish to develop a river
site by the construction of structure that will interfere with the natural sediment process in the water
course, or owners of existing structures that wish to manage the sedimentation at the structure or
remove the structure from the channel.

To assist the user in understanding the full range of issues that may require addressing, an example of
the requirements of a sediment management plan is given in Annex A. This gives details of what issues
had to be considered when a weir removal plan was developed for the River Rother in West Sussex in
the UK.

To assist the user in devising the detail of a sediment management plan, Annex B is included, and shows
a decision tree that will help put into context the detailed decisions required in deploying a
management plan across a complex catchment with a number of sites where weirs could be removed.
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