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European foreword

This document (CLC IEC/TS 61980-3:2020) consists of the text of IEC/TS 61980-3:2019
prepared by IEC/TC 69 "Electric road vehicles and electric industrial trucks".

Attention is drawn to the possibility that some of the elements of this document may be the
subject of patent rights. CENELEC shall not be held responsible for identifying any or all
such patent rights.

Endorsement notice

The text of the International Technical Specification IEC/TS 61980-3:2019 was approved by
CENELEC as a European Technical Specification without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards
indicated:

IEC 60038 NOTE Harmonized as EN 60038
CISPR 11 NOTE Harmonized as EN 55011
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant
EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:
www.cenelec.eu.

Publication Year Title EN/HD Year
EC 60529 - Degrees of protection provided by N 60529 -
enclosures (IP Code)
IEC 60947-2 - Low-voltage switchgear and controlgear N 60947-2 -
- Part 2: Circuit-breakers
IEC 61008-1 - Residual current operated circuit- N 61008-1 -

breakers without integral overcurrent
protection for household and similar
uses (RCCBs) - Part 1: General rules

IEC 61009-1 - Residual current operated circuit- -
breakers with integral overcurrent
protection for household and similar
uses (RCBOs) - Part 1: General rules

Type F and type B residual current EN 62423 -
operated circuit-breakers with and

without integral overcurrent protection for

household and similar uses

IEC/TS 61980-2 2019 Electric vehicle wireless power transfer  CLC IEC/TS 61980-2 2020
(WPT) systems - Part 2: Specific
requirements for communication
between electric road vehicle (EV) and
infrastructure

DIN 7405 1963  Wire staple 24/6 for office-staplers

- - Cold rolled low carbon steel flat products EN 10130 -
for cold forming — Technical delivery
conditions
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Publication Year

ICNIRP Guidelines 1998

ICNIRP Guidelines 2010

UL 2251 -

Title EN/HD

ICNIRP guidelines for limiting exposure
to time-varying electric, magnetic and
electromagnetic fields (up to 300 GHz),
International commission on nonionizing
radiation protection

ICNIRP guidelines for limiting exposure
to time-varying electric and magnetic
fields (1 Hz — 100 kHz), International
commission on non-ionizing radiation
protection

Standard for plugs, receptacles, and
couplers for electric vehicles
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTRIC VEHICLE WIRELESS POWER TRANSFER (WPT) SYSTEMS -

Part 3: Specific requirements for the magnetic field wireless power
transfer systems

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC
Publication(s)"). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply |IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. In
exceptional circumstances, a technical committee may propose the publication of a technical
specification when

e the required support cannot be obtained for the publication of an International Standard,
despite repeated efforts, or

e the subject is still under technical development or where, for any other reason, there is the
future but no immediate possibility of an agreement on an International Standard.

Technical specifications are subject to review within three years of publication to decide
whether they can be transformed into International Standards.

IEC TS 61980-3, which is a Technical Specification, has been prepared by IEC technical
committee 69: Electric road vehicles and electric industrial trucks.
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The text of this Technical Specification is based on the following documents:

Draft TS Report on voting
69/554A/DTS 69/616B/RVDTS

Full information on the voting for the approval of this Technical Specification can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 61980 series, published under the general title Electric vehicle
wireless power transfer (WPT) systems, can be found on the IEC website.

This part is to be used in conjunction with IEC 61980-1:2015.

The clauses of the particular requirements in this document supplement or modify the
corresponding clauses in IEC 61980-1:2015. Where the text indicates an "addition" to or a
"replacement" of the relevant requirement, test specification or explanation of
IEC 61980-1:2015, these changes are made to the relevant text of IEC 61980-1:2015, which
then becomes part of the standard. Where no change is necessary, the words "Clause xx of
IEC 61980-1:2015 is applicable" are used. Additional items to those of IEC 61980-1:2015 are
numbered starting 101. Additional annexes are lettered from AA onwards.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

IMPORTANT - The ‘colour inside’' logo on the cover page of this publication indicates that it
contains colours which are considered to be useful for the correct understanding of its
contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

The IEC 61980 series is published in separate parts according to the following structure:

— |IEC 61980-1 covers general requirements for electric road vehicle (EV) wireless power
transfer (WPT) systems including general background and definitions. (e.g. efficiency,
electrical safety, EMC);

— |EC TS 61980-2 covers specific requirements for communication between electric road
vehicle (EV) and wireless power transfer (WPT) systems including general background
and definitions.

— |EC TS 61980-3 covers specific requirements for electric road vehicle (EV) magnetic field
wireless power transfer (MF-WPT) systems including general background and definitions
(e.g. efficiency, electrical safety, EMC).

The requirements described in IEC 61980-1 are general. The technical requirements for the
various wireless power transfer (WPT) technologies are very different; they are specified in
the technology specific parts of the IEC 61980 series. A list of possible WPT technologies is
listed in I[EC 61980-1. The requirements for magnetic field wireless power transfer systems
(MF-WPT) are described in this document. Further parts of the IEC 61980 series will describe
other technologies such as power transfer via electric field (EF-WPT) or via electromagnetic
field wireless power transfer systems (EF-WPT) or electromagnetic field-WPT systems, also
named microwave-WPT systems (MW-WPT).

Reference to "technology specific parts" always refers to each parts of the IEC 61980 series.
The structure of the "technology specific parts" follows the structure of IEC 61980-1.

WPT systems are still under development. For this reason, there is the future but not
immediate possibility of an agreement to publish an International Standard. The committee
has decided, by following the procedure set out in ISO/IEC Directives part 1:2018, 2.3, that
the publication of a Technical Specification is appropriate. The reason for publishing the
Technical Specification is a high market need for a first basic technical description.

ECTS 61980-%, also published as a Technical Specification for the same reason as
EC TS 61980-3, deals with communication and for this reason has an independent structure.
The numbering of the clauses does not follow the numbering of the other parts of the
IEC 61980 series.

The electric road vehicles (EV) requirements of the MF-WPT system are covered by
ISO PAS 19363.
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ELECTRIC VEHICLE WIRELESS POWER TRANSFER (WPT) SYSTEMS -

Part 3: Specific requirements for the magnetic field wireless power
transfer systems

1 Scope

This part of IEC 61980, which is a Technical Specification, applies to the equipment for the
magnetic field wireless power transfer (MF-WPT) of electric power from the supply network to
electric road vehicles for purposes of supplying electric energy to the RESS (rechargeable
energy storage system) and/or other on-board electrical systems. The MF-WPT system
operates at standard supply voltages ratings per IEC 60038 up to 1000V AC and up to
1 500 V DC The power transfer takes place while the electric vehicle (EV) is stationary.

This document also applies to MF-WPT equipment supplied from on-site storage systems (e.g.
buffer batteries) at standard supply voltages ratings per IEC 60038 up to 1 000 V AC and up
to 1 500 V DC.

The aspects covered in this document include

— the characteristics and operating conditions,
— the required level of electrical safety,

— requirements for basic communication for safety and process matters if required by a MF-
WPT system,

— requirements for positioning to assure efficient and safe MF-WPT power transfer, and

— specific EMC requirements for MF-WPT systems.
The following aspects are under consideration for future documents:

— requirements for two- and three-wheel vehicles,
— requirements for MF-WPT systems supplying power to EVs in motion, and
— requirements for bidirectional power transfer.

This standard does not apply to

— safety aspects related to maintenance, and
— trolley buses, rail vehicles and vehicles designed primarily for use off-road.

NOTE The teRMS used in this document are specifically for MF-WPT.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

EC 60529, Degrees of protection provided by enclosures (IP Code)
IEC 60947-2, Low-voltage switchgear and controlgear — Part 2: Circuit-breakers

IEC 61008-1, Residual current operated circuit-breakers without integral
protection for household and similar uses (RCCBs) — Part 1: General rules Bsgﬁ?ﬁents
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IEC 61009-1, Residual current operated circuit-breakers with integral overcurrent protection
for household and similar uses (RCBOs) — Part 1: General rules

IEC TS 61980-2:2019, Electric vehicle wireless power transfer (WPT) systems — Part 2:
Specific requirements for communication between electric road vehicle (EV) and infrastructure
with respect to wireless power transfer (WPT) systems

EC 62423, Type F and type B residual current operated circuit-breakers with and without
integral overcurrent protection for household and similar uses

DIN 7405:1963, Wire staple 24/6 for office-staplers

N 10130, Cold rolled low carbon steel flat products for cold forming — Technical delivery
conditions

ICNIRP Guidelines 1998, ICNIRP guidelines for limiting exposure to time-varying electric,
magnetic and electromagnetic fields (up to 300 GHz), International commission on non-
ionizing radiation protection, published in: Health Physics 74(4):494-522; 1998

ICNIRP Guidelines 2010, ICNIRP guidelines for limiting exposure to time-varying electric and
magnetic fields (1 Hz — 100 kHz), International commission on non-ionizing radiation
protection, published in: Health Physics 99(6):818-836; 2010

UL 2251, Standard for plugs, receptacles, and couplers for electric vehicles

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 61980-1 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:
o |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

Additional terms and definitions:

3.101

primary coil

component of the primary device according IEC 61980-1 comprising one or more electrical
windings generating a magnetic field for wireless power transfer (MF-WPT)

3.102

secondary coil

component of the secondary device according IEC 61980-1 comprising one or more electrical
windings generating a magnetic field for wireless power transfer (MF-WPT)

3.103
system frequency
frequency range over which the system is designed to transfer power

Note 1 to entry: The bandwidth is a frequency range above and below the nominal frequency, and need not be
centred at the nominal frequency. Spurious harmonics are not included in the bandwidth.
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3.104

EV device

on-board component assembly, comprising the secondary device, the EV power electronics
and the on-board communication controller, as well as the mechanical connections between
the assemblies

3.105

complete power

power level which is the lower of the declared primary device input power according to the
specifications listed in 6.3, or of the output power limit specified by the manufacturer for the
EV device

3.106
primary device
off-board component that generates and shapes the magnetic field for power transfer

3.107
secondary device
on-board component that captures the magnetic field

3.108
secondary device ground clearance
vertical distance between the ground surface and the lowest point of the secondary device

Note 1 to entry: The lower surface may not be planar and may not be parallel to the ground surface..

3.109

plug and cable connected supply device

supply device that can be connected to, or disconnected from, the socket-outlet of AC or DC
supply network by the use of a plug

3.110

MF-WPT input power class

power class of a supply device of MF-WPT systems defined from the perspective of the
maximum power drawn from the supply network in order to drive the supply device

3.111
reference supply power circuit
supply power circuit that serves for conformance testing purposes

3.112
reference EVPC
on-board component which implements the communication with the SECC

3.113

EV communication controller

electrical vehicle communication controller

on-board component which implements the communication with the SECC

3.114

EV power circuit

EVPC

on-board component assembly that includes the secondary device and EV power electronics,
as well as the mechanical connections between the components

3.115

EV power electronics

on-board component, that converts the power and frequency needed for the outp

on-bo Détuffients
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EXAMPLE Impedance matching network (IMN), filter, rectifier, impedance converter..

3.116

supply device

off-board component assembly comprising the primary device, the supply power electronics
and the supply device communication controller, as well as the mechanical connections
between the components necessary for wireless power transfer

3.117

supply power circuit

off-board component assembly comprising the supply power electronics and primary device,
as well as the mechanical connections between the components

3.118

supply equipment communication controller

SECC

off-board component that implements the communication with the EVCC(s)

3.119

supply power electronics

off-board electronics, including all housings and covers, that supply the electric power to the
primary device

EXAMPLE PFC converter, DC-AC inverter, filter, impedance matching network..

3.120
MF-WPT system
system comprising the supply device and the EV device to perform MF-WPT

Note 1 to entry: See also Figure 303.

3.121

flush mounted

mounting of a primary device in such a manner that the top of the covering primary device is
flush with the road surface

SEE Figure 101.

1
4""‘--— [
[} [') \\
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1
3 ——
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IEC

Key

primary device

secondary device
operational air gap
mechanical air gap
covering primary device
covering secondary device
top of road surface
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secondary device ground clearance

Figure 101 — Flush mounted Documents
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3.122

surface mounted

mounting of a primary device in such a manner it protrudes above ground up to certain
mounting height

SEE Figure 102.

" ec
Key

a primary device

o

secondary device

1 operational air gap
mechanical air gap
covering primary device
covering secondary device
top of road surface

secondary device ground clearance

N o o b~ W N

mounting height

Figure 102 — Surface mounted

3.123

fundamental mutual inductance

My

mutual inductance M divided by the primary number of coil turns and divided by the secondary
number of coil turns

Note 1 to entry: The mutual inductance M describes the magnetic interaction and characteristic between the
primary and the secondary coil system.

Note 2 to entry: The value for the fundamental mutual inductance is defined by the geometric coil and ferrite
design and the positioning parameters x, y, z describing the position from the secondary coil system against the
primary coil system. A specific value of the fundamental mutual inductance is valid for a specific position x, y, z.

3.124

gauge device

test device which is intended to verify that a reference primary coils is functioning as designed,
but may be used for testing and development of product devices

3.125
product primary device
primary device intending to prove standard conformance

Note 1 to entry: In symbols, the product primary device is identified by the subscript "P", whereas the reference
primary device is identified by the subscript "R".

3.126
product secondary device
secondary device intending to prove standard conformance
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4 Abbreviations

- 13—

Clause 4 of IEC 61980-1:2015 is applicable except as follows.

Replacement of the title of Clause 4 of IEC 61980-1:2015:

4 Symbols and abbreviated terms

Addition:

Re real of the reflected impedance

Im real and imaginary part of the reflected impedance

Cip calibration factor of the gauge device as provided by the
gauge device manufacturer

U, induced voltage in gauge device, generated by the
primary excitation 7,x w,

w 2nf; f= 85 kHz (nominal frequency)

w, number of turns of the gauge device

®q_,0 magnetic flux the gauge device is exposed to, excited
primary coil

M, fundamental mutual inductance with wy = 1, wy = 1

1 primary coil current

I x wy primary coil specific ampere turns

z, impedance presented to the secondary device coil by
the secondary device electronics and load

Py out output power of secondary device measured at the

’ RESS (traction battery or adjustable load)
Uy, out output voltage of secondary device measured at the
’ RESS (traction battery or adjustable load)
5 General

Clause 5 of IEC 61980-1:2015 is applicable except as follows.

Addition:

Unless otherwise specified, all tests shall be carried out in a draft-free location and at an

ambient temperature of 20 °C £ 5 °C.

IEC TS 61980-3 applies to equipment that is designed to be used at an altitude up to 2 000 m.

For equipment designed to be used at altitudes above 2 000 m, it is necessary to take into
account the reduction of the dielectric strength and the cooling effect of the air. Electrical
equipment intended to operate under these conditions is not covered by |[EC TS 61980-3 and
should be designed or used in accordance with an agreement between manufacturer and user.

6 Classification

Clause 6 of IEC 61980-1:2015 is applicable except as follows;

Full document details: PD CLC IEC/TS 61980-3:2020
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6.2 Transfer technologies

Addition:

Wireless power transfer between a supply network (mains) and an EV as described in
IEC TS 61980-3 is based on the principle of power transfer via magnetic field between a
primary device and a secondary device and is further referred to as magnetic field wireless
power transfer (MF-WPT).

6.3 Transfer power classes

Replacement:
The manufacturer shall specify the rated input power of the supply device.
A supply device shall be classified according to MF-WPT classes in Table 101.

Table 101 — WPT classes

MF-WPT rated input power
MF-WPT class
kW

MF-WPT1 < 3,7

MF-WPT2 >3,7and<7,7

MF-WPT3 > 7,7 and £ 11,1

MF-WPT4 > 11,1 and < 22

MF-WPT5 > 22

NOTE 1 Supply device with MF-WPT input power higher than 11,1 kW are under consideration for further editions
of this document.

NOTE 2 Rated input power can be chosen at any value in the range, for example below 3,7 kW for MF-WPT1, or
in between 3,7 and 7,7 kW for MF-WPT2.

6.5 Installation

Replacement:

The supply device shall be classified according to the type of mounting of the primary device.

— Stationary equipment:
e surface mounting: the primary device is mounted on top of a ground surface;

o flush mounting: the outer casing of the primary device is flush mounted with the ground
surface.

— Non-stationary equipment.

For stationary equipment, see Annex DD for position within the parking spot.
Additional subclauses:

6.101 Z-gap classes

The supply device shall be classified according to their supported secondary device ground
clearances as specified in Table 102.
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Table 102 — Supply device Z classes

Secondary device ground clearance range
Supply device Z-class
mm
Z1 100 to 150
Z2 100 to 210
Z3 100 to 250

The secondary device ground clearance is shown as item 6 in Figure 101 and Figure 102,
which is identical to the "mechanical air gap" specified in IEC 61980-1:2015, Figure 6, for
flush mounted systems and as the sum of the "mechanical air gap" and "mounting height" in
IEC 61980-1:2015, Figure 7, for surface mounted systems.

7 Interoperability
Clause 7 of IEC 61980-1:2015 is applicable, except as follows.

Replacement of the title of Clause 7 of IEC 61980-1:2015:

7 System infrastructure requirements
Additional subclauses:

7.101 General
MF-WPT is the transfer of electrical energy from a power source to an electrical load via
magnetic field between a primary and a secondary device without current flow over a galvanic

connection. Figure 103 shows the structure of the functional elements as applied throughout
this document.

NOTE 1 The functional elements may be integrated into one enclosure or split up into several enclosures.
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23|
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100 22114 200
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________________________________________________ l
IEC
Key
1 MF-WPT system
11 primary device 21 secondary device
12 supply power electronics 22 EV power electronics
13  supply equipment communication controller (SECC) 23 EV communication controller (EVCC)
14 supply power circuit 24 EV power circuit (EVPC)
15 supply device 25 EV device

100 supply network 200 RESS
a wireless power flow

b communication

NOTE The numbering convention adopted is based on system blocks being assigned a number with the supply
device blocks having numbers of the form "1X" and the EV device blocks of the form "2X". The second digit
identifies equivalent functionality in the supply and EV sub-systems.

Figure 103 — Components of an MF-WPT system

Interoperability of both sides of the MF-WPT system is achieved when the power transfer
mechanism (i.e. magnetic coupling), related functions and the communications can
interoperate efficiently and safely. Therefore, 7.102 to 7.109 specify the requirements for the
interoperability of the power transfer mechanism and related activities.

The requirements for interoperability of the communications are given in IEC 61980-2.

In order to determine power transfer interoperability, this document specifies reference
EVPCs (R-EVPCs) for each power class and Z class in Annexes AA to BB.

A supply power circuit shall be tested according to Clause 101 with the R-EVPCs of the power
and Z classes with which it is designed to operate. One R-EVPC is specified for each power
class and Z class.

NOTE 2 An approach based on testing with gauges is currently being studied and can be found in Informative
Annex EE.

7.102 Interoperability of power classes

For all MF-WPT classes, the supply power circuits shall be able to deliver complete power to
EVPCs of MF-WPT1, MF-WPT2 and MF-WPT3.

NOTE 1 Complete power is defined as the power level which is the lower of the declared primary device input
power according to the specifications listed in 6.3, or of the output power limit specified by the manufacturer for the

EV device. Documents
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NOTE 2 Power transfer and efficiency requirements in case of unmatched power class configurations between EV
device and supply devices are under investigation.

7.103 Z-gap classes

To assure interoperability with product secondary devices, the primary device shall operate
across the whole range of Z-values from the minimum secondary coil ground clearance value
to the maximum value of the Z-Class to which it claims compliance.

Universal interoperability for light duty vehicles is assured by having the primary device rated
as being Z3 capable. This universal class is recommended for deployments where general
access to EVs of random Z-gap heights is desired.

Interoperability is required as follows:

e Z1 primary device shall be able to deliver power to Z1 reference EVPC specified in this
document;

e Z2 primary device shall be able to deliver power to Z1 and Z2 reference EVPCs
specified in this document;

e Z3 primary device shall be able to deliver power to Z1, Z2 and Z3 reference EVPCs
specified in this document.

7.104 MF-WPT system efficiency

Power transfer efficiency is determined as the ratio of the output power of the EVPC divided
by the input power of the supply power circuit.

The minimum system efficiency for configurations using R-EVPC's of WPT1, WPT2 and WPT3
capacity shall be at least 85 % at optimal alignment and at least 80 % over the full alignment
tolerance range specified in 7.107.

The measurement of the efficiency shall be done at rated input power.

7.105 Primary device construction

The primary device construction shall meet the requirements specified in IEC 61980-1 and as
specified elsewhere in this document.

The specific requirements for reference devices are specified in the system specific annexes
of this document. Actual MF-WPT products may have different dimensions.

7.106 Power transfer performance

The primary device input current overshoot shall remain within 10% of its target value during
ramp up in normal operation.

Compliance is checked in accordance with Clause 101.

7.107 Alignment

The supply power circuit shall meet the efficiency requirements according to 7.104 over its
entire secondary device ground clearance range within the alignment tolerance area specified
in Table 103.

Power transfer is not required at maximum rated power for all alignments.
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Table 103 — x and y alignment tolerance area requirements

Alignment tolerance area
Axis
mm
X 175
y +100

The measurement positions concerning ground clearance and alignment conditions are
specified in 101.1.3

NOTE The alignment tolerance area is defined with respect to the optimal alignment.

Compliance is checked in accordance with Clause 101.

7.108 Frequency

To ensure interoperability, the power transfer shall be operated within the system frequency
range and at the nominal frequency, according to Table 104.

Table 104 — Frequency

Description Frequency
kHz
System frequency 81,38 to 90
79,0 to 90,02
Nominal frequency 85+ 0,05
a8 The lower border of the frequency range needs to be
confirmed by ITU-R.

A fixed-frequency system shall transfer the power at the nominal frequency. In order to
optimize performance, frequencies in the allowable range may be used to optimize system
level performance. For frequency-tuneable systems, the nominal frequency is typically
observed under optimal alignment and while the system is in a steady-state. Frequency-
tuneable systems may transfer power at any frequency within the system frequency range.

For coexistence with over the air synchronized clocks, operating in adjacent frequency bands,
an interruption of energy transfer of 3 min every day at 02:00 h and 04:00 h shall occur. This
measure need only be implemented in a region where these clock services operate within
15 kHz of the operating frequency of the WPT system. Measures need to be considered to
assure no adverse impact on the grid.

7.109 Activities provided by MF-WPT system
7.1091 MF-WPT mandatory activities

The following activities shall be provided or supported by the supply device (see also
Clause 6 of IEC TS 61980-2:2019):
— communications setup;

— service selection;

— fine positioning;

— pairing;

— final compatibility check;
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— initial alignment check (actual technology under consideration; further analysis is required
to determine if this can be done without support from the EVPC);

— prepare power transfer;
— perform power transfer;
— stop power transfer;

— foreign object detection to prevent overheating and/or ignition of debris (this function shall
be provided by the supply device);

— intrusion into protection zones (to be provided by the supply device);

— in the event that local regulations require ventilation of space containing this equipment
while operating, controlling and monitoring the status of ventilation (to be provided by
EVSE);

— safety monitoring and diagnostics:
e communication link monitoring;
e continuous alignment check (actual technology under consideration);
e failure conditions monitoring;

e power transfer monitoring.

NOTE Activities described in IEC 61980-2 which are purely related to communication are not listed here.

7.109.2 Optional supply device features

Additional features may be provided by the supply device. Examples include, but are not
limited to

— power transfer operating frequency tuning,
— sleep mode,
— user initiated stop power transfer,
— ventilation during power transfer, and
NOTE Required for the following countries: US, CA and MX.
— billing.

The activities, if provided, shall be according to IEC 61980-2 unless otherwise specified.
Other additional activities may be provided.

7.109.3 Details of the mandatory MF-WPT activities
7.109.3.1 Communications setup and service selection

Communication setup is initiated by the vehicle and allows for negotiation of WPT system
service parameters, including available alignment and pairing services.

Communication setup and service selection shall be performed in accordance with
IEC 61980-2.

7.109.3.2 Fine positioning

Fine positioning begins with the EV approaching the designated WPT spot, and some form of
guidance shall be provided to the EV with the goal of having the secondary device and the
primary device positioned within the alignment tolerance.

The fine positioning activity may have the following characteristics:

— fine positioning with non-communication support; Documents
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— fine positioning with communication support in accordance with IEC 61980-2.
7.109.3.3 Pairing

The pairing activity enables the SECC and the EVCC to uniquely identify the primary device
over which the EV is placed.

The pairing activity shall be performed in accordance with IEC 61980-2.
Pre-programmed recognition and association may be provided for private/dedicated use.

7.109.3.4 Final compatibility check

Compatibility of the primary and the secondary devices shall be checked with the information
exchanged after pairing in accordance with IEC 61980-2.

7.109.3.5 Initial alignment check

The MF-WPT system shall be able to determine that the primary and secondary devices are
positioned relative to each other within the alignment tolerance specified in Clause 7.107.

7.109.3.6 Prepare power transfer

The MF-WPT system shall not perform power transfer until

communication is properly established,

— successful initial alignment check,

— successful pairing confirmation,

— successful final compatibility check, and

— activation of the safety monitoring system and clearance of all potential fault conditions.

7.109.3.7 Perform power transfer
7.109.3.7.1 General aspects of power transfer

The SECC shall be able to accept requests from the EVCC to transfer a specific amount of
power, with the power to be specified in watts.

The supply device shall transfer the power from the primary device to the secondary device
upon the request from the EV.

NOTE 1 Power from the supply device will be measured at the input from the supply network.

If the EVCC requests more than the maximum available power, the SECC shall indicate that it
is unable to service the request and shall not change the transfer power.

NOTE 2 Maximum available power is the maximum power that the supply device is capable of drawing from the
grid at the time the power request is received from the EVCC.

If the EVCC requests a change in transferred power, the supply device shall cause an
observable change in the direction requested within 1 s after receiving the request from EVCC.

The ramp-up and ramp-down rate shall be on the following range in normal operation.

— ramp up rate:
e minimum of 0,5 kW/s;

e maximum of 2 kW/s;
— ramp down rate: 5 kW/s or more. Documents
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In the case of emergency, the ramp down rate shall be 10 kW/s or more.

7.109.3.7.2 Power transfer control loop

The WPT system consists of the supply device and EV device. Each device includes a control
mechanism (controller) to manage the process. Clause 7.109.3.7.2 defines the roles and
relative time constraints for the EV controller and the supply device controller (SD controller).

Figure 104 shows the control loop of the WPT system. The control loop consists of two loops.
One is a minor loop which controls the output power of the supply device. The other is a major
loop which controls the input power to the secondary device.

Wireless
communication

P_SD. req WPT P WPT
EV controller — H SD controller

P_EV, set* +

Minor loop (fast) P_SD,out

Major loop (slow)
IEC

Figure 104 — Control loop of WPT system
The roles of the supply device and EV are shown in Table 105.

Table 105 — Roles of supply device and EV

Controller Control variable Input variable Symbol
EV controller Desired charging power P_EV, set
EV requested charging power to P_EV, req
SD
Actual transferred power P_WPT
SD controller EV requested charging power to SD P_EV, req
SD requested output power P_SD, req
SD regulated output power P_SD,out

Tables 106 describes the control variables and control inputs for the supply device controller
and EV controller.

Table 106 — Supply device and EV controller of WPT system

Controller Control variable Control input
SD controller Output power from supply device Under consideration
EV controller Input power to EV Output power reference from supply
device

These controllers have original feedback loops each other. In this case, response time of an
inner loop controller should be faster than that of an outer loop controller. The definition of
target response time of each loop is shown in Table 107.
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Table 107 — Definition of response time of inner loop and outer one

Side Loop Response time
SD controller Inner loop Ti (Ti << Tv)
EV controller Outer loop Tv

If these two times are set appropriately, stable WPT power transfer control can be realized.

7.109.3.8 Stop power transfer
The supply device shall stop power transfer in the cases

— the EV requests stop power transfer,
— there is a failure in communication between the SECC and the EVCC, and

— fault condition is detected.
7.109.3.9 User initiated stop power transfer

The supply device may have a means to allow the user to terminate the transfer of power by
the supply device, for example pushing a stop button.

7.109.3.10 Safety monitoring and diagnostics
7.109.3.10.1 General

MF-WPT systems safety monitoring and diagnostics activities may use, but are not limited to,
the following safety measures:

— thermal monitoring;

— protection from electromagnetic fields;
— failure conditions monitoring;

— power transfer monitoring;

— determination of ventilation requirements of the area.
7.109.3.10.2 Thermal monitoring

Thermal monitoring means the MF-WPT system, when in operation, shall comply with 11.6 of
IEC 61980-1:2015; if not, a means to detect foreign objects shall be implemented.

Compliance shall be tested according to 101.5.

7.109.3.10.3 Protection from electromagnetic fields

MF-WPT systems shall ensure that humans are not exposed to hazardous magnetic fields as
a result of the MF-WPT system operation.

Compliance may be tested according to Annex C (informative) of IEC 61980-1:2015.

MF-WPT systems may either

— provide living object protection by design (for example by limiting access or by large coil
geometries), or

— may provide means to detect living objects and to stop power transfer, or

— provide means to detect living objects and reduce power transfer below ICNIRP limits.

ICNIRP levels are required to be considered for area 1, 2 and 3. Documents
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Requirements for compliance with live object protection shall be given in the system specific
annexes of this document, if needed.

7.109.3.10.4 Failure conditions monitoring

The supply device shall stop the transfer of power in the case of failure in the supply device,
such as

— short-circuit,

— earth leakage,

— excessive operational temperature (overheating),
— overcurrent, and

— overload..
7.109.3.10.5 Power transfer monitoring

If, under steady state conditions, the input power to the supply power circuit is unusually
larger than the output power of the EVPC (i.e. anomaly), then the supply device shall shut
down power transfer.

What is "unusual" may be device specific and will then need to be specified by the
manufacturer for the purpose of testing.

7.109.3.10.6 Foreign object detection

The supply device may, if required to prevent overheating of foreign objects, provide the
means to detect such objects between the primary coil and the secondary coil, followed by, if
necessary, corrective action (e.g. shuts off or reduces power transfer).

7.109.3.10.7 Living object detection

The supply device may provide the means to detect the incursion of living objects in areas
where ICNIRP basic restrictions, or alternatively ICNIRP reference levels, would be exceeded,
followed by, if necessary, corrective action (e.g. shuts off or reduces power transfer).

7.109.3.10.8 Ventilation during energy transfer
If additional ventilation is required during power transfer, power transfer shall only be allowed

if such ventilation is available and actively running. The status of the ventilation system shall
be monitored by the supply device during the whole energy transfer process.

The supply device shall be able to exchange information with installation environment
regarding the status of the ventilation system.

NOTE 1 Ventilation requirements might be subject to local or national regulation or standard.

NOTE 2 In the following countries, national regulations may require ventilation for some situations for indoor
charging under certain conditions: CA.

7.109.3.10.9 Sleep

The supply device may provide the means to perform the power transfer according to pre-set
time schedule.

7.109.3.10.10 Operating frequency tuning

The supply device may use frequency tuning to achieve required performance. Power transfer
will be within the allowable frequency range as specified in 7.108. Documents
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7.109.3.10.11 Communications link monitoring

The supply device shall monitor the communication between the SECC and EVCC. In case
that the loss of communication is recognized, the supply device shall terminate the power
transfer according to IEC 61980-2.

7.109.3.10.12 Continuous alignment check

The supply device shall monitor if the secondary device and primary device stay within the
alignment tolerance area (see 7.107) during the power transfer. In case that the secondary
device is determined to be out of the tolerance area, the supply device shall terminate the
power transfer and shall inform the EVCC of this power termination.

7.109.4 Power transfer state

Power transfer control process and states are shown in figures and tables in Clause 7 of
IEC 61980-2:2019. The supply device and the EV device shall exchange their control process
state through communications.

8 General systems requirements
Clause 8 of IEC 61980-1:2015 is applicable, except as follows.

8.3.9 On-ground-mounting

Addition:

The "mounting height" of an on-ground mounted system shall not exceed 70 mm.

9 Communication

Clause 9 of IEC 61980-1:2015 is applicable.

10 Protection against electric shock
Clause 10 of IEC 61980-1:2015 is applicable except as follows.

10.1 General requirements

Replacement:
Hazardous live parts shall not be accessible.
Protection measures against electric shock under single fault conditions shall be implemented.

It is recommended to use independent protection means (overcurrent and fault current) for
each primary device that can be used simultaneously in order to ensure a better availability of
power.

NOTE For systems or equipment on board the vehicle, the requirements are specified in ISO PAS 19363.
10.3 Stored energy — discharge of capacitors

Replacement:
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For plug and cable connected supply device, where the connection pins are accessible after
unplugging, one second after disconnecting the standard plug from the standard socket-outlet,
the voltage between any combination of accessible contacts of the standard plug shall be less
than or equal to 60 V DC or the stored charge available shall be less than 50 uC.

For a supply device that consists of more than two parts connected by power cable and
connector(s), where the connector can be disconnected without the use of a tool and the
connection pins are not accessible with IPXXB after disconnecting, the voltage between any
combination of accessible contacts of the connector shall be less than or equal to 60 V DC or
the stored energy available shall be less than 0,2 J one second after disconnecting.

10.6.1 Additional protection
Replacement of 10.6.1 of IEC 61980-1:2015, including its title:

10.6.1 Protection against indirect contact by automatic disconnection of supply
Except for circuits using the protective measure of electrical separation, each AC input of

supply power electronics shall be protected by its own RCD of at least of type A, having a
rated residual operating current not exceeding 30 mA.

In case of multi-phase supply, if the characteristics of the load regarding possible DC fault
currents above 6 mA are not known, protective measures against DC fault current shall be
taken, except where provided by the fixed installation. The appropriate measures shall be as
follows:

— RCD type B; or

— RCD type A and appropriate equipment that ensures disconnection of the supply in case
of DC fault current above 6 mA.

RCD shall comply with IEC 60947-2, IEC 61009-1, IEC 61008-1 or [EC 62423.
RCD shall be used in conjunction with an over-current protection device.

Compliance is checked by inspection.

NOTE 1 In the following countries, RCDs of type AC may be used: JP.

NOTE 2 10.3.1 deals with indirect contact at grid frequency; the effect of indirect current from WPT at the system
frequency can be required in the future.

Additional subclause:

10.101 Installation category
There are two categories of installation to which different protection requirements may apply:

— permanently connected;

— plug and cable connected.

NOTE Subclause 10.101 will be moved to IEC 61980-1 in a future edition.
11 Specific requirements for WPT systems
Clause 11 of IEC 61980-1:2015 is applicable, except as follows.

11.6.4 Protection against burns from heating of foreign objects

Replacement: Documents
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NOTE 1 Since the danger caused by heating of foreign object is independent of the means by which the object
has been heated, 11.6.4 will potentially be transferred to IEC 61980-1.

The requirements in 11.6.4 are default requirements that apply for static WPT.

The supply device shall prevent the exposure of human beings to excessive temperature rise
in foreign metal objects.

The default temperature limits are

— 80 °C for metal parts bare metallic surfaces, and
— 90 °C for parts with non-metallic surfaces.

These values are default values and are based on thermal capacity assumptions about the
heated object. Specific test object types may have different limits defined depending on the
specific technology and test-object definition (e.g. objects with small thermal capacity, such
as foil coated papers).

NOTE 2 There are objects that do not have sufficient heat capacity to cause burns; these objects may still
constitute a fire hazard (see 11.7).

These values are absolute limits, to mitigate the danger of burns to anyone attempting to
touch the foreign object.

Foreign objects in the critical active area shall be detected and the system shall shut off or
reduce power transfer within 2 s, if the temperature of the respective object is able to reach a
critical temperature. WPT system suppliers need to determine and specify the extent of the
"critical active area". In most cases, the hazard will be confined to the area directly over the
primary device.

Compliance is tested in accordance with 101.5.

11.7 Heat, fire and tracking

Replacement of 11.7 of IEC 61980-1:2015, including its title:

11.7 Protection against heat and fire

The supply device shall not cause the foreign materials to become a fire hazard. For the
purposes of 11.7, a fire hazard is defined as

1) the emission of smoke from the object, smouldering of the object and/or ignition of the
object to a flame, and

2) the object melting into the pad surface.

Foreign objects that may become a fire hazard shall be detected and the system shall shut off
or reduces power transfer prior to the object entering a hazardous state (e.g. smoking,
smouldering or burning).

Compliance is tested in accordance with 101.5.

NOTE Based on studies and testing of the ignition test objects specified in 101.5, it has been shown that some of
those objects could become hazardous for B-fields with magnitudes larger than approximately 2 mT.

12 Power cable assembly requirements

Replacement:

Under consideration. Documents

Document Sharing Hub

Full document details: PD CLC IEC/TS 61980-3:2020


https://doi.org/10.3403/PDCLCIECTS61980?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/pd-clc-iec-ts-61980-3-2020
http://www.avadocuments.com/doc/pd-clc-iec-ts-61980-3-2020

IEC TS 61980-3:2019 © IEC 2019 - 27 -

13 Constructional requirements

Clause 13 of IEC 61980-1:2015 is applicable.

14 Strength of materials and parts

14.2.3 Vehicle drive-over

Additional subclause:

14.2.3.101 Vehicle drive-over test

Vehicle drive-over test applies only to flush mounted and surface mounted supply devices.

Primary device with power cable shall be installed on a flat concrete floor with the manner
intended by the manufacturer.

A crushing force shall be applied with a wheel load of 7 500 N by a conventional automotive
tire, P225/75R15 or an equivalent tire suitable for the load, mounted on a steel rim and
inflated to a pressure of (2,2 + 0,1) bar. The wheel shall be rolled over the part of the supply
device that is installed in ground or on ground at a speed of (8 + 2) km/h.

For environments where the WPT supply device may be exposed to heavy duty vehicles, the
drive-over test shall be performed with tires in the range of 275/70 R22.5 at 8 bar (typical for
European and Asian transit buses) or 305/70 R22.5 at 218 kPa + 13 kPa (according to
UL 2251) (typical for USA and CA).

The crushing force shall be applied four times:

— drive-over starts from one side of the device through centre followed by the other side in
each direction (X and Y) to expose whole device surface with the above specified crushing
force;

— as a next step, conduct same test with the drive direction turned by 45°, i.e. a diagonal
direction across the device. Follow this by turning the drive direction to 315°, i.e. the
alternate diagonal direction.

For the cable test, the cable shall be laid straight and flat and then a crushing force shall be
applied to the cable(s) by driving across it. The drive-over test on the cable shall not be
applied if the cable is protected by an adequate conduit or equivalent protective installation.

There shall be no severe cracking, breakage, or deformation to the extent that
— live parts are made accessible to contact by the test probe of degree IPXXC according to
EC 60529,

— the integrity of the enclosure is defeated so that acceptable mechanical or environmental
(degrees of) protection is not afforded to the internal parts of the device,

— there is interference with the operation, or function of the device,
— the device or its cable clamp does not provide adequate strain relief for the feeder cable,

— the creepage distances and clearances between live parts of opposite polarity, live parts
and accessible dead or earthed metal are reduced below the values designed in
accordance with 13.3 of IEC 61980-1:2015,

— other evidence of damage that could increase the risk of fire or electric shock occurs, and

— the accessory does not comply with a repeated dielectric test in accordance with 11.4 of
IEC 61980-1:2015.
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15 Service and test conditions

Clause 15 of IEC 61980-1:2015 is applicable.

16 Electromagnetic compatibility (EMC)
Clause 16 of IEC 61980-1:2015 is applicable, except as follows.

Addition:

NOTE CISPR B is currently working on radiated emission requirements in the frequency range from 9 kHz to
150 kHz applicable to wireless power transfer equipment, to be published in a future amendment of CISPR 11. The

outcome of this work will be considered for future amendments of |JEC TS 61980-3.
17 Marking and instructions
Clause 17 of IEC 61980-1:2015 is applicable.

Additional clause:

101 Test procedure

101.1 General
101.1.1 Test setup

Unless otherwise specified, a supply device shall be tested with the relevant reference EV
power circuit (EVPC) that is specified in the annexes of this document for the tests in
Clause 101.

The test bench is described below. It shall be fabricated from non-metallic elements except as
listed below.

NOTE 1 Capabilities of the reference EV devices have an impact on the way a supply device can be designed.
NOTE 2 The scope of this test bench is for all electrical and magnetic testing, not just thermal measurements
The test bench incorporates receiving elements to accommodate

e a primary device,
e a secondary device, and

e a vehicle mimic plate (1,5 m x 1,5 m steel) mounted immediately above the secondary
device; the thickness of the plate is 0,7 mm to 1 mm.

The relative position of the primary and secondary devices shall be changeable.

Connection of the appropriate inverters or on-board electronics is also needed for the test
performance. Power measurement is done by load simulation.

101.1.2 Reference EVPCs

This document specifies reference EVPCs.

Reference EVPCs are used for testing power transfer interoperability for product supply power
circuits.
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NOTE 1 Reference supply power circuits for testing power transfer interoperability of product EVPCs are specified
in 1ISO PAS 19363.

Reference EVPCs are classified according to the Z classes as specified in Table 102.

NOTE 2 Reference EVPCs are designed so that, when operated with the relevant reference supply power circuits
specified in ISO PAS 19363,

— they meet the power transfer requirements as in 7.106 and the system efficiency requirements as in 7.104 over
their entire Z class and the alignment tolerances in x and y direction (see Table 103), and

— they can handle the power under steady-state condition up to maximum power of the MF-WPT input power
class for which it is specified.

The reference EVPCs for MF-WPT1, MF-WPT2 and MF-WPT3 are described in Annex AA to
Annex CC.

A possible method for determining interoperability through measurements is given in
informative Annex EE.

101.1.3 Misalignment condition for performance evaluation

The misalignment condition shall be considered as shown in Figure 105 when the
performance evaluation is conducted. Every point is indicated with a three character
combination of P, 0 and N. Each character represents a position in the X, Y and Z axis. Most
positive side misalignment in each axis is indicated with "P"; most negative side, is indicated
with "N"; and the mid-point is indicated with "0".

Subject to the test step, the secondary device is set to the following positions defined by their
coordinates relative to the zero point (see Figure 105).

Either single, double or quadruple quadrant(s) cuboid part in Figure 105 can be chosen to be
evaluated by the manufacturer. Table 108 shows the misalignment positions.
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Figure 105 — lllustration of test positions
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