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Foreword 

This Technical Report was prepared by Working Group B11 of SC 9XB, Electromechanical material on 
board of rolling stock, of Technical Committee CENELEC TC 9X, Electrical and electronic applications for 
railways. 

The text of the draft was submitted to the formal vote and was approved by CENELEC as 
CLC/TR 50126-3 on 2004-08-28. 

This Technical Report forms an informative part of EN 50126 and contains guidelines for the application 
of EN 50126-1 to Rolling Stock RAM. 

__________ 
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Introduction 

EN 50126-1 is likely to enhance the general understanding of the issues involved in achieving RAMS 
characteristics within the railway field. It defines a comprehensive set of tasks for the different phases of a 
generic life cycle for a total rail system. Although some of the examples given in the annexes of 
EN 50126-1 are for rolling stock, the standard is essentially aimed as a top level railway system 
document. 

RAMS characteristics for rolling stock (i.e. its long term operating behaviour performance), as for any 
other system, forms an important part of its overall performance characteristics. But the consideration of 
RAMS, in contractual terms, between a customer / operator and a Main Supplier for the procurement of 
rolling stock has been problematic. Also, in rolling stock contracts, there is now a greater emphasis on the 
impact on end customers of service failures and on the economic and risk considerations of RAMS 
(i.e. the business perspective). 

Consequently, Life Cycle Cost is being used as a measure of satisfying customer needs and providing a 
wider perspective of RAM’s importance in terms of the business economics. 

Life Cycle Cost approach represents a holistic, total cost of ownership philosophy for addressing the 
economic considerations. The contribution of RAMS to the LCC of rolling stock could be used to allow the 
economic considerations to be addressed. 

This application guide focuses mainly on the procurement issues, from the tender to the operation phase, 
and is intended to help in establishing a common approach for capturing the different, time dependant, 
performance requirements of rolling stock from an operator/business perspective. 

EN 50126-1 is a standard, which treats the overall aspects of RAMS in Railway Applications. This guide 
deals with the application of RAM part of EN 50126-1 to rolling stock only, as stated in the Scope and 
clarifies areas where EN 50126-1 could be misinterpreted. 

Entities Involved In the Life Cycle Phases of Rolling Stock: 

Depending on the organisational and management structure of the railway system concerned, a number 
of entities, performing different functions, may be involved within the life cycle phases of rolling stock. For 
the purpose of guidance on contractual relations, the entities are divided into 2 main categories, i.e. 
customer and supplier. 

It is therefore advisable, to identify all the entities that can be a part of this relationship and to examine 
how the responsibilities of dealing with these entities are shared between the customer and supplier 
relationship. Table 1 gives some typical examples only: 

Table 1 – Possible sharing of responsibility 
 

Entity Supplier 
responsibility 

Customer 
responsibility 

Main supplier of the rolling stock X  

Sub supplier of the rolling stock X  

Operator of the rolling stock  X 

Owner of the rolling stock  X 

Maintainer of the rolling stock X X 
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1 Scope 

This document provides guidance on applying the RAM requirements in EN 50126-1 to rolling stock and 
for dealing with RAM activities during the system life cycle phases from invitation to tender to 
demonstration in operation only. All references to EN 50126-1 concern the version of 1998. 

The guide is aimed at the customers/operators and main suppliers of rolling stock. The main purpose of 
the guide is to: 

• enable a customer/operator of rolling stock: 

− to specify the RAM requirements addressing the type of operation in terms of the end customer 
needs, considering service availability and economic considerations; 

− to evaluate different tenders, in terms of RAM requirements, on a common basis with the aid of 
specific RAM documents; 

− to gain assurance, during design/development phase, that the rolling stock being offered is likely to 
satisfy the RAM contractual requirements by examining step by step detailed and specific RAM 
documents as an output of the RAM activities performed during the development phase; 

− to validate that the rolling stock, as delivered, satisfies the specified RAM requirements  

• to enable the main supplier of rolling stock 

− to understand the customers/operators RAM requirements 

− to provide substantive information/visibility in a tender to show that the product offered is likely to 
satisfy the RAM requirements by performing preliminary RAM analysis; 

− to provide substantive information during design/development phase to show that the product 
offered is likely to satisfy the RAM requirements by performing detailed RAM analysis; 

− to demonstrate that the product delivered satisfies the RAM requirements;  
 
1.1 Limitation of scope 

Regarding Safety, this application guide is restricted to providing, for reference purposes only, a list of the 
most common rolling stock Hazards associated with an operation. 

Regarding LCC (Life Cycle Cost), this application guide is restricted to providing only the key RAM 
parameters necessary to be incorporated into an LCC Model. 

This application guide excludes: 

• RAM values connected to the different RAM requirements (however, it contains a simple guide line of 
actions for supporting the decision making process and choosing appropriate values, see 5.4) 

• specific RAM documents to be produced and activities to be performed. However, it provides, only as 
an example, typical data and document templates for recording the output of a RAM analysis). 

 

2 Definitions 

For this guide, the in EN 50126-1 and the following apply: 

2.1 
Part Number 
the alphanumeric code, generally assigned by the Main Supplier, to represent a family of items with the 
same characteristics of Form, Fit and Function. 
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3 Approach adopted for the Guide 

The approach adopted is to raise the following questions, for each phase of the Life Cycle, in order to 
successively set up the requirements of EN 50126-1 and the basis for satisfying them: 

• WHAT: what activities / tasks are to be performed and the supporting documents to be produced? 

• WHO: who has the responsibility for these activities / tasks? 

• HOW: which type of method or tool should be used? 

This process is adopted for the development of the guide and should be applied in accordance with the 
structure of the application guide. 

4 Application of this Guide 

4.1 Object of the application 

This document is applicable to rolling stock (train, coach, locomotive, etc…) and to all the subsystems, 
assemblies and parts belonging to the rolling stock, according to their boundary limits. 

Referring to 1.2 of EN 50126-1, the Guide is for use by Railway Authorities and the railway support 
industry and is applicable to: 

• new rolling stock 

• modification/refurbishment of existing rolling stock 

For use in this document only, the above two bullet point items should be referred to by the generic term 
“system”, comprising the complete sequence “system, sub-system, component” of a rolling stock or the 
whole rolling stock itself breakdown structure. 

4.2 Application of EN 50126-1 

4.2.1 Assessment of the application of EN 50126-1 

Referring to 5.3 of EN 50126-1 and taking into account the responsibilities of the different entities involved 
in the life cycle phases, the following section gives a synthesis of the main actions required to meet the 
requirements. 

According to 5.3.2 of EN 50126-1, the assessment of the application of the requirements of EN 50126-1 
to rolling stock (system under consideration) shall be defined by the Railway Authority and according to 
5.3.4 of EN 50126-1, the assessment shall: 

1 Specify phases applicable, and for each one of these: 

• Justify and demonstrate the compliance with the principles of the requirements of the standard. 

• Specify the mandatory activities/requirements, with respect to rolling stock (system under 
consideration), including : 

I. The scope of each requirement 

II. The methods, tools and techniques required against each requirement and the scope 
and depth of their application 

III. The verification/validation activities required against each requirement and the scope 
of their application 

IV. Input/Output documentation 
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2 Justify any deviation from the activities and requirement of the standard 

3 Justify the adequacy of the tasks chosen for the system under consideration 

Both the Customer and the Main Supplier should provide documented evidence for the above 
specifications and justifications that are within their responsibility. 

Where Main Supplier introduces limitations, they should be discussed and agreed with the Customer. 

These documents are considered as part of the RAM Programme. 

4.2.2 Mandatory requirements for the application of EN 50126-1 

The correct application of EN 50126-1 is effected through several requirements. 

The following is a synthesis of the mandatory requirements in 5.3.5 of EN 50126-1: 

• define and agree the responsibilities for carrying out all RAMS tasks within each phase chosen 

• ensure the competence of the personnel involved within RAMS tasks 

• establish and implement a RAM Programme and a Safety Plan, where the following should be 
identified and managed: 

− conflicts between RAM and Safety tasks 

− details of all RAMS analysis, including the depth of analysis activities 

• ensure that the requirements of EN 50126-1 are implemented within business processes, supported 
by a Quality Management System (QMS) compliant with the requirements of EN ISO 9000 series 

• establish and implement an adequate and effective configuration management system including, at 
least: 

− all system documentation 

− all other system deliverables  

Both the Customer and the Main Supplier should provide evidence by documents about the fulfilment of 
these mandatory requirements, within their responsibility. 

These documents are considered as part of the RAM Programme. 

5 Specifying RAM requirements 

The purpose of this clause is to establish the process to define RAM Requirements for rolling stock and 
for all the subsystems, assemblies and parts belonging to the rolling stock according to its boundary 
limits. 

This clause gives detailed information on phases 1, 2, 4 and 5 of system life cycle requirements 
described in 6.1, 6.2, 6.4 and 6.5 of EN 50126-1. 

To start with, as part of the system definition process, all available data and relevant information about 
the rolling stock under consideration should be collected. 

The final goal is the derivation of RAM targets through the appropriate analysis of all the information 
collected and organised in a structured way. 

5.1 Preliminary RAM analysis 

This section complements 6.1.3.4, 6.2.3.1, 6.2.3.2, 6.4.3.1 and A2 of EN 50126-1 and gives further 
details. 

5.1.1 Introduction 

Purpose of the preliminary RAM Analysis is to identify the application environment and the operating 
conditions of the rolling stock, in order to recognise the fundamental concepts for basing the overall RAM 
requirements. 
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The analysis involves undertaking the following activities : 

• similar system review: 

− a list of similar existing rolling stock is created, suitable for extracting relevant RAM-related 
information; 

• preliminary system analysis: 

− all available and relevant rolling stock documentation is reviewed in order to define, at a preliminary 
level, the overall system structure and its mission profile and to recognise the system failure 
conditions. 

Deliverables of the preliminary RAM-related activities constitute the necessary background for defining 
the overall RAM Requirements Specification in terms of: 

• RAM requirements; 

• Demonstration and acceptance criteria; 

• RAM programme requirements. 

5.1.2 Preliminary RAM Analysis activities 

Preliminary RAM-related activities consist of investigating all the relevant available documentation in 
order to recognise all the functional requirements, which may affect the RAM performance of the rolling 
stock. 

The resultant deliverables of the preliminary RAM-related activities are: 

• System identification: where the rolling stock has to be identified in terms of its boundary limits, 
operational conditions, functions, interfaces, system breakdown structure, logistics and maintenance 
conditions. 

• Failure conditions: where the failures of the rolling stock have to be identified and categorised in order 
to define appropriate requirements. 

5.1.3 System Identification 

This section provides a general overview of the main features identifying a rolling stock (see EN 50126-1, 
Clause A.2). 

The identification process is carried out to gain assurance that the rolling stock is correctly analysed and 
all the factors influencing its RAM performance have been identified. 

These characteristics define the conditions under which the rolling stock is required to accomplish its 
mission and constitute the reference conditions for: 

• defining the rolling stock RAM requirements 

• demonstrating, by analysis and tests, that each specific implementation fulfils the RAM requirements 
in all relevant Lifecycle phases. 

The main characteristics and features necessary to describe a rolling stock are its Mission Profile, Route 
Profile, Operating Conditions, Environmental Conditions and Maintenance Conditions (including logistics). 
Items contained in each of these are listed below: 

1 Mission Profile: 

• Reference route,  

• Commercial speed (mission duration / mission length), 

• Mean length of a run, 

• Mean distance between train stops, 

• Operating time or distance per year, 

• Revenue operating time or distance per year, 

• Stand-by time per day, 
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• Idle time per day (i.e. time when the rolling stock is neither in operation nor stand-by) 

• Planned total time of use (life expectancy in years). 

2 Route Profile: 

• Number of tunnels related to reference route 

• Number of viaducts related to reference route  

• Cumulative distance in tunnels, 

• Cumulative distance on surface, including viaducts, 

• Gradients and Curves on the route with their lengths. 

3 Operating Conditions: 

• Equivalent speed related to the time the equipment is powered during a given calendar period 
(cumulated distance / Time the equipment is powered over the period), 

• Time an equipment is powered over a given calendar period (this parameter could be defined for 
each equipment, but is generally defined for categories of equipment), 

• Time during which traction is activated, 

• Time or percentage of time during which electric braking is activated, 

• Operating time of the compressor, 

• Number of compressor startups, 

• Time of presence of catenary power, for each voltage, 

• Time during which a trainset is awake (i.e. in operation or standby), 

• Operating time for Heating Ventilation and Air Conditioning, in heating mode and in air conditioning 
mode, 

• Average speed and maximum speed, 

• Potential use in multiple units, 

• Total time of coupled operation, 

• Frequency of coupling and de-coupling, 

• Internal temperature range of the rolling stock, 

• Mechanical (shock and vibration), 

• Electrical (power supplies), 

• Electromagnetic compatibility (e.g. EMC – train to train or system to system), 

• Signalling Interfaces (e.g. on-board and way-side), 

• Ergonomics. 

4 Environmental Conditions: 

• Outside Air Temperatures (OAT), 

• Maximum height above the sea level, 

• Solar radiation, 

• Humidity, 

• Wind and pressure pulses, 

• Water and precipitation, 

• Pollutants and contaminants. 
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5 Maintenance Conditions: 

• Indicative maintenance plan (i.e. minimum preventive maintenance interval, maximum 
contemporary number of personnel required for maintenance interval tasks, maximum standstill 
time to complete maintenance interval tasks, etc…), 

• Number, location and description of the sites for maintenance, 

• Description of the standard equipment, tools and resources at the maintenance sites. 

5.1.4 Breakdown structure and boundary limits 

Breakdown structure of the rolling stock is the most important baseline of the identification process. 
Establishing a breakdown structure of the rolling stock, gives a clear reference outline for all the activities 
and analyses for supporting RAM Programme through the Life Cycle. 

Generally, the scope of the breakdown structure is to set up the borders of a system by listing all the 
items belonging to that system and, by using an appropriate number of discrete breakdown levels for the 
system, to draw out the relationships existing between the different items of the rolling stock. 

There are two categories of structures to support RAM analyses: 

• Functional breakdown structure 

• Physical breakdown structure 

The functional breakdown is used to perform preliminary criticality analyses. The last functional level 
allows consequences of functional failure modes to be developed and the next physical level allows the 
critical item list to be developed. 

The physical breakdown is used to perform maintainability analyses. The last level of this breakdown is 
the LRU (Line Replaceable Unit), as defined in 5.5.4.3. This breakdown is sometimes called the logistic 
breakdown structure. 

5.1.4.1 Common rules to set up a physical breakdown structure 

For setting up a breakdown structure, a decomposition process is carried out starting from the first level to 
the other levels identified and being able to represent all the items and their functional relationships. 

The decomposition process is based on a hierarchical breakdown in a top down process commencing 
with the Rolling Stock as the system under consideration. 

At each level identified in the hierarchy, every system identified becomes the next system under 
consideration and can be further decomposed into lower levels, as necessary. 

There are several methods and tools to set up a breakdown structure. The following are 
recommendations to be followed in order to develop an appropriate and suitable breakdown structure for 
RAM purposes: 

• Avoid the use of "large number of levels" and limit these to a reasonable number (three or four are 
suggested), 

• Last item identified along a branch must be a LRU (Line Replaceable Unit), 

• Force the use of the same terms and definitions for identical items, 

• Ensure that the terms and definitions used for every item are the same in all the design documents 
(drawings, outlines, diagrams, specifications, etc…), 

• After the first issue of the structure avoid continuous modifications, 

• Avoid the use of vague or unclear definitions. 

The definition used for LRU (Line Replaceable Unit) is well explained in 5.5.4.3. 
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5.1.4.2 Data to identify the physical breakdown structure 

Every breakdown structure must be presented together with a set of drawings, diagrams, and functional 
outlines in order to meet the target of identifying the Rolling Stock and all its subsystems, assemblies and 
parts, clarifying at least: 

• all the relationships between the items of the breakdown structure, 

• the functional borders between different systems, subsystems, assemblies. 

A minimum set of data is used to represent and to manage the breakdown structure. 

This kind of data is the baseline of the different analyses that should be carried out during the Life Cycle. 

Every breakdown structure should be represented with a header containing at least the following: 

Table 2 – Example of header for a form representing a breakdown structure 

Subject Details 

Rolling stock ID code or definition of rolling stock 

Doc.N. Code of document 

Version Number Number to identify the version of the document 

Date Date of document referred to the version of the document 

Page n/N Consecutive number of page/total number of pages 

Drawn up by First and last name of author 

Filename Name of file of the document 

The following are the minimum set of data to represent a breakdown structure: 

Table 3 – Example of minimum set of data representing a breakdown structure 

Subject Details 

Code Breakdown level code of the item 

Description Description of the item 

Qty Amount of the item under consideration in the higher level item 

Part No. Part No. of the item 

NOTE 1   The use of quantity information is suggested for breakdown structure where the product is defined.

NOTE 2   As appropriate, it is recommended the use of the Part Number for every item of the breakdown 
structure. 

Examples of Breakdown Structure are given in Annex A. 

5.2 Failure Conditions  

This section complements 4.5.2.2 and 6.4.3.2 of EN 50126-1 and gives further details. 

The following general failure conditions are defined for the rolling stock based on general failure 
categories, which may be experienced by a generic railway transport: 

• Immobilising failures, 

• Service failures, 

• Minor failures. 
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Table 4 shows the Failure Categories indicated in EN 50126-1 and defines them in terms of their 
application to rolling stock. 

Table 4 – RAM Failure Categories 

Failure Category Definition 

Significant 

(Immobilising Failure) 

A failure that: 
- prevents train movement or causes a delay to service greater than a 
specified time and/or  
- generates a cost greater than a specified level 

Major 

(Service Failure) 

A failure that: 
- must be rectified for the rolling stock to achieve its specified 
performance and 
- does not cause a delay or cost greater than the minimum threshold 
specified for a significant failure 

Minor 

A failure that: 
- does not prevent rolling stock achieving its specified performance 
and  
- does not meet criteria for Significant or Major failures 

In order to better define the above mentioned Failure Categories the following conditions are applicable to 
Rolling Stock and to all its subsystems, assemblies and parts: 

• Significant Failure (Immobilising Failure): Any failure occurring on Rolling stock and leading, at least, 
to one of the following conditions: 

− A delay greater than a specified time, 

− Train stopped on the track, 

− Train not allowed to enter service, 

− Withdrawal of the train from service, 

− A cost greater than a specified threshold, 

• Major Failure (Service Failure): Any failure occurring on the Rolling Stock and leading, at least, to one 
of the following conditions: 

− A delay less than a specified time, 

− Loss of specific functions or their performance threshold falling below the specified minimum 
acceptable level, 

− A cost less than a specified threshold. 

• Minor Failure: 

− Any failure occurring on the Rolling Stock, that is not classified as significant or major, leading to a 
maintenance task, even if this failure has no impact on service. 

According to the above mentioned definitions and conditions of failures, the Customer should state: 

• The number of minutes of delay for Significant Failures and Major Failures, 

• The threshold cost for Significant Failures and Major Failures, 

• The method for counting the delay (i.e. at the end of the run only, cumulated during all the stops, the 
maximum between two stops, etc.), 

• Specific service conditions which are deemed to result in stopping the train on the track or withdrawing 
the train from service in case of Significant Failure, 
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• Functions and their performance thresholds, which are deemed to be classed as Major Failures (e.g. 
the failure of the passenger air-conditioning, the failure of driver’s cab air-conditioning, the failure of 
door system per side, the failure of a specified number of toilet system, the failure of the coach lighting 
system, etc.). 

Tables 5 to 7 show the specifications for each Failure Category. 

Table 5 – Significant Failure Specification 

Failure 
Category Conditions Threshold 

dimension Specification Requested 

Delay greater than Time Specify mode of counting delay 

Train stopped on the track  Rolling Stock unable to proceed 
under its own power. 

Withdrawal of the train from 
service/Train not allowed to 
enter service 

 

Specify special service conditions 
under which the Customer decides 
that the train is withdrawn from 
service or stopped from entering 
service 

SIGNIFICANT 

(Immobilising 
Failure) 

FailI 

Cost greater than Cost Specify reference cost  

 

Table 6 – Major Failure Specification 

Failure 
Category Conditions Threshold 

dimension Specification Requested 

Delay less than Time Specify mode of counting delay 

Failing specified performance  

Specify services/functions and 
their performance threshold 
levels below which the 
Customer considers it as 
service failure 

MAJOR 

(Service 
Failure) 

FailS 

Cost less than Cost Specify reference cost  

 

Table 7 – Minor Failure Specification 

Failure 
Category Conditions Threshold 

dimension Specification Requested 

MINOR 
FailM 

Any failure occurring on the 
rolling stock Time  

It should be noted that one or more conditions for each table of failure category might be applied. 
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5.3 RAM requirements 

This section complements 4.5.2.2 and 6.4.3.2 of EN 50126-1 and gives further details 

5.3.1 Introduction 

The aim of this section is to give an overview of the most commonly used RAM requirements in order to 
help the Customer choose the most appropriate requirements for his rolling stock, and also take into 
account any possible legal requirements, when existing. 

In choosing the appropriate RAM Requirements, the Customer is strongly advised to consider the 
following: 

• System identification characteristics (mission profile, operating condition, function requested, etc…), 

• Economic implications, 

• Practicalities of being able to measure RAM performance from his field operations, depending on his 
organisational and logistical structure and service procedures. 

The Customer should document his process for choosing RAM Requirements stating the consideration 
given to address each requirement chosen. 

5.3.2 Reliability Targets 

This section provides guidance on description of Reliability Targets required for the Failure Categories 
Significant (Immobilising), Major (Service) and Minor Failure. (i.e. MTBF in Hours, failure rate per million 
hours, or failure rate per million kilometres). 

The Reliability Targets are applicable to the total rolling stock and all its subsystems, assemblies and 
parts according to the boundary limits defined. 

Using the above definition the Customer should specify the Reliability Targets for each one of the Failure 
Categories in terms of: 

• Maximum accepted Failure Rate, 

• Minimum accepted MTBF/MTTF/MDBF. 

The terms hours/kilometres represent hours/kilometres of service. 

MTBF requirement is intended for repairable units and MTTF is intended for non-repairable units. 

If the real service operating time for the rolling stock and for its subsystems, assemblies and parts could 
not be measured, the Customer can choose, as appropriate, the following: 

• Maximum accepted Failure Rate, 

• Minimum accepted MDBF. 

In addition, the Customer could specify Reliability Targets for important systems/subsystems. In such a 
case the Customer could apply the following definition for Failures affecting important 
systems/subsystems: 

• Any failure occurring on a defined System/Subsystem and leading to failure in meeting a specified 
performance, 

• Any failure occurring on a defined System/Subsystem and leading to a maintenance task, even if this 
failure has no impact on service. 

The Customer should specify the Failure conditions in which the defined System/Subsystem does not 
accomplish its specified performances. 
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Table 8 groups the above Reliability Requirements: 

Table 8 – Reliability Requirements for Failure Categories 

Applicable to Requirement Dimension Symbol 

Max Accepted Failure 
Rate 

Number / Million Km  
Or 
Number / Million hours 

FRI/S/M 
Rolling Stock 

MTBF/MTTF/MDBF Hours or Kilometres MTBFI/S/M/MTTFI/S/M/MDBFI/S/M 

Max Accepted Failure 
Rate 

Number / Million Km  
Or 
Number / Million hours 

FRI/S/M System/ 

Subsystem 1 
MTBF/MTTF/MDBF Hours or Kilometres MTBFI/S/M/MTTFI/S/M/MDBFI/S/M 

Max Accepted Failure 
Rate 

Number / Million Km  
Or 
Number / Million hours 

FRI/S/M System/ 

Subsystem 2 
MTBF/MTTF/MDBF Hours or Kilometres MTBFI/S/M/MTTFI/S/M/MDBFI/S/M 

Max Accepted Failure 
Rate 

Number / Million Km  
Or 
Number / Million hours 

FRI/S/M System/ 

Subsystem … 
MTBF/MTTF/MDBF Hours or Kilometres MTBFI/S/M/MTTFI/S/M/MDBFI/S/M 

Max Accepted Failure 
Rate 

Number / Million Km  
Or 
Number / Million hours 

FRI/S/M System/ 

Subsystem n 
MTBF/MTTF/MDBF Hours or Kilometres MTBFI/S/M/MTTFI/S/M/MDBFI/S/M 

The Customer can establish different tables for each Failure Category specifying the Requirements 
applicable for each table and adding an index I, S or M for indicating the different Failure Categories 
(Immobilising, Service, Minor). 

The Requirements applicable to Systems/Subsystems of the rolling stock have to be referred to the 
Breakdown Structure in which each System/Subsystem is clearly identified (for Breakdown Structure see 
5.1.4) 

It should be noted that converting MTBF into MDBF, a predefined average speed is necessary, where the 
average speed is based on specific requirements of the Mission Profile (see 5.1.3). 

5.3.3 Maintainability Targets 

This section provide guidance on description of the Maintainability Targets required for rolling stock and 
for all its subsystems, assemblies and parts according to the boundary limits defined. 

For a rolling stock and for its subsystems, assemblies and parts according to the boundary limits defined, 
there are different types of Maintainability Targets: 

• Generic Qualitative Requirements (e.g. accessibility, disconnecting, removing, handling, installing, 
reconnecting, standardisation, etc.), 

• Preventive Maintenance Requirements (qualitative/quantitative) (e.g. frequency, maximum number of 
personnel related to each frequency, maximum number of hours related to each frequency, etc.), 

• Corrective Maintenance Requirements (qualitative/quantitative) (e.g. MTTR, Maximum TTR, etc.), 

• Logistic Support Requirements (e.g. supply and administrative delay, spare parts availability, etc.), 

• Maintenance Cost Requirements. 
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5.3.3.1 Generic Qualitative Requirements for Maintainability 

The qualitative requirements for maintainability should consider at least the following, as an example: 

Table 9 – Qualitative Requirements for Maintainability 

Accessibility: The equipment layout, including their relevant connections, should be arranged in 
such a way as to make it possible to easily perform inspections, repairs, revisions, 
replacement, etc., taking into consideration the dimensions of the tools that may be 
necessary to perform these operations, the working area necessary for the 
maintenance personnel, the safety standards and possible need for localised 
illumination. 

All fastening points of the equipment and interfacing points between it and its 
infrastructures (e.g. ventilation channels, fans, filters, etc.) should, as a rule, be 
accessible without the need for special tools. 

Dismounting: It must be possible to remove any piece of equipment if needed for recovery from 
failure or for scheduled maintenance, without having to operate on other pieces of 
equipment not directly involved with the specific maintenance action. 

Evaluation of removability of an item should also take into account the possible 
need for removing parts of the rolling stock structure (e.g. hatches, casings, etc.) 
and the ease of removing or opening and handling them. 

Modularity: In designing equipment every opportunity should be applied to increase the 
modularity of the object so as to reduce intervention time, the specialisation of the 
personnel required and the stocks to be kept on hand. 

Modularity should make it possible to divide maintenance activities into two levels: 
primary maintenance (rapid replacement of the unit), secondary maintenance 
(repair the unit off the train, e.g. in the workshop). 

Handling: Every piece of equipment, device and item of furnishing subject to dismantling for 
replacement, repair or programmed maintenance should not exceed the weight 
supportable by a single person and should be capable of being manually handled 
by a single person. 

This maximum weight may be doubled when the conditions of accessibility make it 
possible for two persons to work together. The external features of the shape of the 
unit in question should make it easy to handle and not hazardous or capable of 
injuring the personnel. 

In the case of objects that have to be removed using mechanical hoisting 
equipment and/or transportation, the layout and construction should provide for 
making available the necessary provisions for hooking, fastening, hoisting with a 
forklift (eyebolts, hooks, feet, etc.). If the hooking, hoisting or transportation 
equipment is not available on the market, it must be designed, constructed and 
supplied under the responsibility of the Main Supplier. 

The connections existing between the unit and the structure and between the unit 
and other interconnected units should be accessible, able to be disconnected and 
reconnected  and not subject to corrosion or rust in relation to the environment in 
which they are located. 
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Ease of cleaning: All environments, apparatus, flooring and coverings should be designed in such a 
way as to facilitate all operations of cleaning to the utmost. In particular as regards 
passenger vehicles and environments, textile coverings that can be cleaned 
efficiently should be used. Carpeting and wall-to-wall textile flooring should be 
designed for easy replacement for cleaning off the rolling stock by providing 
appropriate breaks especially in the environments subject to heavy traffic 
(corridors, vestibules, etc.). 

The Main Supplier should indicate the cleaners compatible with the materials and 
coverings used. 

As a general rule, in the visible environments, all efforts should be made to avoid 
sharp corners, indentations, complicated relief patterns or hollows where dirt could 
accumulate or that could be difficult to clean. This should be verified on the mock-
up. 

Standardisation: Solutions used should, to the maximum extent, make it possible to interchange 
parts with others already in use by the customer and installed on other rolling stock. 
In particular, for elementary objects, commercial or unified solutions should be 
used, or parts already in use by the customer as classified replacement parts. 

For parts already in use by the customer, he should supply a list. For parts unique 
to the customer, he may reserve the right, if necessary, for such parts to be 
restricted for his sole use. 

There should also be a close match between the drawings and the effective 
realisation of the pneumatic and electric circuits for all rolling stock of the same 
supply. 

Interchangeability It should be possible to remove an item and install another one in its place without 
affecting any equipment characteristics. 

The replacement should be compatible in form, fit and function 

Testability Objects should be designed in such a way as to make it possible to identify their 
condition clearly and rapidly. This means that it should be possible to perform, as 
far as practicable, preventive diagnostics so as to check the condition of the object 
before a failure occurs and to be able to perform corrective diagnostics in order to 
identify clearly which item may be malfunctioning or damaged. 

 
5.3.3.2 Preventive/Corrective Maintenance Requirements  

Preventive/Corrective Maintenance Requirements can be of two types: 

• general (referred to all the maintenance actions) 

• specific (referred to maintenance actions on a sub-system) 

Examples of general and specific requirements are as follows: 
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