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National foreword
This Published Document is the UK implementation of CLC/TS 50083-3-3:2014.

The UK participation in its preparation was entrusted by Technical Com-
mittee EPL/100, Audio, video and multimedia systems and equipment, to
Subcommittee EPL/100/4, Cable distribution equipment and systems.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2014.
Published by BSI Standards Limited 2014

ISBN 978 0 580 85962 5
ICS 33.060.40

Compliance with a British Standard cannot confer immunity from

legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2014.

Amendments/corrigenda issued since publication
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English Version

Cable networks for television signals, sound signals and
interactive services - Part 3-3: Active wideband equipment for
cable networks - Methods of measurement of the maximum
operating output level in the return path

Réseaux de distribution par cables pour signaux de Kabelnetze flr Fernsehsignale, Tonsignale und interaktive
télévision, signaux de radiodiffusion sonore et services Dienste - Teil 3-3: Aktive Breitbandgerate fur Kabelnetze -
interactifs - Partie 3-3: Matériel actifs a large bande utilisés Messverfahren fir den maximalen Betriebs-Ausgangspegel
dans les réseaux de distribution - Méthodes de mesure du im Rickweg
niveau de sortie maximal de fonctionnement dans la voie de
retour
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Foreword

This document (CLC/TS 50083-3-3:2014) has been prepared by CLC/TC 209 “Cable networks for television
signals, sound signals and interactive services”.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights.
CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights.
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Introduction

Standards and deliverables of EN 60728 series and EN 50083 series deal with cable networks including equipment
and associated methods of measurement for headend reception, processing and distribution of television and
sound signals and for processing, interfacing and transmitting all kinds of data signals for interactive services using
all applicable transmission media. These signals are typically transmitted in networks by frequency-multiplexing
techniques.

This includes for instance

* regional and local broadband cable networks,

+ extended satellite and terrestrial television distribution systems,

* individual satellite and terrestrial television receiving systems,

and all kinds of equipment, systems and installations used in such cable networks, distribution and receiving
systems.

The extent of this standardization work is from the antennas and/or special signal source inputs to the headend or
other interface points to the network up to the terminal input of the customer premises equipment.

The standardization work will consider coexistence with users of the RF spectrum in wired and wireless
transmission systems.

The standardization of any user terminals (i.e. tuners, receivers, decoders, multimedia terminals etc.) as well as of
any coaxial, balanced and optical cables and accessories thereof is excluded.
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