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National foreword

This Published Document is the UK implementation of
CLC/TS 50238-3:2013. It supersedes DD CLC/TS 50238-3:2010, which
will be withdrawn on 31 December 2016.

The UK participation in its preparation was entrusted by Technical Com-
mittee GEL/9, Railway Electrotechnical Applications, to Subcommittee
GEL/9/1, Railway Electrotechnical Applications - Signalling and
communications.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2013
Published by BSI Standards Limited 2013
ISBN 978 0 580 76384 7

ICS 29.280; 45.060.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2013.
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English version

Railway applications -
Compatibility between rolling stock and train detection systems -
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Applications ferroviaires - Bahnanwendungen -

Compatibilité entre le matériel roulant et Kompatibilitat zwischen Fahrzeugen und
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Partie 3: Compatibilité avec les compteurs Teil 3: Kompatibilitat mit Achszahler
d’essieux

This Technical Specification was approved by CENELEC on 2013-10-14.
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Foreword

This document (CLC/TS 50238-3:2013) has been prepared by CLC/SC 9XA "Communication, signalling and
processing systems", of Technical Committee CLC/TC 9X "Electrical and electronic applications for railways".

This document supersedes [CLC/TS 50238-3:201d.

CLC/TS 50238-3:2013 includes the following significant technical changes with respect to
[CLC/TS 50238-3:2010:

— this new edition represents a major technical change from the previous edition: the entire document has
been changed, from the scope to the last clause, to take into account CLC/TC 9X decision 47-13 "TC9X
instructs WGA4-2 Convenor to remove sections about the procedure of testing of rolling stock from the
draft TS 50238-3 (project 23571), considering SC9XA Decision 38/2";

— Annexes B to D have been deleted.

This Technical Specification is Part 3 in the following series:

— EN 50238, Railway applications — Compatibility between rolling stock and train detection systems;

— [CLC/TS 50238-2, Railway applications — Compatibility between rolling stock and train detection
systems — Part 2: Compatibility with track circuits;

— [CLC/TS 50238-3, Railway applications — Compatibility between rolling stock and train detection
systems — Part 3: Compatibility with axle counters.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights.
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