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PUBLISHED DOCUMENT

National foreword

This Published Document is the UK implementation of
CLC/TS 50238-3:2022. It supersedes PD CLC/TS 50238-3:2019, which
is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GEL/9/1, Railway Electrotechnical Applications - Signalling
and communications.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication is not to be regarded as a British Standard.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 14244 0
ICS 29.280; 45.060.10

Compliance with a Published Document cannot confer immunity
from legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2022.

Amendments/corrigenda issued since publication

Date Text affected
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TECHNICAL SPECIFICATION CLC/TS 50238-3
SPECIFICATION TECHNIQUE
TECHNISCHE SPEZIFIKATION January 2022

ICS 29.280; 45.060.10 Supersedes CLC/TS 50238-3:2019

English Version

Railway applications - Compatibility between rolling stock and
train detection systems - Part 3: Compatibility with axle counters

Applications ferroviaires - Compatibilité entre le matériel Bahnanwendungen - Kompatibilitdt zwischen Fahrzeugen
roulant et les systémes de détection des trains - Partie 3: und Gleisfreimeldesystemen - Teil 3: Kompatibilitat mit
Compatibilité avec les compteurs d'essieux Achszahler

This Technical Specification was approved by CENELEC on 2021-12-21.

CENELEC members are required to announce the existence of this TS in the same way as for an EN and to make the TS available promptly
at national level in an appropriate form. It is permissible to keep conflicting national standards in force.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the

Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.
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European foreword

This document (CLC/TS 50238-3:2022) has been prepared by CLC/SC 9XA “Communication, signalling and
processing systems”, of Technical Committee CLC/TC 9X “Electrical and electronic applications for railways”.

This document supersedes CLC/TS 50238-3:2019.

CLC/TS 50238-3:2022 includes the following significant technical changes with respect to
CLC/TS 50238-3:2019:

— any normative references to the ERA document ERA/ERTMS/033281 have been removed,;
— amended and new limits in Annex A.
This document is Part 3 in the following series:

— EN 50238-1, Railway applications — Compatibility between rolling stock and train detection systems —
Part 1: General,

— CLC/TS 50238-2, Railway applications — Compatibility between rolling stock and train detection systems —
Part 2: Compatibility with track circuits;

— CLC/TS 50238-3, Railway applications — Compatibility between rolling stock and train detection systems —
Part 3: Compatibility with axle counters.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A complete
listing of these bodies can be found on the CENELEC website.
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