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INTERNATIONAL ELECTROTECHNICAL COMMISSION

PROCESS MANAGEMENT FOR AVIONICS -
ATMOSPHERIC RADIATION EFFECTS -

Part 6: Extreme space weather and potential impact
on the avionics environment and electronics

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

A PAS is a technical specification not fulfilling the requirements for a standard, but made
available to the public.

The document “Extreme Space Weather: impacts on engineered systems and infrastructure”
from the Royal Academy of Engineering (United Kingdom, London) has served as a basis for
the development of this publicity available specification.

The permission from the Royal Academy of Engineering (United Kingdom, London) to include
the report within this PAS is gratefully acknowledged by the IEC.

IEC PAS 62396-6 has been processed by IEC technical committee 107: Process management
for avionics.
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The text of this PAS is based on the This PAS was approved for
following document: publication by the P-members of the

committee concerned as indicated in
the following document

Draft PAS Report on voting
107/244/PAS 107/250/RVD

Following publication of this PAS, the technical committee or subcommittee concerned may
transform it into an International Standard.

This PAS shall remain valid for an initial maximum period of 3 years starting from the
publication date. The validity may be extended for a single period up to a maximum of
3 years, at the end of which it shall be published as another type of normative document, or

shall be withdrawn.
A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a

colour printer.
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PROCESS MANAGEMENT FOR AVIONICS -
ATMOSPHERIC RADIATION EFFECTS -

Part 6: Extreme space weather and potential impact
on the avionics environment and electronics

1 Scope

This PAS details the mechanisms and conditions that produce “extreme space weather”
(ESW) and the changes within the avionics environment under such conditions. Consideration
is given to the impact and risks of ESW on passengers and crew travelling on aircraft in flight
and the option for in flight monitoring of the environment. Avionics electronics and systems
operating during flight can be affected under such conditions and these are reviewed. By
testing of complete equipment for extreme space weather tolerance, the degree of robustness
to ESW can be assessed. In the PAS, flight related infrastructure (not the aircraft itself) that
can be affected or disabled by an extreme space weather event is identified; such
infrastructure can be in the local “space” environment or on the ground.

This PAS is identical to the “Extreme Space Weather: impacts on engineered systems and
infrastructure” document from the Royal Academy of Engineering (United Kingdom, London)
which is included in Annex A.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this PAS and are
indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 62396-1:2019, Process management for avionics — Atmospheric radiation effects — Part
1. Accommodation of atmospheric radiation effects via single event effects within avionics
electronic equipment

3 Terms, definitions and abbreviations
For the purposes of this PAS, the following terms, definitions and abbreviations apply.

3.1 Terms and definitions

For the purposes of this PAS the terms and definitions given in JEC 62396-1:2019 apply.

3.2 Abbreviations and acronyms

For the purposes of this PAS the abbreviations and acronyms given in |JEC 62396-1:2012 and
in Clause 15 of Annex A, as well as the following, apply.

CAA Civil Aviation Authority

CME Coronal mass ejections

EASA European Aviation Safety Agency
EMC Electromagnetic compatibility
ESD Electrostatic discharge
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ESW Extreme space weather
FAA Federal Aviation Administration
GEO Geostationary orbit
GMD Geomagnetic disturbance
GNSS Global navigation satellite systems
GPS Global positioning system
HF High frequency
ICAO International Civil Aviation Organisation
ICRP International Commission on Radiological Protection
IEEE Institution of Electrical and Electronic Engineers
LEO Low earth orbit
MEO Medium earth orbit
MTTR Mean time to repair
NOAA National Oceanic and Atmospheric Administration
NRA National risk assessment
SAE Society of Automotive Engineers

SEIEG Space Environment Impact Expert Group
UHF Ultra high frequency
VHF Very high frequency

4 Technical recommendations

4.1 General

Annex A describes the effects of the extreme space weather (ESW) improving the
understanding, evaluates the impacts and provides recommendations on suitable mitigation
strategies.

4.2 ESW environment
4.2.1 Mechanisms responsible for ESW

An understanding of how an ESW event occurs, its impact and duration is given in Clauses 3
and 4 of Annex A.

4.2.2 Changes in avionics environment due to ESW

Consideration is given to the radiation environment at aircraft altitudes and the recommended
potential radiation levels.

4.3 Impact of ESW on aircraft passengers and crew

4.3.1 Impact on passengers and crew

During an ESW event, the radiation levels during a flight at altitudes and latitudes at risk may
be above those normally considered acceptable for the general public; a clear understanding

of the risks and mitigations will enable the industry to manage these events effectively. This is
discussed in more detail in Clause 8 of Annex A.

4.3.2 In flight radiation environment monitoring
In flight radiation monitoring is recommended because it has a number of benefits ;ﬁg%lﬁments
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a) Reliable method for determining the onset of ESW.

b) Ability to disseminate the onset information before there is major infrastructure impact and
provides warning.

c) Clear measurement of the radiation exposure of passengers and crew.

d) Identification of the radiation levels at which there is impact or weaknesses in the
electronic flight systems.

4.4 Impact of ESW on aircraft electronic systems
4.4.1 Effect on electronics, equipment and systems

The effects of atmospheric radiation on avionics electronics have been understood for a
number of years and in 2006, IEC TS 62396-1 was published by the IEC technical committee
107 to provide guidance to the avionics industry. When this technical specification was issued
it documented that a very large space weather event occurred in February 1956 and
enhancements of 300 times on the radiation flux were experienced in certain locations at flight
altitudes. Clause 9 of Annex A expands on the effects and mitigations for avionics electronics.

NOTE _The Technical Specification IEC TS 62396-1:2006 has been cancelled and replaced by a newer edition
EC 62396-1:2014 published in the form of an International Standard.

4.4.2 ESW simulation testing of electronics equipment and systems and analysis
methods

During ESW events which may result in more than a 2-decade increase in radiation flux, the
flight critical equipment will be expected to continue safely in operation.

One way to validate the equipment capability in ESW is to perform complete equipment
system testing in a radiation simulator at enhanced flux levels. There are a small number of
facilities world wide that can be used to test complete avionics systems and determine their
robustness to this type of event. On the other hand, there are qualitative and quantitative
methods for demonstrating that the electronic component, the electronic equipment and the
system exhibit enough design/architecture margins to mitigate the radiation effects taking into
account probabilities of increased radiation effects due to ESW in the safety analysis.

4.5 Considerations of ESW design margins

As more information becomes available from past and future large solar events, it should be
possible to recommend an acceptable margin for radiation tolerance of such enhancements in
atmospheric radiation.
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Annex A
(informative)

Extreme Space Weather: impacts on engineered systems and
infrastructure from the Royal Academy of Engineering

This Annex describes the effects of the extreme space weather (ESW) improving the
understanding, evaluates the impacts and provides recommendations on suitable mitigation
strategies.
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Foreword

An extreme space weather event, or solar superstorm, is one of
a number of potentially high impact, but low probability natural
hazards. In response to a growing awareness in government,
extreme space weather now features as an element of the UK
National Risk Assessment.

In identifying this hazard, the UK government benefitted from the
country's world class scientific expertise and from a number of
earlier studies conducted in the US. However, the consequential
impact on the UK's engineering infrastructure - which includes

the electricity grid, satellite technology and air passenger safety -
has not previously been critically assessed. This report addresses
that omission by bringing together a number of scientific and
engineering domain experts to identify and analyse those impacts.
I believe that this study, with its strong engineering focus, is the
most extensive of its type to date.

Itis my hope that by acting on the recommendations in this report,
stakeholders will progressively mitigate the impact of the inevitable
solar superstorm.

Professor Paul Cannon FRENng
Chair of the study working group
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1. Executive summary

Rarely occurring solar superstorms generate X-rays and solar
radio bursts, accelerate solar particles to relativistic velocities and
cause major perturbations to the solar wind. These environmental
changes can cause detrimental effects to the electricity grid,
satellites, avionics, air passengers, signals from satellite navigation
systems, mobile telephones and more. They have consequently
been identified as a risk to the world economy and society. The
purpose of this report is to assess their impact on a variety of
engineered systems and to identify ways to prepare for these
low-probability but randomly occurring events. The report has an
emphasis on the UK, but many of the conclusions also apply to
other countries.

Explosive eruptions of energy from the Sun that cause minor
solar storms on Earth are relatively common events. In contrast,
extremely large events (superstorms) occur very occasionally -
perhaps once every century or two. Most superstorms miss the
Earth, travelling harmlessly into space. Of those that do travel
towards the Earth, only half interact with the Earth's environment
and cause damage.

Since the start of the space age, there has been no true solar
superstorm and consequently our understanding is limited.

There have, however, been a number of near misses and these
have caused major technological damage, for example the 1989
collapse of part of the Canadian electricity grid. A superstorm which
occurred in 1859, now referred to as the ‘Carrington event'is the
largest for which we have measurements; and even in this case the
measurements are limited to perturbations of the geomagnetic
field. An event in 1956 is the highest recorded for atmospheric
radiation with August 1972, October 1989 and October 2003 the
highest recorded radiation events measured on spacecraft.

How often superstorms occur and whether the above are
representative of the long term risk is not known and is the subject
of important current research. The general consensus is that a
solar superstorm is inevitable, a matter not of ‘if' but ‘when?. One
contemporary view is that a Carrington-level event will occur within
a period of 250 years with a confidence of ~95% and within a
period of 50 years with a confidence of ~50%, but these figures
should be interpreted with considerable care.

Mitigation of solar superstorms necessitates a number of
technology-specific approaches which boil down to engineering
out as much risk as is reasonably possible, and then adopting
operational strategies to deal with the residual risk. In order to
achieve the latter, space and terrestrial sensors are required to
monitor the storm progress from its early stages as enhanced
activity on the Sun through to its impact on Earth. Forecasting

a solar storm s a challenge, and contemporary technigues are
unlikely to deliver actionable advice, but there are growing efforts
to improve those technigues and test them against appropriate
metrics. Irrespective of forecasting ability, space and terrestrial
sensors of the Sun and the near space environment provide critical

Full document details: PD IEC/PAS 62396-6:2014

space situational awareness, an ability to undertake post-event
analysis, and the infrastructure to improve our understanding of
this environment.

The report explores a number of technologies and we find that
the UK is indeed vulnerable to a solar superstorm, but we also find
that a number of industries have already mitigated the impact of
such events. In a’perfect storm’a number of technologies will be
simultaneously affected which will substantially exacerbate the
risk. Mitigating and maintaining an awareness of the individual and
linked risks over the long termis a challenge for government, for
asset owners and for managers.

Space weather:; impacts on engineered systems - a summaryis a
shortened version of this report suitable for policy makers and the
media - see www.raeng.org.uk/spaceweathersummary.

Key points:

Solar superstorm environment

The recurrence statistics of an event with similar magnitude and
impact to a Carrington event are poor, but improving. Various
studies indicate that a recurrence period of 1-in-100 to 200 years is
reasonable and this report makes assessments of the engineering
impact based on an event of this magnitude and return time. If
further studies provide demonstrable proof that larger events do
occur - perhaps on longer timescales - then a radical reassessment
of the engineering impact will be needed. The headline figure of
100 years should not be a reason to ignore such risks.

Electricity grid

The reasonable worst case scenario would have a significant impact
on the national electricity grid. Modelling indicates around six super
grid transformers in England and Wales and a further seven grid
transformers in Scotland could be damaged through geomagnetic
disturbances and taken out of service. The time to repair would be
between weeks and months. In addition, current estimates indicate
a potential for some local electricity interruptions of a few hours.
Because most nodes have more than one transformer available,

not all these failures would lead to a disconnection event. However,
National Grid's analysis is that around two nodes in Great Britain
could experience disconnection.

Satellites

Some satellites may be exposed to environments in excess of
typical specification levels, so increasing microelectronic upset
rates and creating electrostatic charging hazards. Because of the
multiplicity of satellite designs in use today there is considerable
uncertainty in the overall behaviour of the fleet but experience
from more modest storms indicates that a degree of disruption to
satellite services must be anticipated. Fortunately the conservative
nature of spacecraft designs and their diversity is expected to limit

the scale of the problem. Our best engineeringj%&ﬁ,ﬁf@nts
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on the 2003 storm, is that up ta 10% of satellites could experience
temporary outages lasting hours to days as a result of the extreme
event, butitis unlikely that these outages will be spread evenly
across the fleet since some satellite designs and constellations
would inevitably prove more vulnerable than others. In addition,
the significant cumulative radiation doses would be expected to
cause rapid ageing of many satellites. Very old satellites might

be expected to start to fail in the immediate aftermath of the
storm while new satellites would be expected to survive the event
but with higher risk thereafter from incidence of further (more
common) storm events. Consequently, after an extreme storm, all
satellite owners and operators will need to carefully evaluate the
need for replacement satellites to be launched earlier than planned
in order to mitigate the risk of premature failures.

Aircraft passenger and crew safety

Passengers and crew airborne at the time of an extreme event
would be exposed to an additional dose of radiation estimated to
be up to 20 mSy, which is significantly in excess of the 1 mSv annual
limit for members of the public from a planned exposure and about
three times as high as the dose received from a CT scan of the
chest. Such levels imply an increased cancer risk of 1in 1,000

for each person exposed, although this must be considered

in the context of the lifetime risk of cancer, which is about 30%.

No practical method of forecast is likely in the short term since

the high energy particles of greatest concern arrive at close to the
speed of light. Mitigation and post event analysis is needed through
better onboard aircraft monitoring. An event of this type would
generate considerable public concern.

Ground and avionic device technology

Solar energetic particles indirectly generate charge in
semiconductor materials, causing electronic equipment to
malfunction. Very little documentary evidence could be obtained
regarding the impact of solar energetic particles on ground
infrastructure and it is consequently difficult to extrapolate to a
solar superstorm. More documentary evidence of normal and storm
time impacts is available in respect to avionics - no doubt because
the operating environment has a higher flux of high-energy
particles. Our estimate is that during a solar superstorm the avionic
risk will be ~1,200 times higher than the quiescent background
risk level and this could increase pilot workload. We note that
avionics are designed to mitigate functional failure of components,
equipment and systems and consequently they are also partially
robust to solar energetic particles.

Global navigation satellite systems (GNSS)

Assuming that the satellites - or enough of them - survived

the impact of high energy particles, we anticipate that a

solar superstorm might render GNSS partially or completely
inoperable for between one and three days. The outage period

will be dependent on the service requirements. For critical timing
infrastructure it is important that holdover oscillators be deployed
capable of maintaining the requisite performance for these periods.
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UK networked communications appear to meet this requirement.
There will be certain specialist applications where the loss or
reduction in GNSS services would be likely to cause operational
problems; these include aircraft and shipping. Today, the aircraft
navigation system is mostly backed up by terrestrial navigation aids;
itis important that alternative navigation options remain available
in the future.

Cellular and emergency communications

This study has concluded that the UK's commercial cellular
communications networks are much more resilient to the
effects of a solar superstorm than those deployed in a number
of other countries (including the US) since they are not reliant
on GNSS timing. In contrast, the UK implementation of the
Terrestrial European Trunked Radio Access (TETRA) emergency
communications network is dependent on GNSS. Consequently,
mitigation strategies, which already appear to be in place, are
necessary..

High frequency (HF) communications

HF communications is likely to be rendered inoperable for several
days during a solar superstorm. HF communications is used much
less than it used to be; however, it does provide the primary long
distance communications bearer for long distance aircraft (not all
aircraft have satellite communications and this technology may
also fail during an extreme event). For those aircraft in the air at
the start of the event, there are already well-defined procedures
to follow in the event of a loss of communications. However, in the
event of a persistent loss of communications over a wide area, it
may be necessary to prevent flights from taking off. In this extreme
case, there does not appear to be a defined mechanism for closing
or reopening airspace once communications have recovered.

Mobile satellite communications

During an extreme space weather event, L-band (~1.5GHz) satellite
communications might be unavailable, or provide a poor quality

of service, for between one and three days owing to scintillation.
The overall vulnerability of L-band satellite communications to
superstorm scintillation will be specific to the satellite system. For
aviation users the operational impact on satellite communications
will be similar to HF.

Terrestrial broadcasting
Terrestrial broadcasting would be vulnerable to secondary effects,
such as loss of power and GNSS timing.

OUR ESTIMATE IS THAT DURING A SOLAR

SUPERSTORM THE AVIONIC RISK WILL

BE ~1,200 TIMES HIGHER THAN THE

QUIESCENT BACKGROUND RISK LEVEL AND

THIS COULD INCREASE PILOT WORKLOAD.
Docume
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Recommendations

A number of detailed recommendations are included in each
chapter. Some of the most important are set out below. It is vital
that a lead government department or body is identified for each of
these recommendations.

Policy
The report makes two key policy recommendations. These are that:

1. A UKSpace Weather Board should be initiated within
government to provide overall leadership of UK space
weather activities. This board must have the capacity to
maintain an overview of space weather strategy across all
departments.

2. The Engineering and Physical Sciences Research Council
(EPSRC) should ensure that its own programmes recognise
the importance of extreme space weather mitigation and
EPSRC should be fully integrated into any research council
strategy.

Solar superstorm environment
3.  The UK should work with its international partners to further
refine the environmental specification of extreme solar
events and where possible should extend such studies to
provide progressively better estimates of a reasonable worst
case superstorm in time scales of longer than ~200 years.

Electricity grid
4. The current National Grid mitigation strategy should be

continued. This strategy combines appropriate forecasting,
engineering and operational procedures. It should include
increasing the reserves of both active and reactive power
to reduce loading on individual transformers and to
compensate for the increased reactive power consumption
of transformers.

Satellites
5. Extreme storm risks to space systems critical to social

and economic cohesion of the country (whichis likely to
include navigation satellite systems) should be assessed
in greater depth. Users of satellite services which need to
operate through a superstorm should challenge their service
providers to determine the level of survivability and to plan
mitigation actions in case of satellite outages (eg network
diversification).

Full document details: PD IEC/PAS 62396-6:2014

Aircraft passenger and crew safety

6.

Consideration should be given to classifying solar
superstorms as radiation emergencies in the context of air
passengers and crew. If such a classification is considered
appropriate an emergency plan should be putin place

to cover such events. While the opportunities for dose
reduction may be limited, appropriate reference levels should
be considered and set, if appropriate.

Ground and avionic device technology

7.

Ground-and space-derived radiation alerts should be provided
to aviation authorities and operators. The responsible aviation
authorities and the aviation industry should work together to
determine if onboard monitoring could be considered a benefit
in flight. Related concepts of operation should be developed to
define subsequent actions; this could even include reductions in
altitude if deemed beneficial and cost-effective.

Global navigation satellite systems (GNSS)

8.

All critical infrastructure and safety critical systems that require
accurate GNSS derived time and or timing should be specified
to operate with holdover technology for up to three days.

Terrestrial mobile communication networks

S.

All terrestrial mobile communication networks with critical
resiliency requirements should also be able to operate
without GNSS timing for periods up to three days. This
should particularly include upgrades to the network including
those associated with the new 4G licenses where these are
used for critical purposes and upgrades to the emergency
services communications networks.

High frequency (HF) communications
10. The aviation industry and authorities should consider

upgrades to HF modems (similar to those used by the
military) to enable communications to be maintained in
more severely disturbed environments. Such an approach
could significantly reduce the period of signal loss during a
superstorm and would be more generally beneficial.

Terrestrial broadcasting
11. Where terrestrial broadcasting systems are required for

civil contingency operations, they should be assessed for
vulnerabilities to the loss of GNSS timing.

The Sun unleashed an M-2 (medium-sized) solar flare, an S1-class

radiation storm and a spectacular coronal mass ejection (CME) on

7 June 2011 © NASA
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2. Introduction

2.1 Background

The April 2010 Icelandic (Eyjafjallajokull) volcano eruption and
resulting ash cloud and the March 2011 Japanese earthquake and
tsunami demonstrated how devastating rarely occurring natural
hazards can be to society and national economies. Natural events
have no respect for national boundaries and in extremis the whole
world can suffer.

In 2011, the UK recognised extreme space weather events

(also referred to as solar superstorms and sometimes simply as
superstorms) as one such rare, but high impact, hazard. Space
weather was for the first time included as part of the UK National
Risk Assessment (NRA) - an unclassified version of which can be
found at: www.cabinetoffice.gov.uk/resource-library/national-
risk-register.

The Royal Academy of Engineering has sought, through this study,
to articulate the potential engineering impact of such events,
particularly in a UK context.

This report seeks to describe the effects, evaluate the impact and
advise on suitable mitigation strategies, but has not deliberated
on societal or economic impacts. Above all the report seeks to be
realistic in terms of the engineering impacts so that solar storms
can be better placed in the context of other natural hazards.

2.2 Scope

This study has involved understanding the operational threats
posed by extreme space weather on a number of ground, air and
space-based technologies and then understanding how these
technologies respond to those threats. The report has benefited
from an earlier US workshop report [NRC, 2008].

The report addresses:

 induced currents on the electrical grid, railways,
telecommunication-wirelines and other networks

» charging and ageing effects on spacecraft

 drag effects on spacecraft orbits

« radiation doses for aircrew and passengers

» unwanted upsets in sophisticated electronics on aircraft and on
the ground

+ awide variety of effects on radio technologies, including
navigation and communication.

The report makes recommendations intended to improve the
understanding of extreme events and to help to mitigate their
effects. The report does not consider high altitude nuclear
explosions or any other manmade modifications of space weather.
A summary report has also been published and is available at
www.raeng.org.uk/spaceweathersummary.
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3. Space weather

3.1 Introduction

Space weather is a term which describes variations in the Sun, solar
wind, magnetosphere, ionosphere, and thermosphere, which can
influence the performance and reliability of a variety of space-borne
and ground-based technological systems and can also endanger
human health and safety [Koons et al,, 1999]. Many of the systems
affected by space weather are illustrated in Figure 1; just like
terrestrial weather, space weather is pervasive and compensating
foritsimpactis a challenge.

Space weather exhibits a climatology which varies over timescales
ranging from days (ie diurnal variations resulting from the rotation
of the Earth) to the 11-year solar cycle and longer periods such as
grand solar maxima and minima [Lockwood et al., 2012].

PD IEC/PAS 62396-6:2014

Superimposed on this climatology are weather-like variations; on
some days space weather is more severe than on others. Minor solar
storms are relatively common events; in contrast, extremely large
events (superstorms) occur very occasionally - perhaps once every
century or two.

3.2 Causes of space weather

Although there is some influence from outside the solar system,
most space weather starts at the Sun. The elements of the coupled
Sun-Earth space weather system consist of Sun, solar wind, solar
magnetic field, magnetosphere and ionosphere, as displayed in
Figure 2.

Figure 1. Impacts of space weather © L. ]. Lanzerotti, Bell Laboratories, Lucent Technologies, Inc.
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Figure 2: The space weather environment © NASA

The Sun is a nearly constant source of optical and near-infrared
radiation. However, there is considerable variability during storm
periods at EUV, X-ray and radio wavelengths. During these periods,
the Suniis also more likely to generate high-energy solar energetic
particles (SEPs) and the solar wind plasma speed and density,
forming part of the solar corona, can increase substantially. Coronal
mass ejections (CMEs) are one manifestation of the latter and
stream interaction regions (SIRs), formed when fast streams in the
solar wind overtake and compress slow streams, also occur. Directly
or indirectly the ionising radiation, the ionised particles and the
plasma interact with the magnetosphere and the ionosphere below
it to cause a variety of effects on engineered systems.

The orientation of the interplanetary magnetic field (IMF) in the
solar wind controls the degree to which CMEs and SIRs influence the
magnetosphere-ionosphere system, producing the disturbances
that we call geomagnetic storms. When the IMF has a southward-
pointing component, magnetic reconnection (or merging) between

Full document details: PD IEC/PAS 62396-6:2014

the IMF and the Earth's magnetic field occurs on the dayside of

the magnetosphere and allows solar wind energy to enter the
magnetosphere. Only then is the solar event said to be geoeffective.
When a geoeffective event occurs, the energy abstracted from

the solar wind is transported to the nightside of the Earth and
temporarily stored in the tail of the magnetosphere. When the
stored energy reaches some critical level, it is released explosively
by magnetic reconnection and some of that energy is directed
towards Earth. This cycle of energy storage and release is called a
substorm and typically has a period of one to two hours; it will be
repeated as long as solar wind energy enters the magnetosphere.
For the purpose of this report, the key point to note is that a
geomagnetic storm contains a series of a substorms, so many of the
effects described in this report will come in a series of pulses and
not as a continuous period of high activity.

Extreme space weather is thought to be associated with fast

(>800 km s?) CMEs, which are preceded by a sWﬁm’fents
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THE SUN IS A NEARLY CONSTANT SOURCE OF
OPTICAL AND NEAR-INFRARED RADIATION.
HOWEVER, THERE IS CONSIDERABLE
VARIABILITY DURING STORM PERIODS AT
EUV, X-RAY AND RADIO WAVELENGTHS. J

compresses the ambient solar wind plasma and magnetic field
(typically by a factor of four). This sharply accelerates the solar
wind velocity with respect to Earth and introduces a sharp
deflection in the direction of the magnetic field. This shock is also
a strong source of SEPs. The so-called sheath region between
the shock and the CME contains both high speed solar wind

and a strong magnetic field. If the deflection of that magnetic
field is strongly southward, the CME sheath can initiate severe
geomagnetic storms.

During periods of high solar activity, the Sun can launch several
CMEs towards Earth and these may collide during their transit
to Earth. This is not unusual since the first CME may be slowed
down as it sweeps up the ambient solar wind in its sheath,
leaving behind a low density region that allows a following CME
to catch up. The result is to produce a more complex pattern

of IMF changes as the combined CMEs pass the Earth, driving

a longer series of substorms and hence a longer, more intense
geomagnetic storm.

3.3 The geomagnetic environment

The Earth’'s magnetic field comprises contributions from sources

in the Earth’s core, the lithosphere (ie crust and upper mantle),

the ionosphere, the magnetosphere and also from electrical
currents coupling the ionosphere and magnetosphere (‘field aligned
currents, or FAC). The sources external to the solid Earth also induce
secondary fields in the Earth (Figure 3).

To a first approximation the geomagnetic field is similar to that of
adipole (or bar magnet) currently inclined at around 11 degrees

to the geographic poles. The core field is generated by dynamo
action in which the iron-rich fluid outer core convects as a result of
the heat sources contained within it. This fluid convection across
existing magnetic field lines generates electrical currents that
generate, in turn, further magnetic fields, with diffusion losses
counteracting the generation of new magnetic field. The dynamics
of field generation and diffusion provide a spatially and temporally
complicated magnetic field pattern across the Earth and in space.
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Figure 3: The geomagnetic environment. 'RE' indicates one Earth radius
(6372 km). The dotted line and the building silhouettes indicate,
respectively, measurement platforms in orbit and at permanent
ground-based magnetic observatories © DTU Space, Technical
University of Denmark

The core field is the dominant component of the measured field

(of order 90% of the field strength) near the Earth's surface and in
near-Earth space. Changes in the core field occur on timescales of
months to millennia and can include reversals, where the polarity
(North or South) of the magnetic poles reverses. Reversals occur on
average every 200,000 to 300,000 years and take a few thousand
years to complete once the process begins. The lithospheric field is
stable, except on geological timescales, and is the consequence of
the presence of rocks rich in magnetic minerals. Lithospheric fields
contribute up to 5% of the measured field near the surface, but can
be very large near localised crustal magnetic anomalies.

The ionospheric, magnetospheric and FAC magnetic sources
producing the external magnetic field are controlled by solar UV-
and X-ray radiation, the solar wind and solar magnetic activity.
The dynamics of these magnetic fields reflect the variability of
space weather. Rapid time variations in these external electrical
current systems induce surface electric fields in the Earth that can
drive geomagnetically induced currents (GIC) through grounded
conducting networks, such as electricity, pipeline and railway
grids. External field variations can reach 5-10% of the total
magnetic field at the Earth's surface during geomagnetic storms
caused by space weather,
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3.4 The satellite environment

The satellite high-energy radiation environment derives from three
sources:

 galactic cosmic rays (GCR) from outside the solar system

» solar energetic particles (SEP) accelerated near the Sun by
shock waves

« radiation belt particles trapped inside the Earth's magnetic field.

The Earth is subjected to a continuous flux of GCRs generated

by supernovae explosions throughout the galaxy. These are

very energetic protons, helium nuclei and heavier ions and are
modulated by the solar wind and the interplanetary magnetic field.
Typically, the flux varies by a factor of two over the eleven-year
solar cycle and is highest during periods of low solar activity. It
also varies markedly as large CMEs pass the Earth and block the
propagation of cosmic rays - an effect now being explored as an
additional way to detect CMEs. Cosmic rays cause single event
effects, damage to electronic components and degradation of
solar array power. The variation in galactic cosmic rays is generally
understood and predictable and is not directly relevant to this
discussion on extreme events.

SEPs are very high-energy ions, mainly protons which are so
energetic that the first particles take only a few minutes to reach
the Earth. They are accelerated close to the Sun by both rapidly
changing magnetic fields and by shock waves in the solar wind. The
former are thought to produce short-lived (<1 day) impulsive events
while the latter produce much longer (gradual) events [Reames,
1999]. Predicting how long gradual events will last is very difficult
as it depends on the evolution of the CME shock wave as it travels
away from the Sun, and on how well the shock is connected to the
Earth via the interplanetary magnetic field; this varies in direction

Figure 4: Rays refracted from the layered ionosphere © QinetiQ
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but favours events ariginating at around 45° West on the Sun.
These events often exhibit a peak in SEP fluxes as the shock passes
the Earth.

The Earth's magnetosphere partly shields the Earth against GCRs
and SEPs but they have easier access near the magnetic poles than
at the equator. The geomagnetic shielding falls off with spacecraft
altitude and during extreme events the shielding at all orbits can
become greatly reduced as the magnetopause is pushed close to or
inside this orbit.

Changes in the radiation belts are driven by the interaction of the
solar wind with the Earth's magnetosphere. The inner radiation

belt (within about 2 Earth radii) consists of energetic protons and
electrons while the outer radiation belt (3-7 Earth radii) is dominated
by electrons. The high-energy electrons cause a range of problems
for satellites, particularly satellite charging effects [/lucci et al.,, 2005]
while protons in the inner belt produce cumulative dose and damage
as well as prompt single event effects. Satellites in geostationary
orbit (GEQ) pass through the outer edge of the radiation belts,
whereas those in medium Earth orbit (MEQ) pass through the heart
of the outer radiation belt. Satellites in low Earth orbit (LEO) operate
mainly underneath the belts, but encounter the inner radiation
beltin aregion known as the South Atlantic Anomaly. LEO satellites
that have orbits inclined more than about 50° to the Equator will,

in addition, encounter the outer radiation belt in the high latitude
auroral regions. High inclination LEO satellites are also vulnerable to
SEPs encountered over high latitude regions.

While the inner radiation belt is fairly stable, the outer radiation
belt is highly dynamic and the flux of relativistic electrons, with
energies of mega-electron volts (MeV), can change by five orders
of magnitude on timescales from a few hours to a few days [Baker
etal, 2007]. In exceptional cases, the low intensity slot region
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between the main belts has been observed to increase by orders
of magnitude on a timescale of two minutes, for example on 24th
March, 1991 [Blake et al., 1992].

Some of the highest radiation belt electron fluxes have been
observed when there is a fast solar wind stream emanating from a
coronal hole on the Sun. These events occur more often during the
declining phase of the solar cycle as coronal holes migrate from high
latitudes towards the equator and the fast solar wind is more able
to encompass the Earth.

It should be noted that, beyond geostationary orbit the Earth's
magnetic field contains a reservoir of electrons at energies of 1-10
keV. Changes in the solar wind can trigger global changes in the
Earth's magnetic field which rapidly transport these electrons
towards the Earth in what is known as a substorm. The electrons
envelop those satellites in GEO and MEO orbits mainly between
midnight and dawn, causing surface charging, changes in the
satellite potential and degradation of satellite surface materials
[Koons and Fennell, 2006]. The injected electrons also penetrate
along the magnetic field to low altitudes and affect polar orbiting
satellites in LEO at high latitudes.

3.5 Atmospheric radiation
environment

When galactic cosmic rays (GCRs) strike the atmosphere they

can interact with the nuclei of oxygen and nitrogen molecules to
generate a cascade of secondary particles including neutrons,
protons and electrons. The secondary radiation builds up to a
maximum at around 60000 feet (18 km) and then attenuates
down to sea level. The fluxes of particles at subsonic flight levels
(12 km) are some 300 times greater than at sea level while at 18
km they are about 500 times more intense. The geomagnetic field
provides greater shielding at the equator than at the poles and the
secondary radiation increases by about a factor of five between
the equator and latitudes of around 60 degrees beyond which the
levels flatten off with increasing latitude.

SEPs also contribute to the atmospheric radiation environment. They
vary greatly in energy spectrum but approximately once a year the

WHEN GALACTIC COSMIC RAYS (GCRS) STRIKE
THE ATMOSPHERE THEY CAN INTERACT

WITH THE NUCLEI OF OXYGEN AND NITROGEN
MOLECULES TO GENERATE A CASCADE

OF SECONDARY PARTICLES INCLUDING
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particles are sufficiently energetic to increase the flux of secondary
neutrons measured on the ground. This is known as a ground level
event (or GLE) but is also associated with significant increases in
radiation at aircraft cruising altitudes.

3.6 lonospheric environment

The ionosphere (Figure 4) is a lightly ionised region of the upper
atmosphere that extends from about 60 to 2,000 km in altitude
with a density peak around 300km altitude.

The Sun emits electromagnetic waves over a range of
frequencies and the maximum intensity of the spectrum

occurs in the visible range. However, it is primarily the extreme
ultraviolet and soft X-ray portions of the spectrum that produce
the ionosphere, with additional contributions from electron
precipitation in the auroral region and ionisation by SEPs in the
polar cap region.

The solar photo-ionising radiation is attenuated by the
atmosphere, with the more energetic radiation penetrating
further into the atmosphere. Each atmospheric chemical
species has a distinct photo-ionisation energy and consequently
different species are preferentially ionised at different altitudes.
Recombination losses are also height dependent, and in
combination with the production process, this produces defined
layers of ionisation (Figure 4).

The ionosphere can be conventionally divided into four latitudinal
regions: equatorial, mid-latitude, auroral and polar cap. The mid-
latitude region (under which the UK sits during non-storm periods)
is by far the least variable, both spatially and temporally.

The ionospheric plasma is conductive and, therefore, interacts
with electromagnetic waves. Low-frequency radio waves are often
considered to be reflected and high frequencies are refracted -
sometimes so much so that the signals return to the ground as

if they had been reflected. Still higher frequency signals pass
through the ionosphere but are still weakly refracted and delayed.
The ionosphere generally has no practical impact on signals above
2 GHz, but occasionally the effects extend to higher frequencies.

3.7 Space weather monitoring
and forecasting

Monitoring

Space weather is routinely monitored by many ground and space-
based instruments, operating in the optical and radio bands and
via in-situ measurements of the local plasma. This report cannot
hope to do justice to these instruments, but it worth noting the

NEUTRONS, PROTONS AND ELECTRONS. |
importance of the Advanced Compositio%ﬁjfﬁéiﬂl'ge
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which is located ~1.5 million kilometres towards the Sun where

a stable orbit can be established around the L1 Lagrange point.
Real-time data from ACE are used by various agencies to improve
forecasts and warnings of solar storms as they travel between
Sun and Earth. The US is planning to launch the DSCOVR satellite
to L1in 2014 to act as a backup for ACE. Looking to the longer
term a Chinese satellite, Kuafu, may also be placed at the L1 point
in the year 2017 while the ESA Space Situational Awareness
programme is planning an L1 monitor for launch ahead of the
2024 solar maximum.

Solar monitoring is critical to forewarning of solar events that could
generate severe space weather at Earth - it enables engineering
teams to go on standby and it helps provide the context against
which scientific advice and political decisions can be made.
Unfortunately, solar wind monitoring at the L1 point provides only
15 to 30 minutes’ warning in regards to CME-related effects which
dominate many of the most important impacts of a superstorm.
Thus, there is growing interest in improving this warning time by
anumber of methods. Placing a monitor further upstream using
solar sail technology is one option and to explore this NASA will fly a
demonstration mission, Sunjammer, in 2015. The UK Space Agency
has recently approved funding for UK teams to fly a magnetometer
and plasma sensor on this mission. Other options include remote
sensing of the interplanetary magnetic field using radio telescopes
to make Faraday rotation measurements; and better modelling of
the magnetic field topology in the Sun’s atmosphere and the inner
heliosphere (a requirement that is now recognised as a crucial
scientific step in understanding all aspects of solar activity). The UK
scientific community is strongly engaged in all of these activities.

Forecasting

Electromagnetic and SEP-related effects will always be difficult to
forecast since the effects travel at or close to the speed of light.
Predicting the time of a solar eruption is not currently possible,
though there are services that forecast the probabilities of classes
of flares and SEPs.

To overcome this fundamental physical limitation flare forecasting
will need to be based on identifying precursor features [e.g.
Ahmed et al., 2011]. For SEPs, options include forecasts based

on flare observations [e.qg. Laurenza et al.,, 2009; Nufiez, 2011]
and on observations of SEP electrons that reach Earth ahead of
the more dangerous SEP ions [Posner, 2007]. For some of these
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CME FORECASTING IS MORE TRACTABLE
THAN SEP FORECASTING BECAUSE CMES
TAKE MANY HOURS TO TRAVEL TO THE
EARTH. IT IS NOW POSSIBLE TO MONITOR
AND MODEL THE EVOLUTION OF AN EARTH-
DIRECTED CME SUCH THAT ITS ARRIVAL AT
EARTH CAN SOMETIMES BE FORECAST WITH

AN ACCURACY OF =6-8 HOURS. |

experimental techniques to transition to an operational capability, it
will be necessary to monitor plasma structures and magnetic fields
across the whole surface of the Sunincluding the far side.

There has also been significant progress in recent years towards
forecasting the energy spectrum of related SEP events - which is
critical to assessing their consequences. This progress reflects the
growing use of hybrid and full-kinetic models to simulate particle
energisation, particularly at the shock waves ahead of fast CMEs,
and the availability of adequate computing power to run those
models. However, this approach is fundamentally dependent

on knowledge of the shape and Mach number of the shock and
thus dependent on progress in monitoring and modelling CME
propagation.

CME forecasting is more tractable than SEP forecasting because
CMEs take many hours to travel to the Earth. It is now possible to
monitor and model the evolution of an Earth-directed CME such
that its arrival at Earth can sometimes be forecast with an accuracy
of +6-8 hours [ Taktakishvili et al., 2010]. Unfortunately, these
errors are larger for fast CMEs which would be expected during a
superstorm. Furthermore, forecasts of its geoeffectiveness are
currently not possible until the CME reaches the L1 point, where its
magnetic field can be measured and alerts issued to engineering
teams and agencies. The lead time is then only 15-30 minutes. That
warning time would be significantly increased if the CME magnetic
field could be determined upstream from L1.
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