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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ZHAGA INTERFACE SPECIFICATION BOOK 1 AND BOOK 10

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

A PAS is an intermediate specification made available to the public and needing a lower level
of consensus than an International Standard to be approved by vote (simple majority).

IEC PAS 63324 has been processed by subcommittee 34A: Electric light sources, of IEC
technical committee 34: Lighting.

The text of this PAS is based on the This PAS was approved for
following document: publication by the P-members of the
committee concerned as indicated in
the following document

Draft PAS Report on voting
34A/2194/DPAS 34A/2204/RVDPAS

Following publication of this PAS, which is a pre-standard publication, the technical committee
or subcommittee concerned may transform it into an International Standard.
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This PAS shall remain valid for an initial maximum period of 2 years starting from the publication
date. The validity may be extended for a single period up to a maximum of 2 years, at the end
of which it shall be published as another type of normative document, or shall be withdrawn.

IMPORTANT - The "colour inside” logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

This PAS is a reproduction of Zhaga Book 1 Edition 1.8 and Book 10 Edition 1.0 with no changes
introduced.

The document layout, terms and definitions, etc within this PAS therefore do not follow the
normal |IEC drafting rules that would be applied for an International Standard.

Subdivision 1 comprises Zhaga Book 10 Edition 1.0 — Circular LED modules for spot lighting.

Subdivision 2 comprises Zhaga Book 1 Edition 1.8 — Overview and common information, which
is essential to the interpretation of Zhaga Book 10 (and future Zhaga books).

The future intention is for the content of this PAS to be incorporated within one or more
International Standards and at this time any conflict with IEC Directives and drafting rules will
be addressed.
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Subdivision 1
Zhaga Interface Specification Book 10

Summary (informative)

Background

The Zhaga Consortium is a global lighting-industry organization that aims to standardize LED
light engines and associated components such as LED modules, Holders and electronic control
gear (LED drivers).

Zhaga has created a set of interface specifications, known as Books. Each Book defines an
LED light engine and/or associated components by means of the mechanical, photometric,
electrical, thermal, and control interfaces of the product to its environment. This makes such
products interchangeable in the sense that it is easy to replace one product with another, even
if they have been made by different manufacturers.

Contents

The LED Modules defined in this Book have an essentially circular outer shape with a small,
also preferably circular Light Emitting Surface, so that they are well suited to be used with
collimating Luminaire Optics in spot lighting applications. The LED Modules are disc shaped,
and are grouped into several size categories, to allow for different LES sizes and flux categories.
The LED Modules are intended to be used with a separate Electronic Control Gear, which is
specified in Zhaga Book 13.

This Book should be read together with Zhaga Book 1.

Intended Use

The LED module defined in this specification is intended to be screwed to a heat sink and to be
connected to a separate electronic control gear. The light output is essentially Lambertian to
enable the luminaire optics to shape the application’s desired light distribution from a defined
input.

The LED modules defined in this Book 10 are intended to be installed and replaced by luminaire
manufacturers only.
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1 General

1.1 Introduction

The Zhaga Consortium is a global organization that aims to standardize LED Light Engines and
associated components. An LED Light Engine is a light source for general lighting that is based
on solid state technology, and typically consists of one or more LEDs combined with Electronic
Control Gear. Examples of associated components are LED Modules, Electronic Control Gear,
and Holders. Zhaga has created a set of interface specifications, known as “Books” defining
interfaces between LED Light Engines, associated components and Luminaires.

Book 1 is a special Book that provides common information relevant to all other Books in the
series. In addition, Book 1 defines requirements and compliance tests which are applicable
across multiple Zhaga Books. The Books refer to these requirements and compliance tests as
applicable.

1.2 Scope

This Book 10 defines interfaces between LED Modules, associate components (Holders) and
luminaires. Not all interface descriptions are applicable to LED Modules or Holders, but where
applicable they are identical.

The scope of the interface descriptions is focused on a range of LED Modules with a circular
shape and high luminance LES. A LED Module is intended to be fixed to a luminaire heat sink
by means of screws. Its light output distribution is primarily Lambertian, to enable Luminaire
Optics to shape an application-specific light distribution independently of that of the LED Module.

Zhaga Book 12 defines an LED (Chip on Board) Array component, which shares certain
interface descriptions with this Book 10 (mainly photometric). It is possible to combine a Book
12 compliant LED Array with a Holder that ensures mechanical and electrical fit of the assembly.
The Holder provides its own set of mechanical/electrical/thermal interfaces to a luminaire. If
these interfaces are compliant with the interface descriptions in this Book 10, the Holder+LED
Array assembly can be used in the same way as an LED Module compliant with this Book. Thus
this Book can also be used to check compliance of Holders with respect to the Holder-Luminaire
interface.

This Book 10 defines several size categories of the LED Module

¢ 35 mm, 50 mm maximum outer diameter

The size categories can have different LES diameters and different LES categories:
e LES6.3, LES9, LES13.5, LES19, LES23

The LED Modules are intended to be installed and replaced by professionals only.

1.3 Conformance and references
1.3.1 Conformance

All provisions in the Zhaga interface Specifications are mandatory, unless specifically indicated
as recommended, optional or informative. Verbal expressions of provisions in the Zhaga
interface specifications follow the rules provided in Clause 7 of ISO/IEC Directives, Part 2:2018.
For clarity, the word “shall” indicates a requirement that is to be followed strictly in order to
conform to the Zhaga interface specifications, and from which no deviation is permitted. The
word “should” indicates that among several possibilities one is recommended as particularly
suitable, without mentioning or excluding others, or that a certain course of action is preferred
but not necessarily required, or that (in the negative form) a certain possibility or course of
action is discouraged but not prohibited. The word “may” indicates a course of action
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permissible within the limits of the Zhaga interface specifications. The word “can” indicates a
possibility or capability, whether material, physical or causal.

1.3.2 References

For references that are not listed in this section, see [Book 1]. For undated references, the
most recently published edition applies.
[Book 1] Zhaga Interface Specification, Book 1: Overview and Common Information

[Book 12] Zhaga Interface Specification, Book 12: Rectangular LED arrays with circular LES
and corresponding Holders

[CIE 52] Calculations for interior lighting — Applied Method, CIE 52
1.4 Definitions

This section defines terms that have a specific meaning in the context of this Book 10. Terms
that have a specific meaning across all Zhaga Books are defined in [Book 1].
Book-10 LED Module LED Module according to the specifications in this book.

LED Module Demarcation The mechanical boundary between an LED Module and its
environment.

Spot Application Application of a Luminaire in which light is to be focused to a beam
with FWHM of typically <40°.
LED Array A light source that is supplied as a single unit and intended to be

used in combination with a Holder to build a LED Module. In
addition to one or more LEDs, their mechanical support and their
electrical connection, it may contain components to improve its
photometric, thermal, mechanical and electrical properties, but it
does not include the Electronic Control Gear.

1.5 Acronyms

This section defines acronyms that have a specific meaning in the context of this Book 10.
Acronyms that have a specific meaning across all Zhaga Books are defined in [Book 1].

TTE-Spot Thermal Test Engine for Spot LED Modules
1.6 Symbols

This section defines symbols that have a specific meaning in the context of this Book 10.
Symbols that have a specific meaning across all Zhaga Books are defined in [Book 1].

<Hgca™>  Average height of the OCA (unit: mm)

L Average Luminance in Area i (unit: cd/m2)

S Luminance rotational symmetry parameter

U Luminance uniformity parameter

N Number of Luminaire camera pixels within LES

1.7 Conventions

This section defines the notations and conventions used in the Zhaga Interface Specifications.

1.7.1 Precedence

In the case of any perceived discrepancy between the definitions provided in Part 1 of this
document, Interface Definition and the definitions provided in Part 2 of this document,
Compliance Testing, the definitions provided in Part 2 take precedence over the definitions

provided in Part 1. Documents
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1.7.2 Cross references

Unless indicated otherwise, cross references to sections include the sub sections contained
therein.

1.7.3 Informative text

Informative text is set in italics, unless the whole section is marked as informative.

1.7.4 Terms in capitals

Terms that have a specific meaning in the context of this Book 10 are capitalized. See section
1.4.

1.7.5 Units of physical quantities

Physical quantities are expressed in units of the International System of Units. All lengths that
omit an explicit unit indication are in millimeters.

1.7.6 Decimal separator

The decimal separator is a comma.

1.7.7 Limits

Values that are indicated as typical, as well as values between parentheses, are informative.
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2 Overview (Informative)

2.1 General

General information with respect to the Zhaga Interface Specifications and certification of
products that comply with this Book 10 can be found in [Book 1], section 2.

If components are treated differently in a section, this will be marked at the beginning. Possible
components are:

e LED Module
e LED Array Holder which forms an LED Module, using suitable Zhaga compliant LED Arrays

2.2 Description of the LED Module and LED Array Holder

This Book 10 defines an LED Module typically applied in spot lighting applications. The LED
Module or Holder is to be mounted onto or into a Luminaire by an OEM Luminaire manufacturer
typically by means of M3 screws.

The LED Modules defined in this Book 10 have preferably a circular Light Emitting Surface. In
case of a LED Array Holder, the Zhaga compliant LED Array will have this Light Emitting Surface.

The outline of the LED Modules and Holders described is essentially round. Three maximum
outer diameters are possible, corresponding to two LED Module categories:

e D35 (35 mm maximum outer diameter)

e D50 (50 mm maximum outer diameter)

Adjacent to the Light Emitting Surface is a mechanical surface, called the Optics Contact Area
(OCA) which serves as reference for Luminaire Optics.

Figure 0-1 — Example 3D-drawing of a Book 10 D35 LED Module (informative)

The Luminaire typically includes the means to guide heat away from the LED Module in order
to keep the temperature of the LED Module at a level necessary to reach the performance and
lifetime specified by the LED Module manufacturer. To ensure this capability, testing procedures
as well as certification and marking specifications are defined in this document.

The light output of the LED Module itself does not have a ‘spot light’ distribution but a general
distribution (defined in section 0) which can be tailored into a specific distribution by means of
Luminaire Optics. The photometric interface of the LED Module is specified here in such a way
that using suitable Luminaire Optics, similar Luminaire performance in spot applications is to
be expected using different LED Modules with the same LES category. The specification has
been carefully evaluated to yield as similar performance as possible without restricting the inner
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structure of the LED Module or the LED technology used inside. This has been done to leave
as much room as possible for technical innovation in this field.

2.3 Outline of this Book

This Book 10 consists of two parts:

Part 1, Interface Definition, defines the LED Module-Luminaire interface and LED Array Holder-
Luminaire interface in terms of the four sub interfaces:

e The mechanical interface (section 0).
e The photometric interface (section 0).
e The electrical interface (section 0).

e The thermal interface (section 0).
Part 2, Compliance Tests, defines:

e Specific tools, which are used for testing compliance of a LED Module or a Luminaire
(section 0).
e The LED Module tests (section 0).

e The Luminaire tests (section 0).
The Annexes to this Book 10 provide the following additional information:

e Requirements on the information that shall be part of the Product Data Set (Annex A).
e Guidelines for mechanical interface test (Annex B)

e Guidelines for LES and Luminance measurement (Annex C)

e Remarks on photometric interchangeability and color effects (Annex D)

e Luminaire test tools (Annex E)
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Part 1: Interface Definition
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3 Mechanical interface

31 Drawing principles

For the purpose of this section, the provisions in [Book 1] — section 3.1, apply. To simplify
drawings and associated text, they are normally labelled only as “LED Module”. Where
appropriate (as indicated in the text), the items labelled with “LED Module” can also depict a
LED Array Holder for the purposes of this Book.

3.2 Mechanical references

The reference plane and the reference point of a LED Module (or LED Array Holder) with respect
to (optional) TIM are defined in Figure 0-1. Dimensions are specified relative to either the
reference point or reference plane unless indicated otherwise. Moreover, dimensions are
specified with TIM (if present) in compressed state.

Cross section A-A i-"—“Z-axis _LLE

I T N \

“reference plane

__“>reference point

<

/

&

“Y-axis

Figure 0-1 — Positions of the reference point and
reference plane of the LED Module or LED Array Holder
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Figure 0-2 — Positions of the reference point, plane and axis
in a sketch of the LED Module (example for D50 category).
Similar for Holders, except that they do not have an LES.

3.3 Definition of the mechanical interface of the LED Module (and Holder)
3.3.1 LED Module demarcation

The LED Module Demarcations are defined in the following section. In case of a LED Array
Holder, the demarcation is verified with a recommended LED Array attached to the Holder. The
assembly is treated as an LED Module for this purpose within this section.

No part of the LED Module (excluding interconnect) shall cross the boundaries of the LED
Module Demarcation and no part of the Luminaire (excluding interconnect) shall cross the
boundaries of the LED Module Demarcation.

In case the LED Module is applied in combination with a Thermal Interface Material, this TIM is
defined to be part of the LED Module. Thus the total height of the LED Module + TIM (while
compressed according to instruction from the LED Module maker) shall not exceed the
maximum height H (D35 category) or g (D50 category).

Additionally, for the purpose of this section, the provisions in [Book 1] — section 3.3, apply.

3.3.1.1 D35 LED Module Demarcation

D35 LED Modules shall have a Demarcation according to the drawing in Figure 0-3 and with
dimensions according to Table 0-1.
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Figure 0-3 — Drawing of the demarcation of the D35 LED Module

Notes to Figure:

e (RP) Reference plane

e (X) Reference X-axis. This is a symmetry axis for the complete model.
e (Y) Reference Y-axis. This is a symmetry axis for the complete model.
e (Z) Reference Z-axis

e (P) Reference point

e The blue area indicates the keep-in zone for the LED Module and the keep-out zone for the Luminaire.

Table 0-1 — Mechanical dimensions of D35 LED Module Demarcation

Dimension Value
PA 35
B 25
@C 3,15
H 4,0
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3.3.1.2 D50 LED Module Demarcation
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Figure 0-4 — Drawing of the demarcation of the D50 LED Module

Table 0-2 — Mechanical dimensions of D50 LED Module Demarcation

Dimension Value Remark

a 5,2

e 6,4

f 3,4

g 7,2 Note that this is the maximum outline height, in contrast to D75
?h 50,25 No minmum value specified, in contrast to Book 3
sd 35

k 45°

m 15

p 27,5

¢d 28,4 To be evaluated at actual OCA height (<Hy,>)
ha 4

@c See Table 0-3 — Maximum |To be evaluated at actual OCA height (<Hy:,>)

inner OCA diameter

D50 LED Modules including the electrical interconnect shall be within the dimension specified
in Figure 0-4 and Table 0-2.

3.3.2 Optics Contact Area

The optics contact area (OCA) is used as a mechanical reference plane for Luminaire Optics.

The maximum inner diameter of the OCA is determined by the LES category of the LED Module
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and can be seen in Table 0-3. The minimum outer diameter of the OCA depends on the size
category of the LED Module. The average height of the OCA is denoted <Hgcp>

For D35 Modules, the minimum outer diameter of the OCA is the outer diameter of the Module
(i.e. nominal 35mm). All the module surface is used as the OCA. The OCA of the LED Module
features mounting holes and may also show additional recessed features. No such features
(e.g. screw heads) are allowed to extend above the OCA. The average height of the OCA
(<Hpca>) shall be in the range given in Table 0-4.

For D50 Modules, there is a fixed minimum outer diameter of the OCA, denoted by ed in
Table 0-2. It is measured at the actual height of the plane surface which extends between the
diameters od and o@c. A simplified image is shown in Figure 0-7. No mechanical features
protruding from the OCA are allowed. The average height of the OCA (<Hgc>) shall be in the

range given in Table 0-4.

Optics Contact Area
/

Figure 0-5 — Optics Contact Area of the 35mm LED Module

Position of the OCA in the Z-axis will be determined by the 3 highest points of the LED Module
OCA (see Figure 0-6).

Reference
Plane

Figure 0-6 — Height of the Optics Contact Area of the D35 LED Module
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Table 0-3 — Maximum inner OCA diameter

LES category POCA .., C
LES6.3 11,67
LES9 13,67
LES13.5 19,17
LES19 23,2
LES23 26,2

(informative)
In order to have an effective landing spot for the Luminaire Optics, the OCA should be as flat
as possible.

— ¢d —

ha

Figure 0-7 — Dimensions of OCAs for a D50 category

Table 0-4 — Allowed minimum and maximum OCA heights within demarcation

LED Module category Relevant dimension in Actual OCA height
demarcation
<Hoca>
D35 H 3,0mm — 4,0mm
D50 ha 3,5mm - 4,0mm

3.3.3 Requirements on screw holes
3.3.31 D35 Module

The D35 LED Module shall have either counterbored screw holes or countersunk screw holes.
In either case, the LED Module maker shall specify in the PDS the screw type for which the
LED Module has been designed by referencing a public standard (for example a DIN standard).

The geometry of the screw holes shall be such that a screw compliant with the specification in
the PDS fits in the screw hole and the maximum height of the assembly (LED Module + screws)
is less than or equal to <Hgpcp>.

3.3.3.2 D50 Module

No special requirements

3.34 LED Module Connection

3.3.4.1 D35 Module
No special requiremtents. Documents
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3.3.4.2 D50 Module
An electrical interconnect? should be placed symmetrically at the LED Module X axis (see
Figure 0-2). The interconnect should not exceed the maximum outline given in Figure 0-4 and

Table 0-2. If a Plug is used it should have a width of maximum 14 mm and a length (in plugging
direction) of maximum 8 mm.

Any wires exiting the module should be within the dimension m.

3.3.5 Luminaire keepouts for interconnect
3.3.5.1 D35 Module

No special requirements.

3.3.5.2 D50 Module

The Luminaire design should foresee space for a connection as specified in section 3.3.4.

NOTE In addition to these connection keepouts, the thickness of connection wires needs to be taken into account.
3.3.6 Inner Feature

LED Modules may contain any kind of mechanical “inner feature” like light mixing elements,
mechanical holding elements, electrical insulation elements, etc., provided they do not exceed
a certain height.

Within the diameter ac defined in Figure 0-4, and Figure 0-8 the LED Module may contain any
kind of mechanical “inner feature” provided it does not exceed the height b as defined in Table
0-5 and Figure 0-8. In particular, the inner feature may contain an extension of the OCA or even
an OCA of smaller size.

Qe

| |

NS

N

\ I

Figure 0-8 — Maximum Inner Feature outlines (dense hatched area)

Table 0-5 — Maximum height of inner feature (b)

LES Category D35 D50
LES6.3 4,0 mm
LES9 4,0 mm 5,0 mm
LES13.5 4,0 mm 5,5 mm
LES19 6,4 mm
LES23 7,2 mm

A dome or cover above one or more LEDs shall be allowed to exceed the height b, if optical
behaviour is not changed from a similar LES without dome or cover (See section 4.2). The

1 e.g. by means of a Receptacle / Plug system or a set of wires. Documents
Document Sharing Hub

Full document details: PD IEC PAS 63324:2020


http://www.avadocuments.com/doc/pd-iec-pas-63324-2020
http://www.avadocuments.com/doc/pd-iec-pas-63324-2020

IEC PAS 63324:2020 © |IEC 2020 - 27 -

maximum height of the dome or cover shall not exceed 20 mm (measured from the Reference
Plane).

3.4 Additional LED Array Holder properties (informative)

A LED Array Holder which complies to this Zhaga Book is required also to comply to the
requirements laid out in Zhaga Book 12, such that it is compatible to Zhaga compliant LED
Arrays as well as to Zhaga compliant luminaires.

3.5 Luminaire mechanical properties

The Module mounting surface of the Luminaire shall have a diameter of more than the
demarcation diameter with means for screwing the LED Module (e.g. M3 threads or holes for
self-cutting screws) at points corresponding to the LED Module geometry.

3.6 Optional “Locking Ring System” (LRS)
The 50 mm LED Module may contain features described in this section in order to enable

toolless mounting by means of a holder (“locking ring”). The details of the dimensions are
described in Zhaga [Book 3] Edition 1.3.
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