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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
MEDICAL ELECTRICAL EQUIPMENT –  

 
Part 4-1: Guidance and interpretation –  

Medical electrical equipment and medical  
electrical systems employing a degree of autonomy 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

The main task of IEC technical committees is to prepare International Standards. However, a 
technical committee may propose the publication of a technical report when it has collected 
data of a different kind from that which is normally published as an International Standard, for 
example "state of the art". 

IEC 60601-4-1, which is a technical report, has been prepared by a Joint Working Group of 
IEC subcommittee 62A: Common aspects of electrical equipment used in medical practice, of 
IEC technical committee 62: Electrical equipment in medical practice, and ISO technical 
committee 299: Robotics. 

The text of this technical report is based on the following documents: 

Enquiry draft Report on voting 

62A/1099/DTR 62A/1129A/RVDTR 
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Full information on the voting for the approval of this technical report can be found in the 
report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

In this technical report, the following print types are used: 

– recommendations and definitions: roman type. 
– test instructions: italic type. 
– informative material appearing outside of tables, such as notes, examples and references: in smaller type. 

Normative text of tables is also in a smaller type. 

– TERMS DEFINED IN CLAUSE 3 OF THIS TECHNICAL REPORT OR AS NOTED: SMALL CAPITALS. 

A list of all parts of the IEC 60601 series, published under the general title Medical electrical 
equipment, can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

A bilingual version of this publication may be issued at a later date. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

This Technical Report is the result of work that began in ISO/TC 184/SC 2/WG 7 in October 
2006 on personal care ROBOTS, to address an emerging type of ROBOT that was used outside 
of an industrial environment. That group was working on a new standard, ISO 13482, which 
was published as an International Standard (IS) in 2014. While initially focused on non-
medical applications, WG 7 recognized that work was likely to be needed on medical devices 
utilizing robotic technology. In September 2009, ISO/TC 184/SC 2 established a WG 7, Study 
Group (SG) on Medical care robots, comprised of experts from Canada, France, Germany, 
Japan, Korea, Romania, Switzerland, UK and USA. 

The work of ISO/TC 184/SC 2/WG 7 1 SG cumulated in a proposal to form a Joint Working 
Group with IEC/SC 62A to develop general requirements and guidance related to the SAFETY 
of MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS that utilize robotic 
technology. The work would include medical applications (including aids for the disabled) 
covering invasive and non-invasive procedures such as surgery, rehabilitation therapy, 
imaging and other ROBOTS for medical diagnosis and treatment. The proposal was approved, 
resulting in the formation of Joint Working Group (JWG) 9 (Medical electrical equipment and 
systems using robotic technology) and the first meeting was held in Los Angeles in June 
2011. 

JWG 9 examined the definition of a ROBOT from ISO 8373:2012 (which was later modified to a 
“programmed actuated mechanism with a DEGREE OF AUTONOMY (DOA), moving within its 
environment, to perform intended TASKS”) and AUTONOMY (the “ability to perform intended 
TASKS based on current state and sensing, without human intervention”). It was recognized by 
JWG 9 that these definitions could need further refinement to establish the appropriate 
boundaries for future standardisation work. AUTONOMY and DEGREE OF AUTONOMY (DOA) were 
felt to be key ingredients in distinguishing a “MEDICAL ROBOT” from other types of MEDICAL 
ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMs. 

However, JWG 9 came to realize that there are currently standardized MEDICAL ELECTRICAL 
EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS that exhibit a DOA. Therefore, DOA by itself is not 
a unique characteristic of a MEDICAL ROBOT. This can be stated more clearly as follows: 

– not all MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS that exhibit a DOA 
are MEDICAL ROBOTS; but 

– all MEDICAL ROBOTS exhibit a DOA. 

Hence a MEDICAL ROBOT can be a MEDICAL ELECTRICAL EQUIPMENT or part of a MEDICAL 
ELECTRICAL SYSTEM, but not all MEDICAL ELECTRICAL EQUIPMENT are MEDICAL ROBOTS.  

NOTE The majority of existing MEDICAL ELECTRICAL EQUIPMENT are not considered as MEDICAL ROBOTs. 

The MANUFACTURER states clearly the type of MEDICAL ELECTRICAL EQUIPMENT and MEDICAL 
ELECTRICAL SYSTEM through the INTENDED USE of their product. For this INTENDED USE, a 
definition of MEDICAL ROBOT would be helpful to have a common understanding if this MEDICAL 
ELECTRICAL EQUIPMENT or MEDICAL ELECTRICAL SYSTEM can be tagged as a MEDICAL ROBOT 
equipment or MEDICAL ROBOT system. The definition of MEDICAL ROBOT is therefore helpful to 
distinguish if the MEDICAL ELECTRICAL EQUIPMENT or MEDICAL ELECTRICAL SYSTEM is a MEDICAL 
ROBOT and the INTENDED USE as indicated by the MANUFACTURER. This distinction is clarified in 
Annex A. 

DOA is normally considered for adoption into MEDICAL ELECTRICAL EQUIPMENT and MEDICAL 
ELECTRICAL SYSTEMS for the following reasons: 

– DOA could give benefits to CLINICAL FUNCTION outcomes; 

___________ 
1) ISO TC 184/SC 2 was reformed to ISO TC 299 in January 2016. 
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– DOA could give economic value to MEDICAL ELECTRICAL EQUIPMENT; 
– DOA could improve the consistency of medical procedures; 
– DOA could handle more complex data; 
– DOA could lead to faster reaction times; 
– DOA could optimise medical procedure times or duration; 
– DOA could make it easier to integrate MEDICAL ELECTRICAL SYSTEMS; 
– DOA could decrease the overall level of RISK; and 
– DOA could change the role of an OPERATOR to a more supervisory than active (hands on) 

function. 

In order to progress the work of JWG 9, it was agreed to focus on the IEC 60601-1 standard 
family and see how specific clauses could be extended to cover the additional DOA issues in a 
possible new Technical Report once fully developed. JWG 9 looked at existing MEDICAL 
ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS that had characteristics of a ROBOT 
based on the definition, and investigated the suitability of the existing standards to address 
the HAZARDS associated with their use. As a result of this investigation, it was acknowledged 
that IEC 60601 (all parts), ISO 14971, IEC 62366-1 and IEC 62304 provide appropriate 
general requirements and guidance on how to address the HAZARDS; however, emerging 
functionality associated with increased DOA on MEDICAL ELECTRICAL EQUIPMENT and MEDICAL 
ELECTRICAL SYSTEMS, whether a ROBOT or not, could result in situations where BASIC SAFETY 
and ESSENTIAL PERFORMANCE are considered again by the MANUFACTURER. 

Current MEDICAL ELECTRICAL EQUIPMENT standards do not fully address higher DOA modes of 
operation, and this document is intended to provide guidance for MANUFACTURERS and others 
in this field on how DOA could be introduced into MEDICAL ELECTRICAL EQUIPMENT and MEDICAL 
ELECTRICAL SYSTEMS. Incorporation of higher levels of AUTONOMY in MEDICAL ELECTRICAL 
EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS is still new and rapidly evolving, and at the time 
of writing this document does not lend itself to general standardization. 

The importance of understanding DOA can be illustrated by examining its effects in other 
industries. The airline industry is one example in which increasing DOA has often been 
implemented as a RISK CONTROL measure. However, there are numerous examples in the 
airline industry in which increased DOA was found to have been a major contributor to a fatal 
accident [70].2 To avoid similar mistakes in the field of MEDICAL ELECTRICAL EQUIPMENT and 
MEDICAL ELECTRICAL SYSTEMS, MANUFACTURERS learn from these other fields and not only 
characterize DOA but also understand its potential for unintentionally increasing RISK. 

It is important to point out that this IEC document is an informative document as are all IEC 
Technical Reports (ISO/IEC Guide 2 [61]). The concept and approach stated in the STATE OF 
THE ART are not intended to be addressed through this informative document. This document 
is not used as a normative requirement as per the claimed STATE OF THE ART by any country or 
community. This document is an informative document, which is intended to provide existing 
and future designers of MEDICAL ELECTRICAL EQUIPMENT or MEDICAL ELECTRICAL SYSTEMS some 
guidance and direction concerning the adoption of DOA. This document is not applicable as a 
base for a testing procedure or writing a test protocol template. 

 

  

___________ 
2  Numbers in square brackets refer to the bibliography. 
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– DOA could give economic value to MEDICAL ELECTRICAL EQUIPMENT; 
– DOA could improve the consistency of medical procedures; 
– DOA could handle more complex data; 
– DOA could lead to faster reaction times; 
– DOA could optimise medical procedure times or duration; 
– DOA could make it easier to integrate MEDICAL ELECTRICAL SYSTEMS; 
– DOA could decrease the overall level of RISK; and 
– DOA could change the role of an OPERATOR to a more supervisory than active (hands on) 

function. 

In order to progress the work of JWG 9, it was agreed to focus on the IEC 60601-1 standard 
family and see how specific clauses could be extended to cover the additional DOA issues in a 
possible new Technical Report once fully developed. JWG 9 looked at existing MEDICAL 
ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS that had characteristics of a ROBOT 
based on the definition, and investigated the suitability of the existing standards to address 
the HAZARDS associated with their use. As a result of this investigation, it was acknowledged 
that IEC 60601 (all parts), ISO 14971, IEC 62366-1 and IEC 62304 provide appropriate 
general requirements and guidance on how to address the HAZARDS; however, emerging 
functionality associated with increased DOA on MEDICAL ELECTRICAL EQUIPMENT and MEDICAL 
ELECTRICAL SYSTEMS, whether a ROBOT or not, could result in situations where BASIC SAFETY 
and ESSENTIAL PERFORMANCE are considered again by the MANUFACTURER. 

Current MEDICAL ELECTRICAL EQUIPMENT standards do not fully address higher DOA modes of 
operation, and this document is intended to provide guidance for MANUFACTURERS and others 
in this field on how DOA could be introduced into MEDICAL ELECTRICAL EQUIPMENT and MEDICAL 
ELECTRICAL SYSTEMS. Incorporation of higher levels of AUTONOMY in MEDICAL ELECTRICAL 
EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS is still new and rapidly evolving, and at the time 
of writing this document does not lend itself to general standardization. 

The importance of understanding DOA can be illustrated by examining its effects in other 
industries. The airline industry is one example in which increasing DOA has often been 
implemented as a RISK CONTROL measure. However, there are numerous examples in the 
airline industry in which increased DOA was found to have been a major contributor to a fatal 
accident [70].2 To avoid similar mistakes in the field of MEDICAL ELECTRICAL EQUIPMENT and 
MEDICAL ELECTRICAL SYSTEMS, MANUFACTURERS learn from these other fields and not only 
characterize DOA but also understand its potential for unintentionally increasing RISK. 

It is important to point out that this IEC document is an informative document as are all IEC 
Technical Reports (ISO/IEC Guide 2 [61]). The concept and approach stated in the STATE OF 
THE ART are not intended to be addressed through this informative document. This document 
is not used as a normative requirement as per the claimed STATE OF THE ART by any country or 
community. This document is an informative document, which is intended to provide existing 
and future designers of MEDICAL ELECTRICAL EQUIPMENT or MEDICAL ELECTRICAL SYSTEMS some 
guidance and direction concerning the adoption of DOA. This document is not applicable as a 
base for a testing procedure or writing a test protocol template. 

 

  

___________ 
2  Numbers in square brackets refer to the bibliography. 
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MEDICAL ELECTRICAL EQUIPMENT –  
 

Part 4-1: Guidance and interpretation –  
Medical electrical equipment and medical  

electrical systems employing a degree of autonomy 
 
 
 

1 Scope 

This Part of IEC 60601 is intended to help a MANUFACTURER through the key decisions and 
steps to be taken to perform a detailed RISK MANAGEMENT and USABILITY ENGINEERING 
PROCESSES for MEDICAL ELECTRICAL EQUIPMENT or a MEDICAL ELECTRICAL SYSTEM, hereafter 
referred to as MEE or MES, employing a DEGREE OF AUTONOMY (DOA). 

This document provides a definition of DOA of MEE or MES and a MEDICAL ROBOT, and also 
provides guidance on: 

– methodologies to perform the RISK MANAGEMENT PROCESS and USABILITY ENGINEERING for an 
MEE or MES with a DOA; 

– considerations of BASIC SAFETY and ESSENTIAL PERFORMANCE for an MEE and MES with a 
DOA; and 

– identifying the use of DOA, and similar concepts in existing ISO/IEC standards dealing with 
MEE or MES with the goal to facilitate alignment of standards by consistent use of the 
concept of DOA; and 

– distinguishing between MEDICAL ROBOTS, and other MEE and MES. 

Unless specified otherwise, this document considers MEE and MES together. 

The MANUFACTURER of an MEE or MES with a DOA is expected to design and manufacture an 
MEE or MES that fulfils its INTENDED USE and does not have unacceptable RISK throughout its 
LIFE-CYCLE. 

This document provides guidance to help the MANUFACTURER in complying with the 
requirements of IEC 60601-1:2005 and IEC 60601-1:2005/AMD1:2012 for MEE and MES with 
DOA. The document is also intended as guidance for future standard writers. 

There are no prerequisites to this document. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60601-1:2005, Medical electrical equipment – Part 1: General requirements for basic 
safety and essential performance  
IEC 60601-1:2005/AMD1:2012 3 

___________ 
3 There exists a consolidated edition 3.1, including IEC 60601-1:2005 and its Amendment 1:2012. 
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IEC 62304:2006, Medical device software – Software life cycle processes  
IEC 62304:2006/AMD1:2015 4 

IEC 62366-1:2015, Medical devices – Part 1: Application of usability engineering to medical 
devices 

IEC 80001-1:2010, Application of risk management for IT-networks incorporating medical 
devices – Part 1: Roles, responsibilities and activities 

ISO 14971:2007, Medical devices – Application of risk management to medical devices 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp. 

3.1  
APPLIED PART 
part of MEE that in normal use necessarily comes into physical contact with the PATIENT for 
MEE or an MES to perform its function 

Note 1 to entry: See Figure 3, Figure 4 and Figure A.1 to Figure A.7 (inclusive) [of IEC 60601-1:2005]. 

Note 2 to entry: See also 4.6 [of IEC 60601-1/AMD1:2012] regarding the treatment of parts that do not fall within 
the definition of APPLIED PARTS but need to be treated as APPLIED PARTS as a result of applying the RISK 
MANAGEMENT PROCESS. 

Note 3 to entry: See also 3.78 [of IEC 60601-1:2005] for the definition of the associated term “PATIENT 
CONNECTION”. 

[SOURCE: IEC 60601-1:2005, 3.8] 

3.2  
AUTOMATIC 
referring to capabilities that, under specified conditions, function without OPERATOR 
intervention 

Note 1 to entry: Some, but not all MEE and MES have functions with certain DOA stated as AUTOMATIC. Because of 
possible confusion, it is recommended that the term AUTOMATIC not be used when referring to DOA of MEE or MES. 

Note 2 to entry: Definition derived from IEC 62443-3-3:2013, 3.1.7. 

3.3  
AUTONOMOUS 
having full AUTONOMY 

Note 1 to entry: The term AUTONOMOUS in common language has been used to indicate ‘having high DOA’ without 
specifying what degree is ‘high’. It is recommended that the term AUTONOMOUS be used carefully. 

Note 2 to entry: This definition of the term AUTONOMOUS was developed taking into account the definition in 
IEC TR 61850-90-7:2013, 3.1. The rationale for the modification is given in Clause A.2. 

___________ 
4 There exists a consolidated edition 1.1, including IEC 62304:2006 and its Amendment 1:2015. 
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IEC 62304:2006, Medical device software – Software life cycle processes  
IEC 62304:2006/AMD1:2015 4 

IEC 62366-1:2015, Medical devices – Part 1: Application of usability engineering to medical 
devices 

IEC 80001-1:2010, Application of risk management for IT-networks incorporating medical 
devices – Part 1: Roles, responsibilities and activities 

ISO 14971:2007, Medical devices – Application of risk management to medical devices 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp. 

3.1  
APPLIED PART 
part of MEE that in normal use necessarily comes into physical contact with the PATIENT for 
MEE or an MES to perform its function 

Note 1 to entry: See Figure 3, Figure 4 and Figure A.1 to Figure A.7 (inclusive) [of IEC 60601-1:2005]. 

Note 2 to entry: See also 4.6 [of IEC 60601-1/AMD1:2012] regarding the treatment of parts that do not fall within 
the definition of APPLIED PARTS but need to be treated as APPLIED PARTS as a result of applying the RISK 
MANAGEMENT PROCESS. 

Note 3 to entry: See also 3.78 [of IEC 60601-1:2005] for the definition of the associated term “PATIENT 
CONNECTION”. 

[SOURCE: IEC 60601-1:2005, 3.8] 

3.2  
AUTOMATIC 
referring to capabilities that, under specified conditions, function without OPERATOR 
intervention 

Note 1 to entry: Some, but not all MEE and MES have functions with certain DOA stated as AUTOMATIC. Because of 
possible confusion, it is recommended that the term AUTOMATIC not be used when referring to DOA of MEE or MES. 

Note 2 to entry: Definition derived from IEC 62443-3-3:2013, 3.1.7. 

3.3  
AUTONOMOUS 
having full AUTONOMY 

Note 1 to entry: The term AUTONOMOUS in common language has been used to indicate ‘having high DOA’ without 
specifying what degree is ‘high’. It is recommended that the term AUTONOMOUS be used carefully. 

Note 2 to entry: This definition of the term AUTONOMOUS was developed taking into account the definition in 
IEC TR 61850-90-7:2013, 3.1. The rationale for the modification is given in Clause A.2. 

___________ 
4 There exists a consolidated edition 1.1, including IEC 62304:2006 and its Amendment 1:2015. 
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3.4  
AUTONOMY 
capacity to MONITOR, GENERATE, SELECT and EXECUTE to perform a CLINICAL FUNCTION with no 
or limited OPERATOR intervention 

Note 1 to entry: The term AUTONOMY in common language has been used to indicate ‘null DOA’ or ‘full DOA’ without 
allowing intermediate capability. It is recommended that the term AUTONOMY be used carefully, and whenever 
possible, to use the term DOA instead. 

Note 2 to entry: The terms ‘null (no, zero) AUTONOMY’ and ‘full AUTONOMY’ can be used to mean ‘null DOA’ and ‘full 
DOA’ without confusion. 

Note 3 to entry: This definition of the term AUTONOMY was developed taking into account the definition in 
ISO 8373:2012, 2.2. The rationale for the modification is given in Clause A.2. 

3.5  
BASIC SAFETY 
freedom from unacceptable RISK directly caused by physical HAZARDS when MEE is used under 
NORMAL CONDITION and SINGLE FAULT CONDITION 

[SOURCE: IEC 60601-1:2005, 3.10] 

3.6  
CLINICAL FUNCTION 
medical operation that the MEE or MES is intended to perform 

Note 1 to entry: CLINICAL FUNCTION is generally a subset of the INTENDED USE of the MEE or MES related to the 
PATIENT. 

3.7  
DEGREE OF AUTONOMY 
DOA 
taxonomy based on the properties and capabilities of the MEE or MES related to AUTONOMY 

3.8  
ESSENTIAL PERFORMANCE 
performance of a CLINICAL FUNCTION, other than that related to BASIC SAFETY, where loss or 
degradation beyond the limits specified by the MANUFACTURER results in an unacceptable RISK 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.27, modified – Note deleted] 

3.9  
EXECUTE, verb 
carry out the selected OPTION 

Note 1 to entry: Derived from Kaber and Endsley [70], which originally used ‘implementing’ instead of EXECUTE. 

3.10  
EXPECTED SERVICE LIFE 
time period specified by the MANUFACTURER during which the ME EQUIPMENT or ME SYSTEM is 
expected to remain safe for use (i.e. maintain BASIC SAFETY and ESSENTIAL PERFORMANCE) 

Note 1 to entry: Maintenance can be necessary during the EXPECTED SERVICE LIFE. 

[SOURCE: IEC 60601-1/AMD1:2012, 3.28] 

3.11  
GENERATE, verb 
to formulate possible OPTIONS, based on the result of the MONITOR TASK, for achieving 
predefined goals 
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Note 1 to entry: Derived from Kaber and Endsley [70], which defined the term as 'formulating options or TASK 
strategies for achieving goals'. 

3.12  
HARM 
physical injury or damage to the health of people or animals, or damage to property or the 
environment 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.38] 

3.13  
HAZARD 
potential source of HARM 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.39] 

3.14  
HAZARDOUS SITUATION 
circumstance in which people, property, or the environment are exposed to one or more 
HAZARD(S) 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.40] 

3.15  
INTENDED USE 
use for which a product, PROCESS or service is intended according to the specifications, 
instructions and information provided by the MANUFACTURER 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.44, modified – Deletion of the term "INTENDED 
PURPOSE".] 

3.16  
LIFE-CYCLE 
all phases in the life of a MEE or MES, from the initial conception to final decommissioning and 
disposal 

[SOURCE: ISO 14971:2007, 2.7, modified – "Medical device" replaced by "MEE or MES".] 

3.17  
MANUFACTURER 
natural or legal person with responsibility for the design, manufacture, packaging, or labelling 
of MEE, assembling an MES, or adapting MEE or an MES, regardless of whether these 
operations are performed by that person or on that person's behalf by a third party 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.55] 

3.18  
MEDICAL ELECTRICAL EQUIPMENT 
MEE 
electrical equipment having an APPLIED PART or transferring energy to or from the PATIENT or 
detecting such energy transfer to or from the PATIENT and which is: 
a) provided with not more than one connection to a particular SUPPLY MAINS; and 
b) intended by its MANUFACTURER to be used: 

1) in the diagnosis, treatment, or monitoring of a PATIENT; or 
2) for compensation or alleviation of disease, injury or disability 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.63, modified – Notes deleted.] 
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Note 1 to entry: Derived from Kaber and Endsley [70], which defined the term as 'formulating options or TASK 
strategies for achieving goals'. 

3.12  
HARM 
physical injury or damage to the health of people or animals, or damage to property or the 
environment 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.38] 

3.13  
HAZARD 
potential source of HARM 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.39] 

3.14  
HAZARDOUS SITUATION 
circumstance in which people, property, or the environment are exposed to one or more 
HAZARD(S) 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.40] 

3.15  
INTENDED USE 
use for which a product, PROCESS or service is intended according to the specifications, 
instructions and information provided by the MANUFACTURER 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.44, modified – Deletion of the term "INTENDED 
PURPOSE".] 

3.16  
LIFE-CYCLE 
all phases in the life of a MEE or MES, from the initial conception to final decommissioning and 
disposal 

[SOURCE: ISO 14971:2007, 2.7, modified – "Medical device" replaced by "MEE or MES".] 

3.17  
MANUFACTURER 
natural or legal person with responsibility for the design, manufacture, packaging, or labelling 
of MEE, assembling an MES, or adapting MEE or an MES, regardless of whether these 
operations are performed by that person or on that person's behalf by a third party 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.55] 

3.18  
MEDICAL ELECTRICAL EQUIPMENT 
MEE 
electrical equipment having an APPLIED PART or transferring energy to or from the PATIENT or 
detecting such energy transfer to or from the PATIENT and which is: 
a) provided with not more than one connection to a particular SUPPLY MAINS; and 
b) intended by its MANUFACTURER to be used: 

1) in the diagnosis, treatment, or monitoring of a PATIENT; or 
2) for compensation or alleviation of disease, injury or disability 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.63, modified – Notes deleted.] 
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3.19  
MEDICAL ELECTRICAL SYSTEM 
MES 
combination, as specified by its MANUFACTURER, of items of equipment, at least one of which 
is MEE to be inter-connected by functional connection or by use of a multiple socket-outlet 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.64, modified – Note deleted.] 

3.20  
MEDICAL ROBOT 
ROBOT intended to be used as MEE or MES 

3.21  
MISUSE 
use of MEE or an MES not intended by the MANUFACTURER 

Note 1 to entry: Includes reasonably foreseeable MISUSE and not foreseeable MISUSE. 

3.22  
MOBILE 
term referring to TRANSPORTABLE equipment that, once installed and placed into service, is 
intended to be moved from one location to another while supported by its own wheels or 
equivalent means 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.65, modified – Note deleted.] 

3.23  
MONITOR, verb 
to collect and interpret necessary information to perceive the status of MEE or MES, PATIENT, 
OPERATOR, or environment 

Note 1 to entry: Derived from Kaber and Endsley [70], which defined the term as 'which includes taking in all 
information relevant to perceiving system status (e.g. scanning visual displays)'. 

3.24  
NORMAL CONDITION 
condition in which all means provided for protection against HAZARDS are intact 

[SOURCE: IEC 60601-1:2005, 3.70] 

3.25  
OPERATOR 
person handling equipment 

[SOURCE: IEC 60601-1:2005, 3.73, modified – Note deleted.] 

3.26  
OPTION 
TASK strategy able to achieve the desired CLINICAL FUNCTION 

3.27  
PATIENT 
living being (person or animal) undergoing a medical, surgical or dental procedure 

Note 1 to entry: A PATIENT can be an OPERATOR. 

[SOURCE: IEC 60601-1:2005, 3.76] 
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3.28  
PHYSIOLOGIC CLOSED-LOOP CONTROLLER 
element of a physiologic closed-loop control system in which a feedback variable is compared 
with a reference variable, and their difference is transformed to set the controller output 
variable 

[SOURCE: IEC 60601-1-10:2007, 3.20, modified – Definition simplified to remove variable 
notation and informative reference to Figure 1 of IEC 60601-1-10:2007.] 

3.29  
PHYSIOLOGIC VARIABLE 
quantity or condition from a PATIENT whose value is subject to change and can usually be 
measured 

[SOURCE: IEC 60601-1-10:2007, 3.21, modified – Note deleted] 

3.30  
PROCESS 
set of interrelated or interacting activities which transform inputs into outputs 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.89] 

3.31  
PROCESS STANDARD 
standard that establishes a framework within which the MANUFACTURER is able to design and 
develop MEE or MES of consistent SAFETY and effectiveness 

Note 1 to entry: Definition modified from ISO/IEC Guide 63:2012, 3.3.2. 

3.32  
PROGRAMMABLE ELECTRICAL MEDICAL SYSTEM 
PEMS 
MEE or an MES containing one or more PROGRAMMABLE ELECTRONIC SUBSYSTEMS (PESS) 

[SOURCE: IEC 60601-1:2005, 3.90] 

3.33  
PROGRAMMABLE ELECTRONIC SUBSYSTEM 
PESS 
system based on one or more central processing units, including their software and interfaces 

[SOURCE: IEC 60601-1:2005, 3.91] 

3.34  
RISK 
combination of the probability of occurrence of HARM and the SEVERITY of that HARM 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.102] 

3.35  
RISK ANALYSIS 
systematic use of available information to identify HAZARDS and to estimate the RISK 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.103] 
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3.28  
PHYSIOLOGIC CLOSED-LOOP CONTROLLER 
element of a physiologic closed-loop control system in which a feedback variable is compared 
with a reference variable, and their difference is transformed to set the controller output 
variable 

[SOURCE: IEC 60601-1-10:2007, 3.20, modified – Definition simplified to remove variable 
notation and informative reference to Figure 1 of IEC 60601-1-10:2007.] 

3.29  
PHYSIOLOGIC VARIABLE 
quantity or condition from a PATIENT whose value is subject to change and can usually be 
measured 

[SOURCE: IEC 60601-1-10:2007, 3.21, modified – Note deleted] 

3.30  
PROCESS 
set of interrelated or interacting activities which transform inputs into outputs 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.89] 

3.31  
PROCESS STANDARD 
standard that establishes a framework within which the MANUFACTURER is able to design and 
develop MEE or MES of consistent SAFETY and effectiveness 

Note 1 to entry: Definition modified from ISO/IEC Guide 63:2012, 3.3.2. 

3.32  
PROGRAMMABLE ELECTRICAL MEDICAL SYSTEM 
PEMS 
MEE or an MES containing one or more PROGRAMMABLE ELECTRONIC SUBSYSTEMS (PESS) 

[SOURCE: IEC 60601-1:2005, 3.90] 

3.33  
PROGRAMMABLE ELECTRONIC SUBSYSTEM 
PESS 
system based on one or more central processing units, including their software and interfaces 

[SOURCE: IEC 60601-1:2005, 3.91] 

3.34  
RISK 
combination of the probability of occurrence of HARM and the SEVERITY of that HARM 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.102] 

3.35  
RISK ANALYSIS 
systematic use of available information to identify HAZARDS and to estimate the RISK 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.103] 
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3.36  
RISK ASSESSMENT 
overall PROCESS comprising a RISK ANALYSIS and a RISK EVALUATION 

[SOURCE: ISO 14971:2007, 2.18] 

3.37  
RISK CONTROL 
PROCESS in which decisions are made and measures implemented by which RISKS are reduced 
to, or maintained within, specified levels 

[SOURCE: ISO 14971:2007, 2.19] 

3.38  
RISK EVALUATION 
PROCESS of comparing the estimated RISK against given RISK criteria to determine the 
acceptability of the RISK 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.106] 

3.39  
RISK MANAGEMENT 
systematic application of management policies, PROCEDURES and practices to the TASKS of 
analysing, evaluating and controlling RISK 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.107] 

3.40  
ROBOT 
programmed actuated mechanism with a DEGREE OF AUTONOMY, moving within its environment, 
to perform intended TASKS 

[SOURCE: ISO 8373:2012, 2.6, modified (based on Stuttgart June 2015 Resolution) – The 
phrase "actuated mechanism programmable in two or more axes" was replaced with 
"programmed actuated mechanism".] 

3.41  
SAFETY 
freedom from unacceptable RISK 

[SOURCE: ISO 14971:2007, 2.24] 

3.42  
SELECT, verb 
to decide on a particular OPTION from those GENERATED 

Note 1 to entry: Derived from Kaber and Endsley [70], which defined the term as 'deciding on a particular OPTION 
or strategy'. 

3.43  
SEVERITY 
measure of the possible consequences of a HAZARD 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.114] 
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3.44  
SINGLE FAULT CONDITION 
condition of MEE in which a single means for reducing a RISK is defective or a single abnormal 
condition is present 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.116, modified – Note deleted.] 

3.45  
STATE OF THE ART 
developed stage of technical capability at a given time as regards products, PROCESSES and 
services, based on the relevant consolidated findings of science, technology and experience 

[SOURCE: ISO/IEC Guide 2:2004, 1.4] 

3.46  
SUPPLY MAINS 
source of electrical energy not forming part of MEE or MES 

Note 1 to entry: This also includes battery systems and converter systems in ambulances and the like. 

[SOURCE: IEC 60601-1:2005, 3.120] 

3.47  
TASK 
a single piece of work that needs to be done  

[SOURCE: IEC 62304:2006, 3.31] 

3.48  
TRANSPORTABLE 
term referring to equipment that, once installed and put into service, is intended to be moved 
from one place to another whether or not connected to a supply and without an appreciable 
restriction of range 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.130, modified – Note and example deleted.] 

3.49  
USABILITY 
characteristic of the user interface that facilitates use and thereby establishes effectiveness, 
efficiency and user satisfaction in the INTENDED USE environment 

[SOURCE: IEC 62366-1:2015, 3.16, modified – Note deleted.] 
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3.44  
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condition of MEE in which a single means for reducing a RISK is defective or a single abnormal 
condition is present 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.116, modified – Note deleted.] 

3.45  
STATE OF THE ART 
developed stage of technical capability at a given time as regards products, PROCESSES and 
services, based on the relevant consolidated findings of science, technology and experience 

[SOURCE: ISO/IEC Guide 2:2004, 1.4] 

3.46  
SUPPLY MAINS 
source of electrical energy not forming part of MEE or MES 

Note 1 to entry: This also includes battery systems and converter systems in ambulances and the like. 

[SOURCE: IEC 60601-1:2005, 3.120] 

3.47  
TASK 
a single piece of work that needs to be done  

[SOURCE: IEC 62304:2006, 3.31] 

3.48  
TRANSPORTABLE 
term referring to equipment that, once installed and put into service, is intended to be moved 
from one place to another whether or not connected to a supply and without an appreciable 
restriction of range 

[SOURCE: IEC 60601-1:2005/AMD1:2012, 3.130, modified – Note and example deleted.] 

3.49  
USABILITY 
characteristic of the user interface that facilitates use and thereby establishes effectiveness, 
efficiency and user satisfaction in the INTENDED USE environment 

[SOURCE: IEC 62366-1:2015, 3.16, modified – Note deleted.] 
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3.50  
USABILITY ENGINEERING 
HUMAN FACTORS ENGINEERING 
application of knowledge about human behaviour, abilities, limitations, and other 
characteristics to the design of medical devices (including software), systems and TASKS to 
achieve adequate USABILITY 

Note 1 to entry: Achieving adequate USABILITY can result in acceptable RISK related to use. 

[SOURCE: IEC 62366-1:2015, 3.17] 

4 DEGREE OF AUTONOMY (DOA) 

4.1 Introduction to DEGREE OF AUTONOMY 

This clause provides guidelines and examples (presented in Annex C) on how to classify 
AUTONOMY through the definition of DEGREE OF AUTONOMY. The rationale for the definition of 
DOA is presented in Annex A, and the usage of DOA and similar terms in MEE and MES 
standards is presented in Annex B. In summary, the following are assumed to apply: 

– the DOA can vary from low to high; and 
– DOA can be classified at different levels (e.g. TASK level, CLINICAL FUNCTION level, MEE or 

MES level) depending on where and how it is implemented in the MEE or MES. 

The methodologies described in Annex C are not meant to be exhaustive, but to provide 
examples. 

4.2 Methodology to determine DEGREE OF AUTONOMY 

When AUTONOMY is applied to fulfil the INTENDED USE, the DOA can be examined. 

A method for classification of DOA can be formulated. (Annex C presents several exemplar 
methods.) The methods should be based on an approach where four generic functions (or 
TASKS) are distinguished, which are: 

a) MONITORING, 
b) GENERATING OPTIONS, 
c) SELECTING an OPTION, and 
d) EXECUTING the selected OPTION. 

Each of these generic TASKS can employ a different DOA. When using a method for 
classification, the resulting DOA of the MEE or MES is the composition of the DOA of the 
separate functions. 

Exemplar methods of how the DOA can be classified are presented in Annex C where C.1 
presents a descriptive method to characterize the varying DOA, which can then be applied in 
various analysis strategies. 

Annex C presents a binary method of classifying different DOAs per generic function, where 
each function is classified as either “OPERATOR” (low DOA) or “MEE” (high DOA) depending on 
how the function is performed. Table C.2 translates the classification of each function into an 
overall DOA for the MES. 

Annex C presents a weighting factor-based method to classify the DOA of the generic 
functions in order to come to a weighted DOA for the MEE or MES. 
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4.3 Relationship between DOA and RISK 

When performing the RISK MANAGEMENT PROCESS according to ISO 14971, DOA should be 
taken into consideration. The DOA has no direct correlation with level of RISK, but it can impact 
the RISK MANAGEMENT PROCESS. For example, the MEE or MES could accomplish an 
AUTONOMOUS TASK better (e.g. safer, faster, more accurately) than an OPERATOR. Alternatively, 
an unintended consequence of increasing DOA is that it might increase RISK via loss of an 
OPERATOR’s situation awareness [70]. For example, if an OPERATOR is required to assert 
control over an MEE or MES when there is an error or malfunction, and if there is a loss of 
OPERATOR situation awareness, then the OPERATOR might not be able to adequately control 
the situation. Two principles of HAZARDS related to DOA are “shared responsibility” between the 
OPERATOR and MEE or MES and “failures of functions” realized by the MEE or MES having DOA. 
Annex D provides detailed considerations of the effects that DOA could have on the RISK 
MANAGEMENT PROCESS by studying a variety of MEE/MES examples. 

5 PROCESS STANDARDS supporting DOA 

5.1 General 

DOA has potential for modifying RISK or adding clinical benefits to the MEE or MES. For an MEE 
or MES with a higher DOA, PEMS integrity and performance become more important to SAFETY, 
depending on the possible HARM that can arise during the execution of the CLINICAL FUNCTION. 

The following PROCESS STANDARDS are important for DOA: 

1) ISO 14971; 
2) IEC 62366-1; 
3) IEC 62304; and 
4) IEC 80001-1, 

and are explained in 5.3, 5.4, 5.5 and 5.6. The role of the OPERATOR will shift related to 
his/her TASKS and interactions with the MEE or the MES. Maintaining the situation awareness of 
the OPERATOR becomes more challenging in the design of MEE or MES with a higher DOA. The 
OPERATOR should: 

– be aware of possible errors, alarms and failures of an MEE or MES with a higher DOA, 
– be aware when intervention is required, 
– be able to intervene in higher DOA actions, and 
– when intervening, be able to SELECT and perform a proper corrective action or abort. 

This requires adequate situation awareness of higher DOA actions and knowing what to do in 
“out-of-the-loop” situations for the OPERATOR [70]. The MANUFACTURER should consider the 
shift of the OPERATOR TASKS as per the RISK MANAGEMENT PROCESS related to DOA. 

Kaber and Endsley [70] have described “situation awareness” and the ability/inability of the 
OPERATOR to intervene in an AUTONOMOUS PROCESS as an important OPERATOR-related RISK 
due to high DOA. This should be scrutinized by the RISK MANAGEMENT and USABILITY 
ENGINEERING PROCESSES. 

Annex D presents examples of MEE illustrating the relationship between DEGREE OF AUTONOMY 
and BASIC SAFETY and ESSENTIAL PERFORMANCE. 

During the RISK MANAGEMENT PROCESS, the criticality of DOA is dependent on its effect on 
SEVERITY of HARM and not on the classification of DOA. 

The MANUFACTURER should reconsider and review all relevant RISK- and HAZARD-related 
PROCESSES when the MEE or MES will have a different DOA following a design change. 
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Annex D provides detailed considerations of the effects that DOA could have on the RISK 
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and are explained in 5.3, 5.4, 5.5 and 5.6. The role of the OPERATOR will shift related to 
his/her TASKS and interactions with the MEE or the MES. Maintaining the situation awareness of 
the OPERATOR becomes more challenging in the design of MEE or MES with a higher DOA. The 
OPERATOR should: 

– be aware of possible errors, alarms and failures of an MEE or MES with a higher DOA, 
– be aware when intervention is required, 
– be able to intervene in higher DOA actions, and 
– when intervening, be able to SELECT and perform a proper corrective action or abort. 

This requires adequate situation awareness of higher DOA actions and knowing what to do in 
“out-of-the-loop” situations for the OPERATOR [70]. The MANUFACTURER should consider the 
shift of the OPERATOR TASKS as per the RISK MANAGEMENT PROCESS related to DOA. 

Kaber and Endsley [70] have described “situation awareness” and the ability/inability of the 
OPERATOR to intervene in an AUTONOMOUS PROCESS as an important OPERATOR-related RISK 
due to high DOA. This should be scrutinized by the RISK MANAGEMENT and USABILITY 
ENGINEERING PROCESSES. 

Annex D presents examples of MEE illustrating the relationship between DEGREE OF AUTONOMY 
and BASIC SAFETY and ESSENTIAL PERFORMANCE. 

During the RISK MANAGEMENT PROCESS, the criticality of DOA is dependent on its effect on 
SEVERITY of HARM and not on the classification of DOA. 

The MANUFACTURER should reconsider and review all relevant RISK- and HAZARD-related 
PROCESSES when the MEE or MES will have a different DOA following a design change. 
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5.2 RISK MANAGEMENT PROCESS 

5.2.1 Defining INTENDED USE 

MANUFACTURERS should be prudent when defining the INTENDED USE of their MEE or MES 
including DOA. The INTENDED USE is the most important claim to be defined precisely by the 
MANUFACTURER. One key part of the INTENDED USE is the type of PATIENTS addressed by the 
MEE or MES. Existing and upcoming new MEE or MES with a higher DOA should define clearly 
the type of PATIENTS which their MEE or MES addresses in their INTENDED USE. 

5.2.2 INTENDED USE and characteristics related to SAFETY 

5.2.2.1 INTENDED USE and the RISK MANAGEMENT PROCESS 

The MANUFACTURER should identify the INTENDED USE of the MEE or the MES with a DOA and 
address the characteristics related to SAFETY through the RISK MANAGEMENT PROCESS (see 4.2 
of ISO 14971:2007). 

5.2.2.2 PATIENT characteristics related to SAFETY 

Additional characteristics concerning PATIENTS should be taken into consideration when 
designing all types of MEE or MES, with or without a higher DOA including: 

– PATIENT types, 
– PATIENTS’ sensory abilities, 
– PATIENTS’ physical abilities, 
– PATIENTS’ cognitive abilities, and 
– PATIENTS’ allergies. 

An explanation of these characteristics can be found in Annex E. 

5.2.2.3 PATIENT physiological signals 

5.2.2.3.1 Use of PHYSIOLOGIC CLOSED-LOOP CONTROLLERS 

The use of PHYSIOLOGIC CLOSED-LOOP CONTROLLERS in MEE and MES are expected to provide a 
successful strategy to improve PATIENT SAFETY. HAZARDS that are not directly addressed by 
existing standards could emerge in the development of new MEE or MES. 

MEE or MES with a high DOA can be linked to PATIENT physiological signals, and physiological 
feedback signals would be processed by the MEE or MES, and the MANUFACTURER would need 
to consider this in the RISK MANAGEMENT PROCESS. 

NOTE Requirements for PHYSIOLOGIC CLOSED-LOOP CONTROLLERS can be found in IEC 60601-1-10. 

5.2.2.3.2 Typical PATIENT physiological signals 

Physiological signals (PATIENT sensory inputs) are as follows: 

a) temperature (e.g. ISO 80601-2-56 or IEC 80601-2-59); 
b) muscle reflex (e.g. IEC 60601-2-10); 
c) blood pressure (non-invasive: e.g. IEC 80601-2-30; invasive: e.g. IEC 60601-2-34); 
d) blood oxygen saturation (e.g. SPO2: e.g. ISO 80601-2-61); 
e) transcutaneous partial pressure (CO2 value: e.g. IEC 60601-2-23); 
f) inspiration/ respiration (frequency and volume: e.g. IEC 80601-2-55, ISO 80601-2-12); 
g) electrophysiological signals (ECG, EEG, EMG: e.g. IEC 60601-2-25, IEC 60601-2-26, 

IEC 60601-2-27, IEC 60601-2-40, IEC 60601-2-47, IEC 60601-2-49); 
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h) sensorial (sensing pain, heat, cold, pressure); 
i) hemodynamic signals (e.g. IEC 60601-2-16); 
j) hearing (e.g. IEC 60601-2-66); 
k) eye reaction (dilation); and 
l) PATIENT sounds (verbal and non-verbal). 

NOTE IEC standards indicated above contain requirements for physiological signals. 

5.2.2.3.3 Chemistry physiological signals 

PATIENTS’ inputs via lab results are needed for the following: 

a) blood glucose and electrolytes, 
b) urine (indirect – laboratory results needed), 
c) saliva (indirect – laboratory results needed), and 
d) other laboratory/pharmaceutical analysis (DNA, pathologies, tissue, etc.). 

5.3 RISK CONTROL 

5.3.1 General 

RISK CONTROL options are not necessarily mutually exclusive or appropriate in all 
circumstances. The RISK CONTROL options as they relate to DOA can include the following as 
appropriate: 

a) avoiding the HAZARD by deciding not to start or continue with the DOA activity that gives 
rise to the RISK; 

b) taking an increased RISK via higher DOA, ensuring that the clinical benefit outweighs the RISK; 
c) removing the HAZARD source in the MEE or MES related to the DOA; 
d) changing the probability of occurrence of HARM due to the DOA; 
e) changing the SEVERITY of HARM due to the DOA; 
f) sharing the RISK due to the DOA between several sub-systems of the MEE or MES; and 
g) retaining the RISK due to the DOA by informed decision via RISK-benefit analysis. 

A RISK MANAGEMENT PROCESS should be carried out to identify any known or foreseeable 
HAZARDS that might be present in the MEE or MES. During the HAZARD identification PROCESS, a 
focus on application-specific aspects should be performed. As a minimum, particular 
consideration of DOA when used to perform a CLINICAL FUNCTION as part of the INTENDED USE or 
to address reasonable foreseeable MISUSE situations with regard to, but not limited to: 

h) the uncertainty of the AUTONOMOUS decisions made by the MEE or MES and possible 
HAZARDOUS SITUATIONS from wrong decisions being made; 

i) the different levels of knowledge, experience, characteristics and physical conditions of 
OPERATORS, PATIENTS and other exposed persons, as described in Annex E; 

j) the normal, but unexpected, actions of the MEE or MES due to DOA; 
k) the unexpected or unintended actions from the environment (e.g. someone moving into the 

working area of the MEE or MES employing DOA); 
l) the unexpected travel surfaces and environmental conditions in the case of MOBILE MEE or 

MES employing DOA; 
m) the uncertainty of operation of the MEE or MES employing DOA with respect to PATIENT, 

OPERATOR, other exposed persons, animals, property and the environment; 
n) the conformity to human anatomy and its variability, as described in Annex E; 
o) power failure or shutdown and the re-application of power (11.8 of IEC 60601-1:2005 and 

IEC 60601-1:2005/AMD1:2012) for the MEE or MES employing DOA; 
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b) urine (indirect – laboratory results needed), 
c) saliva (indirect – laboratory results needed), and 
d) other laboratory/pharmaceutical analysis (DNA, pathologies, tissue, etc.). 

5.3 RISK CONTROL 
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RISK CONTROL options are not necessarily mutually exclusive or appropriate in all 
circumstances. The RISK CONTROL options as they relate to DOA can include the following as 
appropriate: 

a) avoiding the HAZARD by deciding not to start or continue with the DOA activity that gives 
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to address reasonable foreseeable MISUSE situations with regard to, but not limited to: 

h) the uncertainty of the AUTONOMOUS decisions made by the MEE or MES and possible 
HAZARDOUS SITUATIONS from wrong decisions being made; 
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p) HAZARDS arising from stress, posture, usage or PATIENT critical situations. HAZARDS can 
arise from both physical and mental aspects of using or applying the MEE or MES 
(IEC 62366-1:2015, 3.29); and 

q) HAZARDS arising from the OPERATOR’S loss of situation awareness concerning MEE or MES 
with a higher DOA. 

5.3.2 RISK CONTROL hierarchy 

5.3.2.1 RISK CONTROL options 

The RISK CONTROL options described in the subclauses below are in descending order with 
regard to their generally recognized effectiveness in reducing RISK. The MANUFACTURER should 
take this and other factors into account before decisions are made on which combination of 
MONITOR, GENERATE, SELECT and EXECUTE (MGSE) measures will be used. 

The outcome of RISK CONTROL can introduce additional HAZARDS. A significant RISK could be 
the failure or ineffectiveness of the RISK CONTROL measures. The MONITORING TASK needs to 
be an integral part of the RISK CONTROL plan to give assurance that the measures remain 
effective. 

NOTE Documenting and recording (“black-box”) the TASKS of the MEE or MES could help to perform an assessment 
following an incident as well as improve RISK MANAGEMENT over the LIFE CYCLE of the MEE or MES. 

5.3.2.2 Inherently safe design 

The following measures should be applied where appropriate when introducing DOA: 

a) eliminating a particular HAZARD, e.g. constraining the operational scenarios to avoid 
HAZARDOUS SITUATIONS due to DOA leading to incorrect TASKS; 

b) reducing the probability of occurrence of the HARM, e.g. use of unique identifiers for PATIENT, 
OPERATOR, third persons, animals and SAFETY-related objects (e.g. property or relevant 
aspects of the environment), travel paths (ISO TR 24971 [55]); 

c) reducing the SEVERITY of the HARM, e.g. reducing the MEE speed; 
d) adjust the capability or reliability of the activities during the MONITORING TASK of the MEE or 

MES (i.e. DOA should be in- or decreased to a level so that there is no unacceptable RISK); 
e) designing algorithms for the GENERATE OPTIONS TASK in a way that the probability of a 

certain decision being acceptable is calculated and can be monitored based on post- 
market data. OPTIONS GENERATED with a high uncertainty outcome should be re-evaluated 
using alternative methods or additional information. If after the re-evaluation the 
uncertainty remains unacceptable, the OPTION can be discarded; and 

f) ensuring the SELECT OPTIONS TASK is based on appropriate criteria for optimal balance 
between RISK and benefits to fulfil CLINICAL FUNCTIONS. 

5.3.2.3 Protective measures 

The following measures should be taken into consideration when introducing DOA: 

a) using a visual or auditory alarm signal to alert the OPERATOR or PATIENT of a HAZARDOUS 
SITUATION, including when ESSENTIAL PERFORMANCE cannot be maintained; 

b) ensuring that the intended CLINICAL FUNCTION is maintained within defined parameters 
while the EXECUTE TASK is being performed; and 

c) adding features such as collision detection systems, speed or other parameters variations, 
stability control, etc., based on the overall RISK MANAGEMENT PROCESS outcomes. 

5.3.2.4 Information for SAFETY 

The following not exhaustive list of measures can be used to increase SAFETY when 
introducing DOA: 
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a) placing applicable warnings regarding MONITOR – GENERATE – SELECT – EXECUTE (MGSE); 
b) restricting the use of MGSE according to the RISK MANAGEMENT PROCESS and providing the 

OPERATOR with clear information on the RESIDUAL RISK; 
c) providing notice about improper use, HAZARDS that can occur, or other information that 

can help reduce RISK as related to DOA, where a timely response is not required; 
d) emphasizing the importance of using proper personal protective equipment, such as 

gloves and eye-glasses; 
e) providing training for the OPERATORs to improve their performance or their capability in 

detecting errors as related to DOA and the situation awareness of the OPERATOR in his/her 
changed role by adding DOA to MEE or MES in the direction of more supervising than 
interacting; and 

f) specifying necessary maintenance and maintenance intervals, maximum EXPECTED  
SERVICE LIFE, and how to dispose of the MEE or MES properly. 

5.4 USABILITY engineering considerations for MEE or MES having a higher DOA 

5.4.1 General 

For MEE or MES the focus of USABILITY ENGINEERING will typically change with an in- or 
decreasing DOA. For a higher DOA, USABILITY ENGINEERING will primarily be focused on an 
overseeing role for the OPERATOR, while for a lower DOA, primarily on the direct involvement of 
the OPERATOR in performing the CLINICAL FUNCTION. For intermediate values of DOA the 
USABILITY ENGINEERING PROCESS should be used to identify new HAZARDS and verify the 
effectiveness of RISK MANAGEMENT controls associated with shared responsibilities. 

USABILITY ENGINEERING comprises multiple aspects, such as ensuring adequate situation 
awareness of the OPERATOR, taking account of OPERATOR reaction time, sensory input and 
response, and the ability of the OPERATOR to detect malfunction or errors of MEE and MESs with 
a higher DOA. USABILITY ENGINEERING does not necessarily require the interaction between the 
PATIENT and MEE or MES without or with very limited OPERATOR interaction. While introducing 
higher DOA the MANUFACTURER should consider this changed OPERATOR role. 

5.4.2 OPERATOR situation awareness 

The OPERATOR relying on MEE having a high DOA tends to lose situation awareness [70]. If the 
MEE or MES with DOA cannot respond to an exceptional situation, the OPERATOR should take 
control over one or more of the MEE or MES TASKS in order to prevent HARM to the PATIENT, 
OPERATOR or other persons (e.g. lay person). 

In case an OPERATOR action is required to control RISK, it is paramount that the OPERATOR: 

– is aware of the situation; 
– can define a strategy or response to the exceptional situation within the time needed; and 
– is capable of performing the required TASK or to stop the TASK to prevent an unacceptable 

RISK. 

The OPERATOR’s situation awareness can be a critical SAFETY issue that should be considered 
during the RISK MANAGEMENT PROCESS within the design stage of the MEE or MES with DOA, and 
should be controlled during the USABILITY ENGINEERING PROCESS. The MANUFACTURER should 
consider the impact of loss of situation awareness on all RISKS and on all RISK CONTROL 
measures. When loss of situation awareness increases RISK, the probability of loss of 
situation awareness should be investigated. 

In the design of MEE or MES with a high DOA, the situation awareness of the OPERATOR could 
be increased by involving the OPERATOR in either MONITORING, GENERATING OPTIONS, SELECTING 
one and EXECUTING it, to accomplish the CLINICAL FUNCTION. The USABILITY ENGINEERING 
PROCESS should consider these situations. 
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a) placing applicable warnings regarding MONITOR – GENERATE – SELECT – EXECUTE (MGSE); 
b) restricting the use of MGSE according to the RISK MANAGEMENT PROCESS and providing the 

OPERATOR with clear information on the RESIDUAL RISK; 
c) providing notice about improper use, HAZARDS that can occur, or other information that 

can help reduce RISK as related to DOA, where a timely response is not required; 
d) emphasizing the importance of using proper personal protective equipment, such as 

gloves and eye-glasses; 
e) providing training for the OPERATORs to improve their performance or their capability in 

detecting errors as related to DOA and the situation awareness of the OPERATOR in his/her 
changed role by adding DOA to MEE or MES in the direction of more supervising than 
interacting; and 

f) specifying necessary maintenance and maintenance intervals, maximum EXPECTED  
SERVICE LIFE, and how to dispose of the MEE or MES properly. 

5.4 USABILITY engineering considerations for MEE or MES having a higher DOA 

5.4.1 General 

For MEE or MES the focus of USABILITY ENGINEERING will typically change with an in- or 
decreasing DOA. For a higher DOA, USABILITY ENGINEERING will primarily be focused on an 
overseeing role for the OPERATOR, while for a lower DOA, primarily on the direct involvement of 
the OPERATOR in performing the CLINICAL FUNCTION. For intermediate values of DOA the 
USABILITY ENGINEERING PROCESS should be used to identify new HAZARDS and verify the 
effectiveness of RISK MANAGEMENT controls associated with shared responsibilities. 

USABILITY ENGINEERING comprises multiple aspects, such as ensuring adequate situation 
awareness of the OPERATOR, taking account of OPERATOR reaction time, sensory input and 
response, and the ability of the OPERATOR to detect malfunction or errors of MEE and MESs with 
a higher DOA. USABILITY ENGINEERING does not necessarily require the interaction between the 
PATIENT and MEE or MES without or with very limited OPERATOR interaction. While introducing 
higher DOA the MANUFACTURER should consider this changed OPERATOR role. 

5.4.2 OPERATOR situation awareness 

The OPERATOR relying on MEE having a high DOA tends to lose situation awareness [70]. If the 
MEE or MES with DOA cannot respond to an exceptional situation, the OPERATOR should take 
control over one or more of the MEE or MES TASKS in order to prevent HARM to the PATIENT, 
OPERATOR or other persons (e.g. lay person). 

In case an OPERATOR action is required to control RISK, it is paramount that the OPERATOR: 

– is aware of the situation; 
– can define a strategy or response to the exceptional situation within the time needed; and 
– is capable of performing the required TASK or to stop the TASK to prevent an unacceptable 

RISK. 

The OPERATOR’s situation awareness can be a critical SAFETY issue that should be considered 
during the RISK MANAGEMENT PROCESS within the design stage of the MEE or MES with DOA, and 
should be controlled during the USABILITY ENGINEERING PROCESS. The MANUFACTURER should 
consider the impact of loss of situation awareness on all RISKS and on all RISK CONTROL 
measures. When loss of situation awareness increases RISK, the probability of loss of 
situation awareness should be investigated. 

In the design of MEE or MES with a high DOA, the situation awareness of the OPERATOR could 
be increased by involving the OPERATOR in either MONITORING, GENERATING OPTIONS, SELECTING 
one and EXECUTING it, to accomplish the CLINICAL FUNCTION. The USABILITY ENGINEERING 
PROCESS should consider these situations. 
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5.4.3 OPERATOR reaction time 

This subclause addresses RISK reduction by imposing requirements on MEE or MES due to its 
DOA so that it is compatible with the OPERATOR’s reaction time, by adjusting its operational 
timing, or how to deal with HAZARDS in case of incompatibility. 

One of the RISK factors of an MEE or MES with a DOA is its ability to react independently of 
OPERATOR intervention and within a time which might not be compatible with human capability. 
Two cases are identified: in the first case, the system timing allows the OPERATOR to interrupt 
the PROCESS or to cause the MEE or MES to move to a safe state; in the second case, the MEE 
or MES is faster than human reaction time. The MANUFACTURER should address both these 
cases during the USABILITY ENGINEERING PROCESS. 

EXAMPLE 1 MEE having DOA with limited speed, allows the OPERATOR to intervene to stop an unwanted activity 
(e.g. emergency stopping devices (see subclause 9.2.4 in IEC 60601-1:2005 and IEC 60601-1:2005/AMD1:2012)). 

EXAMPLE 2 MEE having DOA in which the motion correction functionality to react on organ movements during 
treatment is much faster than the reaction time of an OPERATOR. 

The USABILITY ENGINEERING PROCESS and also the RISK MANAGEMENT PROCESS should consider 
these situations. 

5.4.4 OPERATOR sensory input and response 

In addition to primary sensory inputs, like tactile inputs in many cases, OPERATORs base their 
actions on sensory inputs that have been processed to become visual and/or audible to 
humans, while the origin of those inputs could be from a source outside of the human sensory 
scope. In some cases it could nevertheless be helpful to involve the OPERATOR’s sensory 
inputs as a required input in the MONITORING PROCESS of the MEE or MES with higher DOA. 

MEE or MES can provide help in the MONITORING TASK and how to SELECT from these sources 
when the raw input of the sensors cannot be processed by an OPERATOR. In this case, high 
values of DOA might be necessary to automate (in real time) data selection and filtering, in 
order to make the sensor data available in a form that humans can understand and work with. 

5.4.5 Detectability by OPERATOR of malfunction or errors of MEE or MES with a higher 
DOA 

MEE or MES with a higher DOA could GENERATE OPTIONS available for an OPERATOR to SELECT, 
or in even higher DOA the MEE or MES might both GENERATE and SELECT the OPTIONS. The role 
of the OPERATOR would evolve into a supervisory role than an interacting one. 

MANUFACTURERS of MEE or MES should take care about the role of the OPERATOR with respect 
to supervising or interacting, during the whole design and development PROCESS. The result 
for applicable additional measures should be a result of the RISK MANAGEMENT PROCESS. As 
examples, the following measures could be included: 

– design to maintain OPERATOR’S situation awareness; 
– more or exhaustive advice in the OPERATOR manual of the MEE or MES; 
– clear methods to ensure that the OPERATOR can detect malfunctions or errors of an MEE or 

MES with a higher DOA; and 
– additional training for the observing role of the OPERATOR. 

5.5 PROGRAMMABLE ELECTRICAL MEDICAL SYSTEMS (PEMS) and software development LIFE 
CYCLE (IEC 62304) 

In an MEE or MES with a high DOA, PEMS integrity is likely to be important to SAFETY, but 
USABILITY will remain relevant for SAFETY up to the point of an AUTONOMOUS MEE or MES where 
the OPERATOR is no longer involved with the MEE or MES. 
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Software is often an integral part of MEE or MES. Establishing the BASIC SAFETY and ESSENTIAL 
PERFORMANCE of an MEE or MES containing software requires knowledge of what the software 
is intended to do and demonstration that the use of the software fulfils those intentions 
without causing any unacceptable RISKS. 

HAZARDS that could be indirectly caused by software (for example, by providing misleading 
information that could cause inappropriate treatment to be administered) need to be 
considered during the RISK MANAGEMENT PROCESS when determining whether software is a 
contributing factor. 

An MEE or MES with a higher DOA is likely to contain more software needed to perform TASKS 
that would normally be performed by the OPERATOR, and extra intra-operability aspects in the 
whole software. This increases the size and complexity of the software(s). 

The decision to use software to control RISK is made during the RISK MANAGEMENT PROCESS.  
Software LIFE-CYCLE PROCESSES are an important part of a RISK MANAGEMENT PROCESS. Having 
additional or different software would necessitate reviewing of RISK MANAGEMENT PROCESSES 
(ISO 14971 and IEC 62304). 

The MEE or MES EXECUTING that CLINICAL FUNCTION or TASK would be required through software 
to inform the OPERATOR of any abnormality or malfunction. The MANUFACTURER would need to 
review the software in consequence of the previous USABILITY ENGINEERING requirements. The 
OPERATOR would need to comprehend the TASKS or CLINICAL FUNCTIONS being EXECUTED by the 
MEE or MES and the limitations of the MEE or MES during any clinical complication. The 
OPERATOR should know when his/her interaction is required, especially when the MEE or MES is 
not EXECUTING the CLINICAL FUNCTION as expected. 

5.6 Application of RISK MANAGEMENT for IT-networks incorporating medical devices 

An MEE or MES with a high DOA could also require interaction with other MEE or other non-
medical equipment. The MANUFACTURER would need to consider the new MES in the RISK 
MANAGEMENT PROCESS. 

Figure 1 provides an example of a simple basic model that illustrates how MEE or MES could 
interact between one another. 

MEE and MES are essential for the practice of modern medicine. MEE can utilize open 
networking protocols for communication to provide input and output data. However, unlike the 
interoperable “plug-and-play” environment of modern computers and consumer electronics, 
most MEE is not designed to interoperate. MEE typically utilizes proprietary protocols for their 
own system integration. These types of approaches do not provide adequate integration 
capabilities necessary for safe, cross-MANUFACTURER MEE integration for data communication 
between different MEE (link between (2) and (3) in Figure 1). If an MEE MANUFACTURER would 
like to combine his MEE with other MEE the MANUFACTURER should consider a higher DOA and 
ISO 14971 requires the RISK MANAGEMENT documents and USABILITY ENGINEERING documents 
to be reviewed accordingly. 

Reference to standards such as IEC 80001 (all parts) could provide additional guidance to 
MANUFACTURERS. 
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