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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
CONSIDERATION OF REFERENCE IMPEDANCES AND PUBLIC SUPPLY  

NETWORK IMPEDANCES FOR USE IN DETERMINING THE DISTURBANCE  
CHARACTERISTICS OF ELECTRICAL EQUIPMENT HAVING A RATED  

CURRENT ≤75 A PER PHASE 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

The main task of IEC technical committees is to prepare International Standards. However, a 
technical committee may propose the publication of a technical report when it has collected 
data of a different kind from that which is normally published as an International Standard, for 
example "state of the art". 

IEC 60725, which is a technical report, has been prepared by subcommittee 77A: EMC – Low 
frequency phenomena, of IEC technical committee 77: Electromagnetic compatibility. This 
third edition cancels and replaces the second edition, published in 2005, and constitutes a 
technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

• new survey and other data from countries having public supply networks operating at 
60 Hz have been included; 

• recommendations that were applicable to 50 Hz systems are now mirrored by new 
recommendations that are relevant to 60 Hz systems. 
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The text of this technical report is based on the following documents: 

Enquiry draft Report on voting 

77A/784/DTR 77A/789/RVC 

 
Full information on the voting for the approval of this technical report can be found in the 
report on voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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CONSIDERATION OF REFERENCE IMPEDANCES AND PUBLIC SUPPLY  
NETWORK IMPEDANCES FOR USE IN DETERMINING THE DISTURBANCE  

CHARACTERISTICS OF ELECTRICAL EQUIPMENT HAVING A RATED  
CURRENT ≤75 A PER PHASE 

 
 
 

1 Scope 

This Technical Report records the information that was available and the factors that were 
taken into account in arriving at the reference impedances that were incorporated in 
IEC 60555 and which are now incorporated in some parts of IEC 61000-3. 

In addition, information is given on the impedances of public supply networks associated with 
service current capacities ≥100 A per phase. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 61000-3-3, Electromagnetic compatibility (EMC) – Part 3-3: Limits – Limitation of 
voltage changes, voltage fluctuations and flicker in public low-voltage supply systems, for 
equipment with rated current ≤16 A per phase and not subject to conditional connection 

IEC 61000-3-11, Electromagnetic compatibility (EMC) – Part 3-11: Limits – Limitation of 
voltage changes, voltage fluctuations and flicker in public low-voltage supply systems – 
Equipment with rated current ≤75 A and subject to conditional connection 

IEC 61000-3-12, Electromagnetic compatibility (EMC) – Part 3-12: Limits – Limits for 
harmonic currents produced by equipment connected to public low-voltage systems with input 
current >16 A and ≤75 A per phase 

3 Systems of low-voltage supply 

 Three-phase supply systems 3.1

Three-phase, four-wire, distribution systems are used worldwide to supply low-voltage 
consumers with nominal voltages in the region of 230 V/400 V. 

To conform with IEC standard voltages, these systems are described as 230 V/400 V 
throughout this report. 

There is considerable variation in the way in which the supplies to individual consumers are 
connected to three-phase systems. 

In some countries, all four wires are taken into the consumer’s premises, allowing the use of 
three-phase 400 V for large loads, with small appliances and lighting circuits connected 
between one line and neutral at 230 V. 
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In other countries, three wires are taken into the consumer’s premises, allowing the use of 
400 V across two phases for large loads, with small appliances and lighting circuits connected 
between one line and neutral at 230 V. 

In other countries, of which the United Kingdom is an example, it is unusual to take more than 
one phase into a residential consumer’s premises. Therefore, both large loads that are less 
than 15 kVA and lighting circuits are supplied between line and neutral at 230 V. 

 Single-phase two-wire supply systems 3.2

In the rural areas of most countries, it is common to connect the winding of distribution 
transformers across two phases of medium voltage systems and afford supplies to low-
voltage consumers via a phase and return conductor. A wide range of voltage is associated 
with this type of supply system. 

In Korea, there are extensive networks supplying single-phase two-wire connections at 220 V. 

 Single-phase three-wire supply systems 3.3

In some countries, of which the United States of America is an example, a single-phase, 
three-wire distribution is used. Large loads are connected across the outer wires at 240 V 
whilst small appliances and lighting circuits are connected between one outer and the centre 
wire at 120 V, as shown in Figure 1. 

 
Phase conductor 

Phase conductor 
 

Neutral 
200 V or  

240 V 

100 V or 
 120 V 

100 V or 
 120 V 

IEC   1178/12 

 

Figure 1 – Representation of a single-phase three-wire supply system 

In North America, distribution systems use smaller size transformers, each supplying 4 to 
8 customers with shorter secondary (LV) feeder lengths. In Japan the nominal supply voltages 
are 100 V and 200 V. 

These supply systems have quite different supply impedances from those of three-phase 
distribution systems and might require a different reference impedance for testing equipment 
having a rated voltage within the range 100 V to 125 V. 

4 Supply impedances 

 Typical residential premises 4.1

The supply system impedance associated with the supply to the premises of a typical 
residential consumer, is determined by the average value of maximum power demand of all 
the consumers connected to a typical network and the steady state voltage drop at maximum 
load used to design the system. 
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Information on the supply system impedance was collected from as many countries as 
possible and is presented in Tables 1 to 5. The impedance to be considered was the 
impedance up to the point of common coupling with other consumers. However, in many 
systems, particularly where there were several apartments in the same building, the point of 
common coupling was close to the metering point. Hence, the impedance figures obtained 
usually include both the supply system impedance and the service connection impedance. 

The phase-to-neutral impedance characteristics of three-phase supply systems, in which each 
consumer is supplied at 230 V, 50 Hz, differ widely between countries. An international survey 
of residential consumers' complex supply impedances for single-phase connections at 50 Hz 
is shown in Table  1. 

Table 1 – Residential consumers' complex supply impedances at 50 Hz 

Country 
Year in which 

data was 
provided to IEC 

Percentage of consumers having supply impedances  
equal to or less than the listed complex values in Ω 

98 % 95 % 90 % 85 % 

Australia 2011 0,42 + j0,38 0,30 + j0,27 0,25 + j0,23 0,22 + j0,20 

Belgium 1980 – 0,63 + j0,33 0,32 + j0,17 0,28 + j0,15 

France 1980 – 0,55 + j0,34 0,45 + j0,25 0,34 + j0,21 

Germany 1980  0,45 + j0,25 0,36 + j0,21 0,31 + j0,17 

Irelanda 1980 1,47 + j0,64 1,26 + j0,60 1,03 + j0,55 0,94 + j0,43 

Italy 1980 – 0,59 + j0,32 0,48 + j0,26 0,44 + j0,24 

Netherlands 1980 – 0,70 + j0,25 0,41 + j0,21 0,32 + j0,17 

Switzerland 1980 – 0,60 + j0,36 0,42 + j0,25 0,30 + j0,18 

United Kingdom 1980 0,46 + j0,45 – 0,25 + j0,23 – 

USSR 1980 – 0,63 + j0,30 0,50 + j0,26 – 

NOTE This table shows the phase-to-neutral impedance for single-phase systems. 

a System impedances for residential consumers in Poland are similar to those in Ireland. 

 

Since 1981, when the impedance survey was published as Table 1, there has been natural 
development and reinforcement of public supply networks and the 1980 values in the 90 % 
column, on which the reference impedances for residential supplies were based, are now 
more relevant to the 95 % column because supply impedances have been reduced overall. 

Information on the measurement of supply impedances is given in Annex C. 

The impedance data for residential supply systems, based on study data from the year 2000 
and surveys from countries with systems other than 230 V/400 V, are summarized in 
Tables  2 to 5. 
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