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INTERNATIONAL ELECTROTECHNICAL COMMISSION

NUCLEAR POWER PLANTS -
INSTRUMENTATION AND CONTROL IMPORTANT TO SAFETY -
USE OF PROBABILISTIC SAFETY ASSESSMENT
FOR THE CLASSIFICATION OF FUNCTIONS

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. However, a
technical committee may propose the publication of a technical report when it has collected
data of a different kind from that which is normally published as an International Standard, for
example "state of the art".

IEC 61838, which is a technical report, has been prepared by subcommittee 45A:
Instrumentation and control of nuclear facilities, of IEC technical committee 45: Nuclear
instrumentation.

This second edition cancels and replaces the first edition published in 2001.

The main technical changes with regard to the previous edition are as follows:

— to update references taking into account standards published since issue 1;
— to update the terminology;
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— to take into account the progress done concerning the use of PSA for classification since
issue 1.

The text of this technical report is based on the following documents:

Enquiry draft Report on voting
45A/766/DTR 45A/779A/RVC

Full information on the voting for the approval of this technical report can be found in the
report on voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch” in
the data related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

» replaced by a revised edition, or
*+ amended.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

a) Technical background, main issues and organisation of the Technical Report

"Nuclear power plants — Instrumentation and control systems important for safety —
Classification" was published in 1993, and revised in 2005 and 2009. The need to classify
instrumentation and control functions on nuclear power plants now originates from an
International Atomic Energy Agency (IAEA) requirement stated in Standard NS-R-1, clause
5.2. emphasizes that it is the functions, which must be classified early in the
design phase so that the degree of importance to safety of each function is determined. At the
design stage, I&C functions are allocated to specific instrumentation and control systems
each of which will normally comprise of several types of equipment. These systems and
equipment are usually assigned to classes according to the safety significance of the
functions assigned to each system (as per ), but it is the functions which determine
the fundamental categorization. IAEA guide NS-G-1.14 (currently in draft form) extends the
concept of categorising functions to assigning the resultant category to all structures, systems
and components (SCCs) that implement the function.

In order to cater for this association of systems and equipment with functions, the concept of
an FSE was introduced in [EC 61226. An FSE is defined as:

Functions, and the associated systems and equipment. Functions are carried out for a
purpose or to achieve a goal. The associated systems and equipment are the collection of
components and the components themselves that are employed to achieve the functions.

provides a categorization method for FSE based upon qualitative, role-based
criteria. Many of the criteria are well understood in the nuclear industry since they recognize
that the single and most important nuclear safety function is to prevent accidents and mitigate
against fission product releases. Consequently, the classification of FSE in ,
Edition 3 is a deterministic process and takes little account of quantitative risk assessment
techniques.

During the last ten years, risk assessment methods, particularly applied to nuclear power
plants, have matured although their use in NPP design (and licensing) varies greatly
throughout the world. In some countries, a probabilistic risk assessment is seen as an
essential element of the design process and of the final safety case; this is not the case in
other countries.

The release in 2000 of IAEA NS-R-1 and in 2002 of NS-G-1.3 has highlighted the requirement
to factor engineering judgement and probabilistic criteria into the process of categorisation.
For several years, how a risk based classification scheme could be incorporated into
to meet this requirement has been the topic of discussion. As indicated above,
there are significant differences in the use of risk assessments throughout the world, which
leads to several questions when drafting an International Standard, namely:

1) Should a risk-based classification scheme be acceptable in place of the deterministic
approach? If so, what are the requirements (especially regarding the standard of
modelling and the validity of data) that must be applied?

2) If a risk-based classification leads to different classifications of FSE compared to the
deterministic approach, which should take precedence?

3) Should the two approaches be used together in order to gain the maximum benefit? The
deterministic approach is based on sound, well-proven nuclear safety principles, which
people are comfortable with. Risk assessment results could lead to the classification of
specific I&C functions being upgraded or downgraded (because of plant-specific design
features). Should this upgrading or downgrading be limited in some way?

4) Should the use of risk assessments be mandated when considering the effectiveness of
plant and I&C modifications throughout the plant lifetime? Similarly, should requirements
be included for the use of risk assessments in making decisions about 6reventive

maintenance? ocuments
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5) How should classification be applied to novel plant designs which do not fit the current
role-based classification scheme in |EC 61226, and how could classification based on
power plants be extended to other nuclear power plants, nuclear facilities such as low
power reactors used for research or isotope production, facilities handling high-level radio-
isotopes, nuclear fuel fabrication, and nuclear fuel reprocessing facilities?

This technical report now has been revised in the light of the publication of IAEA NS-R-1 and
NS-G-1.3, which require that classification be based upon deterministic methods
complemented where appropriate by engineering judgement and risk-related considerations.
Both the precise wording of NS-R-1 clause 5.2 and the list of criteria to consider (expanded in
clause 2.38 of NS-G-1.3) emphasize the importance of the latter criteria. It is eminently clear
that it is a requirement to consider engineering judgment and the cited risk-related criteria,
except where it can be shown to not be appropriate. This conclusion is also supported by
clause 3.4 of NS-R-1, which requires that design management “shall take account of the results of
the deterministic and complementary probabilistic safety analyses”, and now further emphasized by IAEA
NS-G-1.14 (draft currently in the review stage) which advocates a balanced approach
between probabilistic and deterministic methods.

This requirement to include risk-related consideration in the process of classification (unless
shown to be inappropriate) is of such paramount importance to the adoption of a method of
classification that the relevant clauses are reproduced below from NS-G-1.3 (note that clause
2.37 of NS-G-1.3 is a verbatim citation of clause 5.2 of NS-R-11):

2.37. In particular, the Requirements for Design require (Ref. [NS-R-1], para.
5.2) that the method for classifying the safety significance of a structure,
system or component be based primarily on deterministic methods,
complemented where appropriate by probabilistic methods and engineering
judgement, and that account be taken of factors such as:

e The safety function(s) to be performed;
e The consequences of the I1&C system’s failure;

e The probability that the I&C system will be called upon to perform a
safety function; and

e Following a PIE, the time at which or the period for which the 1&C
system will be called upon to operate.

2.38. In the method of classification, in addition to considering the
aforementioned factors, as required in [NS-R-1], the following factors should
also be taken into account in determining the class of the I&C system. The
criteria, as set out in the following factors for illustrative purposes, should be
chosen so as to provide a quantitative and/or qualitative indication of the
relative importance to safety of the I&C system being classified:

e The probability of PIEs and the potential severity of their consequences
if the 1&C system provided fails (e.g. high, medium or low probability,
with  high, medium or low consequences (e.g. radiological
consequences));

e The potential of the I&C system itself to cause a PIE (i.e. the I&C
system’s failure modes), the provisions made in the safety systems or
in other I&C systems covered by this Safety Guide for such a PIE (i.e.
provisions for detection of 1&C system failure), and the combination of
probability and consequences of such a PIE (i.e. frequency of failure
and radiological consequences);

e The length of time for which the I&C system is required once the safety
function is initiated (e.g. up to 12 hours, beyond 12 hours);

e The timeliness and reliability with which alternative actions can be

1 Reproduced with the permission of IAEA. Documents
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taken (e.g. immediate/low reliability, beyond 30 minutes/high
reliability); and

e The timeliness (e.g. up to 12 hours, beyond 12 hours) and reliability
with which any failure in the I&C system can be detected and remedied.

The goal of this report is then to help the community reach some consensus on a blended
approach to classification. Such an approach could possibly incorporate a framework where
the fundamental safety functions of last resort would be identified largely deterministically
(and presumably fall into Category A) while the primary continuously-operating functions that
maintain the plant at normal full-power would likely fall into Category C. Subsequently, all
plant functions, particularly those falling into Category B, would be classified using a blend of
methodologies that are appropriate to the plant design concept and the national licensing
approach in the member nation.

It was recognized by 2001 that an amendment to would be very difficult. In order
to advance the debate, however, the first edition of this Technical Report presented a number
of different approaches to the application of risk-based and time-based criteria in the
classification of FSE. Since then, the increased use of PSA techniques and in particular the
release of IAEA NS-R-1 and now the current work on NS-G-1.14 indicate the need to revise
this Technical Report. Accordingly, this report examines both the issue of balancing the
qualitative and quantitative risk-based approaches, and the details of possible quantitative
methodologies.

b) Situation of the current Technical Report in the structure of the IEC SC 45A
standard series

IEC 61838 as a technical report is a fourth level IEC SC 45A document.

For more details on the structure of the IEC SC 45A standard series, see item d) of this
introduction.

c) Recommendations and limitations regarding the application of the Technical Report

It is important to note that a technical report is entirely informative in nature. It gathers data
collected from different origins and it establishes no requirements.

d) Description of the structure of the IEC SC 45A standard series and relationships
with other IEC documents and other bodies documents (IAEA, 1SO)

The top-level document of the IEC SC 45A standard series is [JEC 61513. It provides general

requirements for I&C systems and equipment that are used to perform functions important to
safety in NPPs. |[EC 61513 structures the IEC SC 45A standard series.

refers directly to other IEC SC 45A standards for general topics related to
categorization of functions and classification of systems, qualification, separation of systems,
defence against common cause failure, software aspects of computer-based systems,
hardware aspects of computer-based systems, and control room design. The standards
referenced directly at this second level should be considered together with as a
consistent document set.

At a third level, IEC SC 45A standards not directly referenced by are standards
related to specific equipment, technical methods, or specific activities. Usually these
documents, which make reference to second-level documents for general topics, can be used
on their own.

A fourth level extending the IEC SC 45A standard series, corresponds to the Technical

Reports which are not normative. Documents
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EC 61513 has adopted a presentation format similar to the basic safety publication
IEC 61508 with an overall safety life-cycle framework and a system life-cycle framework and

provides an interpretation of the general requirements of |[EC 61508-1, |EC 61508-2 and
IEC 61508-4, for the nuclear application sector. Compliance with ﬁ will facilitate
consistency with the requirements of IEC 61508 as they have been interpreted for the nuclear
industry. In this framework and correspond to for the

nuclear application sector.

EC 61513 refers to ISO as well as to IAEA 50-C-QA (now replaced by IAEA GS-R-3) for
topics related to quality assurance (QA).

The IEC SC 45A standards series consistently implements and details the principles and
basic safety aspects provided in the IAEA code on the safety of NPPs and in the IAEA safety
series, in particular the Requirements NS-R-1, establishing safety requirements related to the
design of Nuclear Power Plants, and the Safety Guide NS-G-1.3 dealing with instrumentation
and control systems important to safety in Nuclear Power Plants. The terminology and
definitions used by SC 45A standards are consistent with those used by the IAEA.
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NUCLEAR POWER PLANTS -
INSTRUMENTATION AND CONTROL IMPORTANT TO SAFETY -
USE OF PROBABILISTIC SAFETY ASSESSMENT
FOR THE CLASSIFICATION OF FUNCTIONS

1 Scope

This Technical Report provides a survey of some of the methods by which probabilistic risk
assessment results can be used to establish "risk-based" classification criteria, so as to allow
FSEs to be placed within the four categories established within [EC 612286.

The application of risk-based classification (categorisation) techniques, in conjunction with the
role-based deterministic approach to classification given in Edition 3, will continue
to be decided by the utility and/or regulator within the National Regulatory frameworks.
However, these approaches would be expected to take due account of internationally agreed
approaches such as expressed in IAEA standards and guides. However, those are essentially
high level and for instrumentation and control systems IAEA have left it to IEC TC45 SC 45A
to determine the detailed approaches available and to express them in standards. There is an
increasing level of consensus on the topic of classification; however there is some way to go
yet. Edition 1 of this technical report published in 2001 assisted in the revision of
published in 2005. The scope of this revision to IEC 61838 is to stimulate debate on this
subject and encourage the convergence of views so that further revision to can
be agreed to bring it into line with the latest IAEA guidance, i.e. to explicitly include
consideration of aspects such as risk and time lines of response.

The safety principles and the usefulness of a risk-based approach to classification are
discussed and a description of four different approaches is presented. Two of these
approaches are applied to a practical example and the results compared as a means to
evaluate the robustness and generality of the risk-based approach.

In other respects, references are given in this report to IEC and IAEA documents, which relate
directly to the topic.

This report also discusses the limitations associated with the use of either a risk-based
approach or a role-based approach on its own, either of which would be inconsistent with the
guidance soon to be released in IAEA NS-G-1.14.

2 Normative references

The following documents are referenced in this document. For dated references, only the
edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

IEC 60709:2004, Nuclear power plants — Instrumentation and control systems important to
safety — Separation

EC 60964, Nuclear power plants — Control rooms — Design

IEC 61226:2009, Nuclear power plants — Instrumentation and control important to safety —
Classification of instrumentation and control functions

IEC 61513:2001, Nuclear power plants — Instrumentation and control for systems important
for safety — General requirements for systems DOCU ments
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IEC 62138:2004, Nuclear power plants — Instrumentation and control important for safety —
Software aspects for computer-based systems performing category B or C functions

IAEA NS-R-1:2000, Requirements: Safety of Nuclear Power Plants Design, Safety
Requirements

IAEA NS-G-1.3:2002, Safety Guide: Instrumentation and Control Systems Important to Safety
in Nuclear Power Plants

IAEA NS-G-1.14, Safety Guide: Safety Classification of Structures, Systems and Components
Important to Safety Important to Safety in Nuclear Power Plants (draft)

INSAG-10: 1996, Defense in depth in nuclear safety
INSAG-12, Basic safety principles for nuclear power plants 75-INSAG-3, Rev. 1

IAEA Safety glossary, 2007 edition

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1

diversity

presence of two or more redundant systems or components to perform an identified function,
where the different systems or components have different attributes so as to reduce the
possibility of common cause failure, including common mode failure

[IAEA Safety Glossary, 2007 edition]

3.2

equipment

one or more parts of a system. An item of equipment is a single definable (and usually
removable) element or part of a system

[IEC 61513]

3.3

function

specific purpose or objective to be accomplished, that can be specified or described without
reference to the physical means of achieving it

[IEC 61224]

3.4

functionality

attribute of a function which defines the operations which transfer input information into output
information

[IEC 61513]

3.5

1&C FSE: functions, and the associated systems and equipment

functions are carried out for a purpose or to achieve a goal. The associated systems and
equipment are the collection of components and the components themselves that are
employed to achieve the functions

[lEC 61513 Documents
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3.6

item important to safety

item that is part of a safety group and/or whose malfunction or failure could lead to radiation
exposure of the site personnel or members of the public.

Items important to safety include:

a) Those structures, systems and components whose malfunction or failure could lead to
undue radiation exposure of the site personnel or members of the public.

b) Those structures, systems and components that prevent anticipated operational
occurrences from leading to accident conditions.

c) Those features which are provided to mitigate the consequences of malfunction or failure
of structures, systems or components.

[IAEA Safety Glossary, 2007 edition]

NOTE 1 In this technical report the items considered will be mainly I&C FSE.

NOTE 2 The above definition of “important to safety” refers to both systems or functions that are designed
explicitly for their safety function (items b and c) and the systems whose failure could require other functions to act
(item a). This is in contrast with the definition in IEC 61508 where “safety related” applies only to systems and
functions designed explicitly to provide a safety function (items b and c).

3.7

nuclear safety

achievement of proper operating conditions, prevention of accidents or mitigation of accident
consequences, resulting in protection of workers, the public and the environment from undue
radiation hazards

[IAEA Safety Glossary, 2007 edition]

3.8

performance

effectiveness with which an intended function is carried out (e.g. time response, accuracy,
sensitivity to parameter changes)

[IEC 61224]

3.9

postulated initiating event (PIE)

event identified during design as capable of leading to anticipated operational occurrences or
accident conditions

[IAEA Safety Glossary, 2007 edition]

3.10

redundancy

provision of alternative (identical or diverse) structures, systems or components, so that any
one can perform the required function regardless of the state of operation or failure of any
other

[IAEA Safety Glossary, 2007 edition]

3.11

risk-based categorisation

the approach to categorisation based on the significance with regard to safety of the function
being categorized (i.e. degree of risk eliminated by the function).

NOTE This approach requires analyzing both the consequence eliminated or reduced by the function and the
reliability that the plant safety analysis requires for this function. The term “probabilistic categorisation” is often
imprecisely used for this approach. One limitation of this approach is that it imposes an analysis burden before one

may complete the categorisation. Documents
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3.12

role-based categorisation

the deterministic approach to categorisation based purely on the function (i.e. role) performed
by a function being categorized. This usually involves selecting the most appropriate role from
a list of roles associated with each category, such as in clause 5.4 of , Edition 3.
The list of roles associated with each category is deterministically selected, based on non-
quantitative criteria related to the safety significance of the function.

NOTE One limitation of this approach is that it does not provide a systematic approach for functions that do not
exactly fit the list provided.

3.13
safety function
specific purpose that must be accomplished for safety

[IAEA Safety Glossary, 2007 edition]

3.14

safety system

system important to safety, provided to ensure the safe shutdown of the reactor and the
residual heat removal from the core, or to limit the consequences of anticipated operational
occurrences and design basis accidents

[IAEA Safety Glossary, 2007 edition]

3.15
significant sequence
credible series or set of events that would result in unacceptable consequences such as:

e unacceptable radioactive release at the site or to the wider environment. This might be
either a massive, uncontrolled release at a frequency that is outside the NPP’s design
basis, or releases at a frequency that is within the design basis but exceed specified
magnitude and/or frequency limits;

e unacceptable fuel damage. This might be damage to the fuel clad that leads to an
unacceptable increase in the activity of the primary coolant, or structural damage to the
fuel that impairs the ability to cool it

3.16

single failure criterion (SFC)

criterion (or requirement) applied to a system such that it must be capable of performing its
safety task in the presence of any single failure

[IAEA Safety Glossary, 2007 edition]

3.17

system

set of components which interact according to a design, where an element of a system can be
another system, called a subsystem

[IEC 61513]

3.18
unavailability
fraction of time that a system or component is not capable of supporting its function

NOTE Unavailability may occur as a result of the item being repaired or a malfunction being detected, or the item
being tested, or it may occur as a result of undetected malfunctions.

Documents

Document Sharing Hub

Full document details: PD IEC/TR 61838:2009


http://dx.doi.org/10.3403/30031965U
http://dx.doi.org/10.3403/30253192U
http://www.avadocuments.com/doc/pd-iec-tr-61838-2009
http://www.avadocuments.com/doc/pd-iec-tr-61838-2009

PD IEC/TR 61838:2009

- 14 - TR 61838 © IEC:2009
4 Abbreviations
ALARP As Low as Reasonably Practicable
CCF Common Cause Failure
DBC Design Basis Conditions
DEC Design Extension Conditions
EQ Environmental Qualification
FSE Function(s) and the associated systems and equipment that implement it (them)
FMEA Failure Modes And Effects Analysis
1&C Instrumentation And Control
IAEA International Atomic Energy Agency
NPP Nuclear Power Plant
PIE Postulated Initiating Event
PSA Probabilistic Safety Assessment
QA Quality Assurance
SFC Single Failure Criterion
SQ Seismic Qualification
V&V Verification and Validation
Iry per reactor year
ly per year

5 Limitations regarding the use of individual approaches alone

5.1 General

Clause 5.2 of IAEA NS-R-1 is clear in its requirement to use a balance of deterministic
methods and risk-based (or probabilistic) methods and the draft guide NS-G-1.14 further
emphasizes the importance of a balanced methodology. To explore this concept, this clause
considers the limitations of trying to approach the question of categorisation on the basis of
either a purely deterministic role-based or a purely risk-based approach

5.2 Limitations regarding the use of a PSA-related approach alone

The use of probabilistic safety assessment technology enables information to be obtained
which can lead to improved risk-informed decisions and to more cost effective and efficient
use of resources to improve the safety of NPPs. Reaching consensus within an international
standard on the use of PSA techniques in the design and in-service support of NPPs has
been limited by several factors, including:

e The development and use of probabilistic safety assessment techniques continues to
evolve within member nations and its level of acceptance and the extent of its
application are not consistent.

e The application of probabilistic safety assessment techniques as a classification tool in
the design of a NPP requires a PSA to be carried out early in the design phase. The
performance of such a detailed assessment at this point in time is not common
practice, partly due to the changing plant design and partly due to the lack of
quantitative data at this first stage.

Indeed, even when the PSA is applied to an existing design, there are often technical
limitations in the analysis that prevent the design review being performed exclusively using
probabilistic data as its basis. This is because the PSA might not be sufficiently accurate and
exhaustive. These limitations include:
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e the difficulties related to modelling and quantifying common cause failures, software
errors, and human errors,

e the lack or the unavailability of plant specific information,

e the scope limitations of the level of the PSA performed,

e the exclusion of some potential initiating events (e.qg. fire, flood, earthquake),
e the completeness of the uncertainty analysis.

In light of these factors, care shall be taken in making design decisions, such as whether to
add a new safety-related function to the plant design and in defining the reliability
requirements for safety and safety-related functions. These factors are slightly less critical to
the process of categorisation because the category should be sensitive only to the order of
magnitude of the required reliability, not its precise value. This is because the category does
not set functional, qualification (seismic or environmental) or reliability requirements, rather it
determines only the rigour of the design process and other life cycle stages, the purpose of
which is to provide the appropriate level of assurance that the specific functional and other
requirements will be met. Nevertheless appropriate conservatism should be applied.

For these reasons, (and of course the requirement in IAEA NS-R-1 to also use deterministic
methods), the use of PSA, as the sole basis for the development of the design and
classification of its I1&C safety functions cannot be achieved. Despite these limitations, PSA is
clearly valuable when used in conjunction with the qualitative approach based upon the
defence-in-depth principle that has been firmly established in the safety design basis of NPPs
(see IAEA NS-R-1, clauses 4.1 and 4.2). When PSA is used during the design phase for
future NPPs as well as during the review of existing designs, it should be used along with and
as a complement to the qualitative method.

5.3 Limitations regarding the use of the deterministic role-based approach alone

The use of a deterministic role-based classification scheme carries with it the built-in
limitation of any menu: it can cover only what safety functions pertain to designs within the
knowledge base of those preparing the menu list, and is unlikely to encompass all features of
novel plant designs or even of existing plants. This is clearly identified in clause 2.4 of draft
NS-G-1.14. For example, consider the factors of time, consequences, and risk reduction:

e A safety function may fit Category B according to the criteria listed in , 5.4.2,
but if under some circumstances it shall either act, or be manually supported in case of its
failure within a very short time frame, then operator action cannot be credited and the
function should be upgraded to Category A.

e For a passively-safe reactor, the safety shutdown system, which would be Category A per
EC 61224, 5.4.1, might involve negligible consequences of failure, which is certainly at

odds with the current definition of Category A.

e In plant designs where the required reliability (to meet PSA targets) affects the categor
some functions which would be Category C per criteria e) or f) in 5.4.3 of |[EC 61226

(Edition 3) may require much higher reliabilities than is consistent with Category C. The
Stepback function (criterion e) that is implemented in a number of designs is an example
(see the worked example in 9.1).

e The roles that can be (or have been) assigned in a role-based scheme and based on
experience with existing designs cannot be assured to be appropriate for a new reactor
design. This has been identified in the draft of IAEA NS-G-1.14 (in clause 2.4)

This consideration complies with the list of considerations that clause 5.2 of NS-R-1 requires
designers to consider. This list, particularly as amplified by clause 2.38 of IAEA NS-G-1.3, is
simply too long, and requires plant-specific details to fit any practical role-based schema:
engineering judgement and a fault-tree like approach are needed to complete the
classification.
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6 Open issues regarding categorisation

6.1 General

Unanimity among the international community in several areas is not yet possible, although
considerable progress is being made. This clause is intended to highlight these areas of
continuing debate, and to foster eventual convergence of views. This clause addresses the
following questions:

a) Why Categorize: To determine requirements, or do requirements determine the category?
b) To what degree are risk or probabilistic methods already used implicitly?

c) How precise do PSA results need to be?

6.2 Why categorize: To determine requirements, or do requirements determine the
category?

A review of the ways in which categorisation is performed in several member states reveals
divergent philosophies about categorisation, causing one to pose the question:

Does categorisation determine the requirements or
do the requirements determine the category?

IAEA NS-R-1 requires the ‘classification’? of structures, systems2 and components, but the
guidance as to why is open to interpretation. Clause 5.1 of this standard states:

5.1. All structures, systems and components, including software for
instrumentation and control (1&C), that are items important to safety shall
be first identified and then classified on the basis of their function and
significance with regard to safety. They shall be designed, constructed
and maintained such that their quality and reliability is commensurate with
this classification.

This wording suggests that:

— the functional requirements and degree of risk elimination/reduction (i.e. safety
significance) determine the category or classification, and then

— the category should determine the level of quality assurance and design assurance that
would be required to ensure that the structure, system, or component would be designed to
meet its functional requirements (including robustness in the presence of accident conditions).
The higher the category, the higher shall be the assurance that the functional requirements
are met.

It would be entirely consistent with the above to interpret the second sentence from NS-R-1
above to also mean that additional functional assurance requirements should be applied as
appropriate to the category. (Functional assurance requirements are additional requirements
that apply to the implementation of a function that reduce its susceptibility to systematic
(design) failures and/or random hardware failures. Examples include redundancy, software
self-checks, and use of a hardware watchdog in programmable systems.)

This seems to be where Clause 7 of steps into the design process, although it
does not distinguish basic functional requirements from functional assurance requirements. In
Clause 7 of , the category is assumed selected and then the category serves to
assign a required reliability and in some cases specific functional assurance requirements

2 JEC 61224 and JEC 61513 clarify the use of “category” and “class” (and the respective verbs) and their proper

application, respectively, to functions and systems. One categorizes functions, which_are then Irn‘alaﬁiﬁ t
systems which shall be of sufficient class for the functions they host. See particularly JEC 61513, 38 % ents

Document Sharing Hub

Full document details: PD IEC/TR 61838:2009


http://dx.doi.org/10.3403/30031965U
http://dx.doi.org/10.3403/30031965U
http://dx.doi.org/10.3403/30031965U
http://dx.doi.org/10.3403/30253192U
http://dx.doi.org/10.3403/30253192U
http://www.avadocuments.com/doc/pd-iec-tr-61838-2009
http://www.avadocuments.com/doc/pd-iec-tr-61838-2009

PD IEC/TR 61838:2009
TR 61838 © IEC:2009 -17 -

such as power supply redundancy (category determines requirements). This does not matter
in practice, provided that the category was first determined on the basis of the fundamental
factors required by IAEA NS-R-1 (see clause 5.2):

QO

the safety function(s) to be performed by the items;

O

the consequences of failure of the items to perform its function;

(¢}

the probability that the items will be called upon to perform a safety function;

)
)
)
)

o

the time when, or the period throughout which, the items will be called upon to operate.

Here for example, the reliability required of a function may determine its category to be A, and
this required reliability will also dictate redundancy and independence of its power supplies.

Undoubtedly, quality assurance influences reliability, just as required reliability clearly
influences the quality assurance procedures applied in the design, operation, and
maintenance of the function. Additionally, in practice, it is impractical to design a large
number of functions and systems to a continuum of functional, functional assurance, and
quality requirements, which is why the continuum is discretized into 3 categories. It is both
practical and conducive to safety to standardize functional assurance requirements such as
inter-channel and inter-category independence, redundancy, single-failure criterion, and other
attributes on the basis of category. Indeed this is common practice and is seen in various
standards.

Hence there is a large room for debate as to whether requirements determine the category or
the category determines the requirements. Part of this debate revolves around the lack of
clear distinction between functional and functional assurance requirements.

This suggests the following interpretation:

a) Basic functional requirements (i.e. those applied in the safety analysis) determine the
category.

b) The category determines functional assurance requirements.

While the above is a widespread interpretation, it is not certain that it is unanimously
accepted.

In the light of the above, the participants in the preparation of IEC 61838 discussed this
interpretation and the reasons for performing categorisation, and ranked these reasons in
(rough descending) order of importance, as given below. The first item in the list was
unanimously agreed to, and thereafter there was a general agreement that there was little
difference in their ranking.

e To provide the appropriate level of assurance that the requirements (functional, reliability,
EQ, SQ) are met, based on the importance to safety of the functions. This implies the
appropriate level of QA, V&V independence, and functional assurance requirements, etc.

e To preserve the original design properties over the life of the plant, and through design
changes and maintenance, and eventual replacement by equipment of equal capability.

e To understand the importance to safety of the function and the selection of equipment of
the function (this statement is also true in the reverse).

e To identify the equipment for which the operators and maintainers shall follow suitable
procedures that are more detailed than for lower category systems.

e To allow planning for the long-term: to provide guidance for maintenance so that the
original design properties are preserved.

e To maximize cost-effectiveness (so that money and effort can be spent on the most
safety-important functions).

e To establish requirements for appropriate record keeping.

e To facilitate designing the layers of defence. Documents
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e To meet the legal requirement to demonstrate ALARP (in the U.K.).
6.3 To what degree are risk-based and probabilistic methods already used implicitly?

While categorisation is performed on a risk-based or probabilistic basis in a few member

states (notably Canada and the United Kingdom), categorisation is performed nominally
deterministically, following Clause 5 of JEC 612264 in most member states.

Nevertheless, Clause 5 of |JEC 61226 includes some explicitly probabilistic considerations,
and even the claimed deterministically based methods involve probabilistic considerations at
some point, as illustrated by the following 3 items.

EC 61224, 5.4.2 — Category B

a) Functions to reduce considerably the frequency of a DBE as claimed in the safety
analysis.

EC 61226, 5.4.3 — Category C

b) Functions necessary to reach the safety probabilistic goals including those to reduce the
expected frequency of a DBE.

c) Functions to reduce the demands on a category A function, as claimed in the safety
analysis.

Probabilistic considerations in deterministic methods

Even in member states where a purely deterministic methodology is claimed, there are
elements of probability and risk factored in at some stage of design confirmation. For
example, in one such methodology, if a PSA shows some event sequence to be an
unacceptable contributor to the overall risk of core damage, a new function may be added to
the plant. In such cases, this new function can be category C if the event sequence involves 2
or more failures, but will likely be category A if only one failure is already recognized. This
implicitly recognizes that the frequency at which the new function may be demanded to
function affects its category.

6.4 How precise do PSA results need to be?

One of the concerns cited about the use of a risk-based approach is the sensitivity of PSA
results to errors and uncertainties in failure rate data. This section provides some of the
insights offered by delegates from member states where PSA results are used in
categorisation.

Note that in determining the category of a new function probabilistically, based on PSA
results, by definition the new function is left out of the event sequence in order to reveal its
required reliability.

e The first consideration is that even in a dominantly risk-based methodology, the reliability
spectrum is in effect discretized in powers of 10 from one category to the next. Thus
precise results from the PSA are neither trusted nor needed.

e Secondly, sensitivity studies are usually conducted for results near the boundaries
between categories. If these studies reflect a high degree of sensitivity in the PSA results,
then the design of the existing systems is re-examined since they should be designed to
be relatively insensitive to failure rates of components.

e Thirdly, a basic conservatism is applied whereby none of the existing systems accounted
for in the PSA is credited with unrestricted values. For example, a fault tree analysis of a
reactor protection system (RPS) might show that for the event sequence being studied,
the Prp of the RPS is ~10~4. Despite this, the categorisation methodology usually limits
the credit for any one system or function to 103 of category A functions (and lower for
other categories). This has two conservative effects: Documents
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