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INTERNATIONAL ELECTROTECHNICAL COMMISSION

COMMUNICATION NETWORKS AND SYSTEMS
FOR POWER UTILITY AUTOMATION -

Part 90-7: Object models for power converters
in distributed energy resources (DER) systems

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. However, a
technical committee may propose the publication of a technical report when it has collected
data of a different kind from that which is normally published as an International Standard, for
example "state of the art".

IEC 61850-90-7, which is a technical report, has been prepared by IEC technical committee
57: Power systems management and associated information exchange.
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The text of this technical report is based on the following documents:

Enquiry draft Report on voting
57/1239/DTR 57/1281/RVC

Full information on the voting for the approval of this technical report can be found in the
report on voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 61850 series, under the general title Communication networks and
systems for power utility automation, can be found on the IEC website.

Only the new data objects and CDCs which are represented in bold-italic will be tagged with
the namespace name of this document. The others should still refer to the namespace where
they are primarily defined.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch” in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

e withdrawn,

* replaced by a revised edition, or
* amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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COMMUNICATION NETWORKS AND SYSTEMS
FOR POWER UTILITY AUTOMATION -

Part 90-7: Object models for power converters
in distributed energy resources (DER) systems

1 Scope

This part of IEC 61850 describes the functions for power converter-based distributed energy
resources (DER) systems, focused on DC-to-AC and AC-to-AC conversions and including
photovoltaic systems (PV), battery storage systems, electric vehicle (EV) charging systems,
and any other DER systems with a controllable power converter. It defines the IEC 61850
information models to be used in the exchange of information between these power converter-
based DER systems and the utilities, energy service providers (ESPs), or other entities which
are tasked with managing the volt, var, and watt capabilities of these power converter-based
systems.

These power converter-based DER systems can range from very small grid-connected
systems at residential customer sites, to medium-sized systems configured as microgrids on
campuses or communities, to very large systems in utility-operated power plants, and to many
other configurations and ownership models. They may or may not combine different types of
DER systems behind the power converter, such as an power converter-based DER system
and a battery that are connected at the DC level.

The namespace of this document is:
“(Tr) IEC 61850-90-7:2012”

The namespace "IEC 61850-90-7" is considered as "transitional" since the models are
expected to be included in IEC 61850-7-420. Potential extensions/modifications may happen
iffwhen the models are moved to International Standard status.

Only the new data objects and CDCs which are represented in bold-italic font will be tagged
with this namespace name. The others should still refer to the namespace where they are
primarily defined.

NOTE The term power converter is being used in place of “inverter” since it covers more types of conversion from
input to output power:

e AC to DC (rectifier)
e DC to AC (inverter)
e DC to DC (DC-to-DC converter)
e AC to AC (AC-to-AC converter)

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 61850-7-2, Communication networks and systems for power utility automation — Part 7-2:
Basic communication structure — Abstract communication service interface (ACSI) Documents
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IEC 61850-7-3, Communication networks and systems for power utility automation — Part 7-3:
Basic communication structure — Common data classes

IEC 61850-7-4, Communication networks and systems for power utility automation — Part 7-4:
Basic communication structure — Compatible logical node classes and data object classes

IEC 61850-7-410, Communication networks and systems for power utility automation —
Part 7-410: Hydroelectric power plants — Communication for monitoring and control

IEC 61850-7-420, Communication networks and systems for power utility automation —
Part 7-420: Basic communication structure — Distributed energy resources logical nodes

IEC 61850-8-1, Communication networks and systems for power utility automation -
Part 8-1: Specific communication service mapping (SCSM) — Mappings to MMS (I1ISO 9506-1
and ISO 9506-2) and to ISO/IEC 8802-3

ISO 4217, Codes for the representation of currencies and funds

EEl Handbook for Electricity Metering, 10" Edition (2002), Edison Electric Institute,
Washington, D.C.

3 Terms, definitions and acronyms

For the purposes of the present document, the following terms, definitions and acronyms
apply.

3.1 Terms and definitions

3.1.1

autonomous

responding, reacting, or developing independently of the whole; not controlled by others or by
outside forces; independent

[SOURCE: Merriam-Webster dictionary]

3.1.2

common data class

CcDC

classes of commonly used data structures which are mostly defined in IEC 61850-7-3, but are
sometimes initially defined in other IEC 61850 documents until they can be updated in
IEC 61850-7-3

3.1.3
device
material element or assembly of such elements intended to perform a required function

Note 1 to entry: A device may form part of a larger device.

[SOURCE: IEC 60050-151:2001, 151-11-20]

3.14

electrical connection point

ECP

point of electrical connection between the DER source of energy (generation or storage) and
any electric power system (EPS)

Note 1 to entry: Each DER (generation or storage) unit has an ECP connecting it to its local power system; groups
of DER units have an ECP where they interconnect to the power system at a specific site or plant; a group of DER
units plus local loads have an ECP where they are interconnected to the utility power system. Ocuments
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Note 2 to entry: For those ECPs between a utility EPS and a plant or site EPS, this point is identical to the point
of common coupling (PCC) in the IEEE 1547, Standard for Interconnecting Distributed Resources with Electric
Power Systems.

[SOURCE: IEC 61850-7-420:2009, modified by transforming second paragraph into Note 1 to
entry]

3.1.5

electric power system

EPS

facilities that deliver electric power to a load

Note 1 to entry: This may include generation units.

[SOURCE: IEEE 1547:2003]

3.1.6

electric power system, area

Area EPS

electric power system (EPS) that serves Local EPSs

Note 1 to entry: Typically, an Area EPS has primary access to public rights-of-way, priority crossing of property
boundaries, etc. and is subject to regulatory oversight.

[SOURCE: IEEE 1547:2003]

3.1.7

electric power system, local

local EPS

EPS contained entirely within a single premises or group of premises

[SOURCE: IEEE 1547:2003]

3.1.8

3.1.8.1

event

event information

something that happens in time

Note 1 to entry: In power system operations, an event is typically state information and/or state transition (status,
alarm, or command) reflecting power system conditions.

[SOURCE: IEC 60050-113:2005, 113-01-04, modified by removal of "subspace ... of space-
time" and alteration of Note 1 to entry]

3.1.8.2

event

event information

monitored information on the change of state of operational equipment

Note 1 to entry: In power system operations, an event is typically state information and/or state transition (status,
alarm, or command) reflecting power system conditions.

[SOURCE: IEC 60050-371:1984,371-02-04, modified by addition of Note 1 to entry]

3.1.9

function

computer subroutine; specifically: one that performs a calculation with variables provided by a
program and supplies the program with a single result

Note 1 to entry: This term is very general and can often be used to mean different ideas in different contexts.
However, in the context of computer-based technologies, it is used to imply software or computer hardware tasks.

[SOURCE: Merriam-Webster dictionary]
Documents
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3.1.10

3.1.10.1

generator

energy transducer that transforms non-electric energy into electric energy

Note 1 to entry: The reverse conversion of electrical energy into mechanical energy is done by an electric motor,
and motors and generators have many similarities. The prime mover source of mechanical energy may be a
reciprocating or turbine steam engine, water falling through a hydropower turbine or waterwheel, an internal
combustion engine, a wind turbine, a hand crank, or any other source of mechanical energy.

[SOURCE: IEC 60050-151:2001,151-13-35, modified by addition of Note 1 to entry]

3.1.10.2

generator

device that converts kinetic energy to electrical energy, generally using electromagnetic
induction.

Note 1 to entry: The reverse conversion of electrical energy into mechanical energy is done by an electric motor,
and motors and generators have many similarities. The prime mover source of mechanical energy may be a
reciprocating or turbine steam engine, water falling through a hydropower turbine or waterwheel, an internal
combustion engine, a wind turbine, a hand crank, or any other source of mechanical energy.

[SOURCE: Wikipedia 2007-12]

3.1.11

3.1.11.1

information

intelligence or knowledge capable of being represented in forms suitable for communication,
storage or processing

Note 1 to entry: Information may be represented for example by signs, symbols, pictures, or sounds.

[SOURCE: IEC 60050-701:1988,701-01-01]

3.1.11.2

information

knowledge concerning objects, such as facts, events, things, processes, or ideas, including
concepts, that within a certain context has a particular meaning

Note 1 to entry: Information may be represented for example by signs, symbols, pictures, or sounds.

[SOURCE: ISO/IEC 2382-1:1993, 01.01.01, modified by addition of Note 1 to entry]

3.1.12

information exchange

communication process between two or more computer-based systems in order to transmit
and receive information

Note 1 to entry: The exchange of information between systems requires interoperable communication services.

3.1.13
inverter
static power converter (SPC)

device that converts DC electricity into AC electricity. Equipment that converts direct current
from the array field to alternating current. The electric equipment used to convert electrical
power into a form or forms of electrical power suitable for subsequent use by the electric
utility

Note 1 to entry: Any static power converter with control, protection, and filtering functions used to interface an

electric energy source with an electric utility system. Sometimes referred to as power conditioning subsystems,
power conversion systems, solid-state converters, or power conditioning units.

[SOURCE: IEC 61727:2004, 3.8, modified by deletion of Note 2 to entry]

Documents

Document Sharing Hub

Full document details: PD IEC/TR 61850-90-7:2013


http://www.avadocuments.com/doc/pd-iec-tr-61850-90-7-2013
http://www.avadocuments.com/doc/pd-iec-tr-61850-90-7-2013

PD IEC/TR 61850-90-7:2013
TR 61850-90-7 © IEC:2013(E) -13 -

3.1.14

monitor

to check at regular intervals selected values regarding their compliance to specified values,
ranges of values or switching conditions

[SOURCE: IEC 60050-351:2006,351-22-03]

3.1.15

point of common coupling

PCC

the point of a power supply network, electrically nearest to a particular load, at which other
loads are, or may be, connected

Note 1 to entry: These loads can be either devices, equipment or systems, or distinct customer's installations.
Note 2 to entry: In some applications, the term “point of common coupling” is restricted to public networks.

Note 3 to entry: The point where a local EPS is connected to an area EPS [IEEE 1547]. The local EPS may
include distributed energy resources as well as load (see IEV definition which only includes load).

[SOURCE: IEC 60050-161:1990,161-07-15, modified by replacement of "consumer's
installation" by "load" and by addition of Notes 1 to 3 to entry]

3.1.16

power converter

electronic equipment that converts:
e AC to DC (rectifier)

e DC to AC (inverter)

e DC to DC (DC-to-DC converter)
e AC to AC (AC-to-AC converter
3.1.17

prime mover
equipment acting as the energy source for the generation of electricity

Note 1 to entry: Examples include diesel engine, solar panels, gas turbines, wind turbines, hydro turbines, battery
storage, water storage, air storage, etc.

3.1.18
set point
target value that an automatic control system will aim to reach

[SOURCE: Wikipedia 2012-3]

3.1.19

set point command

a command in which the value for the required state of operational equipment is transmitted to
a controlled station where it is stored

Note 1 to entry: A setpoint is usually an analogue value which sets the controllable target for a process or sets
limits or other parameters used for managing the process.

[SOURCE: IEC 60050-371:1984,371-03-11, modified by addition of Note 1 to entry]

3.2 Acronyms

CDC: Common Data Class
CIM: Common Information Model
DER: Distributed Energy Resource
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DR:
ECP:
EEI:
EMS:
EPS:
ESP:
EV:

EVSE:
GPRS:

ISO:

L/HRVT:

LN:

MMS:

PCC:
PF:
PV:
RTO:
TSO:

Demand Response
Electrical Connection Point
Edison Electric Institute
Energy Management System
Electric Power System
Energy Service Provider

Electric Vehicle

Electric Vehicle Service Element
General packet radio service
Independent System Operator
Low/High Voltage Ride-Through

Logical Node

—14 —

Manufacturing Message Specification

Point of Common Coupling

Power Factor
Photovoltaic

Regional Transmission Operator
Transmission System Operator

4 Abbreviated terms

PD IEC/TR 61850-90-7:2013
TR 61850-90-7 © IEC:2013(E)

Clause 4 of IEC 61850-7-4 defines abbreviated terms for building concatenated data names.

Additional abbreviated terms used in this document are:

Term
Ar
Array
Aval
Db
Dec
Del
Dept
Dsct
Gra
Hold
Hys
Inc
Indp
Long
Pair
Rent
Rvrt
Sag
Shrt
Snpt

Description

Amperes reactive

Array of ....
Available
Deadband
Decrease
Delta
Dependent
Disconnect
Gradient
Hold
Hysteresis
Increase
Independent
Long
Paired
Reconnect
Revert
Sag

Short
Snapshot

Full document details: PD IEC/TR 61850-90-7:2013
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Term Description

Swell Swell

Win Window

5 Overview of power converter-based DER functions

5.1 General

The advent of decentralized electric power production is a reality in the majority of the power
systems of the world, driven by the need for new types of energy converters to mitigate the
heavy reliance on non-renewable fossil fuels, by the increased demand for electrical energy,
by the development of new technologies of small power production, by the deregulation of
energy markets, and by increasing environmental constraints.

The numbers of interconnected DER systems are increasing rapidly. The advent of
decentralized electric power production is a reality in the majority of power systems all over
the world, driven by many factors:

e The need for new sources of energy to mitigate the heavy reliance on externally-produced
fossil fuels.

e The requirements in many countries for renewable portfolios that have spurred the
movement toward renewable energy sources such as solar and wind, including tax breaks
and other incentives for utilities and their customers.

e The development of new technologies of small power production that have made, and are
continuing to improve, the cost-effectiveness of small energy devices.

e The trend in deregulation down to the retail level, thus incentivizing energy service
providers to combine load management with generation and energy storage management.

e The increased demand for electrical energy, particularly in developing countries, but also
in developed countries for new requirements such as Electric Vehicles (EVs).

e The constraints on building new transmission facilities and increasing environmental
concerns that make urban-based generation more attractive.

These pressures have greatly increased the demand for Distributed Energy Resources (DER)
systems which consist of both generation and energy storage systems that are interconnected
with the distribution power systems.

DER systems challenge traditional power system management. These increasing numbers of
DER systems are also leading to pockets of high penetrations of these variable and often
unmanaged sources of power which impact the stability, reliability, and efficiency of the power
grid. No longer can DER systems be viewed only as “negative load” and therefore insignificant
in power system planning and operations. Their unplanned locations, their variable sizes and
capabilities, and their fluctuating responses to both environmental and power situations make
them difficult to manage, particularly as greater efficiency and reliability of the power system
is being demanded.

At the same time, DER systems could become very powerful tools in managing the power
system for reliability and efficiency. The majority of DER systems use power converters to
convert their primary electrical form (often direct current (dc) or non-standard frequency) to
the utility power grid standard electrical interconnection requirements of 60 Hz or 50 Hz and
alternating current (ac). Not only can power converters provide these basic conversions, but
power converters are also very powerful devices that can readily modify many of their
electrical characteristics through software settings and commands, so long as they remain
within the capabilities of the DER system that they are managing and within the standard
requirements for interconnecting the DER to the power system.
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DER systems are becoming quite “smart” and can perform “autonomously”! most of the time
according to pre-established settings or “operating modes”, while still responding to
occasional commands to override or modify their autonomous actions by utilities and/or
energy service providers (ESPs). DER systems can “sense” local conditions of voltage levels,
frequency deviations, and temperature, and can receive emergency commands and pricing
signals, which allow them to modify their power and reactive power output. These
autonomous settings can be updated as needed. To better coordinate these DER autonomous
capabilities while minimizing the need for constant communications, utilities and ESPs can
also send schedules of modes and commands for the DER systems to follow on daily, weekly,
and/or seasonal timeframes.

Given these ever more sophisticated capabilities, utilities and energy service providers
(ESPs) are increasingly desirous (and even mandated by some regulations) to make use of
these capabilities to improve power system reliability and efficiency.

None of the functions described in this document are necessarily “mandatory” from an
implementation perspective — actually requiring certain functions to be implemented is the
purview of regulators and of the purchasers of systems. What this document states is “if a
function is to be implemented, then it must be implemented according to these specifications”.

5.2 Power converter configurations and interactions

Bulk power generation is generally managed directly, one-on-one, by utilities. This approach
is not feasible for managing thousands if not millions of DER systems.

DER systems cannot and should not be managed in the same way as bulk power generation.
New methods for handling these dispersed sources of generation and storage must be
developed, including both new power system functions and new communication capabilities.
In particular, the “smart” capabilities of power converter-based DER systems must be utilized
to allow this power system management to take place at the lowest levels possible, while still
being coordinated from region-wide and system-wide utility perspectives.

This “dispersed, but coordinated intelligence” approach permits far greater efficiencies,
reliability, and safety through rapid, autonomous DER responses to local conditions, while still
allowing the necessary coordination as broader requirements can be addressed through
communications on an as-needed basis.

Communications, therefore, play an integral role in managing the power system, but are not
expected or capable of continuous monitoring and control. Therefore the role of
communications must be modified to reflect this reality.

Power converter-based DER functions range from the simple (turn on/off, limit maximum
output) to the quite sophisticated (volt-var control, frequency/watt control, and low-voltage
ride-through). They also can utilize varying degrees of autonomous capabilities to help cope
with the sophistication.

At least three levels of information exchanges are envisioned:

(1) Autonomous DER behaviour responding to local conditions with controllers focused on
direct and rapid monitoring and control of the DER systems: This autonomous behaviour
would use one or more of the pre-set modes and/or schedules to direct their actions, thus
not needing remote communications except occasionally to modify which modes or
schedules to use.

— Autonomous behaviour is defined as DER systems utilizing pre-set modes and
schedules that respond to locally sensed conditions, such as voltage, frequency,

1 Not controlled by others or by outside forces; independent. This word is used in the definition of “distributed

process computer system” as a ”set of spatial distributed process computer systems for the ifori
control of basically autonomous sub-processes” (IEC 60050-351:2006, 351-30-05). "Décuitients

Document Sharing Hub

Full document details: PD IEC/TR 61850-90-7:2013


http://www.avadocuments.com/doc/pd-iec-tr-61850-90-7-2013
http://www.avadocuments.com/doc/pd-iec-tr-61850-90-7-2013

PD IEC/TR 61850-90-7:2013
TR 61850-90-7 © IEC:2013(E) -17 -

and/or temperature, or to broadcast information, such as pricing signals or requests for
using specific modes. These pre-settings are updated as needed (not in real-time),
possibly through the Internet or through other communication methods.

— The DER systems would utilize its detailed knowledge of the status and capabilities of
the DER equipment as well as the status of the local electric power grid, such as
voltage and frequency, to determine the output from the DER system.

— Common types of autonomous DER systems consist of the controllers that directly
manage one or more power converters, such as a small PV system, a battery storage
system, an electric vehicle service element (EVSE), and each of the individual DER
systems within an office building, a wind farm, or a microgrid.

— Interaction times are millisecond to seconds.

(2) DER management system interactions with multiple DER systems in which the DER
management system has a more global vision of all the DER systems under its control. It
understands the overall capabilities of the DER systems under its management but may
not have (or need) detailed data.

— DER management systems can issue direct commands but they primarily establish the
automous settings for each DER system.

— On start-up, the DER management system may provide various possible autonomous
mode settings to each of the DER systems, and then over time modify which of these
autonomous mode settings are active, possibly in response to utility requests or pricing
signals.

— Common scenarios include a campus DER management system coordinating many
DER systems on different buildings or an energy service provider managing disparate
DER systems within a community.

— Additional scenarios include an ISO/RTO/TSO managing a large storage device
through Automatic Generation Control (AGC) or requesting a specific power factor at
the PCC of a wind farm.

— A microgrid scenario would include a microgrid management system managing the
intentional islanding of the microgrid and then coordinating the generation, storage,
and load elements to maintain microgrid stability through the combination of setting
autonomous modes for some DER systems and issuing direct commands to other DER
systems.

— Interaction frequency may be seconds to minutes, hours, or even weeks.

(3) Broadcast/multicast consist essentially of one-way notifications without one-to-one
communications with large numbers of DER systems. These notifications could be
emergency signals, pricing signals, or requests for specific DER modes. Typically these
would come from utilities and/or Energy Service Provider (ESP).

— No direct responses from the DER systems would be expected. If there were power
system changes expected, these would be monitored elsewhere, such as on the feeder
or in a substation. If there were financial implications to the broadcast/multicast
request, the DER system responses would be determined during the billing and
settlements process.

— These broadcast or multicast requests may be to DER management systems or to
individual DER systems.

— These broadcast/multicast requests would be interpreted by the DER systems as
possible modifications of their current autonomous behaviour or could be direct
commands for response to emergency situations.

— Since broadcast/multicast can be used to request actions without necessarily knowing
which DER systems can or will respond, the expectation could be that only a certain
percentage will respond.

— Common scenarios include an energy service provider broadcasting a pricing signal,
which is then reacted to by the individual DER systems, or a utility multicasting a
reduction in generation to all DER systems on a constrained feeder that cannot handle

reverse power flows. Documents
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— Broadcast/multicast frequency may be hours, weeks, or seasons.

These hierarchical DER management interactions are shown in Figure 1.
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Figure 1 — DER management hierarchical interactions:
autonomous, loosely-coupled, broadcast/multicast
5.3 Power converter methods

DER power converters and their controllers can perform many autonomous functions, based
on their intrinsic capabilities, various parameter settings, and locally measured conditions,
such as voltage levels, frequency, rates of changes in voltage and frequency, temperature,
and other information.

The methods for power converters to manage their autonomous behaviour include the
following:

(4) “Modes” consist of pre-established groups of settings that can enable autonomous DER
behaviour, where the DER senses local conditions, and, using those mode settings,
responds appropriately. This approach minimizes the communications requirements and
permits more rapid responses."Modes" can be established for volt-var control, frequency-
watt control, charging/discharging storage, and some other complex actions, where the
arrays and parameters for each mode are sent ahead of time — maybe once a year or
season, and then "go to mode" commands/requests can be broadcast/multicast.

(5) Schedules can also be established, which can operate for a specific time period or
indefinitely (once initiated) completely autonomously. For instance, a schedule can
establish what modes to use during weekday mornings, versus mid-afternoon, versus

weekends.

(6) Temperature-based curves and pricing-signal curves provides settings for what actions to

take based on the current temperature or pricing signal. A pricing signal curve can

indicate which mode(s) to go to, based on the pricing signal level (can be $$, but can also

be tiers, or H-M-L, or other signal). When a new pricing signal is broadcast, the DERs can

ramp to the specified modes. There can even be a schedule of pricing signals that the
Docuitients

do not need to be broadcast, unless an emergency calls for a different levei
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(7) Ramp rates and parameters based on "% of capability" (rather than absolute amounts) are
also included. In addition there is a time-window randomization that requires DERs to
respond to commands using a random number within the time window to actually initiate
the command. This prevents sharp jumps whenever a new command/request/pricing
signal is broadcast. (Obviously the time window can be set to zero if immediate
emergency action is required.)

Although the DER generator and storage power converter functions do not directly cover
loads, the same mechanisms of modes, schedules, graphic curves, arrays, timing constraints,
etc. could be very readily applied to loads. The actual modes would be different (lighting
cannot create vars, but could dim slightly), but the mechanisms would be the same.

5.4 Power converter functions

Power converter functions range from the simple to the complex. Most power converter
functions are based on settings or curves that allow them to respond autonomously to local
conditions, while some require direct control commands.

This document covers many of these key power converter functions, including:

(1) Immediate control functions for power converters
— Function INV1: connect / disconnect from grid
— Function INV2: adjust maximum generation level up/down
— Function INV3: adjust power factor
— Function INV4: request active power (charge or discharge storage)
— Function INV5: pricing signal for charge/discharge action
(2) Volt-var management modes
— Volt-var mode VV11: available vars support mode with no impact on watts
— Volt-var mode VV12: maximum var support mode based on WMax
— Volt-var mode VV13: static power converter mode based on settings
— Volt-var mode VV14: passive mode with no var support
(3) Frequency-watt management modes
— Frequency-watt mode FW21: high frequency reduces active power
— Frequency-watt mode FW22: constraining generating/charging by frequency
(4) Dynamic reactive current support during abnormally high or low voltage levels

— Dynamic reactive current support TV31: support during abnormally high or low voltage
levels

(5) Functions for “must disconnect” and “must remain connected”
“Must disconnect” MD curve
“Must remain connected” MRC curve
(6) Watt-triggered behaviour modes
— Watt-power factor WP41: feed-in power controls power factor
— Alternative Watt-power factor WP42: feed-in power controls power factor
(7) Voltage-watt management modes
— Voltage-watt mode VW51: volt-watt management: generating by voltage
— Voltage-watt mode VW52: volt-watt management: charging by voltage
— Non-power-related modes
— Temperature-function mode TMP: ambient temperature indicates function

— Pricing signal-function mode PS: pricing signal indicates function to executel:)c)cu'nen.l:s
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(8) Parameter setting and reporting
— Function DS91: modify power converter-based DER settings
— Function DS92: event/history logging
— Function DS93: status reporting
— Function DS94: time synchronization
(9

~

Scheduled commands, in which a schedule is sent to the power converter with commands
scheduled for particular times. These commands can also invoke pre-established
parameters. Examples include:

— Week-day schedule for volt-var actions

— Weekly schedule for frequency-watt actions

It is expected that functions will be added in the future, for instance for handling intentional
and unintentional islanding.

These different mechanisms can be intermingled, or only a specific type used, depending
upon the requirements of implementations and configurations.

5.5 Differing DER architectures
5.5.1 Conceptual architecture: electrical coupling point (ECP)

Some power converter-based DER systems may be directly connected to the utility grid, while
others may be part of a site microgrid. In either case, the power converter-based DER
systems will have a point of electrical connection, which is defined as:

“The electrical coupling point (ECP) is the point of electrical connection between the DER
source of energy (generation or storage) and any electric power system (EPS). Each DER
(generation or storage) unit has an ECP connecting it to its local power system; groups of
DER units have an ECP where they interconnect to the power system at a specific site or
plant; a group of DER units plus local loads have an ECP where they are interconnected
to the utility power system.”2

5.5.2 Conceptual architecture: point of common coupling (PCC)

For those ECPs that demarcate the point between a utility EPS and a plant or site EPS, this
point is identical to the point of common coupling (PCC) defined as “the point where a Local
EPS is connected to an Area EPS” in IEEE 1547, Standard for Interconnecting Distributed
Resources with Electric Power Systems (see 3.1, Terms and definitions, for additional
definitions).

Many functions reflect conditions at the DER’s ECP. For instance, the measured voltage
levels used for volt-var management are those at the DER’s ECP.

ECPs are also hierarchical, such as in a university campus environment where the PCC is
between the campus and the utility, but where multiple ECPs exist for the different DER
systems located in different university buildings. Requests for DER actions can be made at
the highest level, say for volt-var settings at the PCC. The university DER energy
management system would then allocate different volt-var settings for each of the DER ECPs
to reflect their DER capabilities, the needs/desires of the university buildings (people), and
the overall campus reliability and efficiency requirements.

This hierarchical concept is illustrated in Figure 2.

2 Clause 3.1.5 of IEC 61850-7-420:2009. Documents
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Figure 2 — Electrical Connection Points (ECP)
and Point of Common Coupling (PCC)

5.5.3 Utility interactions directly with power converters or indirectly via a customer
EMS

Utilities/ESPs can interact with power converter-based DER systems using different
architectures. They may issue requests or commands directly to the DER systems either one-
on-one or via broadcast/multicast communications.

Alternatively, a customer energy management system (EMS) can help manage power
converter-based DER system responses to the broadcast utility request, with the idea that this
customer EMS will possibly be managing multiple power converter-based DER systems,
customer appliances, other types of distributed generators and storage devices, and plug-in
electric vehicles.

For instance, if the utility broadcasts a specific mode request for power converter-based DER
system actions, then these can be passed directly or indirectly (through explicit commands) to
the power converter-based DER systems. If the utility broadcasts Demand Response (DR)
signals or more generic volt-var requests, then the customer EMS could use other devices in
addition to power converter-based DER systems to meet these requests. With this approach,
the customer EMS could manage responses locally to meet the requests with the most
effective mix of devices.

5.5.4 Communication profiles

The communication profiles between the utility and the customer EMS, will consist of different
technologies at different layers, for example:
(1) Data object models: IEC 61850-7-420

(2) Application protocols: Mapping of IEC 61850 data objects to web services, IEC 61850-8-1
Mapping to MMS (ISO 9506), IEC 60870-5, ModBus, and/or IEEE 1815 (DNP3)

(3) Transport protocols: TCP/IP, UDP/IP, ModBus, IEC 60870-5-101, IEEE 1815 (DNP3)
serial

(4) Media layers: Public Internet, GPRS cellphone network, AMI network, utif j
network, leased services from telecommunication providers bbeuments
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5.6 General Sequence of information exchange interactions

The (generic) sequence for interactions between a utility/ESP and power converter-based
DER systems is:

(1) The DER systems operate autonomously by default, based on pre-established settings
and curves. Multiple groups of these settings/curves may be available to be triggered by a
remote command, and may be updated as needed through Ilocal or remote
communications.

(2) The utility determines what types of services are desired from power converter-based
DER systems within a region, on a feeder, or in some other area. This determination will
be based on assessments of the power system status, abilities of other equipment to
perform the required actions (e.g. capacitor banks for var control), market considerations,
etc.

(3) The utility broadcasts a general request that power converter-based DER systems (within
a region or feeder or other area) go into a specific mode or that certain parameters are
set. This request may be sent either to individual power converter-based DER system
controllers, or to more general “customer EMSs” that know how to interpret such requests
for the power converter-based DER system controllers that they are managing. In either
case, the utility does not necessarily need to know anything about the power converter-
based DER system capabilities, current PV status, market or tariff agreements on using
the power converter-based DER system, or desires of the PV owner.

(4) At each customer site or other facility, the power converter-based DER system controller
OR a Customer “energy management system” (EMS) receives and interprets this
broadcast utility request.

If a customer EMS is used:

(1) The customer EMS interprets the utility request. It determines whether it will take any
action, and what the command(s) will be to the power converter-based DER system
controller(s) under its control, including responding to any customer overrides or changes.
These actions could be explicit commands to each power converter-based DER system it
is managing, or could be a schedule of commands if the power converter-based DER
system has the ability to handle schedules.

(2) The customer EMS then issues specific commands to the power converter-based DER
system(s): First it requests (or already has) the current status of the power converter-
based DER system(s), modifies the command if necessary to reflect the status, and then
issues the appropriate command.

(3) The power converter-based DER system(s) respond to the customer EMS command,
indicating success or rejection, as well as any error codes. In addition, the current status
of the power converter-based DER system could be sent if either explicitly requested by
the customer EMS or if it is “automatically” sent as part of the sequence.

(4) The customer EMS may or may not be required to respond to the utility request.

— If the utility does not expect a direct response, it may both monitor conditions to
determine if enough power system changes have occurred and/or read the meter (or
meter event log) to determine if the power converter-based DER system responded
appropriately.

— If it does respond, it will acknowledge receipt of the command and returning the
appropriate information.

If a power converter-based DER system controller directly receives the broadcast request
from the utility:

(1) The power converter-based DER system controller determines internally how best to
respond, and performs those actions.

(2) The power converter-based DER system controller may or may not respond to the
command from the utility with an acknowledgement and any appropriate information.
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(3) If the utility does not expect a direct response, it may both monitor conditions to determine
if enough power system changes have occurred and/or read the meter (or meter event
log) to determine if the power converter-based DER system responded appropriately.

(4) If it does respond, it will acknowledge receipt of the command and returning the
appropriate information.

(5) The power converter-based DER system(s) are metered either individually or via net
metering, with their output (in response to the command) captured as part of the metering
data. If electric storage is part of the power converter-based DER system, then it could be
metered separately or the power converter-based DER system as a whole could just be
metered. (Metering is out of scope for this document).

(6) If communications are lost, the power converter-based DER system goes to a default
mode, possibly after a timeout period. The default mode, the timeout period, and other
parameters for this situation would be established ahead of time.

(7) Customers can override or modify commands at any time if they desire.
6 Concepts and constructs for managing power converter functions

6.1 Basic settings of power converters
6.1.1 Nameplate values versus basic settings

Nameplate values are expected to be fixed, based on the type, model, and capabilities of the
power converter. However, installation-specific requirements may require modifications to the
nameplate values, so long as these basic settings remain within the constraints of the
nameplate values. These basic settings are usually established upon installation and start-up,
and are usually due to varying power converter configurations, power grid environments,
desired power converter capabilities, and DER owner preferences.

Basic power converter settings are needed for several functions and include power and
voltage settings. These basic settings will be applied to power adjusting functions. At the
beginning of this clause the power settings will be described and afterwards voltage settings.
The basic setting functions assume a tightly coupled interaction between the power converter-
based DER systems and a controlling entity (utility, energy service provider, or customer
EMS).

6.1.2 Power factor and power converter quadrants

Figure 3 shows the possible working areas of a DER power converter from both a Producer
Reference Frame (PRF) and from a Consumer Reference Frame (CRF). In general for DER
systems, the PRF is used, in which the 1** and 4™ quadrants are for delivering power to the
grid (vars either overexcited or underexcited, respectively), while the 2" and 3" quadrants
are for receiving power from the grid (vars either overexcited or underexcited, respectively).

DER power converters can work in any of these four quadrants, depending upon their
capabilities and the desired functions. Historically, there are two conventions, IEC and EEI,
which are reflected in the two PFSign conventions. These conventions are illustrated in
Figure 3 and Figure 4, and are shown in Table 1 from the point of view of the Producer
Reference Frame:
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Producer Reference Frame

(PRF)

Quadrant Excitation PFSign Active Power PFSign (usually
(usually IEC) EEI)
| Overexcited + -
Il Overexcited +
Il Underexcited -
v Underexcited + +
|
| 1+
— L »
A
V
P,Q
Generator *
U+

+90°
-270°

Q(*)T

Consumer Reference Frame
(CRF)

Quadrant 2 CRF Quadrant 1
PRF
Underexcited Underexcited
Power factor sign Power factor sign
convention convention
IEC: - IEC: +
Overexcited Overexcited
+]180% / \ » 0°
P (+)
Underexcited Underexcited
Power factor sign Power factor sign
convention convention
IEC: - IEC: +
Overexcited
Quadrant 3 Quadrant 4
-90°
+270° IEC 416/13
Figure 3 — Producer and Consumer Reference Frame conventions
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Therefore, all commands that affect the power factor (PF) must include three elements in
order to specify which quadrant is being referenced:

(1) The signed power factor value
(2) PFExt identification of “overexcited” or “underexcited”

(3) PFsign convention indicator (which may be set as either nameplate or basic setting for an
implementation)

If the power converter does spontaneously change between charging and discharging without
an explicit command, it can continue to maintain the vars according to what it was previously
doing, either providing vars or absorbing vars, or the reverse. The spontaneous change action
(reversing or maintaining var direction) is set either as nameplate or basic setting (VArAct).

The EEI Power Factor sign convention is based on the
Power Triangle acc. Handbook for Electricity metering (EEI) and IEC 61557-12 (2007).

(+KVAR, +kVARh)

. uadrant 1
Quadrant 2 20 Q
Power factor sign Power factor sign
convention convention
EEI: + EEI: -
(Leading, capacitive) (Lagging, inductive)
© 3
< <
2 2
el el
[ [
A .
Q Q
5 5
o X s
23 23
85 35
© [ oY
rE e E
Active Power Active Power
Exported/Received (W) Imported/Delivered (W)
(-kW, -kWh) > (+kW, +kWh)
180° Active Power Active Power 0
Exported/Received (W) Imported/Delivered (W)
S =
o °
(5 (5}
o 5%
2 9 2 0
£ £c
0T [oRe}
By 3 <
oo Power factor sign Power factor sign eu
convention convention
EEI: - EEI: +
(Lagging, inductive) (Leading, capacitive)
Quadrant 3 270° Quadrant 4
(-kVAR, -kVARh) IEC 417/13

Figure 4 — EEIl Power Factor sign convention

6.1.3 Maximum watts, vars, and volt-amp settings

Each power converter’'s power connection to its local grid is called its electrical connection
point (ECP). If there are multiple power converters within a site, they may all contribute to the
interconnection of the site to the main grid at the point of common coupling (PCC).

The power converter quadrant areas can be constrained in order to meet specified limits at its
ECP or at the PCC. In order to determine the limits at the PCC, all power converters must
have three parameters, called WMax (for active power), VAMax (for apparent power), and
VArMax (for reactive power) that establish their limits at the ECP of each power converter.
Collectively, these ECP limits provide the limits at the PCC. Documents
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WMax, VAMax, and VArMax are these settable limits that may be the same as the nameplate
values, or may be (typically) lower values reflecting actual implementation limits. They would
normally be set at the initial deployment time, although they could be modified occasionally to
reflect changes to the implementation.

The parameter WMax is the most critical value: it is used as the reference value for power
requests. VArMax may be the same as WMax, such that a single process can set the limits
for both real and reactive power functions, but these settings may also be set separately.
Active power control commands can then be issued as a percentage of WMax: each power
converter can then calculate its own actual values from its own WMax value. This approach
allows the reduction of a DER’s power level by relative values in an unlimited range.

For a facility with multiple power converters, the maximum continuous active power output
capability of the facility is given by the sum of parameter WMax of all power converters.
Likewise, the maximum continuous reactive power output capability is given by summing the
VArMax parameters of all power converters. Furthermore, in some cases it can be an
advantage to set the maximum continuous reactive power output capability in same manner
as WMax. However, the basic settings for power do not intend to limit the energy flow to be
one directional.

An example is shown in Figure 5 for the 1°' and 4™ quadrant (assuming the arrows indicate a
producer reference frame).

With Settings

Working area of (Example Settings)
VAR Modes

Overexcited

Working area for
Power Factor

- \g—— VArMax

i Working area of

VAR Modes and
Power Factor

VARs Feed-In

180°

Underexcited

' IEC 418/13

Figure 5 — Working areas for different modes

The different hatched areas show the different working areas and working area limits. The red
hatched lines show the maximum values for active power WMax, reactive power VArMax and
apparent power VAMax.
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Possible power factor settings may range from a minimum PF (OutPFSet) (underexcited) in
quadrant 4, going through the maximum value of 1 to a minimum power factor (overexcited) in
quadrant 1. Possible var settings (see function INV2 below) are limited by VArMax.

Since some possible settings are limited by regulations or device capabilities, more than one
boundary may apply to a selected DER management function for power converters, resulting
in zones limited by more than one hatching type.

6.1.4 Active power ramp rate settings

The default ramp rate of change of active power is provided by the parameter WGra. This
parameter sets the change of active power due to either a change by a command or by an
internal action such as the release of power reduction by use of the hysteresis in the function
Active Power Reduction by Frequency. This ramp rate (gradient) is not intended to replace the
specific ramp rates that are set by the commands or schedules, but acts as the default if no
specific ramp rate is specified. WGra is defined as a percentage of WMax per second.

6.1.5 Voltage phase and correction settings

In the case of single phase power converters, the voltage value used in the power converter
functions is based on whichever phase circuit (A, B, or C) the power converter is connected
to. The identity of the phase can be set in the power converter as a basic setting. In the case
of three-phase power converters that do not act independently, the mean value of A, B, and C
is to be used, unless abnormally high or low voltage levels of individual phases are measured
in unbalanced systems, in which case the voltage levels of those individual phases may be
used.

For functions using voltage parameters (like the volt-var modes, volt-watt modes, and
dynamic reactive current support), a reference voltage (VRef) and a correction voltage
(VRefOfs) are additionally introduced to the previously mentioned parameters, WMax, VAMax
and WGra. All power converters behind one PCC have a common reference voltage, but differ
in the voltage between their own ECP and the PCC due to configuration differences within a
plant. These differences can be corrected by the parameter VRefOfs that will be applied to
each power converter, as can be seen in Figure 6, where a positive value means that voltage
at the ECP is higher than the voltage at the PCC. This correction voltage will be applied to the
voltage-based modes and will allow a homogenous setting and broadcasts for the plant.

The equation for the effective percent voltage is:

Effective Percent Voltage = 100 x (local voltage — VRefOfs) | (VRef)
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X = Electrical Connection Point (ECP)

Example Settings

VRefOfs =4V

VRefOfs =2V

W——W

Local Bus
Local Power
System with
VRefOfs =3V Line Resistors

Utility Power System

y
N

Point of Common
Coupling (PCC)

VRef =120V

DER interconnections

IEC 419/13

Figure 6 — Example of voltage offsets (VRefOfs)
with respect to the reference voltage (VRef)

6.1.6 Charging settings

For those power converters that manage storage DER units that can both deliver power
(discharging in quadrants 1 and 4) and absorb power (charging in quadrants 2 and 3),
additional parameters3 are needed if the maximum discharge limits are different from the

maximum charge limits: WChaMax VAChaMax, and WChaGra.

6.1.7 Example of basic settings

An example of settings for an power converter is shown in Table 2.

Table 2 — Example basic settings for a storage DER unit

Parameter Example Values
PFsign 1 =1EC; 2 = EEI;
PFExt Underexcited = True; Overexcited = False
1 = reverse var underexcited/overexcited characterization when changing between
VArAct charging and discharging)
2 = maintain var characterization
WMax, delivered 14 500 W
WChaMax, received -14 500 W
VAMax 16 000 VA
VAChaMax 16 000 VA
VArMax 12 000 VAR
VRef 120 V
VRefOfs 2V
WGra 20 % WMax/second
WChaGra 15 % WChaMax/second

3 The additional details on storage parameters are being developed in IEC 61850-90-9.
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6.1.8 Basic setting process

The settings described above are expected to only be set once or infrequently over the life
time of the system. The utility/ESP or the customer EMS would take the following actions:

(1) (Optional) Request status of power converter-based DER system: Request a pre-defined
set of the status information, including the status values, the quality flag, and the
timestamp of the status (see Function DS93 for details of status points).

(2) Issue command or mode to modify power converter-based DER settings:

— Data element to be modified (e.g. WMax, VAMax, VArMax, VRef, VRefOfs, WGra,
mode)

— New value for that data element
(3) Receive response to the command:
— Successful (plus new value of data element)
— Rejected (plus reason: equipment not available, message error, overridden, security
error)
6.2 Modes for managing autonomous behaviour

6.2.1 Benefits of modes to manage DER at ECPs

Modes are methods for managing DER systems by pre-setting desired parameters and curves
that describe desired behaviour in response to local conditions (e.g. voltage, frequency,
power factor, temperature, and pricing signal). Many different mode settings can be defined
once and updated only infrequently. Utilities and/or ESPs can then invoke a specific mode by
a single command whenever they wish the DER to follow the behaviour defined by that mode.

The use of modes allows the DER to act autonomously without moment-by-moment
commands, thus both simplifying the tasks of the utilities/ESPs, as well as minimizing the
necessary communications burden. Utilities and ESPs can either monitor the behaviour of the
DERs or can simply monitor the power system to determine how well their mode requests are
affecting the power system.

Generally, modes will be applied to one power converter or groups of power converters that
are connected at different levels of ECPs (see Figure 7 for examples).
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Mode VV11 = Available X = Electrical Connection Point (ECP)
vars support mode

Mode FW21 = High frequency

reduces active power
Mode TV31 = Dynamic
reactive current support

Local Bus Utility Area Electric
Power System (EPS)

Local Electric Power

System (EPS) Point of Common
DER interconnections X Coupling (PCC):
The ECP between the Local
EPS and the Area EPS
Local Bus
»
DA Local loads
Mode VW51 = Watt
management to smooth
voltage deviations IEC 420/13

Figure 7 — Example of modes associated with different ECPs

6.2.2 Modes using curves to describe behaviour

Modes are defined as using curves to describe autonomous behaviour. These curves
correlate a measured or triggering value (the independent variable) with a requested response
by the DER (dependent variable).

In order to generate a curve, two-column arrays are used, with the first column containing
monotonically increasing triggering values (x-axis) and the second column containing the
response values (y-axis). These arrays are combined into a piecewise linear curve by
interpolating each response values to correspond with each triggering value.

When an operational mode is invoked, the real-time measured value or stipulated external
value of the triggering parameter is used to derive the interpolated response value.

Examples include the following modes, although others could be added. The first four modes
are power-related modes, while the last two modes utilize non-power-related triggering
values:

(1) Volt-Var Mode: Voltage values to determine what vars the power converter should
produce at each voltage level.

(2) Frequency-Watt Mode: Frequency values to determine what watts the power converter
should produce for each frequency value.

(3) Dynamic reactive current support Mode: Apply volt-var management during short times of
abnormally low or high voltage values to support the grid until either the voltage returns
within its normal range or the power converter must disconnect.

(4) Volt-Watt Mode: Voltage values to determine what watts the power converter should
produce as a function of the voltage level.

(5) Temperature-var Mode: Temperature values to determine what vars or what volt-var mode
the power converter should produce within each temperature range.

(6) Pricing Signal Mode: Pricing signal values to determine what watts, vars, power-related
mode, or other ancillary service the power converter should produce for each range of

pricing signals. Documents
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