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INTERNATIONAL ELECTROTECHNICAL COMMISSION

METALLIC COMMUNICATION CABLE TEST METHODS -

Part 4-1: Electromagnetic compatibility (EMC) —
Introduction to electromagnetic (EMC) screening measurements

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. However, a
technical committee may propose the publication of a technical report when it has collected
data of a different kind from that which is normally published as an International Standard, for
example "state of the art".

IEC/TR 62153-4-1|, which is a technical report, has been prepared by IEC technical committee
46: Cables, wires, waveguides, R.F. connectors, R.F. and microwave passive components and
accessories.

This second edition cancels and replaces the first edition published in 2007. The significant
change is a new clause on the background of the shielded screening attenuation test method.
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The text of this technical report is based on the following documents:

Enquiry draft Report on voting
46/331/DTR 46/350/RVC

Full information on the voting for the approval of this technical report can be found in the report
on voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 62153 series, under the general title: Metallic communication cable
test methods, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until the
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to
the specific publication. At this date, the publication will be

* reconfirmed,

+ withdrawn,

* replaced by a revised edition, or
*+ amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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METALLIC COMMUNICATION CABLE TEST METHODS -

Part 4-1: Electromagnetic compatibility (EMC) —
Introduction to electromagnetic (EMC) screening measurements

1 Scope

Screening (or shielding) is one basic way of achieving electromagnetic compatibility (EMC).
However, a confusingly large number of methods and concepts is available to test for the
screening quality of cables and related components, and for defining their quality. This
technical report gives a brief introduction to basic concepts and terms trying to reveal the
common features of apparently different test methods. It should assist in correct interpretation
of test data, and in the better understanding of screening (or shielding) and related
specifications and standards.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments) applies.

IEC 60096-1:1986, Radio-frequency cables — Part 1: General requirements and measuring
methods
Amendment 2 (1993)

IEC 60096-4-1, Radio-frequency cables — Part 4: Specification for superscreened cables —
Section 1: General requirements and test methods

IEC 60169-1-3, Radio frequency connectors — Part 1: General requirements and measuring
methods — Section 3: Electrical tests and measuring procedures — Screening effectiveness

IEC 61196-1:1995, Radiofrequency cables — Part 1. Generic specification — General,
definitions, requirements and test methods

EC 61726, Cable assemblies, cables, connectors and passive microwave components —
Screening attenuation measurement by the reverberation chamber method

EC 62153-4-3, Metallic communication cables test methods — Part 4-3: Electromagnetic
compatibility (EMC) — Surface transfer impedance — Triaxial method

IEC 62153-4-4, Metallic communication cable test methods — Part 4-4: Electromagnetic
compatibility (EMC) — Shielded screening attenuation, test method for measuring of the
screening attenuation ag up to and above 3 GHz

IEC 62153-4-5, Metallic communication cable test methods — Part 4-5: Electromagnetic
compatibility (EMC) — Coupling or screening attenuation — Absorbing clamp method

N 50289-1-6, Communication cables — Specification for test methods — Electrical test
methods — Electromagnetic performance
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3 Electromagnetic phenomena

It is assumed that if an electromagnetic field is incident on a screened cable, there is only weak
coupling between the external field and that inside, and that the cable diameter is very small
compared with both the cable length and the wavelength of the incident field. The superposition
of the external incident field and the field scattered by the cable yields the total electromagnetic
field (Et,Flt) in Figure 1. The total field at the screen's surface may be considered as the

source of the coupling: electric field penetrates through apertures by electric or capacitive
coupling; also magnetic fields penetrate through apertures by inductive or magnetic coupling.

Additionally, the induced current in the screen results in conductive or resistive coupling.

-~
"""" IEC 893/10

Key

(",’F/,) incident electromagnetic field J induced surface current density- (A/m)
i

(“ H ) scattered electromagnetic field o induced surface charge density- (C/m?)
s’'s

(E_t'F’t) total electromagnetic field ni unit vector normal to the surface

X positive axial cable direction £y &, permittivity, free space and relative

Figure 1 — Total electromagnetic field (Et,ﬁt)

EH)=(E A )+ EsHs) (1)

J=n-H, (2)

O-=ﬁ'ét505r (3)
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As the field at the surface of the screen is directly related to density of surface current and
surface charge, the coupling may be assigned either to the total field (E't,Flt) or to the surface

current- and charge- densities (J and o). Consequently, the coupling into the cable may be
simulated by reproducing, through any suitable means, the surface currents and charges on
the screen. Because the cable diameter is assumed to be small, the higher modes may be
neglected and it is possible to use an additional coaxial conductor as the injection structure, as
shown in Figure 2.

L
-
U1f b
D1
IEC 894/10
Key (for Figures 2,3,4,5)
(1), (2) Indicates outer circuit(1), tube, respectively inner circuit(2), cable
Zi, Characteristic impedance of the outer circuit(1), tube, respectively inner circuit(2), cable
£ Dielectric permittivity of the outer circuit(1), tube, respectively inner circuit(2), cable
ﬂ1,2 Phase constant of the outer circuit(1), tube, respectively inner circuit(2), cable
/1112 Wave length of the outer circuit(1), tube, respectively inner circuit(2), cable
L Coupling length
D, Diameter of injection cylinder-tube
\ Voltmeter
A Ammeter
Zi Zys Load resistance at the near end, respectively far end of the outer circuit(1), tube
Zy Zy Load resistance at the near end, respectively far end of the inner circuit(2), cable
E, EMF of the generator
1, 1 Current in the outer circuit(1), tube, respectively inner circuit(2), cable
Ui Ugg Voltage at the near end, respectively far end of the outer circuit(1), tube
Uy, Uy Voltage at the near end, respectively far end of the inner circuit(2), cable

Concept of a triaxial set-up

(1) outer circuit (1), formed by an injection cylinder-tube and the screen under test, with characteristic impedance
11
(2) inner circuit (2), formed by the screen under test, and centre conductor, with characteristic impedance Z,;
screening at the ends of circuit (2) is not shown.

Observe the conditions Z,, Z,, Z,. and 4 in Figure 3 and Figure 4.
NOTE1 D, <<L.

NOTE 2 Both ends of circuit (2) must be well screened.

Figure 2 — Defining and measuring screening parameters — A triaxial set-up
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4 The intrinsic screening parameters of short cables

4.1 General

The intrinsic parameters refer to an infinitesimal length of cable, like the inductance or
capacitance per unit length of transmission lines. Assuming electrically short cables, with
L << A which will always apply at low frequencies, the intrinsic screening parameters are
defined and can be measured as indicated in the following subclauses.

4.2 Surface transfer impedance, Z;
As shown in Figure 3, where Z;; and Z,; are zero, the surface transfer impedance (Zt in Q/m)

is given:

U2n
=—<L 4
T (4)

The dependence of Z; on frequency is not simple and is often shown by plotting log Z; against
log frequency. Note that the phase of Z; may have any value, depending on braid construction
and frequency range.

NOTE In circuit (2) of Figure 3, the voltmeter and short circuit can be interchanged.

4.3 Capacitive coupling admittance, Y.

As shown in Figure 4, where Z,; and Z5; are open circuit, the capacitive coupling admittance
(Yc in mho/m) is given by:

. I5
Ye =j-wCt = 5
c=leCr=0""7 (%)
where
Cr is the through capacitance;
w is the radian frequency;
i is the imaginary operator.

The through capacitance Ct is a real capacitance and has usually a constant value up to
1 GHz and higher (with aperture a << A).

While Z; is independent of the characteristics of the coaxial circuits (1) and (2), Ct is
dependent on those characteristics. There are two ways of overcoming this dependence:

a) The normalized through elastance Kt (with units of m/F) derived from Cy is independent of
the size of the outer coaxial circuit (2), but it depends on its permittivity:

Kt =Ct1(Cy-Cy) (6)

KT ~ 1/(8r1 +€r2) (7)
where C4 and C, are the capacitance per unit length of the two coaxial circuits.

b) The capacitive coupling impedance Zg (with units of Q/m) again derived from Cy is also
independent of the size of the outer coaxial circuit (2) and, for practical values of ¢4, is only
slightly dependent on its permittivity:
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Zp =24Z5Yc = 21Z5jo Cr (8)
Zr ~ (e &r2) e + £12) (9)

Compared with Z;, Z¢ is usually negligible, except for open weave braids. It may, however, be
significant when Z,, and Zy; >> Z, (audio circuits).

Injection cylinder-tube

+
£ circuit (1)
U1n
Z;=0
Iy shield Zreb
- I
-
circuit (2) Ur
O Ao
Zy=0
Zon=° Centre conductor
L<< ]
IEC 895/10

Key
See Figure 2.
Figure 3 — Equivalent circuit for the testing of Z;
Injection cylinder-tube
+
E, C) circuit (1)
U1n
| -
Shield with apertureq
circuit (2)
A Z,,=0 — G-L
I, 2=
Centre conductor Yo L F5aCr-L
L<< A IEC 896/10
Key
See Figure 2.

Figure 4 — Equivalent circuit for the testing of Y, =j oCy
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Z1 A U,
+
E, Ui, U, (x) Z,, By Uy Z, circuit (1)
Zr
c, Iy (x)
Z> Uy, % 2 (x) Z,, B, Uy Z, circuit (2)
RS L
U, < nnn L: arbitrary B Uy
IEC 897/10
Key
See Figure 2.

NOTE Z; and Cy are distributed (not correctly shown here). The loads Z; , Z, at the ends may represent matched
receivers.

Figure 5 — Electrical quantities in a set-up that is matched at both ends

4.4 Injecting with arbitrary cross-sections

A coaxial outer circuit (2) has been assumed so far in this report, but it is not essential because
of the invariance of Z; and Zg. Using a wire in place of the outer cylinder, the injection
circuit (2) becomes two-wire with the return via the screen of the cable under test. Obviously
the charge and current distribution become non-uniform, but the results are equivalent to
coaxial injection, especially if two injection lines are used opposite to each other, and may be
justified for worst-case testing. Note that the IEC line injection test uses a wire.

4.5 Reciprocity and symmetry

Assuming linear shield materials, the measured Z; and Zg values will not change when
interchanging the injection circuit (1) and the measuring circuit (2). Each of the two conductors
of the two-line circuit can be interchanged, but in practice the set-up will have to take into
account possible ground loops and coupling to the environment.

4.6 Arbitrary load conditions

When the circuit ends of Figure 3 and Figure 4 are not ideally a short or open circuit, Zy and Z¢
will act simultaneously. Their superposition is noticeable in the low frequency coupling of the
matched circuit (1) and circuit (2), (Figure 5 and Table 1).

5 Long cables — coupled transmission lines

The coupling over the whole length of the cable is obtained by summing up (integrating) the
infinitesimal coupling contributions along the cable while observing the correct phase. The
analysis utilizes the following assumptions and conventions:

— matched circuits considered with the voltage waves U4, U,,, U,, see Figure 5,

— representation of the coupling, using the normalized wave amplitudes U/«/E[\/Watt],

instead of voltage waves. i.e. the coupling transfer function, in the following denoted by
"coupling function", will be defined as

7Y /2 (10)
- _Un/VZ2
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Tf:M (11)
Uy/zZy

NOTE 1 |T|2 is the ratio of the power waves travelling in circuits (2) and (1). Due to reciprocity and assuming

linear screen (shield) materials, T is reciprocal, i.e. invariant with respect to the interchange of injection and
measuring circuits (1) and (2).

NOTE 2 The quantity |1/T|2 , or in logarithmic quantities

ag =—20xlog,,|T| (12)

may be considered as the "screening attenuation" of the cable, specific to the set-up.

Performing the straight forward calculations of coupled transmission line theory, the coupling
function T, given in Table 1, is obtained. The term S{L-f} is the "summing function” S, being
dependent on L and f. (The wavy bracket just indicates that the product L-f is the argument of

the function S and not a factor to S). S represents the phase effect, when summing up the
infinitesimal couplings along the line, and is:

sinBLE
Sn{L-f}=Tiexp(—j'%] (13)
f 2
with
BLt=(Br%p) L (14)
=2nLf-(1/vy +1/vy) (15)

oLt (fer, 4o Jic (16)

subscript £ refers to near/far end respectively;
+ refers to both near/far ends.

Note t)hat weak coupling, i.e. T << 1, has been assumed. This case, including losses, is given
in [1]7.

Equation (17) and the representation in Table 1 illustrate the contributions of the different

parameters to the coupling function T:

1 L
Ty =(Zr+Z1) —=——="="SnlL - .01, 612} (17)

‘ NZi-Zy 2 ]
Note especially the following points.

a) There may be a directional effect (T,, # T;) in the whole frequency range if Zg is not
negligible. (But Z¢ is usually negligible except with loose, single braid shields.)

b) Up to a constant factor, T is the quantity directly measured in a set-up.

1 Figures in square brackets refer to the bibliography. Documents
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c) For low frequencies, i.e. for short cables (L << A), the trivial coupling formula is obtained
that is directly proportional to L:

Ty =(Zr £ Z7)-
f

L .
Zip 2

where
Z12 =212
d) The summing function S{L-f} is presented in Figure 6.

e) S{L-f} has a sin(x)/x behaviour. A cut-off point may be defined as (L-f),:

(0 N S (19)
e e
f) The exact envelope of S{L-f}is
Env|S,{L-f}| = ! (20)
f
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Table 1 — The coupling transfer function T (coupling function)?®

Set-up parameters b

(Z1 )‘ L‘ €r

N

Intrinsic Cable parameters b
screen parameters (Zz’l‘)’ £o
\ / \ /
\/ \/
"Low-frequency coupling”, "HF-effect",
short cables ° cut-off  (L-f), .

\/

Length + frequency effect

a 72 is the power coupling from circuit (1) to circuit (2).

The stacked subscripts rf‘ are associated to the stacked operation symbols + in
the obvious way: upper subscript — upper operation, lower subscript — lower
operation.

b &4 and g, contained in S as parameters.

CforL<< 2 : S{Lf}—1.

g) The first minimum (zero) of S{L-f} occurs at
(L ’ f)min = TI:(L ) f)c (21)

h) As seen from Equations (13) and (20), below the cut-off points (L-f)Cn is S{L'f} =~ 1 and

f
above them it starts to oscillate and its envelope drops asymptotically 20 dB/decade,

(L-f),,

Env|S,{L-f}|~
f

T (22)

i) S is symmetrical in L and f, i.e. L and f are interchangeable. For a fixed length a cut-off
frequency f, and vice versa, for a fixed frequency a cut-off length L, may be defined.
Substituting ¢/, for f, we obtain the cut-off length as
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A
[, =——2° (23)
: n‘\/gﬂ TVér2

j) The effect of S in the frequency range (L = constant) is illustrated in Figure 8. The coupling
function is proportional to Z¢, only if f < f,. Note also the typical values indicated for ..

k) The minima and maxima of S are not resonances, they are due to cancelling and additive
effects of the coupling along the line.

) The far end cut-off frequency is significantly influenced by the permittivity of the outer
system (&.4). Selecting &4 — &, we obtain (L-f)y — =, i.e. no cut-off at the far end. Due to

practical aspects (tolerances, homogeneity, etc.), an ideal phase matching (gm Egrz) is not
feasible.
m) The effects of Z; and Zg on the coupling transfer functions T, and T; are shown in Figure 8.

n) The total effect of L on the coupling is not contained in S alone, but in the product
L-S{L~f}. The product L-S is presented in Figure 12 for f = constant. The coupling
function T which can be measured in a set-up, is proportional to L if L < L. However, for
appropriately long cables (L > L), the maximum coupling is independent of L and we obtain
a length independent shielding attenuation above the cut-off point (L~f)c. But we should

remember that (L~f)C as well as Ag are still dependent on the set-up parameters (&r1.21).

S
Log scale
1 — —
A
Sn Sf
(S T VS W (X log,o (L-F),,

IEC 898/10

NOTE S > S,, above near end cut-off, yielding a directive effect.

(L-f), : cut-off point

Figure 6 — The summing function S{L-f} for near and far end coupling
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Iog10 ‘ZT‘

(slope is 20 dB per decade)

| -
i -
log,, (f)

IEC 899/10

Z_(f, =10 MHz)=20 mQ/m

Figure 7 — Transfer impedance of a typical single braid screen

Figure 8 gives the result of adding (on a log scale) the frequency responses from Figure 6 and
Figure 7. It is assumed the cable has negligible Zg (Zg<<Z7)

A

'0910\T\ L 1
4 ZT'?ZTZ

Env (T))
Bl
Env (T)

| | -
\ ! ! o

log,, ()

IEC 900/10

Example: ¢, =1 (set-up), €., = 2.2 (cable)

L=1m; f, =40MHz f =200 MHz

Figure 8 — The effect of the summing function-coupling transfer function of a typical
single braid screen cable
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-40
T [dB] T
-60 — TtztdBk —

TnztdBk

| | |
1105 110° 1107 1.108 1.10° |[| 1.10™

fi f[HZ]

IEC 901/10

In calculations the following parameters are used:

Z71 (d.c.) =15 mQ/m and Z1 (10 MHz) = 20 mQ/m increasing 20 dB/decade (see Figure 7), cable length 1 m, and
velocities of the outer and inner line: v4 =200 Mm/s and v, = 280 Mm/s corresponding to a velocity difference of

40 %.

Figure 9 — Calculated coupling transfer functions
T, and T;for a single braid — Zr =0

1.10°

IEC 902/10
T, is 3,5 dB higher and T; is 6 dB lower than in reference Figure 9 because
T,~1Ze+2; | =15xZ;and

T~1Z.-2, | =05%x2;

Figure 10 — Calculated coupling transfer functions T, and T; for a single braid -
Im(Zy) is positive and Zg = +0,5 x Im (Z;) at high frequencies
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-40 I
T [dB]
TrdBk w
TtztdBk
-60|— _
|
ThztdBk lihol!
TndBk ;
-80|= .
|
1-10° 1108  1.107 1.10"°
f[Hz]
IEC 903/10

T, is 3,5 dB higher and T, is 6 dB lower than in reference Figure 9 because

T, ~1Z. -2, 1=15x 12, | and
T ~lz.+2Z.1=05x1Z; |

Figure 11 — Calculated coupling transfer functions T,, and T; for a single braid —
Im(Z5) is negative and Z; = -0,5 x Im(Z5) at high frequencies

In Figure 9, Zg = 0 and Z+ is positive.
In Figure 10 and 11, Zg is significant ( Zg = (1/2) xZ7).
In Figure 11, Z; is negative at high frequencies.

The following notes apply to Figures 9, 10, and 11.

NOTE 1 T, for near-end, T, for far-end and dB means that T ; are calculated in dB (20 x logio | T, ¢ |)

nzt B2 near-end when Z = 0.

NOTE 2 T, dB: near-end when Z_=(1/2)xZ_ and T,

NOTE 3 T, ds: far-end when Z_=(1/2)xZ_ and Ty, dB: far-end when Z. = 0.
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logy, |L- S|

?\ mm Env(L-S;)
Env(L-S,)
’—\ ﬂ W f = constant

_—
L

log,, (f)

~—f
~

o

n

cn

IEC 904/10

NOTE 1 For L > Lc, the maximum value of T is attained, i.e. the maximum coupling

(or the screening attenuation) is not dependent on L.

NOTE 2 L strongly depends on € ;.

NOTE 3 See also Table 1 and list item n)

Figure 12 — [ -S: the complete length dependent factor in the coupling function T

6 Transfer impedance of a braided wire outer conductor or screen

Typical transfer impedances of cables with braided wire screens are shown in Figure 13.
The constant Z; value at the low-frequency end is equal to the DC resistance of the screen, the
20 dB per decade rise at the high-frequency end is due to the inductive coupling through
the screen and the dip at the middle frequencies is caused by eddy currents or skin effect of
the braid. Some braided cables may behave anomalously having less than a 20 dB per decade
rise at high frequencies. By using an extrapolation of 20 dB per decade we are in most cases
on the conservative side. This extrapolation can be used up to several GHz.
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20 dB/dec.

A

| -
Log scale

|
}r log,, (75

IEC 905/10

Key

typically 1....10 MHz

sb: single braid

sbo: single braid optimized
sba: single braid 'anomalous’
db: double braid

S§S: superscreen

Figure 13 — Transfer impedance of typical cables

An electrically short piece of braided coaxial cable (2) is considered to be placed in a triaxial
arrangement as in Figure 2.

It is assumed that the outer circuit (1) is the disturbing one. As stated a braided cable has a
transfer impedance Z; that increases proportionally to frequency at high frequencies, because
of the leakage of the magnetic field through holes in the braid.

The total flux of the magnetic field induced by the disturbing current /; is @,. A part of it, @,

leaks directly through the holes and includes a disturbing voltage U?% in the inner circuit.
However, a part @7, of @, flows in the braid and complicates the mechanism of the total
magnetic leakage by the following additional phenomenon:

The braiding wires alternate between the outer and inner layer. It means that the inner and
outer braid wires are likewise ingredients of both the inner (2) and outer (1) circuit of Figure 14.
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