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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
DYNAMIC CHARACTERISTICS OF INVERTER-BASED  

RESOURCES IN BULK POWER SYSTEMS –  
 

Part 3: Fast frequency response and frequency ride-through from 
inverter-based resources during severe frequency disturbances 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in 
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), 
which may be required to implement this document. However, implementers are cautioned that this may not 
represent the latest information, which may be obtained from the patent database available at 
https://patents.iec.ch. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC TR 63401-3 has been prepared by subcommittee 8A: Grid Integration of Renewable 
Energy Generation, of IEC technical committee 8: System aspects of electrical energy supply. 
It is a Technical Report. 
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The text of this Technical Report is based on the following documents: 

Draft Report on voting 

8A/130/DTR 8A/150/RVDTR 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this Technical Report is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, 
available at www.iec.ch/members_experts/refdocs. The main document types developed by 
IEC are described in greater detail at www.iec.ch/standardsdev/publications. 

A list of all parts in the IEC 63401 series, published under the general title Dynamic 
characteristics of inverter-based resources in bulk power systems, can be found on the IEC 
website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, or 

• revised. 

 

IMPORTANT – The "colour inside" logo on the cover page of this document indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

Primary frequency response (PFR) denotes the autonomous reaction of system resources to 
change in frequency. In most power systems, the main contributor to PFR is the governor 
response of synchronous generation. In the systems with less synchronous generators, the 
system inertia is relatively low and PFR capability is relatively weak and slow, so the system 
frequency tends to change dramatically in severe power imbalance disturbances, which will 
trigger under-frequency load shedding (UFLS) or OPC (over speed protection control) of 
synchronous generators possibly. Therefore, it is an effective coping method to introduce 
some new frequency responses in the systems with high penetration of inverter-based 
resources. 

This document studies fast frequency response (FFR) as a potential mitigation option in 
maintaining grid security during severe frequency disturbances. Broadly, FFR is some kind of 
rapid injection of electrical power from inverter-based resources or relief of loads that helps 
arrest the decline of system frequency during severe disturbances.  
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DYNAMIC CHARACTERISTICS OF INVERTER-BASED  
RESOURCES IN BULK POWER SYSTEMS –  

 
Part 3: Fast frequency response and frequency ride-through from 
inverter-based resources during severe frequency disturbances 

 
 
 

1 Scope 

This part of IEC 63401, which is a Technical Report, provides an insight into the various forms 
of fast frequency response and frequency ride-through techniques that involve inverter-based 
generation sources (mainly wind and PV) in a bulk electrical system. 

This document first focuses on extracting the clear definition of FFR from different references 
around the world, while studying the mechanism of FFR acting on system frequency and the 
unique features of FFR. It then compares various kinds of frequency response and 
demonstrates the relationship among synchronous inertia response, fast frequency response, 
and primary frequency response. Several system needs and conditions where FFR is suitable 
are identified. This document also focuses on the performance objectives, practicality and 
capabilities of various non-synchronous resources, and discusses the test methods for 
verifying FFR capability at different levels. Finally, it focuses on the ROCOF issues and on the 
robust performances of FFR.  

2 Normative references 

There are no normative references in this document. 

3 Terms, definitions and abbreviated terms 

3.1 Terms and definitions 

No terms and definitions are listed in this document.  

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.2 Abbreviated terms 

Abbreviated term Description 

AEMO Australian Energy Market Operator 

AGC automatic generation control 

BESS  battery energy storage systems 

BMS battery management system 

BPS bulk power system 
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Abbreviated term Description 

CLM composite load model 

CLOD complex load model 

DFIG doubly fed induction generator 

EFCC  enhanced frequency control capability 

EFR  enhanced frequency response 

ENTSO-E European Network of Transmission System Operators for 
Electricity 

ERCOT  Electric Reliability Council of Texas (US) 

FCR  frequency containment response 

FFR fast frequency response 

FLC frequency limit control 

IBFFR inertia-based FFR 

IBR inverter-based resources 

MPPT the maximum power point tracking 

NC RfG Network code on Requirements for Generators 

NERC North American Electric Reliability Council 

OPC over speed protection control 

PCS power conversion system  

PFR primary frequency response 

PMSG permanent magnet synchronous generator 

PMU phasor measurement units 

PSSE  Power System Simulator for Engineering 

PV photovoltaic 

RES renewable energy system  

ROCOF rate of change of frequency 

SFR system frequency response 

SIR synchronous inertial response 

SNSP system non-synchronous penetration 

SONI System Operator for Northern Ireland 

UFLS  under-frequency load shedding 

WECC Western Electricity Coordinating Council (US) 
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Abbreviated term Description 

WSCC  Western Systems Coordinating Council (US) 

WTG wind turbine generators 

 

4 Definition of fast frequency response (FFR) 

4.1 General 

In existing literature, there is no unified definition of fast frequency response, which seems 
sometimes to have different meanings depending on the context.  

The typical definitions from different organizations or authors are reviewed here. Some 
existing usage does not give a clear definition in certain cases; thus the meaning of FFR is 
speculated from the context. In this case the recommended definition of FFR from inverter-
based resources is given based on its impact mechanism on the system frequency. 

4.2 Existing usage of term FFR 

4.2.1 FFR in Australia and Texas 

4.2.1.1 General 

GE has prepared a report about FFR technology capabilities for the Australian Energy Market 
Operator (AEMO), in which a description of FFR is given [1]1. It is summarized as follows: 

• Broadly, FFR is the rapid injection of power or relief of loading that helps arrest the 
decline of system frequency during disturbances. 

• FFR is similar to PFR but acts much faster, providing power during the arresting phase, 
with the specific objective of providing arresting power before the frequency nadir. 

• FFR and PFR both help to arrest frequency and interact with inertia to determine the 
frequency nadir. FFR will also contribute to establishing the settling frequency if the FFR 
is sustained past the time of the nadir into the rebound period. 

• Both FFR and PFR are autonomous controls that act based on local conditions, that is, 
they respond to quantities like local frequency (or machine speed) that can be measured 
at, or very close to, the equipment providing the service. 

The definition of FFR that was approved in the Electric Reliability Council of Texas (ERCOT) 
NPPR 863 [2] as a new reserve service is shown below. 

The automatic self-deployment and provision by a resource of their obligated response within 
15 cycles after frequency meets or drops below a pre-set threshold, or a deployment in 
response to an ERCOT Verbal Dispatch Instruction (VDI) within 10 minutes.  

In general, this version of FFR is similar to PFR in function. The only difference between FFR 
and PFR is the response time. Figure 1 shows an example relationship between the three 
responses that was discussed in ERCOT.  

___________ 
1  Numbers in square brackets refer to the Bibliography. 

Full document details: PD IEC TR 63401-3:2023

http://www.avadocuments.com/doc/pd-iec-tr-63401-3-2023
http://www.avadocuments.com/doc/pd-iec-tr-63401-3-2023


 – 12 – IEC TR 63401-3:2023  IEC 2023 

 

a) SIR 

 

b) FFR 

 

c) PFR 

Figure 1 – Proposed response times by ERCOT as of 2014 

It can be recognized that the three responses can contribute to mitigate the frequency nadir 
when the frequency drop event occurs although the contribution levels are different. On the 
other hand, the secondary frequency response is highly unlikely to contribute to mitigate the 
frequency nadir because the delivered secondary frequency control signal is regularly 
updated or renewed every few seconds, e.g. 5 s. 

As seen from Figure 1, it is obvious that the initiating time of FFR is not zero. The response 
time of the fast frequency response consists of five elements and is summarized as Table 1. 

1) Measure – Measure and identify frequency deviation and fast frequency decrease. 
2) Identify – Identify the occurrence of severe event that involves FFR. 
3) Signal – Communicate action to be taken. 
4) Activate – Actuate the resource. 
5) Activate fully – Full response from the resource. 
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Table 1 – Frequency response times of FFR 

FFR option Measure and 
identify Signal Activate Activate fully 

Direct detection 
≤ 40 ms to 60 ms 

(approximately 2 to 3 
cycles) 

∼ 20 ms 

(approximately 
1 cycle) 

  

Detection with PMU 
∼ 40 ms to 60 ms 

(approximately 2 to 3 
cycles) 

∼ 20 ms 

(approximately 
1 cycle) 

  

Local frequency detection 
≥ 100 ms 

(approximately 5 to 6 
cycles) 

nil   

Wind turbine with IBFFR   
40 ms 

(approximately 
2 cycles) 

∼ 500 ms 

(approximately 
30 cycles) 

Lithium batteries, flow 
batteries, supercapacitor   

10 ms to 20 ms 

(approximately 
0,5 to 1 cycle) 

 

Lead-acid batteries   
40 ms 

(approximately 
2 cycles) 

 

Flywheels (non-inverter)   
≤ 4 ms 

(approximately 
instantaneously) 

 

Solar PV   
100 ms to 200 ms 

(approximately 
5 to 12 cycles) 

 

HVDC   
50 ms to 500 ms 

(approximately 
2,5 to 30 cycles) 

 

 

There are several FFR options which cannot do without external detection and signalling: 
wind turbines; lithium, flow and lead-acid batteries; flywheel energy storage systems (inverter-
interfaced); supercapacitor energy storage systems; solar photovoltaic (PV); and high-voltage 
DC (HVDC) transmission. Inertia-based FFR (IBFFR, also known as "synthetic inertia") from 
wind turbines can make a valuable contribution. 

There are several FFR options that detect, signal and actuate by themselves such as flywheel 
energy storage systems (non-inverter interfaced). 

There are several FFR options that signal and actuate such as load. 

In Figure 2, a simple illustration of the relationship between a frequency event and an FFR 
response is shown. 
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Figure 2 – Time elements of FFR 

At the beginning of the event (at 1 s), system frequency begins to drop at a ROCOF (as noted 
above) that is proportional to the size of the event, and inversely proportional to the system 
inertia. As the frequency drops until the event has been detected, actions requested from FFR 
resources respond by providing arresting energy to slow and stop the frequency decline. A 
primary objective is to ensure ROCOF is sufficiently reduced such that UFLS can operate 
successfully, so energy delivered before hitting UFLS (green shading) is most valuable. Even 
if UFLS occurs, FFR continues to arrest until the frequency nadir. This is the energy shaded 
in orange. After the frequency nadir, the FFR energy complements the restorative energy 
coming from the primary frequency response. This is shown in blue. As the figure suggests, 
speed is important to avoid UFLS. However, the power industry has not asked for response 
times that are as fast as the AEMO values in Table 1. Because of that, technologies will not 
have been optimized for speeds less than several hundreds of milliseconds in some cases. 
However, there will be modifications or trade-offs that could reduce response times 
significantly in some cases. For example, an aggressive response from lithium batteries will 
be at the expense of increased thermal stress on the battery cells, which could be mitigated 
by increased parasitic losses from increased cooling capacity, or will reduce lithium battery 
life expectancy in some cases. Rotating devices like flywheels and wind turbines will see 
higher torques, etc. 

4.2.1.2 The main challenge to achieve FFR 

The main challenge to achieve FFR is to quickly and accurately identify a severe event where 
the FFR is inseparable. Complicating this step is the fact that directly after an event, 
frequency varies spatially. So, while one part of the grid could perceive a severe event, 
another part of the grid will not. Additionally, triggering too much FFR will have adverse 
consequences in some cases. Triggered by local ROCOF measurement and triggered by 
direct event detection become two options that can be selected according to different 
conditions. 
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Another difficulty is that very fast measurements will misinterpret transients to a certain extent, 
switching operations or other actions that are not severe events as reasons to trigger. Risk of 
false triggering is mitigated by longer periods for measurement and identification, but this 
comes at the expense of FFR activation time. So, FFR response time is critical; however, a 
balance between making high fidelity decisions to act and speed is needed. Fortunately, it 
turns out that FFR needs to be fast but not incredibly fast. FFR needs to be started well 
before UFLS or the occurrence of the frequency nadir. Analysis presented suggests that total 
response times on the order of one quarter to one half second are sufficiently fast. It is non-
intuitive, but extremely fast FFR is less effective. If it is too fast, then it interferes with and 
stifles full PFR response. Part of the planning process can include fine-tuning the response 
time of FFR, thereby improving the efficacy of the FFR for critical conditions.  

4.2.1.3 Response trigger options 

There are two ways to detect the need to deploy FFR.  

1) Direct event detection – Detect the specific condition of the disruption (e.g. the relay 
action that results in losing AC link to main grid) and having a direct transfer trip scheme 
to inform the resource(s). This can be done quickly (on the order of a few cycles) but 
dedicated, fast communications are inseparable from it and it only addresses the specific 
contingencies within its design criteria (i.e. if something else causes a frequency event, 
the FFR won't trigger).  

2) Frequency and ROCOF detection – Detect the frequency deviation and high ROCOF. 
There are promising new technologies that claim to be able to do this very quickly. 
However, accuracy and, especially, false triggering will still be an issue when attempting 
to measure frequency and ROCOF very quickly after a major system fault in some cases. 
Further, this approach has the limitation of only being applicable to frequency events (and 
not, for example, excess interconnector loading that can cause an island to form or other 
problems to evolve).  

4.2.2 FFR and synthetic inertia in European Network of Transmission System 
Operators for Electricity (ENTSO-E) 

The ENTSO-E has published several documents related to FFR. It is summarized as follows. 

• The word "frequency response" is widely used in the published grid code on Requirements 
for Generators (RfG) [3], but RfG focuses on the performance requirement of the 
frequency response from a functional perspective rather than details on technical 
implementation to achieve the objectives. Based on the definitions in Article 2 in NC RfG, 
"frequency response insensitivity" means the inherent feature of the control system 
specified as the minimum magnitude of change in the frequency or input signal that results 
in a change of output power or output signal. It can be speculated that frequency response 
is more relevant to magnitude of change in the frequency than ROCOF. 

• RfG defines synthetic inertia as the facility provided by a power park module or HVDC 
system to replace the effect of inertia of a synchronous power generating module to a 
prescribed level of performance. It responds to ROCOF like true inertia inherently provided 
by synchronous generators [4]. 

• FFR is not defined as a specific term. It is described as the frequency response that 
delivers energy in the very first seconds after disturbance. Although FFR qualifies "replace 
the effect of inertia of a synchronous power generating module to a prescribed level of 
performance", it is still controversial to be termed as synthetic inertia because it 
emphasizes an active power block infeed rather than a power increase proportional to 
ROCOF. FFR will be an alternative or supplement of synthetic inertia as reaching the nadir 
is likely to take several seconds in some cases [5].  
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• In the Nordic synchronous area, fast frequency reserve is intended to be a fast, active 
power support, responding to a frequency deviation [5]. There are three different 
combinations for frequency activation level and maximum full activation time, that are 
equally efficient for FFR provision, and the FFR provider can freely choose the most 
suitable combination for each specific providing entity: 0,7 s maximum full activation time 
for the activation level 49,5 Hz; 1,0 s maximum full activation time for the activation level 
49,6 Hz; 1,3 s maximum full activation time for the activation level 49,7 Hz. 

In summary, fast frequency response generally refers to the fast active power support 
responding to frequency deviation, especially for the controlled contribution of electrical power 
from a unit which responds quickly to changes in frequency in order to counteract the effect of 
reduced inertial response. It can react proportionally to the deviation or inject power according 
to a pre-determined schedule. As a distinction, synthetic inertia is defined as the controlled 
contribution of electrical power from a unit that is proportional to the ROCOF at the terminals 
of the unit. 

Fast frequency response based on frequency deviation can significantly improve the minimum 
instantaneous frequency namely nadir. Careful investigation was done in order to ensure that 
these responses do not cause instability, overshoot or larger frequency deviations shifted in 
time as released power is restored to supporting units. For wind turbines, the implementation 
of the speed recovery has a large impact on the system response. The main focus is on the 
fast response. The duration of the delivery will be highly dependent on the source and other 
parameters. The duration will be coordinated with other frequency reserves installed in the 
system.  

In addition, the research presents a complete definition of synthetic inertia, which separates it 
from other fast frequency response [6]. 

The natural inertial response of a synchronous generator releases torque in direct proportion 
to the ROCOF it experiences. Generally, the synthetic inertial response therefore correspond 
to the controlled response from a generating unit to mimic the exchange of rotational energy 
from a synchronous machine with the power system. And the synthetic inertia is defined as 
the controlled contribution of electrical torque from a unit that is proportional to the ROCOF at 
the terminals of the unit. 

Synthetic inertia is related to the delivered electrical power in proportion to ROCOF. To 
decrease the absolute ROCOF of a system, the electrical power from the unit needs to be 
controlled in response to ROCOF. Simulation studies show that both synthetic inertia and fast 
frequency response based on frequency deviation can improve the minimum instantaneous 
frequency after a power imbalance disturbance. It has also been shown that fast frequency 
response based on frequency deviation can improve the normal operation frequency quality 
and reduce the absolute ROCOF, while synthetic inertia does not improve the normal 
operation frequency quality but only reduces the absolute ROCOF. 

4.2.3 FFR and synthetic inertia in EirGrid/SONI 

4.2.3.1 General 

The technology analysis [7] published by DNV GL indicates that all 13 fast frequency 
response (FFR) type technologies, listed by EirGrid-SONI, have the capability to help prevent 
high ROCOF events:  

1) synchronous compensators; 
2) reduction in the minimum MW generation; 
3) rotating stabilizers; 
4) pumped hydro; 
5) flexible thermal power plant; 
6) "parking"; 
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7) battery technology; 
8) CAES; 
9) flywheels; 
10) wind turbines; 
11) HVDC interconnector; 
12) demand side management (DSM); 
13) AC interconnectors. 

These FFR technologies provide two types of inertia delivery to the power system: 
synchronous and "synthetic" inertia. Technologies 1) to 6) are all based on synchronous 
rotating mass (inertia) and without converters; therefore, response is immediate without the 
need for ROCOF detection. The synthetic inertia FFR type devices have the potential to 
provide a power response to help prevent high ROCOF events. 

The basic differences between the two inertia types are also presented. 

4.2.3.2 Synchronous inertia 

Synchronous inertia is provided by all machines physically connected to the grid via its 
electromagnetic field, and therefore its prime-mover is directly connected. 

The electromagnetic connection, which naturally exists when using machines directly 
connected to the grid, without the electrical circuit being interrupted or separated by power 
electronics, can be explained as follows. 

• Motors: For a motor, the electrical energy induces a magnetic field in the stator (rotating 
field) and rotor (static field). The two magnetic fields interact, creating a rotational 
mechanical force. 

• Generators: For a generator this process is reversed. The machine is rotated by a 
mechanical force. The rotor (with its static magnetic field) induces a changing magnetic 
force in the stator which induces electrical energy. 

It is for this reason that the effects on the electrical network have a direct impact on the 
mechanical energy of such machines and vice versa. Thus when a system frequency event 
occurs, the machine will naturally react to the frequency changes in the electromagnetic field. 
This in turn results in the mechanical system reacting "instantaneously" and force changes as 
a result. The amount of power extracted or generated from the rotating mass of a 
synchronous machine is naturally controlled by the principles of inertia physics. The amount 
of energy delivered is proportional to the mass of the rotating shaft of the machine and its 
prime-mover and the change in frequency squared. 

4.2.3.3 Synthetic (non-synchronous) inertia  

With synthetic inertia, this direct electromagnetic connection between the grid and the 
machine does not exist. Machines that are connected by means of power electronics to the 
grid are therefore non-synchronous in principle. As a result, machines connected non-
synchronously through power electronics can only provide synthetic inertia in principle, but 
not synchronous inertia. 

The power electronic convertors are responsible for the electromagnetic separation between 
the machine and its prime-mover, and the grid. The power electronics act effectively as a 
buffer between the grid and the connected machine. Therefore, frequency changes in the grid 
do not directly affect the frequency of the machine connected and vice versa. 
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The reason for the use of power electronics is due to the mismatch in the form of energy 
between the grid and the machine. The mismatch exists due to frequency differences. This 
mismatch is one of the main reasons why a direct electromagnetic connection is not possible 
or not efficient. 

Synthetic inertia needs to be established through power electronic controls because of this 
lack of natural electromagnetic connection and thus response between grid and the machine. 
However, the power electronics can be used to subtract energy from or add energy to the 
connected machine. 

Take HVDC as an example, as HVDC interconnectors do not explicitly encompass energy 
storage, and as a result, they are not inherently capable of providing inertia replacement by 
themselves. They are, however, capable of regulating their power in response to the network 
frequency at one of the two endpoints. At that endpoint, the interconnector is capable of 
providing inertia compensation, while at the other endpoint, the interconnector acts like an 
irregular load, placing part of that demand on the other network's inertia. Furthermore, 
although HVDC does not explicitly have storage, it is possible to use the DC capacitors to 
draw short bursts of energy, like other capacitor-based storage technologies. 

From that point, any form of fast controlled response can then be termed as fast frequency 
response. To clarify, synthetic inertial response is also a subset of fast frequency response 
which contains different responses based on frequency and ROCOF. 

4.2.4 The enhanced frequency response and enhanced frequency control capability 
in the UK 

The UK is committed to designing new frequency response balancing service to maintain 
system frequency stability. There are two main projects – enhanced frequency response (EFR) 
and enhanced frequency control capability (EFCC), aiming to achieve the FFR target [8], [9].  

• The scope of EFR is to achieve 100 % active power output within one second or less when 
registering a frequency deviation. 

• The EFCC project aims to provide a faster coordinated response time (target time of 0,5 s) 
primarily from inverter-based technologies operating in low inertia systems. In this project, 
ROCOF-based frequency response is proposed to achieve faster response speed instead 
of that responding to a deviation in frequency.   

The FFR is a general concept for frequency response scheme that can be triggered within 1 s. 
The ROCOF-based frequency response is one of the means to achieve FFR, so as the regular 
way of responding to a deviation in frequency. 

4.2.5 FFR in North American Electric Reliability Council (NERC) and North America 

Fast frequency response: power injected to (or absorbed from) the grid in response to 
changes in measured or observed frequency during the arresting phase of a frequency 
excursion event to improve the frequency nadir or initial rate-of-change of frequency [10]. 

4.3 Definition of FFR given by CIGRE JWG C2/C4.41 

In the technical brochure 'Impact of High Penetration of Inverter-based Generation on System 
Inertia of Networks' published by CIGRE JWG C2/C4.41 [11], FFR is defined as: 

Local and autonomous change in active power from a resource (load, generation storage) to 
reduce initial rate of change of frequency (ROCOF) after a sudden generation or load loss and 
allow sufficient time for frequency containment response (FCR) to be deployed. Requirements 
for response time differ in different systems but typically this is a step or proportional 
response to a preset frequency trigger or a ROCOF trigger with full response expected 
between 0,25 s and 2 s once the trigger is reached.  
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4.4 Recommended definition of fast frequency response (FFR) 

4.4.1 Clear definition 

Internationally the term FFR has a wide range of interpretations based on its applications in 
different grids. The recommended definition of FFR from inverter-based resources is given 
based on its impact mechanism on the system frequency. The distinction between the concept 
of FFR from inverter-based resources and PFR is clarified from the perspective of the impact 
mechanism on system frequency.  

Definition: Fast frequency response from inverter-based resources is the controlled 
contribution of active electric power from a generating unit or power plant which responds 
quickly to the changes in frequency that includes ROCOF and frequency deviation, in order to 
relieve the torque imbalance of synchronous generators by increasing or subtracting the 
active electric power injection to the power system, which contributes to arrest the frequency 
change and settle frequency indirectly. It was noted that system frequency is directly 
determined mainly by the rotation speeds of synchronous generators in power system.  

This definition focuses on the performance requirements more than the details of the technical 
implementation to achieve the objectives. In this way, any form of fast controlled response 
can be termed as FFR. To clarify, synthetic inertia response is also a subset of FFR. 

The significant characteristics are emphasized as follows: 

• contribution to (controlled) electrical power from various sources, instead of contribution to 
mechanical power of synchronous generators like PFR; 

• fast acting response, the response time is faster than PFR and is especially critical under 
low inertia conditions; 

• collection of a variety of controlled responses from inverter-based resources, such as 
ROCOF-based FFR responding to ROCOF (i.e. synthetic inertia response), deviation-
based FFR responding to frequency derivation, fast power injection triggered by event 
detection, etc. 

4.4.2 Impact mechanism on system frequency  

The impact mechanism on system frequency by inverter-based resources with FFR function is 
shown in Figure 3. To simplify the analysis, the frequency response from load is not 
considered here. 

It turns out that both the high ROCOF and low frequency nadir are mitigated with FFR, as 
shown in Figure 3 a). 

It is worth reiterating the note that the control objective of FFR from inverter-based resources 
is the electrical power injected into the system which is intended to counteract part of the 
power imbalance acting on the synchronous generators.  

FFR achieves the same effect of reducing the imbalance between mechanical power and 
electrical power acting on the rotor of synchronous generator as PFR, while on different sides. 
As a distinction, FFR indirectly affects the electrical power acting on the synchronous 
generator, while PFR directly affects the mechanical power acting on the synchronous 
generator, as shown in Figure 3 b). 

It was noted that the functional orientation of FFR is an alternative or supplement to PFR to 
help prevent rapid frequency decline, avoiding under-frequency load shedding. It can be 
designed to withdraw after the frequency nadir. Generally, this was done slowly enough to 
make sure that the frequency doesn't drop again, as shown in Figure 3 c). 
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(a) system frequency; 

 

(b) mechanical power and electrical power of the synchronous generators; 

 

(c) Electrical power of inverter-based resources due to FFR. 

 

 

Figure 3 – Impact mechanism on system frequency by FFR 

4.5 Description of the relationship among synchronous inertia response, fast 
frequency response, and primary frequency response 

4.5.1 Relationship between synchronous inertia response and fast frequency 
response 

Synchronous inertia response is the inherent response to an imbalanced torque acting on the 
turbine of synchronous generation ROCOF, enabling enough time for primary frequency 
response to arrest frequency. The bulk of inertia in power systems is made up of rotating 
masses in synchronous generators. A momentary imbalance between consumed and 
produced power results in a change of system frequency where kinetic energy is stored or 
released in rotating masses in the system.  

Fast frequency response is the controlled contribution of electrical power from a unit which 
responds quickly to changes in frequency. It includes the synthetic inertia response, as well 
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as primary frequency response, as long as it belongs to a fast-acting response: the time from 
frequency meeting a threshold to full response from the resource is within about 0,5 s. 

It is this instantaneous response that distinguishes inertia from fast frequency response (FFR). 
ROCOF-based FFR (also termed synthetic inertia or inertia-based fast frequency response) is 
referred to as the contribution of additional electrical power from a source which does not 
inherently release energy as its terminal frequency varies, but mimics the release of kinetic 
energy from a rotating mass. Since non-synchronously connected generation units, such as 
modern wind turbine generators, are connected via power converters, their rotational speed is 
isolated from the system frequency. They do not therefore, deliver a natural inertial response 
and do not contribute to the inertia of the system. But with certain control strategies, the 
inverter-interfaced sources can mimic the release of kinetic energy from a rotating mass. 

Both natural synchronous inertia from the synchronous generators and the synthetic inertia 
from the inverter-interfaced sources with certain control strategies provide an electrical power 
which is proportional to the rate of change of frequency (ROCOF) and resists changes in 
frequency.  

4.5.2 Relationship between fast frequency response and primary frequency response 

Fast frequency response is the contribution of controlled electrical power from a IBR unit 
which responds quickly to changes in frequency, to reduce the sudden variation of electrical 
power from the synchronous generators by injecting electrical power from the IBR unit into 
grid, which contributes to arrest and settle frequency indirectly. It includes the synthetic inertia 
response (ROCOF-based FFR), as well as the primary frequency response, as long as it 
belongs to a fast-acting response: the time from frequency meeting a threshold to full 
response from the resource is within about 0,5 s. 

Primary frequency response is the action to arrest and stabilize frequency in response to 
frequency deviation. Primary frequency response comes from generator governor response, 
load response (motors) and other devices that provide immediate response based on local 
(device-level) measurement and control. Generator governor response is within 0 s to 10 s. 
Generator turbine governors either mechanically or electronically control the primary control 
valves to the turbine. Steam, water or fuel is what is regulated. Inverter-interfaced power 
sources response can be quite fast, active time is within 0,5 s, belonging to the category of 
fast frequency response. 

4.5.3 Relationship between synchronous inertia response and primary frequency 
response 

Conventional synchronous inertia response is the inherent response to an imbalanced torque 
exerted on the turbine of synchronous generation, enabling enough time for primary frequency 
response to arrest frequency. Synchronous inertia response comes from generator turbine 
rotational kinetic energy and acts simultaneously to frequency changes with no delay. When a 
large generating unit is abruptly lost, load exceeds generation, causing an imbalance between 
the electromagnetic and mechanical torque acting on the synchronous generator rotors. The 
combined inertia of the generator and prime mover is decelerated by the imbalance in the 
applied torque following the rotor equation of motion, which reflects in the system 
performance as system frequency drops. In the perspective of control theory, the synchronous 
inertia response is like some kind of differential feed-back control. 

Primary frequency response is the action to arrest and stabilize frequency in response to 
frequency deviation. Primary frequency response comes from generator governor response, 
load response (motors) and other devices that provide immediate response based on their 
local (device-level) measurement and control. In the perspective of control theory, the primary 
frequency response is like some kind of proportional feed-back control. 
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5 System needs and conditions where fast frequency response is warranted 

5.1 Higher ROCOF and lower nadir 

5.1.1 General 

When a large generating unit is abruptly lost, load exceeds generation, so the frequency 
drops. The speed of the initial decline is related to the number of conventional synchronous 
generators in the system. More generators mean more inertia, which retards the frequency 
decline. At several seconds, the frequency nadir or minimum is reached. Frequency nadir is 
one measure of a system's frequency stability; generally, it was above the highest level of 
under-frequency load shedding (UFLS). Within several time delays after the frequency meets 
or drops below a pre-set threshold, the generators with governor controls have begun to act to 
increase power output, and thus the system frequency begins to recover at the point of time 
when load equals generation. The typical frequency response to a large generation trip is 
shown in Figure 4. 

 

Figure 4 – System frequency in response to a large generation trip 

System frequency is naturally determined by the rotating speed of the synchronous 
generators connected to the grid. As for a synchronous generator in the system, the 
electromagnetic torque acting on the rotor exceeds the mechanical torque immediately, 
slowing down the rotating speed of rotor. The inertia, which is one of the inherent physical 
characteristics, provides synchronous inertial response (SIR) to retard the frequency decline. 
When the speed deviation exceeds the pre-set dead band, the governor automatic control 
system provides primary frequency response (PFR) to increase mechanical torque, arresting 
and restoring the rotating speed of rotor after a period of time. As reflected in the system's 
electrical parameters, the frequency of voltage and current changes along with the rotating 
speed of the generators, declining in the first few seconds and rebounding after the nadir. 

Frequency nadir is an important index as the UFLS is triggered by the set value of frequency. 
The initial rate of change of frequency (ROCOF) also can not exceed the maximum withstand 
capability of power generation units and demand to avoid disconnection. SIR and PFR are two 
key elements: Inertia decides how fast frequency falls immediately following the disturbance. 
PFR decides how much the frequency steady-state deviation is. They are both involved in the 
dynamic frequency response and affect the frequency nadir. 
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5.1.2 Higher ROCOF 

The time derivative of the power system frequency (df/dt) is defined as ROCOF. It is a 
measure of how rapidly the system frequency declines or increases.  

The initial ROCOF is decided by the system inertia and size of the power imbalance. The 
initial ROCOF is calculated as the following equation: 

 0
sys sys0
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df P f
dt H S+

∆
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where f is the instantaneous frequency in Hz, t is the time in seconds, Hsys is the per unit 
system inertia constant, ∆P is the unbalanced power in MW, Ssys is the system load capacity 
in MW, f0 is the system rated frequency in Hz, 0+ represents the very beginning post-
disturbance state at the time when disturbance occurs. 

This quantity is conventionally of minor relevance for systems with generation mainly based 
on synchronous generators because the inertia which inherently counteracts power imbalance 
is large enough to limit ROCOF. 

In comparison to the synchronously connected rotating machines, the inverter-based 
resources like wind turbines with rotating rotors cannot directly affect the frequency since the 
kinetic energy of the wind turbine is on the DC side and is released indirectly to the AC 
system due to the converter. For doubly fed induction generators, which have AC connection 
to the system, the physical inertia is also negligible compared to the rotational inertia of 
synchronous generators.  

Inertia retards the frequency decline by injecting kinetic energy from the synchronously 
rotating devices into the system during the power imbalance. The system inertia constant Hsys 
is mainly contributed from synchronously connected rotating generators as the following 
equation: 
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where Ssys is the MW system load capacity, Hi
SG is the per unit inertia constant of the i-th 

synchronously connected rotating generator, Si
SG is the MVA rating capacity of the i-th 

synchronously connected rotating generator,HSG is the average per unit inertia constant of 
the synchronously connected rotating generators.  

From Formula (2), the system inertia is proportional to the proportion of total capacity of 
conventional synchronous generators in the total capacity of the whole system. Therefore, 
generally, more synchronous generators mean more inertia. Typically the per unit inertia Hi

SG 
for a large unit is on the order of 3 s to 6 s and varies according to the generation profile.  
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