PD IEC/TR 80001-2-1:2012

BSI Standards Publication

Application of risk
management for IT-networks
incorporating medical devices

Part 2-1: Step-by-step risk management
of medical [T-networks —

Practical applications and examples

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

raising standards worldwide" oM « Pl -

Full document details: PD IEC/TR 80001-2-1:2012


http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012

PD IEC/TR 80001-2-1:2012

Full document details: PD IEC/TR 80001-2-1:2012

BRITISH STANDARD

National foreword

This Published Document is the UK implementation of
IEC/TR 80001-2-1:2012.

The UK participation in its preparation was entrusted by Technical Committee
CH/62, Electrical Equipment in Medical Practice, to Subcommittee CH/62/1,
Common aspects of Electrical Equipment used in Medical Practice.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2012.
Published by BSI Standards Limited 2012.
ISBN 978 0 580 75099 1

ICS 11.040.01; 35.240.80

Compliance with a British Standard cannot confer immunity
from legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2012.

Amendments issued since publication

Amd. No. Date Text affected

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012

PD IEC/TR 80001-2-1:2012

IEC/TR 80001-2-1

Edition 1.0 2012-07

TECHNICAL
REPORT

colour
inside

Application of risk management for IT-networks incorporating medical devices —
Part 2-1: Step-by-step risk management of medical IT-networks — Practical
applications and examples

INTERNATIONAL
ELECTROTECHNICAL

COMMISSION PRICE CODE X B

ICS 11.040.01; 35.240.80 ISBN 978-2-83220-201-2

Warning! Make sure that you obtained this publication from an authorized distributor.
Documents

Document Sharing Hub

Full document details: PD IEC/TR 80001-2-1:2012


http://dx.doi.org/10.3403/30244875U
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012

PD IEC/TR 80001-2-1:2012

-2- TR 80001-2-1 © IEC:2012(E)
CONTENTS
FOREWORD ...ttt et ettt e e et e e e e ean 5
LN I 75 16 L@ N 1 7
S T o7 0 o 1= P 8
2 NOIMaAtiVe T EIENCES e e 8
3 Terms and definitioNs ... . 8
N e (Y=o LU ST (TP, 14
5 Study of terms used iN RISK MANAGEMENT ... cuuiutttt et et ee e e e e e e e e e e e e e e e e e e eenaennas 14
STt O O 1 Y Y 14
B2 HAZARD S ...t anas 15
5.3 HAZARDOUS SITUATIONS ...uitieitetteete et et e e e e e e e e e e e e e e e e e e e e e e e eean s 15
5.4 Foreseeable sequences of events and CaUSES.........ccouviiiiiiiiiiiiiii e, 16
5.5 UNINTENDED CONSEQUENCE ...cuuiituiiieiteite et et e e et et e et e e e et e e e et e e e et e et e e eean s 16
5.6 RISK CONTROL measures (mitigations) .........oooiiiiiii e 17
N A B =T o | Y= TS o) 17
5.8  CheCKiNG WOTdiNG ... o ittt 18
L I 1T =3 =T o 1< 18
6.1 Overview Of the StePS .o 18
6.2 A basic example using the 10 StepPS.. ..o 19
B.2.1  GENEIAl i 19
6.2.2 Initial RISK — Steps 1 = 5 (FIQUIre 2) ..o 19
6.2.3 RISK CONTROL and final RISK — Steps 6 — 10 (Figure 3) .......ccoevviiiiiiniinenns, 20
7 IEC 80001-1:2010, Clause 4.4: Step DY StEP ...ceviveieeeiieieee e 23
A0 T © 1= = - | P 23
7.2 Application of Subclause 4.4.1: Document all RISK MANAGEMENT elements ............. 23
7.3 Note about RISK EVALUATION ...uiuiiiieiieiieii et e ettt e e e e e e et e e e eanes 23
T4  The 10-SteP PROCESS ..ttt e et et et e e e e e e e et et e e e e enaeens 23
7.4.1 STEP 1: Identify HAZARDS and HAZARDOUS SITUATIONS .......oceuuvirneiineiinaannnnen 23
7.4.2 STEP 2: Identify causes and resulting HAZARDOUS SITUATIONS.................... 24
7.4.3 STEP 3: Determine UNINTENDED CONSEQUENCES and estimate the
potential SEVErties ... ..o 25
7.4.4 STEP 4: Estimate the probability of UNINTENDED CONSEQUENCE.................. 25
7.4.5 STEP 5: Evaluate RISK. ..ot 26
7.4.6 STEP 6: Identify and document proposed RISK CONTROL measures
and re-evaluate RISK (return to Step 3) ..o 27
7.4.7 STEP 7: Implement RISK CONTROL MEASUIES ......cvuuirniiiineineeneeneenaenannenneenns 28
7.4.8 STEP 8: Verify RISK CONTROL MEASUIES .....iuuiiniiineeiiaeiieeiieeiiaeeiaeenaeeiaenns 29
7.4.9 STEP 9: Evaluate any new RISKS arising from RISK CONTROL ...................... 30
7.5 The steps and their relationship to JEC 80001-1 and |SO 14971..........ccevvivvneee.... 30
8  Practical EXamPles ..o e 31
Tt I 7= o 1Y = 31
8.2 Example 1: Wireless PATIENT monitoring during PATIENT transport ...............cceeee. 32
8.2.1 Full description of context..... ..o 32
8.2.2 Description of network under analysis..........ccoooiiiiiiiii 32
8.2.3  The 10 S P S cuuiiiiiiii it e 32
8.3 Example 2: Remote ICU / Distance medicine...........ccooiiiiiiiiiiiiii. Docuﬁ’ients

Document Sharing Hub

Full document details: PD IEC/TR 80001-2-1:2012


http://dx.doi.org/10.3403/30157836
http://dx.doi.org/10.3403/30157836U
http://dx.doi.org/10.3403/30091423U
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012

PD IEC/TR 80001-2-1:2012

TR 80001-2-1 © IEC:2012(E) -3-
8.3.1 Full description of context..... ..o 35
8.3.2 Description of network under analysis...........ccoviiiiiiiiiiiii e 35
8.3.3  The 10 S P S cuuiiiiii i e 35
8.4 Example 3: Post Anaesthesia Care Unit (PACU) .....oooiiiiiiiiiiiiiicce e 38
8.4.1 Full description of CONteXt.....ccouiiniiiiii e, 38
8.4.2 Description of network under analysis..........ccoooiiiiiiiiiii 38
8.4.3  The 10 SO P S cuuiiiiiiii i e 39
8.5 Example 4: Ultrasound —Operating system (OS) vulnerability ...........c...ccooiiiinn. 44
8.5.1 Full description of context. ... ..o 44
8.5.2 Description of network under analysis...........ccooieiiiiiiiiiiiie 44
8.5.3  The 10 S PS ceuiiiiii i e 44
Annex A (informative) Common HAZARDS, HAZARDOUS SITUATIONS, and causes to
CcONSIder iN MEDICAL [T-NETWORKS. ...ttt ettt e ettt e e et e e e et et ea e eens 48
Annex B (informative) List of questions to consider when identifying HAZARDs of the
MEDICAL IToNETWORK .. etueitieiteite et et et e e e e e e e e e et e et e et e et e e et ee et e e et s e et e e et se et ae et ae et eesaeeaaeenns 52
Annex C (informative) Layers of MEDICAL IT-NETWORKS where errors can be found............... 53
Annex D (informative) Probability, severity, and RISK acceptability scales used in the
examples in this teChniCal FePOIt .. ..o e 56
Annex E (informative) MONITORING RISK mitigation effectiveness.............ccoooiiiiiiinn. 59
Annex F (informative) RISK ANALYZING small changes in @ MEDICAL IT-NETWORK.................... 62
Annex G (informative) Example of Change Window FOorm ...........ccooiiiiiiiiiiiiiiiee e 63
Annex H (informative) Template for eXamples........ccooiiiiiii e 64
Bl O g AP Y e 66

Figure 1 — Basic flow of concepts from HAZARD to HAZARDOUS SITUATION to UNINTENDED

L0 N £ =T T =1 o N 15
Figure 2 — Steps 1 — 5: HAZARD identification through RISK EVALUATION .........ccccvvvniiniiniinennnnn. 20
Figure 3 — Steps 6 — 10: RISK CONTROL measures through overall RESIDUAL RISK................... 21
Figure 4 — Sample summary RISK ASSESSMENT register format.............coooiiiii, 22
Figure 5 — Relation of CAUSE 10 HARM .......iiiiiiii e e 26
Figure 6 — Schematic of the post anaesthesia care unit (PACU).........cooiiiiiiiiiiiiiiiee, 39
Figure 7 — Example of the use of colour coding cables............ccoiiiiiiiiiii e 42
Figure 8 — Sample summary RISK ASSESSMENT register for the PACU example...................... 43
Figure D.1 — Application of STEPs 5 and 6 with 3 levels of RISK acceptability ....................... 58
Figure F.1 — Overview of RISK ANALYZING small changes in @ MEDICAL IT-NETWORK ................ 62

Table 1 — Relationship of KEY PROPERTIES, SAFETY, EFFECTIVENESS and DATA AND
SYSTEMS SECURITY with associated UNINTENDED CONSEQUENCE as used in this technical

1= Y0 PP 17
Table 2 — Methods for checking accurate and appropriate wording of causes,

HAZARDOUS SITUATIONS, and UNINTENDED CONSEQUENCES ......utiuuiiuiiineiieeineetieeiieeiieeeieeaieeens 18
Table 3 — Relationship between this technical report, JEC 80001-1:2010 and

ISO 1497 1:2007] ..ottt 31
Table A.1 — HAZARDS related to potential required network characteristics ..................o.oooi. 50
Table A.2 — Relationship between HAZARDS, foreseeable sequences, and causes................. 50

Table A.3 — Relationship between HAZARDS, causes, foreseeable sequences, and
HAZARDOUS SITUATIONS ...ttt ettt e et e et e e e e e e e e e e e e e e e e e e e et e e e e e eaaeeeanaeaess] Docuﬁients

Document Sharing Hub

Full document details: PD IEC/TR 80001-2-1:2012


http://dx.doi.org/10.3403/30157836
http://dx.doi.org/10.3403/30091423
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012

PD IEC/TR 80001-2-1:2012

-4 - TR 80001-2-1 © IEC:2012(E)

Table C.1 — Layers of an MEDICAL IT-NETWORK ....cuutuuiunieaiee e e e e e e e e e e e e eneees 53

Table C.2 — Example of the layers of an MEDICAL IT-NETWORK ........ccuiiuiiiiieieieieeeeieeaennnens 55

Table D.1 — Probability scales used in the examples in this technical report ......................... 56

Table D.2 — SEVEIritY SCAIES ...t 56

Table D.3 — RISK l@Vel MatriX ... e 57
Documents

Document Sharing Hub

Full document details: PD IEC/TR 80001-2-1:2012


http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012
http://www.avadocuments.com/doc/pd-iec-tr-80001-2-1-2012

PD IEC/TR 80001-2-1:2012
TR 80001-2-1 © IEC:2012(E) -5-

INTERNATIONAL ELECTROTECHNICAL COMMISSION

APPLICATION OF RISK MANAGEMENT FOR
IT-NETWORKS INCORPORATING MEDICAL DEVICES -

Part 2-1: Step-by-step risk management of medical IT-networks —
Practical applications and examples

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. However, a
technical committee may propose the publication of a technical report when it has collected
data of a different kind from that which is normally published as an International Standard, for
example "state of the art".

IEC 80001-2-1, which is a technical report, has been prepared by a Joint Working Group of
subcommittee 62A: Common aspects of electrical equipment used in medical practice, of IEC
technical committee 62: Electrical equipment in medical practice and ISO technical committee
215: Health informatics.
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The text of this technical report is based on the following documents:

Enquiry draft Report on voting
62A/782/DTR 62A/803/RVC

Full information on the voting for the approval of this technical report can be found in the
report on voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

Terms used throughout this technical report that have been defined in Clause 3 appear in
SMALL CAPITALS.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data
related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
* amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

This technical report is a step-by-step guide to help in the application of RISK MANAGEMENT
when creating or changing a MEDICAL IT-NETWORK. It provides easy to apply steps, examples,
and information helping in the identification and control of RISKS. All relevant requirements in
IEC 80001-1:2010 are addressed and links to other clauses and subclauses of
are addressed where appropriate (e.g. handover to release management and monitoring).

This technical report focuses on practical RISK MANAGEMENT. It is not intended to provide a full
outline or explanation of all requirements that are satisfactorily covered by |[EC 80001-1.

This step-by-step guidance follows a 10-step PROCESS that follows subclause 4.4 of
IEC 80001-1:2010, which specifically addresses RISK ANALYSIS, RISK EVALUATION and RISK
CONTROL. These activities are embedded within the full life cycle RISK MANAGEMENT PROCESS.
They can never be the first step, as RISK MANAGEMENT follows the general PROCESS model
which sets planning before any action.

For the purpose of this technical report, “prerequisites” as stated in subclause 1.3 are
considered to be in place before execution of the 10 steps. Also, it is well understood that all
steps outlined in this technical report should have been performed before any new MEDICAL IT-
NETWORK can go live or before proceeding with a change to an existing MEDICAL IT-NETWORK.
It is emphasized that subclause 4.5 of |[EC 80001-1:2010 “CHANGE RELEASE MANAGEMENT and
CONFIGURATION MANAGEMENT” explicitly includes and applies to new MEDICAL IT-NETWORKS, as
well as changes to existing networks.

This technical report will be useful to those responsible for or part of a team executing RISK
MANAGEMENT when changing or creating (as the ultimate change) a MEDICAL IT-NETWORK.
MEDICAL DEVICES in the context of IEC 80001 refer to those MEDICAL DEVICES that connect to a
network.
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APPLICATION OF RISK MANAGEMENT FOR
IT-NETWORKS INCORPORATING MEDICAL DEVICES -

Part 2-1: Step-by-step risk management of medical IT-networks —
Practical applications and examples

1 Scope

This technical report provides step-by-step information to aid RESPONSIBLE ORGANIZATIONS in
implementation of the RISK MANAGEMENT PROCESS required by IEC 80001-1. Specifically, it
details the steps involved in executing subclause 4.4 of |JEC 80001-1:201( and provides
guidance in the form of a study of RISK MANAGEMENT terms, RISK MANAGEMENT steps, an
explanation of each step, step-by-step examples, templates, and lists of HAZARDS and causes
to consider.

The steps outlined within this technical report are considered to be universally applicable.
Application of these steps can be scaled as described within this document.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 80001-1:2010, Application of risk management for IT-networks incorporating medical
devices — Part 1: Roles, responsibilities and activities

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

CHANGE PERMIT

an outcome of the RISK MANAGEMENT PROCESS consisting of a document that allows a specified
change or type of change without further RISK MANAGEMENT activities subject to specified
constraints

[SOURCE: |[EC 80001-1:201d, definition 2.3]

3.2

CHANGE RELEASE MANAGEMENT

PROCESS that ensures that all changes to the IT-NETWORK are assessed, approved,
implemented and reviewed in a controlled manner and that changes are delivered, distributed,
and tracked, leading to release of the change in a controlled manner with appropriate input
and output with CONFIGURATION MANAGEMENT

[SOURCE: |[EC 80001-1:201d, definition 2.2]
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3.3

CONFIGURATION MANAGEMENT

PROCESS that ensures that configuration information of components and the IT-NETWORK are
defined and maintained in an accurate and controlled manner, and provides a mechanism for
identifying, controlling and tracking versions of the IT-NETWORK

[SOURCE: |[EC 80001-1:201d, definition 2.4]

3.4

DATA AND SYSTEMS SECURITY

operational state of a MEDICAL IT-NETWORK in which information assets (data and systems) are
reasonably protected from degradation of confidentiality, integrity, and availability

[SOURCE: |EC 80001-1:2010, definition 2.5, modified — two notes integral to understanding
the scope of the definition in the original document have been deleted.]

3.5
EFFECTIVENESS
ability to produce the intended result for the PATIENT and the RESPONSIBLE ORGANIZATION

[SOURCE: |[EC 80001-1:2010, definition 2.6]

3.6

ELECTROMAGNETIC INTERFERENCE

EMI

any electromagnetic phenomenon that may degrade the performance of a device, equipment,
or system

[SOURCE: IEC 60601-1-2:2007, definition 3.5, modified — the term has been changed, an
abbreviation added and the note to the original definition removed.]

3.7

EVENT MANAGEMENT

PROCESS that ensures that all events that can or might negatively impact the operation of the
IT-NETWORK are captured, assessed, and managed in a controlled manner

[SOURCE: |[EC 80001-1:201d, definition 2.7]

3.8

HARM

physical injury or damage to the health of people, or damage to property or the environment,
or reduction in EFFECTIVENESS, or breach of DATA AND SYSTEMS SECURITY

[SOURCE: |[EC 80001-1:2010, definition 2.8]

3.9
HAZARD
potential source of HARM

[SOURCE: |[EC 80001-1:2010, definition 2.9]

3.10

HAZARDOUS SITUATION

circumstance in which people, property, or the environment are exposed to one or more
HAZARD(S)

[SOURCE: |SO 14971:2007, definition 2.4]
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3.1
HEALTH DATA
PRIVATE DATA that indicates physical or mental health

Note 1 to entry: This generically defines PRIVATE DATA and its subset, HEALTH DATA, within this document to permit
users of this document to adapt it easily to different privacy compliance laws and regulations. For example, in
Europe, the requirements might be taken and references changed to “Personal Data” and “Sensitive Data”; in the
USA, HEALTH DATA might be changed to “Protected Health Information (PHI)” while making adjustments to text as
necessary.

[SOURCE: IEC 80001-2-2:2012, definition 3.7]

3.12

INTENDED USE

use for which a product, PROCESS or service is intended according to the specifications,
instructions and information provided by the MANUFACTURER

[SOURCE: JEC 80001-1:201(d, definition 2.10]

3.13
INTEROPERABILITY
property permitting diverse systems or components to work together for a specified purpose

[SOURCE: JEC 80001-1:201(, definition 2.11]

3.14

INFORMATION TECHNOLOGY

IT

technology (computer systems, networks, software) used to PROCESS, store, acquire and
distribute information

3.15

IT-NETWORK

INFORMATION TECHNOLOGY NETWORK

system or systems composed of communicating nodes and transmission links to provide
physically linked or wireless transmission between two or more specified communication
nodes

[SOURCE: JEC 80001-1:201d, definition 2.12, modified — the two notes to the original
definition have not been retained.]

3.16

KEY PROPERTIES

three RISK managed characteristics (SAFETY, EFFECTIVENESS, and DATA AND SYSTEMS SECURITY)
of MEDICAL IT-NETWORKS

[SOURCE: JEC 80001-1:201(, definition 2.13]

3.17

LOCAL AREA NETWORK

LAN

computer network covering a small physical area, such as a home or office, or small group of
buildings, such as a school or an airport

3.18

MANUFACTURER

natural or legal person with responsibility for the design, manufacture, packaging, or labelling

of a MEDICAL DEVICE, assembling a system, or adapting a medical device before it is placed on

the market or put into service, regardless of whether these operations are carried Qut by that
person or on that person's behalf by a third party ocuments
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[SOURCE: |SO 14971:2007, definition 2.8, modified — Note 1 to the original definition, which
provides pertinent information, has not been retained.]

3.19

MEDICAL DEVICE

any instrument, apparatus, implement, machine, appliance, implant, in vitro reagent or
calibrator, software, material or other similar or related article:

a) intended by the MANUFACTURER to be used, alone or in combination, for human beings for
one or more of the specific purpose(s) of:

— diagnosis, prevention, monitoring, treatment or alleviation of disease,
— diagnosis, monitoring, treatment, alleviation of or compensation for an injury,

— investigation, replacement, modification, or support of the anatomy or of a
physiological PROCESS,

— supporting or sustaining life,
— control of conception,
— disinfection of MEDICAL DEVICES,

— providing information for medical or diagnostic purposes by means of in vitro
examination of specimens derived from the human body; and

b) which does not achieve its primary intended action in or on the human body by
pharmacological, immunological or metabolic means, but which may be assisted in its
intended function by such means.

Note 1 to entry: The definition of a device for in vitro examination includes, for example, reagents, calibrators,
sample collection and storage devices, control materials, and related instruments or apparatus. The information
provided by such an in vitro diagnostic device may be for diagnostic, monitoring or compatibility purposes. In some
jurisdictions, some in vitro diagnostic devices, including reagents and the like, may be covered by separate
regulations.

Note 2 to entry: Products which may be considered to be medical devices in some jurisdictions but for which there
is not yet a harmonized approach, are:

— aids for disabled/handicapped people;

— devices for the treatment/diagnosis of diseases and injuries in animals;
— accessories for medical devices (see Note 3 to entry);

— disinfection substances;

— devices incorporating animal and human tissues which may meet the requirements of the above definition but
are subject to different controls.

Note 3 to entry: Accessories intended specifically by MANUFACTURERS to be used together with a ‘parent’ medical
device to enable that medical device to achieve its intended purpose should be subject to the same GHTF
procedures as apply to the medical device itself. For example, an accessory will be classified as though it is a
medical device in its own right. This may result in the accessory having a different classification than the ‘parent’
device.

Note 4 to entry: Components to medical devices are generally controlled through the MANUFACTURER’S quality
management system and the conformity assessment procedures for the device. In some jurisdictions, components
are included in the definition of a ‘medical device’.

[SOURCE: |[EC 80001-1:201d, definition 2.14]

3.20
MEDICAL IT-NETWORK
IT-NETWORK that incorporates at least one MEDICAL DEVICE

[SOURCE: JEC 80001-1:201(, definition 2.16]

3.21

MONITORING

on-going review of all RISK MANAGEMENT activities and RISK CONTROL options that were put in
place to achieve acceptable RISK in the use of MEDICAL IT-NETWORK(S).
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3.22
OPERATOR
person handling equipment

[SOURCE: JEC 80001-1:201(, definition 2.18]

3.23
PATIENT
individual awaiting or under medical care and treatment

3.24
PROCESS
set of interrelated or interacting activities which transforms inputs into outputs

[SOURCE: JEC 80001-1:201(d, definition 2.19]

3.25

QUALITY OF SERVICE

QoS

the capability or means of providing differentiated levels of networking performance in terms
of traffic engineering (packet delay, loss, jitter, bit rate) to different data flows.

3.26
RESIDUAL RISK
RISK remaining after RISK CONTROL measures have been taken

[SOURCE: |[EC 80001-1:201d, definition 2.20]

3.27

RESPONSIBILITY AGREEMENT

one or more documents that together fully define the responsibilities of all relevant
stakeholders

[SOURCE: JEC 80001-1:2010, definition 2.21, modified — a note to the original definition,
containing examples, has not been retained.]

3.28

RESPONSIBLE ORGANIZATION

RO

entity accountable for the use and maintenance of a MEDICAL IT-NETWORK

[SOURCE: JEC 80001-1:2010, definition 2.22, modified — a note to the original definition,
containg examples, has not been retained.]

3.29
RISK
combination of the probability of occurrence of HARM and the severity of that HARM

[SOURCE: JEC 80001-1:201(, definition 2.23]

3.30
RISK ANALYSIS
systematic use of available information to identify HAZARDS and to estimate the RISK

[SOURCE: |[EC 80001-1:201d, definition 2.24]

3.31
RISK ASSESSMENT
overall PROCESS comprising a RISK ANALYSIS and a RISK EVALUATION
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[SOURCE: |[EC 80001-1:201d, definition 2.25]

3.32

RISK CONTROL

PROCESS in which decisions are made and measures implemented by which RISKS are reduced
to, or maintained within, specified levels

[SOURCE: JEC 80001-1:201(, definition 2.26]

3.33

RISK EVALUATION

PROCESS of comparing the estimated RISK against given RISK criteria to determine the
acceptability of the RISK

[SOURCE: JEC 80001-1:201(d, definition 2.27]

3.34

RISK MANAGEMENT

systematic application of management policies, procedures and practices to the tasks of
analyzing, evaluating, controlling, and MONITORING RISK

[SOURCE: |[EC 80001-1:201d, definition 2.28]

3.35
RISK MANAGEMENT FILE
set of records and other documents that are produced by RISK MANAGEMENT

[SOURCE: |[EC 80001-1:201d, definition 2.29]

3.36

SAFETY

freedom from unacceptable RISK of physical injury or damage to the health of people or
damage to property or the environment

[SOURCE: JEC 80001-1:201(, definition 2.30]

3.37

TOP MANAGEMENT

person or group of people who direct(s) and control(s) the RESPONSIBLE ORGANIZATION
accountable for a MEDICAL IT-NETWORK at the highest level

[SOURCE: JEC 80001-1:201(d, definition 2.31]

3.38

UNINTENDED CONSEQUENCE

uc

unwanted and negative outcome of an event that results in one or more degraded KEY
PROPERTIES

3.39

VERIFICATION

confirmation through provision of objective evidence that specified requirements have been
fulfilled

Note 1 to entry: The term “verified” is used to designate the corresponding status.

Note 2 to entry: Confirmation can comprise activities such as:
—  performing alternative calculations;
— comparing a new design specification with a similar proven design specification;

— undertaking tests and demonstrations; and DOCU ments
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—  reviewing documents prior to issue.

Note 3 to entry: In design and development, VERIFICATION concerns the PROCESS of examining the result of a given activity to
determine conformity with the stated requirement for that activity.

[SOURCE: |[EC 80001-1:201d, definition 2.32]

4 Prerequisites

Before beginning the steps outlined within this technical report, the requirements in
subclauses 3.1 to 4.3 of JEC 80001-1:2010 need to be completed. Additionally, the
RESPONSIBLE ORGANIZATION (RO) must be prepared to meet the requirements in subclauses
4.5 through 5.2. For example, the RISK MANAGEMENT policy and PROCESSES are in place; the
RISK MANAGEMENT plan is complete; any required RESPONSIBILITY AGREEMENTS are in place;
probability, severity, and RISK acceptability scales are defined.

For RISK MANAGEMENT of any system to proceed, the system must be defined. In the case of
MEDICAL IT-NETWORKS, the network under analysis must be well defined and can already
contain some existing controls. This will be important in Steps 3 and 4. For new MEDICAL IT-
NETWORKS, this can be a preliminary design.

In addition to defining the system under analysis, fundamental information regarding RO
specific use, needs, and concerns are needed in order to complete the RISK estimation. This
is referred to as “context” of use and includes information such as:

— acuity of PATIENTS;

— clinical workflow;

— clinical staffing and competencies;

— INTENDED USE/clinical or business use case; and

— clinical and business criticality of the systems/applications using the network.

The steps described in this report will generally be executed by a team of individuals within
the RESPONSIBLE ORGANIZATION. It is recommendable to have representation from multiple
departments, including IT, biomedical engineering, clinical, and RISK MANAGEMENT. The
makeup of the team should align with existing structures within the organization.

5 Study of terms used in RISK MANAGEMENT

5.1 Overview

RISK MANAGEMENT is a very large field of study. This technical report provides an introduction
to this subject with examples that can be undertaken with minimal knowledge. It provides step
by step instructions for undertaking a RISK ASSESSMENT PROCESS.

provides a RISK MANAGEMENT philosophy. As there are several RISK MANAGEMENT
philosophies available, this one might or might not be completely in line with RISK
MANAGEMENT approaches and techniques already in place at the RO. The RO should consider
taking appropriate steps to reconcile the differences in methodology and terminology.

Figure 1 shows the basic flow of concepts from HAZARD to HAZARDOUS SITUATION to UNINTENDED
CONSEQUENCE.
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Hazardous
Sequence of events leading to situation
person exposure to hazard (person exposed
to hazard)

Sequence of events — Unintended
Hazard leading to harm consequence

Sequence of events leading to

creation of hazard Hazard

IEC 1289/12

Figure 1 — Basic flow of concepts from HAZARD to HAZARDOUS SITUATION
to UNINTENDED CONSEQUENCE

5.2 HAzARDS

EC 80001-1 addresses three KEY PROPERTIES (SAFETY, EFFECTIVENESS, and DATA AND SYSTEMS
SECURITY), each of which can be subject to single or combined HAZARDS and HAZARDOUS
SITUATIONS.

Consider HAZARDS as categories of things that could be detrimental to one or more of the
three KEY PROPERTIES. Concrete examples include electrical energy, suspended masses, high
temperatures, etc., but functional and operational failures must also be considered as
HAZARDS. For example, failure of a defibrillator to power up at a time when it is needed is
dangerous. In the case of MEDICAL IT-NETWORKS, many of the HAZARDOUS SITUATIONS that can
develop are related to the HAZARD “loss of function” (e.g., the MEDICAL IT-NETWORK fails to
deliver the data).

HAZARDS are hierarchical and can be organized as such. For example, regarding the HAZARD
“‘energy”, this can be broken down into thermal energy, mechanical energy, and electrical
energy, which are also HAZARDS. Further subdividing — high temperature, torsion, and high
voltage are all HAZARDS. This hierarchical approach can be used to organize RISK ANALYSIS
and documentation. For example, high temperatures in a communications cabinet can be a
cause of failures to IT equipment. ELECTROMAGNETIC INTERFERENCE can also be a cause of
failure in IT-NETWORKS.

Many HAZARDS are inherent to the properties of the device or system, whereas some develop
during the life of the system. For example, high temperature is a HAZARD. A cook-top is
intended to be hot (inherent to the system), but an overheated surface of a machine might
develop after a failure in the machine. As another example, sharp edges are also a type of
HAZARD. A knife is intended to be sharp, but a metal burr on a metal enclosure might form
during manufacturing. Loss of network function as a HAZARD could develop during the use of
networked devices.

5.3 HAZARDOUS SITUATIONS

A HAZARD is a potential source of UNINTENDED CONSEQUENCE. A sharp knife, an icy sidewalk,
even a blizzard can be considered a HAZARD. A HAZARDOUS SITUATION is a circumstance in
which a person, property, or the environment is exposed to one or more HAZARDS. A
HAZARDOUS SITUATION must occur for there to be possibility of UNINTENDED CONSEQUENCE. For
example, if no-one ever walks on an icy sidewalk (HAZARDOUS SITUATION), the icy sidewalk
itself is still a HAZARD, but there is no possibility of UNINTENDED CONSEQUENCE if the
HAZARDOUS SITUATION never occurs.

Multiple different HAZARDOUS SITUATIONS can develop from a single HAZARD, each with different
levels of RISK. Given the HAZARD “loss of connectivity”, several HAZARDOUS SITUATIONS can
develop, such as failure to update medical records, delay in dispatching new 6sician‘s
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orders, inability to determine if equipment is operating correctly, inability to update a
formulary on an IV pump, failure to transmit an active alarm, etc.

With the information given in a HAZARDOUS SITUATION along with the MEDICAL IT-NETWORK
definition and context (clinical use case, clinical functionality/workflow, PATIENT acuity, data
sensitivity, etc.), UNINTENDED CONSEQUENCES can be determined. In the case of lost
connectivity, what data was lost and to whom it belonged are important factors in determining
UNINTENDED CONSEQUENCES. Loss of alarm data for a high acuity PATIENT will carry different
RISK than loss of electronic medical record data at a walk-in clinic.

54 Foreseeable sequences of events and causes

A foreseeable sequence of events transforms the HAZARD into a HAZARDOUS SITUATION. A
sequence of events can also lead up to a HAZARD that is not inherent to the MEDICAL IT-
NETWORK and then lead to a HAZARDOUS SITUATION. The initial event is referred to as the
cause. In the case of a MEDICAL IT-NETWORK, a cause can be network congestion that results
in a HAZARD such as lost connectivity. A HAZARDOUS SITUATION occurs when a PATIENT or the
organization is exposed to this HAzZARD, potentially leading to one or more of the 3 KEY
PROPERTIES being negatively affected.

The cause answers the question “why is someone/something in the HAZARDOUS SITUATION?”
For simplicity, consider cause the point at which things went wrong (network design flaw,
network component failure, etc.), and this is one of the points where RISK CONTROL measures
can effectively be applied.

5.5 UNINTENDED CONSEQUENCE

The RISK MANAGEMENT PROCESS used in follows the RISK MANAGEMENT PROCESS of
. It is important to note that the realm of RISKS addressed by and this
technical report is broader than that of , even though it uses identical terms. HARM
as defined is related to IEC 80001 KEY PROPERTY SAFETY only (physical injury)
where in HARM is defined to address all three KEY PROPERTIES: SAFETY,
EFFECTIVENESS and DATA AND SYSTEMS SECURITY. To avoid a single domain interpretation of
RISK MANAGEMENT (SAFETY only) this Technical Report explains RISK MANAGEMENT using the
more neutral term ‘UNINTENDED CONSEQUENCE’ (or ‘UC’). A physical injury would be an
UNINTENDED CONSEQUENCE of a RISK to SAFETY. A HAZARD could be a potential source of a
security breach or reduced effectiveness, in addition to physical injury. RISK MANAGEMENT of
MEDICAL IT-NETWORKS requires involvement of multiple disciplines that can use domain
specific terms regarding RISK, RISK MANAGEMENT or HAZARDS. UNINTENDED CONSEQUENCE is
used in this document as a generically descriptive term.

Table 1 gives an overview of the relationship between the terms used.
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Table 1 — Relationship of KEY PROPERTIES, SAFETY, EFFECTIVENESS and DATA AND SYSTEMS
SECURITY with associated UNINTENDED CONSEQUENCE as used in this technical report

KEY PROPERTY SAFETY EFFECTIVENESS DATA AND SYSTEMS
SECURITY

Definition of KEY Freedom from Ability to produce An operational state of a

PROPERTY unacceptable the intended result | MEDICAL IT-NETWORK in
combination of for the PATIENT and | which information assets
probability and the RESPONSIBLE (data and systems) are
severity of physical | ORGANIZATION reasonably protected from
injury or damage to degradation of
the health of confidentiality, integrity,
people, or damage and availability

to the property or
the environment

Description of Physical injury or Reduction in Breach of DATA AND
UNINTENDED damage to the EFFECTIVENESS SYSTEMS SECURITY
CONSEQUENCE health of people, or

damage to the
property or the
environment,

For a more detailed treatment of how IT security terms relate to SAFETY RISK MANAGEMENT
terms, see |EC/TR 80001-2-4. The phrase “breach of DATA AND SYSTEMS SECURITY” is
approximately equivalent to an executed exploit in the domain of IT security (i.e., cyber
security). A system vulnerability is a system attribute that, when demonstrably exploitable,
becomes a HAzZARD that can, in turn, lead to a breach event. Although sometimes overlapping
in everyday use, vulnerabilities can lead to HARM but cannot be perceived as an immediate
danger but a threat tends to be a more palpable, immediate danger with potential to HARM
(HAZARDOUS SITUATION) DATA AND SYSTEMS SECURITY (e.g., a vulnerability with a large payoff if
exploited).

For _information on applying security RISK MANAGEMENT at the organizational level see
ISO/IEC 27001:2004, ISO/IEC 27002:2005, ISO/IEC 27799:2008. For the incorporation of a

MEDICAL DEVICE onto an IT-NETWORK, some might choose to use |SO/IEC 27005:2011| for IT
security RISK MANAGEMENT PROCESSES that can be adapted to complement the h
based RISK PROCESS in (i.e., SAFETY, EFFECTIVENESS, and DATA AND SYSTEMS
SECURITY).

5.6 RISK CONTROL measures (mitigations)

RISK CONTROL measures are also referred to as mitigations. Mitigations can be applied to
lower the probability of occurrence of a HAZARDOUS SITUATION (lowering P1 in Figure 1).
Additionally, given the occurrence of the HAZARDOUS SITUATION, RISK CONTROLS can also be
used to limit the probability of occurrence of an UNINTENDED CONSEQUENCE resulting from the
HAZARDOUS SITUATION (lowering P2 in Figure 1).

For example, a network link down can lead to a HAZARDOUS SITUATION where a centralized
clinician is not notified of a PATIENT alarm at the bedside. To lower P1, a redundant link can
be added to allow failover. In this case, the link down would not cause the HAZARDOUS
SITUATION. To lower P2, a “link down” alarm can be displayed at the centralized location,
alerting the clinician of the situation. In this case, the HAZARDOUS SITUATION occurred, but the
probability of occurrence of an UNINTENDED CONSEQUENCE is lower.

5.7 Degrees of RISK

It is generally accepted that, although marginal improvements in RISK levels are always
possible in principle, as a practical matter zero RISK is unattainable. It is als€)@6GdHMENts
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accepted that there is an upper limit above which RISKS are deemed to be unacceptable
barring extraordinary circumstances, and must either be reduced, whatever the cost, or the
activity giving rise to the RISK cannot be implemented or must be discontinued.

Risks below the upper limit are generally considered acceptable, yet can contain RESIDUAL
RISKS that could or should be reduced simply because it is easily possible to significantly
reduce these RISKS. It is also possible to have a level of RESIDUAL RISK for a given HAZARDOUS
SITUATION that is so small that RISK reduction is never really effective or even necessary.
Therefore degrees of RISK can be put into categories defined by:

— a higher limit above which RISKS are considered unacceptable;

— a lower limit below which RISKS are regarded as being 'broadly acceptable' and therefore
requiring no action to effect further reduction;

— a range between the upper and lower limits in which RISK acceptability or RISK reduction
needs further consideration. These considerations should follow pre-defined policies and
can include reducing the RISK if reasonably practicable, special team reviews (IT, clinical)
or review boards, rationales, or management signoff.

Note that "reasonably practicable" is a narrower term than 'physically possible'. It involves an
analysis of the time, effort and expense involved with implementing the RISK CONTROL option
which should not be disproportionate to the reduction of RISK it provides. It is possible to have
a RISK that has been reduced as far as reasonably practicable, yet still falls in the high level of
RISK. Conversely, organizations can choose to continue to reduce RISKS in the low range, if
RISK CONTROL measures are easily applied. In the moderate range, the RISK MANAGEMENT
policy can either require or strongly recommend reduction if reasonably practicable. It is
advised to report the practicability analysis as part of the RESIDUAL RISK report.

5.8 Checking wording

Table 2 shows methods for checking accurate and appropriate wording of causes, HAZARDOUS
SITUATIONS, and UNINTENDED CONSEQUENCES.

Table 2 — Methods for checking accurate and appropriate wording of causes,
HAZARDOUS SITUATIONS, and UNINTENDED CONSEQUENCES

Must be defined clearly Overly-broad examples More specific examples,
enough to... (difficult to determine (rankings more easily
rankings) evaluated)...
Cause Determine P1 “Lost connectivity” is very “Power loss”,
broad, )
“Cleaning crew unplugs
switch” is even more easily
evaluated.
HAZARDOUS Determine possible Waveform display is choppy Waveform display is choppy
SITUATION, along negative UNINTENDED and incomplete. and incomplete. Delay in
with defined CONSEQUENCES and provision of care because
context associated P2s remote clinician is unable to
evaluate PATIENT ECG
waveform.
UNINTENDED Determine severity (S) Delayed treatment Treatment delayed up to
CONSEQUENCES 15 min leads to PATIENT
injuries such as minor organ
damage
6 The steps

6.1 Overview of the steps

STEP 1:
STEP 2:
STEP 3:

Identify HAZARDS.
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STEP 4: Estimate the probability of the UNINTENDED CONSEQUENCE.

By estimating probability and severity of UNINTENDED CONSEQUENCE, you have
estimated RISK.

Ilterate STEPS 1 through 4, using both top-down and bottom-up approaches.

There can be multiple HAZARDOUS SITUATIONS per HAZARD, multiple causes per
HAZARDOUS SITUATION, multiple HAZARDOUS SITUATIONS per cause.

STEP 5: Evaluate RISK against pre-determined RISK acceptability criteria.

STEP 6: Identify and document proposed RISK CONTROL measures and re-evaluate RISK (i.e.
return to STEP 3).

STEP 7: Implement RISK CONTROL measures.

STEP 8: Verify RISK CONTROL measures.

STEP 9: Evaluate any new RISKS arising from RISK CONTROL.
STEP 10: Evaluate and report overall RESIDUAL RISK.

6.2 A basic example using the 10 steps
6.2.1 General

The following is a basic example of executing the 10 steps which illustrates the PROCESS and
clarifies the definition of terms. It is not an example of MEDICAL IT-NETWORK RISK MANAGEMENT,
but an example that the RESPONSIBLE ORGANIZATION owning a MEDICAL IT-NETWORK can relate
to. There are multiple other examples throughout this Technical Report that are specific to IT-
NETWORKS.

For RISK ANALYSIS to begin, the system under analysis must be defined. In this case, it is a
trained surgeon in closed toed shoes in an OR using a Model X scalpel. Refer to Figure 2.

6.2.2 Initial RISK — Steps 1 — 5 (Figure 2)
STEP 1: Identify the HAZARD: Sharp edge on scalpel.

STEP 2: Identify causes and resulting HAZARDOUS SITUATIONS:
Cause = Slippery handle,
Sequence of events: Clinician drops scalpel, scalpel falls unimpeded onto
clinician’s foot.
HAZARDOUS SITUATION = Clinician exposed to an uncontrolled sharp edge.

STEP 3: Document the UC and estimate the potential severity of the UC:
The UC is laceration, the severity is low

STEP 4: Estimate the probability of UC:
Occasional
NOTE This is the comprehensive probability (P1 and P2) of the entire chain, including the laceration)

STEP 5: Evaluate RISK against pre-determined RISK acceptability criteria:
Moderate (use Table D.3). Evaluation includes answering the question “Is the RISK
low enough to go live?”
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