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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
MARINE ENERGY – WAVE, TIDAL AND OTHER WATER  

CURRENT CONVERTERS – 
 

Part 202: Early stage development of tidal energy converters –  
Best practices and recommended procedures for the  

testing of pre-prototype scale devices 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC TS 62600-202 has been prepared by IEC technical committee 114:  Marine energy – Wave, 
tidal and other water current converters. It is a Technical Specification. 

The text of this Technical Specification is based on the following documents: 

Draft Report on voting 

114/407/DTS 114/414A/RVDTS 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this Technical Specification is English. 

A list of all parts in the IEC 62600 series, published under the general title Marine energy – 
Wave, tidal and other water current converters, can be found on the IEC website. 

Full document details: PD IEC TS 62600-202:2022

http://www.avadocuments.com/doc/pd-iec-ts-62600-202-2022
http://www.avadocuments.com/doc/pd-iec-ts-62600-202-2022


IEC TS 62600-202:2022 © IEC 2022 – 7 –  

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/publications. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct understanding 
of its contents. Users should therefore print this document using a colour printer. 
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INTRODUCTION 

To further develop the tidal energy industry, Stage Gates, best practices and recommended 
procedures for the testing of pre-prototype scale devices must be well understood. This 
document is a collaborative effort from technology developers, academic researchers and test 
facility managers.  

The purpose of this document is to provide a structured approach in testing and evaluating Tidal 
Energy Converters. By following a standardised design path, risk will be reduced and 
stakeholder confidence increased. Through best practise guidance and applicable 
methodologies this document will ensure consistent, appropriate and comparable data is 
collected for the characterization and analysis required in the development of a Tidal Energy 
Converter. Furthermore, the reporting procedures will ensure that the results can be replicated 
by others.  

The core of this document follows a Stage Gate approach; for each stage the program of work 
is outlined and supporting information relating to test planning and reporting presented. The 
specific recommendations are provided in a holistic manner guiding the process with respect to 
test planning, reporting requirements, data acquisition, test environment characterization, and 
characterization of both rotor and device (motion) performance. Annexes provide the reader 
with further information on facility selection and instrumentation. 

The overall goal of this document is to accommodate the majority of technology developers and 
facilitate a coherent and structured approach that will accelerate the tidal energy sector in 
fulfilling its market potential as a renewable energy contributor. However, it is recognised that 
this document will not cover every eventuality that may be relevant for all users. Therefore, this 
document assumes that the user is familiar with the subject matter and has access to, and 
reviews relevant literature, including the literature cited herein.  

NOTE This document presently does not describe testing under wave-current interaction, effects of turbulence on 
tidal energy converters beyond a basic introduction to some turbulence parameters typically reported, and 
quantification of uncertainty which is covered in other referenced documents.  

+  
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MARINE ENERGY – WAVE, TIDAL AND OTHER WATER  
CURRENT CONVERTERS – 

 
Part 202: Early stage development of tidal energy converters –  

Best practices and recommended procedures for the  
testing of pre-prototype scale devices 

 
 
 

1 Scope 

This document specifies the development stages of Tidal Energy Converters up to the pre-
prototype scale (Stages 1 to 3). It includes the hydraulic laboratory test programs, where 
environmental conditions are controlled so they can be scheduled, and the first scaled system 
open-water trials, where combinations of tidal currents, wind and waves occur naturally and the 
programs are adjusted and flexible to accommodate these conditions. Full-scale prototype 
(Stages 4 and 5) development is not covered in this document. 

This document describes the minimum test programs that form the basis of a structured 
technology development schedule. For each testing campaign, the prerequisites, goals and 
minimum test plans are specified. This document addresses: 

a) Planning an experimental program, including a design statement, technical drawings, 
selection of scale and facility based on physical laws, site data and other inputs;  

b) Device representation and characterization, including the physical device model, power-
take-off components, foundation and mooring arrangements where appropriate; 

c) Energy resource and environment characterization, concerning either the tank testing facility 
or the open-water deployment site, depending on the stage of development; 

d) Specification of explicit test goals, including power conversion performance and device 
loads. 

Guidance on the measurement sensors and data acquisition packages is included, but not 
dictated. Providing that the specified parameters and tolerances are adhered to, the device 
developer is free to select the components and instrumentation. 

An important element of testing is to define the limitations and accuracy of the raw data and, 
more specifically, the results and conclusions drawn from the trials. A methodology of 
addressing these limitations is presented with each goal so the plan always produces 
defendable results of defined uncertainty.  

It is anticipated that this document will serve a wide audience of tidal energy stakeholders, 
including device developers and their technical advisors; government agencies and funding 
councils; test centers and certification bodies; private investors; and environmental regulators 
and non-governmental organizations. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC TS 62600-1, Marine energy – Wave, tidal and other water current converters – Part 1: 
Vocabulary 

IEC TS 62600-101, Marine energy – Wave, tidal and other water current converters – Part 101: 
Wave energy resource assessment and characterization 
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IEC TS 62600-103:2018, Marine energy – Wave, tidal and other water current converters – Part 
103: Guidelines for the early stage development of wave energy converters – Best practices 
and recommended procedures for the testing of pre-prototype devices 

IEC TS 62600-200, Marine energy – Wave, tidal and other water current converters – Part 200: 
Electricity producing tidal energy converters – Power performance assessment 

IEC TS 62600-201:2015, Marine energy – Wave, tidal and other water current converters – Part 
201: Tidal energy resource assessment and characterization 

IEC TS 62600-300:2019 Marine energy – Wave, tidal and other water current converters – Part 
300: Electricity producing river energy converters – Power performance assessment 

ISO/IEC Guide 98-3, Uncertainty of measurement – Part 3: Guide to the expression of 
uncertainty in measurement (GUM:1995) 

ISO/IEC 17025:2017, General requirements for the competence of testing and calibration 
laboratories 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC TS 62600-1 and the 
following apply: 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 
3.1  
blockage  
<of a tidal energy converter under test in a specific test facility> ratio of the tidal energy 
converter projected area to the facility test section cross-sectional area  

Note 1 to entry: There is a constraining effect exaggerating performance data when this ratio is too high, which is 
typically observed for ratios greater than 5 %. 

3.2  
Stage 1 
small-scale testing in the laboratory  

Note 1 to entry: Stage 1 is equivalent to Technology Readiness Level (TRL) 2-3. 

3.3  
Stage 2 
medium-scale testing in the laboratory  

Note 1 to entry: Stage 2 is equivalent to Technology Readiness Level (TRL) 4. 

3.4  
Stage 3 
large-scale testing in open water 

Note 1 to entry: Stage 3 is equivalent to Technology Readiness Level (TRL) 5-6. 

3.5  
turbulence intensity 
<in a tidal flow> ratio of the tidal current speed standard deviation to the mean tidal current 
speed. 

Note 1 to entry: It is also referred to as turbulence level, and is a very simplified description of how turbulent the 
flow at a tidal site or in a facility is.  

Note 2 to entry: Turbulence intensity is to be determined from the same set of measured data samples of tidal 
current speed, and taken over a specified period of time. 
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4 Symbols and abbreviated terms 

ADCP Acoustic Doppler Current Profiler 
ADV Acoustic Doppler Velocimeter 
AEP Annual Energy Production as defined in IEC TS 62600-1 
AD  Analogue to Digital 
CoG  Centre of Gravity 
COTS Commercial off-the-shelf 
DAQ Data Acquisition 
DoF Degrees of Freedom as defined in IEC TS 62600-1 
EEP Energy Extraction Plane as defined in IEC TS 62600-1 
FMECA Failures Mode, Effects and Criticality Analysis 
MLW Mean Low Water 
MHW  Mean High Water  
PDF Probability Density Function 
RAO Response Amplitude Operator 
PTO Power-Take-Off as defined in IEC TS 62600-1. 
SCADA Supervisory Control and Data Acquisition System 
TEC Tidal Energy Converter as defined in IEC TS 62600-1 
TEOS-10 The Thermodynamic Equation of Seawater – 2010 
TRL Technology Readiness Level 
TSR Tip Speed Ratio 
ULS Ultimate Limit State in the context of structural engineering 

5 Staged development approach 

5.1 General 
This clause introduces the staged development approach to the design and evaluation of a TEC 
through physical model testing. Each stage of development is motivated by risk reduction. The 
primary goals for each stage address elements that should be completed before proceeding 
through the user’s pre-defined Stage Gate for that stage. Each stage corresponds to technology 
readiness levels (TRL) that measure the progress of technology advancement. 

Scaled tidal flow conditions produced in the test tank should be representative of anticipated 
full-scale tidal flow conditions at the expected deployment sites; namely depth-limited turbulent 
open channel flows, such as those produced in large flumes. Departures from these conditions 
due to test facility limitations or differences, e.g., absence of velocity gradients, ambient 
turbulence and other unsteady flow characteristics over the energy extraction plane, for 
example in towing tanks, should be documented, and the anticipated effects on test results 
should be described. 

Table 1 shows an overview of the Stage Gate framework and process from the early design 
concept to the deployment of the first limited device number array, Stage 1 to 5. For each Stage 
Gate, Table 1 includes the relevant model-test description, typical geometric scale range, test 
objectives, and Stage Gate success metrics used in the go/no-go analysis.  

This Stage Gate framework is designed to be consistent with TEC development and evaluation 
guidance and protocols developed by the International Energy Agency, Ocean Energy Systems 
(IEA OES) under Annex II (Bahaj, Blunden, and Anwar 2008; Nielsen 2010). 
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Each stage is based on a different physical scale range carefully selected to achieve a set of 
specific design objectives prior to advancing the device trials to the next stage. This clause 
outlines the scope and Stage Gates for Stages 1, 2 and 3, guiding the development process 
from TRL 1 to 6. Stages 4 and 5 concern full scale (or near full scale) testing and are not 
covered in this document. 

This document does not dictate a scale for each of the Stages 1-3. The model testing scale 
heavily depends on the test objective, size of full-scale TEC, governing scaling laws to achieve 
dynamic similitude, and the fidelity of the available instrumentation. The scales provided in 
Table 1 are included as indicators based on previous TEC development efforts. 

Every type of TEC will have slightly different requirements so a customized program should be 
drawn up around these basic testing requirements. Different physical models may be prepared 
to evaluate specific subsystems or design features. The necessary and recommended goals 
and experimental activities for Stages 1 to 3 are described in detail in Clauses 6 through 13. 
Activities are to be defined in the context of best engineering practice, where factors of safety, 
reliability or other design philosophies are followed. 

A Stage Gate process shall be applied after each set of trials to evaluate if the TEC has 
achieved the required experimental objectives before advancing to the next stage.  

A set of Stage Gate criteria for the evaluation of the TEC response and performance at the end 
of each testing period are defined for Stages 1 to 3 in 5.2 to 5.4. These criteria shall be 
addressed before advancing to the next stage. These criteria (5.2 to 5.4 ) are currently defined 
as a general framework and allow for a high degree of flexibility to suit the design requirements. 

At Stage 1, it should be anticipated that several iterations of a device would be required to 
optimize its performance, reliability, safety and economics. More than one iteration may still be 
required at Stage 2, and a single implementation should normally suffice at Stage 3. 
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Table 1 – Staged development approach 

Stage Model test 
description 

TRL Typical 
range 

of 
scales 

Test objectives Go/No-Go 
analysis 

Stage Gate success 
thresholds 

1 Concept model 2-3 1:15-
100 

Concept verification: 
Turbine rotor: Demonstrate 
power energy conversion 
Platform: Test initial design 
choices and select most 
favorable design 
configuration. 
Characterize design loads 
and motions for operational 
reliability and survival. 

Rotor power conversion 
demonstrated. 
Loads characterized for 
normal operating and 
extreme conditions. 
A favorable design 
configuration is found. 

2 Design model  4 1:3-10 Design verification:  
Demonstrate power 
performance and survival in 
simulated tidal flow 
environment at a physical 
scale that minimizes scale 
effects (chord Reynolds 
number dependency). 
Demonstrate component 
PTO.  
Demonstrate other 
component or subsystem, 
e.g., controls. 

Power performance equals 
or exceeds target based on 
numerical model. 
Loads characterized for 
normal operating and 
extreme conditions. 
PTO operates as designed 
and at expected efficiency. 
Control or other subsystem 
operates as designed. 

3 Subsystems model 5-6 1:1-5 Sub-system model 
verification: 
Assess energy production in 
real tideways. 
Demonstrate subsystem 
integration. 
Fully operational TEC 
tideway trials. 

Power performance equals 
or exceeds target based on 
numerical model.  
Loads characterized for 
normal operating conditions. 
PTO operates as designed 
and at expected efficiency. 
Control or other subsystem 
operates as designed. 

4 Solo-device proving 
– near to full scale 
testing of prototype 
device. 

7-8 1:1-2 Technical/operational 
evaluation of near-full size 
to full size power plant 
deployment. 
Advance pre-production to 
pre-commercial unit. 

Operations analysis: 
Demonstrate operability, 
maintainability, access, 
health and safety. 

5 Multi-device proving 
– Commercial 
demonstrator tested 
at sea for an 
extended period. 

9 1:1 Economic evaluation of final 
commercial unit. 
Small farm trials, 3-5 units. 

Economic analysis: 
Demonstrate levelized cost 
of energy (LCOE) target 
met. 

 

After each stage of TEC model testing, an evaluation procedure should be instigated to assess 
the overall performance of the TEC. The appraisal should include a technical and economic 
review based on three elements of the proposed device design: 

a) Analysis of the results from the appropriate preceding test program; 
b) A comparison with the related TEC design statement produced at the beginning of the stage; 
c) An overall design review, preferably by a third party, independent, established engineering 

company. 
The review shall follow the same set of evaluation criteria at each stage which are based on 
the test goals specified for each stage. As the test article physical scale increases, the 
complexity of the model and trials increases to generate more accurate results with less 
uncertainty in the prototype extrapolation. The Stage Gate evaluation criteria reflect this 
decreasing uncertainty. 
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The evaluation criteria shall include: 

d) Energy conversion; 
e) Device (platform) seakeeping (motions) if applicable; 
f) Support structure loads; 
g) Mooring loads if applicable; 
h) PTO loads; 
i) Ultimate Limit State (ULS) verification. 
It is recommended that the physical model testing is performed in conjunction with a 
mathematical model development, and the above criteria can also be used for the validation of 
this mathematical model. In this context “mathematical model” includes analytical and numerical 
models. 

NOTE See also Annex A for an informative description of the Stage Gate process. 

5.2 Stage 1 
5.2.1 Scope 
Stage 1 is intended to demonstrate that the TEC design concept has potential and may be 
realized or transitioned up to TRL 3. A key purpose of Stage 1 testing is to explore initial design 
choices. A full description of each design should be provided, including concept descriptions 
for the subsystems, a list of their major components, and documentation for standard, 
commercial off-the-shelf (COTS) components used within their specification and not requiring 
further testing (Bahaj, Blunden, and Anwar 2008). 

Stage 1 should also identify research and development requirements for Stages 2 and 3, in 
addition to the minimum requirements specified below. 

At Stage 1, a detailed design for the full-scale prototype is not required, and Stage 1 is often 
used to explore alternative device configurations. 

There are four facets to Stage 1 tests: 

a) Proof of concept: To verify that the device design concept operates under idealized tidal 
flow conditions as predicted and described (under TRL 1); 

b) Optimization of design: to evolve the most favorable device configuration(s); 
c) Device performance: To obtain a first indication of power performance for the optimized PTO 

setting of the device: 
d) Survivability check: To introduce extreme conditions to observe device response in survival 

conditions, and to investigate device-specific failure modes. 
All four facets are required to provide input to Stage Gate 1. For the proof of concept phase of 
Stage 1, the testing may rely on an idealized physical model. 

The PTO may be represented by a simplified mechanism. The selected PTO mechanism shall 
provide a damping/load that may be characterized across an appropriate range of settings. 

For seakeeping testing of a platform, the thrust load of turbine rotors shall be represented. 
These loads should be verified, ideally under the same test conditions, but may be verified in 
other experimental campaigns by using a mathematical model. 

The methodology of testing recommended here follows the best practice for Stage 1 testing and 
builds upon the practices developed in Tidal-current Energy Device Development and 
Evaluation Protocol (Bahaj, Blunden, and Anwar 2008). The results of this stage are lessons 
used to converge on a full-scale design and data to be validated in the next stage. 

5.2.2 Stage gate 
• Energy conversion appraisal shall be based on power capture prospects estimated from 

selected steady uniform currents. 
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• Support structure appraisal shall be based on the time series and associated analysis of the 
support loads. 

• Seakeeping appraisal (if required) shall be based on the response-amplitude operator 
(RAO) for the dominant or relevant degrees of motion. 

• Mooring appraisal (if implemented) shall be based on the time series and associated 
analysis (e.g. RAOs) of the mooring line loads. 

5.3 Stage 2 
5.3.1 Scope 
The purpose of the Stage 2 testing is to fully validate the TEC design changes as a result of 
testing in Stage 1. Stage 2 testing can be associated with a significant amount of design 
variables, particularly in the rotor description or platform design, but shall be based on similar 
performance indicators as adopted during Stage 1. 

Stage 2 testing shall specifically address the following key objectives: 

a) Stage 1 validation: To validate the technical conclusions drawn from the previous test 
program and to identify potential scaling issues between the two stages; 

b) Device performance: To verify the energy conversion performance; 
c) Device or platform dynamics and kinematics are verified; 
d) Survivability check: To introduce extreme conditions to observe device response in survival 

conditions, and to discover device-specific failure modes; 
e) The largest scale feasible for the available facilities should be used to reduce the influence 

of scale effects, following Reynolds number and blockage criteria outlined in Clause 6; 
f) If applicable and practical the flexible umbilical electrical cable should be incorporated in 

selected tests;  
g) Mooring function check: To verify the proposed full-scale mooring and anchorage system 

design, if applicable, and to assess a realistic mooring response. 
It is expected that turbine rotors and platforms be tested at different scales in Stage 2. For a 
turbine rotor, it is recommended that Stage 2 testing incorporates an advanced turbine blade 
and rotor simulation, exhibiting an accurate representation of the proposed full-scale unit, and 
introducing a rotor control mechanism by which control strategies can be evaluated. For a 
platform, Stage 2 testing may still benefit from representative turbine rotor loads acting on a 
structure.  

The primary use of the medium-scale Stage 2 test data shall be to obtain statistically significant 
values that can be scaled to full-scale values with appropriate factors of safety. The data shall 
also be suitable to confirm any analytical or numerical models of the device where available. 
The data is capable of extrapolation beyond one deployment location. 

For validation of the Stage 2 results, both the tidal environment and the device parameters 
should be as close as possible to those adopted during Stage 1, adjusted to the Stage 2 scale. 
A representative set of conditions should be included, including a range of steady flow 
conditions with waves. In selecting these conditions, the range of each parameter (mean current 
speed, ambient turbulence level and PTO damping/breaking) that supported the main Stage 1 
conclusions should be documented. The medium-scale model may have to be idealized for parts 
of the test campaign to undertake the comparison to Stage 1 testing. Any deviation between 
the two Stage set-ups shall be clearly reported. 

5.3.2 Stage gate 
Energy conversion and device loading appraisal shall be based on the power curve for a range 
of tip speed ratios and power capture for a minimum of 3 tidal current speeds and demonstrating 
Reynolds number independence of performance if applicable. 

Seakeeping appraisal, if applicable, shall be based on the RAO for the dominant or relevant 
degrees of motion. 
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Mooring appraisal, if applicable and implemented, shall be based on the time series and 
associated analysis of the mooring line loads. 

NOTE At Stage 2, the mean annual energy production (AEP, in kWh) can be estimated by combining an appropriate 
TEC ‘power curve’, derived as described in IEC TS 62600-200, with the tidal energy resource data describing the 
temporal distribution of the current velocity at the intended TEC deployment location (see 8.3 of IEC TS 62600-
201:2015). This type of approach more accurately determines the performance and limits the uncertainty. 

5.4 Stage 3 
5.4.1 Scope 
The motivation for Stage 3 is to identify and address issues of operating in “real world” 
uncontrolled conditions before risking a full-scale prototype. Stage 3 tideway trials are 
conducted to prove the whole TEC system at a sub-prototype scale to reduce the technical and 
economic development risk. The test program should still verify the device power conversion 
performance in real tideway conditions but should include other validation monitoring, as 
specified by the design statement. 

There are several purposes for conducting testing at this stage, ranging from advanced 
technical and engineering issues, through deployment and operation matters and including 
environmental monitoring requirements. The key objectives for testing at this larger scale are: 

• Structural check: between Stage 2 turbine rotor tests, combined with Stage 2 platform or 
support structure tests; 

• Deployment check: To test at-sea procedures for deployment and retrieval; 

• Operational check: To verify expected performance in uncontrolled weather and seas with 
an electrical load; 

• Survival mode check: to verify failure mitigation strategies; 

• Galvanic corrosion check: Using alloys and composites representative for the future 
prototype, to monitor the model for symptoms of galvanic corrosion or stress corrosion 
cracking; 

• Fatigue (cyclic) stress evaluation: To install sensors at locations where cyclic stresses may 
determine system life; 

• If applicable monitor for adverse effects due to biofouling, debris, cavitation or sediment 
interaction. 

To achieve the Stage 3 objectives, the trials move from the laboratory (controlled testing 
environment) to an open-water test site (uncontrolled test environment). This means that tidal 
conditions are no longer controllable, or produced on demand, so open ocean trial programs 
shall reflect this and be robust and adjustable to accommodate the naturally occurring tidal 
conditions. The selected scale should be large enough to include a functioning PTO, electrical 
generator, power electronics and a downstream energy dissipation method. A low power rated 
grid emulator can substitute for connection to a grid while eliminating the need for a direct-
current system.  

The test site and scale should be matched in deployment depth, current speed, waves and any 
other parameters that affect the device and its subsystems. 

A comprehensive sea trial program shall be developed for Stage 3 that provides sufficient 
confidence to move towards a full-scale prototype. Tests shall be designed such that they are 
of adequate duration to enable detailed post-trial inspections to detect symptoms of future cyclic 
failures. The resulting findings of the trials will provide data as comprehensive as full scale but 
with a significantly reduced budget and technical risk. 

5.4.2 Stage gate 
The Stage Gate in this case includes: 

• The evaluation/verification of the turbine rotor/PTO efficiency and control; 

• The evaluation/verification of risk and safety management; 

• The evaluation/verification of the power performance curve; 
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• The evaluation of installation and maintenance procedures and durations; 

• The evaluation of fabrication methodology and cost; 

• The evaluation of platform motion, support structure loads, and mooring loads, if applicable;  

• The evaluation of device survivability. 
NOTE Where possible, verifications can be undertaken before open ocean trials commence. For example, the PTO 
efficiency and control may be evaluated before final device fabrication in a test-stand setup. 

6 Test planning 

6.1 TEC similitudes 
6.1.1 General 
When physical relationships are described in terms of dimensionless ratios found from 
dimensional analysis or directly from the governing equations, e.g. ratios of significant forces, 
then model test data can be extrapolated to prototype conditions by equating these 
dimensionless ratios. In addition, similarity considerations can be applied to turbine 
performance data from a certain type of machine under certain operating conditions; and used 
to predict performance characteristics of the same machine, or of a geometrically similar 
machine, under different operating conditions. Further, similarity considerations provide a 
means of cataloguing machine types and thus aid in the selection of the type suitable for 
particular conditions (Arndt, Arakeri, and Higuchi 1991). 

The correct implementation of small-scale testing of a TEC device, beyond proof of concept, 
requires a fundamental understanding of the underlying physics governing operation of the 
device, and the appropriate similarity principles used in model scaling. The choice of governing 
similarity parameters can be dependent on device type and location. Key similarity parameters 
used in governing the operation and scaling of devices should include: 

Reynolds number (Re): Reynolds number scaling is one of the key scaling relationships to 
consider for model testing of tidal turbines. It is dealt within 6.1.2.  

Froude number (Fr): This should be considered when evaluating the performance of shallow 
depth, floating, or mid-water TECs in a wave-current environment. Froude number should also 
be taken into consideration when free surface deformation due to the presence of the turbine 
is not negligible. 

Strouhal number (St): The Strouhal number is used to parameterize unsteady flows in which 
periodical phenomena can be identified with a representative frequency, such as oscillating foil-
type TEC, or unsteady flow induced by TEC support structures. 

Cavitation number (s): Cavitation inception, breakdown and collapse on a surface may have an 
impact on device performance, radiated noise and surface damage. Appropriate small scale 
testing should incorporate cavitation modeling when full-scale operation may be susceptible to 
cavitation. The correct scaling of cavitating flow phenomena at small scale requires tests to be 
performed in dedicated facilities where pressure can be controlled independent of velocity. 

Tip-Speed ratio (𝜆𝜆): The tip speed ratio is defined as: 

 𝜆𝜆 = 𝜔𝜔𝜔𝜔
𝑈𝑈

 (1) 

where 

 𝜔𝜔 is angular velocity of the turbine rotor,  

R is the turbine rotor radius, and  

U is the freestream flow velocity.  

Tip-speed ratio is an important kinematic scaling parameter for rotating turbo-machines such 
as turbines, pumps and propellers. The inverse of tip-speed ratio is proportional to the 
corresponding kinematic parameter (advance ratio) used for screw propellers. The scaled 
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performance of rotating turbo-machines is strongly dependent on matching the full-scale tip-
speed ratio while maintaining sufficiently high Reynolds number magnitudes. This requirement 
typically dictates a minimum model size, above which the TEC performance does not, or at least 
not strongly, depend on Reynolds. 

Other parameters: In unsteady flow, the Current Number (m) and the reduced frequency (k) are 
also important. If TEC turbine blades are sufficiently close to the water surface to cause surface 
vortices, in severe cases with air entrainment (not to be confused with cavitation) then an 
additional dimensionless circulation parameter, 𝑈𝑈𝑈𝑈/Γ, where Γ is the circulation contribution to 
the free surface vortices, shall be considered.  

Table 2 provides a summary of the scaling considerations. 

Table 2 – Scaling considerations 

Element Scaling Parameters Application 

Turbine rotor Reynolds,kKinematic 
scaling  

Blade chord, TSR Power, thrust 

Fixed support structure Reynolds, Strouhal Principle length 
(diameter, chord) 

Loading, vortex induced 
vibration (VIV) 

Floating support structure Froude, Reynolds Geometry, inflow velocity Loading, dynamics, VIV 

Mooring Strouhal, Reynolds, 
Froude 

Geometry, inflow velocity Loading, dynamics 

PTO simulator Kinematic scaling TSR, mechanical power Power 

Near-field wake Reynolds, kinematic 
scaling 

Blade chord, TSR Velocity deficit/ recovery 

Far-field wake Reynolds, Froude Turbine rotor diameter, 
inflow velocity 

Environment, array 
spacing 

 

It can readily be shown that Reynolds and Froude number similarity cannot be satisfied 
simultaneously (for the water at ambient temperature). Scaled tidal tests can typically be 
designed with sufficient submergence (distance to free surface) so that there is little effect of 
the free surface. In the absence of waves, only Reynolds number and tip speed ratio similarity 
as discussed above will be considered for the turbine rotor performance.  

NOTE 1 Inaccuracies may be introduced through Reynolds, structural, and power conversion chain non-similitudes 
for the TEC, and geometric and hydrodynamic non-similitude for the platform, and mooring if applicable. There are 
techniques that can specifically address these non-similitudes. However, if they are not addressed, the uncertainty 
in the scale-up of model data to prototype will be increased. In general, as the Reynolds scale factor decreases and 
as the testing progresses in stages, the uncertainty and inaccuracy of scale-up decrease. 

NOTE 2 Density differences between laboratory testing (typically fresh water) and Stage 3 conditions (typically sea 
water) cause a discrepancy in terms of buoyancy, mass distributions and pressures, energy density or forces 
measured. Hydrodynamic forces are approximately 2,5 % larger in sea-water conditions, and buoyancy may change 
significantly. 

6.1.2 Reynolds scaling 
The Reynolds number associated with the interactions between the flow and turbine blades is 
often referred to as the chord based Reynolds number, 𝑅𝑅𝑒𝑒𝑐𝑐 where the length parameter used in 
its calculation is the turbine blade chord, 𝑐𝑐. It characterizes the flow regime around the hydrofoil 
and hence defines turbine blade pressure distribution, lift and drag. The velocity parameter for 
calculating 𝑅𝑅𝑒𝑒𝑐𝑐 is not the free stream velocity 𝑈𝑈0 but the relative velocity 𝑈𝑈𝑟𝑟𝑟𝑟𝑟𝑟 experienced by the 
turbine blade as the turbine rotor rotates, which can be approximated by the vector addition of 
approach velocity (𝑈𝑈0) and the (negative) turbine blade tangential velocity (𝜔𝜔𝜔𝜔). The chord 
based Reynolds number is defined as: 

 𝑅𝑅𝑒𝑒𝑐𝑐 ≡
𝜌𝜌𝑈𝑈𝑟𝑟𝑟𝑟𝑟𝑟𝑐𝑐

𝜇𝜇
 (2) 

Where 𝜌𝜌 and 𝜇𝜇 are fluid density and dynamic (absolute) viscosity, respectively.  

Attention should be paid to rotors that are designed to highly deflect or untwist under load. 
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