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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
PROCESS MANAGEMENT FOR AVIONICS –  
AEROSPACE AND DEFENCE ELECTRONIC  

SYSTEMS CONTAINING LEAD-FREE SOLDER –  
 

Part 22: Technical guidelines 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

The main task of IEC technical committees is to prepare International Standards. In 
exceptional circumstances, a technical committee may propose the publication of a technical 
specification when 

• the required support cannot be obtained for the publication of an International Standard, 
despite repeated efforts, or 

• the subject is still under technical development or where, for any other reason, there is the 
future but no immediate possibility of an agreement on an International Standard. 

Technical specifications are subject to review within three years of publication to decide 
whether they can be transformed into International Standards.  

IEC/TS 62647-22, which is a technical specification, has been prepared by IEC technical 
committee 107: Process management for avionics. 
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The text of this technical specification is based on the following document: 
IEC/PAS 62647-221. 

This technical specification cancels and replaces IEC/PAS 62647-22, published in 2011. This 
edition constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) Coherence with IEC/TS 62647-1 and IEC/TS 62647-2 definitions. 

b) Reference to IEC 62647 documents when already published. 

The text of this technical specification is based on the following documents: 

Enquiry draft Report on voting 

107/205/DTS 107/218/RVC 

 
Full information on the voting for the approval of this technical specification can be found in 
the report on voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts in the IEC 62647 series, published under the general title Process 
management for avionics – Aerospace and defence electronic systems containing lead-free 
solder, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• transformed into an International standard, 

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

A bilingual version of this publication may be issued at a later date. 

 

___________ 
1 IEC/PAS 62647-22, which served as a basis for the present document, has been derived from GEIA-HB-0005-2.  
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INTRODUCTION 

0.1 General 

The global transition to lead-free (Pb-free) electronics impacts the aerospace, defence, and 
high performance (ADHP) industry and other industries having high reliability applications in 
various ways. 

0.2 Transition to Pb-free 

In addition to the perceived need to replace the tin-lead solders used as an interconnect 
medium in electronic and electrical systems, the following variations to established practice 
will need to be considered:  

• components and printed circuit boards (PCBs)/printed wiring boards (PWBs) will need to 
be able to withstand higher manufacturing process temperatures;  

• printed circuit boards (PCBs)/printed wiring boards (PWBs) will need to have robust 
solderable lead-free (Pb-free) surface finishes;  

• manufacturing and inspection techniques are needed that yield repeatable reliability 
characteristics;  

• at least initially, Pb-free alloys used within the equipment should be restricted to those that 
are compatible with tin-lead soldering systems; 

• a maintenance strategy should be developed that will facilitate the support repair of new 
and existing equipment throughout a long life time which can be higher than 20 years.  

This document will establish guidelines for the use of Pb-free solder and mixed tin-lead/lead-
free alloy systems while maintaining the high reliability standards required for aerospace 
electronic and electrical systems. Currently the largest volume of lead (Pb) in many of these 
electronic systems is in the tin-lead eutectic (Sn-37Pb) and near eutectic alloys 
(Sn-36Pb-2Ag, Sn-40Pb) used in printed circuit board/printed wiring board assemblies, wiring 
harnesses and electrical systems. High-lead solder alloys are not specifically addressed in 
this document; however, many of the methodologies outlined herein are applicable for their 
evaluation.  

A good deal of the information desired for inclusion in this technical guidelines document does 
not exist. A large number of lead-free (Pb-free) investigative studies for aerospace and high 
reliability electronic and electrical systems are either in progress or in the initiation stage. The 
long durations associated with reliability testing necessitates a phased release of information. 
The information contained herein reflects the best information available at the time of 
document issuance. It is not the goal of this document to provide technical guidance without 
an understanding of why that guidance has technical validity or without concurrence of the 
technical community in cases where sufficient data is lacking or conflicting. The document will 
be updated as new data becomes available. 

Further complicating matters is the fact that no single alloy across the supply base will be 
replacing the heritage tin-lead eutectic alloy and that it is not likely that qualification of one 
alloy covers qualification for all other alloys. Given the usual requirement for long, high 
performance electronic service lives, any lead-free (Pb-free) alloy will need to have 
predictable performance when mixed with heritage tin-lead alloys. Lead-free (Pb-free) alloys 
containing elements such as bismuth (Bi) or indium (In) that can form alloys having melting 
points within the equipment’s operating temperature range will need to be considered very 
carefully before use. Although lead-free (Pb-free) solder alloys are still undergoing some 
adjustments, it appears that the Sn-Ag-Cu family of alloys will be used for surface mount 
assembly and either Sn-Ag-Cu, Sn-Cu or Sn-Cu-Ni (Sn-Cu stabilized with nickel) alloys will be 
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dominant in wave solder applications. In addition, some applications are using the Sn-Ag alloy 
family [1] [2] [3].2 

The majority of the lead-free (Pb-free) solder alloys being considered have higher melting 
temperatures than tin-lead eutectic solder. In order to make use of the lead-free (Pb-free) 
solders, changes to the molding compound, die attach and printed circuit board (PCB)/printed 
wiring board (PWB) insulation systems are being introduced to accommodate the 30 °C to 
40 °C higher (54 °F to 72 °F higher) processing temperature. Thus, not only is the lead-free 
(Pb-free) transition changing the solder alloy, but a significant portion of the electronic 
packaging materials are changing as well. The higher melting point, greater creep resistance 
and higher strength of the lead-free (Pb-free) alloys have driven a significant amount of study 
into the thermal cycling and mechanical vibration/shock assessments of these new alloys. 

The consumer electronics industry has invested considerable resources to ensure that lead-
free (Pb-free) solder will perform adequately for their products. Creep resistance of lead-free 
(Pb-free) alloys can vary considerably from heritage tin-lead solders. The creep/stress 
relaxation performance of the solder depends on the stress level, temperature and time for a 
specific solder material and joint composition. Therefore, one needs to establish what the 
acceleration factor is between a particular test condition and application. The interpretation of 
the results of a head-to-head testing needs to be assessed in terms of the anticipated service 
conditions with respect to these acceleration factors. Thermal preconditioning prior to thermal 
cycling should be considered in the lead-free (Pb-free) solder assessment plan particularly as 
it relates to changes in solder microstructure. Modeling/analysis is needed to properly 
compare the tin-lead and lead-free (Pb-free) alloy performance and correct for the stress 
relaxation differences obtained for the various piece parts and thermal cycling conditions.  

While there is much data on near eutectic SAC (e.g., SAC305 and SAC405) Pb-free thermal 
cycling, there is less information regarding lead-free (Pb-free) vibration and shock 
performance. Fortunately, the vibration and shock performance data can be obtained 
relatively quickly. During vibration/shock testing, the near eutectic SAC Pb-free solder 
behaves more rigidly than the Sn-Pb solder transferring greater loads to the interfaces 
between the solder alloy and the substrate interfaces. The increased amount of tin in Pb-free 
alloys increases the intermetallic thickness when copper substrates are used. In addition, 
when nickel or electroless nickel (nickel – phosphorous) substrates are used, the increased 
copper in the SAC alloy can result in the formation of intermetallics on the nickel interface, 
which are less robust than Sn-Cu or Sn-Ni intermetallics that are typical of tin-lead solder 
joints. Mechanical test results to-date suggest that a robust assessment of lead-free (Pb-free) 
alloy assembly in vibration and shock environments will need to include thermal aging for 
interface and microstructural stabilization prior to any dynamic mechanical testing. Alloys 
other than SAC should be assessed to determine their vibration and shock performance 
characteristics. 

 

___________ 
2  Numbers in square brackets refer to the Bibliography. 
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PROCESS MANAGEMENT FOR AVIONICS –  
AEROSPACE AND DEFENCE ELECTRONIC  

SYSTEMS CONTAINING LEAD-FREE SOLDER –  
 

Part 22: Technical guidelines 
 
 

1 Scope 

This part of IEC 62647 is intended for use as technical guidance by aerospace, defence, and 
high performance (ADHP) electronic applications and systems suppliers, e.g., original 
equipment manufacturers (OEMs) and system maintenance facilities, in developing and 
implementing designs and processes to ensure the continued performance, quality, reliability, 
safety, airworthiness, configuration control, affordability, maintainability, and supportability of 
high performance aerospace systems (subsequently referred to as ADHP) both during and 
after the transition to Pb-free electronics. 

The guidelines may be used by the OEMs and maintenance facilities to implement the 
methodologies they use to ensure the performance, reliability, airworthiness, safety, and 
certifiability of their products, in accordance with IEC/TS 62647-1:2012. 

This document also contains lessons learned from previous experience with Pb-free 
aerospace electronic systems. The lessons learned give specific references to solder alloys 
and other materials, and their expected applicability to various operating environmental 
conditions. The lessons learned are intended for guidance only; they are not guarantees of 
success in any given application. 

This document may be used by other high-performance and high-reliability industries, at their 
discretion. 

2 Normative references  

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC/TS 62647-1:2012, Process management for avionics – Aerospace and defence electronic 
systems containing lead-free solder – Part 1: Preparation for a lead-free control plan 

IEC/TS 62647-2, Process management for avionics – Aerospace and defence electronic 
systems containing lead-free solder – Part 2: Mitigation of deleterious effects of tin 

IEC/TS 62647-3:–, Process management for avionics – Aerospace and defence electronic 
systems containing lead-free solder – Part 3: Performance testing for systems containing 
lead-free solder and finishes 3 

GEIA-HB-0005-4, Guidelines for Performing Reliability Assessment for Lead Free Assemblies 
used in Aerospace and High-Performance Electronic Applications  

IPC/JEDEC JP002, Current Tin Whiskers Theory and Mitigation Practices Guideline 

___________ 
3 Under consideration. 
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IPC-1066, Marking, Symbols and Labels for Identification of Lead-Free and Other Reportable 
Materials in Lead-Free Assemblies, Components and Devices 

IPC-9701, Performance Test Methods and Qualification Requirements for Surface Mount 
Solder Attachments 

3 Terms, definitions and abbreviations 

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1.1  
alloy composition  
whole ingredients of an alloy whose weight is defined in percent 

Note 1 to entry: For instance 63Sn-37Pb corresponds to a mixture of 63 % by weight of tin (Sn) and 37 % by 
weight of lead (Pb). 

3.1.2  
alloy 42  
nickel-iron controlled-expansion alloy containing 42 % nickel that is often used as a lead-
frame material in electronic packages 

3.1.3  
assemblies  
electronic items that require electrical attachments, including soldering of wires or component 
terminations 

EXAMPLE Circuit cards and wire harnesses. 

[SOURCE: IEC/TS 62647-1:2012, 3.1] 

3.1.4  
CAF 
conductive anodic filament  
copper conductive filament form between two adjacent conductors or plated vias in a printed 
circuit board (PCB)/printed wiring board (PWB)  

Note 1 to entry: See IPC-TM-650, method 2.6.25.  

3.1.5  
critical  
state of an item or function, which if defective, will result in the system’s inability to retain 
operational capability, meet primary objective, or affect safety 

[SOURCE: IEC/TS 62647-1:2012, 3.2] 

3.1.6  
creep  
time-dependent strain occurring under stress 

3.1.7  
CSAM  
C-mode scanning acoustic microscopy 
method for evaluating electronic packages for internal delamination using high frequency 
sound waves 
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3.1.8  
CTE 
coefficient of thermal expansion 
degree of expansion of a material divided by the change in temperature 

Note 1 to entry: PCB/PWB CTE (x-y axis) is measured in the direction in the plane of the piece part mounting 
surface and is used to quantify the stresses in the solder joint arising from the differences in CTE between the 
piece parts and the PCB/PWB during thermal cycling. CTE (z axis) is measured in the “thickness” direction and is 
typically used to quantify plated through hole stress. 

3.1.9  
customer  
entity or organization that (a) integrates a piece part, soldered assembly, unit, or system into 
a higher control level system, (b) operates the higher control level system, or (c) certifies the 
system for use 

EXAMPLE This may include end item users, integrators, regulatory agencies, operators, original equipment 
manufacturers (OEMs), and subcontractors. 

[SOURCE: IEC/TS 62647-1:2012, 3.5] 

3.1.10  
dicy cure  
use of dicyandiamide (dicy), as a curing agent for epoxy resins 

3.1.11  
EM  
electromigration of the PCB/PWB metallization 

Note 1 to entry: Resistance to electromigration testing is typically performed between electrically biased 
conductors at elevated humidity and temperature. 

3.1.12  
eutectic  
mixture of two or more metals at a composition that has the lowest melting point, and where 
the phases simultaneously crystallize from molten solution at this temperature 

Note 1 to entry: A non-eutectic mixture will exhibit a pasty range during cooling where both liquid and solid 
phases are present prior to reaching the mixture’s solidus temperature. 

3.1.13  
FR4  
flame retardant laminate made from woven glass fiber material impregnated with epoxy resin 

3.1.14  
Fick’s law  
classic diffusive mass transport model where the mass diffusion is proportional to the 
concentration gradient in the material 

3.1.15  
fillet lifting  
separation that occurs between a solder fillet and a PCB/PWB pad where the solder fillet has 
the appearance that it has lifted off the PCB/PWB pad 

Note 1 to entry: The fillet lifting is caused by the formation of a low melting point phase (often a ternary alloy) or 
liquid phase in an alloy having a large pasty range. The thin layer of liquid present adjacent to the PCB/PWB pad 
results in a layer that allows the solidified solder above it to pull off the PCB/PWB pad [38] [73]. 
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3.1.16  
high performance 
continued performance or performance on demand where an application (product, equipment, 
electronics, system, program) down time cannot be tolerated in an end-use environment 
which can be uncommonly harsh, and the application must function when required 

EXAMPLE: Examples of high performance applications are life support or other critical systems. 

[SOURCE: IEC/TS 62647-1:2012, 3.7] 

3.1.17  
incubation period  
<tin pest formation> time required at cold temperature to initially form the brittle gray (α) tin 
phase from the ductile white (β) tin phase 

3.1.18  
inoculation  
<tin pest formation> practice of facilitating the white (β) tin to gray (α) tin phase 
transformation by using seed particles of the gray tin phase on the white tin to reduce the 
nucleation barrier energy associated with the transformation 

3.1.19  
ICP-MS  
inductively coupled plasma mass spectrometry 
type of mass spectrometry used for analysis and capable of detecting metals and non-metals 

3.1.20  
Kirkendall void formation  
void induced in a diffusion couple between two metals that have different interdiffusion 
coefficients 

3.1.21  
lead-free 
Pb-free  
less than 0,1 % by weight of lead (Pb) in accordance with reduction of hazardous substances 
(RoHS) guidelines 

[SOURCE: IEC/TS 62647-1:2012, 3.8] 

3.1.22  
MSL 
moisture sensitivity level 
moisture sensitivity level rating of a plastic encapsulated electronic device as it relates to 
soldering 

3.1.23  
PCB  
printed circuit board 
PWB 
printed wiring board 
substrate using conductive pathways, tracks or signal traces etched from copper sheets 
laminated, and allowing to connect electrically a set of electronic components to realize a 
circuit card  

[SOURCE: IEC/TS 62647-21:2013, 3.1.10] 
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3.1.24  
peritectic 
in a peritectic reaction, solid phase and liquid phase react on cooling to produce a new solid 
phase 

3.1.25  
piece part  
electronic component that is not normally disassembled without destruction and is normally 
attached to a printed wiring board to perform an electrical function 

[SOURCE: IEC/TS 62647-1:2012, 3.14] 

3.1.26  
PTH 
plated through hole  
plated through hole used on printed circuit boards (PCBs)/printed wiring boards (PWBs) for 
interconnecting between layers and for component attachment 

Note 1 to entry: Plating of metal the wall of the hole allows electrical connection between internal and/or external 
conductive patterns on different layers. 

3.1.27  
repair  
act of restoring the functional capability of a defective article in a manner that precludes 
compliance of the article with applicable drawings or specifications 

[SOURCE: IEC/TS 62647-1:2012, 3.17] 

3.1.28  
rework  
action taken to return a unit (SRU/LRU/system) to a state meeting all requirements of the 
engineering drawing, including both functionality and physical configuration by making repairs  

Note 1 to entry: Also used to define the act of reprocessing non-complying articles, through the use of original or 
equivalent processing in a manner that assures full compliance of the article with applicable drawings or 
specifications. 

[SOURCE: IEC/TS 62647-1:2012, 3.16] 

3.1.29  
SAC  
family of Pb-free alloys containing tin, silver and copper used in surface mount technology or 
sometimes in wave solder processes 

Note 1 to entry: The alloys typically have a composition near the eutectic (95,6Sn-3,5Ag-0,9Cu). 

3.1.30  
SAC-L  
low silver content SAC alloys that are not eutectic compositions 

Note 1 to entry: These alloys have increasingly been used for BGA package interconnects. 

3.1.31  
SIR  
surface insulation resistance 
method of electrical resistance measurement used to quantify the deleterious effects of 
fabrication, process or handling residues and performed on PCB/PWB 

Note 1 to entry: These electrical resistance measurements are often performed after periods of humidity 
exposure. 
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3.1.32  
Sn-Cu  
solder or alloy refering to Pb-free alloys that are comprised of tin-copper (Sn-0,7Cu) 

3.1.33  
Sn-Cu-Ni 
solder or alloy refering to tin-copper with nickel trace (Sn-0,7Cu-0,05Ni) 

Note 1 to entry: Some formulations also include other minor additions such as germanium (Ge). 

3.1.34  
Sn-Pb  
solder generally refering to the family of tin-lead alloys at or near the eutectic composition 
with or without silver added (Sn-37Pb, Sn-40Pb, or Sn-36Pb-2Ag) 

3.1.35  
solder ball technology 
technology for a family of components employing solder balls or bumps to make mechanical 
and electrical connections between components and a printed circuit board (PCB)/printed 
wiring board (PWB) 

Note 1 to entry: Examples are ball grid arrays (BGA), flip chip, and chip scale interconnections. 

3.1.36  
soldered assembly  
assembly of two or more basic parts interconnected by a solder alloy 

Note 1 to entry: A lead (Pb)-based soldered assembly is one in which the solder alloys are solely lead (Pb)-
based. A lead-free soldered assembly is one in which the solder alloys are solely lead-free. 

3.1.37  
supplier  
entity or organization that designs, manufactures, repairs, or maintains a piece part, unit, or 
system 

Note 1 to entry: This includes original equipment manufacturers (OEMs), repair facilities, subcontractors, and 
piece part manufacturers.  

[SOURCE: IEC/TS 62647-1:2012, 3.23] 

3.1.38  
system  
one or more units that perform electrical function(s) 

[SOURCE: IEC/TS 62647-1:2012, 3.24] 

3.1.39  
Td  
decomposition temperature of a PCB/PWB laminate 

3.1.40  
Tg  
glass transition temperature of a PCB/PWB laminate 

3.1.41  
tin whisker  
spontaneous crystal growth that emanates from a tin (Sn) surface and which may be 
cylindrical, kinked, or twisted  
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Note 1 to entry: Typically tin whiskers have an aspect ratio (length/width) greater than two, with shorter growths 
referred to as nodules or odd-shaped eruptions (OSEs). 

[SOURCE: IEC/TS 62647-1:2012, 3.26] 

3.1.42  
µm 
unit of length measure defined to be a micro-meter or one millionth of a meter, commonly 
referred to as a micron 

3.1.43  
unit 
one or more assemblies within a chassis or higher level system to perform electrical function(s) 

[SOURCE: IEC/TS 62647-1:2012, 3.27] 

3.1.44  
XY 
paraxylylene resin conformal coating 

Note 1 to entry: This is also known by the trade name Parylene. This information is given for the convenience of 
users of this document and does not constitute and endorsement by IEC of this product. 

3.2 Abbreviations 
ADHP Aerospace, defence, and high performance 
Ag Silver 
AR Acrylic resin (related to conformal coating) 
Au Gold 
Bi Bismuth 
BGA Ball grid array (related to electronic component package) 
CALCE University of Maryland Center for Advanced Life Cycle Engineering (CALCE) 

consortium 
CLCC Ceramic leadless chip carrier (related to electronic component package) 
CSP Chip scale package (related to electronic component package) 
Cu Copper 
EMR Electrochemical migration resistance 
ENIG Electroless nickel immersion gold (related to PCB/PWB surface finish) 
ER Epoxy resin (related to conformal coating) 
Ge Germanium 
HALT Highly accelerated life test 
HASL Hot air solder level (related to PCB/PWB surface finish) 
HAST Highly accelerated stress test 
Imm Ag Immersion silver (related to PCB/PWB surface finish) 
In Indium 
JCAA Joint Council on Aging Aircraft (organization within the US Department of Defense 

that has performed extensive PB-free solder reliability testing) 
JG-PP Joint Group on Pollution Prevention (NASA group that began the Pb-free solder 

testing)4 
LGA Land grid array (related to electronic component package) 
___________ 
4  JG-PP Pb-free solder testing was completed with the support of JCAA. 
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LRU Line replaceable unit 
Ni Nickel 
OEM Original equiment manufacturer 
OSP Organic solderability preservative (related to PCB/PWB surface finish) 
Pb Lead 
PEM Plastic encapsulated microcircuit 
RMA Rosin, mildly activated (related to solder flux type) 
Sb Antimony 
SMT Surface mount technology (related to circuit card assembly technology) 
SMTA Surface Mount Technology Association (headquarters in Edina, MN) 
Sn Tin 
TSOP Thin small-outline package (related to electronic component package) 
UR Urethane resin (related to conformal coating) 

4 Approach 

4.1 General 

The guidelines given here are intended to be used in conjunction with IEC/TS 62647-3:– and 
GEIA-HB-0005-4 to demonstrate that the solder materials and processes used in a given 
application will be reliable. They include: 

• identifying potential failure modes and mechanisms related to the solder materials, piece 
part types, and processes; 

• ascertaining the program environmental and operating requirements; 

• reviewing the details of the assembly solder process, solder stress, metallurgy, 
temperature capability, and solder pad/terminal attachment strength; 

• selecting data sources or designing tests to evaluate the reliability of the selected 
materials and processes, with respect to the potential failure mechanisms, in the 
application; 

• analyzing data or test results, and comparing them with program criteria. 

The guidelines described here address the majority of concerns regarding the use of Pb-free 
solder in aerospace systems. The list is not exhaustive however, and other guidelines may be 
required for specific applications, service environments, and materials. The guidelines 
described here are not, by themselves, sufficient to assure the performance, reliability, 
airworthiness, safety, or certifiability of any given system in any given application. To provide 
such assurance, the program, including any unique functional, performance, and life tests, 
should be run per the program contractual requirements. The methods to convert data from 
one set of environmental conditions to another are described in IEC/TS 62647-3:– in 
conjunction with the guidelines given in the subsequent clauses/subclauses. 

4.2 Assumption 

For the purposes of this document, if the element “lead” is implied, it will be stated either as 
Pb, as lead (Pb), or as tin-lead. 

If a piece part terminal or termination “lead” is referred to, such as in a flat pack or a dual-
inline package, the nomenclature lead/terminal or lead-terminal will be used. 
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5 General Pb-free solder alloy behavior 

5.1 General 

The three main Pb-free solders are based on the tin rich Sn-Cu, Sn-Ag or the Sn-Ag-Cu 
(SAC) families of alloys. Sometimes small alloy additions of Bi, Ni, Ge, In, and Sb, are made 
to these basic alloys in an effort to alter dissolution, solidification, mechanical properties or 
wetting characteristics. The melting point of pure Sn is 231,9 °C (449,4 °F) and the addition of 
37 % Pb to the Sn reduces the melting temperature to the eutectic point of 183 °C (361 °F). 
Similarly, the addition of Ag and Cu to Sn reduces the melting temperature but not to the 
same extent as Pb. The 95,6Sn-3,5Ag0,9Cu ternary eutectic SAC alloy melting temperature is 
217,2 °C ± 0,2 °C (423 °F ± 0,36 °F) [4], the Sn-0,7Cu eutectic alloy melts at a temperature of 
227 °C (441 °F) [5], and the 96,5Sn-3,5Ag eutectic alloy melts at 221 °C [5]. These Pb-free 
solder melting temperatures are considerably higher than Sn-Pb eutectic. The higher melting 
temperature of Pb-free alloys, results in a 30 °C to 40 °C increase (54 °F to 72 °F increase) in 
processing temperature as compared to the temperatures used to process heritage Sn-Pb 
alloys. Higher melting temperatures result in increased amounts of base metal dissolution 
(see 10.3) and increased shrinkage stresses on components during cooling. An additional 
consideration is that the SAC alloys have generally been found to be stronger and more creep 
resistant than the heritage Sn-Pb solders at typical electronic use temperatures [2] [3]. 

The Pb-free alloy microstructure differs substantially from the lamellar/colony structure of 
eutectic Sn-Pb. The microstructure of Sn-Ag alloy and Sn-Ag-Cu alloy is comprised of 
relatively large β phase Sn dendrites. In between the dendrites, there are arrays of β-Sn, 
Ag3Sn and Cu6Sn5 phases [6]. In some studies large Ag3Sn platelets have been observed. 
The solidification behavior strongly influences the solid microstructure. The Sn-Pb eutectic 
solder joint requires only 2 °C of undercooling to begin solidification [6]. In contrast, the 
eutectic Sn-Ag-Cu system begins solidification with the formation of the Ag3Sn intermetallic. 
Unfortunately, the presence of Ag3Sn intermetallic does not facilitate the nucleation of the 
β-Sn and significant undercooling can occur. An undercooling of 18 °C (32 °F) was reported 
for β-Sn [7]. The formation of large Ag3Sn intermetallic plates in liquid Sn was observed 
during slower solidification rates for SAC alloys having 3,5 wt % and 3,8 wt % Ag and not with 
the 3,0 wt % Ag alloy [8] [9]. These plates are expected to change the mechanical response of 
the system. The Ag3Sn intermetallic plate may stop or re-direct a crack propagating through 
the solder joint during environmental testing (such as thermal cycling). If the plate is in the 
same direction of the shear load, life can be reduced [10], but it is more common to see 
randomly oriented plates throughout the solderball in larger joints. The presence of Ag3Sn 
plates is of greater concern for flip chip and wafer scale chip pack solder joints [11]. The 
volume fraction of β-Sn dendrites in the solidified solder is dependent upon cooling rate and 
alloy composition [12]. The grain size of the β-Sn is relatively large with respect to the solder 
joint size. A BGA solder joint can be comprised of as few as 10 β-Sn to 30 β-Sn grains and 
even fewer for wafer level chip scale package and flip chip joints [13]. Since dispersed 
intermetallics in a SAC alloy tend to increase the hardness and stiffness of the solder, a 
greater volume fraction of Sn dendrites generally results in a solder joint with decreased 
stiffness. Reduced solder stiffness can be beneficial in some high stress shock applications 
because the solder does not impart as much stress on the pad intermetallic or the pad 
laminate interfaces. Presently, some investigators are evaluating SAC alloys with reduced Ag 
and Cu content (SAC-L) from the eutectic such as 98,5Sn-1,0Ag-0,5Cu alloy in an effort to 
obtain improved drop shock performance of BGA assemblies. Unfortunately, the melting 
temperatures of SAC-L alloys are greater than the traditional SAC alloys and their thermal 
cycling characteristics require evaluation. 

5.2 Elevated temperature 

At elevated temperatures, accelerated intermetallic growth, grain growth and redistribution of 
constituents within the solder joint occur via solid-state diffusion mechanisms. The majority of 
Pb-free solder alloys being considered have substantially higher tin content than the Sn-Pb 
eutectic solder, resulting in a greater availability of tin to form intermetallics. The intermetallic 
layer development generates property discontinuities that may influence the load carrying 
capabilities of the solder joints during dynamic testing. Intermetallic growth on unassembled 
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PCB/PWB, or product that has already been fielded, can adversely affect the solderability of 
the PCB/PWB for initial assembly, or the entire module for repair or modification. 

5.3 Low temperatures 

At low temperatures, the principle concerns are the ductile-brittle transition temperature and 
tin pest (e.g., tin plague). The Sn-Ag, SAC, and Sn-Cu bulk Pb-free alloys exhibit ductile-
brittle transition behavior that differs substantially from Sn-Pb alloys on bulk solder samples 
[14]. While the fracture toughness for the bulk Pb-free alloys tested by Ratchev were higher 
than tin-lead eutectic, the Pb-free alloys exhibit a larger, more pronounced, change in fracture 
toughness with temperature as compared to tin-lead eutectic alloy. It is unclear if the fracture 
toughness characteristics observed on the bulk samples tested by Ratchev would also be 
evident with solder joint size geometries. Thermal cycling tests to –55 °C 15] have not 
revealed a brittle SAC solder fracture surface morphology. At the present time, a systematic 
test of Pb-free alloy vibration and shock performance at cold temperatures is not available. 

Electronic equipment that is utilized in applications having prolonged low temperature 
exposure may be susceptible to tin pest. The allotropic transformation of white (β) tin (which 
has a body-centered tetragonal structure) to gray (α) tin (which has a cubic crystal) is known 
as tin pest or tin plague. This transformation occurs below 13,2 °C. Above this temperature, 
white (β) tin is the stable form. Tin pest is potentially a menace to Pb-free solder joints 
because the crystalline transformation results in a 26 % increase in volume, crack generation, 
and brittle characteristics. The increase in volume and accompanying cracking usually causes 
the metallic tin to develop fractured and powdery regions on the surface. The presence of the 
gray (α) tin serves to promote further transformation of the white (β) tin which can eventually 
cause a significant amount of the metallic tin to convert to the brittle gray tin. Since solder 
joints are inherently small in volume, reliability may be compromised with the initiation of tin 
pest. Solder with 40 % Pb is seldom affected by tin pest provided that inoculation with 
previously transformed gray tin is avoided [16].  

During the operating life of electronic piece parts, tin-rich joints will be subjected to 
temperature excursions (typically between –55 °C to 125 °C) with the colder temperatures 
being conducive to the allotropic transformation of the Pb-free solder joints. It is likely that the 
incubation time is reset each time the tin is exposed to temperatures above the transformation 
temperature. However, once powdery tin pest has formed, oxidation and phase transformation 
kinetics prevent the reformation of a continuous white (β) tin metal again. 

An early reported instance of tin pest was described by Fritzsche [17] where the disintegration 
of some blocks of Banka pig tin was observed after exposure to the Russian winter of 1867-
1868, when the temperature during January fell as low as –38 °C (–36,4 °F). The blocks of tin 
had disintegrated into granular crystalline pieces and coarse powder.  

NOTE 1 The typical composition of Banka tin is 99,950 Sn, 0,007 Sb, nil As, trace Pb, nil Bi, 0,018 Cu, 0,045 Fe, 
nil Ag and nil sulfur [18].  

The growth phase of tin pest is typically much shorter than the incubation period. The 
transformation may occur after a long incubation period at temperatures below 13 °C (54 °F), 
the rate of transformation being highest at –30 °C (–22 °F) [16]. Subjecting the tin material to 
a mechanical load that results in a residual tensile stress considerably accelerates the 
process. Some possible sources of tensile stress in Pb-free assemblies include bending of 
leads and thermomechanical stresses encountered during thermal excursions. Mechanical 
treatment decreases the nucleation time due to an increase in the number of reaction sites. 
Becker [19] noted that annealing and oxidation tend to increase the nucleation time. Becker 
usually made his tin pest observations at 0 °C (32 °F) presumably to minimize the effect that 
temperatures above 13 °C (54 °F) would have on the transformation nucleation and rate data. 
Tin pest nucleation is encouraged through inoculation with α tin [20] and elements or 
compounds having a diamond cubic crystal structure similar to α tin such as InSb, CdTe, and 
Ge [19]. The transformation is dependent upon the impurities and alloying elements of the tin. 
The incubation time of tin pest is highly variable.  
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Tin pest is not a new problem with lead-free solder. Bornemann [21] found that Pb, in the 
amount generally found in solder, will not prevent tin pest from eventually occurring given 
enough time and cold enough temperatures. The work by Bornemann highlights some of the 
variability associated with the transformation. Bornemann stored four un-inoculated pure tin 
specimens in clean sealed vials at –73 °C (–99,4 °F). One transformed in six months and the 
other three showed no visible traces of transformation after four years. Bornemann also found 
that Pb, in the amount generally found in solder, will not prevent tin pest from eventually 
occurring. 

NOTE 2 Bornemann went through extensive effort in his second set of experiments to ensure that the tin surfaces 
were oxide free.  

The addition of as little as 0,1 percent by weight of Sb or 0,05 percent by weight of Bi to 
Sn-Pb alloys inhibited the transformation. There is presently one commercially available 
patented Pb-free alloy containing Sb, which has a composition of 96,2Sn-2,5Ag-0,8Cu-0,5Sb. 
There is a possibility that the results of the Bornemann’s investigation lead to a change in the 
ASTM B32 solder specification. The role of antimony in the prevention of tin pest in Sn-Pb 
alloys is discussed in IPC J-STD-006B:2009, 6.1.1.1, which concludes by stating that the 
minimum requirement for antimony in tin-based alloys is not necessary, presumably because 
no tin pest has been observed in tin-lead alloys over the last decade.  

Although tin pest has been found in various laboratory tests [19] to [25], the nucleation 
kinetics are still poorly understood and it is unclear what the incubation time is for normally 
processed solder joints. Tin pest has been found under laboratory conditions in Sn-0,5Cu 
alloy bulk test samples [22]. Tin pest transformation was also observed on 0,010-inch-thick 
inoculated solder joints stored at –40 °C (–40 °F) [23]. Williams [23] found that the 
transformation occurs more readily in joints soldered with pure tin than in joints soldered with 
Sn-Pb alloy. The pure tin joints soldered at high temperature (204 °C (367 °F) above the 
liquidus), dissolved more Cu and tended to transform more readily than joints formed at lower 
temperature (4 °C (7 °F) above the liquidus). Recent experiments by Sweatman evaluated the 
role of impurities in commercial purity Pb-free solder alloys (Sn-3Ag-0,5Cu, Sn-4Ag-1Cu, 
Sn-0,7Cu-0,05Ni, and others) on the nucleation and growth of tin pest and found that Pb and 
to a lesser extent Bi and Ag impurities appeared to suppress the transformation of β-tin to α-
tin [24]. In the first phase of the evaluation by Sweatman [24], Pb-free alloys were formulated 
from 99,9 % “three nines” pure tin, placed in contact with an α-Tin nucleant and exposed to a 
temperature of –45 °C for 180 days with no signs of tin pest, while 99,99 % “four nines” pure 
tin was observed to readily transform within hours. The impurity analysis of the 99,9 % pure 
tin revealed that the largest impurity was Pb at a level of 0,031 % followed by Sb at 0,006 % 
and As and Bi at 0,004 %. The second phase of the Sweatman evaluation [24] assessed the 
addition of 0,01 % Pb, Bi, Ag, Zn, In, P, Au, Al, Cu, Ge, Ni, Sb, Ga, and Fe alloying materials 
to 99,99 % pure tin in contact with α-tin for up to 30 hours and found that Pb at the 0,01 % 
level appeared to suppress the transformation while 0,01 % Fe significantly promotes the 
transformation. Sweatman suggests that since Pb occurs naturally in primary tin at around the 
0,03 % to 0,01 % level, which is still well below the 0,1 % limit of the RoHS directive, there 
can be some confidence that tin pest will not occur in a Pb-free alloy made with standard 
99,9 % “three nines” pure tin. The effect of alloying additions to tin on the promotion or 
inhibition of tin pest is provided in Clause 8, Table 3. With long exposure at low temperature 
of electroplated pure tin coatings on copper, it is possible to encounter transformation, but not 
with hot dip coating [25]. Bornemann [21] evaluated the transformation of electrodeposited tin 
and tin alloys on steel panels. The pure electrodeposited tin coatings 0,0002-inch thick 
(5 µm), whether inoculated or un-inoculated began to show evidence of transformation after 
about four days at –73 °C (–99,4 °F). Becker [19] found that reflowed electrodeposited 
coatings exhibited different tin pest formation characteristics. During exposure to –73 °C  
(–99,4 °F), the inoculated specimens exhibited transformation in 4 days while the un-
inoculated specimen took 14 months. The tin-zinc electroplated samples (79,3Sn-20,7Zn, 
0,0005-inch (12,7 µm) thick) did not exhibit transformation after two years at –73 °C  
(–99,4 °F) for either the inoculated or un-inoculated samples. Later, Becker [19] attempted to 
directly deposit thin gray tin films onto substrates using electro deposition or evaporation, but 
he was unsuccessful. Becker was however able to obtain tin pest on inoculated thin films of 
tin.  
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While tin pest has been reported under laboratory conditions on test samples, real solder 
joints have not exhibited tin pest. Tin-silver (Sn-3,5Ag) solder has a long history of use in high 
reliability applications and tin pest has not been an issue. Recent testing of Sn-0,7Cu-0,05Ni 
or the Sn-3,8Ag-0,7Cu solder joints evaluated in the JCAA/JG-PP –55 °C to +125 °C (–67 °F 
to 257 °F) thermal cycling testing did not exhibit tin pest after over 4 000 thermal cycles 15]. 
The thermal cycling data suggests that the incubation time clock may be “reset” each time the 
solder is exposed to temperatures above the gray to white transition temperature. The tin pest 
resistance of real solder joints has been evaluated over a 12-month period and no tin pest 
was observed [26]. Similar evaluations have been performed by the CALCE group and they 
have not observed tin pest transformation in either inoculated or un-inoculated real solder 
joints [27].  

In summary, tin pest in solder joints may be a field concern in some applications subjected to 
extremely cold temperatures (e.g. –40 °C) continuously for long durations (e.g., on the order 
of a year). These applications may require further evaluation. In practice, refining costs of 
lead-free solders are likely to result in Pb concentrations just under 0,1 % and will have some 
tin pest resistance 15] [24] [26]. The majority of high performance applications are not 
expected to have an issue. Long term testing of real solder joints is continuing. 

5.4 Temperature cycling 

5.4.1 General 

Creep-fatigue models for the various Pb-free alloys being considered are at various levels of 
completeness. An assessment of thermal fatigue reliability to the service environments, in 
many cases, presents the greatest challenge due to the long test durations. Invariably, some 
acceleration factor, either increased temperature difference or reduced dwell time, is required 
to complete the temperature testing in a reasonable amount of time. The thermal cycling 
performance of a Pb-free alloy is determined by its ability to survive upper and lower 
temperature limits, the ramp time required to transition between the temperature limits, and 
the dwell time at the temperature extremes. 

High performance applications have historically relied on –55 °C to +125 °C thermal cycling 
testing to provide confidence that equipment will function reliably once it is in service. It has 
already been established that Pb-free eutectic SAC solder does not perform as well as tin-
lead under high stress thermal cycling conditions (large temperature difference and/or large 
thermal expansion coefficient mis-match driven solder joints) [28]. Implicit in any thermal 
cycling discussion is that the printed circuit board used to connect the Pb-free technology 
piece parts is reliable. The PCB/PWB plated through holes and traces should be able to 
withstand the higher temperature Pb-free solder reflow and rework stresses and go on to 
perform reliably in test and service. 

There has been, and will continue to be, considerable debate on why solders perform 
differently under different thermal cycling conditions. There are many factors influencing 
solder life that interact in complicated ways that are not completely understood. While the 
understanding of the Sn-Pb system has improved greatly over the years, the study of this 
system has revealed that several other factors may also be important contributors to solder 
fatigue. In addition to the obvious need to define thermal cycling temperature extremes, dwell 
time (at hot and cold) and ramp rate, the following should also be considered during an 
assessment of solder fatigue: 

• solder joint oxidation  

• stress distribution in the solder joint  

• manufacturing process history  

• conformal coat type  

• non-linear package and PCB/PWB properties over temperature  

• PCB/PWB surface finish, etc.  
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All these factors combined influence the long-term solder life in service and may or may not 
be accounted for in accelerated testing and modeling of heritage Sn-Pb solder [29] [30] [31] 
[32]. At the present time, there is no indication that any of the aforementioned solder life 
factors will be eliminated with the introduction of Pb-free technology. To the contrary, a few 
more factors have been added, such as Sn crystallographic orientation [13], CuSnNi ternary 
intermetallics [33], and ENIG interfacial concerns [34]. In addition, some phenomena that may 
have always been present but were not a concern with tin-lead, such as voiding at the 
Cu/Cu3Sn interface [35] [36] [37] [38], will need to be understood in greater detail when Pb-
free solders are used.  

Generally, the thermal cycling test results indicate that for high strains, tin-lead performs 
better in thermal cycling than SAC alloys and that under small strain conditions (e.g., a small 
temperature cycle) the SAC alloy performs better than tin-lead [28] [39]. However, closer 
examination of the Bartelo data [28] reveals that dwell time is a significant factor in the 
aforementioned statement. In the case of Bartelo’s 0 to 100 °C temperature range thermal 
cycling, SAC outperformed tin-lead for the 7- and 22-minute dwell times but at a dwell time of 
112 minutes, SAC reliability was comparable to tin-lead. Generally though, long dwell time 
thermal cycling data is lacking and few investigators have performed testing with dwell times 
greater than 60 minutes, a few exceptions are Bartelo, Pan and Osterman [40]. Although 
modeling has been proposed to extrapolate to long dwell times [28] [39] [41] [42] [43] [44], 
these models continue to be updated as more package types and longer dwell time tests 
results become available. The nature of the mixed results observed to date suggests that a 
careful review of the service environments is also needed in order to avoid costs associated 
with unnecessarily conservative design limits.  

For temperature cycling test data to be interpreted properly, documentation of test conditions 
and results in accordance with IEC/TS 62647-3:–, which utilizes guidance from IPC-9701, is 
required.  

5.4.2 Solder thermal cycling failure mode 

Typically intergranular fracture of the solder occurs during thermal cycling. In cases where 
high stresses are present, failure can occur at the intermetallic interfaces when weak 
intermetallic layers are present [6], but this does not usually occur in a properly designed and 
manufactured joint.  

5.4.3 Stress relaxation considerations 

One impact of using a less ductile lead-free SAC solder is that it can have 10 times to 100 
times longer stress relaxation times than heritage Sn-Pb solder depending on applied stress, 
temperature, and the alloy type. The result of any stress testing needs to be evaluated in the 
context of the acceleration factor between the test and the intended use environment. 
Acceleration factors of Pb-free solders vary from conventional tin-lead with changes in 
temperature extremes, ramp rates, or dwell times. These factors should be considered in 
order to ensure that a representative amount of damage occurs during the cycling. The other 
impact is that the different piece parts on the same assembly will undergo varying degrees of 
stress relaxation due to the dependence of relaxation time on the applied stress. Validated 
model(s) will be required to translate thermal cycling results to service environmental 
conditions. 

5.4.4 Ramp rate 

IPC-9701 recommends that the ramp time be less than 20 °C per minute. It may be beneficial 
to accurately control the ramp rate between comparative tests because significant stress 
relaxation can occur during the ramp. In addition, thermal cycles having longer ramp times 
may be able to use shorter dwell times. 

5.4.5 Dwell time at elevated temperature 

Continued testing is in process to validate model performance at longer dwell times. 
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