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 INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
POWER QUALITY MANAGEMENT –  

 
Part 1: General guidelines 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

IEC TS 63222 has been prepared by IEC technical committee 8: System aspects of electrical 
energy supply. It is a Technical Specification. 

The text of this Technical Specification is based on the following documents: 

Draft Report on voting 

8/1588/DTS 8/1602/RVDTS 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this Technical Specification is English. 
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This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, 
available at www.iec.ch/members_experts/refdocs. The main document types developed by 
IEC are described in greater detail at www.iec.ch/standardsdev/publications. 

A list of all parts in the IEC 63222 series, published under the general title Power quality 
management, can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under webstore.iec.ch in the data related to the 
specific document. At this date, the document will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The "colour inside" logo on the cover page of this document indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 
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INTRODUCTION 

With the development of smart grid and massive deployment of renewable energy, power 
quality issues have received attention not only from system operators and customers 
(especially with sensitive power quality loads) but also from market regulators with the 
demands to provide information on the actual power quality level. Power quality management 
of the grid is a systematic project which includes the whole process of planning, operation, 
assessment and mitigation. The characteristics of power supplier, load characteristics of 
power consumer and external environment will affect the power quality of the grid. This 
document focuses on the whole process management and is the general guideline for this 
series of standards. 

Traditional electrified railways, steel mills and other non-linear loads are the main pollution 
sources of the power quality. In recent years, the new loads such as new energy and electric 
vehicles have brought new challenges to power quality management. The rapid popularization 
and application of high-tech precision technology has also put forward new requirements for 
high-quality power supply and consumption system. 

Power quality is an important issue for electricity supply network operators, which needs to be 
handled at planning and operation stages. In order to achieve power quality target, reduce 
power quality impacts/losses and improve the economic efficiency of the system, power 
quality regulation and supervision of the operating power system is necessary, and a well-
considered power quality planning before project implementation is also needed, such as 
system expansion, construction and grid connection of the distributed generation. Besides, 
the users at the end of power system should also be taken into consideration. Power quality 
problems can cause system instability, equipment abnormal operation and supply interruption. 
Power quality management is a method to avoid further power quality problems after project 
implementation. 

The standard system in power quality management provides a technical basis for improving 
power management level and standardizing power quality industry and market. As the general 
guideline of the standard series, this specification summarizes the power quality indicators 
and assessment methods, and analyses the overall power quality level by monitoring 
assessment and predicted assessment. Monitoring system and field test are used to assess 
the power quality level at different nodes of the grid, and solve users' power quality 
complaints and other practical problems. Connection and monitoring points are reasonably 
selected to assess the power quality levels of the grid in operation stage, and it also 
contributes to the power quality mitigation. In addition, the economical assessment of power 
quality is regulated in the document. Power quality management use cases in different typical 
scenarios are shown in Annex A. 
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POWER QUALITY MANAGEMENT –  
 

Part 1: General guidelines 
 
 
 

1 Scope 

This part of IEC 63222, which is a Technical Specification, is intended to provide provisions 
associated to the main use cases regarding recognized engineering practices applicable to 
power quality management in public electric power supply networks. It summarizes the 
operation in power quality management and investigates the current standards, for 
requirement of power quality assessment work, as well as to promote the development of 
power quality management best practices. 

The power quality management domain groups use cases and associated power quality 
requirements common to network management, including customer support network operation, 
network and extension planning. 

This document captures possible "common and repeated usage" of power quality 
management under the format of "use case". Use case implementations are given for 
information purpose only. This document derives the common requirement as provisions by 
further standardization activities, in terms of actors interacting with the given system. The 
interface requirement is considered for later standardization activities. The relationship of the 
stakeholders in power quality management, such as network operator, network user, etc., are 
discussed in the document. Table 1 highlights the domains and business use cases described. 
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Table 1 – Content of IEC TS 63222-1 

Domain Content Scope 

Power quality 
monitoring 
assessment 

Described with 5 business use cases  
1) Manage power quality over the grid. 
2) Manage power quality through 

distribution or transmission grid 
interfaces with another network. 

3) Take into account power quality 
constraints in network operation.  

4) Provide reports on network power 
quality. 

5) Manage complaints on power quality 
over the network. 

Described with 5 system use cases  
1) Assess power quality on the network.  
2) Measure power quality on a specific 

point of the network. 
3) Monitor power quality on the network. 
4) Engineer a power quality provision. 
5) Assess the emission limit related to 

power quality technical parameters in 
power system. 

Continuous monitoring operation for public 
power grid 

Power quality 
predicted 
assessment  

Described with 4 business use cases  
1) Manage power quality over the grid. 
2) Take into account power quality 

constraints in connecting a user to the 
grid. 

3) Take into account power quality 
constraints in network development. 

4) Provide reports on network power 
quality. 

Described with 7 system use cases 
1) Predict power quality impact of a 

construction work or maintenance. 
2) Predict power quality impact of a new 

connection or network development. 
3) Measure power quality on a specific 

point of the network. 
4) Monitor power quality on the network. 
5) Engineer a power quality provision. 
6) Assess power quality on the network.  
7) Assess the emission limit related to 

power quality technical parameters in 
power system. 

Power quality assessment of new 
construction, reconstruction or expansion 
projects in the grid 

 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 61000-3 (all parts), Electromagnetic compatibility (EMC) – Part 3: Limits 

IEC 61000-3-2, Electromagnetic compatibility (EMC) – Part 3-2: Limits − Limits for harmonic 
current emissions (equipment input current ≤ 16 A per phase) 

IEC 61000-3-3, Electromagnetic compatibility (EMC) – Part 3-3: Limits − Limitation of voltage 
changes, voltage fluctuations and flicker in public low-voltage supply system, for equipment 
with rated current ≤ 16 A per phase and not subject to conditional connection 
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IEC TS 61000-3-4, Electromagnetic compatibility (EMC) – Part 3-4: Limits − Limitation of 
emission of harmonic currents in low-voltage power supply systems for equipment with rated 
current greater than 16 A 

IEC TS 61000-3-5, Electromagnetic compatibility (EMC) – Part 3-5: Limits − Limitation of 
voltage fluctuations and flicker in low-voltage power supply systems for equipment with rated 
current greater than 75 A 

IEC TR 61000-3-6, Electromagnetic compatibility (EMC): Limits-Assessment of emission limits 
for the connection of distorting installations to MV, HV and EHV power systems 

IEC TR 61000-3-7, Electromagnetic compatibility (EMC): Limits − Assessment of emission 
limits for the connection of fluctuating load installations to MV, HV and EHV power systems 

IEC 61000-3-8, Electromagnetic compatibility (EMC) − Part 3: Limits − Section 8: Signalling 
on low-voltage electrical installations − Emission levels, frequency bands and electromagnetic 
disturbance levels 

IEC 61000-3-11, Electromagnetic compatibility (EMC) − Part 3-11: Limits − Limitation of 
voltage changes, voltage fluctuations and flicker in public low-voltage supply systems − 
Equipment with rated current ≤ 75 A and subject to conditional connection 

IEC 61000-3-12, Electromagnetic compatibility (EMC) − Part 3-12: Limits − Limits for 
harmonic currents produced by equipment connected to public low-voltage systems with input 
current >16 A and ≤ 75 A per phase 

IEC TR 61000-3-13, Electromagnetic compatibility (EMC) − Limits − Assessment of emission 
limits for the connection of unbalanced installations to MV, HV and EHV power systems 

IEC TR 61000-3-14, Electromagnetic compatibility (EMC) − Assessment of emission limits for 
harmonics, interharmonics, voltage fluctuations and unbalance for the connection of 
disturbing installations to LV power systems 

IEC 61000-4 (all parts), Electromagnetic compatibility (EMC) − Part 4: Testing and 
measurement techniques  

IEC 61000-4-15, Electromagnetic compatibility (EMC) – Part 4-15: Testing and measurement 
techniques − Flickermeter − Functional and design specifications 

IEC 61000-4-30:2015, Electromagnetic compatibility (EMC) – Part 4-30: Testing and 
measurement techniques − Power quality measurement methods 

IEC 61850 (all parts), Communication networks and systems for power utility automation 

IEC TR 61850-90-17:2017, Communication networks and systems for power utility automation 
− Part 90-17: Using IEC 61850 to transmit power quality data 

IEC 61968-9:2013, Application integration at electric utilities − System interfaces for 
distribution management − Part 9: Interfaces for meter reading and control 

IEC TS 62749: 2020, Assessment of power quality – Characteristics of electricity supplied by 
public networks 

ISO 10002:2018, Quality management – Customer satisfaction – Guidelines for complaints 
handling in organizations 
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3 Terms, definitions and abbreviated terms 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1 Terms and definitions 

3.1.1  
power quality 
characteristics of the electricity at a given point on an electrical power system, evaluated 
against a set of reference technical parameters 

[SOURCE: IEC 60050-617:2009, 617-01-05, modified – "electric current, voltage and 
frequencies" has been changed to "electricity"] 

3.1.2  
power quality indices 
technical parameters characterizing the quality of electricity, measured at a given point, 
relevant for the assessment of the quality of the electricity delivered by a network operator 

[SOURCE: IEC TS 62749:2020, 3.29] 

3.1.3  
nominal voltage 
voltage by which a system is designated or identified 

[SOURCE: IEC 61000-4-30:2015, 3.18] 

3.1.4  
voltage unbalance 
in a polyphase system, a condition in which the RMS values of the phase voltages 
(fundamental component) or the phase angles between consecutive phases are not all equal. 

Note 1 to entry: The degree of the inequality is usually expressed as the ratios of the negative- and zero-
sequence components to the positive-sequence component. 

Note 2 to entry: In this standard, voltage unbalance is considered in relation to 3-phase systems. 

[SOURCE: IEC 60050-161:1990 161-08-09, modified – "phase voltages" has been changed to 
"phase voltages (fundamental component)", notes to entry have been added] 

3.1.5  
voltage deviation 
difference between the supply voltage at a given instant and the declared supply voltage 

3.1.6  
flicker 
impression of unsteadiness of visual sensation induced by a light stimulus whose luminance 
or spectral distribution fluctuates with time 

[SOURCE: IEC 60050-161:1990 161-08-13] 
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3.1.7  
voltage dip 
a sudden reduction of the voltage at a point in an electrical system followed by voltage 
recovery after a short period of time from a few cycles to a few seconds. 

[SOURCE: IEC 60050-161:1990, 161-08-10] 

3.1.8  
short interruption 
the disappearance of the supply voltage for a time interval whose duration is between two 
specified limits 

Note 1 to entry: A short interruption is considered to be a reduction of the supply voltage to less than 1 % of the 
nominal voltage, with the lower limit of the duration typically a few tenths of a second, and its upper limit typically 
in the order of one minute (or, in some cases up to three minutes). 

[SOURCE: IEC 60050-161:1990,161-08-20] 

3.1.9  
harmonic component 
sinusoidal component of a periodic quantity having a harmonic frequency 

[SOURCE: IEC 60050-551:2001, 551-20-07, modified – The note has been deleted] 

3.1.10  
harmonic frequency 
frequency which is an integer multiple greater than one of the fundamental frequency or of the 
reference fundamental frequency 

[SOURCE: IEC 60050-551:2001, 551-20-05] 

3.1.11  
interharmonic component 
sinusoidal component of a periodic quantity having an interharmonic frequency 

Note 1 to entry: For practical analysis, an approximation of the periodicity may be necessary. 

[SOURCE: IEC 60050-551:2001, 551-20-08] 

3.1.12  
interharmonic frequency 
frequency which is a non-integer multiple of the reference fundamental frequency 

[SOURCE: IEC 60050-551:2001, 551-20-06] 

3.1.13  
system operator 
network operator 
party responsible for safe and reliable operation of a part of the electric power system in a 
certain area and for connection to other parts of the electric power system 

[SOURCE: IEC 60050-617:2009, 617-02-09] 

3.1.14  
(power) network user 
(power) system user 
party supplying electric power and energy to, or being supplied with electric power and energy 
from, a transmission system or a distribution system 

[SOURCE: IEC 60050-617:2009, 617-02-07] 
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3.1.15  
stakeholders  
individual, group or organization that has an interest in an organization or activity  

Note 1 to entry: Usually a stakeholder can affect or is affected by the organization or the activity. 

[SOURCE: IEC 60050-904:2014, 904-01-10] 

3.1.16  
system average RMS variation frequency index 
SARFI 
a power quality index that provides a count or rate of voltage dips, swells, and/or interruptions 
for a system. 

[SOURCE: IEC TS 62749: 2020, 5.3.3.2] 

3.1.17  
distribution system operator 
party operating a distribution system 

[SOURCE: IEC 60050-617:2009, 617-02-10] 

3.1.18  
transmission system operator 
party operating a transmission system 

[SOURCE: IEC 60050-617:2009, 617-02-11] 

3.2 Abbreviated terms 

Abbreviations used in the text are defined in Table 2. 

Table 2 – Abbreviations of IEC TS 63222-1 

Abbreviation Definition 

PQ Power Quality 

BUC Business use case 

SUC System use case 

VSC Voltage Source Converter 

PCC Point of Common Coupling 

SCADA Supervisory Control and Data Acquisition 

SARFI System Average RMS variation Frequency Index 

FACTS Flexible AC Transmission Systems 

SVC Static Var Compensator 

STATCOM Static Synchronous Compensator 

UPS Uninterrupted Power Supply 

APF Active Power Filter 

DVR Dynamic Voltage Restorer 

LN Logical Node 

RVC Rapid Voltage Change 

RTC Real Time Clock 

EMC Electromagnetic Compatibility 

BESS Battery Energy Storage system 
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4 Use cases list 

4.1 List of business use cases and business roles of the domains 

The business use cases list is not exhaustive, and it is likely to grow as new use cases come 
to light. The organisation of the use cases in the document and the links between them are 
shown in Figure 1. Annex A gives the details of use cases. 

 

Figure 1 – Organisation of the use cases 

Table 3 lists and provides a brief description of the business use cases that have been 
identified so far (they do not cover the entire domain business use cases). In Clause A.1, a 
part of business use cases is developed. 
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Table 3 – Lists of business use cases 

Index of the business 
use case 

Identified business use 
case 

Associated domain Brief description 

UC63222-B001 Manage power quality 
over the grid  

Customer support, 
Network operation, 
Network and extension 
planning 

The business use case 
describes the system 
operator main processes 
to manage power quality 
disturbances for the 
reliability of the power 
system and ensures 
continuity and quality of 
the electrical energy 
provided to the grid users 
at their connection point 
to the grid. 

UC63222-B002 Manage complaints on 
power quality over the 
network 

Customer support, 
Network operation, 
Network and extension 
planning  

The business use case 
describes the system 
operator main processes 
to resolve a power quality 
issue on a specific point 
of the network.  

UC63222-B003 Provide reports on 
network power quality 

Customer support, 
Network operation, 
Network and extension 
planning 

The business use case 
describes the system 
operator main processes 
to retrieve, build, analyse 
power quality data and 
report on it for different 
commitments. 

UC63222-B004 Take into account power 
quality constraints in 
connecting a user to the 
grid 

Customer support, 
Network operation, 
Network and extension 
planning  

New user is connected to 
the grid, which can meet 
the power quality of load 
and the grid. 

 

Table 4 lists the business roles that have been identified so far in the business use cases 
provided in Clause A.2. This list is not exhaustive. 
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Table 4 – Business roles of IEC TS 63222-1 

Business roles Definition 

System operator Party responsible for safe and reliable operation of a part of the electric power 
system in a certain area and for connection to other parts of the electric power 
system. 

[SOURCE: IEC 60050-617:2009, 617-02-09] 

Power quality complaints 
responsible 

Party responsible for customer relationship and customer support on power quality 
issues on part of the electric power system in a certain area 

Network operation 
responsible 

Entity responsible for the planning, operation, maintenance, and the development 
in given areas of the electricity network 

Grid user Party connected to the grid and consuming and/or producing electricity. Grid users 
include consumers, producers, and prosumers 

(Electricity) supplier Party having a contract to supply electric power and energy to a customer 

[SOURCE: IEC 60050-617:2009, 617-02-08] 

Conceding authority Authority that owns (a part of) the distribution grid and delegates its operation to a 
distribution grid operator in a system where electricity distribution is operated as a 
concession. 

The conceding authority is usually a local authority or a municipality. 

Regulator 

Authority that is responsible for preparing or adopting regulations. 
[SOURCE: IEC 60050-901:2013, 901-03-11] 

May be responsible for exercising autonomous authority over electricity markets 
and the associated synchronous electricity grids. 

Equivalent to regulatory authority. 

Grid user 
Party connected to the grid and consuming and/or producing electricity. Grid users 
include consumers, producers, and prosumers. 

Equivalent to party connected to the grid. 

 

4.2 List of system use cases and system roles 

Table 5 lists the system use cases which have been identified so far to enable the business 
use cases described above to operate. The list is non-exhaustive and will be updated in future 
editions of IEC TS 63222-1. It should also be noted that business as usual functions have not 
been listed. 

Table 5 – Lists of the system use cases 

Index of the system use case Identified system use case Brief description 

UC63222-S001 Monitor power quality on the 
network 

This system use case describes the 
structure composition, general 
workflow of power quality 
monitoring, and functional 
requirements of each layer system.  

UC63222-S002 Measure power quality on a 
specific point of the network 

This system use case describes the 
method for measurement and 
interpretation of results for power 
quality on a specific point of the 
network. 

UC63222-S003 Assess the emission limit related to 
power quality technical parameters 
in power system 

This use case provides methods to 
evaluate the emission limits for the 
installations and equipment. The 
co-ordination approach in the use 
case relies on individual emission 
levels being derived from the power 
quality level. It can be used as a 
tool when evaluating the emission 
limits for the installations and 
equipment. 
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Table 6 lists the system roles which have been identified so far. The list is non-exhaustive 
and will be updated in future editions of IEC TS 63222-1. 

Table 6 – Lists of system roles 

System roles Description 

Client Functional unit that requests and receives services from a server 

[SOURCE: IEC 60050-732:2010, 732-01-13] 

Monitoring terminal A functional unit that observes and records, for analysis, selected activities within a 
switching system 

[SOURCE: IEC 60050-714:1992, 714-18-28] 

Master station The data station that has been designated by the control station to ensure data 
transfer to one or more slave stations 

[SOURCE: IEC 60050-721:1991, 721-19-12] 

 

5 Provisions 

5.1 Power quality assessment 

5.1.1 General 

Monitoring assessment and predicted assessment can be used for power quality assessment 
of public power grid and users connected to the grid. The power quality assessment of power 
supply connected to the grid can refer to monitoring assessment and predicted assessment. 
The relationship between the power quality assessment and use cases is given in Figure 2.  

The significant changes can be detected by the following conditions: 

• data analytics being developed for automatic detection of changes from the permanent 
measurements, 

• customer complaints, 
• operation mode adjustment information given by dispatching department, 
• the access change information of customer given by the marketing department. 
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Figure 2 – Overview of the power quality management main functions 

5.1.2 Monitoring assessment 

The monitoring assessment should be used for the continuous monitoring of the existing grid. 
In addition, monitoring assessment can be used for power quality assessment of the key 
nodes in the network. It is also needed to analyse the actual power quality levels when 
receiving the power quality complaining from users. 

Measuring equipment is used for field test to obtain power quality testing data. Measurement 
data is compared with the PQ characteristic value, judging whether it meets the standard 
requirements, and evaluates voltage qualification rate and grade as required. The main 
contents and requirements of power quality monitoring assessment report are listed in  
Annex B. 

5.1.3 Monitoring assessment process 
1) Object and range determination 

Determine the assessment object and range according to the source and purpose of the 
assessment task. 

2) System and equipment data collection 
Collect the data of power system and equipment related to the assessment object, 
determine the monitoring assessment points and limits or levels of PQ indicators. 

3) Monitoring plan formulation 
Analyse the operation mode, equipment working condition and characteristics of 
production process of the assessment object, formulate monitoring plan. 

4) Testing data obtaining 
Select testing equipment, determine the appropriate measurement conditions, 
measurement time and measurement value, obtain testing data. The measurement should 
be carried out in the minimum (or smaller) operation modes of the power system and 
under the normal working condition of the assessment object. The monitoring period 
should include the maximum disturbance working period of the assessment object. 
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5) Data analysis 
Process and make statistics of testing data, compare results with the limits or levels of PQ 
indicators, and analyse the respective PQ results of background or generated by users 
according to the actual situation to get the assessment conclusion. 

6) Put forward mitigation suggestions 
If the assessment results exceed PQ limits, mitigation suggestions shall be put forward. 

7) Provide report 
Provide monitoring assessment report. See Annex C for the main contents of the 
monitoring assessment report. 

5.1.4 Predicted assessment  

The predicted assessment shall be used for the power quality assessment of new construction, 
reconstruction or expansion projects in the planning feasibility study stage. 

According to the relevant load data and system parameters, modelling, simulation or analysis 
of the assessment object is made to get power quality data. Assessment results are compared 
with the limit value of PQ indicators to determine whether it meets the standard requirements. 
The main contents and requirements of power quality predicted assessment report are listed 
in Annex C. 

5.1.5 Predicted assessment process 
1) Object and range determination 

Determine the assessment object and range according to the source and purpose of the 
assessment task. 

2) System and equipment data collection 
Collect the data of power system and equipment related to the assessment object (if it is 
unable to provide, refer to the same type of equipment), and determine the assessment 
point and limits or levels of PQ indicators. 

3) Assessment under prediction 
According to the influence degree of the assessment object to the assessment indicator, 
the predicted assessment method is used. During the assessment, the minimum (or 
smaller) operation mode and maximum load level of the system in the year when the load 
is put into operation and the year when the capacity is reached shall be considered. 

4) Provide report 
Provide predicted assessment report. See Annex C for the main contents of the predicted 
assessment report. 

5.1.6 Background description and analysis 

The national standards of power quality mainly include voltage sag and short-term interruption, 
transient and temporary overvoltage, harmonic/interharmonic, voltage fluctuation and flicker, 
three-phase unbalance, voltage deviation and frequency deviation. Power quality data is 
obtained, mainly through the establishment of power grid and load simulation models and 
power quality monitoring equipment, from which the basic voltage/current data can be 
obtained. 

In different areas, different requirements of power quality may be applied for planning 
purposes; the level should be under the planning level. 

5.1.7 Disturbance anticipation 

At the planning and designing stage of power quality interference source connected to power 
system, qualified organizations should be delegated to conduct disturbance evaluation. 
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PQ predictive evaluation should be based on a local evaluation process, and it is related to 
load type, load electrical characteristics and electrical parameters of the grid. The main 
parameters include the grid voltage level, system capacity, load capacity, power quality data, 
maximum active power and reactive power. 

For the project whose predictive evaluation result is "exceeding PQ standard limit", the PQ 
control technical measures need to be taken, and the power quality monitoring terminal shall 
be installed synchronously. 

5.1.8 Impacts analysis 

PQ evaluation is divided into two methods: monitoring evaluation and predictive evaluation. 
The monitoring evaluation should meet the needs of the grid performance evaluation. The 
predictive evaluation should meet the requirements of various types of power quality 
interference sources and sensitive users connecting the grid planning. 

5.2 PQ monitoring system 

5.2.1 General 

PQ monitoring indicators are those stated in IEC TS 62749, i.e. supply voltage deviations and 
fluctuations, flicker, three-phase voltage unbalances, system frequency deviations, harmonic 
voltages, interharmonics, dips and swells. For different application scenarios, one or more 
monitoring indicators can be selected for monitoring. As stated in that document, for 
assessing power quality monitoring periods should not be shorter than 1 week (168 h). 

Sometimes, apart from the aggregated statistical values, the intermediate magnitudes are 
also very important. For instance, each 10-minute RMS value is the result of previous  
200-millisecond and 3-second aggregations. Those magnitudes in shorter windows can be 
made available for either statistical analysis or even online measurements (e.g. through the 
SCADA).  

When direct correlations with different sources are in mind, monitoring current might help 
enormously. For instance, by measuring drawn current by a customer, a direct correlation 
between these currents and voltage fluctuations at the PCC could be outlined. Last but not 
least, if a relevant customer is very important for the analysis of power quality problems 
during events and faults, it is necessary to record the current waveforms through the power 
quality monitoring device. 

5.2.2 Monitoring points 

The selection of optimal distribution points for power quality monitoring points should consider 
the following factors: technical factors and economic factors. 

For the power supply system, power quality monitoring can be performed at the following 
monitoring points:  

• important busbars and outlets of substations, 
• DC receiver terminals and high- and low-voltage busbars affected by the substations, 
• busbars and outlets that supply power to users of the interference source, 
• power connection points, 
• system substations (converter stations) busbars and outlets equipped with FACTS 

equipment (such as SVC, STATCOM, etc.), 
• substation busbars and outlets with more serious oversubscription or more complaints 

from users in field tests, 
• power supply to sensitive users, busbars and outlets, 
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• customer with equipment liable to cause more distortion than would be expected from a 
customer their size. 

For users, power quality monitoring can be performed at the following monitoring points: the 
connection point to the utility grid, the input and/or output side of power quality control 
devices (such as UPS, APF, DVR, etc.), the connection of important sensitive devices and the 
incoming side of a typical power quality pollution source device. 

5.2.3 Monitoring equipment 

Power quality instrument- class A 1  should be selected when precise measurements are 
necessary, for example for contractual applications that may require resolving disputes, 
verifying compliance with standards, etc. Power quality instrument- class S2 is recommended 
for statistical applications such as surveys or power quality assessment, possibly with a 
limited subset of parameters. Devices such as fault recorders, power meters, protection relays 
can be selected if the measurement methods conform to IEC 61000-4-30. Measurement 
instruments can be fixed or portable. The instrument measurement capability should be in 
accordance with the phenomena to be investigated. 

5.2.4 Related information and communication system 

The monitoring data should have a standard format in order to interact between different 
application systems and achieve full potential of the value of the power quality monitoring 
data. Monitoring equipment could be based on IEC 61850 (all parts) to achieve power quality 
data modelling and communication, and any application system could obtain power quality 
monitoring data from monitoring instruments through it. By using IEC 61850 (all parts), any 
calculated power quality magnitude can be associated to a LN, either specific (e.g., logical 
node for harmonics, logical node for flicker, etc.) or generic (e.g., logical node for generic 
measurements). Management of PQ events is also included in the standard through the 
logical node for power quality events and logical nodes for protection related functions (for 
waveform recording). Moreover, by using the logical nodes and interfacing and archiving, any 
PQ magnitude can be periodically stored and queried. 

However, this approach seems very tight and lacks flexibility. Indeed PQ magnitudes are 
rarely used by the SCADA system, and this is not even conceivable in LV networks due to its 
complexity and unnecessary overhead on PQ devices. These devices are indeed simpler: they 
can be queried online for real-time visualisation by high-skilled personnel, but not by SCADA 
operators. In fact their main goal is to produce files with PQ measurements every n-minutes, 
synthetic description of events and waveform recording. This process can be easily yielded by 
these devices either in binary or text flat formats with little overhead (see Appendix 4-A in 
CIGRE/CIRED C4.112).  

Moreover, it should be considered whether these data-centric approaches are really 
appropriate when dealing with thousands of devices. In contrast, edge-computing 
architectures are showing up, thus lowering communication, storage and processing needs in 
central locations. They just get rid of the legacy generation of files and rely on embedded 
databases with simple HTTP interfaces. 

5.3 Economical assessment  

5.3.1 General 

The PQ economic evaluation is the basis for power grid and users to make investment 
decisions for power quality control. The assessment of the economics of power quality shall 
be based on a clear assessment of the required basic data and data collection methods firstly; 

___________ 
1  Class A: This class is used where precise measurements are necessary, for example for contractual applications 

that may require resolving disputes, verifying compliance with standards, etc. 

2  Class S: This class is used for statistical applications such as surveys or power quality assessment, possibly 
with a limited subset of parameters. 
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then calculate the economic losses caused by various types of power quality disturbances for 
power users and distribution networks, and then evaluate the investment benefits of mitigation 
projects through economic benefit analysis.  

5.3.2 Economical assessment of PQ provisions  

5.3.2.1 PQ economic evaluation data type  

PQ economic evaluation data type consists of: basic economic cost data for the economic 
evaluation of the power quality of electricity users and public distribution networks, power 
quality related monitoring data, equipment and system parameters. 

5.3.2.2 Economic cost data  

The economic data of power users includes: labour costs, equipment costs, product costs, 
material costs, inspection and test costs, energy and power costs, and contract default costs. 

Distribution network economic cost data includes: electricity costs, labour costs, equipment 
costs, inspection and testing costs, contract default costs. 

5.3.2.3 Power quality indicator data  

The PQ indicator data includes: original power quality monitoring data; annual statistical 
results of event-based power quality data that cause economic losses; annual statistical 
values of continuous power quality indicators; annual fundamental voltage, operating power, 
and main measurement data of electrical equipment. 

5.3.2.4 Equipment and system parameters  

Equipment and system parameters include: electrical equipment rated parameters, electrical 
equipment test parameters, power supply system operating parameters. 

5.3.2.5 Power quality economic evaluation data collection method  
1) Data collection 

Power users or public distribution networks shall collect basic economic cost data, 
relevant monitoring data, equipment and system parameters for power quality through 
monitoring, calculation and statistical methods, and provide data basis for conducting 
economic losses assessment of electrical energy. 
The power quality data collection cycle is generally one year. The collected data should be 
true, accurate, and comprehensive, reflecting the operating conditions and production 
characteristics of power users and public distribution networks. During the data collection 
process, special attention should be paid to the analysis and collection of abnormal power 
quality data. 
The power quality economic data collection work can be carried out according to the 
following steps: 
a) Collect equipment and system parameters before putting the electrical equipment into 

operation. 
b) Conduct power quality monitoring and collect power quality monitoring data. 
c) After the occurrence of power quality disturbance, combined with power quality 

disturbance phenomenon, consequences and characteristics, collect and calculate the 
basic data of various economic losses caused by the power quality disturbance. 
See Annex D for more details on data collection. 

d) After completing the various types of economic losses caused by a single power 
quality disturbance and collecting and statistics, all types of economic losses shall be 
aggregated to obtain the economic losses of this power quality disturbance. 
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e) After completing the above calculation of economic data of economic power quality 
and calculation of economic losses, statistical work on economic loss of power quality 
shall be carried out on a yearly basis. 

2) Data forecast  
For the systems that have not yet completed the preliminary design, or the system under 
different operating conditions and different mitigation programs to carry out power quality 
economic assessment, some of the data cannot be directly collected, and can be 
estimated by the following two methods: 
a) Simulation prediction method: This method is suitable for event-type power quality 

assessment, mainly including fault point method, Monte Carlo simulation method and 
critical distance method. 

b) Probabilistic analysis and prediction method: This method is suitable for the 
continuous power quality assessment. It mainly considers the uncertainty of the 
disturbance, introduces the random variable and the period probability density 
function, and uses the probabilistic analysis method to evaluate the cycle power quality 
indicators and their economics loss. 

5.3.3 Economical assessment of unsatisfactory PQ objectives/results  

5.3.3.1 Electric power users economic loss calculation method 

According to the effects of power quality disturbances on power users, the economic losses of 
power users can be divided into economic activity interruption losses and economic activity 
uninterruption losses, such as the poor quality of products. Generally, one year is taken as 
the statistical period to calculate the economic losses caused by power users in one year 
because of power quality problems, including the loss of economic activities and the 
uninterrupted loss of economic activities. 

The loss of economic activity is divided into: loss of single economic activity interruption and 
annual loss of economic activity. 

The uninterrupted loss of economic activity refers to the calculation of the uninterrupted 
economic losses of annual economic activities after calculating the annual economic losses 
that are caused by the above-mentioned various types of power quality disturbances. 

5.3.3.2 Distribution network economic loss calculation method 

In the power grid, some of the power quality disturbances are transient impact caused by 
specific events while others are long-term continuous impact. Thus the economic losses of 
power quality in distribution networks can be divided into losses caused by event-type 
disturbances and losses caused by continuous disturbances. The impact of various types of 
power quality indicators on the distribution network, sub-index statistical calculation of 
economic losses is taken in consideration. One year is generally taken as the statistical 
period to calculate the economic losses caused by the distribution network due to power 
quality problems within one year, including event-based power quality economic losses and 
continuous power quality economic losses. 

5.3.3.3 Economic evaluation method 
1) Life-cycle cost analysis (LCC)  

The life cycle cost (LCC) is the present value of the life cycle cost of the power quality 
control equipment. It is applicable to the comparison of alternative solutions when the 
effects of different solutions are basically the same. When the life cycle is equal, scheme 
with the smallest LCC value is the optimal mitigation scheme; when the life cycle is not 
equal, the annual value of LCC should be used, and the scheme with the smallest annual 
value is the optimal. 

2) Net present value method (NPV)  
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Net present value indicates the annual cash flow during the life cycle of a project, which is 
the sum of the current cash flows of each year discounted to the present value at the 
beginning of the construction period at a certain discount rate. 
Net present value method is based on the calculation of the NPV value of different power 
quality management schemes. The evaluation criteria are: The solution with a net present 
value not less than zero is a viable option. Since the NPV value cannot reflect the 
efficiency of the initial investment, when there is no capital constraint, the larger the NPV 
value, the better; when the funds are in short supply, the internal rate of return method 
(IRR method) should be used for evaluation. 

3) Payback period method (PB) 
The payback period is calculated from the start of construction of the mitigation plan and 
the time required for the recovery of the net cash flow of the mitigation plan for all 
investments. 
The payback period method is based on the calculation of the payback period for different 
power quality management options. Its evaluation criteria is: the investment recovery 
period is less than the basic investment recovery period as a feasible plan, the shortest 
investment recovery period is the optimal plan, and the anti-risk ability is strong. The 
general PB method is only used as an assistant decision method. 

4) Internal rate of return method (IRR) 
Internal rate of return method refers to the discount rate when the present value of the net 
cash flow related to the project capital is equal to zero within the calculation period of the 
mitigation plan. It is the profit rate of the project investment and reflects the efficiency of 
investment use. 
Internal rate of return method is based on the internal rate of return (IRR) calculation of 
different power quality management schemes. The evaluation criterion is that the internal 
rate of return greater than the benchmark rate of discount is considered to meet the 
requirements of investment interests; the maximum IRR is the optimal management 
scheme. 

The economic evaluation method of power quality management scheme recommends the 
above four methods. In actual situation, one or more methods could be selected for evaluation 
according to the need, and other methods are not excluded for evaluation. 

5.4 PQ requirement 

According to different conditions, the power quality assessment of public power grid evaluates 
power supply voltage deviation, frequency deviation, harmonic voltage, voltage fluctuation 
and flicker, three-phase voltage unbalance, inter harmonic, etc. 

The power quality assessment of the users connected to the power system evaluates power 
supply voltage deviation, harmonic voltage, harmonic current, voltage fluctuation and flicker, 
three-phase voltage unbalance, negative sequence current, frequency deviation and inter 
harmonic as required. 

5.5 Mitigation/Trouble shooting 

5.5.1 Total requirements 

On the basis of meeting the requirements of the general users connected to the power system, 
attention should be paid to power quality problems caused by interference source users, and 
the principles of prevention, pollution and governance should be followed, and the public 
power environment should be maintained. 

PQ mitigation measures can be divided into: harmonic mitigation, reactive power management, 
three-phase unbalance mitigation, voltage deviation mitigation, voltage sag and short-term 
interruption mitigation, voltage fluctuations and flicker mitigation, switching transients and 
temporary overvoltage mitigation. 
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5.5.2 Power quality mitigation scheme  

5.5.2.1 Harmonic mitigation scheme  

Harmonic mitigation includes active filtering and passive filtering. The principle of mitigation is 
local mitigation of harmonic sources, ensuring that the harmonic current of the PCC point 
connected to the grid is lower than the national limit value. 

The mitigation methods can be implemented either on the grid side or on the load side. The 
main way to control harmonic pollution is to install a filter device at the harmonic source to 
absorb harmonic current, including active filter and passive filter. Active power filter (APF)  is 
fed into the power network with the same harmonic current amplitude, the same phase and 
the opposite direction, so that the total harmonic current of the system is zero and the 
harmonic current can be compensated in real time. It is suitable for filtering the 2N times (N is 
a natural number which can be 1,2,3…) harmonics at the same time. Or select 2 specific 
harmonics within 50 times harmonics to compensate. The passive filter uses the combination 
of inductance, capacitance and resistance to form a single tuned filter, a double-tuned filter, a 
high-pass filter circuit, which can filter one or more harmonics. The most common passive 
filter structure is the series of inductors and capacitors, which can form a low impedance 
bypass for the main subharmonics. 

5.5.2.2 Reactive power control scheme 

The reactive power compensation measures mainly include capacitor compensation, static var 
compensator (SVC), static var generator (STATCOM, SVG), and the principle of mitigation 
should be reactive load local compensation, reducing the line loss caused by reactive power 
flowing in the power grid to minimize the loss of the power grid. 

The shunt capacitor bank can be switched in parallel by a mechanical contact device to fix the 
capacitor bank on the power supply bus, and the inductive reactive power generated by the 
electric equipment in power system can be compensated by increasing the capacitance 
appropriately. In order to avoid the oscillation of the power supply system caused by the 
switching process, the reactor and capacitor are usually used in series, and the impedance of 
the compensation loop is inductive relative to the load at the harmonic frequency point, thus 
eliminating the harmonic oscillation caused by the capacitance of the circuit. At the same time, 
it has the function of limiting the inrush current. 

Static var compensator (SVC) usually uses a thyristor control capacitor or reactor to connect 
the power supply bus, and the reactive power compensation is realized by changing its 
equivalent capacitance or equivalent inductance. 

The static synchronous compensator/static Var Generator (SVG) is generally composed of a 
voltage source converter connected in parallel to the power supply bus, and the phase and 
amplitude of the output current of the AC side of the converter are adjusted by adjusting the 
phase and amplitude of the output voltage at the AC side of the converter. It absorbs or emits 
reactive current to meet the load requirement and realizes the purpose of dynamic reactive 
power compensation. 

5.5.2.3 Voltage unbalance mitigation scheme  

Voltage unbalance mitigation includes passive unbalanced mitigation, active unbalanced 
mitigation, and unbalanced load transfer mitigation. 

The active unbalanced regulator is equivalent to four-wire SVG. It can dynamically treat the 
three-phase unbalanced current of the load. By detecting the unbalanced current of the 
system in real time, the system can be compensated by the opposite unbalance current and 
the system can reach the state of three-phase balance. Active unbalance control can achieve 
continuous regulation. 
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