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Foreword

[SO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are
members of ISO or IEC participate in the development of International Standards through technical
committees established by the respective organization to deal with particular fields of technical activity.
ISO and IEC technical committees collaborate in fields of mutual interest. Other international organizations,
governmental and non-governmental, in liaison with ISO and IEC, also take part in the work.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of document should be noted. This document was drafted in accordance with the editorial rules of the 1ISO/
[EC Directives, Part 2 (see www.iso.org/directives or www.iec.ch/members experts/refdocs).

[SO and IEC draw attention to the possibility that the implementation of this document may involve the
use of (a) patent(s). ISO and IEC take no position concerning the evidence, validity or applicability of any
claimed patent rights in respect thereof. As of the date of publication of this document, ISO and IEC had not
received notice of (a) patent(s) which may be required to implement this document. However, implementers
are cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents and https://patents.iec.ch. ISO and IEC shall not be held
responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.org/iso/foreword.html.
In the IEC, see www.iec.ch/understanding-standards.

This document was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology,
Subcommittee SC 42, Artificial intelligence.

Any feedback or questions on this document should be directed to the user’s national standards
body. A complete listing of these bodies can be found at www.iso.org/members.html and
www.iec.ch/national-committees.
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Introduction

Unprecedentedly large and ever-growing deep learning models, large language models, natural language
understanding networks and generative Al applications require vast data storage capacities, take weeks to
train, are running continuously and require a lot of compute power as well as memory to load the models.
And once completed they consume substantial amounts of network connectivity bandwidth in operation.
Sixty per cent of IT industry carbon emissions come from the downstream use of products by customers.

The use of power intensive GPUs to run machine learning training (and non-Al uses such as crypto currency
mining) has already been cited as contributing to increased carbon dioxide emissions.[ll Many machine
learning packages have been modified to take advantage of the extensive parallelism available inside the
average graphics processing unit. Often this resource intensity is used to exemplify environmental concerns
with Al systems.

According to the World Economic Forum and experts in the field, Al has “the potential to accelerate
environmental degradation, and is already doing so” [12]. In 2022, the OECD’s Policy Observatory [3] that
provided input into basic framework for understanding, measuring and benchmarking domestic Al
computing capacity by country and region, did not consider environmental sustainability in its charter [2],

The Al system life cycle does provide opportunities to consider and positively influence the environmental
sustainability aspects of the system: for example, using and applying teacher-student models [2] in deep
neural networks represents a trade-off between more learning and better inference performance when in
production.

Improving in-operation product performance can, conversely, aid sustainability. Publications from the
European Union,[®Z] the United States,[8-10] the United Nations [1112] and other regional 13] and global think
tanks [14] have called for better understanding and disclosure with regards to ICT’s environmental footprint
and that of Al systems in particular.
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Information technology — Artificial intelligence —
Environmental sustainability aspects of Al systems

1 Scope

This document provides an overview of the environmental sustainability aspects (e.g. workload, resource
and asset utilization, carbon impact, pollution, waste, transportation, location) of Al systems during their
life cycle, and related potential metrics.

NOTE1 This document does not identify opportunities on how Al, Al applications and Al systems can improve
environmental, social or economic sustainability outcomes.

NOTE 2  This document can help other projects related to Al system environmental sustainability.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO/IEC 22989:2022, Information technology — Artificial intelligence — Artificial intelligence concepts and
terminology

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO/IEC 22989 and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1
environmental sustainability
state in which the ecosystem and its functions are maintained for the present and future generations

[SOURCE: ISO 17889-1:2021, 3.1.1]

3.2

social responsibility

responsibility of an organization for the impacts of its decisions and activities on society and the
environment, through transparent and ethical behaviour that:

— contributes to sustainable development, including health and the welfare of society;

— takes into account the expectations of stakeholders;

— isin compliance with applicable law and consistent with international norms of behaviour; and
— isintegrated throughout the organization and practised in its relationships

Note 1 to entry: Activities include products, services and processes.

Note 2 to entry: Relationships refer to an organization's activities within its sphere of influence.

Documents

© ISO/IEC 2025 - All rights reserved Document Sharing Hub
1
Full document details: PD ISO/IEC TR 20226:2025


https://www.iso.org/obp
https://www.electropedia.org/
http://www.avadocuments.com/doc/pd-iso-iec-tr-20226-2025
http://www.avadocuments.com/doc/pd-iso-iec-tr-20226-2025

ISO/IEC TR 20226:2025(en)

[SOURCE: ISO 26000:2010, 2.18]

3.3

life cycle

<product> consecutive and interlinked stages of a product system, from raw material acquisition or
generation from natural resources to final disposal

[SOURCE: ISO 14040:2006, 3.1]

3.4

supply chain

<product> series of processes or activities involved in the production and distribution of a material or
product through which it passes from the source

[SOURCE: ISO 22095:2020, 3.2.1, modified — Note 1 to entry has been removed.]

3.5
energy consumption
quantity of energy (3.9) applied

[SOURCE: ISO/IEC 13273-1:2015, 3.1.13, modified — Note 1 to entry has been removed.]

3.6

carbon footprint of a product

CFP

sum of greenhouse gas (GHG) emissions and GHG removals in a product system, expressed as carbon dioxide
equivalents and based on a life cycle assessment using the single impact category of climate change

[SOURCE: ISO 22948:2020, 3.1.1, changed “CO,” to “carbon dioxide”]

3.7
carbon intensity
carbon metric (3.16) expressed in relation to a specific reference unit related to the function of the Al system

Note 1 to entry: For the purposes of this document, the following terms are used as per their definitions in the
following reference documents: function (ISO 15686-10:2010, 3.10) and building (ISO 6707-1:2004, 3.1.3).

Note 2 to entry: Examples of reference units may include per unit area, per person, per kilobyte, per unit output, and
per GDP.

[SOURCE: ISO 16745-1:2017, 3.2, modified by changing “the function of the building” to “the function of the
Al system”]

3.8

e-waste

electrical or electronic equipment which is waste (3.18), including all components, sub-assemblies and
consumables which are part of the product at the time of discarding

Note 1 to entry: Electrical and electronic products include TVs, computers, laptops, handphones, printers, printed
circuit boards, refrigerators, washing machines and audio and video systems.

Note 2 to entry: E-waste contains valuable renewable resources and certain toxic substances.

[SOURCE: ISO 24161:2022, 3.1.2.5, modified — “valuable resources” in Note 2 to entry has been changed to
“valuable renewable resources”.]

3.9

energy

E

capacity of a system to produce external activity or to perform work

Note 1 to entry: Commonly the term energy is used for electricity, fuel, steam, heat, compressed air and other similar
substances.
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Note 2 to entry: Energy is commonly expressed as a scalar quantity.

Note 3 to entry: Work as used in this definition means external supplied or extracted energy to a system. In mechanical
systems, forces in or against direction of movement; in thermal systems, heat supply or heat removal.

[SOURCE: ISO/IEC 13273-1:2015, 3.3.1, modified — Note 1 to entry has been updated: “media” has been
replaced with “other similar substances”.]

3.10

energy efficiency

Ey

ratio or other quantitative relationship between an output of performance, service, goods or energy (3.9),
and an input of energy

EXAMPLE Efficiency conversion energy; energy required/energy used; output/input; theoretical energy used to
operate/energy used to operate.

[SOURCE: ISO/IEC 13273-1:2015, 3.4.1, modified — Note 1 to entry has been deleted.]

3.11
energy efficiency improvement
increase in energy efficiency (3.10) as a result of technological, design, behavioural or economic changes

[SOURCE: ISO/IEC 13273-1:2015, 3.4.3]

3.12
inputs
material or product that enters an organization or part of an organization

[SOURCE: I1SO 22095:2020, 3.2.2, modified — Notes to entry have been deleted.]

3.13
outputs
material or product that leaves an organization or part of an organization

[SOURCE: ISO 22095:2020, 3.2.3, modified — Notes to entry have been deleted.]

3.14

supply chain

set of organizations with a linked set of resources and processes, each of which acts as a customer, supplier
or both to form successive supplier relationships established upon placement of a purchase order, agreement,
or other formal sourcing agreement.

Note 1 to entry: A supply chain includes organizations involved in the provision of data, the design and development of
Al systems or Al components or service providers involved in the development, operation, management and provision
of Al services.

Note 2 to entry: The supply chain view is relative to the position of the customer.

[SOURCE: ISO/IEC 27036-1:2021, 3.10, modified —Note 1 to entry has been rewritten to be entirely Al-
specific.]

3.15

chain of custody

process by which inputs (3.13) and outputs (3.13) and associated information are transferred, monitored
and controlled as they move through each step in the relevant supply chain (3.14)

[SOURCE: ISO 22095:2020, 3.1.1]
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3.16

carbon metric

sum of annual greenhouse gas emissions and removals, expressed as carbon dioxide equivalents, associated
with the use stage of a building

Note 1 to entry: For the purposes of this document, the following terms are used as per their definitions in the
following reference documents: greenhouse gas emissions (ISO 14064-1:2006, 2.5), and carbon dioxide equivalents
(ISO 14064-1:2006, 2.19).

[SOURCE: ISO 16745-1:2017, 3.2, modified —changed “CO,. to “carbon dioxide” and Note 1 to entry has been
modified to remove non-Al system references.]

3.17

carbon-aware

attribute of software or hardware that adjusts its behaviour (consumption of inputs, processing, or
production of outputs) in response to the carbon intensity of the energy it consumes

[SOURCE: ISO/IEC 21031:2024, 2.2]

3.18
waste
substances or objects which the holder intends or is required to dispose of

Note 1 to entry: The definition is taken from the Basel Convention on the Control of Transboundary Movements of
Hazardous Wastes and Their Disposal (22 March 1989) but is not confined to hazardous waste.

[SOURCE: ISO 14044:2006, 3.35, modified — Note 1 to entry has been adapted.]

3.19

circular economy

economic system that uses a systemic approach to maintain a circular flow of resources, by recovering,
retaining or adding to their value, while contributing to sustainable development

Note 1 to entry: Resources can be considered concerning both stocks and flows.
Note 2 to entry: From a sustainable development perspective, the inflow of virgin resources is kept as low as possible,

and the circular flow of resources is kept as closed as possible to minimize emissions and losses (waste) (of resources)
from the economic system.

[SOURCE: ISO 59004:2024, 3.1.1]

4 Symbols and abbreviated terms

ASIC application specific integrated circuit
DSP digital signal processor
ESG environmental, social and governance

FPGA field programmable gate array

GHG greenhouse gas

GPU graphics processing unit

ICT information and communications technology
[oT internet of things

ITAD information technology asset disposition
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ML machine learning

NLP natural language processing

NLU natural language understanding

NPU neural processing unit

PUE power usage effectiveness

SDG sustainable development goal

TPU tensor processing unit

WEEE waste electrical and electronic equipment

5 Purpose

5.1 General

Sustainability concerns are defined in ISO 14001.[13] Sustainability is often discussed in terms of three
perspectives: economic, social and environmentalllel. The social perspective of Al systems is covered in
ISO/IEC TR 24028[17] and 1SO/IEC TR 24368[18l,

Additionally, ISO/IEC TS 12791119 and ISO/IEC 12792[20] take themes from ISO/IEC TR 24028[7] and
ISO/IEC TR 24368I[18],

Energy consumption is covered by several relevant International Standards such as ISO 50001.[21] As
with ISO 14001 and ISO 26000, the Al specific environmental sustainability aspects are left unaddressed
by ISO 51000. Additionally, experts(22] have identified Al characteristics that affect environmental
sustainability[23] and the need to find a comparative measurement to determine Al systems’ environmental
impact.[2425][SO 14067 provides guidelines for the quantification of products’ carbon footprint only.[26]
ISO/IEC 21031:2024 enables quantification of carbon dioxide emissions emanating from an IT system’s
development and operation.[27]

[SO 14001 does not provide guidance that is suitable for Al systems. The organizational social responsibility
guidance provided in ISO 26000[28] does not provide specific, relevant guidance for Al systems (nor is it
certifiable).

ISO/IEC 42001:2023, B.5.5[2239] references sustainability under “other information” and a brief section on
power consumption of classification algorithms occurs in ISO/IEC TS 4213. However, as previously observed,
no systematic inventory of environmental sustainability aspects specific to Al systems has been undertaken
to date.

Sustainability concerns can furthermore be addressed by “circular” frameworks, such as cradle-to-cradle
and circular economies, that:

— are based on elimination of waste by design;
— address social, environment and economic aspects across the life cycle of a business’ operations; and,
— offer an effective alternative to cradle-to-grave approaches[31-33],

Atthe time of publication of this TR, the first standards in anew ISO circular economy International Standards
series, being developed by TC 323, are completed or are in the process of being published. ISO 59004[31]
provides a common vocabulary, principles and guidance for implementation. ISO 59010[34] details a method
for organizations to transition value creation models and networks from a linear to a circular framework,
while ISO 59020(33] details a method for measuring and assessing circularity performance. This can be
applied to Al systems and include measuring and assessing the energy sources used (including the balance
of renewable versus non-renewable sources of energy) throughout the life cycle of an Al system. This new
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series is not specific to Al systems but can be applied to them. Al systems have the potential to help in the
transition to a circular economy.[32]

This document is focused on environmental sustainability of Al systems. It supports ISO's and IEC’s
commitments to helping governments, industry and other interested parties to develop and adopt standards
that aids achieving the UN Sustainability Goals. Annex A maps each of the relevant clauses of this document
against each of the UN Sustainability Development Goals.[3¢]

5.2 The London Declaration

The London Declaration is a commitment by national standards bodies to ensure global standards will
support climate action and advance international initiatives to achieve global climate goals. Its primary
objective is to establish International Standards related to climate change and integrate climate-related
language into existing International Standards. The agreement recognizes the urgent need for nations to
come together to create, adopt and implement comprehensive measures that address the growing threat of
climate change.[3738]

5.3 Existing International Standards

There are a number of International Standards that help adapting to climate change, quantify GHG emissions
and promote the dissemination of good practices in environmental management.[32] This document seeks
to aid this objective by categorizing environmental sustainability aspects of Al, identifying possible
quantitative metrics to measure these aspects, as well as presenting actions Al stakeholders can take
throughout the Al system life cycle to influence these impacts.

5.4 Environmental sustainability in the European Artificial Intelligence Act

The European Union regulation on artificial intelligence (the Artificial Intelligence Act) was adopted by the
European Parliament on 13 March 2024, approved by the EU Council on 21 May 2024 and came into force on
1 August 2024, with provisions coming into operation gradually over the following 6 to 36 months.

The Artificial Intelligence Act is expected to affect organizations world-wide. This is known as “the Brussels
effect”, the process whereby the EU’s market forces alone are enough to incentivize multinational companies
to voluntarily abide by its regulations and encourage other countries to adopt similar laws of their own.

The purpose as stated in the Artificial Intelligence Act is “to promote the uptake of human centric and
trustworthy Al and to ensure a high level of protection of health, safety, fundamental rights, democracy
and rule of law and the environment from harmful effects of Al systems in the Union while supporting
innovation and improving the functioning of the internal market”.[#9] The regulation acknowledges certain
Al systems can have an impact on the natural environment. Annex Il contains a list of criminal offences
includes environmental crime (e.g. a significant harm to the natural environment).

5.5 Enacted climate change legislation and market response

Various jurisdictions have enacted climate change legislation that commits them to reduce net GHGs and
timeframes for achieving net zero GHG emissions.[#1] They require organizations to adjust their operations
accordingly. Whereas until recently ESG reporting was voluntary, mandatory, standardised sustainability
reporting by corporations will increase significantly worldwide over the next few years.[42.43.43]

For example, in response to investor, company and international policy maker demands by the G20, G7,
International Organization of Securities Commissions (I0SCO) and the Financial Stability Board (FSB), the
International Sustainability Standards Board (ISSB) was established as part of the International Financial
Reporting Standards (IFRS) Foundation to provide decision-useful and comparable information, end
the “alphabet soup” of voluntary initiatives and establish an efficient reporting landscape. The ISSB has a
transparent, rigorous process to develop market-informed standards that provide a comprehensive global
baseline of sustainability disclosures focused on the needs of investors and the financial markets.

The ISSB builds on the work of market-led investor-focused reporting initiatives — including: the Climate
Disclosure Standards Board (CDSB); the Task Force on Climate-related Financial Disclosures (TCFD); the
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Value Reporting Foundation’s Integrated Reporting Framework and industry-based (SASB) Standards, as
well as the World Economic Forum'’s Stakeholder Capitalism Metrics.

5.6 Access to affordable, reliable, sustainable and modern energy

The United Nations’ sustainable development goal number 7 is to “ensure access to affordable, reliable,
sustainable and modern energy for all”. The 2030 Agenda for Sustainable Development, adopted by all
United Nations Member States in 2015, provides a shared blueprint for peace and prosperity for people and
the planet. At its heart are 17 Sustainable Development Goals (SDGs), which are an urgent call for action
by all countries (developed and developing) in a global partnership. International Standards, such as
ISO 50001, represent internationally agreed guidelines and requirements for solutions to energy efficiency
and renewable sources.

6 Environmental sustainability

6.1 General

A significant portion of Al applications are deployed in data centres. An International Energy Agency report
estimated that data centres accounted for around 2 % of global electricity consumption in 2020, with
this figure expected to grow to 3.2 % by 2025. According to the same report, the energy consumption of
data centres is expected to grow at a faster rate than the overall growth in electricity demand due to the
increasing demand for cloud computing and Al services.[83]

While the connection between the use of fossil fuels and environmental sustainability is well-established
scientific fact, there are other factors that affect the environmental sustainability of Al systems. They
include the geographic distribution of the system, water consumption, cooling, material usage and waste:
either in and of themselves, or in combination.[43]

6.2 Energy consumption

6.2.1 General

An Al model training analysis found that the energy consumption of Al models has increased by a factor of
10 between 2012 and 2020,[46] with the majority of the energy consumption occurring in data centres. The
energy consumption of Al models is expected to continue to increase rapidly in the coming years as Al is
deployed in more applications and as models become more complex.

Industry analysts predict that by 2025, 50 % of enterprise applications will be deployed in public cloud
platforms,[4Z] which rely on data centres to host their services. These cloud platforms provide a range of
Al services that can be easily deployed by users, which has contributed to the increasing deployment of Al
applications in data centres.

Overall, these analyses and predictions suggest that a significant portion of Al applications are deployed in
data centres or cloud platforms that utilize data centres, and that the energy consumption of data centres is
expected to grow rapidly in the coming years as the demand for Al services and cloud computing continues
to increase.

Data centres are a crucial part of the IT infrastructure that supports Al, but they can also be significant
energy consumers. To ensure the environmental sustainability of Al, it is essential to consider the energy
sources used by data centres. The primary energy sources for data centres include grid electricity, on-site
renewable energy and off-site renewable energy.

Grid electricity is the most common energy source for data centres,[48] but it often relies on fossil fuels like
coal or natural gas.D To reduce carbon emissions, some data centres are switching to on-site renewable
energy sources like solar or wind power. On-site renewable energy can provide a reliable and cost-effective

1) In 2023, renewable energy sources accounted for a 30,2 % share of electricity generation.
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energy source, but it requires significant investment in infrastructure and can prove to be infeasible for
some centres.

Off-site renewable energy is another option, where data centres can purchase renewable energy credits or
enter into power purchase agreements with wind or solar farms to offset their energy usage. Grid electricity
has a large and growing renewable component in many jurisdictions. It is possible to contract for practically
any desired condition of electricity service. To reduce carbon emissions, some data centres are switching to
renewable energy sources like solar, wind power or hydrogen. Reliable and cost-effective renewable energy
can be generated on-site or supplied through the electricity grid from external sources. The types and
resources of energy are discussed in 6.2.2.

Renewable energy can help data centres reduce their carbon footprint. However, unlike fossil fuels,
renewable energy remains largely intermittent. Battery storage innovation and development is nascent
but evolving rapidly.[42] The effectiveness, reliability and use of both on-site and off-site renewable power
sources is expected to increase significantly in the near future with the development of effective battery
storage. Renewable and non-renewable sources of energy are discussed in 6.2.2. Decision-making relative to
the use of renewable energy can affect the overall environmental sustainability impact of Al systems.

6.2.2 Types and sources of energy

Fossil and renewable energy sources are two main types of energy that power the modern world. Fossil fuels
like coal, oil and natural gas are finite resources that were formed over millions of years from the remains of
plants and animals. In contrast, renewable energy sources like solar, wind, hydro and geothermal power are
derived from natural processes that can be replenished over time.

Nuclear power is another source of energy in some countries. According to some sources, nuclear energy
provides clean, economically effective and reliable energy:.

However, nuclear power is considered non-renewable and requires constant and highly reliable sources of
water to operate and has high embedded carbon infrastructure (concrete, steel, et cetera).

Nuclear can become problematic in dry climates in locations where water supplies are limited, variable
and contested. Managing nuclear waste, which can be toxic to life for thousands of years, also remains an
environmental sustainability problem.

While fossil fuels have powered our world for over a century, they have significant environmental and
economic drawbacks that make them unsustainable in the long term. Renewable energy sources, on the
other hand, offer a more sustainable and responsible energy future, with minimal environmental impact,
widespread availability and decreasing costs.

The burning of fossil fuels is a major contributor to climate change, air pollution and environmental
degradation. Burning fossil fuels releases large amounts of carbon dioxide and other GHGs into the
atmosphere, which trap heat and cause global temperatures to rise.[39 In addition, extracting and
transporting fossil fuels can have significant negative impacts on ecosystems and wildlife habitats. In
contrast, renewable energy sources have little to no direct carbon emissions and reduces environmental
impacts, making them a more sustainable and responsible energy option. However, all energy sources
have some environmental impact. Therefore, organisations have started to design for sustainability, are
minimizing use, increased efficiency in use and consider the total energy consumption in the system over its
lifetime.

6.2.3 Physical renewable energy supply, Power Purchasing Agreements and offsets

Where sufficient supplies of renewable energy are not available as part of the general energy mix in the
electricity grid, some organizations enter into power purchasing arrangements (PPAs) with electricity
providers. This means that organizations pay a premium to enable the electricity provider to build out
renewable energy capacity in the future. Some organizations also use emissions offsetting mechanisms;
however, these have been demonstrated to have significant problems with effectiveness.

When measuring the carbon footprint of an Al system, direct physical energy supply is the most accurate
description of how much greenhouse gasses have been emitted as a result of the use of Al technology. This
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is because greenhouse gasses physically accumulate over time, and offsets do not prevent this accumulation
from occurring, even though PPAs do help transition the grid towards renewable energy supply.

6.3 Geographic considerations

6.3.1 General

The location of a data centre has a significant impact on its energy consumption. There are several factors
that have a bearing on the impact, including the local climate, the availability of renewable energy sources
and the distance from the data centre to the users it serves.

6.3.2 Location

Climate is an essential factor that affects data centre energy consumption. Data centres require a controlled
environment to prevent equipment from overheating, which often involves cooling systems that consume
a significant amount of energy. In colder climates, data centres can take advantage of free cooling by using
outside air to cool their servers. In contrast, in warmer climates, data centres typically need to use more
energy-intensive cooling systems to maintain the required temperature and humidity levels. The location of
a data centre can also impact the energy required for lighting and ventilation, which can vary depending on
the local climate and building codes.

The availability of renewable energy sources can be a factor to consider when selecting the location where
to host an Al system. Renewable energy sources like solar, wind and hydro can provide a sustainable and
cost-effective energy source. Choosing a location with a high potential for renewable energy generation can
reduce a data centre’s carbon footprint and operating costs.

6.3.3 Distribution of energy sources

Fossil fuels are often located in specific regions of the world, making their extraction and transportation
harmful to the environment and sometimes politically volatile. Renewable energy sources, on the other hand,
are widely available and becoming increasingly affordable as technology advances and production scales up.
This makes them a more economically feasible and increasingly reliable energy choice for the future.

The distance from a data centre hosting Al system to the users it serves is also important since data centres
consume energy not only during their operation but also during the transmission of data to and from the
data centre. Therefore, choosing a location close to the users it serves can reduce energy consumption
during data transmission and ensure low latency for a better user experience.

A final element to consider in the distribution of an Al system is the sensors, devices and auxiliary
components that provide inputs to the Al system or act upon its output. While Al producers are not always
in direct control of these auxiliary devices, the specifications for these devices can affect downstream
environmental sustainability aspects of the Al system.

6.3.4 Freight transportation of energy sources

Transportation of oil, gas and generated electricity across the world and the associated environmental
sustainability aspects of Al systems, varies widely depending on several factors such as the mode of
transportation, the distance travelled and the geopolitical situation in the regions involved. The energy cost
and carbon impacts of freight transportation of energy sources can affect the development of Al systems
and Al applications, and hence influence where organizations decide to operate them.

For oil and gas, transportation considerations are significant due to the vast distances involved and
the infrastructure required to transport them. These aspects are further influenced by the mode of
transportation, with pipelines, while generally being cost-effective, often having potential negative impacts
on the natural landscape, followed by maritime transport, and then road or rail transport — with maritime
freight transport often considered the most polluting.[>1]

For generated electricity, the environmental sustainability impact is lower than for oil and gas since
electricity can be transmitted over long distances via high voltage power lines. Transportation is a significant
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factor in the pricing and accessibility of energy resources and they play an important role in determining the
economic and environmental sustainability of energy systems.

6.3.5 Handling and storage of energy sources

The environmental sustainability aspects associated with the storage of oil, gas and generated electricity
varies depending on the type of storage, the location and the amount of energy being stored. Energy
storage and its associated costs play an important role in determining the economic and environmental
sustainability of the energy sources and infrastructure that power Al systems.

For oil and gas, the aspects to consider are associated with building and maintaining large storage tanks and
underground storage facilities. Further variability is influenced by the location of the storage, with onshore
storage being less expensive than offshore storage.

Generated electricity cannot be easily stored in large quantities. The environmental sustainability aspects
of generated electricity are heavily influenced by the type of storage, with batteries being the most common
form of electricity storage for smaller scale applications. Battery storage carries significant environmental
sustainability concerns, regardless of the type of battery (wet, gel cell, Absorbed Glass Mat, lithium, lead
acid, nickel cadmium, nickel metal hydrate, lithium ion, sodium ion, zinc air and flow batteries[>2]). For
larger scale applications, other types of storage such as pumped hydroelectric storage, compressed air
energy storage and thermal storage are options, but these typically have higher capital costs and each has
environmental sustainability aspects of their own to consider. Another option is using renewably generated
electricity to produce hydrogen.

If energy consumption can be delayed for off-peak hours, or hours when renewables such as wind and solar,
two primary sources of renewable energy are most available, the need for fossil fuel-based electricity can be
reduced. Peak-shavings or energy supply and demand management are also conducted by releasing energy
from existing battery storage during high demand and recharging the battery storage during low demand
hours.[23] While this aspect, like 6.3.4, does not necessarily directly affect the development of Al systems
and Al applications, it can influence where organizations decide to operate them.

6.4 Water use

Al is increasingly deployed in data centres.[5435] As more data centres are being built to meet this growing
demand, their water use is coming under scrutiny, particularly in regions that are affected by frequent and
sustained drought, such as the United States, southern Europe and the Australian continent.[54]

Whilst the energy consumption of data centre facilities regularly receives mainstream and academic
coverage,[2¢] analysis of their water consumption is scarce.[>Z] Data centres consume water directly for
cooling, in some cases 57 % sourced from potable water and, indirectly, through the water requirements
of non-renewable electricity generation. For example, in the USA, reported data centre water consumption
(1,7 billion litres/day) is small compared to total water consumption (1 218 billion litres/day). However, there
are issues of transparency with less than a third of data centre operators measuring water consumption.[58l

Specific to Al, in 2020 it has been estimated that training GPT-3 can directly evaporate 700 000 litres of
clean freshwater. Globally, Al demand for water can be accountable for 4,2 to 6,6 billion cubic metres of
water withdrawal in 2027, which is more than the total annual water withdrawal of Denmark or half of the
United Kingdom[321,

Some progress has been made with using recycled and non-potable water, but from the limited figures
availablel®0] some data centre operators are drawing more than half of their water from potable sources like
natural surface water, underground water, reclaimed water or treated potable water.

Water use can be categorized as water consumption or water withdrawal. Water consumption refers to
the loss of water, usually through evaporation. Water withdrawal refers to the extraction of water with a
subsequent return to the source. Water is used indirectly through thermoelectric power generation and
directly through cooling.[®1] To a lesser degree, data centres also need water for their humidification systems
and facility maintenance.[62]
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6.5 Cooling

6.5.1 General

In data centres, technology equipment is housed within a room or hall, with heat ejected via an exhaust
and the air extracted, cooled and recirculated. Some estimates indicate that 37 % of all data centre energy
is consumed by cooling equipment and air movement.[3] These cooling systems remove and release all the
heat produced inside a data centre (e.g. from servers, IT equipment and mechanical infrastructure) into the
outside natural environment. There are various ways in which data centre cooling is achieved but they all
contribute to water loss through evaporation. Even a small 1 MW data centre using a traditional cooling
process can potentially use approximately 25.5 million litres of water each year.[64]

Keeping the water cool is where most of the energy is consumed, but there are ways to reduce energy
consumption, such as by raising the temperature of the chiller water. This means that there is less difference
in temperatures between the water and the air, resulting in a reduction in energy consumption.

Building data centres in cooler regions is also beneficial. Using cold air taken from the external natural
environment instead of using cooling technology reduces energy and water consumption. In contrast, data
centre facilities in hotter climates operate comparatively less efficiently due to increased use of cooling
towers, chillers, pumps, piping, heat exchangers / condensers and computer room air conditioner (CRAC) or
computer room air handler (CRAH) units.[62]

6.5.2 Types of cooling

Cooling with liquid is achieved in two different ways. The first way is to use a closed circuit with an exchanger
through which air passes. This is what is known as dry cooling. There are two separate circuits - one for
the air and one for the liquid which needs cooling. The two circuits both pass through the same exchanger.
They are never in direct contact, apart from the coolant, no liquid is consumed by the system in the cooling
process.

The second technique involves spraying water from the top combined with an air flow going in the opposite
direction (a cooling tower). The water partially evaporates, cools down and exchanges its heat with the air.
This type of system is less expensive to purchase but uses large quantities of water. Many data centres use
cooling towers because they are less expensive to purchase than closed circuit alternatives and they also
take up far less space.l63]

6.5.3 Post cooling use

The cooling process is one of the highest contributors to electricity usage in data centres and raises
significant environmental sustainability concerns due to its carbon footprint. Reusing waste energy in
non-cooling applications can reduce the environmental sustainability impact. By utilizing waste heat, data
centres can be energy suppliers. Examples of such applications are space heating, green houses, insect farms,
fish farms, algae farms, desalination plants, wood and biomass drying, district heating water or domestic
hot water.

Heating activities often require a higher temperature than those of data centres’ cooling water. That water
ranges in temperature from 30 C to 55 C, depending on the cooling method.[26] The use of heat pumps facilities
the reaching of higher temperatures required for many heating applications. Heat recovery solutions aid the
transition towards net zero emissions.

6.6 Carbon footprint

6.6.1 General

The term carbon footprint is often used as shorthand for the amount of carbon dioxide (CO,) or carbon
dioxide equivalent (CO,.,) greenhouse gases (GHGs associated with an activity or organization), usually
measured in tonnes.[67] I%T equipment accounts for about 1.4 % of total carbon emissions and uses about
3.6 % of global electricity consumption, while making up around 6 % of the global economy.l®8] Carbon
dioxide is one of the GHGs that contributes to the warming of the earth’s atmosphere. The United Nations
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Paris Agreement, adopted at the UN Climate Change Conference (COP21) in Paris, France in 2015, is a legally
binding international treaty that binds 196 parties to reduce their GHG emissions and creates a framework
for the transparent monitoring and reporting of countries’ climate goals.[®?] It entered into force on 4
November 2016.170]

The carbon footprint of a product is an indicator that enables consumers and producers to determine,
assess and evaluate an important aspect of its environmental sustainability. Calculating carbon footprints
is straightforward but does demand sufficient understanding of extraction inputs, manufacturing, usage
and disposal of a product or service in order to give accurate results. ISO 14067[2¢] specifies principles,
requirements and guidelines for the quantification and reporting of the carbon footprint of a product
(CFP), in a manner consistent with International Standards on life cycle assessment (LCA) (ISO 14040 and
[SO 14044). More specific to AL, ISO/IEC 21031 specifies how to quantify carbon dioxide emissions emanating
from an Al system’s development and operation.[Z2]

In the context of digital service delivery, the carbon footprint concept goes beyond just the electricity usage
of the services. It incorporates GHG emissions associated with energy and materials used throughout the life
cycle of a product. In carbon footprint calculations, the ICT’s sector includes both mobile and fixed access
networks, data centres and enterprise networks, as well as all user equipment such as phones, computers,
small routers, new IoT devices (such as self-learning thermostats[Z3]) and other tools. It also includes raw
material acquisition, production and assembly, transportation, operation and end-of-life treatment.

ITU-T Recommendation L.1410 describes life cycle assessment processes and activities to be considered
when calculating environmental impact of ICT products, networks or services for their full life cycle from
cradle-to-grave.[74] It is common practice to assess both the embodied emissions (or environmental impact)
and use stage impact of ICT products. Net zero and decarbonisation initiatives can be informed or based on
[ﬁ] an asset-based view of carbon, that applies life cycle thinking to infrastructure and is how all
carbon information is being organized and managed.

Many international ICT organizations have made carbon reduction footprint commitments, either through
public statements, through Sustainable Development Goal 7 compacts and International Standards.[Z6-78]
For example, ITU L.1470 requires the information and communication technology (ICT) industry to reduce
GHG emissions by 45 % from 2020 to 2030.[72]

“It is past time for researchers to prioritize energy efficiency and cost to reduce negative environmental impact
and inequitable access to resources.”189]

6.6.2 Applicable use of measurements and carbon accounting methods

While a full life cycle assessment can give the widest view into the environmental impacts of a product like
an Al system, it is not always the most useful measure for all purposes. There are meaningful differences
between the types and styles of accounting, whether as a matter of full life cycle assessment, or scoped more
narrowly.

The concept of attributional accounting versus consequential accounting provides a means of tying the
assessment procedure to the purpose of the assessment.[81]

— Attributional assessments focus on post-hoc, overall analysis and are typically used when an entity is
accounting for its overall footprint to report to investors or other parties interested in the environmental
stance of the company.

— Consequential assessments examine the outcomes of specific decisions and aid in immediate decision-making.

Clarifying whether the goal is to make a near-term decision, or paint an overall picture, can inform the
approach to scoping an assessment and which measures to use. For example, if an organization releases a
model into the public domain for others to adopt, developers using that model will be more concerned with
the power consumed in the last training experiment, which indicates what power is likely to be needed upon
retraining. They can be interested to know the total embedded emissions from the model as a matter of
their own carbon accounting, but the power consumption, not embedded emissions, more strongly affects
their own emissions that arise as a consequence of using the model. That in turn depends heavily on the type
of energy grid they can access, which can be quite different from the original developer of the model.
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