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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO document should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use 
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed 
patent rights in respect thereof. As of the date of publication of this document, ISO had not received 
notice of (a) patent(s) which may be required to implement this document. However, implementers are 
cautioned that this may not represent the latest information, which may be obtained from the patent 
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all 
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 33, 
Vehicle dynamics, chassis components and driving automation systems testing.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document can be used as a system level standard by other standards, which extend the combination 
of ACC according to ISO 15622 and PADS according to ISO 21717 with additional requirements motivated 
by costumer use-cases and by safety to a more detailed standard for a higher level of functionality 
which will include the hands-free use case in certain conditions.

The main functionality of a "L2 hands-free system" is to control and limit the vehicle behaviour for 
longitudinal and lateral control, as it is described in ISO  15622 and ISO  21717, with respect to the 
performance, the intended ODD and the driver’s capabilities. Together with an appropriate driver 
monitoring, which is typically realized with a driver monitoring camera and in addition a hands-on/off 
detection regarding to the steering wheel, it is possible for a system to operate while the driver can take 
the hands away from the steering without losing the ability and the responsibility to control the DDT.

This document contains the basic control strategy, basic driver interface elements and a minimum 
set of requirements for a L2 hands-free system. This document is applicable for, but not limited 
to, passenger cars. It is not applicable to automated driving systems of Level 3 according to 
ISO/SAE PAS 22736 or higher.

While a lane change functionality is not specified in this document, it is explicitly considered.

Regional regulation, e.g. UN/ECE R79, can limit the applicability of parts of this document.
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