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National foreword
This Published Document reproduces verbatim ISO/TR 12350:2004.

The UK participation in its preparation was entrusted to Technical Committee
AUE/7, Automobile occupant restraint systems, which has the responsibility
to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO/TR title
page, pages i1 to iv, pages 1 to 24, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

In exceptional circumstances, when a technical committee has collected data of a different kind from that
which is normally published as an International Standard (“state of the art”, for example), it may decide by a
simple majority vote of its participating members to publish a Technical Report. A Technical Report is entirely
informative in nature and does not have to be reviewed until the data it provides are considered to be no
longer valid or useful.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO/TS 12350 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 12,
Passive safety crash protection systems.
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Road vehicles — Injury risk curves for evaluation of occupant
protection in side impact

1 Scope
This Technical Report provides injury risk curves for the evaluation of occupant protection in side impacts on
road vehicles. The measurements are performed on two lateral impact dummies, EuroSID 1 and BioSID,

which present acceptable levels of biofidelity response in accordance with ISO/TR 9790 and are used in tests
carried out according to ISO 10997.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO TR 9790, Road vehicles— Anthropomorphic side impact dummy — Lateral impact response
requirements to assess the biofidelity of the dummy

ISO 10997, Passenger vehicles — Side impact with deformable moving barrier — Full scale test

3 Symbols and abbreviated terms

For the purposes of this document, the following symbols and abbreviated terms apply.

Fadj Force, adjusted

Forg Force, original

Fabdo Force, abdomen

Fabdoin Force, abdomen, interior
Fabdo ex Force, abdomen, exterior
Foubis Force, pubis

Fimpact Force, impactor

Vead Impact velocity, cadaver
Vdum Impact velocity, dummy
Aadj Acceleration, adjusted
dorg Acceleration, original
spine Acceleration, spine
Aspine Acceleration, lower spine
dpelvis Acceleration, pelvis

Sadj Displacement, adjusted

Full document details: PD ISO/TR 12350:2004
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5org
VCagj
V*Corg
V*Cabdo
V*Cm ax
AIS
AlSy
AlSht aq;

AIS

max

A[Smax abdo
A[Sintern

A[Saorta
A[Sabdo
A[Spelvis
A[Sthor

A[Sthor cad
"FRadj

"RForg
AGE 44

4 Methodology

Displacement, original

Viscous criterion, adjusted

Viscous criterion, original

Viscous criterion, abdomen

Viscous criterion, maximal

Abbreviate injury scale

Abbreviate injury scale, hard thorax
Abbreviate injury scale, hard thorax, adjusted
Abbreviate injury scale, maximal
Abbreviate injury scale, maximal, abdomen
Abbreviate injury scale, internal organs
Abbreviate injury scale, aorta

Abbreviate injury scale, abdomen
Abbreviate injury scale, pelvis

Abbreviate injury scale, thoracic
Abbreviate injury scale, thoracic, cadaver
Number of fractured ribs, adjusted

Number of rib fractures, original

Age of cadaver

The biomechanical bases are those selected and described in the ISO/TR 9790. Cadaver data (test conditions,
subject characteristics and injuries) are provided in Tables 1 to 29 of the present Technical Report.

Corresponding tests are performed with EuroSID 1 and BioSID dummies under the same test conditions as

those applicable to cadavers. Dummy test responses are also provided in the tables.

Cadaver injuries are then correlated to dummy responses to establish injury risk assessment, with the

following adjustments.

4.1 Velocity

The dummy criteria are normalised by the velocity in order to match cadaver test velocities:

F.
Aadj = org * Vcad ! Vaum
5adj = 5org X Vead ! Vdum
= y*C

V*Cadj

2
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2
org X (Vead / Vdum)
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4.2 Level of injury
4.21 For the hard thorax and abdomen, the following scale is used:
AlSp 2 = NFRadj 1t03
AISpt 3 = npRgg 410 8
AISpt 4 = npragj > 9 or 2 rib fractures on 4 consecutive ribs
4.2.2 For the thorax, rib fractures and internal organ injuries are considered separately.

Additional curves for “6+ fractured ribs” are provided in order to take into account the differences between
living occupants and cadavers. This level should be considered as an A1S 3+ for living people.

4.2.3 For the abdomen, only AIS, ., (rib fractures and internal organs) is considered.

max

4.2.4 For the pelvis, all levels of fractures are considered.
4.3 Age adjustment

4.31 Hard thorax and abdomen!']

The number of fractured ribs (ngR) is adjusted to 45 years with a scale factor of 0,2 ngg per year:
NFRadj = "FRorg ~ 0:2 (AGE5q — 45)

4.3.2 Internal organ (thorax and abdomen)
No adjustment.

4.3.3 Pelvis

Evans(? reports a decrease of about 20 % of ultimate bending stress between the ages of 24 and 79. Failure
forces, accelerations and deflections being proportional to ultimate stress, they can be adjusted to 45 years,
with a scale factor of 0,4 % a year:

Faq = Forg! [1— 0,004 x (AGE - 45)]

Qgq = Gorg | [1 — 0,004 x (AGE — 45)]

o,

adj = %org / [1— 0,004 x (4GE — 45)]

4.4 Statistical analysis

Taking into account the small number of test data, the certainty method, described by Mertz[3], was used to
compute injury risk curves.

For each cadaver, the corrected level of injury is associated with the corrected criteria measured on the
dummy during a test in the same conditions. It is assumed that a relation exists between the criteria and the
level of injury.

For a prescribed level of criteria, a group is composed (the certainty group) to include only those specimens it
is known for certain either would or would not have experienced a level of injury at this level of criteria. The
probability of injury at the given level of criteria is then estimated by calculating the ratio of the number of
specimens that would have experienced the level of injury to the total number of specimens in the certainty
group.
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To ascertain whether a specimen would or would not have experienced a level of injury at a given level of
criteria, one assumes that if someone sustains a level of injury at a given level of criteria, he/she will also
sustain at least the same level of injury at a higher level of the criteria. The values obtained are then analysed
numerically using regression techniques. Results of regressions are provided in Clause 6.

5 Test data

Test data from the literature (see Bibliography) are provided in Tables 1 to 29, including test conditions,
cadaver characteristics and injuries with the corresponding dummy tests (EuroSID and BioSID references),
and dummy test responses.

5.1 Thorax

5.1.1 Pendulum impact — 23,4 kg
See Tables 1 to 4.

Table 1 — Test results from [4]

TestNo. | AGE v nRe nRradj | Atad | AlSintem | AlSmax EuroSID BioSID
m/s reference reference

76T062 69 4,3 7 2,2 2 (5) 2 113a 114a

77T071 60 4,3 0 0 0 1 1 113a 114a

777074 60 4,3 2 0 0 0 2 113a 114a

Table 2 — Test results from [5]
TestNo. | AGE v nER NeRradj | A0tadj | AlSintem | AlSmax EuroSID BioSID
(m/s) reference reference

Viano17 29 5,5 0 0 0 0 0 113a 114a

Viano29 52 5,2 0 0 0 0 0 113a 114a

Viano36 37 4,0 0 0 0 0 0 113a 114a

Viano40 64 3,62 2 0 0 0 0 113a 114a

Viano41 64 3,8 0 0 0 0 0 113a 114a

Viano4 63 5,99 4 0,4 0 0 0 113b 114b

Viano5 38 6,48 3 4,4 3 0 3 113b 114b

Viano7 66 6,73 5 0,8 0 0 0 113b 114b

Viano9 64 6,71 5 1,2 2 0 2 113b 114b

Viano11 40 6,71 5 6 3 0 3 113b 114b
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