PD ISO/TR 12998:2019

Mechanical joining — Guidelines
for fatigue testing of joints

bSi. Documents

Document Sharing Hub

Full document details: PD ISO/TR 12998:2019


http://www.avadocuments.com/doc/pd-iso-tr-12998-2019
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019

PD ISO/TR 12998:2019 PUBLISHED DOCUMENT

National foreword

This Published Document is the UK implementation of
ISO/TR 12998:2019.

The UK participation in its preparation was entrusted to Technical
Committee WEE/29, Resistance welding.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019
Published by BSI Standards Limited 2019

ISBN 978 0 580 51639 9
ICS 25.160.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2019.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: PD ISO/TR 12998:2019


https://doi.org/10.3403/30367536
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019

Full document details: PD ISO/TR 12998:2019

TECHNICAL
REPORT

PD ISO/TR 12998:2019

ISO/TR
12998

First edition
2019-04-19

Mechanical joining — Guidelines for

fatigue testing of joints

Assemblage mécanique — Lignes directrices pour les essais de fatigue

des assemblages

—
IS0

S —

Reference number
ISO/TR 12998:2019(E)

Documents

Document ISharin Hub

©1S0 2019


http://www.avadocuments.com/doc/pd-iso-tr-12998-2019
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019

PD ISO/TR 12998:2019
ISO/TR 12998:2019(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2019, Published in Switzerland

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Ch. de Blandonnet 8 « CP 401
CH-1214 Vernier, Geneva, Switzerland
Tel. +41 22 749 01 11

Fax +41 22 749 09 47

copyright@iso.org
www.iso.org
Documents
.. Document Sharing Hub
11 © ISO 2019 - All rights reserved

Full document details: PD ISO/TR 12998:2019


http://www.avadocuments.com/doc/pd-iso-tr-12998-2019
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019

PD ISO/TR 12998:2019

ISO/TR 12998:2019
Contents Page
FFOT@WOTM .........coccccee e85 5885855555855 \%
IIMETOAUICEIONL. ..ot vi
1 S0P ... 1
2 NOIIMATIVE FEERTEIICES .........cccooiii s 1
3 Terms and defiNITIONIS ... 1
4 Symbols and abbreviated terms... ..D
5 SPE@CIIMIEINS .........ooocceeee ek 8885558555885
51 LT3 1<) - OO
5.2 Test specimen materials
5.3 Types of test specimens
5.4  Selection Of SUItaDle SPECIMEINS. ...
5.5 Test specimen fabrication..............
5.5.1 Coupons for specimen fabrication
5.5.2 Bending and forming...........cccouee
553 JOININEG i
554  Tolerances..........
TR T T 1 ) =Y . OO
5.5:0  INSPECTION oo
5.6 Test specimen geometry
ST 20 S €Y ¢ T =) OO
5.6.2  Specimen geometry of tensile shear and peel specimens
5.6.3  Geometry of the hat and other closed section specimens
5.6.4 Double disc and KS-2 SPECIMEN ...
6 Specimen clamps and aliNIMENE ... 23
6.1 GIEIETAL .. 23
6.2  Verification and adjustment of specimen clamps and alignment ... 23
6.2.1  ALIZNIMENT .ot
6.2.2  Verification of the clamping.................
6.3 Clamping device design
6.3.1  General.... e
6.3.2  Example of suitable clamping device design
7 TESTING PIOCEAUITC .........coc e
7.1 General.......cccov.
7.2 Testing machine
7.3 Mounting of clamping devices/clamps
7.4 Clamping procedure............n.
7.5 FAIGUE TESTIIIEG .o
7.5 GOIIETAL oo
7.5.2  Setting load conditions for the fatigue testing..
7.5.3  TESE fTEQUETICY ..ot
7.6 TEST EOITIUINIATION ..o
7.6.1  GENETAL .o
7.6.2  Failure criterion and number of cycles to failure ....
7.6.3  SHIMESS.o e
7.6.4  Data acquiSition........
7.7 REAEESTITIG ...t
8 T@STTEPOT T ...
8.1 Basic information
81T GEINETAL et
8.1.2  Material prior to fatigue test specimen preparation
8.1.3  Mechanical Properties ...

] Document Sharin%Hub
© IS0 2019 - All rights reserved 1

Full document details: PD ISO/TR 12998:2019


http://www.avadocuments.com/doc/pd-iso-tr-12998-2019
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019

PD ISO/TR 12998:2019
ISO/TR 12998:2019

8.1.4  Specimen design and preparation...

8.1.5  Test procedure.........n
8.1.6  Fatigue testing machine...........,
8.1.7 Ambient conditions during the fatigue test. ... 34
8.1.8  Results of post-test eXamiNation. ... 34
8.2 Presentation of fatigue test results
8.2.1  Tabular PreSENMEAtION . ...
8.2.2  Graphical PreSENtAtiON ...
8.2.3  Numerical evaluation, StatiStiCS. ... 35
Annex A (informative) Calibration specimen for verifying the load distribution in
HESP@CIITICIIS ...k 36
Annex B (informative) Hydraulic clamps for the fatigue testing of H-specimens..................ccos 37
Annex C (informative) Clamps for the fatigue testing of H-specimens.................ccs 38
Annex D (informative) Flow chart — Data acquUiSTtion ... 39
BIDLIOZGTAPIY ..o 41
Documents
. Document Sharing Hub
v © ISO 2019 - All rights reserved

Full document details: PD ISO/TR 12998:2019


http://www.avadocuments.com/doc/pd-iso-tr-12998-2019
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019

PD ISO/TR 12998:2019
ISO/TR 12998:2019

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 44, Welding and allied processes,
Subcommittee SC 6, Resistance welding and allied mechanical joining.

Any feedback, question or request for official interpretation related to any aspect of this document
should be directed to the Secretariat of ISO/TC 44/SC 6 via your national standards body. A complete
listing of these bodies can be found at www.iso.org/members.html. Official interpretations, where they
exist, are available from this page: https://committee.iso.org/sites/tc44/home/interpretation.html.
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Introduction

This document gives recommendations for fatigue testing of test specimens with dimensional
information for single- and multi-joint specimens for riveted, clinched and screwed mechanical joints.
H-shaped, hat-shaped, double-disc and KS-2 type specimens are specified. This document is based on
[SO 18592, the standard on the fatigue testing of resistance spot welds.

The fatigue tests specified in this document are conducted at room temperature, at constant load
amplitudes and specified load ratios. For most of the specimens, the primary loads experienced by the
joints are shear and peel loads. Some test specimens can be subjected to torsion or bending loads; the
joints themselves experience non-uniform shear and peel loads.
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Mechanical joining — Guidelines for fatigue
testing of joints

1 Scope

This document gives recommendations for test specimens and procedures for performing constant
load amplitude fatigue tests on single- and multi-joint sheet specimens in the thickness range from
0,5 mm to 6 mm at room temperature and a relative humidity of max. 80 %.

NOTE The thickness range for advanced high strength steels (AHSS) and ultra high strength steels (UHSS)
is generally below 3,0 mm. Greater thicknesses apply for aluminium alloys, for example.

This document covers:

— testing of joints to evaluate materials;

— evaluation of the influence of joint type and joint size on the test results;

— evaluation of the influence of load type and load mode on the test results;

— testing of component-like specimens to evaluate their structural performance.

Depending on the specimen used, it is possible from the results to evaluate the fatigue behaviour of
joints under shear-, peel-, normal-tension and combinations of loads and that of the tested specimen.

The results of fatigue testing obtained with component like specimens are suitable for deriving criteria
for the selection of materials and thickness combinations for structures and components subjected to
cyclic loading. This statement is especially relevant for results obtained with specimens with boundary
conditions, i.e. a local stiffness, similar to that of the structure in question. The results of fatigue testing
are suitable for direct application to a design only when the loading conditions in service and the
stiffness of the design in the joint area are similar.

This document does not apply to civil engineering applications such as metal building and steel
construction which are covered by other applicable standards.
2 Normative references

There are no normative references in this document.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1

load

repeated load

F

applied force varying simply and periodically between constant maximum and minimum values

Note 1 to entry: Adapted from 1SO 14324:2003, 3.12. Documents
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3.2
maximum load

Fmax

highest algebraic value of the repeated load (3.1)
[SOURCE: ISO 14324:2003, 3.9]

3.3

minimum load

Fmin

lowest algebraic value of the repeated load (3.1)
[SOURCE: ISO 14324:2003, 3.11]

3.4

load range

AF

difference between maximum and minimum loads (3.3)

AF = Fiax — Fmin

[SOURCE: ISO 14324:2003, 3.8]

3.5

load amplitude

Fa

half of the load range (3.4)

F,=0,5AF

[SOURCE: ISO 14324:2003, 3.6]

3.6

mean load

Fm

average of maximum and minimum loads (3.3)

Fm =0,5 (Fmax + Fmin)

[SOURCE: ISO 14324:2003, 3.10]

3.7

load ratio

R

minimum load (3.3) divided by the maximum load (3.2)

[SOURCE: ISO 14324:2003, 3.7]

3.8
load type
primary shear or primary peel load

3.9
load mode
constant amplitude or variable amplitude loading
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3.10

fatigue life

N

number of load cycles at which failure occurs, or before a failure criterion defined for the test is fulfilled

3.11

fatigue endurance

Ne

number of cycles at which it has been agreed to terminate the test even if failure does not occur

3.12

F-N diagram

diagram obtained by plotting the load amplitude (3.5) [or load range (3.4), or maximum load (3.2)] on
the ordinate and the number of load cycles [or fatigue endurance (3.11) if the test is terminated before
failure] on the abscissa

Note 1 to entry: F-N diagram is also called F-N Wohler diagram or load-amplitude/number of load cycles diagram.
Note 2 to entry: It is normal practice to use logarithmic scales on both axes.

Note 3 to entry: This type of diagram is generally used when testing mechanically joined or welded specimens
because one compares the performance of the joint or the weld, but not the performance of the joints or welds
based on their respective cross sections.

3.13

S-N diagram

diagram obtained by plotting the stress amplitude (or stress range, or maximum stress) on the ordinate
and the number of load cycles [or fatigue endurance (3.11) if the test is terminated before failure] on
the abscissa

Note 1 to entry: S-N diagram is also called S-N Wohler diagram or stress-amplitude/number of load
cycles diagram.

Note 2 to entry: The S-N diagram is generally not suitable for specimens with spot shaped and mechanical joints
because the stress is based on the cross-section of the joint or of the component.

Note 3 to entry: This type of diagram is generally used for comparing the performance of structures and
component like specimens especially if the type of load distribution is undefined and/or non-uniform, e.g., closed
section specimens subjected to 3-point bending or torsional loading.

3.14

endurance limit

maximum load (3.2) or load range (3.4) at which a test specimen can endure a specified number of load
cycles without failing

3.15

fatigue limit

load amplitude (3.5) [or load range (3.4), or maximum load (3.2)] which the test specimen can be endure
an infinite or specified number of load cycles without failing

3.16

displacement range

AL

change in the length of a specimen (Lmax — Lmin) between loads Fyax and Frin

3.17
displacement amplitude

half of the displacement range (3.16) [%)
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3.18

stiffness

C

load range (3.4) divided by the corresponding displacement range (3.16)

F F

¢ = —Max ~ “min

AL

Note 1 to entry: The stiffness of a specimen represents a measure of its change in length under load. In the fatigue
testing of specimens, the change in stiffness represents a loss in integrity of the specimen.

Note 2 to entry: Stiffness is also defined as load-displacement ratio.

3.19

initial stiffness

Co

load displacement ratio at stable condition, i.e.

Note 1 to entry: In cases in which a stable condition is not achieved, a stiffness (3.19) value calculated at either
10 s or at 500cycles after the start of the test, whichever occurs earlier is to be used as the initial stiffness.

Note 2 to entry: A stable condition is either one in which, for the first time during a test, the stiffness remains
constant within a range of 1,5 % for a period of 10 s or over 500 cycles, whichever occurs first or, the stiffness
shows a continuous linear decrease over a period of 10 s or 500 cycles, whichever occurs earlier.

3.20

stiffness loss

CL

reduction in stiffness (3.18) compared to the initial stiffness (3.19)

_Co—Cy

C
L CO

3.21

relative stiffness

Crel

stiffness (3.18) at N number of load cycles Cy divided by the initial stiffness (3.19) Co:

Cn
Crel :a

3.22
relative percentage stiffness loss

CLrel
decrease in stiffness (3.18) at N load cycles, compared to the initial stiffness (3.19), expressed

as percentage

Co—C
Crrel =—2—N %100
Co
3.23
slippage load
Fq)
load at which slippage occurs during testing

Note 1 to entry: Slippage may be defined as a failure criterion.
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3.24

slope of best fit at 50 % probability of fatigue life

k

gradient or slope of the line of best fit when the results of a fatigue test are plotted in a double
logarithmic S-N or F-N or Wohler diagram, determined via linear regression

Note 1 to entry: The probability of survival for different probabilities of survival, e.g. 5 %/95 % or 10 %/90 %,
can also be calculated under the assumption that the scatter at each load level is identical.

4 Symbols and abbreviated terms

For the purposes of this document, the symbols presented in Table 1 apply.

Table 1 — Symbols and abbreviated terms

Symbol/abbreviated term |Definition
A overlap
B test specimen or coupon width
b; internal width of test coupon
c stiffness
Co initial stiffness (stiffness at stable condition)
Cn stiffness at N load cycles
CL stiffness loss
Crel relative stiffness
Clrel relative stiffness loss in percent
dc diameter of central hole
de diameter of pitch circle
E pitch or distance between mechanical joints
F load/repeated load
Fy load amplitude
Fm mean load
Fmax maximum load
Fmin minimum load
Fp peel load
Fp,max maximum peel load
Fp,min minimum peel load
Fpt peel load transverse to the joint line
Fs shear load
Fs,max maximum shear load
Fs min minimum shear load
Fs slippage load
Fst shear load transverse to the joint line
H outer height of hat-section
h; inner height
ho outer height
hy total height of H-specimen
hg height of side plate or side member
hy, height of L member
hy height of U member

Document

] Document Sharingé—|ub
© IS0 2019 - All rights reserved

Full document details: PD ISO/TR 12998:2019


http://www.avadocuments.com/doc/pd-iso-tr-12998-2019
http://www.avadocuments.com/doc/pd-iso-tr-12998-2019

PD ISO/TR 12998:2019
ISO/TR 12998:2019

Symbol/abbreviated term |Definition

I distance between clamps and overlap
Ic length of clamped area
le edge distance
lg specimen length between clamps
Is total length of specimen
I length of test coupon
Ly distance from wall
L crosshead displacement
Lm displacement at mean load Fi,
Lmax displacement at max load Fax
Lmin displacement at min. load Fin
N number of load cycles
Nt number of load cycles at which failure occurs (fatigue life)
Ne fatigue endurance
Nal, Nan number of load cycles using absolute stiffness loss as failure criterion for the
two different specimens
Ngi1, Nr11 number of load cycles using relative (percentage) stiffness loss as failure criteri-
on for the two different specimens
r bend radius for sheet thickness t1
rp bend radius for sheet thickness t;
R load ratio
T time
sheet thickness
& strain measured at a bridge position i on the calibration specimen
&m average strain measured on the calibration specimen
Op peel stress
Opt peel stress transverse to the joint line
Os shear stress
Osp shear stress parallel to or in the axis of the joint line
Ost shear stress transverse to the joint line
AL displacement range
AF load range
AP non-uniform loading
AP; degree of non-uniform loading at position i
APrax maximum value of non-uniform loading
AHS advanced high strength (steel)
UHS ultra high strength (steel)

5 Specimens

5.1 General

The specimens are designed to simulate, for joints in thin-walled structures, three basic types of loads
in their primary forms, i.e. shear load (transverse to the joint line, shear load parallel to or in the axis of
the joint line), and peel load, (see Figure 1). In addition, component like specimens e.g., hollow profiles
as shown in Figure 10, Figure 11 and Figure 12 can be subjected to torsion and 3-point bending. With
these specimens, the performance of the structure is evaluated, the joints themselves expeagienci
P P ’ "Décttients
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undefined, non-uniform load distribution with a combination of shear and peel loads, the loads being
highest in the middle of the specimens and lowest at the clamped ends.

4 4

0. o

L S Pt
F ~ F | | | |
e e ===
!
Ost

" I
b6

a) Shear load (transverse to the joint line or b) Peel load
shear load in the axis of the joint line)

Figure 1 — Three basic joint load cases

NOTE1 For true-to-life thin-walled structures, it can generally be assumed that joints are never subjected to
any of the types of stresses listed above either singly or in a pure form. For lap joints, subjected to shear loads at
least one type of shear stress and, due to the local deformation of the sheets caused by it, peel stresses are present.
Even if the primary stress in a lap joint is pure shear, a peel stress component is generated, whose absolute value
depends on the magnitude of the deformation caused by the shear stress in the joint. This deformation is a
function of the bending moment, which depends on the sheet thicknesses involved, the magnitudes of the acting
forces and the local stiffness. The stiffness itself is a function of the sheet thicknesses, Young’s modulus of the
material(s), the flange width, the overlap, the location of the joint on the flange, the bending radii, etc.

NOTE 2 The component type H-specimens were designed to be used with various joining methods and
joining elements, e.g. spot welding, blind rivets, self-tapping and thread forming screws, self-piercing rivets, lock
bolts, blind bolts, clinching, friction stir spot welding, laser welding and gas metal arc welding, and thus allow a
comparison of the load-carrying properties of joints made with different methods.

Due to the necessity of larger bending radii than specified in the corresponding tables, space
requirements for tool accessibility or size of the joining elements, etc., it can be necessary to modify the
flange width, overlap or the edge distance. Despite any such modifications, it should be ensured that
the joints are tested under optimum boundary conditions.

For single- and double-hat specimens subjected to torsion and 3-point bending loads, the joints
themselves are subjected to complex loads, whereby the ratios of the load types and the load distribution
are non-uniform and undefined. Furthermore, the ratios of the three basic types of loads listed in the
first paragraph of this sub-clause are a function of the load amplitude, the clamping conditions, and the
sheet material- and thickness combinations.

The quality, value and usefulness of the results of fatigue tests depend to a large extent on the degree of
care taken in the fabrication of the specimens, their testing, the acquisition and evaluation of test data,
and the comprehensiveness of the documentation.

5.2 Test specimen materials

The materials used for the fabrication of the specimens should be the same as those used for the
products or components. The materials should, if possible, be taken from the same material lot, and the
rolling direction should be identical for all coupons. Material specification, including )i frsents
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and forming operation, type, thickness and location of coating(s), sheet thickness, surface condition and
mechanical properties should be checked before the actual tests, and documented.

Storage of coupon material should be such that corrosion and other surface damage due to environmental
conditions and mechanical abuse is avoided.

5.3 Types of test specimens

Several types of test specimens are currently used in fatigue tests, see Figure 4 to Figure 14. The aim of
this document is to help the user to select specimens suitable for the task in hand.

5.4 Selection of suitable specimens

The selection of a suitable specimen for fatigue testing depends on the planned usage of the test results.
A basic requirement of the specimen is that it should allow the relevant load type, load mode, load range
and load ratio to be simulated. If the results are to be used for design purposes, then it is important to
employ specimens with which a similar load distribution can be realized. Further, the stiffness of the
specimen in the joint area should be similar to that of the component under consideration.

The local stiffness of the joint area in the component in question should be considered in addition to
the primary loading condition of the joints. The fatigue life of joints is influenced decisively by the peel
load and not by the shear load. For example, if joints could be subjected to identical amplitudes of shear
and peel loads, their lives would differ by a factor of ~104, the life of the joints under shear loading
being longer.

As can be seen in Figure 2, mechanical joints would never fail under a shear load at which identical
joints under a peel load have a life of about 1 000 cycles. As stated above, the magnitude of the peel
component depends on the shear load and the local stiffness of the specimen.

The validity of the statements made in the last two paragraphs depends, as can easily be understood,
on the positions and on the slopes of the F-N (Wo6hler) diagrams, see Figure 2.

Especially in the case of single joint tensile shear specimens, Figure 4, the local stiffness is much
lower than is usual in real structures. Therefore, the bending moment is comparatively large, i.e., the
peel/shear ratio is comparatively large, resulting in a significantly shorter fatigue life as compared to
identical joints tested on H-specimens.

In addition, some materials are particularly sensitive to peel stress in the as-joined condition so that
results obtained with specimens with a low stiffness can be misleading with regard to the behaviour of
such joints in structures.

The H-specimens allow the investigation of almost all parameters including different stress ratios
and stress distributions. They require special clamps for testing and their fabrication is relatively
complicated. However, under uniform loading, it is possible with these specimens to obtain results with
a high significance with 5 to 7 specimens.

When selecting a specimen, some of the main considerations should be:

a) the simulation of the type of loading and load ratio in the component under consideration;
b) simulation of design parameters such as stiffness, pitch, edge distance and flange width;
c) simulation of the stress distribution in the component;

d) effort and time required for fabrication and testing;

e) number of specimens required to obtain statistically significant results.

NOTE1 The results obtained with specimens with a low stiffness generally bias mechanical joints, especially
in the case of high strength steels.
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