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Committee B/553, Geosynthetics.
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request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
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accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication is not to be regarded as a British Standard.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTQO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 221, Geosynthetics.
Alist of all parts in the ISO 18228 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The ISO 18228 series provides guidance for designs using geosynthetics for soils and below ground
structures in contact with natural soils, fills and asphalt. The series contains 10 parts which cover
designs using geosynthetics, including guidance for characterization of the materials to be used and
other factors affecting the design and performance of the systems which are particular to each part,
with ISO/TR 18228-1 providing general guidance relevant to the subsequent parts of the series.

The series is generally written in a limit state format and guidelines are provided in terms of partial
material factors and load factors for various applications and design lives, where appropriate.

For each of the design considerations, the characteristics of the geosynthetics and the test methods
normally used to quantify the properties of the geosynthetics are described. Some regional specific
rules and regulations that normally apply to designs using geosynthetics in these regions are
also mentioned.

This document contains recommendations and guidance for the design of geosynthetic barriers in
geotechnical applications. The standard provides design guidance over various applications, design
lives, material types, parameters and site-specific conditions. Professional judgement is needed in all
designs. Be aware that national regulations might apply. This document is intended to assist in the
process, by identifying parameters which are relevant.

Design using geosynthetic barriers (GBRs) takes into account the nature of the material in contact
with the GBR, both underneath (the substrate), alongside and on top (the contained substances). As the
primary function of a GBR is to retain or exclude fluids, primary issues in design relate to its ability to
perform this function. Often, but not always, GBR materials are incorporated into structures with an
extensive life expectancy and therefore the material's durability (its ability to continue to perform its
primary function over time) is critical.

Balancing the combination of often conflicting performance criteria and different GBR materials
to the proposed installation is always a complex matter. This inevitably comes down to professional
judgement. This document does not set out to and cannot solve this potential conflict but seeks to assist
the designer in identifying and clarifying the various components of the decision-making process by
identifying existing standards for comparisons of individual parameters and giving some direction on
prioritization in various applications as well as conflicting performance characteristics which may be

encountered.
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