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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO document should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use 
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed 
patent rights in respect thereof. As of the date of publication of this document, ISO had not received 
notice of (a) patent(s) which may be required to implement this document. However, implementers are 
cautioned that this may not represent the latest information, which may be obtained from the patent 
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all 
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to 
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see 
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 204, Intelligent transport systems.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

In previous years, the development of intelligent transport system (ITS) standards has been focused 
on road vehicles and supporting traffic and transport systems. Although provisions in respect of 
accessibility and accommodation of all travellers, including people with disabilities and older adults, 
have been taken into consideration, related requirements for ITS have not been accommodated, 
primarily because of the lack of possibilities for communicating electronically with these travellers.

The more recent focus on Mobility as a Service (MaaS), cooperative, connected and automated mobility 
(CCAM), and multimodal end-to-end journey planning and management, incorporate travel means such 
as active modes (e.g. bicycles) and micromobility vehicles (MMV) such as powered bicycles, powered 
scooters, Segways, powered boards, etc. Often, they also involve device sharing. End-to-end multimodal 
journeys often also include part of the journey on foot.

ITS service provision has, to date, tended to agglomerate standards for “road users”, “drivers” and 
“vehicles” and is largely focused on car drivers and the systems that control or assist them. Some 
attention has also been focused on public service and commercial vehicles. But another group of light 
vehicle mode users are powered two-wheeled vehicle (P2WV) riders. With a few exceptions, there has 
been little appreciation of the different characteristics and behaviour of motorcycles, mopeds, trikes 
and quads and the requirements that they have that differ from those for other categories.

These categories of conveyances and travellers, at the least, have needs to be communicated in terms 
of ITS service provision. Conversely, many ITS services often need to communicate with, or be aware 
of the presence of, these actors. Yet, in previous years, there have generally not been any means for 
communicating with them individually.

However, during the last few years, smartphones and other nomadic devices have not only become 
available, but are already indispensable for multimodal journeys and assist in ITS service provision. 
Smartphone technology is also often used in devices assisting. The advent of low-cost communications 
and cooperative technologies can also assist in the provision of services.
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TECHNICAL REPORT ISO/TR 24317:2023(E)

Intelligent transport systems — Mobility integration — 
Mobility integration needs for vulnerable users and light 
modes of transport

1	 Scope

This document provides a review of mobility integration standardization efforts supporting all 
travellers using active and light transport modes and identifies gaps where additional standardization 
is potentially required. The gap analysis is focused on cooperative intelligent transportation systems 
(C-ITS) for all users, including people with disabilities, as they plan, manage and carry out their 
“complete trip”, including all connections and transfers, from end-to-end.

The term “light mode conveyances" covers C-ITS for light power and active modes such as micromobililty 
vehicles (e.g. e-scooters), power or power-assisted vehicles (e.g. e-bikes, power wheelchairs), and full 
powered vehicles (e.g. motorcycles, mopeds).

This document identifies areas where standardization is potentially required to resolve problems and 
challenges, or to create opportunities, particularly with respect to enhancing safety and the provision 
of end-to-end multimodal journeys and support.

2	 Normative references

There are no normative references in this document.

3	 Terms, definitions and abbreviated terms

3.1	 Terms and definitions

No terms and definitions are listed in this document.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.2	 Abbreviated terms

AI artificial intelligence

BSM basic safety message

CCAM cooperative, connected and automated mobility

CV connected vehicles

DSRC dedicated short-range communication

HMI human machine interface

HSM hardware security module
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IMN in mobility network

ITS intelligent transport system

ITS-S intelligent transport system station

MaaS mobility as a service

MIB management information base

ML machine learning

MM micromobility

MMCS micromobility cloud server

MMCN micromobility communication network

MMG micromobility gateway

MMV micromobility vehicle

MU mobile unit

ND nomadic device

PCN public communication network

P2P pedestrian to pedestrian

P2WV powered two-wheel vehicle

P-ITS-S personal intelligent transport system station

RoW right of way

SMIB security management information base

UTMS universal traffic management systems

V2V vehicle to vehicle

V2I vehicle to infrastructure

V2P vehicle to pedestrian

V2x vehicle to everything

VAM vulnerable road vehicle awareness message

V-ITS-S vehicle intelligent transport system station

VRU vulnerable road user

VRV vulnerable road vehicle
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4	 Vulnerable road users (VRUs)

4.1	 VRUs in standardization

This clause describes the current provisions and differences among regions and standardization 
organizations when defining VRUs, the eco-system in which VRUs exist, the devices used for detection, 
control and communication, information exchanged with other actors, and the haptic sensory 
approaches used for notification.

4.2	 VRUs in the context of C-ITS

4.2.1	 Overview

C-ITS and connected vehicle (CV) programmes typically characterize communications between 
vehicles (V2V), between vehicles and infrastructure (V2I) and between vehicles and pedestrians (V2P). 
“Pedestrians” in this context typically refers to VRUs including people walking, passengers embarking 
and disembarking buses and trains, animals, people in work zones, people riding bicycles and people 
riding low-powered mobility devices such as e-scooters, powered wheelchairs and power assisted 
bikes.

4.2.2	 C-ITS safety processes

Standards for VRUs are derived from the needs associated with their travel safety requirements. Typical 
C-ITS activities follow a process flow as shown in Figure 1. The flow begins when a vehicle, pedestrian 
or infrastructure detects the presence of a threat (1. Detection). Once detected, the system identifies 
the type of threat (2. Identification). In some cases, the path taken by the “threat” can be assumed by 
way of path restrictions (3. Compliance with right of way). Examples of right of way restrictions include 
a railroad grade crossing with gates drawn, a bicycle blocking a walkway, or pedestrians crossing 
against a traffic signal. For any actor to take evasive action or be notified of the threat, the threat’s 
expected manoeuvre needs to be determined (4. Expected manoeuvre). Finally, the appropriate action 
can be taken to inform or alert the actor of the threat (5. Communicate). These processes apply to V2V, 
V2I and V2P processes, albeit via different ITS-S devices and applications.

Figure 1 — General processes related to VRU detection and communications in the context of 
V2x, V2P and P2P
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