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National foreword

This Published Document is the UK implementation of
ISO/TS 15791-2:2022.

The UK participation in its preparation was entrusted to Technical
Committee PRI/26, Burning behaviour of plastics and rubbers.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication is not to be regarded as a British Standard.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 16326 1
ICS 13.220.40; 83.080.01

Compliance with a Published Document cannot confer immunity
from legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2022.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 4,
Burning behaviour.

This second edition cancels and replaces the first edition (ISO/TS 15791-2:2017), which has been
technically revised.

The main changes are as follows:
— technical update in Clause 4 has been updated;
— the following references have been added:
— IS0 14697 (as a normative reference);
— ISO/TS 17431 (as an informative reference).
Alist of all parts in the ISO 15791 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The major benefit in intermediate-scale testing is the ability to reflect more accurately the fire
conditions of real fires than small-scale tests. For example:

— Specimen mounting. Specimens can incorporate end-use fixings, joints and air-gaps (see Annex A)
in the larger test apparatus. In addition, thick and/or profiled products may be accommodated. This
capability is valuable for testing thick multilayer composites (such as sandwich structures). It is
also useful for testing profiled product such as pipes, pipe insulations, cable trays, GRP frames and
similar products.

— Testspecimensize and orientation. Intermediate-scale testsallow to evaluate fire growth. The ability
to measure flame spread beyond the impingement zone of the ignition source is a desirable feature.

— Observation of actual phenomena of products (especially thermoplastics) exposed to ignition
sources. Representative behaviour may be observed with intermediate-scale test specimens.

The test results may be useful to the manufacturers of the products and regulation authorities[11].
However, intermediate-scale tests may have the following disadvantages because of their large scale.
— Intermediate-scale tests may develop an increased amount of fire effluent.

— Intermediate-scale tests may require higher cost.

— An intermediate-scale test may limit the fire scenario and cannot realize a wide range of
fire behaviours.

An intermediate-scale test can be used as a screening test for large-scale tests for the purpose of
research and product development.

In addition to the usage mentioned above, this document has been prepared for manufacturers of
semi-finished plastics products. These semi-finished products may be tested for production control or
developmental reasons. They cannot always be tested in the end-use conditions (such as mounting and
fixing) that are appropriate for finished products.

This document is intended to support the information that product manufacturers may require
as part of a quality assurance scheme. In addition, it should be recognized that this document is not
intended to replace finished product technical specifications for products containing a semi-finished
plastics component.

The information given in this document is in accordance with the principles recommended in ISO 10840,
which was established to develop a general policy and philosophy for the development and use of fire
tests for plastics.
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