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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 2,
Mechanical properties.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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TECHNICAL SPECIFICATION ISO/TS 28660:2022

Plastics — Determination of J-R curves —
Fracture toughness

1 Scope

This document specifies a method for determining the fracture toughness in term of /] and R curves
for plastics.

The method is suitable for use with ductile and semi-ductile polymers and polymer blends. It is not
intended to be used with materials in which the crack front cannot be distinguished from additional
deformation processes in advance of the crack tip. The method is unsuitable for polymers reinforced
with fibres.

NOTE J-R curves, produced in accordance with this test method, characterizes the crack growth resistance
that cannot be characterized by linear elastic fracture mechanics according to ISO 13586.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 291, Plastics — Standard atmospheres for conditioning and testing
ISO 2818, Plastics — Preparation of test specimens by machining

ISO 7500-1, Metallic materials — Calibration and verification of static uniaxial testing machines — Part 1:
Tension/compression testing machines — Calibration and verification of the force-measuring system

IS0 9513, Metallic materials — Calibration of extensometer systems used in uniaxial testing

ISO 13586, Plastics — Determination of fracture toughness (GIC and KIC) — Linear elastic fracture
mechanics (LEFM) approach

ASTM D 6068, Standard Test Method for Determining J-R Curves of Plastic Materials

3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 13586, ASTM D6068-96 and
the following apply.

ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— SO Online browsing platform: available athttps://www.iso.org/obp

— IEC Electropedia: available athttp://www.electropedia.org/
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3.1.1
J-integral
J

line or surface integral over a path that enclosed the crack front from one crack surface to the other,
used to characterise the local stress-strain field around the crack front

Note 1 to entry: See Reference [5].
Note 2 to entry: It is expressed in Joules per square meter (k]J/m2).

3.1.2

J-R curve

J-Aap

plot of resistance to stable physical crack extension

3.1.3

net thickness

BN

distance between the roots of the side grooves in side grooved specimens

Note 1 to entry: It is expressed in millimetres (mm).

3.14

thickness

B

side to side dimension of the test specimen

Note 1 to entry: It is expressed in millimetres (mm).

Note 2 to entry: shown in Figure 2 and Figure 3.

3.1.5

specimen width

w

larger initial dimension of the rectangular cross section of the test specimen

Note 1 to entry: It is expressed in millimetres (mm).

Note 2 to entry: shown in Figure 2 and Figure 3.

3.1.6

original crack size

ao

physical crack size at the start of testing

Note 1 to entry: It is expressed in millimetres (mm).

Note 2 to entry: shown in Figure 2 and Figure 3.

3.1.7

original uncracked ligament

bo

distance from the original crack front to the back edge of the specimen given as follows:

bo :W—ao

Note 1 to entry: It is expressed in millimetres (mm).
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3.1.8

crack size

ap

physical crack size to the observed final crack front

Note 1 to entry: It is expressed in millimetres (mm).

Note 2 to entry: The size shall be a calculated average of several measurements along the crack front. See Figure 6
and Figure 7.

3.1.9

crack extension

Aap

increase in physical crack size given as:

Aay, =a, —ay

Note 1 to entry: It is expressed in millimetres (mm).

3.1.10

specimen span

S

distance between specimen rollers

Note 1 to entry: It is expressed in millimetres (mm).
Note 2 to entry: Shown in Figure 1.

3.1.11

corrected energy

u

energy required to extend the crack

Note 1 to entry: It is expressed in Joules (]).
Note 2 to entry: See 8.1.

3.1.12
displacement

f

displacement measured by the transducer or extensometer
Note 1 to entry: It is expressed in millimetres (mm).
Note 2 to entry: see Figure 8.

3.1.13

slope

o

slope of the linear portion of the force versus displacement curve

Note 1 to entry: see Figure 8.

3.1.14
geometrical functions

MNel, Npl
functions representing the notch depth influence

Note 1 to entry: See 8.2.4.
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