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Foreword

The text of document CLC/TC 61(SEC)1174, Compilation of interpretation statements and minutes
statements, was considered at the Brussels meeting of Technical Committee TC 61 in May 1998, when it
was decided to make the contents publicly available. The CENELEC Technical Board subsequently
authorized its publication as a CENELEC Report (decision D96/083).

The final draft, document CLC/TC 61(SEC)1235, was approved at the Pamplona meeting of TC 61 in
June 1999.

Interpretations relating to a particular standard are listed together, the parts 2 of EN 60335 being associated
with the appropriate edition of Part 1. For each standard, the interpretations are listed in the order of clauses
and subclauses. Each interpretation is identified by:

- the place and date of the meeting when it was agreed;
- the document number of the minutes of the meeting;
- the number of the reference document, when applicable.
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Introduction
El Campello, October 1993, CLC/TC61(SEC)931
With view to the nature and the application of interpretations the following is stated:

1. In the case an interpretation will not cause technical changes in constructions and all NC delegates agree,
the interpretation is to be applied immediately.

2. In the case an interpretation may cause technical changes in constructions and all NC delegations cannot
agree to an immediate application of the interpretation a time period will be fixed for the consideration of the
subject in the NCs.

3. In the case an interpretation will cause long-range technical construction, a voting procedure (3MV or
UAP) can be initiated by the Secretary or on a proposal of a NC.
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EN 50088:1996 Safety of electric toys

Subclauses 3.5.1, 5.2, 6.1 and 9.3 Athens, November 1996, CLC/TC 61(SEC)1098
Replace "are intended to" with "can" in the note of 3.5.1.

Add the following test specification to subclause 5.2:

The test of 4.3 and 4.13 in EN 71-1 is either used as precondition in subclause 5.15 or as a mechanical test
in 14.7, but not in both cases.

Delete "14.4, 14.5, 14.10" in subclause 6.1.
Add the following notes to subclause 6.1:

NOTE 3: In all cases the tests of clause 9 is to be carried out.

NOTE 4: The short-circuit is applied independently of accessibility and can be carried out with a flexible wire.
Add to subclause 9.3:

Toys intended to bear the mass of a child shall be operated with a mass according to 3.2.2.7 of EN 71-1.
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EN 60335-1:1988 General requirements

General Porto, April 1992, CLC/TC 61(SEC)861
CLC/TC 61(FR)217

When testing built-in components in appliances according to clauses 24 and 30 of the EN, in any case the
components have to fulfil the requirements of EN 60335-1 including its amendments if not otherwise

specified.
General Berlin, February 1993, CLC/TC 61(SEC)889
CLC/TC 61(SEC)868
CLC/TC 61(GB)417

To prevent touching live parts after installation of the equipment, it must comply with subclause 22.11 of
EN 60335-1:1994 including other applicable clauses.

General Oslo, April 1994, CLC/TC 61(SEC)972

Components which have been tested and found to comply with their standard as quoted in EN 60335-1:1994
are allowed for appliances covered by EN 60335-1:1988.

Non-metallic material of components shall comply with clause 30 of EN 60335-1:1988 or EN 60335-1:1994.

General Dublin, May 1995, CLC/TC 61(SEC)1027
CLC/TC 61(FR)292

In class |l constructions of appliances it is not allowed to reverse the basic and the supplementary insulation.

General Dublin, May 1995, CLC/TC 61(SEC)1027
CLC/TC 61(FR)293

When interpretation problems arise with view to EN 60335-1:1988, the wording and tests of
EN 60335-1:1994 apply (when the subject is better specified there).

General Copenhagen, May 1996, CLC/TC 61(SEC)1075
CLC/TC 61(SEC)1000

For testing motor capacitors in appliances under the scope of EN 60335, document IEC 61/1055/CD should

be used.

Subclause 7.10 Oslo, April 1994, CLC/TC 61(SEC)972

CLC/TC 61(SEC)928

A "push push" action main switch for stationary appliances needs a visible means e.g. according to
IEC 60417 "Graphical symbols for use on equipment" or a lamp to indicate clearly whether the switch is in the
on and off position.

The marking should be on or near the switch. An acoustic signal is not regarded (not equivalent) as visible
means.
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EN 60335-1:1988 General requirements (continued)
Subclause 7.12 Paris, November/December 1994, CLC/TC 61(SEC)994

In general the instructions for use, installation and maintenance for some household appliances can be
indicated on the sales packaging instead of a separate sheet.

The requirement concerning the texts in the official language(s) remains untouched.

Clause 8 Brussels, November 1991, CLC/TC 61(SEC)816
CLC/TC 61(FR)209

Referring to the application of a force with the intention to remove covers which give protection against
electric accidents, clause 8 of IEC 60335-1:1991 (3rd ed.) is to be applied.

Clause 11 Porto, April 1992, CLC/TC 61(SEC)861
: CLC/TC 61(NL)316

When testing motors in appliances according to clause 11, the rotor windings have to be checked by
calculation or other means (e.g. prepared samples).

Subclause 20.501 Oslo, April 1994, CLC/TC 61(SEC)972
CLC/TC 61(IT)1/170

The injury of pinching fingers in doors is not the kind of injury that is specified in the subclause which is
caused by sharp edges etc.

Subclause 23.5 Porto, April 1992, CLC/TC 61(SEC)861

When testing the internal wiring in appliances according to subclause 23.5, the basic insulation shall be
electrically equivalent to the basic insulation of cords complying with HD 21 or HD 22 or comply with the
following electric strength test:

A voltage of 2000V is applied for 15 min between the conductor and metal foil wrapped around the
insulation. There shall be no breakdown.

NOTES

1 If the insulation of the conductor does not fulfil one of these conditions, the conductor is considered to be bare.

2 The test is only applied to wiring subjected to the supply mains voltage.

3 For Class Il constructions the requirements for supplementary and reinforced insulation apply except that a sheath of a
supply cord may provide the supplementary insulation.

Clause 24 El Campello, October 1993, CLC/TC 61(SEC)931

In appliances covered by EN 60335-1:1988, components which have been tested and found to comply with
the relevant standard quoted in EN 60335-1:1994 are allowed.

Subclause 24.1 Oslo, April 1994, CLC/TC 61(SEC)972
CLC/TC 61(NL)354

In case of a fault condition where the current through the fuse is more than 35A or more than 10 x In,
whichever is the greater, a highbreaking capacity fuse is required.
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EN 60335-1:1988 General requirements (continued)

Subclause 24.1 (of amendment A55:1993) Oslo, April 1994, CLC/TC 61(SEC)972
CLC/TC 61(SEC)928

For timers the number of cycles of operation refers to the machine cycles. A cycle is a most onerous
programme.

The tests of a washing machine timer do not include some tests for the manual operation of the timer.
Subclause 24.1 Dublin, May 1995, CLC/TC 61(SEC)1027
CLC/TC 61(SEC)995

Miniature fuses with other ratings or dimensions than those in EN 60127 can be accepted under the following
conditions:

- It shall not be possible to change the fuse without removing a cover with the use of a tool.

- The fuse and the fuseholder shall be marked to ensure correct replacement.

- The fuse shall be checked in the appliance; 10 samples shall break reliably under fault conditions.

Subclause 24.5 Brussels, November 1991, CLC/TC 61(SEC)816
CLC/TC 61(NL)298

It is not the intention of the requirement of subclause 24.5 that an intermediate connection between parts of

an appliance by means of integrated plug pins and inlets is checked for interchangeability with plugs and

socket outlets according to IEC 60083 and connectors and inlets according to EN 60320.

Subclause 24.9 Paris, November/December 1994, CLC/TC 61(SEC)994

An electronic switch is acceptable for motor-operated appliances moved while in operation, provided it fulfils

all requirements of Appendix B of the standard.

Clauses 27 and 29 Oslo, April 1994, CLC/TC 61(SEC)972

CLC/TC 61(SEC)928

Concerning the reliability of earth connections only one fixing of the earth conductor is required.

Clause 29 Oslo, April 1994, CLC/TC 61(SEC)972
CLC/TC 61(NL)355

A construction sketched below and consisting of fuse, rectifier, motor and capacitors fulfils the requirements

as explained in the last paragraph of subclause 29.1. The capacitors have to comply with the requirements
lined out in amendment A54 of the EN.
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EN 60335-1:1988 General requirements (end)

Clause 29 Oslo, April 1994, CLC/TC 61(SEC)972
CLC/TC 61(SEC)939

With view to components built-in in appliances - unless otherwise specified - the requirements (creepage
distances, clearances and distances through insulation) apply between live parts of components and
accessible parts of the appliance.

Subclause 29.1 (notes on the table) El Campello, October 1993, CLC/TC 61(SEC)931
IEC I-SHO1/February 1993

Add the following text to notes 6 and 7:
The distance 1,0 mm is allowed if the following two conditions are met:

- the insulating material at the end of the tubular sheathed element is track resistant (CTI > 250). This material could
be the magnesium oxide powder or sealing material;

- the environment at the end of the tubular sheathed element is protected against the deposition of dirt by a cover.
This cover is to be close to the end of the element but not necessarily in contact with it.

In general the enclosure of the appliance does not provide sufficient protection.
If a cap or a plug of ceramic or silicon rubber is fitted to the end of the element, the normal creepage distances

and clearances apply to the outer surface of the cap or plug.

Subclause B.19.103 Amsterdam, September 1995, CLC/TC 61(SEC)1055
CLC/TC 61(SEC)1044

Any combination of output signals can be a result of a fault inside a microprocessor and that a stopped clock

in a microprocessor at anytime, are considered as relevant test, but only when the clock is stopped after one
interruption or a short circuit (one fault).

Subclause B22.101 Amsterdam, September 1995, CLC/TC 61(SEC)1055
CLC/TC 61(SEC)1044

A single Y1 capacitor is not allowed as a protective impedance. At least two components are required.
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EN 60335-2-2:1988 Vacuum cleaners

Subclause 2.2.30 Berlin, February 1993, CLC/TC 61(SEC)889
IEC | - SHO1/NOV 91

Replace the first paragraph of the explanation by:

To obtain normal load, the air inlet is adjusted so as to give an input P,, when the appliance has been
operated for 20 s while supplied at the voltage used to determine P; and P,. After three further minutes, the air
inlet is readjusted to obtain Py,

Add:
NOTE - When testing motorized cleaning heads, they are connected by means of the hose to the vacuum cleaner which is in
operation.
Subclause 25.6 Berlin, February 1993, CLC/TC 61(SEC)889
IEC | - SHO1/NOV 91
Add:

NOTE - Conductors having a thickness of insulation in accordance with table VII of IEC 60227-5 comply with this requirement.
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EN 60335-2-3:1990 Electric irons

General El Campello, October 1993, CLC/TC 61(SEC)931
CLC/TC 61(NL)356

Cross-linked PVC cords fulfilling the requirements of VDE 0250 Teil 819 or similar national standards can be
used on irons for type M, Y and Z attachments [as long as no HD or EN is available for this type of cords].
For type X attachment constructions, further requirements will be made in due time.

Subclause 29.1 Dublin, May 1995, CLC/TC 61(SEC)1027
CLC/TC 61(NL)407

Not every part of an iron can be regarded as not protected against deposition of dust. The micro environment
has to be taken into account, so each construction has to be considered carefully, taking into account note 2
to table 13, stating that hermetic sealing is not required.
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EN 60335-2-5:1989 Dishwashers

General Amsterdam, September 1995, CLC/TC 61(SEC)1055
CLC/TC 61(IT)207

Both types of detergents quoted in IEC 60436:1981 and in it amendment 3:1994 "Methods for measuring the
performance of electric dishwashers" can be used.

Subclause 19.101 Berlin, February 1993, CLC/TC 61(SEC)889
CLC/TC 61(SEC)868

When testing appliances referring to subclause 19.101

- The tests are made in the most unfavourable situation at any time of the program; the moment of starting
the test should be judged after studying the circuit diagrams; this procedure is covered by the present
current standards.

- Mechanical failures or blockings and electrical short circuits are to be done independent of the degree of
sludge accumulation.

- Open-circuiting and short-circuiting of components applies to all controls in all circuits but does not apply
in this case to the door interlock switch; for clarification see EN 60335-1:1994.

Subclause 19.101, note § Oslo, April 1994, CLC/TC 61(SEC)972
CLC/TC 61(SEC) (NL)346

The malfunctioning of components is restricted to those cases where a defect of the component might entail
a hazard to the user or the environment.
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EN 60335-2-6:1990 Cooking ranges, cooking tables, etc.
Subclause 2.2.9 Brussels, November 1991, CLC/TC 61(SEC)816

If the hob element is not approximately circular, a pan having an appropriate shape and a surface
approximately equivalent to that of the hob in order to over the hob element surface is used, the quantity of
water being that which will correspond to a circular hob element of the same rated input.

Subclause 11.101 Amsterdam, September 1995, CLC/TC 61(SEC)1055
CLC/TC 61(SEC)1044

For table cookers, the front surface temperature has to be measured and the requirements as for cooking
ranges apply, if the manufacturer indicates in the instructions for installation that the table cooker can be
installed in a recess below 85 cm in the working surface.

Subclause 11.102 Fehraltorf, October 1997, CLC/TC 61(SEC)1162
CLC/TC 61(SEC)1137

Add the following note:

NOTE - The test probe of figure 3 has to be applied perpendicular to the front surface of the oven door.

Subclause 11.2 Fehraltorf, October 1997, CLC/TC 61(SEC)1162
CLC/TC 61(SEC)1137

Cooking ranges have to be tested following the manufacturer’s instructions regarding the distances to the

walls.

Figure 601 (in A51/1993) Oslo, April 1994, CLC/TC 61(SEC)972

CLC/TC 61(NO)51
The specification for the test pan (carbon content and base thickness) according to the figure are changed:
Base thickness from "1,5 mm" to "1,5 mm to 2,5 mm"

- Maximum carbon content is 0,08 %.
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EN 60335-2-7:1990 Washing machines

Subclause 19.101 Berlin, February 1993, CLC/TC 61(SEC)889
CLC/TC 61(SEC)868

When testing appliances referring to subclause 19.101:

- The tests are made in the most unfavourable situation at any time of the program; the moment of starting
the test should be judged after studying the circuit diagrams; this procedure is covered by the present
current standards.

- Mechanical failures or blockings and electrical short circuits are to be done independent of the degree of
sludge accumulation.

- Open-circuiting and short-circuiting of components applies to all controls in all circuits but does not apply
in this case to the door interlock switch; for clarification see EN 60335-1:1994,

Subclause 19.5 of A51/1992 Brussels, May 1998, CLC/TC61(SEC)1185
CLC/TC(SEC)1176

For the adequate heat discharge, the tap has to be open or closed, whatever is the most unfavourable

condition.

Subclause 27.1 Amsterdam, September 1995, CLC/TC 61(SEC)1055

CLC/TC 61(SEC)1044
Metal parts of the thermostat need not be connected to protective earth if these metallic parts are not directly

accessible and if the water is in contact with protective earth via earthed heating elements or an earthed
metallic container.
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EN 60335-2-9:1990 Toasters, grills etc.

Subclause 19.2 Oslo, April 1994, CLC/TC 61(SEC)972
CLC/TC 61(FR)235

The second paragraph of the addition is to be interpreted as:

Detachable parts are in position or removed, whichever is more unfavourable.
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EN 60335-2-13:1990 Frying pans, deep fat fryers and similar appliances

Subclause 19.2 Brussels, November 1991, CLC/TC 61(SEC)816
CLC/TC 61(IT)160
CLC/TC 61(SEC)931, item 6

Deep fat fryers are operated under the conditions specified in clause 11 but filled with oil to a height of 1 cm
above the highest point of the bottom of the container. If the heating element is located in the container, the
appliance is filled to a height of 1 cm above the highest point of the heating element. If the container has an
inclined bottom, the quantity of oil is 60 % of that required to fill the appliance to the minimum level.

Subclause 19.4 Berlin, February 1993, CLC/TC 61(EC)889
CLC/TC 61(SEC)868

When testing appliances referring to subclause 19.4 appliances incorporating a thermal cut-out of the
capillary type are tested with the capillary tube ruptured.
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EN 60335-2-14:1988 Electric kitchen machines

Clause 11 Porto, April 1992, CLC/TC 61(SEC)861
CLC/TC 61(SEC)838

The heating test for food processors is carried out with at least 1500 g of flour. For example, where a
manufacturer’s instruction is to use 600 g of flour for each cycle, three times 600 g of flour will be applied.
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