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Non-Destructive Testing 

Non-Destructive Testing - Thermography 

 1st Amendment 

 
This is the 1st amendment to PETROBRAS N-2370 REV. D, and it is used to alter the text of the 
Standard in the part(s) indicated below: 
 
 
NOTE 1 The new(s) page(s) with the performed amendment(s) is (are) placed in its corresponding 

position(s). 
NOTE 2 The amended pages, indicated the date of the amendment, are placed at the end of this 

standard, in chronological order, and shall not be used. 
 
 
CONTENTS OF THE 1st AMENDMENT - 09/2013 
 
 
- Section 2: 
 
Exclusion of the ABNT NBR 7552:2004. 
 
Inclusion of the ABNT NBR NM 327:2011. 
 
 
- Section 3: 
 
The replacement of the ABNT NBR 7552:2004 of the ABNT NBR NM 327:2011. 
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Penetrant Materials 

 Specification 

This Standard replaces and cancels its previous revision. 

 

The CONTEC - Authoring Subcommittee provides guidance on the 
interpretation of this Standard when questions arise regarding its contents. The 
Department of PETROBRAS that uses this Standard is responsible for adopting 
and applying the sections, subsections and enumerates thereof. 

CONTEC 
Comissão de Normalização 

Técnica 
 

Technical Requirement: A provision established as the most adequate and 
which shall be used strictly in accordance with this Standard. If a decision is 
taken not to follow the requirement (“non-conformity” to this Standard) it shall be 
based on well-founded economic and management reasons, and be approved 
and registered by the Department of PETROBRAS that uses this Standard. It is 
characterized by imperative nature. 

Recommended Practice: A provision that may be adopted under the conditions 
of this Standard, but which admits (and draws attention to) the possibility of 
there being a more adequate alternative (not written in this Standard) to the 
particular application. The alternative adopted shall be approved and registered 
by the Department of PETROBRAS that uses this Standard. It is characterized 
by verbs of a nonmandatory nature. It is indicated by the expression: 
[Recommended Practice]. 

SC - 27 

Copies of the registered “non-conformities” to this Standard that may contribute 
to the improvement thereof shall be submitted to the CONTEC - Authoring 
Subcommittee. 

Proposed revisions to this Standard shall be submitted to the CONTEC - 
Authoring Subcommittee, indicating the alphanumeric identification and revision 
of the Standard, the section, subsection and enumerate to be revised, the 
proposed text, and technical/economic justification for revision. The proposals 
are evaluated during the work for alteration of this Standard. 

 

Non-Destructive Tests 

“The present Standard is the exclusive property of PETRÓLEO 
BRASILEIRO S.A. - PETROBRAS, for internal use in the Company, and any 
reproduction for external use or disclosure, without previous and express 
authorization from the owner, will imply an unlawful act pursuant to the 
relevant legislation through which the applicable responsibilities shall be 
imputed. External circulation shall be regulated by a specific clause of 
Secrecy and Confidentiality pursuant to the terms of intellectual and 
industrial property law.” 

 

 

Introduction 
 

PETROBRAS Technical Standards are prepared by Working Groups - WG 

(consisting specialized of Technical Collaborators from Company and its Subsidiaries), are 
commented by Company Units and its Subsidiaries, are approved by the Authoring Subcommittees - 
SCs (consisting of technicians from the same specialty, representing the various Company Units and 

its Subsidiaries), and ratified by the Executive Nucleus (consisting of representatives of the Company 
Units and its Subsidiaries). A PETROBRAS Technical Standard is subject to revision at any time by its 
Authoring Subcommittee and shall be reviewed every 5 years to be revalidated, revised or cancelled. 

PETROBRAS Technical Standards are prepared in accordance with PETROBRAS Technical 
Standard N-1. For complete information about PETROBRAS Technical Standards see PETROBRAS 
Technical Standards Catalog. 
.
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Foreword 
 
This Standard is the English version (issued in 04/2012) of PETROBRAS N-2370 REV. D 02/2011. In 
case of doubt, the Portuguese version, which is the valid document for all intents and purposes, shall 
be used. 
 
 
1  Scope 
 
 
1.1  This Standard specifies the minimum requirements for the manufacturing and acceptance of 
penetrant materials. 
 
 
1.2  This Standard applies to procedures started as of its date of issuance. 
 
 
1.3  This Standard contains only Technical Requirements. 
 
 
2  Normative References 
 
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document applies. 
 

PETROBRAS N-1596 - Non-Destructive Testing - Penetrant Testing; 
 
ABNT NBR 14725-4:2009 - Produtos Químicos - Informações sobre Segurança, Saúde e 
Meio Ambiente Parte 4: Ficha de Informações de Segurança de Produtos Químicos 
(FISPQ); 
 
ABNT NBR NM 327:2011 - Ensaios Não Destrutivos - Líquidos Penetrantes – Terminologia; 
 
ISO 3452-2:2006 - Non-Destructive Testing - Penetrant Testing - Part 2: Testing of 
Penetrant Materials; 
 
ISO 3452-3:1998 - Non-Destructive Testing - Penetrant Testing - Part 3: Reference Test 
Blocks; 
 
ISO 12706:2009 - Non-Destructive Testing - Penetrant Testing - Vocabulary; 
 
ASME BPVC - Section V: 2010 - Nondestructive Examination; 
 
ASTM D 93:2010 - Standard Test Methods for Flash Point by Pensky-Martens Closed 
Tester; 
 
ASTM D 445:2010 - Standard Test Method for Kinematic Viscosity of Transparent and 
Opaque Liquids (and Calculation of Dinamic Viscosity); 
 
SAE AMS 2644 E:2006 - Inspection Material, Penetrant. 
 

NOTE For documents referred in this Standard and for which only the Portuguese version is 
available, the PETROBRAS department that uses this Standard should be consulted for any 
information required for the specific application. 

 
 
3  TERMS AND DEFINITIONS 
 
For the purposes of this Standard applies the terms and definitions of ABNT NBR NM 327:2011, ISO 
12706:2009 and ASME BPVC Sec. V:2010. 
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