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Pipe Bending Methods, Tolerances,
Process and Material Requirement

METRIC CONVERSIONS
The conversion of quantities between systems of units involves a determination of the number of significant digits to be retained. All
conversions depend upon the intended precision of the original quantity and are rounded to the appropriate accuracy.
Pipe sizes together with applicable wall thicknesses are not shown with metric equivalents.

The SI (metric) values where included with the customary U.S. values in this Standard are the rounded equivalents of the U.S.
values and are for reference only.

Metric units were derived utilizing the following conversion factor:

Conversion Factor Conversion Factor
Inches to 25.4 Deg. Fahr. to 5/9 (Deg. F.— 32)
Mitlimeters Deg. Cent.
Lb/in? to 0.0703
Kglcm?
1. Scope Dn = Nominal outside diameter of pipe.
) tn = Nominal wall thickness of pipes.
1.1 This standard covers methods, process tm = Minimum calculated wall thickness
requirements, tolerances and acceptance criteria for required by the applicable code.
shop fabricated pipe bends. T = Pipe wall thickness (measured or
minimum, in accordance with purchase
1.2 The bending methods described in this standard are specification).
a partial representation of commonly used R = Center line radius of bend.
processes and do not preclude the use of other
methods. 3. Bending Methods
2. Terminology 3.1 This standard covers bends formed by both hot and
) cold bending methods. For this standard, a
2.1 The symbols and terms defined below are used temperature 100 degrees F below the lower critical
throughout this standard: temperature of the material is defined as being the

boundary between hot and cold bending.
BEND EXTRADOS
CENTER TO END — . . .
3.2 Unless otherwise specified by the governing code,
WO [€—— TANGENT ——> . . .
%/\03 the bending procedure, including the
O@& « /'\ heating/cooling cycle and post bend heat treatment,
0\@@ : : is determined by the pipe material, diameter, wall
? . thickness, bend radius and the required properties
\ after bending. Because of the many variables
RO\ involved, the bending procedure should be
- \ BEND INTRADOS determined by the fabricator.

)\

FIGURE 2.1

\
I
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D = Nominal pipe size.
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3.3 While the bending equipment used in many of the
methods is generically the same, there may be
differences in bending procedures, material
allowances, hold and pull legs, wall thickness,
etc., between bending fabricators.

3.4 Hot bending methods

3.4.1 FURNACE BENDING:
In this method, the pipe is firmly packed
with sand and then heated in a furnace to a
temperature in the range of 2000 degrees F.
After removing from the furnace, one end of
the pipe is retained in a holding device and a
bending moment is applied at the other end.
The radius of the bend is controlled by dies,
stops or templates as the pipe is bent. For
long radius bends and/or heavy wall pipe,
the sand filling operation may not be
necessary.

HOLDING SHOES

RADIUS STOPS /

(OPTIONAL)
PULLING DEVICE

FIGURE 3.4.1
FURNACE BENDING

3.4.2 INCREMENTAL BENDING:
The incremental bending equipment is
composed of an anchor box, a hydraulic
cylinder, and a moveable heating device.
The pipe is clamped in the anchor box and
the front tangent is connected to the
hydraulic cylinder. The heating device heats
a narrow circumferential band on the arc to
the proper bending temperature. A force is
then applied by the hydraulic cylinder to
bend the small increment a predetermined
amount. The heating device is then moved to
successive segments where the process is
repeated until the required arc is attained.
After bending each increment, the heated
area is cooled as required by the appropriate
bending procedure.
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FIGURE 3.4.2
INCREMENTAL BENDING

3.4.3 INDUCTION BENDING:

The induction bending equipment is
composed of three basic components
consisting of a bed, a radial arm, which is set
at the required radius, and an induction
heating system. The pipe is placed in the bed
and the front tangent is clamped to the radial
arm. The induction heating system heats a
narrow circumferential band around the pipe
to the appropriate bending temperature.
When this temperature is reached, the pipe is
continuously moved through the heating coil
while a bending moment is applied to the
heated area. After passing through the coil,
the pipe may be either forced or naturally
cooled as required by the appropriate
qualified bending procedure.

; INDUCTION COIL

FIGURE 3.4.3
INDUCTION BENDING
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