
 
 
 
 
 
 
The following commercial specification is originally adopted from the military document.  
Revision A includes all known accepted revisions, amendments, notices, and Department of 
Defense (DoD) engineering changes previously developed for this item.  Revision B and forward 
include changes adopted by DoD and Industry to reflect technology and design evaluation. 
 

 
STRENGTH AND ELONGATION TESTING SPECTRA CORD; SPLICED 

SPECIMEN METHOD  
 

The Parachute Industry Association makes this document available for use by the Industry and 
Government organizations that wish to apply this specification to their products. 
 

1. SCOPE 
 

1.1 Scope.  This method is intended for determining the breaking strength and elongation 
of cordage that requires an eye splice to be tested. 

 
2. TEST SPECIMEN 
 
2.1 The test specimen shall be a single length of cordage. 
 
2.2 The specimen shall be eye spliced at both ends with a loop big enough to go over the 

holding apparatus.  Eye splice shall be accomplished with either a tapered buried eye splice, as 
per FED-STD-191 TM 6015, or a blunt end cut at a 45 degree angle.  The taper shall consist of 
cutting out every fifth pick in right and left strands for 16, 24 and 32 strand round braids and 
alternately fourth and fifth picks for 20 strand braid.  For some types of cord a bartack may be 
used to secure the finger trap, but is not always necessary. 

 
2.3 The specimen shall have a minimum of 6 inches of free cord (see FIGURE 2) 

between the ends of the finger traps.  
 

3. NUMBER OF DETERMINATIONS 
 

3.1 Number of determinations.  Unless otherwise specified in the procurement document, 
five specimens shall be tested for every sample unit required per sampling method identified in 
PIA-C-7515. 

 
4. APPARATUS  

 
4.1 Apparatus.  The apparatus for determining the breaking strength and elongation shall 

conform to requirements identified in Section 4 of FED-STD-191 TM 6015 with the following 
exception; the straining mechanism shall be such, that during the test, the movement of the 
pulling clamp shall be at a uniform rate of 2-1/2 ±1/2 inches per minute. 
 

        4.2 An ink marker with a very fine tip should be used to mark the specimen. 
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4.3 A pair of dividers or other suitable measuring device should be used to calculate the 
distance between marks on the specimen; the device should be graduated in divisions of 1/16 of 
an inch. 

                                                                                                             
5. PROCEDURE 

 
5.1 The specimen shall be placed within the holding devices with the long dimension 

parallel to the application of the load (see FIGURE 3).  If elongation measurements are required, 
a tension of 1 percent of the minimum breaking strength shall be applied while under this 
tension. Two fine gage marks shall be spaced a minimum of 5 inches apart on the specimen in 
such a manner that neither mark will be closer than 1/2 inch to the end of the finger trap.  If the 
resultant marks are not exactly 5 inches apart, the precise measurements shall be recorded to 1/16 
of an inch.  This original distance is identified as “0” in the calculation.  No marks shall be on the 
eye splice itself. 

 
5.2 Elongation.  If elongation is required, elongation shall be determined on the same 

specimen being tested for breaking strength.  The machine shall be stopped and the distance 
between marks shall be measured and recorded at 75 percent of the minimum breaking strength.  
The use of an optical extensometer is allowed as long as all other requirements of this test 
method are met.  This is the final distance identified as ‘E’ in the calculation.  The distance 
between the marks shall be measured to the nearest 1/16 of an inch. 

 
 

5.3 Breaking strength. To measure breaking strength, the load is applied until the sample  
ruptures and the maximum break strength shall be read from the dial, scale or chart and recorded.  

 
5.4 The test result shall only be considered valid and reportable if the break occurs in the 

free cord at or between the ends of the finger traps.  See FIGURES 2 and 3 for a diagram 
indicating free cord area.  Examples of null and void tests are (but not limited to) breaks in the 
loops, breaks at cord insertion point of finger trap (points A/B in FIGURE 2), breaks near 
bartacks or anywhere within the finger traps, or finger trap slippage during testing.  
 

6. CALCULATION 
 
6.1 The elongation shall be calculated as follows: 
 
      Elongation percentage = ((E-0)) x 100  
 

Where:  E = The distance in inches between gage marks measured at 75 percent of the           
specified minimum breaking strength.   

0 = The distance in inches between the original gage marks when measured 
at 1percent of the minimum breaking strength. 

 
7. REPORT 
 
7.1 The elongation shall be reported as an average of the specimens tested per sample 

unit and reported to the nearest tenth of a percent.  Each individual value used to calculate the 
average shall also be recorded and reported on the test report. 

 
7.2 Unless otherwise specified, the breaking strength shall be reported as an average of 

the specimen tested per sample unit and reported to the nearest pound.  Each individual value 
used to calculate the average shall also be recorded and reported on the test report. 

 
8. NOTES 
 
8.1 Sample preparation notes.  These details for sample preparation have been used with 

success on several types of Spectra® cord and can be used as a starting point for new users of the 
method. 
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