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USP-NF Polyethylene Glycol 40 Castor Oil

Add the following:

“‘Polyethylene Glycol 40 Castor Oil

Polyoxyl 40 castor oil;
Polyoxyethylene 40 castor oil
CAS RN®: 61791-12-6.

DEFINITION

Polyethylene Glycol 40 Castor Qil contains mainly the triricinoleate ester of ethoxylated glycerol with smaller amounts of polyethylene glycol

ricinoleate and the corresponding free glycols. It results from the reaction of castor oil with 40 mol of ethylene oxide.

IDENTIFICATION

* A. TesT For PrReseENCE oF ConsTITuTING FATTY Acips

Sample: 0.1 g

Analysis: Dissolve the Sample in 10 mL of potassium hydroxide TS, alcoholic; boil for 3 min and evaporate to dryness. Mix the residue with 5

mL of water.

Acceptance criteria: The residue dissolves, yielding a clear solution. Add a few drops of glacial acetic acid. A white precipitate is formed.

* B. IpenTiTy BY FATTY Acip ComMPoSITION
Diluent: n-Heptane

Standard solution 1: 0.2 mg/mL of each of USP Methyl Palmitate RS, USP Methyl Stearate RS, USP Methyl Oleate RS, USP Methyl Linoleate
RS, methyl cis-11-eicosenoate, and USP Methyl Ricinoleate RS in Diluent

Standard solution 2: 4 mg/mL each of USP Methyl Stearate RS and USP Methyl Ricinoleate RS in Diluent
Sample solution: Transfer 140 mg of Polyethylene Glycol 40 Castor Oil to a 10-mL screw cap test tube, add 3.0 mL of Diluent, and mix well.

Add 0.5 mL of 0.5 M sodium methoxide in methanol* and mix with the sample. Allow the reaction to proceed at room temperature for 2 h.
After 2 h, add 5 mL of water and mix. Centrifuge the test tube at 1000 x g for 15 min until a clear upper layer forms. Remove the lower layer.

Place an aliquot of the organic layer (the upper layer) into an autosampler vial.

Chromatographic system

(See Chromatography (621), System Suitability.)

Mode: GC
Detector: Flame ionization

Column: 0.25-mm x 15-cm fused silica capillary; bonded with a 0.25-um layer of phase G7

Temperatures
Injection port: 240°
Detector: 250°
Column: See Table 1.

Table 1
Initial Temperature Final Hold Time at Final
Temperature Ramp Temperature Temperature Total Time
) (*/min) ) (min) (min)
80 0 80 1 1
80 30 140 0 Docuiments
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Initial Temperature Final Hold Time at Final
Temperature Ramp Temperature Temperature Total Time
) (°/min) ©) (min) (min)
140 3 150 0 6.3
150 1 155 0 11.3
155 2 165 0 16.3
165 3 220 10 45

Column mode: See Table 2 for the pressure program.

Table 2
Pressure
Pressure Ramp Hold Time Total Time
(psi) (psi/min) (min) (min)
10 0 16 16
4 5 9 26.2
3 10 19 453
Carrier gas: Hydrogen
Injection volume: 0.5 pL
Injection type: Split, split ratio 60:1
Liner: Single taper, low-pressure drop liner with deactivated wool
Run time: 45 min
System suitability
Sample: Standard solution 1
[Note—See Table 3 for relative retention times.]
Table 3
Relative
Retention
Component Time
Methyl palmitate (C16:0) 0.61
Methyl stearate (C18:0) 0.98
Methyl oleate (C18:1) 1.00
Methyl linoleate (C18:2) 1.02
Methyl cis-11-eicosenoate (C20:1) 1.70
Methyl ricinoleate 2.30

Suitability requirements
Resolution: NLT 1.5 between the methyl stearate and methyl oleate peaks
Relative standard deviation: NMT 2.0% for the peak area ratio of methyl ricinoleate to methyl linoleate
Analysis
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Samples: Standard solution 2 and Sample solution
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