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Foreword

This report was developed and published with the technical help and financial support of
the members of the PPI (Plastics Pipe Institute, Inc). The members have shown their
interest in quality products by assisting independent standards-making and user
organizations in the development of standards, and also by developing reports on an
industry-wide basis to help engineers, code officials, specifying groups, and users.

The purpose of this technical note is to provide general information on use of an
industry-accepted method (Rate Process Method) to evaluate performance of
polyethylene pipe and fittings.

This report has been prepared by PPl as a service of the industry. The information in
this report is offered in good faith and believed to be accurate at the time of its
preparation, but is offered without any warranty, expressed or implied, including
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR
PURPOSE. Any reference to or testing of a particular proprietary product should not be
construed as an endorsement by PPI, which does not endorse the proprietary products
or processes of any manufacturer. The information in this report is offered for
consideration by industry members in fulfilling their own compliance responsibilities. PPI
assumes no responsibility for compliance with applicable laws and regulations.

PPl intends to revise this report from time to time, in response to comments and
suggestions from users of the report. Please send suggestions of improvements to the
address below. Information on other publications can be obtained by contacting PPI
directly or visiting the web site.

The Plastics Pipe Institute, Inc.
Toll Free: (888) 314-6774
hitp:/Awww . plasticpipe .org

December 1999
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1.0

RATE PROCESS METHOD FOR PROJECTING PERFORMANCE
OF POLYETHYLENE PIPING COMPONENTS

Introduction

The PPI Hydrostatic Stress Board (HSB) conducted an extensive
evaluation of various methods for forecasting the effective long-term
performance of polyethylene (PE) thermoplastic piping materials.
Basically, these methods require elevated temperature sustained pressure
testing of pipe where the type of failure is of the slit or brittle-like mode.
Details of this evaluation and conclusions are contained in the paper “Rate
Process Concepts Applied to Hydrostatically Rating Polyethylene,” by E.
F. Palermo and I. K. DeBlieu, presented at the Ninth Plastic Fuel Gas Pipe
Symposium, 1985, in New Orleans, Louisiana.

As a result of this study, HSB determined that the three coefficient rate
process method (RPM) equation provided the best correlation between
calculated long-term performance projections and known field
performance of several PE piping materials. It also had the best
probability for extrapolation of data based on the statistical “lack of fit” test.

The Rate Process Method (RPM), which was developed out of this study,
was incorporated in two ASTM standards. ASTM D 2837, “Standard Test
Method for Obtaining Hydrostatic Design Basis for Thermoplastic Pipe
Materials” added a “validation” requirement for PE piping materials, and
ASTM D2513, “Standard Specification for Thermoplastic Gas Pressure
Pipe, Tubing, and Fittings” added a validation requirement for the pipe
producer.

Many resin and pipe producers, as well as users, are using the RPM to
one degree or another to make relative judgments on specific materials
and/or piping products. One example has been using the RPM to
determine projected life of PE pipe exhumed from buried service. The gas
company engineer may use this projection to determine how much
estimated life the PE pipe has, and whether he should leave pipe in the
ground or dig it up. These projections are based on the primary load,
which is the internal pressure. RPM can also be used to determine the
effects of secondary loads such as indentation (rock impingement) or
squeeze-off.

Another example is projected performance of polyethylene fittings as
discussed in “Prediction of Service Life of Polyethylene Gas Piping
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