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WEATHERABILITY OF THERMOPLASTIC PIPING SYSTEMS

Foreword

This report was developed and published with the technical help and financial support of the
members of the PPI (Plastics Pipe Institute). The members have shown their interest in quality
products by assisting independent standards-making and user organizations in the
development of standards, and also by developing reports on an industry-wide basis to help
engineers, code officials, specifying groups, and users.

The purpose of this technical report is to provide information on the weather resistance of the
basic plastic materials used in commercial plastic piping systems.

This report has been prepared by PPI as a service of the industry. The information in this report
is offered in good faith and believed to be accurate at the time of its preparation, but is offered
without any warranty, expressed or implied, including WARRANTIES OF MERCHANTABILITY
AND FITNESS FOR A PARTICULAR PURPOSE. Consult the manufacturer for more detailed
information about the particular weathering package used for its piping products. Any
reference to or testing of a particular proprietary product should not be construed as an
endorsement by PPI, which do not endorse the proprietary products or processes of any
manufacturer. The information in this report is offered for consideration by industry members in
fulfilling their own compliance responsibilities. PPl assumes no responsibility for compliance
with applicable laws and regulations.

PPI intends to revise this report from time to time, in response to comments and suggestions
from users of the report. Please send suggestions of improvements to the address below.
Information on other publications can be obtained by contacting PPI directly or visiting the web

site.

The Plastics Pipe Institute

Toll Free: (888) 314-6774

http://www.plasticpipe.org
March, 1999
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WEATHERABILITY OF THERMOPLASTIC PIPING SYSTEMS
1.0 INTRODUCTION

Thermoplastic polymers, like many other materials, are affected by weathering, which is a
general term used to cover the entire range of outdoor environmental conditions. However,
plastic piping made of thermoplastics that incorporate appropriate weathering protection have
been used in various outdoor applications and have given many years of service. For those
piping systems that are intended for continuous outdoor exposure, a material composition must
be selected that has the necessary weather resistance for the specific conditions involved.
Most thermoplastic piping has sufficient weather resistance to withstand normal exposure that
occurs before installation. In some instances this time period can be as long as several years.

Thermoplastic polymers have definitive characteristics regarding weather deterioration: Some
are inherently resistant while others are less resistant. The weatherability of all thermoplastics
can be improved by the incorporation of select ingredients. The combination of the basic
thermoplastic polymer with these select ingredients results in the finished material that is
generally termed a thermoplastic compound.

This report covers the structure and inherent weather resistance of the basic thermoplastic
polymers used in commercial thermoplastic piping and discusses the weather resistance of
those thermoplastic compounds that are in established use. Much of the discussion focuses on
the effects of ultraviolet radiation exposure, as this is generally the weathering factor with the
greatest impact on the performance of thermoplastic piping.

20 FACTORS INFLUENCING WEATHERING

When making a determination for the suitability of a particular plastic material for either outside
storage or long term above ground service, the environment surrounding the piping material
must be considered. A brief description of the more important environmental parameters
follows:

21 Sunlight

Sunlight contains a significant amount of ultraviolet radiation. The ultraviolet radiation
that is absorbed by a thermoplastic material may result in actinic degradation (i.e., a
radiation promoted chemical reaction) and the formation of heat. The energy may be
sufficient to cause the breakdown of the unstabilized polymer and, after a period of time,
changes in compounding ingredients. Thermoplastic materials that are to be exposed to
ultraviolet radiation for long periods of time should be made from plastic compounds that
are properly stabilized for such conditions.
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