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Preface

The material presented in this technical booklet has been prepared in accordance with
recognized principles and practices, and is for general information only. The information
should not be used without first securing competent advice with respect to its suitability
for any general or specific application.

While the material is believed to be technically correct, the Corrugated Polyethylene Pipe
Association makes no representation or warranty of any kind, and assumes no liability
therefore. Inquiries on specific products, their attributes, and the manufacturer's warranty
should be directed to member companies. An up-to-date directory of the membership of
the Corrugated Polyethylene Pipe Association is available on request.
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his technical booklet examines the issue of flammability and corrugated polyethylene pipe
and includes data about state-by-state usage of high density corrugated polyethylene (HDPE)
pipe as reported by several state Departments of Transportation.

These studies and years of field installations indicate that the use of properly installed
corrugated polyethylene pipe does not represent a fire risk.

HDPE is permitted under National Fire Protection Association Standard 820 and is approved
for use by the U.S. Forest Service in the Forest Service Specifications for Construction of
Roads and Bridges. Likewise, the Canadian forestry sector has utilized HDPE for many years.
With the threat of forest fires, these approvals are particularly noteworthy. In addition, HDPE
meets AASHTO M-294, the materials standard which is accepted by nearly every state in the
U.S. for gravity flow applications. Ministries of Transport across Canada also have approved
HDPE for various gravity flow applications.
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