
ABSTRACT

As part of the evaluation of vehicle simulation models, a 
vehicle dynamics engineer typically desires to compare 
simulation results to test data from actual vehicles 
and/or results from known, or higher fidelity simulations.   
Depending on the type of model, several types of tests 
and/or maneuvers may need to be compared.  For 
military vehicles, there is the additional requirement to 
run specific types of maneuvers for vehicle model 
evaluations to ensure that the vehicle complies with 
procurement requirements.   A thorough evaluation will 
run two different categories of tests/maneuvers.  The 
first category consists of laboratory type tests that 
include weight distribution, kinematics and compliance, 
steering ratio, and other static measures.   The second 
category consists of dynamic maneuvers that include 
handling, drive train, braking, ride, and obstacle types.   
In this paper, a process for proper evaluation of vehicle 
simulation models is presented.  A method for evaluating 
simulation results from different simulation programs is 
also presented. 

INTRODUCTION

Some of the earliest ground breaking work in vehicle 
dynamics was developed by Olley [Ref. 1] in the mid 
1940’s.  This work describes such important vehicle 
characteristics as cornering force, aligning force, camber 
torque, camber thrust, traction and braking, wheel hop, 
shimmy, weight distribution, under-steer, Ackerman 
steer, transient conditions, and more.  Vehicle simulation 
followed in the 1950’s with the best example probably 
being the seminal work by Segal [Ref.  2].  Vehicle 
dynamics and simulation continues to be important 
today.

In 1990, Heydinger, et. al. [Ref. 3] presented a 
methodology for validating vehicle dynamics simulation 

that compared vehicle simulation results to physical 
testing.  They offered the following definition for 
simulation validation: 

“A… …mathematical model… …will be considered to be 
valid if, within some specified operating range of a 
system, a simulation’s predictions of a system’s 
responses of interest to specified input(s) agree with the 
actual physical system’s responses to the same input(s) 
to within some specified level of accuracy” 

In 1994, Bernard and Clover wrote a paper that 
discussed a validation process for computer simulation 
of vehicle dynamics [Ref. 4].  In this paper they suggest 
that three separate questions need to be addressed: 

1) Is the model appropriate for the vehicle and 
maneuver of interest? 

2) Is the simulation based on equations that 
faithfully replicate the model? 

3) Are the input parameters reasonable? 

The U.S. Army uses physical testing and simulation of 
vehicles in their procurement process [Ref. 5].  They use 
a wide range of physical test and simulation to evaluate 
proposed vehicles.  The automotive and commercial 
vehicle industry also relies heavily on physical testing 
and simulation in the evaluation of the products they 
develop.

This paper presents the development a vehicle 
model/simulation tool called the Model Post Processor 
(MPP).  This tool allows a vehicle dynamicist to select 
vehicle models from a variety of simulation programs 
and to evaluate/compare/contrast them using static 
vehicle metrics and/or using the results from dynamic 
vehicle maneuvers to evaluate their simulation and/or 
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model. A vehicle model is a parameter set used to 
describe a vehicle for a given simulation program. 

This tool allows the user to compare different vehicle
models for the same simulation, vehicle models for
different simulations, and to compare vehicle models to 
physical test data.  Having the ability to compare models
for use with a single simulation type allows a vehicle
dynamicist to make comparisons of different vehicles or
comparisons of the same vehicle with minor 
modifications.  Having the ability to select model(s) for a 
given simulation and comparable test data for a vehicle
that the model is based on allows the vehicle dynamicist 
to determine how well a model simulates the actual
vehicle.  Having the ability to select models of the same 
vehicle, but for different simulation types allows a vehicle
dynamicist to see how well a lower fidelity model 
compares to a higher fidelity model. This can be
particularly important when running simulations in real 
time (like when running on a driving simulator) where a
lower fidelity model might be based on a higher order 
model.

The MPP has two subcomponents: Dynamic Vehicle 
Metrics (DVM) and Consistency Metrics (CM). The DVM
consists of a wide range of dynamic vehicle maneuvers 
and the CM consists of a set of quasi-static vehicle tests.
The details of the DVM and CM are discussed later in
this paper. 

The basic flow of information from the different
components is shown in Figure 1.  The MPP allows the 
user to select Simulation and Models for evaluation.
This information is then sent to the DVM or CM where
Tests and Maneuvers are selected.  The basic control 
inputs for the selected Tests and Maneuvers along with 
the Simulation/Model selections are then sent to an 
appropriate Simulation Wrapper.  The Simulation 
Wrapper then creates refined control inputs for the 
particular Simulation being run.  The basic simulation 
output is then sent back to the Simulation Wrapper
which in turn creates refined simulation output that the 
DVM or CM then uses to create a Report from the
analyzed results. 

Figure 1 - MPP Information Flow Diagram 

It is important to note that there is a separate Simulation 
Wrapper for each Simulation package. This makes
adding additional simulation packages to the MPP 

relatively simple.  The main MPP/DVM/CM needs very
little modification to call the Simulation Wrappers for any
new Simulation Package that a user may wish to add.

The development of this tool required the development 
of directory structures to properly organize different 
types of data or information, naming conventions for file 
and data structures, basic control inputs or command
files, and simulation wrappers for various simulations.  A 
set of Tests for the CM and Maneuvers for the DVM also 
had to be selected.  The user selectable inputs to define 
the parameters for each Test/Maneuver and the types of 
analysis to be performed for each Test/Maneuver had to 
be determined. 

MPP, CM, AND DVM GUI 

The MPP, CM, and DVM GUI are shown in the Appendix
(Figure 2, Figure 3, and Figure 4). 

MPP

The MPP GUI (Figure 2) allows the user to choose up to
eight simulation/model selections. Each
simulation/model selection has three pop-up menus for
“Simulation”, “Model”, and “Additional Parameters”
selection.  Simulation lists the currently available 
simulation programs, Model lists the vehicle models 
available for a selected Simulation, and Additional 
Parameters lists the potential additional parameter files
for the selected Model. 

One of the Simulation options is Test Data. If the Test
Data option is made, then the user can select results 
from actual physical testing to compare against
simulation results.

Once the simulation program(s) and vehicle model(s) 
have been selected, the user can then choose to
evaluate the selected combinations using the CM or 
DVM by selecting the appropriate button which will 
display the associated GUI. 

CM

The CM GUI (Figure 3) allows the user to select quasi-
static tests to evaluate the Simulation/Model selections 
made on the MPP GUI. 

Once the user has selected a test, the defining metrics 
are displayed and the user can enter values for these 
metrics. Once the defining metrics are entered, the user
can then add the test to a list of tests that can then later 
be run. 

Among other settings, the user can select the report
type, file names, output units, and fit data option. The 
report type options are XML, Word, or Matlab Figures. 
The user can also select a report title that is used to 
manage the file names for the generated test runs and 
report.  Metric or English output units can be chosen by 
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the user.  Regardless of output unit type, the simulation 
results are saved in a metric format, but if English units
are selected, the units in the generated report (figures 
and tables) will be displayed in English units.  The user 
can choose to fit the data with linear/cubic fitting routines
based on the type of data being analyzed.

Once the user has selected the tests to be run and the 
other available settings, they can run them by selecting 
the Run CM push button.

DVM

The DVM GUI (Figure 4) allows the user to select 
dynamic maneuvers to evaluate the Simulation/Model
selections made on the MPP GUI. The
features/operations on the DVM are very similar to those 
for the CM. 

TESTS AND MANEUVERS 

The CM is used to run quasi-static tests on a vehicle
model while the DVM is used to run dynamic 
maneuvers. A list of selected Tests for the CM and a list 
of Maneuvers for the DVM are given below as well as
some details for running some of the particular 
Tests/Maneuvers.

TESTS AVAILABLE FROM THE CM 

The CM is primarily designed to simulate a Kinematics
and Compliance (K & C) test rig.  It also has tests 
designed to determine the steering ratio and the basic 
weight distribution of the vehicle. 

A total of eight tests are currently available on the CM: 
Static Test, Steering Ratio Test, Kinematic Heave,
Kinematic Roll, Longitudinal Compliance, Lateral In-
Phase Compliance, Lateral Out-of-Phase Compliance,
and Aligning Moment Compliance. 

The Static Test simply drives the model in a straight line 
at a very slow speed so the basic weight distribution for 
the vehicle can be determined. From this test the track 
widths, wheelbase, ground reactions, total mass, sprung
mass, and distances from the center of gravity (cg) to 
each axle can be determined. 

For the Steering Ratio Test, the steering wheel is driven
from +/- a steering magnitude input by the user and the 
wheel forces are set to 0 to simulate the vehicles being
on frictionless plates. 

The K & C tests are run as a simulation of a physical K &
C test rig, where the vehicle chassis is constrained in all
6 degrees of freedom by virtual spring/dampers. For
kinematic tests, vertical motions are applied to the tire
ground contacts to exercise the suspension while the 
horizontal tire forces and moments are controlled to be 
zero.  For compliance testing, lateral and longitudinal

forces and aligning moments are applied to tire contact
patches while the virtual ground plane is held fixed. 

The virtual restraint system is three linear 
spring/dampers and three rotary spring/dampers acting 
at the vehicle sprung center of gravity.  The stiffness of 
the linear springs are set to allow 0.0254 mm (0.001 in)
deflection, max� , under a load equal to the total vehicle 

weight. The rotary springs are set to allow 0.0254 mm 
(0.001 in) deflection, max� , when a load equal to the

total vehicle weight is applied to a single wheel.  The 
equations used are below: 
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Where:

Variable Description Units

Kx Longitudinal restraint 
stiffness

N/m

Ky Lateral restraint stiffness N/m
Kz Vertical restraint stiffness N/m
W Total vehicle weight N
MaxLoad Multiplier of total weight to 

set maximum applied load 
-

max� Allowable deflection at max 
loading

m

Kmx Rotary stiffness about 
longitudinal axis 

Nm/rad

Kmy Rotary stiffness about lateral 
axis

Nm/rad

Kmz Rotary stiffness about 
vertical axis 

Nm/rad

TW Front axle track width m
A Distance from sprung c.g. to 

front axle 
m

Acting in parallel with each spring is a linear viscous
damper.  The damper is added to provide numerical
stability with the damping ratio, � , set to 0.3. The
damping values are set to be: 
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Where:

Variable Description Units

Bx Longitudinal restraint damping N-s/m
By Lateral restraint damping N-s/m
Bz Vertical restraint damping N-s/m
MT Total vehicle mass kg
� Damping ratio -

Bmx Rotary damping about 
longitudinal axis 

N-m-
s/rad

Bmy Rotary damping about lateral 
axis

N-m-
s/rad

Bmz Rotary damping about vertical 
axis

N-m-
s/rad

IXS Sprung mass roll inertia Kg-m2

IYS Sprung mass pitch inertia Kg-m2

IZS Sprung mass yaw inertia Kg-m2

MANEUVERS AVAILABLE FROM THE DVM 

The DVM can run a wide range of dynamic maneuvers 
that include handling, drive train, braking, ride, and 
obstacle types. The list of Maneuvers currently available 
from the DVM are Slowly Increasing Steer, J-Turn, 
Swept Sine, Straight Line Acceleration, Straight Line 
Deceleration, Fishhook, Slowly Increasing Brake, 
Straight Line Braking, Trapezoidal Bump, Pothole, Half
Round, Washboard,  RMS Course, and Drawbar Pull. 

The types of output for each maneuver are varied and 
extensive.  As an example, the Slowly Increasing Steer 
maneuver has time series plots for steering wheel angle,
throttle, speed, lateral and longitudinal acceleration, yaw 
rate, roll rate, roll angle, side slip, and load transfer. 
Plots of understeer gradient, load transfer, and roll gain
as a function of lateral acceleration and plots of lateral 
acceleration and yaw rate gain as a function of steering
wheel angle are also available.

Each maneuver has a different set of plots/analysis.
Some more unique plots/analysis available are yaw rate, 
lateral acceleration, and roll rate transfer functions for 
the Swept Sine maneuver and absorbed power
calculations for the RMS courses. 

There is also a Test Data Maneuver on the DVM.  If Test 
Data is selected, a Test Data Selection panel (directly

below the Maneuver Selection and Maneuver List
panels) is displayed.  The user can select a Browse
push button to open a file selection box that can be used 
to find an appropriate Test Data file that can be used to
drive the simulation.  In the Test Data Options panel,
which replaces the Maneuver Inputs panel, the user can 
select the type of plots they wish to make (Plot
Selection) and the method for driving the simulations
(Drive Selection).  The Drive Selection options allow the 
user to either drive the simulation with Speed control or 
Throttle control.  If Speed control is chosen, the
simulation is driven with the Test Data speed channel
and if the Throttle Control is chosen, the simulation is
driven with the Test Data throttle position channel. 

IMPLEMENTATION DETAILS 

To implement the MPP, several details needed to be 
addressed including directory structures, file naming 
conventions, output data structures, basic command 
files to be sent to simulation wrappers, and reporting 
options.

DIRECTORY STRUCTURES 

The base directory that the MPP operates from has the 
following structure: 

MPP

 CMSimulationResults 

 DVMSimulationResults 

 Models 

The MPP, DVM, and CM functions need to be able to
initiate and make calls to each simulation program that is
available in the pull-down menus given on the MPP GUI.
These functions also have to be able to load and run the
associated vehicle models.

The directory tree for the storage of the associated 
vehicle model files comes under the major heading
“Models” which has headings for each of the simulation 
program type with sub-headings for each model. The
following directory tree for three simulation programs
each having two vehicle models is given as an example: 

Models

 SimCreator 

o HMMWV 
o STRYKER 


 DADS 
o HMMWV 
o STRYKER 


 VDANL 
o Taurus 
o WB67 

The files required to run each vehicle model need to be
stored in the appropriate directory sub-heading.
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