
 

ABSTRACT 

Two-dimensional planar imaging and one-dimensional, 
spectrally-resolved line-imaging of laser-induced 
fluorescence from CO and UHC are performed to help 
identify the sources of these emissions in a light-duty 
diesel engine operating in a partially-premixed 
compression ignition combustion regime. Cycle-
averaged measurements are made in the clearance 
volume above the piston crown at a 3 bar IMEP, 1500 
rpm baseline operating condition. Sweeps of injection 
timing, load, and O2 concentration are performed to 
examine the impact of these parameters on the in-
cylinder spatial distributions of CO and UHC. 

At the baseline operating condition, the main 
contributions to UHC from the clearance volume stem 
from regions near the cylinder centerline and near the 
cylinder wall, where UHC likely emanates from the top 
ring-land crevice. Broadly distributed CO within the 
squish volume dominates over CO observed near the 
cylinder centerline. Advanced or retarded injection forms 
rich or over-lean mixtures, respectively, in the squish 
volume—resulting in increased UHC from this region. 
Advanced injection produces more CO in the squish 
volume; retarded injection initially produces less. Later in 
the cycle, higher CO levels are observed with retarded 
injection than in the baseline case. Increased load 
richens the mixture in the squish volume region, with 
little impact on UHC but a reduction in CO. Decreased 
load results in increased UHC and CO in the squish 
volume and, eventually, at all radial locations. With 
decreased O2 concentration, UHC and CO are generally 
increased throughout the cylinder; combustion within the 
squish volume is particularly impacted by dilution. 

Engine-out emission levels deduced from fluorescence 
measurements made during the exhaust process are 
also shown to correlate well with conventional exhaust 
gas emissions measurements. 

INTRODUCTION 

In the past decade, significant effort has been devoted to 
achieving simultaneous reduction of particulate matter 
(PM) and nitric oxide (NOx) emissions from high-speed 

direct-injection (HSDI) diesel engines. Diesel particulate 
filters and selective catalytic reduction of NOx are now 
available for after-treatment of HSDI engine exhaust. 
Nevertheless, to minimize the cost and complexity of 
exhaust after-treatment systems—as well as potential 
fuel economy penalties—considerable research effort 
has also focused on the in-cylinder control of emissions 
through the application of low-temperature combustion 
techniques. 

The “smokeless” diesel [1] or partially-premixed 
compression ignition (PPCI) [2] combustion system is 
one example of the in-cylinder control of PM and NOx 
formation by maintaining low peak combustion 
temperatures. In PPCI combustion, high amounts of 
EGR (often 60% or more of the total intake mass) result 
in a low charge O2 concentration. This heavy charge 
dilution is the major factor responsible for keeping peak 
combustion temperatures low.  Moreover, due to the low 
O2 concentration, the ignition delay of the injected fuel is 
lengthened, promoting the formation of a more 
homogeneous mixture. A long ignition delay may, 
however, result in the formation of overly fuel lean 
regions, which can lead to excessive CO and UHC 
emissions. In addition, it can lead to high levels of 
combustion noise, although this is moderated by 
reduced peak heat release rate due to the low 
temperatures and dilute mixtures. 

Overly lean mixtures are not the only potential source of 
CO and UHC emissions in PPCI combustion systems. 
The highly-dilute charge also requires that a significantly 
larger charge mass be mixed with the fuel to achieve 
complete combustion. If mixing processes are not 
sufficiently rapid, or an inappropriate bulk fuel 
distribution is formed, significant emissions may also 
result from overly fuel rich regions with φ > 1. Previous 
studies of the CO emissions from automotive diesel 
engines operating in a PPCI combustion regime have 
shown that CO emissions can be strongly influenced by 
mixing processes, particularly processes that influence 
the bulk fuel distribution in the cylinder [3,4,5]. In 
addition, with a sufficiently dilute intake charge, CO 
emissions are negatively correlated with ignition delay—
that is, increased ignition delay reduces CO emissions 
[3]. These observations, coupled with the results of 
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multi-dimensional simulations [4,5], suggest that a 
significant fraction of the CO and UHC emissions may 
stem from overly rich regions caused by insufficient 
mixing. 

This paper employs both homogeneous reactor 
modeling of n-C7H16 oxidation and in-cylinder 
measurements of cycle-averaged spatial distributions of 
CO and UHC to help clarify the sources of CO and UHC 
emissions in light-duty PPCI combustion systems. The 
measurements are obtained during the expansion and 
exhaust stroke via imaging of laser induced fluorescence 
(LIF). Variations in injection timing, load, and O2 
concentration about a typical PPCI operating condition 
are explored to determine how these parameters 
influence the CO and UHC distributions. The in-cylinder 
data are also compared with conventionally measured 
exhaust gas emissions and with cycle-resolved exhaust 
gas UHC measurements. 

HOMOGENEOUS REACTOR MODELING 

Figures 1 and 2 show the CO and UHC yield predicted 
by homogeneous reactor simulations conducted at 
constant temperature and pressure, for various 
temperatures and initial mixture equivalence ratios. 
Regions of soot and NOx formation, as computed by 
Kitamura et al. [6] under the same conditions, are also 
shown for reference. The constant temperature and 
pressure conditions employed for these calculations are 
a severe approximation to a heterogeneous engine 
environment characterized by changing temperature, 
pressure, and continuous mixing. Nevertheless, the 
results correspond remarkably well with those obtained 
from multi-dimensional simulations [8,9] or homo-
geneous simulations [10] with changing pressure and 
temperature†.  

The classic sources of CO emissions [11] for 
conventional diesel combustion are clearly apparent in 
Fig. 1: overly lean regions that burn slowly and overly 
rich regions with insufficient O2 to complete combustion. 
Lean regions resulting in a high CO yield are observed 
for temperatures between approximately 800 – 1400 K, 
while there is significant CO present for rich mixtures 
(φ >∼  1) at all temperatures high enough to achieve 
substantial fuel oxidation. Similar behavior is seen in the 
UHC results shown in Fig. 2—UHC emissions can stem 
from both overly lean and overly rich regions. Overly 
lean regions are traditionally thought to be caused by 
over-mixing during the ignition delay period [12]. 
Recently, Musculus and co-workers [13] have shown 
that under conditions characterized by a long ignition 
delay, a significant fraction of this lean mixture may be 
formed late in the injection event, when the decreasing, 
transient jet velocity can cause formation of very lean 
                                                      
† The constant temperature and pressure simulations are most 
problematic at low temperatures and equivalence ratios, where 
the influence of the negative temperature coefficient (NTC) 
region near 1000 K is more pronounced than would be found in 
a more realistic environment where the heat release due to 
combustion raises the gas temperature.  

regions near the injector. UHC emissions from under-
mixed, overly rich regions (or regions suffering from 
delayed mixing) have previously been associated with 
fuel emanating from the injector holes and sac volume 
after the injection event [12]. 

Information about local temperature or mixture 
stoichiometry can be deduced from the relative behavior 
of measurements of CO and UHC. Comparing Figs. 1 
and 2, two regions of high UHC yield can be identified 
where CO yield is predicted to be low. The first region is 
characterized by cold fluid (T <∼  800 K) over the full 
range of equivalence ratios. This region corresponds to 
engine crevices, wall quench layers, and liquid films. For 
well-optimized, heavy-duty diesel engines, UHC 
stemming from these sources is considered minor. 
However, in light-duty engines these sources are 
thought to be considerably more important [14,15,16]. 
The second, smaller region is found where NTC 

Figure 1  CO yield at 2.0 ms obtained from a homogeneous 
reactor simulation of an n-heptane-air mixture, using the LLNL 
detailed n-heptane mechanism [7]. The 88 g/kg-fuel isopleth 
corresponds to 2% of the fuel energy in CO 

Figure 2  UHC yield for the same conditions as Fig. 1 
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behavior slows the low temperature oxidation of UHC as 
temperature increases, leading to higher UHC yield and 
inhibiting the production of CO. 

For leaner mixtures, as temperature increases above 
approximately 1000 K, UHC decreases and CO in-
creases rapidly. Consequently, the local maxima in UHC 
and CO yield are not coincident, but adjacent. Between 
these maxima, gradients of CO and UHC with tempera-
ture are of opposite sign. Likewise, in the colder wall 
regions, gradients of CO and UHC also differ in sign. 
The experimental observation of counter-aligned 
gradients in CO and UHC is thus likely to indicate cooler 
fluid (T <∼  1100 K), and—away from the walls—this 
cooler fluid is most probably associated with lean 
mixtures. At higher temperatures, between approxi-
mately 1200 and 1400 K, UHC oxidation is nearly 
complete but the CO yield is still significant for these 
leaner mixtures. High CO yield coupled with low UHC is 
also found in moderately rich mixtures (1.0 <∼  φ <∼  1.3). In 
the first case, high CO yield is caused by the slow 
kinetics of CO oxidation compared to the UHC oxidation. 
In the latter case, insufficient O2 is available to complete 
oxidation, and chemical equilibrium favors species such 
as CO and H2 over UHC as incomplete oxidation 
products.  

The influence of dilution with the products of complete 
combustion on the CO and UHC yield has also been 
examined for these homogeneous reactor simulations. 
Figure 3 presents isopleths of constant CO yield for 
three different dilution levels. Generally, apart from the 
NTC region, dilution is observed to have very little 
influence on the CO and UHC yield. Accordingly, we 
anticipate that dilution will have the greatest impact on 
those regions where the temperature is held low by large 
heat losses—typically in the squish and crevice regions. 
For mixture temperatures above about 1450 K, Fig. 3 
indicates that the CO yield is hardly impacted by dilution. 
For temperatures above this threshold, combustion will 

likely be completed on engine time scales even for 
highly dilute mixtures. 

A significant shortcoming of these constant temperature 
and pressure simulations, however, is the artificial 
specification of the temperature. For lean, dilute 
mixtures the peak combustion temperature may never 
reach the threshold temperature required for complete, 
rapid oxidation to occur. A more realistic examination of 
the impact of dilution on oxidation processes was 
obtained by constraining the pressure to match the 
pressure trace measured at a typical, baseline operating 
condition (defined below), and solving the adiabatic 
energy equation for the gas temperature as the reaction 
proceeds. Computations were started at SOI plus a 
‘mixing delay’ of 9°CA. The initial mixture temperature 
varied with φ and was set to the temperature achieved 
when liquid fuel initially at 293 K is mixed adiabatically 
with the core gases at an estimated temperature of 
920 K. The peak cycle temperatures achieved in these 
simulations, and the CO and UHC yields at 90°CA† 

                                                      
† Positive crank angles cited in this paper correspond to °CA 
aTDC combustion; negative crank angles are bTDC. 

 

Figure 3 Isopleths of 88 g/kg-fuel CO yield obtained in
constant temperature and pressure homogeneous reactor 
simulations for various dilution levels 
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Figure 4 The maximum temperature achieved as a function of 
mixture equivalence ratio for various levels of intake charge 
dilution. Also shown are the CO and UHC yields 
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(when oxidation has effectively ceased), are shown in 
Fig. 4. 

Several observations should be made from Fig. 4. First, 
even with no dilution, the peak adiabatic combustion 
temperature can be significantly lower than the 
temperatures considered in Figs. 1–3. Simulation results 
obtained at higher temperatures must therefore be 
discounted. Second, the temperatures required to 
rapidly oxidize CO and UHC are almost unaffected by 
dilution—as was seen previously in the constant 
temperature and pressure results of Fig. 3. However, an 
increase in dilution increases the equivalence ratio 
needed to achieve the required temperature and this 
temperature may not be achieved for dilute, lean 
mixtures. Finally, the peak cycle temperatures that result 
in near complete oxidation of CO and UHC correlate 
closely with those found in the constant temperature and 
pressure simulations. The required temperature for near 
complete CO oxidation is only slightly higher than seen 
in Fig. 3, and agrees well with the 1500 K limit cited in 
[10]. For near complete UHC oxidation, a temperature of 
roughly 1200 K is needed. 

EXPERIMENT 

ENGINE FACILITY 

The optically-accessible single-cylinder research engine 
is derived from a 4-cylinder General Motors 1.9L light-
duty diesel engine, which has the geometry and design 
valve events summarized in Table 1. Although the 
calculated geometric compression ratio (based on the 
full swept volume and measured TDC volumes) is 16.7, 

a somewhat lower value of 14.0 is required to match the 
measured cylinder pressures using a one-dimensional 
model (WAVE 7.1), and better characterizes several 
aspects of the combustion behavior [17]. 

Table 1 also provides details of the fuel injection 
equipment, which incorporates a vertical, solenoid-
actuated fuel injector, centrally located within the 
combustion chamber. The fuel employed was a typical 
US #2 diesel fuel, with a cetane number of 43. 

The optical engine preserves the design bowl geometry, 
the piston top valve cut-outs, and the details of the head 
crevices. A geometrically-accurate representation of the 
bowl geometry is provided in Fig. 5. To maintain optical 
access from the side, the ring pack is positioned lower 
than on a conventional all-metal test engine. The top 
ring-land crevice has a height of 29.6 mm and width of 
0.18 mm, and is the only significant geometrical 
deviation from a typical test engine.  

OPERATING CONDITIONS 

Data were acquired at an engine speed of 1500 RPM, at 
light loads where CO and UHC emissions are most 

Table 1. Engine and Fuel Injection Equipment
Specifications 

Engine 
Bore  82.0 [mm] 
Stroke  90.4 [mm] 
Displacement Volume  0.477 [L] 
Effective CR  14.0 
Squish Height  0.78 [mm] 
 
Valve Events (0.15 mm lift) 
IVO  -359 °CA 
IVC  -152 °CA 
EVO  132 °CA 
EVC  360 °CA 
 
Fuel Injection 
Bosch Common Rail CRI2.2  
Rail Pressure  860 [bar] 
Included Angle  149° 
Number of Holes  7 
Sac Volume  0.12 [mm3] 
Nozzle Hole Diameter  0.14 [mm] 
Bosch Flow No.  440 [cm3/30 s] 
Fuel US #2 Diesel 

Figure 5 Cross-section of the optical engine and schematic 
representation of the experimental set-ups for 2-d PLIF 
imaging and 1-d spectrally-resolved imaging 
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problematic. The performance and emissions behavior 
of this engine has been previously mapped for a wide 
range of intake O2 concentrations, injection timings, and 
intake pressures [18]. From these measurements, a 
baseline 3 bar load operating condition typical of PPCI 
combustion was selected—with an intake O2 
concentration of 10% and an intake pressure of 1.5 bar. 
At this condition, the combustion efficiency at MBT 
timing is still acceptable (97–98%), but CO and UHC 
emissions have already increased significantly over the 
emissions levels observed at higher O2 concentrations. 
The injection pressure was selected to match the 
pressure used for the previous emissions 
measurements. Around this baseline condition, the load 
was varied by ±1.5 bar, the O2 concentration was varied 
from 9–15%, and injection timings both retarded and 
advanced from MBT timing were investigated. 

To achieve the desired [O2] concentration, the intake 
charge was diluted with additional N2 and CO2, with 
proportions selected to match the specific heat ratio (at 
600 K) of the products of complete combustion. The total 
inlet mass flow rate was held constant at all operating 
conditions to maintain a constant TDC density. Because 
the intake temperature was fixed, the compressed gas 
temperature near TDC varied with O2 concentration due 
to the changing mixture specific heat ratio associated 
with the increased dilution. The various operating 
conditions employed, and details of the intake charge 
composition, are summarized in Table 2. 

OPTICAL ENGINE VALIDATION 

To ensure that the in-cylinder combustion and emissions 
processes visualized in an optical engine are realistic 
representations of the processes that take place in a 
conventional engine, it is necessary to match not only 
geometry, but also the detailed operating conditions. 
This can be particularly crucial when attempting to 
acquire information on emissions, which may be quite 
sensitive to factors such as the in-cylinder surface 
temperatures. In practice, neither the geometry nor the 
precise operating conditions can be exactly reproduced. 
As noted above, differences will exist in details of the 
geometry and compression ratio, as well as in surface 
temperatures and intake charge composition (due to the 
necessity to simulate the EGR stream). Nevertheless, a 
comparison of combustion performance and emissions 
between this engine and a nearly identical all-metal test 
engine at a similar PPCI operating condition showed 
remarkable agreement in metrics characterizing the 
combustion process as well as in engine-out emissions 
[17]. In particular, CO and UHC emissions trends were 
very well captured, while a good quantitative agreement 
in magnitude was also obtained. The simplified EGR 
composition employed in this study was also shown to 
result in nearly identical combustion and emissions 
behavior as a more complex composition diluted with N2, 
CO2, H2O, CO, and C3H8. Overall, the dominant 
processes influencing engine-out CO and UHC 
emissions appear to be well-represented in the optical 
engine. 

LIF SET-UP AND DATA ACQUISITION 

The experimental set-up employed for LIF imaging is 
also depicted in Fig. 5. CO and UHC fluorescence was 
excited using a UV laser beam generated by an 
injection-seeded Nd-YAG laser (Spectra-Physics Pro-
290) pumping an optical parametric oscillator (Spectra-
Physics MOPO 730) tuned to the desired wavelength. 
The laser beam was formed into a sheet using a single 
cylindrical lens with a focal length of 1000 mm. The 
resulting laser sheet had a height of approximately 7 mm 
and an estimated thickness of 0.4–0.5 mm. The energy 
delivered to the engine cylinder was typically 15 mJ per 
pulse, and was monitored on a single pulse basis using 
a pyroelectric detector (Coherent J4-09). With a 
characteristic pulse width of 4 ns, this corresponds to 
irradiance levels of about 1 x 108 W/cm2. 

The laser sheet was admitted to the engine through side 
windows in the cylinder liner. To minimize interference 
from fluorescence from the injector tip, the sheet 
centerline traversed a chord approximately 1 mm behind 
the cylinder diameter that is perpendicular to the viewing 
direction. Due to the high laser irradiance required, the 
inner surface of the windows etched rapidly, limiting the 
usable window life to just a few thousand laser shots. 
Although a laser shutter was installed to prevent the 
laser from striking the window unless a measurement 
was in progress, it was nonetheless necessary to 
replace the large liner windows with metal blanks that 
accepted smaller, more economical cylindrical windows 
having a clear aperture of 20 mm. This aperture limited 
the region of the cylinder illuminated to locations 3 mm 
from the head surface and below. To avoid laser 
damage to costly quartz pistons, the measurements 
were conducted with a titanium piston crown installed. 
Consequently, the measurement region was also limited 
to locations above the piston crown. 

Fluorescent emissions were collected in the two distinct 
experimental configurations shown in Fig. 5. One 
configuration employed an imaging spectrometer to 

Table 2. Operating conditions and charge composition 

Speed  1500 [rpm] 
Load  1.5 – 3.0 – 4.5 [bar] 
Intake [O2]  9.0 – 10.0–15.0 [%] 
SOI (command)  (-31.1) – (-26.6) – (-15.8) [° ATDC]
Tintake  95 [°C] 
Pintake  1.5 [bar] 

 Bold text indicates the baseline operating condition 
 

Intake charge mass fraction Mole Fraction 
O2 [%] Air N2 CO2 
0.09 0.413 0.437 0.150 
0.10 0.460 0.402 0.138 
0.15 0.701 0.222 0.077 
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provide spatial information in one dimension with 
spectral information characterizing the signal at each 
spatial location. The other provided 2-d spatial 
information (planar, or PLIF images). Details of these 
two configurations and processing of the images 
acquired are described below. 

LIF images at each operating condition, crank angle, 
and laser wavelength (on-line or off-line) were acquired 
in separate tests in order to limit the engine operating 
time. A skip-fired strategy with fuel injection occurring 
once every five cycles was used. To ensure that the 
thermal state of the engine was the same for each test, 
a strict operating schedule was followed. Each test 
commenced with 90 s of motored engine operation, 
which allowed the intake plenum pressure to stabilize 
and the combustion chamber surfaces to preheat. This 
period was followed by 30 s of skip-fired operation, 
followed by acquisition of a background image set 
obtained with the laser sheet blocked. The background 
image set captures contributions from the camera fixed 
pattern noise and from natural combustion luminosity. 
Immediately following the background set, the LIF image 
set was acquired. After completing the LIF image set, 
the engine was stopped and allowed to cool for 5 
minutes before repeating the test procedure for the next 
data set. Following this procedure resulted in good 
repeatability of the in-cylinder pressure traces and heat 
release phasing and magnitude. 

Image sets were acquired at crank angles of 25, 30, 40, 
and 50°CA for PLIF and 30, 40, 50, 90, 170, and 
320°CA for the spectrally-resolved, 1-d measurements. 
These crank angles were selected to capture the 
evolution of the CO and UHC distributions within the 
imaged volume (above the piston crown) as early as 
possible during the expansion stroke. The remaining 
crank angles were selected to capture the mean spatial 
distribution in the upper portion of the cylinder later in 
the expansion stroke (but before EVO), near the end of 
the blowdown process (but before reverse flow through 
the exhaust valve commences) and late in the exhaust 
process. The 1-d images acquired at the last two crank 
angles are obtained under conditions of nearly equal 
pressures and temperatures, as well as roughly 
homogeneous compositions. Likewise, beam absorption 
is minimal. Hence, despite the difficulties inherent in 
quantifying the CO and UHC LIF number density 
discussed below, these images can be quantitatively 
compared to examine the coarse axial distribution of CO 
and UHC within the cylinder during the exhaust stroke. 

Cylinder pressure data were also acquired using a 
Kistler 6125B quartz pressure transducer, mounted in 
the production glow plug position. The data were 
acquired concurrently with the LIF images, at a 
resolution of 0.25°CA. 

LIF DIAGNOSTIC DETAILS AND DATA 
ANALYSIS 

CO 

The CO LIF diagnostic is based on the two photon 
excitation of the B1Σ+ � X1Σ+ (0,0) transition using laser 
radiation near 230.1 nm, with detection of emissions in 
the B1Σ+ � A1Π system lying between 440 and 730 nm. 
This diagnostic has been applied in a number of 
combustion studies [e.g. 19,20,21], where additional 
spectroscopic details can be found. While the diagnostic 
has been shown to be applicable to flames 
characterized by appreciable soot concentrations [22], 
its application to engine flows has, to date, been limited 
to non-sooting SI engine studies [23] operating with 
unconventional (non-fluorescing) fuels. 

The precise laser wavelength needed for the CO LIF 
measurements was found by performing excitation 
scans at atmospheric conditions and at pressures of 10 
and 25 bar in the motored engine, with 5000 ppm of CO 
seeded into the intake stream. No significant shift in the 
wavelength yielding the peak fluorescence signal was 
observed at the higher pressures, though a significantly 
larger change in wavelength was required to eliminate 
CO excitation. Accordingly, the off-line excitation 
wavelength selected was red-shifted by 0.09 nm from 
the on-line wavelength. Examples of on-line and off-line 
emission spectra, obtained with the 1-d imaging set-up 
described below, are shown in Fig. 6. 

Several distinct challenges exist in applying the CO LIF 
diagnostic to diesel engine combustion. Because it is a 
two-photon process, and because collisional quenching 
of the excited state is the dominant loss mechanism at 
high engine pressures, the high-pressure fluorescent 
signal is theoretically dependent on the square of the 
laser irradiance I. To maximize the CO signal, high laser 
irradiance is required, which is achieved by maximizing 
the laser energy and focusing the beam into a sheet with 
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a relatively small cross-sectional area. The I 

2 signal 
dependency also requires that the sheet cross-sectional 
area be kept as constant as possible to maintain a 
spatially-uniform response. Consequently, irradiance 
levels at the cylinder walls are comparable to those at 
the cylinder centerline, and—as noted above—the 
windows in the cylinder liner through which the beam 
passes are rapidly damaged. 

A second difficulty is associated with interference from 
fluorescent emissions from other species, notably UHC. 
Although spatial locations and operating conditions can 
be found at which interference from UHC is minimal, CO 
is often found co-located with UHC. To separate the CO 
signal from the UHC interference, images obtained with 
the laser tuned to the CO absorption line must be 
contrasted with off-line images obtained with the laser 
tuned to a nearby wavelength at which CO does not 
absorb. In the absence of a dual laser system, well-
converged mean images are required for this on-line vs. 
off-line image comparison. Alternatively, as will be seen 
below, if signal spectral information is available spanning 
the CO emission wavelengths, the contribution to the 
signal from CO can be reasonably deduced. Under 
these circumstances, instantaneous CO signals can be 
obtained even with a single laser system, albeit with 
spatial information in only a single direction. It is 
noteworthy that high laser irradiance is helpful to extract 
the CO signal from UHC interference at high pressures. 
While the CO is expected to grow approximately as I 

2, 
the UHC signal is observed to be considerably less 
dependent on laser energy—perhaps as a result of 
partial saturation. 

Quantification of the CO signal level in terms of the 
number density of CO molecules is severely complicated 
by the following factors: 

• The signal is highly dependent on irradiance, as 
noted above. This drawback can be partially 
overcome with careful monitoring of laser power and 
beam structure. However at lower pressures (after 
EVO), photo-ionization losses become comparable to 
quenching losses and the signal irradiance 
dependency will be influenced by the relative 
magnitude of these losses. Beam steering and de-
focusing by in-cylinder refractive index gradients may 
add further uncertainty. 

• The laser beam is strongly attenuated through 
absorption by unburned hydrocarbons under some 
conditions. The amount of absorption will change with 
the amount and composition of UHC present in the 
beam path.  

• At a fixed mole fraction of CO, pressure will influence 
the signal by increasing the molecular number 
density and by increasing the collisional quenching 
rate. To first order, these effects cancel and the 
remaining influence of pressure is confined to line-
broadening effects. Calculations of the magnitude of 
the pressure-broadened absorption spectrum indicate 

that, in the 800–1600 K temperature range, a five-fold 
increase in pressure from 10 to 50 bar approximately 
halves the two-photon absorption rate. 

• Temperature variations will influence the ground state 
CO population distribution, also leading to changes in 
the absorption rate. At a pressure of 30 bar, an 
increase in temperature from 800 to 1600 K reduces 
the pressure broadened absorption rate at the laser 
excitation frequency by 14%.  

• Temperature also impacts the number density, along 
with the collisional cross-sections and the collisional 
frequency—thereby influencing quenching rates. 
Quenching rates are also impacted by gas 
composition. To estimate the joint impact of 
temperature and composition changes on quenching 
rates, we have employed the results of homogeneous 
reactor simulations (described in the context of Fig. 4) 
of the combustion process for equivalence ratios 
ranging from 0.2 to 4.0. These simulations provide 
gas temperature, pressure, and composition 
histories, from which quenching rates are estimated 
using temperature-dependent quenching cross-
sections [24]. For a fixed mole fraction of CO and a 
constant CO absorption rate, the signal is 
proportional to the number density divided by the 
quenching rate. This quantity is found to vary by 
approximately 25% over the full range of equivalence 
ratios during the expansion stroke. The influence of 
temperature on number density is the dominating 
factor, and the highest signals are expected for the 
richest and the leanest conditions, while a near 
stoichiometric mixture provides the lowest signal. It 
must be recalled, however, that these estimates 
neglect the potential impact of unburned 
hydrocarbons of unknown composition on the 
quenching rates. In general, quenching from these 
species can be expected to reduce the signals from 
the richest and leanest mixtures. 

• CO may be photolytically produced from vibrationally 
excited CO2. Data from Nefedov, et al. [25] suggest 
that at 2000 K, 2–3% of CO2 molecules may be 
dissociated, potentially resulting in as much as 3000 
ppm CO for the conditions considered here. As will 
be shown below, CO signals obtained at higher 
engine loads, resulting in both greater CO2 
concentrations as well as higher temperatures, are 
considerably lower than signals obtained at low 
loads. Photolytic production is thus not as 
pronounced as the above estimate suggests, and is 
unlikely to confuse a qualitative interpretation of the 
data. Richter, et al. [23] reach a similar conclusion. 

For the above reasons, the CO fluorescent intensity 
cannot be quantitatively interpreted as being 
proportional to CO number density. The joint impact of 
temperature and composition on absorption rate, 
number density, and quenching by major species 
introduces uncertainties of approximately 40% at a 
pressure of 30 bar. Beam absorption, laser irradiance 
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dependency, and possible quenching by UHCs 
introduce additional uncertainties. Nevertheless, keeping 
these uncertainties in mind, CO LIF images can provide 
useful qualitative information on the in-cylinder spatial 
distribution of CO. 

UHC 

LIF measurement of UHC corresponds to fluorescent 
emissions observed when the laser is tuned off the CO 
absorption line. Spectral analysis of the off-line signals 
indicates that the bulk of the signal has characteristics 
typical of broadband PAH fluorescence [26], exhibiting 
the highest intensity at shorter wavelengths and 
decaying as wavelength increased. Superimposed on 
this broadband background are spectral features 
characteristic of the CH A2Δ � X2Π system (near 430 
nm) and the C2 d3Π � a3Π Swan bands (near 438, 470, 
and 513 nm). These features are not always present, 
and may prove to be of diagnostic value. As explained in 
greater detail below, when spectral information is 
available from 1-d images, the entire spectrum, less the 
contributions from CO, is integrated to obtain the UHC 
signal. For 2-d images, obtained with a bandpass optical 
filter, the UHC signal is dominated by the broadband 
PAH background, though there is some contribution 
from C2 fluorescence as well. 

Although the experiments described below suggest that 
the UHC fluorescence is relatively insensitive to laser 
irradiance, quantification of the UHC signal is not 
possible due to the unknown composition of the fluor-
escing species. However, under conditions of approx-
imately equal pressures, temperatures, and composi-
tions we believe that, like the CO fluorescent images, 
the UHC images can be cautiously interpreted as a qual-
itative representation of the spatial distribution of UHC.  

SPECTRALLY-RESOLVED, 1-D IMAGING 

As shown in Fig. 5, fluorescent emissions employed for 
spectrally-resolved, 1-d imaging are collected from a 
portion of the beam spanning the distance from the 
cylinder centerline to the bore wall, and are focused onto 
the entrance slit of an f/4, 1/4-meter imaging 
spectrograph (Spex 270M). The imaging is performed 
with a horizontal (spatial) axis magnification of 
approximately 1/6—a value that accounts for the 
distortion caused by the cylinder liner window. The low 
magnification was required to allow the full cylinder 
radius to be imaged onto the CCD detector at the exit 
plane of the spectrograph, but it adversely impacts the 
collection solid-angle that can be employed and 
consequently the signal level. For this reason, and due 
to the expectation of approximately axisymmetric CO 
and UHC fields during the expansion stroke, only ½ of 
the cylinder bore was imaged. In the vertical direction, 
the magnification is approximately 1/4.8. With the 
entrance slit width set to 0.5 mm, light was therefore 
collected from a 2.4 mm high segment of the laser sheet 
centered 6.0 mm below the piston head. 

The spectrograph was fitted with a 400 groove/mm 
grating, providing a spectral dispersion at the exit plane 
of 8.8 nm/mm. With a 0.5 mm entrance slit width, a 
spectrograph magnification of 1.2, and a detector width 
in the exit plane of 13.25 mm, the system can resolve 
spectral features separated by about 5.3 nm and each 
image covers a bandwidth of 116 nm. For the fixed 
grating angle used, the wavelengths covered ranged 
from 394–510 nm. The wavelength calibration of the 
spectrograph was based on a 2nd order polynomial fit to 
6 spectral lines from Ne and Hg-Ne calibration lamps. 

The detector was a gated, 384 x 576 pixel ICCD 
(Princeton Instruments ICCD-576E) controlled by a 
Princeton Instruments ST-138 controller and a PG-200 
high-voltage pulser. The larger detector dimension was 
aligned with the wavelength axis. The gate width was set 
to 70 ns and timed to maximize the signal obtained. Due 
to the low-magnification collection optics, signal 
strengths were low and single-cycle images were not 
feasible. Consequently, mean images corresponding to 
50 engine cycles were integrated on-chip, employing the 
maximum intensifier gain. 

A sample image of CO and UHC fluorescence, taken in 
the operating engine, is depicted in the lower portion of 
Fig. 7. To aid in its interpretation, Fig. 7(a) shows an 
image of a calibration target obtained with the grating 
angle set to zero wavelength (where the grating 
functions as a mirror) and with the slit fully open. From 
these images it is apparent that spatial information is 
conveyed by the vertical image axis; the horizontal 
image axis conveys the spectral information. The 
calibration target image is employed to define vertical 
strips of height 3 mm (about 27 pixels). Spectra 
characteristic of each strip are generated by summing 
the pixels vertically in each strip. This spatial calibration 
thus accounts for the image distortion caused by the 
curved liner window. A grating rocking adjustment was 
performed to ensure that the spatial calibration was not 
influenced by the grating angle. 

Typical binned spectra, derived from the on-line image 
of Fig. 7(b), are shown in Fig. 8.  The strip number on 
the upper left-hand side indicates the spatial location of 
each spectrum and corresponds to the labels on the 
right-hand side of Fig. 7(a). As discussed previously, in 
addition to the two CO transitions the spectrum contains 
a broadband contribution due to PAH fluorescence, as 
well as additional peaks associated with the C2 Swan 
system and a peak near 430 nm consistent with CH 
fluorescence. Nevertheless, the contributions from CO 
can be spectrally-separated from all but the broadband 
PAH background. With minor exceptions at higher load 
and retarded SOI, no contribution to the background 
signal from broadband, blackbody-like soot luminosity 
was observed.  

Also shown in Fig. 8 are off-line spectra obtained at the 
same operating condition. Identification of the CO signal 
is unambiguous at all locations. However, a close 
comparison of the on-line and off-line spectra reveals 
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