
ABSTRACT

The aim of this work is to improve the performance of a 
racing motorcycle by means of gearbox tuning. The
Optimal Maneuver Method, which essentially simulates 
an ideal driver and computes the minimum Lap Time for 
a given motorcycle and a given circuit, is applied. A 
1000cc SuperBike motorcycle and two very different 
racetracks, i.e. a fast one and a slow one, are 
considered. First the agreement between the Optimal 
Maneuver Method results and the logged telemetry data 
is proven, in order to fully justify its application. Next the 
relationship between gearbox ratio, lap performance 
and circuit characteristics is investigated and potential 
improvements are highlighted. Finally gearbox tuning is 
achieved by a Lap Time optimization procedure, and 
subsequent performance improvements are discussed. 

INTRODUCTION

The design of a new racing motorcycle and the 
optimization of its performance is a long process that 
starts from the engineering specifications on maximum 
speed, handling indices, Lap Time, etc. and ends with 
the actual vehicle testing. The design process proceeds 
through many different steps of which on-road tests of a 
working prototype is among the most important. Many 
vehicle kinematic/dynamic quantities are monitored and 
compared with the initial specifications, of which Lap 
Time is a common performance index. Further prototype 
modifications and subsequent tests are necessary, and 
test-rider evaluations are often of paramount importance 
in order to guide the vehicle’s development. However, 
on-road tests are time and resource consuming. Hence 
it is convenient to use numerical simulations to identify a 
critical subset of parameters and plan the proper 
changes to work on. Numerical simulations are 
recognized as a useful tool provided that the 

mathematical model of the vehicle is well validated and 
a rider model is available. In fact, as in real life where 
test rider driving skill and sensitivity influence 
engineering direction, in simulations the rider model 
may affect the optimization results. In this sense an 
“ideal rider” should always be able to drive the vehicle at 
its maximum performance, adapting his driving style 
both to different vehicle dynamics (different equipment,  
different settings, etc.) and to different environmental 
situations (path geometry, surface adherence, etc.). To 
this purpose the Optimal Maneuver Method is proposed 
as an “ideal rider” [1,7,9], and constitutes the basis for 
the work presented in this paper.  

In the following sections the Optimal Maneuver Method
is applied in tuning the gearbox of a racing motorcycle. 
In the first section a brief description of its main features 
is presented. In the second section the comparison 
between Optimal Maneuver Method results and 
experimental data is illustrated in order to demonstrate 
its fidelity. Additionally the influence of the gearbox is 
examined by Lap Time simulations on different 
racetracks revealing potential improvements. In the last 
section an optimal gearbox configuration is obtained, 
and corresponding performance improvements are 
analyzed. 

OPTIMAL MANEUVER METHOD 

In this section a brief description of the Optimal 
Maneuver Method is presented detailing its basic 
principles and the underlying mathematical model. 

BASIC PRINICIPLES – An “ideal rider” [6,7] should be 
able to drive the vehicle at its maximum performance, 
exploiting the road scenario (surface adherence, road 
geometry, etc.) and adapting its driving style both to 
vehicle dynamics (different settings and modifications) 
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and to different environmental situations (path 
geometry, surface adherence, etc.). From the optimal 
control theory point of view [3], the simulation of a 
motorcycle minimum Lap Time problem can be posed 
as the constrained minimization of an integral target 
function (the Lap Time in this case) expressed by the 
following equation: 

J(x(s),u(s)) �ds
0

L

�
                                       (1)  

where  

s = curvilinear coordinate; 
L = path length; 
u = rider controls; 
x = mechanical system state vector. 

The constraints include the equations of motion of the 
rider-motorcycle system (eq. 2), the initial and final 
conditions (i.e. vehicle positions and velocities on the 
race track at the start and finish line, eq. 3) and a wide 
range of inequalities (eq. 4). The inequalities comprise 
the motorcycle physical limitations (tire force saturation, 
maximum engine torque, etc.), the track geometry and 
road surface adherence. 
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bci(x(0)) � 0
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g(x(s),u(s)) 	 0                                                (4)  

The result of the optimal control problem fully describes 
both the dynamics of the motorcycle-rider system during 
the minimum Lap Time maneuver (trajectory, speed, 
roll, etc.), and the rider inputs that produce the 
maneuver [2,8,9]. One of the main advantages of this 
method is that no “driving rules” have to be predefined 
(as in other approaches such as fuzzy logic or neural 
net); they emerge from the optimality criterion and from 
the solution of the control problem itself. As a second 
main advantage of the method, the scalar value of the 
integral (i.e. the performance index) yields an objective 
measure of vehicle performance on a specific race 
track. The performance index for a given motorcycle 
measures its intrinsic performance, i.e. the 
maneuverability, and in this sense can quantify the 
vehicle behavior. The method guarantees that if some 
design parameters (masses, frame geometry, gear 
ratios, etc.) are changed, the vehicle model is always 
driven at its maximum as if by an “ideal rider”. As a 
consequence, on the basis of the performance index,
different motorcycles can be compared and the best 
design parameters can be identified [4,10]. 

MATHEMATICAL MODELS – The motorcycle model 
consists of four rigid bodies: the front and rear 
assemblies, and the front and rear wheels. The front 
assembly accounts for the front fork, the handlebar and 
the front wheel mass and diametral inertia. The rear 
assembly is composed of the engine, the rear frame, 
the swing arm, the rear wheel mass and diametral 
inertia, and the rider’s body. The front and rear wheels 
are included as pure moments of inertia about their spin 
axes. Thus, the motorcycle model has 5 degrees of 
freedom: forward speed, lateral speed, yaw angle, roll 
angle, steering angle. Tires are modeled with toroidal 
cross-section and generate three forces (i.e. 
longitudinal, lateral, normal forces) at the actual contact 
point. The lateral forces are modeled with a simplified 
version of the Pacejka formula, as a function of the 
sideslip angle and the wheel roll angle. Time lag is 
modeled using a first order differential equation. The 
suspension model is very simple and consists of a first 
order equation which approximates the time lag of load 
transfer between the front and the rear wheels due to 
the suspensions. The control inputs are the rear and the 
front tire longitudinal forces, and the steering torque 
applied on the handlebar. The road scenario is 
described in curvilinear coordinates as a list of 
segments of given length and curvature. For each 
segment the distance from the road center line to the 
left and right borders may vary. 

GEARBOX ANALYSIS BY OPTIMAL 
MANEUVER METHOD 

In this section the importance of the gear ratios and 
their dependence on the specific characteristics of the 
racing circuit (number and types of curves and 
straightaways) is examined. Lap Time simulations of a 
1000cc SuperBike motorcycle are computed, and 
compared to telemetry data in order to demonstrate the 
fidelity of the simulated maneuvers. All motorcycle 
model parameters are specified based on accurate 
laboratory measurements and technical documentation 
(geometrical and inertial parameters, engine torque 
curve and tires properties are reported in the 
APPENDIX). 

POWERTRAIN CHARACTERIZATION – The 
powertrain of the motorcycle is modeled by specifying 
the engine torque curve as function of RPM at full 
throttle (see the APPENDIX) and the velocity ratios of 
the transmission (Figure 1) as: 

driven

drive

zR
z

�                                                       (5)  

where 

zdriven = number of teeth of the driven gear; 
zdrive = number of teeth of the drive gear. 
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Figure 1 : Transmission layout (crankshaft - primary shaft - 
secondary shaft - rear wheel). 

In the following table the velocity ratios of the 
transmission are listed in terms of the primary ratio (RP
between engine crankshaft and primary gearbox shaft), 
gearbox ratios (R 1 , R 2 , ...R 6 ) and final ratio (RF
between secondary gearbox shaft and rear wheel). 
Gearbox ratios are reported in their reference setting. In 
practice it is common to adjust gear ratios for a given 
circuit based on test laps or rider feedback. 

Velocity Ratio driven

drive

zR
z

�

RP    (Primary) 73/47    (1.553:1) 
R1    (1st gear) 41/18    (2.278:1) 
R2    (2nd gear) 40/19    (2.105:1) 
R3    (3rd gear) 39/20    (1.950:1) 
R4    (4th gear) 37/22    (1.682:1) 
R5    (5th gear) 36/23    (1.565:1) 
R6    (6th gear) 34/25    (1.360:1) 
RF     (Final) 42/17    (2.471:1) 

Table 1 : Velocity ratios (“reference” gearbox). 

Figure 2 shows the maximum driving torque available at 
the rear wheel at different vehicle speeds for each 
gearbox ratio, according to 
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The thick grey line envelops the maximum thrust torque 
(i.e. full throttle) available at the rear wheel [5] at any 
forward speed. By selecting the proper gear ratio the 
Optimal Maneuver Method computes the maximum 
thrust torque at rear wheel according to the motorcycle 
velocity and engine characteristics. Of course the 
maximum available thrust force is not always used since 
some throttling may occur. In the next two sections the 
gearbox is examined through a full racetrack Lap Time
simulation. The analysis is carried out in two very 
different circuits, in order to investigate the relationship 
between track characteristics and gearbox tuning. 

Figure 2 : Maximum available thrust torque at rear wheel 
(“reference” gearbox). 

FAST RACE TRACK – Mugello circuit (Scarperia, 
Firenze, Italy) is one of the longest modern circuits 
(5.245 km), characterized by high speed chicanes, a 
mix of slow and high-speed corners, and a very long 
straight (1.141 Km). Mugello is a very technical track, 
but gearing is crucial in order to obtain maximum 
performance from the engine along the straight, since 
there is almost 950 m at full throttle. Figure 3 illustrates 
simulation with the optimal trajectory and corresponding 
Lap Time (116.169 s). The simulation consumed about 
ten minutes with a Pentium(R) 4, CPU 2.66 GHz - 1.00 
GB RAM. Maximum speed (302.662 Km/h) occurs at 
the end of the straightaway and is followed by the 
greatest braking deceleration (-11.878 m/s2) into the 
minimum speed curve (62.196 Km/h). Maximum 
acceleration (9.858 m/s2) occurs at the exit of the next 
slow corner. While maximum roll angles (about 56 deg) 
occur in the high speed chicane which follows. 

Figure 3 : Lap Time simulation overview for Mugello circuit. 

Lap Time simulation correlation – In this section, in 
order to verify the theoretical basis and results of the 
Optimal Maneuver Method, comparisons with telemetry 
data acquired from an inertial measurements unit (three 
accelerometers and three gyrometers, with integrated 
GPS) is illustrated. Figure 4 compares the simulated 
forward speed, longitudinal acceleration and roll angle 
to the experimental channels. The agreement is quite 
good, and proves that the Optimal Maneuver Method is 
able to produce realistic racing maneuvers in one of the 
most representative fast racetracks. As such the 
following investigation regarding the relationship 
between gearbox ratios and lap performance is justified. 
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