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ABSTRACT

A brief explanation of the design iterations and philosophy
used to integrate the pilot into the F-35 Lightning II cockpit
to achieve optimum Pilot Vehicle Interface (PVI),
manageable single seat workload, and superior situation
awareness.

INTRODUCTION

The design philosophy of the F-35 Lightning II cockpit is to
“return the pilot to the role of tactician.” This is
accomplished by allowing computers to do what computers
do best and allowing pilots to do what pilots do best.
Computers do not, per se, make decisions, but merely
organize, prioritize, and present data. They do this extremely
well. With the proper algorithmic processing data becomes
useful information. The pilot, on the other hand, does not
process data in an algorithmic fashion, but is able to make
heuristic decisions which only he or she can do based on
experience and understanding. The role of the cockpit
designer is to recognize these two fundamental differences in
handling data and to rightly divide the tasks between man and
machine. This paper describes the cockpit design approach
and how the design team integrated the pilot into the F-35.

F-35 PROGRAM OVERVIEW

The F-35 is the world's second 5th generation tactical fighter.
It is being produced by a team comprising Lockheed Martin,
Northrop Grumman, and BAE Systems. Lockheed Martin
Aeronautics Company is the prime contractor. Four
contractual pillars underlie the program: lethality,
survivability, supportability, and affordability. The F-35 must
do better in these four areas than the fighters it replaces - a
tall order.

Figure 1 lists some of the important program highlights. The
aircraft is designed to meet the needs of the USAF, USMC,
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and USN in three variants the F-35A, F-35B, and F-35C
respectively. In addition, 8 partner nations are participating in
design and development of the aircraft.

The three variants are nearly identical and differ mainly in
their ability to takeoff or land in unique fashion. The A-
model is a conventional takeoff and landing (CTOL) aircraft
and will be used predominantly by traditional air forces from
long runways. The B-model has short takeoff and vertical
landing (STOVL) capability and will be used by the Marines
and some partner nations. The C-model has a slightly larger
folding wing with beefed up landing gear designed for
aircraft carrier (CV) launch and recovery. This model is
designed exclusively for the US Navy.

The F-35 is the second 5th generation fighter to be produced.
Figure 2 lists the characteristics which define fighter
generations and gives examples of typical fighters from those
generations. The 4th generation is marked by an increase in
advanced avionics and sensors. Unfortunately, in fourth
generation fighters the pilot was relegated to the role of
sensor and systems manager. There was hardly time left to
“fly and fight.”

The key attributes of the S5th generation are: very low
observable (VLO) stealth, fighter performance, integrated
sensor fusion, network enabled operations, and advanced
supportability. The F-22 Raptor was the first and is currently
the only operational 5th generation fighter in service today.
The F-35 is scheduled to go operational with the US Marine
Corps in 2012, the US Air Force in 2015 and US Navy in
2016.

The F-35 will replace multiple 4th generation fighters
including the F-16 Falcon, F-18 Hornet, A-10 Thunderbolt,
and the AV-8 Harrier. It will also replace numerous 4th
generation aircraft for our international partners.
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Figure 1. Program Highlights

COCKPIT OVERVIEW

The cockpit was designed by pilots for pilots and is the
culmination of a 15 year effort which started in 1995. A small
team of former and current military fighter pilots assembled
to design the cockpit. This multi-service team had over 150
years of tactical aviation experience in 7 different fighters
including the 4th generation fighters the F-35 is designed to
replace.

Figure 3 shows the final result. The cockpit is dominated by a
large 20 inch by 8 inch Panoramic Cockpit Display (PCD)
which incorporates an integral touchscreen. The fly by wire
system is controlled via an active sidestick on the right and an
active throttle on the left. Active means these inceptors are
under complete computer control and can be programmed as
to gradient, force feedback, and stops - all on the fly. There
are 10 switches on the sidestick and 12 on the throttle. The
Hands-on Throttle and Stick (HOTAS) are mapped to the
most used tactical and subsystem time critical functions.

Notably absent is a physical combining glass for the Head Up
Display (HUD). In lieu of a HUD the pilot wears a Helmet
Mounted Display (HMD). Much more about the HMD will
be described later in the paper. The HMD will be as
revolutionary to tactics as was the HUD.

Most pilots who look into the cockpit for the first time are

struck by the lack console switches and physical instruments.
The design team decided early to start with a clean sheet/
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cockpit and then to add mass based on value added
functionality. This decision worked well to control cost and
weight in the cockpit. As many functions as possible were
mapped to virtual switches. These functions are controlled
through cursor hooking, touch, and voice recognition.

The few remaining physical switches control safety critical
functions such as landing gear, engine start/stop, and
electrical reset. These functions work regardless of software
in an emergency.

COCKPIT DESIGN METHODOLOGY

The cockpit consists of software and hardware. Two distinct
disciplines can be applied: Pilot Vehicle Interface (PVI) and
Human Factors Engineering (HFE). The PVI is akin to the
graphical user interface and the HFE are the things which the
pilot can physically touch and feel.

Pilot Vehicle Interface Design

The Pilot Vehicle Interface is implemented in software and is
the graphical user interface. The interface incorporates a
windowing scheme and multiple individual formats which
dictate content and control interaction. Example formats are
fuel, engine, and weapons. The windowing interface is not as
flexible as the ones found on desktops, but it does allow the
pilot to arrange and resize the windows. The PVI is the heart
of the cockpit.

Documents

Document Sharing Hub


http://avadocuments2026.com/doc/sae-2010-01-2330
http://avadocuments2026.com/doc/sae-2010-01-2330

““ S The Next Generation in Fighter Aircraft 4

Stealth Technology

High and Fast Air-to-Ground Only — At Night

+ LO Treatments i VLO Stealth

+ Advanced Avionics : tF'ghtterdPSe"formaFnct?

. Gui ntegrated Sensor Fusion
Guided Weapons Net Enabled Ops

&
=
8
o]
&
o

* Supersonic
* 1st Jets « 1st Radar

16, F/A-18

Advanced Sustainment

« Sustained « Basing Options
Supersonic Ops . Range and
« High Altitude Ops ~ Persistence

« Extreme Agility 4 g;l?l;:ity

Total Air Dominance

th Ger 5TH Ger

The Next 50 Years

Lockheed Martin Aeronautics Company DISTRIBUTION STATEMENT A: Approved for public release; distribution is unlimited

Figure 2. Fighter Generations

The PVI process is the pragmatic application of human
factors done by subject matter experts. It is sometimes
referred to as a BOGSAT (bunch of guys sitting around a
table). The key is that these are all extremely experienced and
astute military aviators who have “been there - done that”
and, in general, know what they need to be lethal and
survivable in tactical aviation warfare. What, from the
outside, appears to be a swirling dervish of opinions, ideas,
and pride; will in fact result in a good design and effective
operator interface.

The most challenging part of PVI is not the paper design, but
the implementation on target hardware. The pilots, more
times than not, can design PVI which is well beyond the
hardware state of the art in graphical processing power.
Because of this a number of technology refreshes were
designed into the program. Even with the refreshes the
hardware is taxed to present the PVI.

Human Factors Engineering Design

None of the pilots on the design team were trained in formal
human factors and man-machine interface which makes them
poorly suited to scientifically integrate the human into the
cockpit. For this task human system / human factors
engineers are called into the process. Their task is to properly
engineer the accommodations, escape, life support, personal
flight equipment, HOTAS, and displays. These tasks are done
through full scale mockups, engineering trade studies, and
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anthropometric modeling. The human factors engineering is
the backbone of the cockpit.

Special design consideration and attention to hand size is
needed for the stick and throttle. The sheer number of buttons
on theses controls can make the pilot feel like she is “playing
the piccolo.” Most of these switches are important enough to
warrant double or triple redundancy which affects the grip's
volume. The HOTAS are carefully mapped to time critical
functions which must be accessed in maneuvering flight at G-
loadings from +9 to —4. The grips themselves must be
comfortable and useable while wearing chemical-biological
protection gloves.

The cockpit is designed to accommodate an extremely wide
range of pilots from a petite 103 Ib. female to a large 245 Ib.
male. This range of anthropometry must allow every pilot to
reach all of the controls in all flight conditions and to be
safely ejected in the event of an emergency.

The ejection seat must accommodate the full range of pilots
comfortably for 6 hour or longer missions. It is impossible to
get up and move around. The seat must also extract the pilot
under conditions from motionless on the ground to near
supersonic velocities and high altitude.

Head-down Display

The cockpit environment is particularly harsh and requires
unique display capabilities. Within the_cockpit are extremes
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