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ABSTRACT

Manufacturing C cross-sectional components with high
aspect ratios out of carbon fiber reinforced composites is
desirable by the aircraft industry. Modular AFP heads with
short, fixed tow path have the fundamental performance
characteristics required to successfully and productively
automate the production of these part families. Aircraft parts
in this family include wing spars, stringers, and fuselage
frames.

INTRODUCTION

Most large composite wing spars are currently manufactured
using a hot drape forming process. Maintaining consistency
in drape forming can be hard, and spar designs must be
simple enough to allow for use of that process. Because the
material must be formed after the flat charge is made, the
initial charge must be done with less heat and pressure when
compared to layups of final shapes resulting in poor
consolidation. This lack of initial consolidation allows the
various layers of the charge to slip by each other as it is
formed into the final C shape of the spar. This can also cause
issues in the final layup quality in terms of charge placement,
material consolidation and wrinkles.

Some newer designs of wing spars are manufactured by AFP
process but use equipment of non-ideal configuration. Most
existing AFP equipment is configured as post mills or lathe
type machines that can only access one side of a fixed part.
This type of equipment requires that rotating tooling be used
in order to reach all 3 sides of a spar. Because spar tools must
be rotated the designers are limited by the max allowable
length (or really aspect ratio) of a rotating spar tool.
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Ideally a spar or frame production machine would have the
following characteristics:

1. The part should be made as complete as possible. In the
case of a spar, this eliminates joints which add weight,
complexity and cost.

2. The part designer should be able to refine the design to
optimize for weight and other performance considerations.
This means the process must be able to reliably and
repeatedly generate complex path geometry, ply boundaries
and path orientation.

3. Composite layups must have good consolidation over the
entirety of the part.

4. The part has to be produced in a reasonable amount of
time.

Hot drape forming can satisfy characteristic #1 and is
currently the best candidate for #4. Traditional AFP machines
can generally achieve #2 and #3.

All of these ideal characteristics can be achieved by holding
the tooling stationary so that it can be supported along its
entire length while a multi-lane AFP machine maneuvers
around the three primary sides of the part (flange-web-flange)
and moves along the part's length. In the case of a frame
(looks like a curved spar) it is impossible to rotate the tool
and a stationary tool is mandatory.

Due to Electroimpact's unique head geometry, the above
configuration is possible. Spar parts are efficiently
manufactured with a static tool, full-length, and in-form,
without using the unstable drape forming process or rotating
the part. There are several key features to Electroimpact's
equipment that make this build process possible and
economical. We will cover three: a compact-fixed AFP

process that isn't affected by toolpﬁb%ﬁ%ﬁ%
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performance six axis path control, and placing rotary axis
pivots close to the toolpoint.

BODY

SECTION A-A

Figure 1. representative wide body wing spar (90’ long)

SECTION B-B

Figure 2. representative wide body fuselage frame (chord
approx. 12' long)

Consider in more detail the layup of a fixed spar (Figure 1).
Via the use of computer simulations, it is possible to measure
the maximum angular toolpoint excursions needed to layup
existing production parts that are currently manufactured
using drape forming or traditional AFP processes with
rotating tools. Looking at a generally representative large
spar part, from a major aircraft manufacturer, verifies the
intuition that +/—90 degree range of motion is needed about
the part axis (relatively little motion perpendicular to the part
axis is needed, +/—10 degrees in this case, and 360 degrees
continues motion around the normal axis is needed for full
bidirectional layup).

Looking at (Figure 2), it is fairly clear that rotating this tool is
a difficult prospect at best. A new way of manufacturing C-
channel parts is required. Spirit Aerosystems in Wichita, KS,
has successfully built just such a part using Electroimpact
equipment
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COMPACT, FIXED AFP PROCESS
THAT ISN'T AFFECTED BY
TOOLPOINT ORIENTATION

Figure 3. Example of traditional AFP equipment

Traditional AFP equipment has some key kinematic
limitations due to their long tow path.

In traditional AFP machines, angular excursions of the
toolpoint change the tow path from the creel to the head. As
you can see in Figure 3, at points 1 and 2, the tow path passes
over redirects. Although how machine tool builders handle
this varies, it is typical in the majority of AFP equipment that
exists today. Therefore, any roll, pitch or yaw required to stay
normal to the part must be reconciled by these redirects
between the creel house and the AFP equipment's toolpoint.
This greatly limits the angular excursions possible for the
process; the equipment pictured above has a maximum
angular excursion of +/—45 degrees about the part axis and +/
— 45 about the vertical axis. Due to the limitations of motion
of the toolpoint, in order to reach three sides of a part (as in a
u cross section) the part must be rotated in front of the
process head. Even when operated within a +/— 45 degree
angular range, the control of the tow path becomes difficult,
unwieldy and unreliable. Common problems are tows
jumping the redirects, tow twists and splice failures. The
splice failures occur because the cold brittle tow must pass
over extra re-directs. The tow jumping is due to slack in tow
tension. The tow twists are due to the angular change in tow
path. Further, because the tow is passed over a large number
of redirects the tow tension control is necessarily low
performance due to the mass and length of the system
involved.

Electroimpact's modular AFP head (Figure 4) has a number
of advantages over traditional AFP equipment. The heads are
capable of dispensing 16 tows in 1/2", 1/4" or 1/8" tow width
configurations (with changing tow size only needing a 2
minute change of heads). With the modular concept other
special use heads are possible; currently a probe head is used
for locating the layup tool and for machine compensation
purposes. Other options are an NDI head or an ultrasonic
cutter head, both of which would have the same part access as

the AFP head. The current 16-tow d%eﬂﬁféh‘f@
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with reduced tow count for better compaction as required by
complex geometry. The modular concept used allows
periodic maintenance and material loading to be done offline
without tying up valuable capital equipment. Design details
like quick release clamps, which hold the process modules in
place during production, allow for equipment to be easily
cleaned without tools. For the purposes of this paper, we will
focus on the tow path and tow tensioning system. The main
enabling concept for being able to use modular AFP heads
over the wide range of angles needed for fixed spar layup is
the idea of a machine independent minimal, fixed tow path.

Figure 4. Electroimpact Modular AFP Head in Tool
changing stand

In Figure 4 the reader can see that from the payout bobbin to
the application point is essentially a rigid body. This means
that the relationship from the payout bobbins (or creel house)
is fixed relative to the application point and not affected by
the position and orientation of the toolpoint. Figure 5 shows
the constant length tow path. The result is that the tow path
and performance of the AFP head is completely unaffected
by the position of the machine axes and equally unaffected by
the position and orientation of the part. Figure 8 shows
modular AFP heads in both the vertical and the horizontal
position.
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Figure 5. AFP Head Simplified tool path

Active Tow Tensioning System

By eliminating tow path variations, Electroimpact engineers
must only solve one tow path problem. The result is a low
mass, high performance closed loop PID tension control
system (Figure 6). This simplified tow path eliminates issues
with redirect jumping and splice failures. This high
performance tension system is critical to the high
accelerations and consistent short course performance
required to efficiently manufacture U channel cross-sectional
parts.

As shown in Figure 6 the tow is unwound from the spool and
the backing film is removed on a take up spool that redirects
the fiber towards the dancer. The dancer axis of travel is in-
line with the tow re-direct that align the tow into the process
equipment on the compaction sled as shown in Figure 5.
Even with movement on the compaction sled the length of
tow between the process equipment and spool is constant
eliminating the need for any type of re-spooling.

When a tow is activated the feed module forces the tow onto
a drive roller that matches the surface speed of the machine
on the tool. The drive roller feeds the fiber from the point it
was cut to the “nip point” where the fiber is captured between
the compaction roller and the substrate. Since the drive roller
can be required to feed from 1 to 16 tows at a time the dancer
was introduced between the spool of material and the process
equipment to reduce the inertial shock on the motor due to
the acceleration of the spool. In order to prevent over-
tensioning during feed or under-tensioning during the dancer
rebound we actively regulate the pressure applied to the
tensioning brake on the spool using electronic pneumatic
regulators, commonly called ITVs. We calculate the drag
required using a tuned PID controller with a position input.
The position input samples at 400 Hz (.0025s) with an
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