2011-01-2780

st /nter na tI'Ona/ ’ Published 10/18/2011

Copyright © 2011 SAE International
doi:10.4271/2011-01-2780
saematman.saejournals.org
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ABSTRACT

Very large multi-axis CNC machines offer a special challenge for efficient and accurate machine compensation.
Acrospace applications demand tight tolerances, but conventional compensation methods become expensive for large
machines. Volumetric compensation offers an approach for reducing costs and improving accuracies. A unique control
architecture enabled by volumetric compensation enables the use of a single part program by multiple machines.
Combining multiple technologies (a proprietary volumetric compensation solver program, Spatial Analyzer, API's Active
Target, a laser tracker and bespoke CNC-Tracker communication software for measurement triggering) significantly
reduces machine compensation time. Available analysis tools also enable the engineer to evaluate measurement
uncertainties and determine the best locations for additional stations as well as quantify the accuracy benefits such stations
would offer.

CITATION: Flynn, R., "Synthesizing Metrology Technologies to Reduce Engineering Time for Large CNC Machine
Compensation," SAE Int. J. Mater. Manf. 5(1):2012, d0i:10.4271/2011-01-2780.

INTRODUCTION

This paper is concerned with the compensation of “very
large” machines. This might mean any machine with an axis
travel of over about 10m, but especially includes any machine
with more than about 2m of vertical travel. (Vertical travel
that puts compensation measurement points out of the reach
of an operator offers additional problems for efficient
compensation). Some, or all, of the techniques described here
have been successfully applied to a variety of geometrically
different machines. These include off-the-shelf moving
column floor milling machines, moving column automated
fiber placement machines, gantry style automated fiber
placement machines and multi-tower fastening machines with
unique geometries. While the compensation process
undergoes constant incremental improvement, the successful
implementation with these radically different machines
argues that the techniques used have broad application.
Figures 1-2 show examples of machines which some or all of
the techniques mentioned have been applied to.

Although the techniques described herein are aimed at
machines with very large working volumes, such as in our
examples, they might well apply to other machine tools.
Before examining these processes it is worth looking at
preconditions required for good compensation.

Figure 1. This two tower, yoke style wing assembly
machine requires 6 axis compensation and features
unique geometries.
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Figure 2. This 5 axis moving column wing fastening
machine has a working envelope far exceeding the
operators reach.

SOME NECESSARY CONDITIONS
FOR SUCCESS

Successful machine compensation does not happen in
isolation. Many environmental and other factors come into
play, and these must be considered and addressed where
applicable.

FOUNDATIONS

Both long and short term machine performance is affected
by something as basic as the machine foundation. A large
CNC machine puts a considerable load on a foundation and
may cause measureable -- and perhaps unacceptable --
deflection. Hopefully reasonable loads and allowable
deflections were specified to the civil engineering team
during foundation design.

But beyond the basics of design, there are other
considerations for foundations. A foundation does not exist in
isolation. It will be influenced by surrounding soil, nearby
events, etc. Even extremely heavy machine foundations may
crack during an earthquake, shifting the machine beds.
Machines are frequently installed in groups or in conjunction
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with other projects. Earthworks next to an existing (usually
newly aligned!) machine may cause significant shifting,
sinking or other motion. New concrete changes shape during
the curing process, especially during the first six months.
These are all phenomena we have observed during
installations. The environment should not be ignored in
consideration of factors that will affect final machine
accuracy.

A good machine foundation should include a Foundation
Reference System (FRS) or metrology “control network”
This is simply a set of steel laser tracker SMR nests epoxied
into holes cored into the machine foundation and carefully
valued. An FRS has many uses but is especially valuable in
that it provides a universal reference frame that all other
project systems can refer back to. Some such reference frame
is essential for the most accurate metrology work, especially
as the working envelope increases, as will be demonstrated
later.

Instrument placement is related to the foundation design.
A very large CNC machine (see Figure 3) may cause
significant local foundation deflection as it moves in the X
axis. Generally it will be unacceptable to have an instrument
such as a laser tracker located where it will experience
measurable movement as it will introduce error into the
measurement session. Instruments should be checked for
load-induced movement wherever it seems possible to exist.

Figure 3. Gantry style automated fiber placement
machine with a large working envelope. The mass of
such large machines may cause significant local
foundation deflections that could affect the accuracy of a
laser tracker placed nearby.

COMPENSATION METHODOLOGY

There are many methods and tools used for machine
compensation. But in most cases, conventional machine
compensation involves the single axis compensation of each
axis, one by one. Often each axis is considered in isolation,
although some CNCs have “X for Y” type compensation

tables. The limitations of the traditionan‘ﬁleﬁ m@ﬁ‘tﬁ‘
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volumetric approach attractive, and volumetric methods are
becoming more popular, with several vendors offering
volumetric compensation services.

WHY VOLUMETRIC COMPENSATION?

Moving to a volumetric compensation model offers
several advantages. Some are general, while others are
peculiar to a proprietary Electroimpact controls architecture,
and were first implemented as a near-complete solution in
2004 in a prototype automated fiber placement machine cell.
This volumetric compensation scheme yields an accurate
kinematic equation that is used by the CNC in real time for
machine positioning. Traditional correction tables overlaid on
the CNC position commands are not used. This has a number
of subtle, but important benefits. Other advantages are more
directly apparent.

Improved Theoretical Compensation Model

Depending on your machine geometry and CNC you may
wish to enable more compensations than you are allowed by
your CNC axis-for-axis compensation tables. A volumetric
approach allows implementation of a generalized
compensation scheme that accounts for the entire kinematic
model. It allows for compensation for all repeatable
interrelations between axes. Depending on many factors such
as machine geometry, types of error present, etc., this could
improve the resulting machine accuracy.

Probable Reduction in Machine Compensation
Time

A volumetric compensation may offer a method to
significantly reduce compensation time. Many volumetric
compensations can be done with a single tracker setup,
whereas single axis compensation requires  setup,
measurement, analysis, table generation and verification for
each axis.

Elimination of Mechanical Compensations
Required for Certain Axes

Single axis compensation may require mechanical
compensations for certain axis-for-axis compensations.
Where this is the case, it may be necessary to take tedious
measurements, grind corresponding unique shims, install the
shims and repeat until the desired tolerance is achieved. This
process could take weeks, depending on many factors, but it
can be eliminated using volumetric compensation.

Enables an Enhanced Machine Controls
Architecture for Complex Machine Cells

Another advantage offered by volumetric compensation is
more difficult to grasp, yet is significant. Volumetric
compensation allows the synthesis of several features and
ultimately enables an enhanced machine controls
architecture. This becomes important where multiple
machines must operate together on a single part. It allows the
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use of a common coordinate frame among multiple machines,
with no unique offsets, which in turn allows the same part
transform to be used for all machines in the cell, and, finally,
permits decoupling of machines in a cell. Multiple machines
working on a single part can now be decoupled in operation.
Failure or stopping of one machine does not impact the
second machine. This is a tremendous advantage for
automated fiber placement (AFP) machines, and no doubt,
some other types of CNC operations.

Enables Single Part Program for Multiple
Machines and Multiple Machine Cells

A unique and significant benefit to volumetric
compensation scheme/controls architecture is that only one
part program is required for a given part, for all machines.
There are a number of cases -- all of which except the left/
right example are already impacting production situations --
where this is of great advantage:

* Identical machines on opposite sides of a part
* Left and right handed machines on a single part
* Multiple machine cells all working on the same part

* New machine designs building the same part as an existing
machine

Having a single part program for all of these cases is a
very positive advantage in terms of programming hours, part
program version management and debugging time, especially
for extremely large, extraordinarily complex parts such as a
fuselage section.

Figure 4. Rotator with AFP machine on either side.
Decoupled controls architecture allows either machine to
act independently of the other.
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COUPLED MACHINE CELL
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Figure 5. Traditional, coupled machine architecture.
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Figure 6. Decoupled machine architecture, enabled by
multiple technologies, including volumetric
compensation.

The three figures (Figures 4, 5 and 6) above show an
existing machine cell and two distinct control architectures
that have been implemented for the identical machine cell.
The decoupled scheme has proven in practice to offer the
distinct advantages noted, i.e. independent operation of M1
and M2 and identical part programs for both machines.

In short, there are several reasons to consider using a
volumetric compensation scheme instead of a single axis: To
improve accuracy, to reduce compensation time and for some
multiple machine cells, a common part program and
decoupled machine operation. On the other hand, volumetric
compensation does pose challenges.

CHALLENGES OF VOLUMETRIC
COMPENSATION FOR LARGE
MACHINES

The benefits of volumetric compensation do not eliminate
the difficulties in implementing it for large machines. How is
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the data taken and processed? How can we rapidly take the
required measurements when we cannot reach the toolpoint?
How can we effectively trigger a measurement? How can we
plan our shoot so as to improve system accuracy?

VOLUMETRIC SOLUTIONS

There are several CNC manufacturers whose controllers
support volumetric compensation solutions. Electroimpact
developed a proprietary Solver and implemented the machine
kinematics via a FANUC customer board. The details of
these are unique to Electroimpact and will not be addressed in
this paper, however, a number of the methods and techniques
are applicable very broadly to machine compensation.

REDUCING TRACKER
MEASUREMENT TIME

A large machine may require 1000 points or more to
generate adequate compensation data. What tools are
available to minimize this measure time? These include both
hardware and software.

Active Target

The Active Target (see Figure 7) is an off the shelf self-
positioning SMR that automatically “looks” or maintains its
reflection axis oriented towards the laser tracker. This device
is extremely useful when measured points are out of the reach
of the operator, since the alternatives for changing the SMR
angle (e.g., operator on a boom lift or ladder) are very slow
and prone to cause interruptions due to positioning error in
aiming the SMR. It is also helpful where the machine motion
requires frequent adjustment of the SMR aiming angle, since
the use of the Active Target obviates the need for this manual
and error-prone process.

Figure 7. The Active Target is a tool that should not be
overlooked when compensating very large machine tools.
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