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ABSTRACT

In 2010, a large-scale plug-in electric vehicle (PEV) infrastructure demonstration was launched to deploy an
unprecedented number of PEVs and charging infrastructure. This demonstration, called The EV Project, is funded by the
U.S. Department of Energy and led by ECOtality North America. ECOtality has partnered with Nissan North America and
General Motors to deploy up to 8,300 Nissan LEAF™ battery electric vehicles and Chevrolet Volt extended-range electric
vehicles, along with approximately 14,000 AC Level 2 and DC fast-charging units in 18 metropolitan areas across the
United States.

ECOtality and the Idaho National Laboratory partnered to collect and analyze electronic data from EV Project vehicles
and charging units. An early analysis of data from Nissan LEAFs enrolled in The EV Project was performed. The data set
analyzed came from 2,903 privately owned vehicles, which logged over 10 million driving miles in 2011. On average,
Nissan LEAF drivers drove 6.9 miles per trip and 30.3 miles per day. Median values were 4.0 and 26.8 miles, respectively.
In environments without many public charging locations, LEAF drivers averaged 28.8 miles between consecutive charging
events, with a median of 27.1miles. The average and median number of times vehicles were charged per day driven were
1.05 and 0.99 charging events per day, respectively.

Analysis of charging location determined that 82% of charging events were conducted at the project participants'
homes using their residential electric vehicle supply equipment. 18% of charging events were performed elsewhere.
Despite the relatively low numbers of publicly available charging units, over 70% of vehicles were charged away from
home. Most of those vehicles charged at many distinct locations, such as shopping centers, health clubs, restaurants, and
business offices. Some of the most frequently and infrequently charged vehicles were charged exclusively at home or in
public, but most supplemented home charging with away-from-home charging.

CITATION: Smart, J. and Schey, S., "Battery Electric Vehicle Driving and Charging Behavior Observed Early in The EV
Project," SAE Int. J. Alt. Power. 1(1):2012, doi:10.4271/2012-01-0199.

INTRODUCTION utilities must be able to manage PEV charging demand on the
electric grid.

In 2010, the largest PEV infrastructure demonstration
ever undertaken was launched. This demonstration, called

vehicles (PEV) as enablers for diversifying transportation The EV Project, is partially funded by the U.S. Department of
energy sources. These vehicles, which include plug-in hybrid Energy's Vehicle Technologies Program and led by

electric vehicles (PHEV), extended-range electric vehicles ECOtality North America. ECOtality is installing
(EREV), and battery electric vehicles (BEV), draw some or approximately 14,000 AC Level 2 and DC fast-charging units
all of their power from electricity stored in batteries, which in 18 metropolitan areas across the United States. ECOtality
are charged by the electric grid. In order for PEVs to be has partnered with Nissan North America and General

As concern about society's dependence on petroleum-
based transportation fuels increases, many see plug-in electric

accepted by the mass market, electric charging infrastructure Motors to enroll up to 8,300 Nissan LEAF™ BEVs and
also must be deployed. Charging infrastructure must be safe, Chevrolet Volt EREVs sold in these areas in The EV Project.
convenient, and financially viable. Additionally, electric ECOtality has partnered with the Idaho National
Laboratory to collect and analyze elgefronic data from EV
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Project vehicles and charging units. This work will
characterize vehicle consumer driving and charging behavior,
evaluate the effectiveness of charging infrastructure
placement, and quantify the impact of PEV charging on the
electric grid. The ultimate goal of The EV Project is to
capture lessons learned to enable the mass deployment of
PEVs.

This paper will present summary statistics of in-use
vehicle data collected from EV Project Nissan LEAF vehicles
in 2011. The purpose of this paper is to describe early driving
and charging behavior of Nissan LEAF drivers participating
in The EV Project. This paper will serve as baseline for
comparison to behavior observed later in the project as driver
habits and charging infrastructure mature. Evaluation of
charging infrastructure placement and the impact of Nissan
LEAF and Chevrolet Volt charging on the electric grid will
be addressed in other papers.

BACKGROUND

To accomplish its goals, The EV Project is installing a
vast network of charging units, otherwise referred to as
electric vehicle supply equipment (EVSE). This charging
infrastructure is being concentrated in 18 cities in 6 U.S.
states and the District of Columbia. Figure 1 identifies these
cities.
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Figure 1. Cities participating in the EV Project

ECOtality partnered with Nissan North America and
General Motors to invite Nissan LEAF and Chevrolet Volt
customers in EV Project cities to participate in The EV
Project. Vehicle owners who qualify to participate in The EV
Project receive a residential EVSE at no cost. In addition,
most, if not all, of the installation cost is paid for by The EV
Project. In return, project participants agree to allow data
collection from their vehicles and the EVSE they use. Data
will be collected from EV Project vehicles and charging units
through March 2013.

The EV Project is also installing several thousand
commercial EVSE in and between these cities. This network
of publicly accessible charging wunits will include
approximately 200 dual port DC fast chargers. In each project
area, ECOtality led development of an infrastructure
placement plan, relying on collaboration with -electric
utilities, state and local authorities, and other area
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stakeholders. These teams employed a systematic process for
selecting public charging locations to maximize benefit to
vehicle owners, public charging unit owners, and the
community. This process targeted locations where people
shop, play, or gather for periods of 1 to 3 hours. The project's
EVSE deployment phase is currently underway and will end
in mid-2012.

EV PROJECT VEHICLES AND

CHARGING INFRASTRUCTURE

The EV Project uses the Blink brand of EVSE, which is
manufactured by ECOtality. The Blink product line consists
of AC Level 2 residential and commercial EVSE and a DC
Level 2 commercial fast charger. The AC Level 2 units
operate at 240-VAC single phase, at charge rates up to 7.2
kW. The DC fast charger is a CHAdeMO-compliant, 480-
volt, three-phase AC input unit, capable of charging at up to
60 kW. All Blink units have internal energy meters and
touch-screen user interfaces, allowing user-controlled charge
scheduling. All units are networked, which enables data
collection, user authentication, multiple payment options (for
commercial units), and additional functionality [1, 2].

The Nissan LEAF is a BEV with a 24-kWh battery pack.
All Nissan LEAFs participating in the EV Project have SAE
J1772® compliant, AC Level 2 charging inlets and DC fast
charger inlets that are compatible with the CHAdeMO
connector [3]. Additionally, the Nissan LEAF is capable of
charging at any standard 120-volt outlet, using the AC Level
1 cordset supplied with the vehicle [4]. Driving data are
collected from each participating Nissan LEAF via the
vehicle telematics system.

The Chevrolet Volt is an EREV with 16-kWh battery
pack. All Chevrolet Volts participating in the EV Project
have SAE J1772 compliant, AC Level 2 charging inlets. (The
Volt does not accept DC fast charging.) [5] The manufacturer
expects Volt owners to sometimes charge at standard 120-
volt outlets, using the supplied AC Level 1 portable EVSE
[6]. Driving data are collected from each participating
Chevrolet Volt via the vehicle telematics system.

PROJECT STATUS

Deployment of the EV Project's first residential EVSE
coincided with initial Nissan LEAF sales in December 2010.
Deployment of residential EVSE and enrollment of Nissan
LEAF drivers into the project began in earnest in spring
2011. Commercial EVSE installation and Chevrolet Volt
driver enrollment began in summer 2011. Table 1 presents
the number of EV Project vehicles enrolled and Blink EVSE
deployed by region at the end of December 2011.

Documents

Document Sharing Hub


http://avadocuments2026.com/doc/sae-2012-01-0199
http://avadocuments2026.com/doc/sae-2012-01-0199

Smart et al / SAE Int. J. Alt. Power. / Volume 5, Issue 1(June 2012) 29

Table 1. EV Project vehicle and EVSE deployment

through December 2011
Number | Number |Number of| Number of
EV Project .of of Residential| Commercial
Region Nissan | Chevrolet| EVSE EVSE

LEAFs Volts Installed Installed

Enrolled | Enrolled
Phoenix, AZ 213 — 198 57
Tucson, AZ 66 — 63 14
Los Angeles, 379 2 303 7
CA
San Diego, CA 568 50 565 39
San Francisco, 1,066 — 858 6
CA
Washington, 0 27 2 0
D.C.
Oregon 365 — 335 946
Chattanooga, 35 — 35 23
TN
Knoxville, TN 66 — 60 44
Memphis, TN 22 — 16 2
Nashville, TN 289 o 275 59
Dallas/ — 38 5 35
Ft.Worth, TX
Houston, TX — 40 18 4
Washington 597 0 563 83
State
Total 3,666 157 3,296 467

In Table 1, dashes indicate no vehicles are planned for a
project region. The number of vehicles shown in Table 1
represents vehicles which have been enrolled in the EV
Project and from which data are being collected. This is a
subset of the total sales of Nissan LEAFs and Chevrolet Volts
in these regions.

INFLUENCES ON BEHAVIOR

As shown in Table 1, at this stage in the project, the
majority of EVSE installed were residential units. Public
infrastructure available for use by project participants was
limited to a small number of Blink AC Level 2 EVSE and
non-EV Project EVSE from other manufacturers installed in
project cities. Therefore, driving and charging behavior
exhibited by LEAF drivers at this early stage in the project is
indicative of behavior in environments with little public
charging infrastructure.

It is important to point out other conditions that may
influence driving and charging behavior. Many BEV owners
currently participating in The EV Project are early in their
ownership experience. Their behavior may change over time
as they become accustomed to their new vehicle and the
nuances of its new technology, especially its method of
refueling. Behavior may change and habits may form as what
was once novel becomes routine. Furthermore, the PEV
market, as a whole, is young; therefore, any purchaser of a
plug-in vehicle at this point would be classified as an early
adopter. These consumers often have different interests and
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attentions than other consumers. It is generally accepted that
their use of a product is not representative of the mass
consumer market. This paper does not attempt to divide
project participants into categories. Instead, it suffices to say
that the results presented herein are representative of an early
market.

RESULTS

Summary metrics and distributions were calculated to
quantify Nissan LEAF owner driving and charging behavior
and the relationship between driving and charging. Results
were based on a set of in-use electronic data collected from
2,903 Nissan LEAFs enrolled in The EV Project from
January through December 2011. These vehicles were located
in each of the project regions shown in Table 1.

OBSERVED DRIVING BEHAVIOR

Table 2 presents summary metrics describing the driving
of these vehicles, including the relationship between driving
and charging frequency.

Table 2. Driving summary metrics

Number of trips 1,454,220

Total distance driven (mi) 10,000,316

Mean / median trip distance (mi) 6.9/4.0

Mean / median distance driven per

vehicle day driven (mi) 30.3/26.8
Mean / median number of trips

. 42/3
between charging events
Mean / median distance driven 28.8/27.1

between charging events (mi)

The mean and median values in Table 2 are statistically
significant, in that they come from a large data set of over 10
million logged miles. It is important to recognize, however,
that the contribution of miles from each vehicle is relatively
small. This is because the vehicles represented in this data set
joined the project throughout 2011, with the majority enrolled
in the second half of the year. Therefore, the statistics shown
in Table 2 describe behavior of vehicle owners still new in
their Nissan LEAF ownership experience (and perhaps new
to electric vehicles all together).

Table 2 shows that at this point in the project, LEAFs
were driven 6.9 miles per trip on average, with a median trip
distance of 4.0 mi. This indicates that the underlying
distribution is left-skewed, rather than normally distributed.
The other metrics in Table 2 exhibit this same trend.
Therefore, the distributions of data that make up the several
metrics presented in Table 2 were examined to appreciate the
range of variation in behavior. Figure 2 shows the distribution
of trip distance observed in the data set.
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