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ABSTRACT

Within Australia there are seven States and two Territories, each with their own Government Authority which were
until recently all using slightly different criteria to define the criteria between a Repairable Write-Off (RWO) and a
Statutory Write-Off (SWO).

Under the national framework for the management of Written-Off Vehicle's (WOV's) developed by the National Motor
Vehicle Theft Reduction Council (NMVTRC) any collision, fire, water or weather-event damaged vehicle declared by an
insurer to be a total loss must be classified to be either a SWO or RWO. Under the current Australian regime a SWO may
only be sold subject to a statutory restriction that it may only be used for parts or scrap metal. A RWO may be repaired and
re-registered subject to the vehicle passing specific safety and identification inspections. A set of State and Territory based
technical criteria determine when a WOV should be classified an SWO. A national workshop in June 2009 resolved that
the pre-2010 criteria were in need of urgent updating to better reflect contemporary vehicle design and fabrication
techniques and to make the system more impervious to manipulation by criminal networks. In late 2009 the NMVTRC
engaged a group of vehicle engineers to work with stakeholders to develop new criteria to meet the current and future
needs.

Draft criteria were circulated for comment in May 2010. Stakeholders were briefed on the draft criteria and during the
comment period stakeholders made submissions. In general terms, the comments received indicated there was significant
consensus about much of the proposed draft criteria and a high level of consistency in comments on those elements which
required clarification or re-working.

Revised draft criteria were evaluated in the field by a group of experienced assessors to evaluate and gather empirical
evidence as to the likely impact of the new criteria on the prevailing ratios of RWOs to SWOs. The trial found that:

* Application of the draft criteria could shift up to 30% of vehicles currently classified as RWO's to SWO's (i.e. parts or
scrap only);

¢ With only slight modification the revised draft criteria could effectively remove all classes of damage considered to pose
a structural repair risk from the RWO category;

* The principle of separately counting like areas of unconnected damage in determining whether a vehicle has the three
areas of damage required to render it a SWO did not have any undue or disproportionate impacts on the vehicle
classification process; and

¢ The draft criteria were generally clear, unambiguous and therefore relatively simple to apply once familiar with them.

Some refinements to the final criteria were, however, proposed to ensure their consistent application and have been
included in the developed SWO criteria.
The developed SWO criteria which is being used in Australia to characterise vehicle damage is presented within this

paper.
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INTRODUCTION

The authors were engaged to review the existing SWO
criteria from a vehicle safety perspective. The objective was
to:

* Consult with affected parties;

* Re-evaluate the pre-2010 SWO criteria to take account of
changes in design and repair techniques to ensure that
vehicles which should not be repaired on safety grounds are
classified appropriately; and

* Develop recommendations for a new set of SWO criteria
that achieve that end.

The authors were assisted by an Expert Reference Group
(ERG) of affected parties established especially for this
purpose by the NMVTRC. The ERG comprises twenty-one
stakeholder representatives drawn nationally from a cross-
section of transport agencies, police, insurers, and the motor
trades. Discussions were also held with a range of other select
organisations with an interest in related issues.

Section 1 sets the basic considerations and environmental
factors which influenced the development of the current
criteria. This includes:

e A description of the pre-2010 criteria and classification
process;

* A discussion of the relative design characteristics of
1980-1990s vehicles with their successors; and

* Alternative options considered in developing the proposed
method of approach.

Section 2 discusses in detail why in key areas the
pre-2010 criteria are adjudged to be deficient and outlines
how they may be modified to better meet the system's needs.

Section 3 details the developed SWO criteria that has
been introduced and is being adopted in six States and two
Territories in Australia (New South Wales has not adopted
the SWO criteria).

SECTION 1. BASIC
CONSIDERATIONS

PRE-2010 CRITERIA

The pre-2010 SWO criteria was developed in the
mid-1990s initially in New South Wales by the Roads and
Traffic Authority and later adopted by the NMVTRC and the
other jurisdictions as the ‘national’ criteria.

A vehicle declared by an insurer to be a total loss must be
assessed against a set of technical criteria to determine its
status as a RWO or SWO. A SWO may only be sold subject
to a statutory restriction that it may only be used for parts. A
RWO may be repaired and re-registered subject to the vehicle
passing specific safety and identification inspections. The
current assessment criteria cover impact, fire and water
damage and the deliberate stripping of parts.
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The existing criteria represent a good starting position and
the fundamental basis for the criteria when first developed
was sound. However, there are weaknesses with the existing
system. They include:

¢ The structural damage criteria:

o Which is open to interpretation, has resulted in vehicles
that are suitable only for dismantling being classified as
RWOs (Gribble [1]). Vehicle rollover crashes were
identified by some members of the ERG as a crash type
that does not explicitly get identified within the current
criteria. Rollover crashes can result in damage to multiple
pillars and the vehicle roof. An interpretation of the
current criterion is that rollover damage to the roof and
pillars can be collectively interpreted as meeting only one
of the three required arecas of damage for an SWO
classification.

o Rely heavily on the training, skill and experience of the
assessors to appropriately interpret the pre-2010 criteria.
In the discussions held with some representatives of the
insurance industry and others during the ERG meetings,
the lack of a recognised qualification for a vehicle
‘assessor’ was discussed. The larger insurers identified a
preference for recruiting assessors with an automotive
repair trade background and who in most cases, required
supplemental training. It is also common for insurers to
use outsourced service providers whose employees' skill
sets are not within the insurer's direct control. (There are
organisations and associations which provide assessors
with on-going training and development. Greater co-
ordination in curriculum development between these
organisations and associations would assist to improve
consistency.)

o The area criteria of 300mm x300mm has not maintained
pace with advances in vehicle manufacturing techniques
such as the use of boron steel, laser welding and/or
composite construction. It is possible that a boron steel
member could be catastrophically damaged, with a
damage area less than the 300mm x300mm requirement.
The current vehicle roof, firewall and floor panels are
structural elements in a modern vehicle. Bernquist [2]
illustrated this in his presentation on the design of the
Volvo XC90, at the ‘Great Designs in Steel Seminar’ by
autosteel in 2004. The presentation details that:

" “A rigid framework surrounding the occupants
which creates a support for the interior safety
equipment and provides a survival space for the
vehicle occupants in case of a crash”.

» Side Impact Protection System has existed since
1991 and minimises the intrusion by amongst others
“transverse floor/roof members”.

= The front structure includes the ‘“cross member

firewall. Documents
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Figure 1. Extracted from Berquist presentation and illustrates the different structural steels used in the Volvo XC90. Note that
the roof, firewall and floor pan are included as structural elements and that they're reinforced by higher strength steels.

» Figure 1 is extracted from Berquist [2] and o Defines an area amount of damage to be sustained to the
illustrates the different structural steels used in the roof turret, floor pan and firewall, rather than defining an
Volvo XC90. Note that the roof, firewall and floor amount of damage which is unacceptable from a safety
pan are included as structural elements and that they perspective per se.

are reinforced by higher strength steels. . .
o Does not define damage to the structural rails/chassis of

the vehicle or to the suspension attachment points.
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o Does not utilise the deployment of airbags as an
indicator of severe loading of the vehicle structure.

e There are no detailed criteria for the amount of acceptable
fire damage.

* There is a difference in the current criteria between a
vehicle immersed in salt water as opposed to fresh water. A
vehicle immersed in salt water up to the door sills is a SWO,
whereas a vehicle submersed in fresh water up to the dash for
less than 48 hours can be a RWO. When the current criteria
were developed the positioning of key electrical and
electronic system were limited to the under dash area.
However, in current vehicles such systems are distributed all
over the vehicle, including as low as the cabin floor. As a
consequence, the water resistance or water proof properties of
such systems require validation.

An advantage of the pre-2010 criteria is its relative
simplicity.

VEHICLE MANUFACTURE

Mclntosh [3] states that the: “Australian fleet is ageing
with the average vehicle over ten years old”. Anderson [4]
identified that the mean age of the Australian passenger car
fleet was 9.9 years. It can be inferred that when the pre-2010
SWO criteria was developed (the mid-1990s), it was based on
the Australian vehicle fleet at the time i.e. late 1980's or early
1990's. The design, manufacturing methods and electronics
used in the majority of vehicles within the Australian fleet at
that time could be characterised as:

* The fundamental vehicle structure would have been
manufactured from press formed steel panels. The steel
panels would have had a yield stress of 200MPa to 350MPa,
and there would have been limited uses of high strength steels
or other materials. The steel panels would be spot welded
together.

* Crashworthiness requirements focused on the design and
compliance of components within the vehicle such as:

o Seats and Seat Anchorages Australian Design Rule
(ADR) 3.

o Seatbelts ADR 4.
o Steering Column ADR 10.
o Side Door Strength ADR 29.

* The electronics would be limited to the engine management
system.

From circa 2000, the design, manufacturing methods and
electronics used in the majority of vehicles within the
Australian fleet could be characterised as:

e The fundamental vehicle structure is manufactured from
formed parts.

o The majority of metal parts are pressed, however hydro-
forming is used to create some formed parts.
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o There is a range of steel used which have yield stresses
which range from 150MPa to over 800MPa.

o Structural foam and structural plastics are increasingly
used.

o The bonding techniques used in vehicles to connect
structural elements include:

» Spot welding.
= Fasteners.
= Adhesives.

* The crashworthiness requirements have increased to include
evaluations of the vehicle as a whole system:

o Full Frontal Impact Occupant Protection ADR 69
(48km/h impact by the test vehicle into a rigid barrier).

o Dynamic Side Impact Occupant Protection ADR 72
(either: a 50km/h side impact by a 950kg deformable
barrier into a stationary vehicle or a 54km/h 27° crabbed
side impact by a 1360kg deformable barrier into a
stationary vehicle).

o Australasian New Car Assessment Program (ANCAP):

= Full Frontal (56km/h impact by the test vehicle into
arigid barrier).

» Frontal Offset (64km/h impact by a test vehicle with
a 40% overlap into a deformable barrier).

» Side Impact (50km/h side impact by a 950kg
deformable barrier into a stationary vehicle).

o Vehicle manufacturers have developed criteria to
simulate vehicle collision and to conduct crash tests.

* Electronics are used extensively in engine management,
transmission control, traction control, braking systems (Anti-
lock Brake Systems (ABS)), airbag and seatbelt pre-tensioner
deployment.

In 2010, the design, manufacturing methods and
electronics used in the majority of vehicles could be
characterised as:

e The fundamental vehicle structure is manufactured from
formed parts.

o The majority of metal parts are pressed, however hydro-
forming is a technique which is also used to create formed
parts.

= Tailored rolling is a new technique which allows
smooth and quick transitions from one thickness to
another. It involves creating a blank with various
thicknesses which are then pressed or formed into the

final shape.
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o There are a range of metals (Steel and/or Aluminium)
used which have yield stresses which range from 150MPa
to over 1000MPa.

o Structural foam and structural plastics are now
commonly used. The foams and plastics can be using in
isolation, in combination with one another or the
structural metals.

o The bonding techniques used in vehicles to connect
structural elements include:

» Spot welding.
» Laser welding.
= Fasteners.

= Adhesives.

* The crashworthiness requirements have increased to include
evaluations of the vehicle as a whole system:

o Full Frontal Impact Occupant Protection ADR 69
(48km/h impact by the test vehicle into a rigid barrier).

o Dynamic Side Impact Occupant Protection ADR 72
(either: a 50km/h side impact by a 950kg deformable
barrier into a stationary vehicle or a 54km/h 27° crabbed
side impact by a 1360kg deformable barrier into a
stationary vehicle).

o Offset Frontal Impact Occupant Protection ADR 73
(56km/h impact by a test vehicle with a 40% overlap into
a deformable barrier).

o ANCAP conducts 4 internationally recognised crash
tests:

» Frontal Offset (64km/h impact by a test vehicle with
a 40% overlap into a deformable barrier)

» Side Impact (50km/h side impact by a 950kg
deformable barrier into a stationary vehicle)

» Pole Test (29km/h side impact by a test vehicle
mounted on a trolley into a rigid pole)

» Pedestrian (40km/h impact)

o Vehicle manufacturers have developed criteria to
simulate vehicle collision and to conduct crash tests.

* Electronics are used extensively in engine management,
transmission control, braking systems (ABS, brake force
distribution), collision avoidance (Electronic Stability
Control), airbag and seatbelt pre-tensioner deployment,
parking assistance (proximity sensing, reversing cameras),
seat positioning, driver information display, tyre pressure
sensors, etc.

The fundamental changes which have occurred and are
occurring in the Australian passenger vehicle fleet from the
late 1980's to present are:
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* The move to using:

o More high strength, ultra high strength and boron steels
to achieve improved structural performance and/or to
reduce mass.

o Composite structures (combination of metals, foams,
plastics and other materials).

* The increasing use of electronics.

e The increasing consumer, manufacturer and regulatory
requirements for safety.

* The consideration of environmental impacts on the build,
operation and disposal.

Any new SWO criteria need not only to address the
existing Australian passenger vehicle fleet but the future
vehicle fleet to ensure that it remains relevant.

INITIAL CONSIDERATION

An initial consideration by the authors was to create an
evaluation system based on rating classes of vehicles by their
relative safety-related design characteristics, e.g. Class A, B,
C etc. The individual criteria would be based on a vehicle's
crash performance and methods of manufacture. Within the
classes there would be different levels of sustainable damage
criteria for different types of collision, such as:

* A lateral pole impact to the driver side door:

oA 2010 Audi TT could sustain up to 120mm
deformation to the vehicle body in a lateral pole impact
yet still be structurally sound, whereas

°© A 1998 Holden (General Motors) Commodore could
sustain 380mm deformation to the vehicle body in a
lateral pole impact and be structurally sound.

To support such an approach a database would be
required to correlate the vehicle (make, model and year),
collision type (full frontal, frontal offset, frontal narrow
object, side, side offset, side narrow object, full rear, rear
offset, rear narrow object, rollover and other) and damage
criteria. For thirty different vehicle makes, each producing on
average twenty-five different models over a fifteen year
period, there would be 750 vehicles each requiring criteria for
the eight different identified collision types, which equates to
8,250 individual criteria.

The advice from the ERG was that if the system was not
easy to use then it would not be practicable, this approach
was discounted on grounds of its relative complexity. An
alternative to classify vehicles using the New Car Assessment
Program (NCAP) used by Australia, Europe, United States of
America and Japan was also rejected on the basis that a
separate process would be required to classify any vehicle not
tested by NCAP and the collision type is not evaluated by
NCAP (i.e. frontal narrow object, side offset, all rear impacts

and rollover). Documents
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SECTION 2. ISSUES WITH THE
PRE-2010 CRITERIA

THE STRUCTURAL DAMAGE
CRITERIA

In three of the existing five impact damage indicators
(Roof (turret), Floor pan (cabin area) and Firewall), a 300mm
by 300mm (12" x12") or more area is defined as an indicator
of damage. Whilst a 300mm by 300mm (12" x12") area of
damage may represent significant structural damage for one
type of vehicle, however for another type of vehicle it may
not.

Indicators of structural loading are bending, fracturing,
cutting, cracking, buckling and/or material folding over onto
itself.

The identification of structural damage needs to expand
from only allowing one area of significant structural damage
per vehicle element (roof, floor pan, firewall and suspension)
to allow for the possibility of multiple areas of significant
damage i.e., if there is structural damage to three separate
suspension stations, they should be assessed to be three
distinct areas of damage rather than just one for the
suspension as a whole.

Note that doors are structural elements however doors are
also replaceable elements and hence have not been included
as part of the structural damage criteria.

ROOF

The pre-2010 criteria specifically identify the vehicle roof
as an area which can indicate impact damage. In some States
and Territories the roof turret is also included.

The pillars on a modern vehicle are integral to the
fundamental structural performance of the vehicle in forward,
side and rollover collisions. The exclusion of the vehicle
pillars in the current criteria is a weakness. An example of the
weakness is:

Consider a vehicle which is involved in a
collision such that the emergency services cut
both A and B pillars, so that the roof can be
folded back to allow extraction of the vehicle
occupants. An interpretation of the current
criteria is that the vehicle has sustained
damage to only one of the three possible
criteria. Having both A and B pillars cut and
the  roof deformed  will  structurally
compromise the vehicle. The only effective
repair is to replace both A and B pillars and
the roof- Reattaching the cut and bent
elements will result in a cosmetic repair, but
will not provide an effective structural repair.

The roof and the pillars should be separated into different
impact damage indicators, with damage to the roof and to
individual pillars considered as separate indicators of
structural damage. Hence structural damage to the roof and

Full document details: SAE 2012-01-0576

two pillars or damage to three pillars would each represent
three areas of structural damage.

FLOOR PAN

Damage to the vehicle floor pan should continue to be an
indicator of structural loading.

FIREWALL

Damage to the vehicle firewall should continue to be an
indicator of structural loading.

LONGITUDINAL STRUCTURAL RAILS/
CHASSIS

The design of vehicles has significantly improved from
the early 1990s such that an NCAP crashed 5 star vehicle has
limited damage to the firewall but significant damage to the
forward structural rails/chassis. In a longitudinal collision, the
structural rails of the vehicle control the amount of
deformation. The pre-2010 criteria do not address this major
transformation in vehicle design and the longitudinal
structural rails/chassis should be considered to be a critical
structural element in their own right.

Damage to an individual longitudinal structural rail
should be counted as an individual area of structural damage
and hence damage to two longitudinal structural rails would
account for two areas of structural damage.

SUSPENSION

The pre-2010 criteria for the suspension should be
modified. The pre-2010 criterion groups all suspension
damage as one indicator of damage. The grouping of all
suspension damage into one in the current criteria is a
weakness. An example of this weakness is:

Consider a Ford Falcon XR6 utility which has
slid sideways such that the front right wheel,
the front left wheel and rear axle assembly are
ripped off the vehicle. Using the current
criteria this would count as one indicator of
damage, when there have clearly been three
(independent front left and right wheels and
the rear axle).

The damage to the mountings to the chassis/body of the
independent suspension units and/or to connected axles
should be considered as each representing an indicator of
damage.

MECHANICAL COMPONENTS

The pre-2010 criteria for the mechanical components
should be retained as an indicator of damage.

SUPPLEMENTARY RESTRAINTS

There were various discussions with ERG members about
the deployment of airbags as an indicator of significant
structural loading of the vehicle. The authors would accept
that in the early to mid-1990s airbag deployment may or may

not have been a good indicator of Bﬂ%tﬂﬁémgl

Document Sharing Hub


http://avadocuments2026.com/doc/sae-2012-01-0576
http://avadocuments2026.com/doc/sae-2012-01-0576

Richardson et al / SAE Int. J. Passeng. Cars - Mech. Syst. / Volume 5, Issue 1(May 2012) 523

makes and models of vehicles available. However, the
proliferation and current understanding of triggers for airbags
has improved such that the airbag is part of an overall vehicle
safety system (structure, active restraints and passive
restraints).

The current intent of airbags is that they deploy to protect
the vehicle occupants when the vehicle is involved in a severe
collision such that the structure has been dynamically
structurally loaded beyond the capacity of just the seatbelt
restraints!. It also needs to be recognised that the
manufacturers of the majority of vehicles equipped with
airbags will have spent considerable effort in designing,
testing and evaluating the effect and trigger for the
deployment of airbag(s).

The deployment of airbags (frontal, side and/or curtain) is
defined by criteria developed by the vehicle designer/
manufacturer and indicate that the vehicle has been
structurally loaded. Airbag deployment should therefore be
used as an overall indicator of damage.

THE FIRE DAMAGE CRITERIA

The pre-2010 fire damage criteria are vague and open to
significant interpretation.

Smoke only damage to a vehicle will not cause a safety
concern. Smoke only damage to a vehicle should be
addressed outside of the RWO and SWO criteria altogether.

Fire damage to non-structural panels i.e., doors, bonnet,
boot and quarter panels are not sufficient to meet the SWO
criteria.

Currently, significant numbers of vehicles are
manufactured from high and ultra-high strength steels,
aluminium, foams and/or composite materials and their use is
increasing. These materials are susceptible to structural
degradation when exposed to heat from a fire.

Structural fire damage can be caused internally (engine,
cabin and/or boot) and/or externally (adjacent wvehicle,
building or bush).

The existing criteria need to be modified to specifically
accommodate structural fire damage. The structure of the
vehicle would be defined as the roof, pillars, floor, firewall
and or structural rails/chassis. How best to assess the intensity
of the fire was discussed extensively with members of the
ERG.

Blistering of the paint was considered to be a pragmatic
and practical method to assess if sufficient heat had been
transferred into the vehicle structural elements to cause
structural degradation of high and ultra-high strength steels,
aluminium, foams and/or composite materials.

THE WATER DAMAGE CRITERIA

The ERG were able to identify that the pre-2010 salt
water criteria was based on the corrosive characteristics of
salt water on the vehicle structure. Discussions identified that
a limitation of the pre-2010 criteria was immersion in
brackish water and the effect of fresh water on current
electronics and wiring.

The pre-2010 criteria allowed up to immersion in fresh
water for 48 hours up to the dash/steering wheel. Current
vehicles have electronic, electrical and pyrotechnic safety
systems on or near the vehicle floor. The discussion within
the ERG focused on obtaining credible information about the
water resistance, water proofing and/or depth of immersion
build standard of vehicle electronic, electrical and
pyrotechnic safety systems.

The question of water resistance was raised directly with
the vehicle manufacturers. In his response on behalf of
manufacturers Mr Hurnall advised that: “The industry
considers that any immersion in fresh water would adversely
affect electronics/wiring. Consequently, the criteria for fresh
water immersion should reflect that for salt water immersion,
i.e. “If the vehicle is immersed in salt/fresh water above the
door sill level ....for any period the vehicle must be classified
as a SWO.””

The exiting criteria need to be modified to accommodate
the immersion of electronic, electrical and pyrotechnic safety
systems.

SECTION 3. SWO CRITERIA
STRUCTURAL CRITERIA

The structural criteria should be expanded from five to
eight criteria, with the requirement that once a vehicle has
received damage to any three of the identified seven
structural areas and/or supplementary restraints it is deemed a
SWO, i.e. two structural areas and supplementary restraints
or three structural areas. Currently, and it is expected that into
the future, it is anticipated that there will be a range of
vehicles available most likely from 2 star crash performance
to 5 star crash performance. The expansion to eight criteria
and the retention of damage to three of the eight to categorise
a vehicle as an SWO will increase the number of SWO's. The
approach taken errs on the side of caution and safety to
further restrict significantly damaged vehicles sold by
insurers at public auctions.

1

The following is extracted from Autoliv's web site: “Airbags are among the most important automotive safety products, since the concept of inflating a textile cushion could be used in

both frontal impacts and side impact collisions to protect a great variety of body parts. In frontal impacts, for instance, driver airbags are estimated to reduce fatalities by 25% for belted
drivers and serious head injuries by over 60%. For front-seat passengers (that are further away from the instrument panel than a driver from a steering wheel) the protective effect is estimated
to be 20%. In side impacts curtain airbags are estimated to reduce the risk for life-threatening head injuries when occupants are sitting on the side of the vehicle that is struck, while thorax
airbags reduce serious injuries to the chest by approximately 25% in side-impact collisions. There is also an increasing demand for knee airbags and anti-sliding airbags, because frontal
airbags and modern seatbelts have reduced the risk for head injuries but not the injuries to the legs. Consequently, there is a growing focus on using airbags to also prevent long-term

disabling leg injuries. It is important that people not only survive crashes but also are able to walk, and lead a normal life.” http://www.autoliv.com/wps/wcm/connect/

autoliv/Home/What+We+Do/Airbags

Full document details: SAE 2012-01-0576

Documents

Document Sharing Hub


http://www.autoliv.com/wps/wcm/connect/autoliv/Home/What+We+Do/Airbags
http://www.autoliv.com/wps/wcm/connect/autoliv/Home/What+We+Do/Airbags
http://avadocuments2026.com/doc/sae-2012-01-0576
http://avadocuments2026.com/doc/sae-2012-01-0576

