
INTRODUCTION
Selective firing of engine cylinders has been used for load

control going back at least to the late 19th century in
agricultural engines common at the time regulated by a
governor which cut off cylinders to maintain constant speed.
In automotive applications, engine torque production is
demanded by the vehicle driver in an often highly transient
manner. The basic concept of Dynamic Skip Fire technology
is to manage torque production in response to the driver
command via selectively engaging or disengaging torque
production from engine cylinders rather than by throttling.
The operation of each firing cylinder can be optimized for
best thermal efficiency, subject to possible constraints such as
air-fuel mixture ratio, peak pressures or temperatures
(durability), and other factors.

Dynamic skip fire technology is a good match for
throttled, spark ignited engines in which full load combustion
in each cylinder has excellent fuel conversion efficiency,
controllable peak pressures and temperatures, and emissions
manageable via modern catalytic converter technology.
Mechanically it is a good fit with today's hydraulic-
mechanical cylinder deactivation technology which has
reached a high level of durability and refinement in
production vehicles.
 
 

The benefits of dynamic skip fire engine operation which
will be described further in this paper include:

1.  Fuel economy improvement via removal of pumping
losses and optimization of combustion. For each engine
speed, a sweet spot of thermal efficiency for operating
cylinders exists which is at high load for throttled engines due
to minimized pumping loss. With combustion occurring
preferentially in this regime, the engine combustion system
can potentially be optimized to match this operating area.
Finally, with intake or exhaust (or both) valve deactivation in
place, inactive cylinders are prevented from pumping air
through the engine, which enables effective use of three-way
catalyst technology.

2.  Wide authority over generation of vibrational and
acoustic excitations. In normal throttled operation of an
engine, excitation spectra are tied to the engine speed, and
magnitude is determined by the level of throttling, whereas
with dynamic skip fire technology the spectra are additionally
controlled by the number and sequence of firing cylinders.
Full dynamic control of firings and non-firings of engine
cylinders means that noise, vibration and harshness (NVH)
can be dealt with algorithmically, in a flexible and systematic
way.
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ABSTRACT
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HISTORY OF SKIP FIRE
OPERATION AND CYLINDER

DEACTIVATION SYSTEMS
Use of selective firing of cylinders as a means to regulate

engine torque production goes back to the late 19th century in
single-cylinder portable engines widely manufactured and
broadly employed for various tasks in agriculture and
manufacturing. The “hit and miss” regulation mechanism
varied the “hit” or “miss” of engine cycles based on the
applied load. In one such system [1], when load removal
caused the engine speed to climb, a mechanical governor held
open the exhaust valve following the exhaust stroke. The
subsequent intake stroke then pulled fresh air from the open
exhaust port at atmospheric pressure leaving the intake valve
closed, creating a “miss” engine cycle with no combustion.
As load caused engine speed to decrease the mechanism
allowed the exhaust valve to close. The intake stroke of the
piston then created vacuum in the cylinder opening the intake
poppet valve, held closed by a light spring, drawing in air and
fuel. The subsequent compression and power strokes
generated the “hit” engine cycle. These systems generally
relied on a large inertial flywheel to buffer cylinder and load
torques, and a low speed of operation permitting use of the
light intake valve spring operated by cylinder vacuum.

Application to computer-controlled automotive engines
dates back at least to 1978 when Ford advanced engineering
implemented cylinder deactivation via hydraulic rocker
deactivation developed by Eaton [2,3].

Production automotive release of cylinder deactivation
began in 1981 with the Cadillac “Modulated Displacement”
also known as V8-6-4 [4]. The application used lost-motion
rocker arm studs controlled by solenoids that deactivated
intake and exhaust valves. The system demonstrated the fuel
economy benefit of operating on 6 or 4 cylinders under light
to medium load conditions but the response time to re-engage
all cylinders with the limited computing power and system
diagnostics of the time led to poor consumer acceptance.

In 1982 Mitsubishi introduced a 1.4L, 4 cylinder variable
displacement engine named Orion-MD [5] which deactivated
intake and exhaust valves on cylinders 1 and 4 using an
engine oil hydraulic operated rocker arm which provided for
lost motion at the valve tip rocker pallet interface by means
of a moveable stopper plate. The system utilized a cam-
driven auxiliary oil pressure boost pump and accumulator to
maintain operation. Mitsubishi demonstrated 20% reduction
in fuel consumption in the Japanese 10-mode driving cycle
and 11% on the EPA city schedule. In the EPA city test 2
cylinder operation was used for 54% of the driving schedule.

DaimlerChrysler introduced cylinder deactivation on its
production 5.7L Hemi V8 in the 2004 model year [6]. The
system utilized deactivating valve lifters with hydraulically
actuated latching pins on 4 cylinder positions providing for
V8 operation with firing order 1-8-4-3-6-5-7-2 or V4 with
firing order 8-3-5-2.

General Motors released a similar system for its 5.3L
OHV V8 for the 2005 model year. In 2007 GM applied the
system to its OHV 3.9L 60° V6 engine with variable valve
timing [7]. In the V6 configuration the right bank cylinders
1-3-5 are equipped with deactivation lifters. In a 2007 Impala
the V6 with AFM achieved 5.5% fuel economy increase over
the 2006 on the city schedule and 7.5% improvement
highway.

In 2005 Honda introduced Variable Cylinder
Management (VCM) providing 6 and 3 cylinder operation of
its V6 engine. For 2008 model year Honda introduced its new
3.5L i-VTEC Variable Cylinder Management (VCM) which
added a 4 cylinder mode, allowing 6, 4 and 3 cylinder modes
[8]. In 3-cylinder mode all cylinders on bank 1 are
deactivated, and in 4 cylinder mode one cylinder on each
bank is idled. This system requires four hydraulic circuits
passing through the rocker shafts. The new 3.5L V6 increased
EPA highway fuel economy by 10% (29 vs. 26 mpg) and city
by 6% (19 vs. 18 mpg) over the 3.0L V6 of the 2007 model
year. The VTEC VCM mechanism is oil-pressure hydraulic
linked rocker arms controlled by spool-valve solenoids to
apply pressure to shuttle a lock pin linking the cam following
rocker arm to the valve activating rocker arm.

Recently Mercedes introduced AMG Cylinder
Management for its 5.5L V8 using lost-motion lash adjusters
to operate in V4 mode[9], and new for 2013 Lamborghini's
Cylinder Deactivation System (CDS) to turn off one bank of
its V12 [10].

The 2012 Audi S8 applied Cylinder on Demand to the V8
using selectable cam lobes (Audi Valvelift System) [11] to
produce zero valve lift to go from V8 to V4 mode. This
system will see Audi 4-cylinder applications in 2013.

VW has introduced for 2013 Active Cylinder
Management Technology (ACT) on its new 1.4-liter TSI 4-
cylinder with direct injection and turbo charging in the Polo,
which develops a power output of 103 kW [12], with a
combined fuel consumption of just 4.6 l/100 km (51 mpg
US), equivalent to 107 g/km CO2). The mechanism
introduced on the Audi V8 is applied to cylinders 2 & 3 on
this engine to deactivate in light to medium loads (25-75 N-
m) over speeds from 1400-4000 rpm, covering approximately
70% of the NEDC, reducing fuel consumption by about 0.4
l/100 km.

As can be seen in the above list of recent and upcoming
applications, the basic cylinder deactivation technology has
seen wide acceptance for production by major automotive
OEMs.

One common characteristic of production automotive
cylinder deactivation systems is that they tend to exit variable
displacement operation to conventional all-cylinder operation
any time the driver requests non-trivial additional torque by
further depressing the accelerator pedal. Often this happens
even though the engine is capable of delivering the desired
torque using only the reduced number of cylinders that were
being used in the variable displacement mode. It is believed
that the reason that variable displacement operation is exited
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so readily is due to the difficulty of controlling the engine to
provide substantially the same output regardless of which
subset of cylinders is being used.

Another common characteristic of production automotive
cylinder deactivation systems is that they switch to one or at
most two reduced cylinder sets, such as eight to four
cylinders or six to four to three. Over the years, a number of
skip-fire engine control arrangements have been proposed
which do not simply switch back and forth to reduced
cylinder sets, but skip working cycles of cylinders.

Daimler-Benz patented a concept for skipping working
cycles in fixed patterns, with distributions approximately
uniform in time [13]. In this system a fixed amount of fuel
was fed to the firing cylinders so that they worked near their
optimum efficiency. Although the distribution of the skipped
working cycles varied based on the load, a discrete number of
different firing patterns were contemplated so the power
output by the engine would regularly not match the desired
load precisely. The authors recognized a risk of introducing
resonant vibrations into the engine crankshaft in some
patterns, and proposed a second embodiment utilizing a
random distribution of cylinder firings to reduce this
possibility. That approach has the disadvantage of
introducing larger variations in torque, which the authors
appear to have recognized, and proposed the use of a more
robust flywheel than normal to compensate for the resultant
fluctuations in drive energy.

The dynamic skip fire approach described in this paper
and disclosed in a series of U.S. Patents [14, 15, 16, 17, 18,
19, 20] does not rely on fixed cylinder deactivation as in
current-production cylinder deactivation systems, or on
switching between fixed patterns, but rather varies the firings
and skips continuously with load demand.

CONCEPT AND DESIGN
CONSIDERATIONS OF DYNAMIC

SKIP FIRE OPERATION
Fundamentals of Dynamic Skip Fire Operation. The basic

concept of dynamic skip fire operation is to use firings or
non-firings of engine cylinders to satisfy engine torque
demand rather than throttling or other torque reduction
mechanisms which reduce thermal efficiency. Figure 1 shows
this conceptually; in proportion to the torque demand, the
occurrence of firing cylinders increases.

Figure 1. Dynamic Skip Fire Concept

In the Tula DSF system, fire/no fire decisions are made at
each firing opportunity, dictated by engine speed and cylinder
count, to keep pace with the continuously varying input
torque demand. That is, sets of cylinders are not pre-
programmed into patterns but rather the decision whether or
not to fire each individual cylinder is made as it comes along
in the firing order.

Realization of fuel consumption benefits is achieved by
reduction of thermal efficiency losses, primarily pumping
losses and combustion inefficiency. Operation with high
manifold pressure achieves reduction in pumping work,
whereas combustion is generally more complete and can be
more optimally phased in relation to the piston motion with
larger cylinder air-fuel charge. The availability of cam
phasing or other cylinder charge reduction mechanism
provides a third control input which can be manipulated to
achieve even higher optimization of fuel conversion
efficiency gains and tradeoff with NOx/HC emissions.

As discussed later in this paper, NVH considerations
modify the basic concept of firings in proportion to torque
demand described above. With full control over which firing
opportunities are realized as firings, there is wide control over
the vibrational and acoustic excitations; fires may be
rearranged in time to obtain favorable vibration and
acoustics.

Additional factors may enter into the choice of when to
fire and skip, for example if need exists to not deactivate
cylinders for long periods of time. Such factors can be
incorporated in the algorithmic design to meet constraints
while still meeting the driver's torque demand.

Although dynamic skip fire operation can be achieved via
fuel shutoff alone, valve deactivation enables effective use of
three-way catalysts as well as further reducing pumping
losses. Full dynamic skip fire operation in conjunction with
cylinder deactivation implies any-cylinder, anytime
deactivation. This is achievable with modern hydraulic-based
deactivation hardware. The charge trapping strategy needs to
be selected appropriately in order to achieve favorable fuel
consumption benefits with dynamic skip fire operation. Even
in the case that only certain cylinders have deactivatable
valves, dynamic skip fire can still be operated although with
reduced NVH performance.

An inbuilt advantage of dynamic skip fire operation is that
in contrast to current production cylinder deactivation
systems, the cylinders being deactivated are not always
restricted to the same set, but rather deactivation is uniformly
distributed among the cylinders, avoiding any differential
wear concerns.

Thermodynamic Considerations
Fuel consumption benefits in dynamic skip fire engine

operation are achieved by reduction of thermal efficiency
losses in the engine. This section discusses the factors
relating to thermal efficiency affected by cylinder
deactivation and in particular by dynamic skip firing where
the deactivation system is used to its full potential.
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Pumping Loss
The main thermodynamic effect of dynamic skip fire

operation is removal of pumping loss. In DSF operation the
engine can be operated with high manifold pressure since the
skipped cylinders to not create torque. PV work during a
pumping loop is directly related to intake manifold pressure;
idealized, the pumping loop plot is rectangular with one side
at intake manifold pressure, and the other at exhaust pressure,
thus the work expended in gas exchange is

With intake pressure approaching atmospheric pressure,
the pumping work is significantly reduced. In applications
including valve deactivation, a further benefit is realized in
that the skipped cylinder pumping loss is completely
removed.

Friction
Friction in piston engines consists of sliding and viscous

losses in the crank train and valve train. In the crank train,
firing cylinders have higher piston skirt and ring side forces
in DSF operation due to higher cylinder combustion loading,
whereas non-firing cylinder side forces depend on the gas
trapping strategy. Low-pressure gas trapping, taking place if
valve deactivation occurs after the exhaust stroke, will have
small side forces. High-pressure gas trapping, when valve
deactivation occurs before the exhaust stroke, will have much
larger side forces. With low-pressure gas trapping strategy
the total crank train frictional losses will be roughly the same
as in throttled operation.

With valve deactivation, valve train friction is
significantly reduced in the portion of the valve train no
longer having loading on its sliding surfaces. For example in
a pushrod engine with deactivatable lifters, the deactivated
valve spring force is removed which reduces loads on all
bearing surfaces of the lifter, rocker, and cam connected to
that cylinder, including portions still operating in lost motion.

Combustion and Heat Transfer
In cylinders firing at low load, the heat transfer as a

fraction of the total energy fuel energy released in
combustion can be large. In DSF operation, with combustion
events occurring at higher load, less heat transfer loss as a
proportion of the fuel energy can be realized, depending on
the in-cylinder charge motion. With larger cylinder air-fuel
charge, combustion is more stable and can be more optimally
phased in relation to the piston motion. Higher residual
fraction can also be tolerated which allows better NOx
emissions via increased cam retard and/or external EGR.

NVH Considerations
Vibration Considerations

Full-authority dynamic skip fire operation gives wide
control over excitation spectra. Excitation spectra
management goals include avoiding

• Frequency bands particularly perceptible by humans
(vibration of body, hand, foot, or auditory)

• Coupling with mechanical resonances (mirror, steering
wheel)

• Coupling with acoustic modes (exhaust system, cabin)
The first design consideration listed above is human body

vibration perception/comfort. ISO2631 [21] is an
international standard defining methods of quantifying
whole-body vibration in relation to human comfort and
likelihood of vibration perception. Figure 2 shows frequency
weightings from the standard to be applied in evaluating
vibration. Table 1 and Figure 3 define the locations and
directions to which the weighting factors are to be applied.

Figure 2. Comfort/perception frequency weightings from
ISO 2631

Table 1. Applicability of comfort/perception weighting
factors to locations on the body and directions of

acceleration
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