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ABSTRACT

A two-passenger, all-wheel-drive urban electric vehicle (AUTO21EV) with four direct-drive in-wheel motors has been
designed and developed at the University of Waterloo. An advanced genetic-fuzzy active steering controller is developed
based on this vehicle platform. The rule base of the fuzzy controller is developed from expert knowledge, and a multi-
criteria genetic algorithm is used to optimize the parameters of the fuzzy active steering controller. To evaluate the
performance of this controller, a computational model of the AUTO21EV is driven through several standard test
maneuvers using an advanced path-following driver model. As the final step in the evaluation process, the genetic-fuzzy
active steering controller is implemented in a hardware- and operator-in-the-loop driving simulator to confirm its

performance and effectiveness.
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INTRODUCTION

Recently, electric vehicles (EVs) have attracted a great
deal of interest as an elegant solution to environmental and
energy concerns. Among other benefits, EVs are more
efficient and can reduce or eliminate the environmental noise
and pollutants that are associated with conventional internal
combustion engine (ICE) vehicles considerably. Also, thanks
to substantial improvements in electric motor and battery
technologies, EVs now have driving performance metrics that
are comparable to those of ICE vehicles. In addition, EVs are
more appealing platforms on which to apply advanced motion
control techniques, since the motor speed and torque can be
generated and controlled almost instantly, and more
accurately than any ICE or even hydraulic brake system.

Figure 1 illustrates the AUTO21EV, which is a two-
passenger, all-wheel-drive urban electric vehicle that has
been developed and modeled in this work using the ADAMS/
View and MapleSim software packages. This vehicle has a
configuration similar to that of the commercially-available
Smart fortwo, but is equipped with four direct-drive in-wheel
motors and an active steering system on the front axle. Table
1 lists some of the relevant parameters used in the
AUTO21EV model. The use of small but powerful direct-
drive in-wheel motors allows for the implementation of the
most advanced all-wheel-drive system in which the optimal
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traction force can be generated on all tires by controlling the
tire slips at all times.
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Figure 1. AUTO21EV concept vehicle

In 2004, BMW introduced its first commercial active
steering system in its 5-series class of vehicles [1]. Active
steering bridges the gap between conventional steering
systems and steer-by-wire technologies. Although an active
steering system allows for driver-independent steering

intervention, the mechanical linkage between the steering

wheel and the rack-and-pinion systﬂdtﬂ]‘rﬁ"@hf@
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remains in place, acting as a fail-safe mechanism. An active
steering system facilitates two major functions: realizing a
variable steering ratio, and maintaining vehicle stability and
maneuverability during emergency maneuvers or when
driving conditions call for a change in steering response.

Table 1. AUTO21EYV model parameters

Parameter Value Unit
Vehicle mass (M) 1075 kg
Vehicle yaw moment of inertia (I.;) 1171 kg m*
Distance from CG to front axle (a) 0.82 m
Distance from CG to rear axle (b) 0.98 m
Front track width (t7) 1.275 m
Rear track width (t;) 1.35 m
Front tire cornering stiffness (CF) 45570 N/rad
Rear tire cornering stiffness (C.r) 45570 N/rad
Tire size 175/55 R15 -
Tire unloaded radius (r) 0.29 m

The fundamental design conflict faced by conventional
steering systems involves choosing a suitable geometric
steering ratio, which affects not only the steering effort in the
maneuvering range, but also the vehicle dynamics at higher
speeds. An active steering system resolves this conflict by
increasing the steering ratio at higher speeds to enhance the
responsiveness of the vehicle, while decreasing it at lower
speeds to enhance the maneuverability. The variable steering
ratio is realized using a double planetary gear and an electric
motor, adding additional steering angle to the driver's input at
low speeds and counter-steering slightly at higher speeds.
This property not only avoids hand-over-hand steering when
parking, but also ensures that an essentially constant steering
effort is required in the medium- and high-speed ranges.

Another substantial advantage of an active steering
system is its ability to electronically augment the driver's
steering input to stabilize the vehicle. In general, steering
intervention can provide a faster response than braking
individual wheels, as is done by an electronic stability control
(ESC) system, since it takes time to build up hydraulic brake
pressure. In contrast to braking intervention, controlling the
vehicle using steering intervention is generally considered to
be a continuous process and is not perceived by the driver-or,
at least, is not perceived as being disruptive or annoying [1].
Figure 2 compares the effectiveness of an ESC system to that
of an active steering system for correcting an oversteered
vehicle, where the rear tires have reached their limit of
adhesion during a left turn. In such a situation, an ESC
system applies a braking force (Fg) to the front-outside tire to
generate the required corrective yaw moment, which is
calculated as follows [2]:

1)

Full document details: SAE 2013-01-0688

where t¢ is the front track width of the vehicle. An active
steering system, on the other hand, applies a counter-steering
angle in order to generate the same corrective yaw moment,
but does so using the lateral forces of the front tires:

MZ’ s 2Fy -a
(2)
where a is the distance between the front axle and the vehicle
center of mass. Assuming that the same corrective yaw

moment is generated by these two systems, and knowing that
the front track width (tf) of most passenger cars is

approximately equal to the distance between the center of
gravity and the front axle (a), the required lateral force (Fy)
on the front tires is only one-fourth of the required braking
force (Fp):
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Figure 2. Generation of a corrective yaw moment by an
ESC system through braking intervention (left) and by
an active steering system through steering angle
intervention (right)

Therefore, it is advantageous to use steering intervention
rather than braking intervention to generate a corrective yaw
moment when controlling a vehicle on slippery surfaces,
where the limits of adhesion can be easily reached. Active
steering is also effective at correcting the side-pushing effect
that occurs when driving on a p-split road (due to the
different traction forces on the two sides of a vehicle);
however, an active steering system is only effective in a
limited range due to the limitations of the actuators. For
instance, BMW's active steering system is only able to apply

up to 3 degrees of steering angle on thﬂ@@mﬁémg

Document Sharing Hub


http://avadocuments2026.com/doc/sae-2013-01-0688
http://avadocuments2026.com/doc/sae-2013-01-0688

Jalali et al / SAE Int. J. Passeng. Cars — Electron. Electr. Syst. / Volume 6, Issue 1(May 2013) 243

equivalent to a driver steering wheel input of about 55
degrees [1].

Almost every active steering system on the market today
is based on the classical proportional-integral-derivative
gains of such a PID controller requires extensive and rigorous
field tests that are conducted by vehicle experts in a car
manufacturing company. In this work, however, we develop a
novel fuzzy active steering controller and a reliable method to
tune its membership functions in an optimized way, which
makes expensive field testing unnecessary for the most part.

DEVELOPMENT OF AN ADVANCED
FUZZY STEERING CONTROLLER

A complete steering system has been developed for the
AUTO21EV in the ADAMS/View environment by Bode [7],
where the kinematics and dynamics of the steering system
have been analyzed. This steering system has a 55%
Ackermann behavior in order to allow for a smaller turning
radius and a higher lateral force capacity on the front-outside
tire when moving laterally at higher speeds. The nonlinear
characteristics of the steering system have been implemented
in a MapleSim model of the AUTO21EV using a look-up
table and an independent motion driver for each wheel on the
front axle.

Vehicle
S Model

__________________________ Steering .
System Wi

Genetically
Tuned
Fuzzy

Controller

Figure 3. Block diagram of the fuzzy active steering
system developed for the AUTO2IEV

Fuzzy logic control systems are robust and flexible
inference methods that are effective at tackling complicated
nonlinear dynamic control problems. As such, they are
ideally suited for controlling the highly nonlinear behavior
inherent in vehicular dynamics. Fuzzy control systems can
tolerate imprecise information and can describe expert
knowledge in vague linguistic terms, which suits the
subjective nature of vehicle control design [8] and active
steering systems in particular. With this in mind, a fuzzy
active steering system is developed based on the AUTO21EV
steering system. A multi-criteria genetic algorithm is used to
optimize the shapes and distributions of the fuzzy
membership functions associated with the input and output
variables in order to minimize the vehicle trajectory, yaw
rate, and sideslip angle errors. The rule base of the fuzzy
active steering system is described in vague linguistic terms
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using expert knowledge, which suits the subjective nature of
vehicle stability and handling. Shown in Figure 3 is a block
diagram of the fuzzy active steering system. The inputs to the

fuzzy controller are the yaw rate error (V) and the rate of

change of the yaw rate error é(\i’); the output of the controller
is the steering angle required to correct the driver's steering
input.

Many researchers have claimed that information about the
yaw rate alone is not always sufficient to identify an unstable
vehicle operating at its physical limit, and argue that more
comprehensive control can be achieved by simultaneously
considering the vehicle sideslip angle, to which the driver is
particularly sensitive (preferring small angles [9]). Since the
active steering system has a limited range of effectiveness,
however, knowledge of the sideslip angle is not expected to
be of substantial benefit in emergency situations. In other
words, in cases where a high sideslip angle is likely, an active
steering system would not be stabilizing the vehicle on its
own. Instead, an active steering system would act as a
complementary system, helping to stabilize the vehicle in
collaboration with other active chassis subsystems [10, 11].
With this in mind, a linear bicycle model is used as a
reference model to calculate the desired yaw rate of the
vehicle, to which the controller attempts to match the
nonlinear behavior of the vehicle. The desired yaw rate is
computed as a function of the front axle steering angle (&)

and the vehicle forward velocity (vy) as follows:

v
f oy = —————— % tan (0,
l//des (L +Km x Vj) (w)
“)
The understeering gradient of the vehicle (K,q) is
calculated as follows:

K =__ X L - i
“L C C
)

where L is the wheelbase, M is the curb mass of the vehicle, a
and b are the distances of the front and rear axles from the
vehicle center of mass, and C,g and C,r are the lateral

stiffnesses of the front and rear tires, respectively. Using
equation (5), the understeering gradient of the AUTO21EV is

determined to be 0.0021 rad/m/s®. Since the lateral
acceleration of the vehicle is fundamentally limited by the
friction coefficient between the tires and the road, the
maximum desired yaw rate is also limited. The steady-state
lateral acceleration of the vehicle can be expressed as follows
[12]:

2
v

|ay| = ;; = |l7[/des va| S (Iuy.max Xg)

(©)

where R is the radius of curvature, g is the acceleration due to

gravity, and uy, gy is the maximum latalﬁleﬁfﬁ(éfﬁ;lﬁgt
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between the tire and the road. The desired yaw rate must,
therefore, be limited by the following value:

e * 8
v

x

<

| Wdes

)

It is important to note that the actual yaw rate of the
vehicle can be measured directly using a gyroscope.

The definitions of the input and output variables used in
the fuzzy active steering system are provided in Table 2. In
the fuzzification stage, the controller inputs are normalized to
simplify the definition of the fuzzy sets. To provide sufficient
rule coverage, five fuzzy sets are used for the yaw rate error
and the rate of change of the yaw rate error. The output of the
fuzzy controller must be defuzzified and scaled before being
used by the steering system. Nine fuzzy sets are used to
describe the output of the controller, which is the required
corrective steering angle. A Mamdani fuzzy inference system
[8] processes the inputs through the list of rules in the
knowledge base and calculates the output using the following
fuzzy rule pattern:

IF () is A AND &() is B THEN 8oy is C
(8)

where 4, B, and C are fuzzy sets defined on the input and
output domains. Figure 4 illustrates the fuzzy rule base and
the corresponding control surface for the fuzzy active steering
system using the initial untuned fuzzy membership functions;
the linguistic terms that have been used are listed in Table 3.
The initial shapes and distributions of the membership
functions used for the input and output variables of the fuzzy
controller are illustrated in Figure 5. The fuzzy rules
developed for this controller are determined based on expert
knowledge and extensive investigation into the behavior of
the vehicle in different driving conditions. These fuzzy rules
are formed using fuzzy variables whose membership
functions are of unknown shapes, sizes, and relative
positions. Since a fuzzy controller is unable to learn or adapt
to its environment on its own (and instead of resorting to
tuning the membership functions of the fuzzy controller
manually, which is an inefficient, arduous, and time-
consuming task), a multi-criteria genetic algorithm is used in
this work to find the ideal shapes and relative positions of the
membership functions.

Table 2. Definition of the input and output variables of
the fuzzy active steering controller

Variable Definition

Input 1 e(y) = Y tesired = Vactual
Input 2 &) = () - ¢, (0)) / T i
Output corrective
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Table 3. Linguistic variables used in the fuzzy rules

Acronym Linguistic Variable
NVL Negative Very Large
NL Negative Large
NM Negative Medium
NS Negative Small
ZE Zero
PS Positive Small
PM Positive Medium
PL Positive Large
PVL Positive Very Large

Control e(y)

Rule Base 1
NL [NM | NS | 2E | PS | PM | PL

NL |NVL|[NVC] NC | M| NS | zE | zE .
nm[NwL N [nm s [zE [zE [ps| & <z
NS | NL|NM| NS | zE | zE | PS | PM 05
ZE|NL|NM | NS | zE [Ps | PM | PL 3
PS |[NM | NS | zE | zE | PS | PM | PL
PM| NS | ZE | zZE | PS | PM | PL | PVL
PL | ZE | ZE | PS | PM | PL | PVL | PVL

(V)

s s § K
(y) aQ e(y)

Figure 4. Control rule base (left) and untuned control
surface (right) of the fuzzy active steering controller
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Figure 5. Untuned shapes and distributions of the
membership functions for the input and output variables
of the fuzzy active steering controller

A severe double-lane-change maneuver with obstacle
avoidance was used to evaluate the effectiveness of each
candidate controller. The specifications of a double-lane-
change maneuver are described in the ISO 3888 specification
[14] (Figure 6). In this test, the vehicle enters the course at a
particular speed and the accelerator is released. The driver
then attempts to negotiate the course without striking the
cones. The test speed is progressively increased until either
instability occurs or the course can no longer be negotiated
successfully. Such a severe maneuver effectively
demonstrates the cornering capability of a vehicle when
driving at the friction limit in both directions and, therefore,
many car manufacturers and research institutions consider
this test to be a suitable maneuver for assessing ESC systems
[13]. The ISO double-lane-change maneuver is typically

performed as a closed-loop driving te%&um @ﬁ‘tgt
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the dynamics of a vehicle based on the subjective evaluations
of professional drivers. Consequently, simulation of this
maneuver demands a driver model [16] that can dynamically
adjust the steering wheel according to the vehicle trajectory
and yaw rate response at every time step of a simulation.
Since the membership functions of the fuzzy controller must
be tuned in a general sense and not based on the response of a
specific driver or driver model, and also noting that the fuzzy
controller is responsible only for the stability of the vehicle,
the double-lane-change maneuver used in this work is
performed as an open-loop driving test rather than a closed-
loop test.

a0 O

B c a = 1.1 x vehicle width + 0.25m
—— me b b = vehicle width + 1.0m
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Figure 6. ISO 3888 double-lane-change maneuver test
track [14]

Therefore, the double-lane-change maneuver test is
defined by determining the desired trajectory and the
corresponding steering input for a ‘neutral-steer’ vehicle
driving through the ISO 3888 test track at a low speed. Such
a steering input is considered to be the most desirable steering
input; ideally, the driver should be able to successfully
complete the double-lane-change maneuver with this input
even at higher speeds. In this way, any deviation from the
desired trajectory or desired yaw rate is considered to be a
stability error that the fuzzy active steering controller should
correct. The multi-criteria genetic algorithm is used to
identify the ideal shapes and distributions of the membership
functions for the fuzzy active steering controller such that the
vehicle trajectory, yaw rate, and sideslip errors are
minimized.

The desired vehicle trajectory, which is shown as a
dashed line in Figure 6, is defined as a function of forward
displacement yj(x) using two fifth-order splines that are

connected with a straight line segment [7]:

0 if  x<l18.5
cx’ + - +exte, if 18.5<x<35
y(x) = 3.0425 if 35<x<41.5
c, x> + e xte, if 41.5<x<61

0 if x=>61

)
where ¢; to cjp are the spline parameters, which are
determined by applying boundary conditions to the splines.
The steering input that can drive a ‘neutral-steer’ vehicle
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through this trajectory is defined as a function of the
wheelbase L and road curvature k(x) as follows:

&)

() =L X xfx) =L x ———
(77 e+1)

(10)

where Y and Y(¥ are the first and second derivatives of the
vehicle trajectory y(x), respectively. Figure 7 illustrates the
required steering wheel angle for this maneuver. Note that the
amplitude and frequency associated with the first lane change
is larger, since the first turn is slightly tighter than the second.
Figure 8 illustrates the desired and actual vehicle trajectories,
yaw rates, and sideslip angles when driving through the
double-lane-change maneuver with a fixed steering input, an
initial speed of 25 km/h, and without an active steering
controller. This figure demonstrates that the AUTO21EV is
able to complete the maneuver at a low speed using the
calculated fixed steering input.
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Figure 7. Desired steering wheel input for driving
through the double-lane-change maneuver when
performed as an open-loop test

The scaling function technique is chosen for the genetic
tuning of the fuzzy membership functions. Scaling functions
use a relatively small number of parameters to affect the
shapes and overall distribution of the membership functions
for a particular fuzzy variable. Hence, encoding these
parameters results in shorter chromosomes and, consequently,
shorter computation times. This method also guarantees that
the adjacency constraint is met, which ensures that the sum of
all membership functions is equal to unity for every point in
the universe of discourse, and that a symmetrical distribution
of the membership functions is maintained around the center
of the universe of discourse. The following nonlinear scaling
function is used for this application [15]:

f(x) = sign(x)x|x|"
(11)
where a is the scaling parameter, a > 0. This scaling function
symmetrically increases (a > 1) or decreases (o < 1) the

relative density of the membership functions around the
origin, and has the opposite effect at the boundaries of the

universe of discourse. Using this nonBﬂcﬂlm émgl
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