
INTRODUCTION
Nowadays turbochargers are one of the most efficient

ways to improve the performance of internal combustion
engines [1] and comply with the downsizing trend for energy
saving, but the turbocharger is subject to critical operating
conditions such as high rotational speeds or surge conditions.
Therefore, it is essential to know the limits at which it can
work properly. That's why in recent times it has been growing
the interest in studying the turbocharger behavior over
different extreme operating conditions which can even
produce the total turbocharger failure. One of the most
delicate parts for the turbocharger performance is its
lubrication system. For this reason, this paper exposes several
experiments to provide more understanding of the failures
that can occur on related systems.

Most models and experimental studies [2] [3] have been
carried out in non-critical operation conditions in the

turbocharger; this allows a characterization as reliable as
possible. However, the experiments proposed in this paper
are aimed to provide relevant information in critical operation
conditions. Several areas of study are benefiting from these
studies: The control strategies can extend the areas in which
commonly the turbocharger is operating [4] [5], thus raising
the overall system performance. The design of the lubrication
circuit can draw on this knowledge to increase the protection
of the turbocharger components exposed to these critical
conditions [6] [7]. The new engine work strategies as the
“start-stop engines” [8], can induce new problems related
with the lubrication system as the delay of lubrications when
the engine starts or the sudden oil cut when the engine stops.

In order to better understand the turbocharger behavior, it
is necessary to use a measurement technique that allows
estimating the turbocharger shaft motion. This shaft motion
allows to know deeper the overall working conditions of the
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ABSTRACT
Problems in the turbocharger lubrication system can cause serious deterioration in their overall performance and even

their complete destruction. The paper describes several tests with different critical lubrication conditions, in order to
determine the thresholds at which the operation may be appropriate. In an IC engine, these problems can be produced
mainly by several factors: the decreasing in the supply pressure of the oil, a delay in the lubrication oil pressure and an
intermittent lubrication interruption. A turbocharger test bench and an IC engine test bench has been used to test the
turbocharger, in order to reproduce the conditions and cycles similar to the operation of the turbocharger in an IC engine
(pressures, temperatures, mass flows, accelerations, etc..). Thermodynamic variables and mechanic variables measured in
the tests help to identify some of the operating limits of lubrication in critical conditions. In addition, optical techniques
have been combined with accelerometer measurements, in order to detect modifications in the movement of the
turbocharger shaft. The main conclusions obtained from these tests are that accelerations from low rotational speed to
100krpm, without lubrication oil in the bearing system, don't cause significant problems in the turbocharger, for 20 sec.
However, the accelerations to 150krpm can cause critical problems depending on the lubrication delay and the bearing
configuration. Finally, higher acceleration rates to 200krpm, without lubrication, cause the turbocharger destruction in a
few seconds. By other hand, a low oil inlet pressure given by an oil column, of about 1m in height, allows to the turbo
survive during accelerations from low rotational speed to 150 krpm.
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turbocharger and for this reason several techniques have been
considered [9] [10] [11]. However, having to perform critical
tests can result in the total destruction of the turbocharger and
the sensors. So, a non-invasive optical technique has been
considered, in order to reproduce the original working
conditions of the turbocharger and to avoid the sensors
destruction. In this paper, the optical technique based in a
high performance camera and described in [12] has been
considered.

METHODOLOGY
The tests were performed in different test benches where

the main thermodynamic variables were measured (pressure,
temperature and mass flow rate). Furthermore, the optical
technique [12] is used to estimate the motion of the shaft.

An image recording methodology and a process algorithm
defined in [12] have been applied in order to estimate the
shaft motion. This processing consists on differentiating
specific zones of the shaft tip image in the compressor side,
in order to obtain the relative coordinates of this shaft tip.
Two reference points have been configured on the
compressor side, which help to calculate the relative position
of the shaft tip, avoiding the errors due to structural
vibrations.

The first step to measure the shaft motion is to estimate
the maximum eccentricity of the shaft. The maximum
eccentricity is the mechanical limit in which the shaft could
work in normal way. This limit is due to the different
components of the turbo when they are not worn. Then, if the
shaft overcomes this limit, several components of the
turbocharger could have been damaged. The maximum
eccentricity of the turbochargers has been determined and it
has been compared with shaft motion in each test.

Two different tests have been considered to study the
critical lubrication conditions of a turbocharger. The first is
the resistance test; it consists in conducting five
acceleration-deceleration cycles in several phases, in which
the inlet oil pressure decreases step by step. The second is the
lubrication delay test; it consists on delay the lubrication of
the turbocharger up to several seconds after its acceleration.
Finally, the root causes of the lost of boost pressure after a
critical turbocharger failure occurs (for example, after a lack
of lubrication or during intermittent lubrication [12]) have
been studied.

Lubrication Delay Tests
In these tests, the turbocharger is accelerated and

decelerated from zero level up to 50000 rpm, 100000 rpm,
150000 rpm and 200000 rpm. These acceleration-
deceleration cycles are generally repeated 30 times. When
turbocharger accelerates the lubrication is reconnected with
different delays (8, 12, 16 or 20 seconds delay), as shown
Figure 1.

Figure 1. Lubrication delay test

Resistance Tests
In these tests, the turbocharger is accelerated and

decelerated from 30000 rpm to 150000 rpm. These
acceleration-deceleration cycles have been repeated 5 times.
After, turbocharger inlet oil pressure is decreased as shown
Figure 2, until the “oil tank phase” with a minimum oil
pressure, when an oil tank feeds the lubrication circuit and
the inlet oil pressure is determined by an oil column of about
1m in height.

Figure 2. Resistance test

Damaged Compressor Wheel Test
When the turbocharger destruction is produced, for

example after intermittent lubrication or a period with a lack
of lubrication, two usually main failures are produced; the
blades tip deformation of the wheels and the wear of the
bearings. In order to clarify whether the boost pressure of the
turbo-compressor is lost by critical failure caused by
deformation of the blades or by wear of the bearings, an
additional test was conducted. This test consisted in
measuring different operative points in steady conditions,
using a new turbocharger and comparing these results with
the same turbocharger but replacing the compressor wheel by
a compressor wheel with the blades damaged during a lack of
lubrication test [12]. The objective is to observe the
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differences with this damaged wheel. These two
configurations of the turbocharger were tested at different
steady conditions with two different resistance curves.

TEST BENCH LAYOUT
The tests of this study have been made in a turbo test

bench that uses an IC engine to generate exhaust gases which
provide energy to the turbine [3]. Figure 3 shows a sketch of
this test bench.

Figure 3. Sketches of air and exhaust gasses circuits

In Figure 3, the white squares show where are located the
pressure, temperature and mass flow sensors. The volume
valves are slow control valves, which serve to control the
pressure before the turbine. By contrast, the knife gate valve
is a valve used to test rapid accelerations and rapid
decelerations of turbochargers.

The oil circuit has been modified to perform the required
tests. Figure 4 shows a schematic of the turbocharger
lubrication system.

Figure 4. Lubrication circuit sketch

As in the previous figure, the white squares show where
there are located the sensors of pressure, temperature and
mass flow. The heater and cooler are used to control the
temperature of oil in the turbocharger lubrication circuit. The
three-way valve bypasses turbocharger to simulate lubrication
system failures. In addition, the oil pressure to the turbo inlet

can be controlled with a pressure regulating valve. It's
possible feed the lubrication circuit of the turbo using an oil
volume (during the “oil tank phase” of the resistance tests)
that can be connected to the turbocharger by mean a manual
valve, which allows the operation of the turbo with small oil
pressures.

A camera is placed in front of the turbocharger on the
compressor side, positioning it as coaxial as possible to the
turbocharger shaft and focused to the shaft tip, in order to
film and measure the turbocharger shaft motion [12].

DISCUSSION OF THE RESULTS
Several experiments were conducted for each of the

proposed tests, in order to check the repeatability. These tests
were done with two types of turbochargers: the first type has
full floating bearing and the second type has semi floating
bearing. However, to avoid an excessive length, this paper
only discusses the most significant test results.

Lubrication Delay Tests
In these tests was detected that the critical conditions

which can produce the turbocharger destruction are
accelerations up to 200krpm. The test presented in this paper
is a test with this type of acceleration and a time delay of 20
seconds for lubrication oil. The accelerations up to 150 krpm
didn't present any strange behavior, despite similar
lubrication delays where tested. These accelerations were
very sharp accelerations done with the knife gate valve.

Figure 5. Lubrication delay test, pressures, temperatures
and compressor mass flow measurements

The turbo shaft was blocked in the first cycle of the test,
15 seconds after the acceleration without lubrication. Figure 5
shows pressures, temperatures and compressor mass flow
measurements during this acceleration. Note that the P_IKGV
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