
INTRODUCTION
The majority of vehicle aerodynamic development is

based on time averaged aerodynamic coefficients measured
using a static vehicle or model in highly uniform onset flows.
In practice, even under nominally steady state conditions,
instantaneous results show that the flow fields around
fastback, notchback and squareback shapes are highly
unsteady (Bearman [1], Gilhome et al [2], Duell and George
[3] among others) with the flow fields containing periodic
shedding, base pumping, flow field unsteadiness and a
number of other features.

However, steady onset conditions are rarely experienced
in normal driving, where the onset flow is often highly
unsteady due to a wide range of influences including vehicle
speed and direction, the presence of other traffic, road side
topography and varying weather conditions.

One form of unsteady aerodynamic input that has
received significant research attention is the effect of
naturally occurring crosswinds and extreme crosswind gusts.
These have been investigated using a range of methods,
including oscillating models and onset winds, crosswind gust
generators and models that move across a wind tunnel (e.g.
Chadwick et al [4], Ryan and Dominy [5] Garry and Cooper
[6], Mansor and Passmore [7], Theissen et al [8]). These
methods have produced inconsistent results, in some cases
showing aerodynamic coefficients measured under transient
conditions to be larger than those measured on a static model
and in others the same or smaller. Within these results is

evidence of flow field hysteresis, Guilmineau and Chometon
[9], and hysteresis has also been found in the lift and pitching
moment coefficients recording during pitching and heaving
oscillations by Aschwanden et al [10] and also Nakashima et
al [11]. Unsteady crosswind tests also show periodic features
within the flow field altering due to the unsteady onset wind,
Schröck et al [12] and different response times from different
flow structures around the vehicle, [5].

This paper adds to the existing body of work by
investigating the surface pressures on a fastback model in an
unsteady onset flow created by oscillating the model in the
yaw plane.

EXPERIMENTAL METHOD
The experiments were carried out in the ¼ scale

windtunnel at Loughborough University. It has a closed
working section and fixed floor and is arranged in an unusual
‘U’ shape. The working section has a maximum speed of
45m/s with baseline turbulence intensity of 0.2 and flow
uniformity of ±0.4%; for more details see Johl et al [13].

A Davis model, figure 1, sized to approximately 1/6 of
full scale was used in these experiments. It has a 20°
backlight angle and all the edges are rounded with a 20mm
radius. The model was made of a light weight fibre glass shell
and was mounted 40mm from the windtunnel floor with a
single Ø20mm steel shaft through the centre of the model.
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Figure 1. Davis model, showing principle dimensions
and pressure tapping locations

This model was chosen to allow for direct comparisons
with previous unsteady yaw angel research by Mansor [7],
Passmore et al [14] and Ryan [5], who used a very similar
model. The Davis model is more representative of a road
vehicle than the more commonly used Ahmed model and,
furthermore, although it has a long A-pillar region,
production cars increasingly have a smooth intersection
between bonnet and windscreen, creating a ‘A-pillar’ that
extends from the front bumper to the roof of the vehicle
similar to that on the Davis model.

The model becomes Reynolds number insensitive in drag
coefficient at Re = 1.3×106 based on overall length and all
the results in this paper were collected at 40m/s giving a
Reynolds number of 1.7×106. The backlight angle of 20°
creates an attached flow down the backlight and creates a
typical trailing vortex flow structure in its wake. There is a
thorough investigation of the wake behind this model at 0°
yaw is reported in Fuller and Passmore [15].

Each side of the model was covered in 84 pressure
tappings, shown in figure 1 and pressure data was collected
under steady state and oscillating conditions.

The pressures were recorded using two 64 channel
miniature pressure scanners with a quoted accuracy of
±0.15mm H20, ±1.5Pa. Each pressure tapping was sampled
8192 times, triggered by an externally supplied 260Hz signal,
representing 31 seconds of data. Distortion caused by the
tubing linking the model surface to the pressure scanner was
removed using an experimentally derived correction function
found using a similar method to that used by Sims-Williams
and Dominy [16]. The time base of the sampling was also
corrected by re-sampling so that at each time step all the data
is concurrent rather than sequential, from tapping 1 to 64. The
surface pressures are presented as pressure coefficients based

on freestream dynamic pressure and are corrected for
blockage using a first order approximation of applying the
MIRA blockage correction to the pressure coefficient
equation, where e is the ratio of the model frontal area to the
work section area.

In the steady state tests the model was mounted to the
underfloor turntable and yawed in steps of 1° in the range
±12°. At each yaw angle a settling time was allowed before
pressure data was collected. A sinusoidal oscillating yaw
motion was produced by attaching the model support shaft to
a crank driven by an electric motor, illustrated in figure 2.
The support beam was bolted under the wind tunnel floor and
the model was supported with two bearings on the shaft.

Figure 2. The motored crank system that drives the
oscillating model motion.

The driven crank produced a consistent and repeatable
1Hz oscillation with yaw angle amplitude of ±11°, which,
when combined with a test speed of 40m/s, produces a
reduced frequency, as defined by Sims-Williams [17] in
equation 1, of 0.098, meaning the motion falls within the
quasi-static approximation region of reduced frequency < 0.1.

This oscillating motion does not try to simulate any
specific transient phenomena that would be experienced
whilst driving. Rather, it is intended as a more general
unsteady aerodynamic input, such that the results should be
more widely applicable than would otherwise be the case if a
specific, on road wind input was recreated.

One of the features of this type of model motion is that
the model surfaces have a velocity component that acts in line
with the onset flow. These are opposite on each side of the
model and reverse as the direction of rotation changes.

This oscillating motion was based on the work of Mansor
[7] who used a sprung oscillating rig with the same Davis
model. He found that the model produced a self-excited yaw
oscillation at low reduced frequencies with amplitude around
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11° which could not be explained using quasi-static
approximations despite the low reduced frequency. At higher
reduced frequencies, Mansor found the model showed a
damped response, which fitted with the predictions. It was the
results at low reduced frequencies that were most interesting
and this is what this work set out to investigate.

The tests were only carried out at one reduced frequency,
chosen to produce a self-excited response and to be below the
boundary of a quasi-steady response. When this work started,
Sims-Williams had not published [17] and a definition of
reduced frequency was used that gave half the value of
equation 1, in continuation of the work by Mansor [7] and
Passmore [14]. The same ‘rule of thumb’ value of quasi-
steady behaviour of 0.1 was assumed and this meant that the
motion was originally intended to be much further into the
accepted quasi-steady region than is actually the case in this
paper.

The motion was subject to slight cycle to cycle variations
in the frequency, ±0.02Hz, and amplitude, ±0.2°, about the
mean values. These were caused by small, low frequency
changes to the supply voltage and unsteadiness in the
aerodynamic forces acting against the motor.

As in the steady state tests, the pressures were collected in
batches of 8192 samples collected at an externally triggered
260Hz. This was repeated 33 times without stopping between
the data sets; in total 2Gbs of data was collected. As the
model oscillated, the instantaneous yaw angle, which was
measured using an angular potentiometer mounted to the
model support shaft, and the external trigger signal were
sampled at 2kHz using a simple data acquisition program.
This data was used to find the yaw angles at which the
pressure data was sampled. The pressure data was processed
to recreate a mean unsteady surface pressure for an average
oscillation. Having corrected for the tubing distortion and
time base, the data from each tapping was split up into
sections 512 samples long starting as the model was at 0°
yaw with an increasing yaw angle; this produced just over
1000 smaller data sets. Using Matlab, the Fourier transform
of each smaller data set was found and these were ensemble
averaged before being converted back into the time domain.
This creates a mean surface pressure history at each pressure
tapping during a cycle of motion. Using this method to
process the data removes the small effects of the frequency
and amplitude variations from the signal in way that
‘binning’ or taking a simple arithmetic mean of the pressures
would not. Due to the cycle to cycle unsteadiness of the
model motion, these methods would produce incorrect results
as a consequence of averaging values that are not created by
the same amplitude or frequency of motion.

Both the steady state and oscillating model surface
pressures are used to plot contours over the side of the model
and are also integrated over their surrounding area to infer
side force and yaw moment coefficients.
 
 

RESULTS AND DISCUSSION
Using the surface pressures to calculate the area weighted

yaw moment coefficient, the steady state results, shown by
crosses in figure 3, produce near linear results with a positive
gradient. The steady state results were not subject to any
hysteresis whether the yaw angle was increasing or
decreasing. The results are slightly offset from 0°; this is
caused by slight differences in the model geometry on each
side and small differences between the tapping locations on
each side of the model. This is particularly bad on curved
surfaces with large pressure gradients; differences of even
1mm in the relative positions of the pressure tappings can
make a significant difference to the side to side pressures.

Figure 3. Area weighted yaw moment coefficients
calculated from surface pressures

Appendix A contains a full set of contour plots showing
how the pressures change on the side of the model as it is
yawed. The changes are summarised in figure 4 that shows
the absolute difference in surface pressure on the two sides of
the model at −10° yaw. On the leeside of the model the A-
pillar vortex, which dominates the side force, is strengthened
and on the windward side the flow into the trailing vortex and
around the vertical rear edge is increased. Together these
create a positive yaw moment gradient.

Figure 4. The absolute difference between the surface
pressures on the two sides of the model at −10° yaw.

The pressure plots are slightly ‘steppy’ especially under
the A-pillar. This is an unfortunate and unforeseen
consequence of the arrangement of the pressure tappings on
the model sides, and could not be easily removed using
standard interpolation methods.

As well as the steady state results, figure 3 also shows the
yaw moments calculated from the surface pressures on the
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oscillating model. The results clearly show that the yaw
moment on the oscillating model contains hysteresis, similar
to that found on the Willy model in [9].

The mean gradient of the oscillating model results has
reduced compared to the steady state results and this
disagrees with [9] which was centred on the steady state
results. However, whether this is result is real or a
consequence of the maxima and minima of the surface
pressures moving relative to the pressure tappings is not
known.

The contributions to the overall oscillating model side
force from the front and rear of the model are presented in
figure 5.

Figure 5. Area weighted side force coefficients.

In agreement with figure 4 the largest contributor to
overall yaw moment and its hysteresis is from the front half
of the model, especially from the region under the A-pillar
vortex. There is a much smaller contribution from the rear
and this is in agreement with the positive yaw moment
gradient seen in figure 4.

Whilst most road vehicles have a positive yaw moment
gradient and large contributions from the front of the car, the
large amount of hysteresis in the front side force is not a
commonly seen result. Theissen et al [8] and Wojciak et al
[18], working with an oscillating scale model of an executive
saloon, only found transient effects towards the rear of the
models and in their wakes. This general result, where the
unsteady effects are at the rear of the model or vehicle, is
commonly reported, further examples include [9] and [12].

While the importance of the A-pillar vortex and the
hysteresis in the front side force is possibly partially model
specific, with the Davis model having an unusually long front
which extends for 55% of the model length, there is a small
but growing amount of work that indicates the importance of
the front of the model to the aerodynamic unsteadiness. Using
the same model as used in this paper, mounted downstream
of a pair of oscillating aerofoils, Passmore et al [14] found the
A-pillar region was dominated by an amplitude reduction on
the unsteady model with an increasing phase lag along the
model.
 

Oettle et al [19] used CFD to simulate unsteady onset
flow yaw angles on a Jaguar XF and found hysteresis in the
A-pillar flows towards the top of the front window, the
differences between steady state and transient were greatest
on the leeside. The importance of the front of the vehicles
was also reported by Tsubokura et al [20] who found that
differences in the vortex emanating from the front wheel arch
of a generic saloon car manifested themselves as surface
pressure differences on the side of the vehicle behind the rear
wheels.

The hysteresis in the lateral aerodynamic coefficients goes
against the predicted response based on the low reduced
frequency but is in agreement with Mansor's self-exciting
response. However, despite proposing the boundaries for
different responses based on the reduced frequency, Sims-
Williams [17] also questions the usefulness of the current
form of the reduced frequency equation and suggests that an
amplitude term may need to be included to better describe the
unsteady test conditions.

There is a side by side comparison of the surface
pressures on the static and oscillating models in Appendix A
that qualitatively shows the differences between the surface
pressures on the two models. The sources of the side force on
the oscillating model are the same as on the static model and
the differences between the two model types can be
summarised as a reduction in the intensity of the A-pillar and
rear pillar flows and a phase lag in the oscillating model
pressures.

Further understanding of the changes to the flow
structures can be achieved by comparing the quasi-static and
oscillating surface pressures at individual pressure tappings.
The quasi-static signal is generated by arranging the steady
state values in a time series to simulate a yaw angle
oscillation. This takes into account the higher yaw rates at
small yaw angles and the slower yaw rates at larger yaw
angles. Figure 6 shows a comparison taken from under the A-
pillar and figure 7 shows a comparison taken from the edge
of the roof. There locations are also shown in figure 8.

Figure 6. Comparison of quasi-static and oscillating
model surface pressures under the A-pillar
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