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ABSTRACT

KAIST

This study mainly focuses on developing an accurate tracking controller for the self-energizing clutch actuator (SECA)
system consisting of a DC motor with an encoder applied on the automated manual transmission (AMT). In the position-
based actuation of the SECA, abruptly increasing torque near the clutch kissing point during the clutch engagement
process induces control input saturation and jerky response when a conventional feedback controller is applied. The
proposed work resolves such issue and significantly increases the control accuracy of the actuator through the development
of an effective H-infinity controller. The control performance is shown to be more effective than a simple PID controller
via simulation and experiments using an AMT test bench equipped with SECA aided by d-SPACE and Matlab/Simulink.
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INTRODUCTION

Vehicles are surely vital part of our lives, but they are also
major sources of environmental issues. To improve the
vehicle emission quality, researchers of various fields have
attempted to develop more efficient engines, hybridization,
weight reduction, etc. Among these, one of the technologies
that can bring the most prominent improvement in vehicle
energy efficiency and thus emission relates to power
transmission.

Two of the most widely accepted transmission types are
automatic transmission with a torque converter and
traditional manual transmission. Both types involve distinct
strengths and weaknesses.

The manual transmission has the advantage of light
weight and high energy transmission efficiency. The power
source and the wheels are mechanically linked through the
clutch disks. However, it has the disadvantage of
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inconvenience coming from having to frequently maneuver
the clutch pedal and gear selectors as the driver drives the
vehicle.

On the other hand, the automatic transmission is known
for its smooth gear shifting and convenience. Through the use
of torque converter, it can operate without having to operate
the clutch. However, such use of torque converter induces
energy loss, since slipping is allowed in the driveline (despite
the previous works to effectively control the lock-up clutch
[1, 2, 3, 4]). Also, the unit cost is relatively higher than that of
traditional manual transmission.

Such trade-offs that exist in the two transmission types
inspired the researchers to develop a novel type of
transmission called automated manual transmission (AMT)
which can provide both energy efficiency and convenience
[5, 6, 7]. Here, the clutch actuator and gear shifting
mechanisms actuate the gear shifts to form an automated

tem.
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Compared to the conventional AMT system, the AMT
equipped with SECA [8, 9] uses smaller-size actuator. This is
because, in the conventional system, the actuator alone must
overcome the normal force great enough to prevent the
mission from slipping when high amount of torque is applied
to the driveline, whereas in the AMT with SECA, the self-
energizing mechanism of the clutch hardware assists the
motor when positive torque is applied. As a result, SECA
enables cost and weight reduction and improves actuation
efficiency, but involves higher sensitivity to actuator stroke.

Thus, to ensure robust actuator control performance,
accurate actuation even under the influence of uncertainties is
crucial, and it cannot be achieved with conventional PID
control. The proposed study finds its resolution in h-infinity
control method. This paper is structured as follows. Section I
introduces the hardware and modeling of the AMT system
equipped with SECA. Section II deals with formation of the
test bench and how the empirical model used for h-infinity
controller synthesis is induced. Section III shows the loop
shaping process for h-infinity controller synthesis and
analysis. Section IV displays the simulation/experimental
results obtained by applying the suggested controller onto the
test bench with SECA, and compares it with the result
obtained by using the conventional PID control.

AUTOMATED MANUAL
TRANSMISSION WITH SELF-
ENERGIZING CLUTCH ACTUATOR

One of the major weaknesses of the conventional
AMT/DCT is in the actuator. To ensure sufficient normal
force between the clutch disks for engagement even during
high amount of torque flow, stiff diaphragm or coil springs
are used. The proper actuation of the clutch system with such
nature demands a high-power motor, which increases the
required amount of control effort and weight. Here, the self-
energizing clutch actuator system can be effective in
eliminating such issues. SECA replaces the diaphragm spring
of the conventional system, by designing the hardware in
which the torque flow can work in a favorable way to
increase the normal force in the clutch. In other words, torque
applied onto the clutch induces the self-energizing clutch disk
to telescope toward the direction of increasing normal force,
so that the clutch disks can be engaged even with a small
amount of actuation force. Such mechanism allows the
amount of required actuation energy to be significantly
reduced, which can lead to the optimization of the
transmission both in its efficiency and weight, and at the
same time securing the dramatic fuel efficiency improvement.

Design principles of the SECA is shown in fig. 1. It is
designed so that a motor pushes the actuation lever (i), which
in turn presses onto the actuator (ii) which is then turned into
a rotational telescoping action (iii) that causes the clutch plate
to engage (iv) according to the inclined gear shown in (b).
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Figure 1. (a) Sectional drawing of the self-energizing
clutch actuator system, (b) implementation of the self-
energizing mechanism by installing the pinion guide
gears between the actuation and fixed plate, (c) operating
schematics of the clutch actuation for engagement.

Further details and specification of the SECA system can
be found in [8].

A comprehensive model of the AMT with SECA is
required to perform the simulation to test the controller
performance.
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Equation (1) and (2) indicate the dynamic model of the
DC motor used in the actuator. Here, the friction T, ()

within the actuator is modeled using the static coulomb and
viscous effects. This is shown in the following.
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Here, T, and T, are the static and coulomb frictional

torques, respectively, b, is viscous damping coefficient, and
&, 1s a threshold between the static and coulomb friction.

An illustration of the mechanical part of the SECA is
shown in fig. 2.

When the clutch is completely disengaged, the following
dynamics applies to the system.

“)

where no external torque other than the actuation torque and
friction torque is involved. Here, the actuation torque can be
expressed as follows.
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(5
Where i, and k, are the gear ratio of motor to the

actuation lever, and the equivalent actuation lever stiffness,
respectively. Also, similar to how the motor friction is
modeled, the actuator friction is modeled as the following.
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Again, the terms are named analogously to those of the
motor friction.
Now, as the clutch begins to engage, another term must be
included to express the transmitted clutch torque.

wa ZL];+L]—;_LY;_LTI’3(G)3)
J.o L L

(7)

The added terms 7, and Ty each represent the clutch
friction torque and the self-energizing torque. Apart from the
friction torque as a loss, the clutch friction torque is the
torque that is actually transmitted to the engaged clutch. The
self-energizing torque arises from the structural design of the
SECA which works in the direction of locking the clutches

together. Both are functions of the clutch normal force, and
thus they can be expressed as follows.

I.=uRF,
)
where R, is the effective clutch radius, and
I, =2rF,sinc
)

Here, since the clutch normal force and the self-
energizing reaction force can be expressed as

F =k,x,=2k,r0, tancx

(10)
F = L
cos o
(1)
equation (7) can be rewritten as the following.
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Notice how f can simply be zero to reach (4) in case the
clutch is disengaged.

Figure 2. lllustration of the self-energizing clutch
actuator mechanism

TEST BENCH FREQUENCY
ANALYSIS

The test bench for control performance test as well as the
model for simulation is prepared. As shown in fig. 3, the test
bench is realized by using an AC motor which performs like
an engine, and the fixed-gear transmission with a clutch
equipped with the self-energizing actuator.
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Figure 3. lllustration of the test bench components and
the frequency characteristic identification procedures

The procedural diagram in fig. 3 also shows the process of
identifying the actuator characteristics on frequency domain.
With a sine wave sweep signal applied onto the controller as
an open-loop voltage input to the DC motor, the motor speed
as a response is recorded using an encoder.

Mean frequency response of the repeated analysis is taken
as the empirical model. As shown in fig. 4, fine lines
represent the results of the repeated frequency analysis of the
driveline with SECA, and the bold line represents the mean
model obtained from the previous analysis.

The model estimation was performed using Matlab/
Simulink tool, and the model order was decided to be
sufficiently high to cover all major dynamics of the actuator.
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