
INTRODUCTION
The radiated sound level is one of the main characteristics that 
defines the acoustic performance of a car engine. The 
standard procedure for benchmark testing involves 
dismounting the engine from the car and installing it in an 
anechoic chamber in order to capture the noise produced 
solely by the engine in free-field conditions. This procedure is 
effective, but very laborious and time-consuming.

For these reasons, two innovative particle velocity based 
approaches are proposed to measure the sound radiation from 
a compact class car engine while it is still installed in the car. 
These methods enable the calculation of the average sound 
pressure level at a certain distance from the engine.

Many sound sources and reflections inside the engine bay 
contribute to the sound pressure at a particular position. Even 
close to the radiating surface it is hard to distinguish the direct 
contribution from other disturbances. However, the normal 
particle velocity near the vibrating surface is hardly affected by 
background noise and reflections for three reasons [1]:

1.	The particle velocity level, due to vibration of the surface 
itself, is high because of near field effects. 

2.	The particle velocity level due to background noise is usually 
low because many objects have high surface impedance. 
The incoming and reflected sound waves are nearly 
equal of strength but opposite in phase thus they interfere 
destructively. 

3.	Particle velocity sensors are directional and can be 
pointed towards the vibrating surface, reducing the noise 
contributions from other directions.
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ABSTRACT
For (benchmark) tests it is not only useful to study the acoustic performance of the whole vehicle, but also to assess 
separate components such as the engine. Reflections inside the engine bay bias the acoustic radiation estimated with 
sound pressure based solutions. Consequently, most current methods require dismounting the engine from the car and 
installing it in an anechoic room to measure the sound emitted. However, this process is laborious and hard to perform.

In this paper, two particle velocity based methods are proposed to characterize the sound radiated from an engine while it 
is still installed in the car. Particle velocity sensors are much less affected by reflections than sound pressure microphones 
when the measurements are performed near a radiating surface due to the particle velocity's vector nature, intrinsic 
dependency upon surface displacement and directivity of the sensor. Therefore, the engine does not have to be 
disassembled, which saves time and money. An array of special high temperature particle velocity probes is used to 
measure the radiation simultaneously at many positions near the engine of a compact class car. The particularities of 
these probes, the mountings used, and the actions taken to cope with disturbances such as airflows are described in this 
paper.

The effective sound pressure is calculated with a particle velocity based transfer path analysis method and a novel sound 
power based method. To validate these techniques, the data obtained is compared to the results acquired in an anechoic 
room with a dismounted engine. It is shown that similar results can be obtained with both methods but that the sound 
power based methodology seems more practical. It is a straightforward and fast approach to characterize the average 
sound pressure level at certain distance.
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For a long time, convenient particle velocity sensors were 
lacking. In 1994, the Microflown sensor was invented, which 
can directly measure acoustic particle velocity in a small spot 
compared to the wavelength of audible frequencies [2, 3]. 
These particle velocity sensors can measure the source 
strength even in reverberant environments. Wind shields and 
probes withstanding high temperatures have been developed 
for the tests described in this paper. Dedicated mountings have 
also been developed to install probes around the car engine. 
The properties of these novel probes are shown in the 
following section.

Two methods are introduced based on near field particle 
velocity measurements to calculate the free field sound 
pressure radiated, as if the engine was dismounted from the 
vehicle and installed in an anechoic room. Firstly, a transfer 
path analysis approach is described involving particle velocity 
measurements in the engine bay and acoustic propagation 
paths acquired in an anechoic chamber. Secondly, particle 
velocity measurements are combined with a radiation 
impedance model to estimate the engine's sound power, and 
ultimately the emitted sound pressure at a given distance. The 
theoretical foundations of both methodologies are described 
below. Furthermore, the test setup is described and the results 
obtained are presented and discussed.

HIGH TEMPERATURE AND AIRFLOW 
PROBES
Probes and mountings have been developed specially for the 
test near the engine. High temperatures, high airflow speeds, 
and difficulties with mounting the sensors around the engine 
were the main problems tackled.

Two probe types were used. The probe in the Figure 1 (left) 
can be used up to 250°C. The engine surface itself could be 
even hotter because the temperature at the probe position is 
often lower than the engine's temperature. The maximum 
airflow rating of these probes is 2 m/s. They were installed with 
special mountings that were glued on the engine surface. 
Figure 1 (right) shows the suspension that de-couples the 
probe from the surface. Vibrations are highly damped above 40 
Hz due its low resonance frequency of about 15 Hz.

Figure 1. Left: high temperature particle velocity probe. Right: high 
temperature probe damper.

Probe dampers cannot be used for all measurement positions. 
Some locations have airflow speed exceeding 2 m/s or are 
difficult to reach because of rotating parts. Therefore, different 
high temperature probes with a straight plug at the bottom 
were developed, see Figure 2. The probe can withstand a 
temperature of 250°C and the gooseneck to mount the probe a 
temperature of 180°C. The larger, one inch diameter, wind cap 
can endure a maximum airflow speed of 7 m/s.

Figure 2. High temperature probe with one inch diameter wind cap 
(left) installed using a gooseneck (right).

Although the probes are equipped with wind shields, there are 
positions where the air flow is still too high. Accordingly, several 
additional measures were taken. The cooling fan of the car 
engine and the cooling fans positioned in front of the car were 
turned off during the tests. In addition, the bottom of the car 
was partly covered with a sheet of metal mesh reducing the 
(turbulent) airflow generated by the interaction of the roller 
bench rolls and the car tires. The type of mesh used hardly has 
an acoustic impact, thus the sound field can be assumed to 
remain unchanged. Furthermore, metal mesh wind shields 
have been placed around sensor positions with high airflows 
caused by the rotating engine parts.

FREE-FIELD SOUND PRESSURE 
ESTIMATION METHODS
Two methods involving particle velocity near the radiating 
object are proposed to calculate the sound pressure emitted by 
the engine. The fundamentals of a transfer path analysis 
approach (TPA) and a sound power method are described in 
the following subsections.

Particle Velocity based Transfer Path Analysis
When an object (in our case the engine) with a surface area S 
radiates sound under operating conditions, an infinitesimal 
small area M at a distance can be defined to determine how 
different sub-areas of S contribute to that point. Figure 3 shows 
a sketch of the scenario.

The theoretical derivation for calculating the sound pressure 
contribution follows Hald and Kinsler [4, 5]. Two test conditions 
are defined: 1) a reciprocal transfer function test with monopole 
source at M exciting the sound field, and 2) a noise radiation 
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test with surface S producing noise while the monopole is 
turned off. Two sets of variables are used depending on the 
measurement conditions. pTF and uTF are the sound pressure 
and particle velocity during the reciprocal transfer function test, 
pn and un are the sound pressure and particle velocity during 
the noise test. According to the principle of acoustic reciprocity,

Figure 3. Schematic overview of the geometry involved in the 
derivation

(1)

For the noise test, the particle velocity integral un is zero across 
surface M because the net energy remains unchanged in M. 
Reference sound pressure pr can be obtained by integrating 
sound pressure pn over M. For the transfer function test, the 
integration of particle velocity over M gives the volume velocity 
of monopole source Q, leading to

(2)

In our case S can be assumed acoustically rigid, implying that 
the normal particle velocity very close to the engine is nearly 
zero during the transfer path test. Consequently, equation 2 
can be simplified to

(3)

Equation 3 is the basic simplified equation of most velocity-
based transfer path analysis and panel noise contribution 
methods [6]. It relates the sound pressure at the reference 
position pr to the normal particle velocity un of the surface 
object S and the acoustic transfer function pTF/Q. As shown in 
Equation 3, particle velocity characterizes the sound source 
excitation whereas the transfer function represents the 
attenuation of sound traveling from the emitting point to the 
receiver. Therefore, transfer path tests might also be used for 
other engines with a similar shape since the propagation in the 
free field merely depends on the geometry of the measurement 
scenario. This should enable the combination of particle 

velocity tests in the engine bay with “standard” free-field 
transfer functions for the estimation of the sound pressure 
emitted.

Sound Power Method for the Estimation of 
Free-Field Sound Pressure
A transfer path measurement is not always feasible due to 
hardware or time limitations. Therefore, an alternative method 
is suggested based on sound power estimations, avoiding 
traditional constrains of TPA and other complex testing 
methods. Sound power is commonly used as a quantitative 
description of the acoustic output of a device [7]. However, this 
quantity is fairly influenced by the test environment since it 
depends on sound pressure. Sound power ∏ is calculated by 
integrating the normal intensity over the radiating noise 
surface, i.e.

(4)

where In is the active normal intensity given by [7, 8]:

(5)

where p is sound pressure, un is the normal particle velocity 
and (.*) denotes complex conjugation. Sound pressure is 
affected by the measurement conditions, especially in a 
reverberant environment in the presence of background noise. 
As mentioned above, particle velocity in the vicinity of the test 
object is hardly affected by these disturbances. Alternatively, 
intensity can be expressed as a function of particle velocity and 
the specific acoustic impedance, i.e.

(6)

where Zn is the ratio between the sound pressure and normal 
particle velocity at the same point. To calculate the normal 
acoustic intensity, and thus the sound power of the engine, 
particle velocity measurements are combined with the free-field 
acoustic impedance. Two models are evaluated regarding 
plane (Zplane) and spherical (Zsphere) wave propagation

(7)

(8)

where k is the wavenumber, ρ0 is the density of air, c is the 
sound speed and r is the distance to the excitation point. 
Substituting Equation 7 and 8 into Equation 6 leads to
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