
1. INTRODUCTION
A listening study was conducted to determine the best method for 
calculating Mean Opinion Scores (MOS) for the quantification of 
the mobile phone speech quality. The methods investigated produce 
three MOS values. SMOS (Speech MOS) is intended to describe the 
quality of the speech produced. NMOS (Noise MOS) is used to give 
an indication of the noise influence. GMOS (Global MOS) is an 
indicator of overall quality of the received phone call. All MOS 
calculations are on a 1 to 5 scale with higher values indicating 
better performance.

The listening study was conducted in accordance with the ITU-T 
P.835 Recommendation [1] which produces subjective ratings for 
speech, noise and overall impressions of the speech in noise. The 
purpose of this study was to see how these ratings correlate to two 
different ITU (International Telecommunications Union) standards 
for objective MOS calculation. The ITU calculations of ETSI EG 202 
396-3 [2] and ETSI TS 103 106 [3] were both evaluated and 
correlated to the subjective ratings of 49 jurors. ETSI EG 202 396-3 
was developed using Voice over Internet Protocol (VoIP) COder/
DECoders (CODECs) and is the earlier of the two standards. ETSI 
TS 103 106 utilized mobile phone CODECs for its development and 
is a more recent standard.

In addition to evaluating the two standards, the P.835 listening study 
results were used to investigate factors that may influence a 
customer's perception of the phone call quality. Factors such as: 
evaluator gender, native language, hearing loss, talker gender and 
whether or not a subject was involved with Ford's hands-free system 
(SYNC), were all assessed for significance in affecting the subjective 
responses of the subjects.

Following this introduction, Section 2 of this paper will discuss 
vehicle and sound sample selection. Section 3 will address the 
methodologies used for the P.835 evaluation and how the results 
correlate to the two different standards for MOS calculation. 
Factors affecting the subjective scoring of the participants will 
also be discussed in this section. Section 4 will give two examples 
of how MOS values were used to explore effects that influence the 
call quality of hands-free systems. The first example investigates 
the effect of background noise level in the vehicle cabin on 
hands-free phone call quality for two suppliers of such systems. 
The second example explores the effect of noise suppression level, 
as set by the hands-free system, for two suppliers. The 
relationships of these effects to SMOS and NMOS are developed 
and discussed in this section. Finally, Section 5 will complete this 
paper with some conclusions.
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2. VEHICLE AND SOUND SELECTION
All speech recordings were made utilizing a commercially available 
test system that implements the ITU P1100 recommendation [4] for 
the assessment of motor vehicle hand-free systems. A component of 
this system implements the ETSI MOS calculations [2][3].

The typical set-up is shown in Figure 1. The right side of the diagram 
shows the noise simulation. Recordings of various background noise 
conditions were made at the hands-free microphone location. The 
spectral content of these background noises was reconstructed using 
the speaker and equalizers shown. Further details of the noise 
simulation can be found in [5]. The MOS algorithms require three 
signals: 1. a clean signal that is played to the Head And Torso 
Simulator (HATS), 2. an unprocessed signal that is recorded at the 
hands-free microphone location, and 3. a processed signal that is 
collected at the Bluetooth interface using the test system's Bluetooth 
reference which is paired with the hands-free device. Figure 1 shows 
the points where these signals are extracted. The entire process is 
explained in [6]. The recordings that the subjects will listen to are 
those emitted by the in-vehicle hands-free Bluetooth device in the 
car. This “processed” signal will include the effects of the noise 
reduction processing that is performed by the hands-free device. The 
noise reduction will not only reduce the noise level, but will generally 
do it at the expense of speech quality. Some systems will perform this 
trade-off better than others; however, all systems will eventually 
degrade the speech if the noise reduction is too aggressive.

Figure 1. Test set-up for data acquisition for MOS calculation.

For this study, the test condition in which the vehicles were traveling 
at 100kph on Ford's Dearborn Development Center (DDC) Interior 
Quietness road surface was chosen. This is a brushed concrete road 
surface. The HVAC was in the defrost mode in the lowest blower 
setting. The seat was in the 95th percentile male position (almost all 
the way rearward). An additional test condition for one of the 
vehicles was also included and will be explained shortly.

This study used a single female utterance (“You must go and do it at 
once.”) and one male utterance (“He could not remember his name.”). 
These utterances come from the so-called “Harvard Sentences” which 
are a collection of sample phrases that are used for standardized 

testing of Voice over IP, cellular, and other telephone systems [7]. 
They are phonetically-balanced sentences that use specific phonemes 
at the same frequency as they appear in spoken English.

In order to select competitive vehicles with a range of SMOS and 
NMOS values, the ETSI EG 202 396-3 standard was calculated on 
the entire vehicle set for the test condition in which the vehicle is 
driving at 100kph over a brushed concrete road surface. Those 
results are plotted in Figure 2. The vehicles chosen for the study are 
those with the large dots in the plot. SMOS values ranged from 1.2 
to 3.1, while NMOS values ranged from 1.3 to 3.3. Clearly, the 
lower and mid ranges are well represented. In order to include at 
least one sample with excellent MOS scores, vehicle C with the 
HVAC in the low position and no road noise was included. This 
sample produced an SMOS of 4.7 and an NMOS of 4.9. This 
sample will also give subjects a sample with nearly no noise and 
very limited speech distortion.

Figure 2. Sound recordings selected (large dots) based on spread in SMOS and 
NMOS as calculated by ESTI EG 202 396-3.

3. LISTENING EVALUATION

P.835 Evaluation Methodology
The subjective evaluation was conducted in accordance to ITU-T 
Recommendation P.835 [1]. The rating scales for the background 
noise, speech distortion and overall speech quality are shown in 
Figure 3. There were six sessions of participants. The order of sound 
presentation was randomized by session. As specified in P.835, in half 
of the sessions the evaluators rated the noise first, while the other half 
rated the speech first so that order effects would cancel.

Each of the sound samples is the result of noise reduction processing 
unique to each manufacturer of the in-vehicle hands-free system. As a 
result, absolute levels of the sound samples can vary. In order to 
minimize the effect of sound level, the sound samples were all 
normalized such that the peak dBA level using a 0.125 sec time 
constant was within 3dB for all the samples. As an example, Figure 4 
shows dBA as a function of time for all 11 female-talker sound 
samples. Please note, C (no road noise) is vehicle C with the low 
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